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COIL DEVICE AND SWITCHING POWER SUPPLY 
APPARATUS USING THE SAME 

CROSS REFERENCE TO RELATED 
APPLICATIONS 

[0001] This is a divisional of US. patent application Ser. 
No. 09/511,346, ?led Feb. 23, 2000 in the name of Tadahiko 
Matsumoto, et al. and entitled Coil Device and Switching 
PoWer Supply Apparatus Using the Same. 

BACKGROUND OF THE INVENTION 

[0002] 1. Field of the Invention 

[0003] The present invention relates to a coil device such 
as a transformer and an inductor to be used for electronic 

equipment, sWitching poWer supply apparatus or the like, 
and the sWitching poWer supply apparatus using it. 

[0004] 2. Description of the Related Art 

[0005] SWitching poWer supply apparatus have been 
Widely used for a poWer supply units of various electronic 
devices such as personal computers, facsimile machines or 
the like. Especially, sWitching poWer supply apparatus 
including an isolated forWard converter type as a DC-DC 
converter are suitably employed in laptop computers or the 
like. 

[0006] Such a sWitching poWer supply apparatus including 
an isolated forWard converter generally comprises a poWer 
transformer, a driving transformer and a choke coil. These 
coil elements use coils and core parts, Which are bulky and 
require substantial spaces to be mounted on a circuit board. 
As a result, it is very dif?cult to miniaturiZe the circuit board 
and sWitching poWer supply apparatus itself. 

[0007] In addition, transformers and choke coils are rela 
tively expensive elements due to the fact that manufacturing 
methods of these elements include a step Which cannot be 
automatically processed. It is dif?cult to reduce the cost of 
the sWitching poWer supply apparatus, accordingly. 

SUMMARY OF THE INVENTION 

[0008] The present invention can solve the aforemen 
tioned draWbacks associated With the conventional coil 
elements and provides a coil device capable of saving space, 
miniaturiZing siZe, and reducing cost. The present invention 
also provides a sWitching poWer supply apparatus Which 
uses the coil device and can be produced at a loW cost. 

[0009] The coil device comprises a core, ?rst printed coil 
and a second printed coil. The core has an intermediate leg 
and at least a pair of external legs arranged With equal 
intervals from the intermediate leg. The ?rst printed coil is 
provided on a ?rst substrate Which has an intermediate hole 
and a pair of external holes respectively inserted in the 
intermediate leg and the pair of external legs of the core, the 
?rst printed coil being Wound around the intermediate hole. 
The second printed coil is provided on a second substrate 
Which has an intermediate hole and a pair of external holes 
respectively inserted in the intermediate leg and the pair of 
external legs of the core, the second printed coil including a 
pair of external printed coils Which are connected in series 
and are respectively Wound around the pair of the external 
holes by the same number of turns but in the opposite 
directions. 
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[0010] According to this structure, the pair of external 
printed coils of the second printed coil generate magnetic 
?elds in the opposite direction to each other in the interme 
diate leg such that the magnetic ?elds are canceled With each 
other and induce no induction voltage in the ?rst printed 
coil, and induction voltages induced in the external printed 
coils of the second printed coil by the magnetic ?ux gener 
ated by the ?rst printed coil is canceled to be equivalently 
0V, Whereby the ?rst printed coil and the second printed coil 
form separate inductors Which are not magnetically coupled. 

[0011] In this invention, the number of total legs of the 
core includes three for a pair of external legs to one 
intermediate legs, four in the case of a pair of external legs 
and one external leg, or ?ve in the case of tWo pairs of 
external legs. 

[0012] First, a case Where the number of total legs of the 
above-described core is three, is described. The case Where 
the number of total legs is three is of the structure Where a 
pair of external legs are arranged With equal intervals With 
the intermediate leg as the base point. Thus, a conventional 
E-shaped core in Which the external legs are arranged in the 
direction opposite to each other by 180° With the interme 
diate leg as the center is included in this case of three legs. 

[0013] Among a pair of external legs, one external printed 
coil Wound around the one external leg and the other 
external printed coil Wound around the other external leg are 
Wound in the same direction and inversely connected in 
series, or Wound in the reverse direction and forWardly 
connected in series to form one second printed coil (a pair 
of external printed coils). 

[0014] Thus, When current ?oWs in the ?rst printed coil 
(intermediate printed coil) Wound around the intermediate 
leg, magnetic ?uxes parallel in the same direction passing 
through the one external leg and the other external leg are 
generated. The voltages induced in the one external printed 
coil and the other printed coil to be interlinked With the 
magnetic ?uxes are in the opposite direction to each other, 
and canceled, and no equivalently induced voltages are 
outputted in both terminals of the second printed coil (a pair 
of external printed coils). 

[0015] When current ?oWs in the second printed coil (a 
pair of external printed coils), the magnetic ?uxes Which are 
generated from the one external printed coil and the other 
external printed coil and pass through the intermediate leg 
are in the opposite direction to each other, and cancel each 
other, and no induced voltage is outputted in both terminals 
of the ?rst printed coil (intermediate printed coil). 

[0016] Thus, the ?rst printed coil (intermediate printed 
coil) Wound around the intermediate leg and the second 
printed coil (a pair of external printed coils) Wound around 
a pair of external legs constitute coil devices Which are 
individual parts Wound by cores as if they are independent 
from each other Where the core is commonly used, and the 
interlinked magnetic ?uxes or the induced voltages cancel 
With each other. 

[0017] Second, a case Where the number of total legs of 
the above-described core is four is described. In the case of 
four legs, Which is a case Where one leg (the fourth leg) is 
added to the above-described case With three legs, and the 
fourth leg is arranged on a line to perpendicularly divide into 
tWo the line connecting the external legs of a pair of external 
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legs to each other. Thus, the fourth leg is in a relationship 
similar to that of the above-described intermediate leg in the 
form relative to a pair of external legs, and at the same time, 
similar to that of the above-described intermediate leg, in 
effect, so to speak, the second intermediate leg. Further, the 
fourth leg forms the relationship of a U-shaped core in 
relation to the intermediate leg, and the printed coils Wound 
therearound forms the relationship betWeen the primary coil 
and the secondary coil. The external printed coil Wound 
around the fourth leg is paired With the intermediate printed 
coil Wound around the intermediate leg, that is, a similar 
relationship to that of a pair of above-described external 
printed coils can be formed by connecting the printed coils 
in series so that the directions of the magnetic ?uxes passing 
through the legs become opposite to each other. TWo pairs of 
external printed coils can be formed thereby. In addition, tWo 
transformers can be formed by forming tWo pairs of external 
printed coils equivalent or similar to each other. 

[0018] Third, a case Where the number of total legs of the 
above-described core is ?ve is described. In the case of ?ve 
legs, Which is a case Where tWo sets of a pair of external legs, 
i.e., tWo pairs of external legs are provided, and the effect of 
tWo pairs of external printed coils (tWo second printed coils) 
Wound around tWo sets of the external legs to the interme 
diate leg is the same as the relationship betWeen the above 
described intermediate leg and a pair of the external printed 
coils (one second printed coil). Further, the relationship 
betWeen tWo sets of the external printed coils, i.e., betWeen 
a pair of one external printed coils and a pair of the other 
printed coils is that the mutually induced voltages equiva 
lently cancel each other. 

[0019] Further, a case Where the number of total legs is six 
or more is possible, and the description for the above 
described cases of three to ?ve legs is analogously appli 
cable. 

[0020] According to another embodiment of the invention, 
the coil device is further provided With a third printed coil 
equal to or similar to the above-described ?rst printed coil, 
Wherein the above-described ?rst printed coil is magneti 
cally coupled With the above-described third printed coil to 
form the ?rst transformer. 

[0021] In this embodiment, the third printed coil (inter 
mediate printed coil) Wound around the intermediate leg 
around Which the ?rst printed coil is already Wound is 
magnetically coupled With the above-described ?rst printed 
coil to constitute the ?rst transformer (intermediate trans 
former) in the relationship betWeen the primary coil or the 
secondary coil of the transformer. The magnetic ?ux gen 
erated from the third printed coil of the ?rst transformer is 
induced in the second printed coil to generate the voltage, 
but the voltage is canceled to be 0V. The magnetic ?ux 
generated from the second coil and passing through the 
intermediate leg is canceled, and no voltage due to the 
induction is generated in the third printed coil of the ?rst 
transformer. 

[0022] According to still another embodiment, the coil 
device is further provided With a fourth printed coil equal to 
or similar to the above-described second printed coil, 
Wherein the above-described second printed coil is magneti 
cally coupled With the above-described fourth printed coil to 
form the second transformer. 

[0023] In this embodiment, the fourth printed coil (a pair 
of external printed coils) further Wound around a pair of 
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external legs around Which the second printed coil is already 
Wound is magnetically coupled With the above-described 
second printed coil to constitute the second transformer 
(external transformer). The magnetic ?ux generated from 
each printed coil of the fourth printed coil of the second 
transformer and passing through the intermediate leg is 
canceled, and no voltage due to the induction is generated in 
the ?rst printed coil (intermediate printed coil). The mag 
netic ?ux generated from the ?rst printed coil is interlinked 
With the fourth printed coil of the second transformer to 
generate the voltage, but this voltage is canceled to be 0V. 

[0024] According to still another embodiment, a coil 
device is provided With a third printed coil equal to or 
similar to the above-described ?rst printed coil Wherein the 
above-described ?rst printed coil is magnetically coupled 
With the above-described third printed coil to form a ?rst 
transformer, and is further provided With a fourth printed 
coil equal to or similar to the above-described second 
printed coil Wherein the above-described second printed coil 
is magnetically coupled With the above-described fourth 
printed coil to form the second transformer. 

[0025] In this embodiment, the ?rst transformer (interme 
diate transformer) having tWo intermediate printed coils 
around the intermediate leg of the core is formed, and the 
second transformer (external transformer) having tWo pairs 
of the external printed coils around a pair of external legs is 
formed. A pair of the intermediate printed coils of the ?rst 
transformer and a pair of the external printed coils of the 
second transformer are Wound around one core, but similar 
to the effect of the invention already described, the inter 
linked magnetic ?uxes cancel each other, or the voltages due 
to the induction cancel each other to form tWo independent 
transformers jointly using one core. 

[0026] According to still another embodiment, a sWitching 
poWer supply apparatus includes a transformer for poWer 
transmission having a primary coil and a secondary coil, a 
main sWitch to control the current ?oWing from the input 
poWer supply into the primary coil, a rectifying and smooth 
ing circuit Which includes a choke coil and recti?es and 
smoothes the output of the secondary coil of the transformer 
for poWer transmission, and a control circuit to control the 
action of the main sWitch, the transformer for poWer trans 
mission and the choke coil being formed of the coil device 
described above. 

[0027] In this embodiment, the transformer for poWer 
transmission and the choke coil for rectifying and smoothing 
operation sharing the core comprise the coil device provided 
With the transformer Which is formed on one core and 
equivalently generates no output voltage due to the induc 
tion. A core ?tting space to a circuit substrate of the 
sWitching poWer supply apparatus is reduced thereby. Fur 
ther, in the choke-input type rectifying and smoothing 
circuit, the secondary Winding of the transformer for poWer 
transmission and the choke coil can be Wired as one coil 
device in the manufacturing stage. 

[0028] Alternatively, in the sWitching poWer supply appa 
ratus including a transformer for poWer transmission having 
a primary coil and a secondary coil, a main sWitch to control 
the current ?oWing from an input poWer supply into the 
primary coil, a rectifying and smoothing circuit Which 
includes a choke coil and recti?es and smoothes the output 
of the secondary coil of the transformer for poWer transmis 
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sion and a current transformer to detect the current ?owing 
in the main switch and to output it to the above-described 
control circuit, the transformer for poWer transmission and 
the current transformer can comprise the coil device 
described above. 

[0029] In this case, tWo transformers Which are formed 
into one core and constitute a coil device generate no voltage 
due to the mutual induction betWeen the Windings of the tWo 
transformers, and are operated as independently individual 
parts. Thus, a transformer to be used for both poWer and the 
control system can have a common core. 

[0030] Further, in the sWitching poWer supply apparatus 
including a transformer for poWer transmission having a 
primary coil and a secondary coil, a main sWitch to control 
the current ?oWing from an input poWer supply into a 
primary coil, a rectifying and smoothing circuit having a 
recti?er Which includes a choke coil and recti?es and 
smoothes the output of the secondary coil of the transformer 
for poWer transmission, a control circuit to control the action 
of the main sWitch, a drive transformer to transmit the drive 
signal from a control circuit and drive a high-side sWitch, 
and a synchronous commutator the transformer for poWer 
transmission and the drive transformer can comprise the coil 
device described above. 

[0031] In this case, tWo transformers Which are formed in 
one core and comprising a coil device generate no voltage 
due to the mutual induction betWeen the Windings of the tWo 
transformers, and are operated as independently individual 
parts. Thus, a transformer to be used both for poWer and the 
control system can have a common core. 

[0032] According to the present invention, since tWo inde 
pendent inductors (or coils), a transformer and an inductor, 
or tWo independent transformers can be formed in a single 
coil device using a single core, space can be saved, and the 
cost can be reduced compared With a case Where a plurality 
of cores for individual inductors are used. 

[0033] When the number of the total legs of the core is 
three, cores of the EE-shape, EI-shape, pot-shape or the like 
Which have been extensively used can be used as they are, 
and the cost for neW design of the core can be reduced. 

[0034] Also, When the coil device Wound by a conven 
tional Winding is sWitched to the coil device of the present 
invention, no bobbin is required, and the cost for the neW 
design can be reduced by using a printed coil printed on a 
printed circuit board. 

[0035] Further, by using the coil device of the present 
invention, it is possible to reduce the space necessary for 
transformers and coils, minimiZe the siZe of the circuit board 
of a sWitching poWer supply apparatus and reduce the 
mounting cost. 

[0036] For the purpose of illustrating the invention, there 
is shoWn in the draWings several forms Which are presently 
preferred, it being understood, hoWever, that the invention is 
not limited to the precise arrangements and instrumentalities 
shoWn. 

BRIEF DESCRIPTION OF THE DRAWING(S) 

[0037] FIG. 1 is a vieW of a printed coil substrate of each 
layer, and FIG. 1A is a plan vieW illustrating a ?rst printed 
coil substrate, FIG. 1B is a plan vieW illustrating a second 
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printed coil substrate, FIG. 1C is a plan vieW illustrating a 
third printed coil substrate, and FIG. 1D is a plan vieW of a 
fourth printed coil substrate. 

[0038] FIG. 2 is a sectional vieW of a coil device to 
indicate the direction of the magnetic ?ux by the ?rst printed 
coil by ?tting the ?rst printed coil substrate and the second 
printed coil substrate to an EE-shaped core. 

[0039] FIG. 3 is a sectional vieW of a coil device to 
indicate the direction of the magnetic ?ux by the second 
printed coil by ?tting the ?rst printed coil substrate and the 
second printed coil substrate to the EE-shaped core. 

[0040] FIG. 4 is a sectional vieW of a coil device in Which 
the ?rst printed coil substrate, the second printed coil 
substrate and the third printed coil substrate are ?tted to the 
EE-shaped core. 

[0041] FIG. 5 is a sectional vieW of a coil device in Which 
the ?rst printed coil substrate, the second printed coil 
substrate, the third printed coil substrate and the fourth 
printed coil substrate are ?tted to the EE-shaped core. 

[0042] FIG. 6 is a plan vieW of the coil device having four 
legs. 

[0043] FIG. 7 is a plan vieW of the coil device having ?ve 
legs. 

[0044] FIG. 8 is a circuit diagram of a sWitching poWer 
supply apparatus provided With the coil device illustrated in 
FIG. 4. 

[0045] FIG. 9 is a circuit diagram of a sWitching poWer 
supply apparatus provided With the coil device illustrated in 
FIG. 5. 

[0046] FIG. 10 is a circuit diagram of a sWitching poWer 
supply apparatus provided With the coil device illustrated in 
FIG. 5. 

DETAILED DESCRIPTION OF EMBODIMENTS 
OF THE INVENTION 

[0047] Hereinafter, the preferred embodiments of the 
present invention are explained in detail With reference to 
the draWings. 

[0048] An embodiment of a coil device of the present 
invention is described beloW referring to FIG. 1A and FIG. 
1B for a case Where tWo inductor (coils) Which can be 
regarded to be independently individual parts from each 
other are combined With one core. 

[0049] In FIG. 1A, reference numeral 11 denotes a ?rst 
printed coil substrate, and three rectangular through holes 
11a-11c are formed in its center part in a line at appropriate 
intervals. A ?rst printed coil 1 (a ?rst intermediate printed 
coil) of three turns is formed in a Winding manner clockWise 
from the outer side to the inner side on a surface of a ?rst 
printed coil substrate 11 around the center through hole 11b 
among these three through holes 11a-11c. An external ter 
minal of the ?rst printed coil 1 is connected to an external 
terminal a through a connection Wiring 1a. An internal 
terminal of the ?rst printed coil 1 is connected to an external 
terminal b through a connection Wiring 1c formed on a via 
hole 1b and its back surface. The ?rst printed coil substrate 
11, on Which the ?rst printed coil 1 is formed, is mounted by 
respectively inserting and ?tting three through holes 11a-11c 
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into an external leg 6a, an intermediate leg 6b and an 
external leg 6c of an E-shaped core 6. In FIG. 1B, reference 
numeral 12 denotes a second printed coil substrate, and one 
external printed coil 2a of one turn and the other external 
printed coil 2b are formed on a surface of the second printed 
coil substrate 12 around the external through holes 11a and 
11c among these three through holes 11a-11c. The one 
external printed coil 2a and the other external printed coil 2b 
are inversely connected to one terminal of the one external 
printed coil 2a and one terminal of the other external printed 
coil 2b by a connection Wiring 2c so that the one external 
printed coil 2a and the other external printed coil 2b are 
Wound in a direction opposite to each other, and a second 
printed coil 2 (a pair of external printed coils) is formed. 

[0050] For example, the external printed coil 2a is Wound 
clockWise While the external printed coil 2b is Wound 
counter clockwise as shoWn in FIG. 11B. The other terminal 
of the one external printed coil 2a is connected to an external 
terminal c through a connection Wiring 2d. The other ter 
minal of the other external printed coil 2b is connected to an 
external terminal d through a connection Wiring 2f formed 
on a via hole 26 and its back side. The second printed coil 
substrate 12 on Which the second printed coil 2 is formed is 
mounted by respectively inserting and ?tting these three 
holes 11a-11c into the external leg 6a, the intermediate leg 
6b, and the external leg 6c of the E-shaped coil as illustrated 
in FIG. 2. In this condition, an electrical insulation body, for 
example, an insulation substrate of the same material as that 
of the printed coil substrate is interposed betWeen the ?rst 
printed coil substrate 11 and the second printed coil substrate 
12. 

[0051] In FIG. 1A, When the current ?oWs in the direction 
of the external terminal a to b in the ?rst printed coil 1 
formed on the ?rst printed coil substrate 11, the magnetic 
?ux generated from the ?rst printed coil 1 passes through the 
intermediate leg 6b of the EE-shaped core 6 as illustrated by 
an arroW in a ?ne line as illustrated in FIG. 2 to form a 
parallel magnetic path passing through one external leg 6a 
and the other external leg 6c. Since the magnetic ?ux 
interlinked With the one external printed coil 2a is equal to 
that interlinked With the other external printed coil 2b, the 
voltage induced in the one external printed coil 2a is equal 
to that induced in the other external printed coil 2b. Since the 
one external printed coil 2a is inversely connected to the 
other external printed coil 2b by the connection Wiring 2c as 
described above, these added voltages cancel each other and 
the output voltages across the external terminals c, d is Zero. 

[0052] In FIG. 1B, When the current ?oWs in the direction 
of the external terminals c to d in the second printed coil 2, 
magnetic ?uxes in the opposite direction to each other are 
generated on the one external printed coil 2a and the other 
external printed coil 2b constituting the second printed coil 
2 as illustrated in FIG. 3 by the ?ne line arroW, and these 
magnetic ?uxes intensify each other in the external legs 6a 
and 6c of the EE-shaped core 6 While the magnetic ?uxes 
cancel each other in the intermediate leg 6b as illustrated by 
the broken line arroW. Thus, no induced voltage is generated 
in the ?rst printed coil 1 (a ?rst intermediate printed coil) 
Wound around the intermediate leg 6b by the magnetic ?ux 
generated from the second printed coil 2, and no voltage is 
generated across the external terminals a, b. 

[0053] Thus, the ?rst printed coil 1 and the second printed 
coil 2 are combined by commonly using one core through 
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the Winding mode of these coils, and since no voltage is 
generated in these external terminals by canceling the mag 
netic ?ux from the counter coil or by canceling the induced 
voltage, these coil can be regarded as independently indi 
vidual parts as if they are formed on separate cores, and the 
?rst printed coil 1 and the second printed coil 2 can form 
individual self-inductances, respectively. 

[0054] An embodiment of the coil device of the present 
invention is described referring to FIG. 1C in a case Where 
one transformer and one inductor Which can be regarded to 
be individual parts from each other are formed on one core. 

[0055] In this ?gure, 13 denotes a third printed coil 
substrate, and the substrate has three through holes 11a-11c 
similar to the ?rst printed coil substrate 11 and the second 
printed coil substrate 12. A third printed coil 3 (a second 
intermediate printed coil) of tWo turns is formed on a surface 
of the third printed coil substrate 13 around the center 
through hole 11b in a Winding manner clockWise from the 
outer side to the inner side. An external terminal of the third 
printed coil 3 is connected to an external terminal e through 
a connection Wiring 3a. An internal terminal of the third 
printed coil 3 is connected to an external terminal f through 
a via hole 3b and a connection Wiring 3c formed on its back 
side. The third printed coil substrate 13 on Which the third 
printed coil 3 is formed is mounted by inserting and ?tting 
these three through holes 11a-11c into the external leg 6a, 
the intermediate leg 6b, and the external leg 6c of the 
EE-shaped core 6. In this condition, an electric insulation 
body is interposed betWeen substrates in a similar manner to 
the above-described case. 

[0056] In FIG. 4, the ?rst printed coil 1 formed on the ?rst 
printed coil substrate 11 and the third printed coil 3 formed 
on the third printed coil substrate 13 are Wound around the 
intermediate leg 6b of the core 6 to form a ?rst transformer 
through the mutual magnetic coupling. In FIG. 1C, When the 
current ?oWs in the direction of the external terminals e to 
f in the third printed coil 3, the magnetic ?ux in the direction 
indicated by the ?ne line arroW in FIG. 2 is generated. The 
direction of generating the magnetic ?ux is similar to that in 
the case of the ?rst printed coil 1 illustrated in FIG. 1A. 
Thus, the interaction betWeen the third printed coil 3 and the 
second printed coil 2 is similar to the interaction betWeen the 
?rst printed coil 1 and the second printed coil 2 as described 
above. That is, the magnetic ?ux generated from the third 
printed coil 3 of the ?rst transformer is interlinked With the 
respective external printed coils 2a and 2b of the second 
printed coil 2, but the voltages to be outputted to the external 
terminals c and d are 0V since the respective external printed 
coil 2a and 2b are inversely connected to each other. The 
magnetic ?ux generated from the second printed coil 2 (a 
pair of external printed coils 2a and 2b) and passing through 
the intermediate leg 6b becomes the inverse magnetic ?ux 
due to the inverse connection as described above, and 
cancels, and no voltage due to the induction is generated in 
the third printed coil 3 of the ?rst transformer. 

[0057] Next, an embodiment of the coil device of the 
present invention is described referring to FIG. 1D in a case 
Where tWo transformers Which can be regarded to be indi 
vidual parts are formed on one core. 

[0058] In FIG. 1D, 14 denotes a fourth printed coil 
substrate, Which has three through holes 11a-11c in a similar 
manner to the ?rst printed coil substrate 11 to the third 
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printed coil substrate 13. One external printed coil 4a of tWo 
turns is formed on a surface of a fourth printed coil substrate 
14 around one outer through hole 11a among these three 
through holes 11a-11c in a Winding manner clockwise from 
the outer side to the inner side. The other external printed 
coil 4b of tWo turns is similarly formed on a back side of the 
fourth printed coil substrate 14 around another outer through 
hole 11c in a Winding manner counterclockwise from the 
outer side to the inner side vieWed from the face side. An 
internal terminal of the one external printed coil 4a is 
connected to an external terminal of the other external 
printed coil 4b through a via hole 4c and a connection Wiring 
4d formed on a back side. An external terminal of the one 
external printed coil 4a is connected to an external terminal 
g through a connection Wiring 46. An internal terminal of the 
other external printed coil 4b is connected to an external 
terminal h through a via hole 4f and a connection Wiring 4g. 
The one external printed coil 4a and the other external 
printed coil 4b comprise the fourth printed coil 4. The fourth 
printed coil substrate 14 on Which the fourth printed coil 4 
is formed is mounted by respectively inserting and ?tting 
these three through holes 11a-11c into the external leg 6a, 
the intermediate leg 6b and the external leg 6c of the 
EE-shaped core 6 as illustrated in FIG. 5. In this condition, 
an electric insulation body is interposed betWeen substrates 
similar to the case described above. 

[0059] As illustrated in FIG. 1D, When the current ?oWs 
in the direction of the external terminals g to h, the direction 
of the magnetic ?ux passing through the one external leg 6a 
is opposite to that of the magnetic ?ux passing through the 
other external leg 6c. The direction of the magnetic ?ux is 
the same as the direction of the magnetic ?ux formed by the 
one external printed coil 2a and the other external printed 
coil 2b illustrated in FIG. 1B by the plus symbol and the 
dots, and the direction of the magnetic ?ux indicated in FIG. 
3 by the ?ne line arroW. 

[0060] In FIG. 5, the ?rst printed coil 1 formed on the ?rst 
printed coil substrate 11 and the third printed coil 3 formed 
on the third printed coil substrate 13 are Wound around the 
intermediate leg 6b of the core 6, and magnetically coupled 
With each other to form a ?rst transformer. Further, the 
second printed coil 2 formed on the second printed coil 
substrate 12 and the fourth printed coil 4 formed on the 
fourth printed coil substrate 14 are Wound around the one 
external leg 6a and the other external leg 6c of the core 6, 
and magnetically coupled With each other to form a second 
transformer. Windings (the ?rst printed coil 1 and the third 
printed coil 3) of this ?rst transformer and Windings (the 
second printed coil 2 and the fourth printed coil 4) of the 
second transformer can be handled as independent parts 
formed on separate cores since their magnetic ?uxes cancel 
each other, the induced voltages are cancel each other, and 
no equivalent voltage is generated therebetWeen though they 
are combined With each other into one magnetic core 6. 

[0061] The above-described embodiments are described in 
a case Where coil parts Which can be regarded to be 
independent from each other, for example, an inductor and 
an inductor, an inductor and a transformer, and a transformer 
and a transformer are formed on the magnetic core using one 
E-shaped magnetic core having three legs, but these tWo coil 
parts Which can be regarded to be independent from each 
other can be similarly realiZed by a coil device 40 having a 
fourth leg 6d illustrated in FIG. 6, and at the same time, can 
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be used in a different manner. The fourth leg 6a' is arranged 
on a line orthogonal to the line connecting a pair of external 
legs 6a and 6c to each other, and located at the position at 
the uniform distance from a pair of external legs 6a and 6c. 
Thus, by arranging the fourth leg 6d, the voltage induced by 
the magnetic ?ux formed by the ?fth printed coil 5a Wound 
around the fourth leg 6d can be canceled on the second 
printed coil 2. 

[0062] In the above-described embodiments, the one 
external printed coil 2a (4a) and the other external printed 
coil 2b (4b) are paired and used for a pair of the external 
printed coils (the second printed coil 2 and the fourth printed 
coil 4), and similarly, the ?rst printed coil 1 (the intermediate 
printed coil) and the ?fth printed coil 5 are paired and used 
for a pair of printed coils. 

[0063] In another use from the above-described one, the 
?rst printed coil 1 and the ?fth printed coil 5 can be used in 
a relationship such that one is a primary coil and the other 
a secondary coil. 

[0064] A plurality of coil parts Which can be regarded to 
be individual ones can be combined through the common 
use of one magnetic core since the legs 6a-6a' of the 
magnetic core are of a geometrically uniform arrangement 
and structure, and the magnetic ?uxes formed by the printed 
coil Wound therearound cancel each other, or the induced 
voltages cancel each other. 

[0065] Next, a case Where the total number of legs of the 
above-described core is ?ve is described referring to FIG. 7. 
The embodiment illustrated in FIG. 7 has external legs 66 
and 6f arranged at equal intervals along a line orthogonal to 
the above-described line around the intermediate leg 6b 
relative to the external legs 6a and 6c arranged on the line 
With equal intervals around the intermediate leg 6b. A pair 
of external printed coils 9a and 9b formed on a printed coil 
substrate not indicated in the ?gure are arranged around 
these external legs 66 and 6f. Apair of these external printed 
coils 9a and 9b are paired as described above, and connected 
in series to each other to constitute the sixth printed coil 9. 

[0066] In the present embodiment, the ?rst transformer 
comprises the ?rst printed coil 1 and the third printed coil 3, 
the second transformer comprises the second printed coil 2 
and the fourth printed coil 4, and one inductor comprises the 
sixth printed coil 9 (a pair of external printed coils 9a and 
9b). Thus, three coil parts, that is, tWo transformers and one 
inductor are formed one core. 

[0067] A third transformer can be formed through the 
magnetic coupling With the already Wound sixth printed coil 
9 by further forming a seventh printed coil equivalent to or 
similar to the sixth printed coil 9 on the external legs 66 and 
6f. That means, three transformers Which can be regarded to 
be independent from each other can be constituted in one 
core. In the present embodiment, tWo transformers and one 
inductor, one transformer and tWo inductors, and three 
inductors can be constituted in addition to three transformers 
in the present embodiment. When a space can be ensured 
around a center through hole 11b, another printed coil 
together With the ?rst printed coil can be Wound. 

[0068] AsWitching poWer supply apparatus 60 using a coil 
device 20 in Which one transformer and one coil (inductor) 
illustrated in FIG. 4 are formed using one core is described 
referring to FIG. 8. The sWitching poWer supply apparatus 
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60 illustrated in FIG. 8 comprises an isolation type forward 
converter circuit providing DC-DC conversion, and an 
accessory circuit is omitted. 

[0069] A terrninating terminal of a primary winding n1 of 
a transformer T1 for power transmission is connected to a 
positive terminal (+) of an input power supply P, and its 
starting terminal is connected to a drain of a transistor Q1 
which is a switching element (a main switch), and its source 
is connected to a negative terminal (—) of the input power 
supply P. A gate of the transistor Q1 is connected to the 
negative terminal of the input power supply P through a 
control circuit S to control the conducting pulse width of the 
transistor Q1. 

[0070] A rectifying and smoothing circuit 7a is connected 
to a secondary winding n2 side of the transformer T1 for 
power transmission, and the conversion power is supplied 
from its output terminals t1 and t2 to a load 8. The rectifying 
and smoothing circuit 7a comprises, similar to a conven 
tional rectifying and smoothing circuit, a rectifying diode dl, 
a cornrnutating diode d2, a choke coil L1, a smoothing 
capacitor c3, and its output terminals t1 and t2. The coil 
device 20 formed in the same core illustrated in FIG. 4 are 
used for the transformer T1 for power transmission and the 
choke coil L1. Astarting terminal and a terrninating terminal 
of the secondary wining n2 are connected to an anode of 
rectifying diode dl and an anode of cornrnutating diode d2, 
respectively. Cathodes of the rectifying diode dl and the 
cornrnutating diode d2 are connected to the output terminal 
t1. The choke coil L1 is connected across the anode of the 
cornrnutating diode d2 and the output terminal t2. The 
srnoothing capacitor c3 is connected between the output 
terminals t1 and t2. 

[0071] The operation of the switching power supply appa 
ratus 60 is described below. When the transistor Q1 is turned 
on by the switching control signal from the control circuit S, 
the current to be supplied from the input power supply P 
?ows in the primary winding n1 of the transformer T1 to 
induce the voltage in the secondary winding n2. The induced 
voltage is recti?ed by the rectifying diode d1, and smoothed 
by the choke coil L1 and the capacitor c3 to supply power 
to the load 8. When the transistor Q1 is turned off by the 
control signal from the control circuit S, the induced voltage 
is inverted, and though the induced reverse voltage in the 
secondary winding n2 is impeded by the rectifying diode d1, 
the reverse voltage which is the electromagnetic energy 
accumulated in the choke coil L1 is recti?ed by the corn 
rnutating diode d2, and the power is supplied to the load 8 
while charging the capacitor c3. When the transistor Q1 
conducts, the condition is returned to the original one to 
continue the DC-DC conversion. This is the basic action of 
the switching power supply apparatus 60. 

[0072] The action to stabiliZe the output voltage of a 
switching power supply apparatus 60 is now described. 
Though not illustrated in the ?gure, an output voltage 
detection and error arnpli?cation circuit (hereinafter, 
referred to as “detection circuit”) to detect the ?uctuation in 
the output voltage and feed it back to the control circuit S is 
attached between the output terminals t1 and t2. It is 
assumed here that the voltage between the output terminals 
t1 and t2 is reduced due to the ?uctuation in the voltage of 
the load 8. Then, the reduced voltage is detected by the 
detection circuit, and outputted to the control circuit S. The 
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pulse width of the switching control signal s1 is increased by 
the control circuit S, and outputted. The ON time of the 
transistor Q1 is increased, the electromagnetic energy accu 
rnulated in the secondary winding n2 of the transformer T1 
is increased, and the output voltage appearing across the 
output terminals t1 and t2 after the rectifying and smoothing 
operation is also increased, and controlled back to the 
original steady-state condition. When the voltage between 
the output terminals t1 and t2 is increased, the output voltage 
between the output terminals t1 and t2 is reduced by 
narrowing the pulse width of the switching control signal s1, 
and thus return the output voltage to the original steady-state 
condition. 

[0073] The switching power supply apparatus 60 illus 
trated in FIG. 8 can save space, rniniaturiZe the siZe of the 
apparatus, and reduce the mounting cost by using the coil 
device 20 in which the transformer T1 for power transmis 
sion and the smoothing choke coil L1 are formed into one 
core. In the switching power supply apparatus 60, the circuit 
wiring and the circuit parts illustrated in FIG. 8 are formed 
in one larninated circuit substrate and arranged thereon. 
Since the coil device and also makes of the circuit parts is 
also constituted making use of the laminated circuit sub 
strate, the space of the coil device in the circuit substrate can 
be reduced compared with that of a conventional one. 

[0074] Aswitching power supply apparatus 70 using a coil 
device 30 in which two transforrners illustrated in FIG. 5 are 
formed by one core is now described referring to FIG. 9. 

[0075] In the switching power supply device 70, a termi 
nating terminal of a primary winding n1 of a transformer T1 
for power transmission is connected to a positive terminal 
(+) of a DC input power supply P, and a starting terminal is 
connected to a drain of a ?eld-effect transistor Q1 which is 
a switching element (a main switch), and its source is 
connected to a negative terminal (—) of the input power 
supply P. A gate of this transistor Q1 is connected to one 
output terminal of a control circuit S one terminal of which 
is connected to the negative terminal of the input power 
supply P. The other terminal of the control circuit S is 
connected to the starting terminal of the primary winding n1 
of a transformer T2 for drive through a series circuit of a 
capacitor c1 and a resistor r1, and its terrninating terminal is 
connected to the negative terminal of the input power supply 
P. 

[0076] A secondary winding n2 of the transformer T1 is 
connected to a load 8 through output terminals t1 and t2 of 
a rectifying and smoothing circuit 7b. This rectifying and 
smoothing circuit 7b is a known circuit, and mainly corn 
prises a rectifying diode 3, a transistor Q2 for synchronous 
recti?cation, a choke coil L1, a smoothing capacitor c3 or 
the like, and the form of connection is as follows. 

[0077] The terrninating terrninal n2 of the secondary wind 
ing n2 of the transformer T1 is connected to the drain of the 
transistor Q2 for synchronous recti?cation, one terminal and 
the output terminal t1 of the smoothing capacitor c3. The 
starting terminal of the secondary winding n2 of the trans 
forrner T1 is connected to a cathode of a rectifying diode d3, 
and its anode is connected to the output terminal t2 through 
the choke coil L1. 

[0078] The anode of a diode d4 for bias, the terminating 
terminal of the secondary winding n2 of the transformer T2 
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for drive, and the source of the transistor Q2 for synchronous 
recti?cation are connected to a connection point of the anode 
of the rectifying diode d3 to the choke coil L1. The gate of 
the transistor Q2 for synchronous recti?cation is connected 
to a cathode of a diode d4 for bias, and also connected to the 
starting terminal of the secondary Winding n2 of the trans 
forrner T2 for drive through a capacitor c2. The other 
terminal of the smoothing capacitor c3 is connected to a 
connection point of the choke coil L1 to the output terminal 
t2. 

[0079] One of the unique features of the sWitching poWer 
supply apparatus 70 is that the transformer T1 and the 
transformer T2 are formed by one core. Due to this feature, 
the sWitching poWer supply apparatus 70 illustrated in FIG. 
9 can save the space, rniniaturiZe the siZe of the apparatus, 
and reduce the mounting cost by using the coil device 30 in 
Which the transformer T1 for power transmission of the 
power system and the transformer T2 for drive of the control 
system are formed by one core. In the sWitching poWer 
supply apparatus 70, the circuit Wiring and the circuit parts 
illustrated in FIG. 9 are formed in one larninated circuit 
substrate, and arranged thereon. Since the coil device Which 
is one of the circuit parts is also constituted making use of 
the laminated circuit substrate, the space of the coil device 
in the circuit substrate can be reduced compared With that of 
a conventional device. 

[0080] In the sWitching poWer supply apparatus 70 illus 
trated in FIG. 9, the coil device 30 is used for tWo coil 
devices, but a coil device 40 illustrated in FIG. 6 can also 
be used. The choke coil L1 illustrated in FIG. 9 can also be 
combined into one core by using a coil device 50 illustrated 
in FIG. 7. 

[0081] A sWitching poWer supply apparatus 80 using the 
coil device 30 in Which tWo transforrners illustrated in FIG. 
5 are formed by one core is described referring to FIG. 10. 
The sWitching poWer supply apparatus 80 illustrated in FIG. 
10 comprises an isolation type forWard converter circuit 
providing DC-DC conversion, and an accessory circuit is 
omitted. 

[0082] A series circuit comprising the primary Winding n1 
of the transformer T1 for power transmission, the ?eld-effect 
transistor Q1 Which is a switching element, and the primary 
Winding n1 of a current transformer T3 is connected betWeen 
the positive terminal (+) and the negative terminal (—) of the 
input poWer supply P. The coil device 30 illustrated in FIG. 
5 is used for the transformer T1 for power transmission and 
the current transformer T3. The control circuit S is con 
nected betWeen the gate of the transistor Q1 and the negative 
terminal of the input poWer supply P. The function of this 
control circuit S is as described above. A resistor r2 is 
connected to both terminals of the secondary Winding n2 of 
the current transformer T3. This current transformer T3, in 
Which one terminal of its primary Winding n1 and one 
terminal of the secondary Winding n2 (the resistor r2) are 
connected to the negative terminal of the input poWer supply 
P, detects the source current of the transistor Q1, and outputs 
a voltage proportional to this source current betWeen both 
terminals of the resistor r2. The other terminal of the resistor 
r2 is connected to the control circuit S through an overcur 
rent protection circuit 9. In this overcurrent protection circuit 
9, a voltage is generated across resistor r2 by the current 
running in the current transformer T3, and the generated 
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voltage is received, and compared With the preset level, and 
the output voltage is stabiliZed by controlling the conducting 
pulse Width of the transistor Q1 through the control circuit 
S depending on the level. 

[0083] The rectifying and smoothing circuit 7c is con 
nected to the secondary Winding n2 side of the transformer 
T1 for power transmission, and poWer is supplied to the load 
8 from its output terminals t1 and t2. The rectifying and 
smoothing circuit 7c, similar to a conventional rectifying 
and smoothing circuit, comprises a rectifying diode d5, a 
cornrnutating diode d6, the choke coil L1, the smoothing 
capacitor c3 or the like. 

[0084] The action of the sWitching poWer supply apparatus 
80 is described beloW. 

[0085] When the transistor Q1 is turned on by the sWitch 
ing control signal from the control circuit S, the current from 
the input poWer supply P in the primary Winding n1 of the 
transformer T1. The voltage induced in the secondary Wind 
ing n2 generated during the conduction of the transistor Q1 
is recti?ed by the diode d5, and the reverse voltage in the 
choke coil L1 generated When the transistor Q1 is not 
conducting is recti?ed by the cornrnutating diode d6, and 
accumulated in the capacitor c3, and at the same time, the 
poWer is supplied to the load 8. This is the basic action of the 
sWitching poWer supply apparatus 60. 
[0086] The action to stabiliZe the output voltage of the 
sWitching poWer supply apparatus 80 is noW described. 
Though not illustrated in the ?gure, an output voltage 
detection and error arnpli?cation circuit (hereinafter, 
referred to as “detection circuit”) to detect the fluctuation in 
the output voltage and feed it back to the control circuit S is 
disposed betWeen the output terminals t1 and t2. It is 
assumed here that the voltage betWeen the output terminals 
t1 and t2 is reduced due to the ?uctuation in the voltage of 
the load 8. Then, the reduced voltage is detected by the 
detection circuit, and outputted to the control circuit S. The 
pulse Width of the sWitching control signal s1 is increased by 
the control circuit S, and outputted. The ON time of the 
transistor Q1 is increased, the electromagnetic energy accu 
rnulated in the secondary Winding n2 of the transformer T1 
is increased, and the output voltage appearing across the 
output terminals t1 and t2 after the rectifying and smoothing 
operation is also increased, and controlled back to the 
original steady-state condition. When the voltage betWeen 
the output terminals t1 and t2 is increased, the output voltage 
betWeen the output terminals t1 and t2 is reduced by 
narroWing the pulse Width of the sWitching control signal s1, 
thereby controling the output voltage back to its original 
steady-state condition. This control method is the same as 
that illustrated in FIG. 9. 

[0087] In addition, the sWitching poWer supply apparatus 
80 illustrated in FIG. 10 detects the magnitude of the current 
?oWing in the primary Winding n1 of the transformer T1 for 
power transmission and the transistor Q1 by the current 
transformer T3 and the overcurrent protection circuit 9 for 
the means to stabiliZe the output, and narroWs the conduct 
ing pulse Width of the transistor Q1 through the control 
circuit S When the converted voltage in the resistor r2 of the 
current is higher than the speci?ed level, or stabiliZes the 
output voltage by increasing the conducting pulse Width 
When the converted voltage is loWer than the speci?ed level. 

[0088] The sWitching poWer supply apparatus 80 illus 
trated in FIG. 10 can save space, rniniaturiZe siZe, and 
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reduce mounting cost by using the coil device 30 in Which 
the transformer T1 for power transmission and the current 
transformer T3 of the control system are formed by one core. 
In the switching poWer supply apparatus 80, the circuit 
Wiring and the circuit parts illustrated in FIG. 10 are formed 
in one laminated circuit substrate and arranged thereon. 
Since the coil device, Which is one of the circuit parts, is also 
constituted making use of the laminated circuit substrate, the 
space of the coil device in the circuit substrate can be 
reduced compared With that of a conventional device. 

[0089] In the sWitching poWer supply apparatus 80 illus 
trated in FIG. 10, the coil device 30 is used for tWo coil 
devices, but the coil device 40 illustrated in FIG. 6 can also 
be used. The choke coil L1 illustrated in FIG. 10 can also 
be combined into one core by using the coil device 50 
illustrated in FIG. 7. 

[0090] While preferred embodiments of the invention 
have been disclosed, various modes of carrying out the 
principles disclosed herein are contemplated as being Within 
the scope of the folloWing claims. Therefore, it is understood 
that the scope of the invention is not to be limited except as 
otherWise set forth in the claims. 

What is claimed is: 
1. A sWitching poWer supply apparatus comprising a 

transformer for poWer transmission having a primary coil 
and a secondary coil, a main sWitch to control the current 
?oWing from an input poWer supply into the primary coil, a 
rectifying and smoothing circuit Which includes a choke coil 
and recti?es and smoothes an output of the secondary coil of 
the transformer for poWer transmission, and a control circuit 
to control the action of the main sWitch, Wherein there is 
provided: 

a core having an intermediate leg and at least a pair of 
external legs arranged at equal intervals from the 
intermediate leg; 

a ?rst printed coil provided on a ?rst substrate Which has 
an intermediate hole and a pair of external holes 
respectively inserted in the intermediate leg and the 
pair of external legs of the core, the ?rst printed coil 
being Wound around the intermediate hole; and 

a second printed coil provided on a second substrate 
Which has an intermediate hole and a pair of external 
holes respectively inserted in the intermediate leg and 
the pair of external legs of the core, the second printed 
coil including a pair of external printed coils Which are 
connected in series and are respectively Wound around 
the pair of the external holes and each having the same 
number of turns but Wound in opposite directions; 

Wherein the pair of external printed coils of the second 
printed coil generate magnetic ?elds in opposite direc 
tions to each other in the intermediate leg such that the 
magnetic ?elds in the intermediate leg cancel each 
other and induce no induction voltage in the ?rst 
printed coil, and induction voltages induced in the 
external printed coils of the second printed coil by 
magnetic ?ux generated by the ?rst printed coil are 
substantially canceled, Whereby the ?rst printed coil 
and the second printed coil form separate inductors 
Which are not magnetically coupled, further comprising 
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a third printed coil provided on a third substrate Which has 
an intermediate hole and a pair of external holes 
respectively inserted in the intermediate leg and the 
pair of external legs of the core, the third printed coil 
being Wound around the intermediate hole, Whereby the 
?rst printed coil is magnetically coupled With the third 
printed coil to form a ?rst transformer; 

and further Wherein the transformer for poWer transmis 
sion comprises the ?rst transformer. 

2. A sWitching poWer supply apparatus comprising a 
transformer for poWer transmission having a primary coil 
and a secondary coil, a main sWitch to control the current 
?oWing from an input poWer supply into the primary coil, a 
rectifying and smoothing circuit Which includes a choke coil 
and recti?es and smoothes an output of the secondary coil of 
the transformer for poWer transmission, and a control circuit 
to control the action of the main sWitch, Wherein there is 
provided: 

a core having an intermediate leg and at least a pair of 
external legs arranged at equal intervals from the 
intermediate leg; 

a ?rst printed coil provided on a ?rst substrate Which has 
an intermediate hole and a pair of external holes 
respectively inserted in the intermediate leg and the 
pair of external legs of the core, the ?rst printed coil 
being Wound around the intermediate hole; and 

a second printed coil provided on a second substrate 
Which has an intermediate hole and a pair of external 
holes respectively inserted in the intermediate leg and 
the pair of external legs of the core, the second printed 
coil including a pair of external printed coils Which are 
connected in series and are respectively Wound around 
the pair of the external holes and each having the same 
number of turns but Wound in opposite directions; 

Wherein the pair of external printed coils of the second 
printed coil generate magnetic ?elds in opposite direc 
tions to each other in the intermediate leg such that the 
magnetic ?elds in the intermediate leg cancel each 
other and induce no induction voltage in the ?rst 
printed coil, and induction voltages induced in the 
external printed coils of the second printed coil by 
magnetic ?ux generated by the ?rst printed coil are 
substantially canceled, Whereby the ?rst printed coil 
and the second printed coil form separate inductors 
Which are not magnetically coupled, further comprising 

a fourth printed coil provided on a fourth substrate Which 
has an intermediate hole and a pair of external holes 
respectively inserted in the intermediate leg and the 
pair of external legs of the core, the fourth printed coil 
including a pair of external printed coils Which are 
connected in series and are respectively Wound around 
the pair of the external holes and each having the same 
number of turns but being Wound in opposite direc 
tions, Whereby the second printed coil is magnetically 
coupled With the fourth printed coil to form a second 
transformer, 

and further Wherein the transformer for poWer transmis 
sion comprises the second transformer. 

33. The sWitching poWer supply apparatus of claim 1, 
Wherein the choke coil comprises the ?rst printed coil. 
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4. The switching power supply apparatus of claim 1, 
wherein the choke coil comprises the second printed coil. 

5. The sWitching poWer supply apparatus of claim 1, 
further comprising a fourth printed coil provided on a fourth 
substrate Which has an intermediate hole and a pair of 
external holes respectively inserted in the intermediate leg 
and the pair of external legs of the core, the fourth printed 
coil including a pair of external printed coils Which are 
connected in series and are respectively Wound around the 
pair of the external holes and each having the same number 
of turns but being Wound in opposite directions, Whereby the 
second printed coil is magnetically coupled With the fourth 
printed coil to form a second transformer, and Wherein the 
choke coil comprises the ?rst printed coil. 

6. The sWitching poWer supply apparatus of claim 1, 
further comprising a fourth printed coil provided on a fourth 
substrate Which has an intermediate hole and a pair of 
external holes respectively inserted in the intermediate leg 
and the pair of external legs of the core, the fourth printed 
coil including a pair of external printed coils Which are 
connected in series and are respectively Wound around the 
pair of the external holes and each having the same number 
of turns but being Wound in opposite directions, Whereby the 
second printed coil is magnetically coupled With the fourth 
printed coil to form a second transformer, and Wherein the 
choke coil comprises the second printed coil. 

7. The sWitching poWer supply apparatus of claim 2, 
further comprising a third printed coil provided on a third 
substrate Which has an intermediate hole and a pair of 
external holes respectively inserted in the intermediate leg 
and the pair of external legs of the core, the third printed coil 
being Wound around the intermediate hole, Whereby the ?rst 
printed coil is magnetically coupled With the third printed 
coil to form a ?rst transformer, and Wherein the choke coil 
comprises the ?rst printed coil. 

8. The sWitching poWer supply apparatus of claim 2, 
further comprising a third printed coil provided on a third 
substrate Which has an intermediate hole and a pair of 
external holes respectively inserted in the intermediate leg 
and the pair of external legs of the core, the third printed coil 
being Wound around the intermediate hole, Whereby the ?rst 
printed coil is magnetically coupled With the third printed 
coil to form a ?rst transformer, and Wherein the choke coil 
comprises the second printed coil. 

9. The sWitching poWer supply apparatus of claim 2, 
Wherein the choke coil comprises the ?rst printed coil. 

10. The sWitching poWer supply apparatus of claim 2, 
herein the choke coil comprises the second printed coil. 

11. A sWitching poWer supply apparatus including a 
transformer for poWer transmission having a primary coil 
and a secondary coil, a main sWitch to control the current 
?oWing from an input poWer supply into the primary coil, a 
rectifying and smoothing circuit Which includes a choke coil 
and recti?es and smoothes the output of the secondary coil 
of the transformer for poWer transmission and a current 
transformer to detect the current ?oWing in the main sWitch 
and to output it to the control circuit, Wherein there is 
provided: 

a core having an intermediate leg and at least a pair of 
external legs arranged at equal intervals from the 
intermediate leg; 

a ?rst printed coil provided on a ?rst substrate Which has 
an intermediate hole and a pair of external holes 
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respectively inserted in the intermediate leg and the 
pair of external legs of the core, the ?rst printed coil 
being Wound around the intermediate hole; and 

a second printed coil provided on a second substrate 
Which has an intermediate hole and a pair of external 
holes respectively inserted in the intermediate leg and 
the pair of external legs of the core, the second printed 
coil including a pair of external printed coils Which are 
connected in series and are respectively Wound around 
the pair of the external holes and each having the same 
number of turns but Wound in opposite directions, 

Wherein the pair of external printed coils of the second 
printed coil generate magnetic ?elds in opposite direc 
tions to each other in the intermediate leg such that the 
magnetic ?elds in the intermediate leg cancel each 
other and induce no induction voltage in the ?rst 
printed coil, and induction voltages induced in the 
external printed coils of the second printed coil by 
magnetic ?ux generated by the ?rst printed coil are 
substantially canceled, Whereby the ?rst printed coil 
and the second printed coil form separate inductors 
Which are not magnetically coupled, 

further comprising a third printed coil provided on a third 
substrate Which has an intermediate hole and a pair of 
external holes respectively inserted in the intermediate 
leg and the pair of external legs of the core, the third 
printed coil being Wound around the intermediate hole, 
Whereby the ?rst printed coil is magnetically coupled 
With the third printed coil to form a ?rst transformer, 

Wherein the transformer for poWer transmission com 
prises the ?rst transformer. 

12. A sWitching poWer supply apparatus including a 
transformer for poWer transmission having a primary coil 
and a secondary coil, a main sWitch to control the current 
?oWing from an input poWer supply into the primary coil, a 
rectifying and smoothing circuit Which includes a choke coil 
and recti?es and smoothes the output of the secondary coil 
of the transformer for poWer transmission and a current 
transformer to detect the current ?oWing in the main sWitch 
and to output it to the control circuit, Wherein there is 
provided: 

a core having an intermediate leg and at least a pair of 
external legs arranged at equal intervals from the 
intermediate leg; 

a ?rst printed coil provided on a ?rst substrate Which has 
an intermediate hole and a pair of external holes 
respectively inserted in the intermediate leg and the 
pair of external legs of the core, the ?rst printed coil 
being Wound around the intermediate hole; and 

a second printed coil provided on a second substrate 
Which has an intermediate hole and a pair of external 
holes respectively inserted in the intermediate leg and 
the pair of external legs of the core, the second printed 
coil including a pair of external printed coils Which are 
connected in series and are respectively Wound around 
the pair of the external holes and each having the same 
number of turns but Wound in opposite directions, 

Wherein the pair of external printed coils of the second 
printed coil generate magnetic ?elds in opposite direc 
tions to each other in the intermediate leg such that the 
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magnetic ?elds in the intermediate leg cancel each 
other and induce no induction voltage in the ?rst 
printed coil, and induction voltages induced in the 
external printed coils of the second printed coil by 
magnetic ?ux generated by the ?rst printed coil are 
substantially canceled, Whereby the ?rst printed coil 
and the second printed coil forrn separate inductors 
Which are not rnagnetically coupled, 

further comprising a third printed coil provided on a third 
substrate Which has an intermediate hole and a pair of 
external holes respectively inserted in the intermediate 
leg and the pair of external legs of the core, the third 
printed coil being Wound around the intermediate hole, 
Whereby the ?rst printed coil is rnagnetically coupled 
With the third printed coil to form a ?rst transforrner, 
Wherein the current transforrner comprises the ?rst 
transformer. 

13. A sWitching poWer supply apparatus including a 
transformer for power transmission having a primary coil 
and a secondary coil, a main sWitch to control the current 
?oWing from an input poWer supply into the primary coil, a 
rectifying and smoothing circuit Which includes a choke coil 
and recti?es and srnoothes the output of the secondary coil 
of the transformer for power transmission and a current 
transforrner to detect the current ?oWing in the main sWitch 
and to output it to the control circuit, Wherein there is 
provided: 

a core having an intermediate leg and at least a pair of 
external legs arranged at equal intervals from the 
intermediate leg; 

a ?rst printed coil provided on a ?rst substrate Which has 
an intermediate hole and a pair of external holes 
respectively inserted in the intermediate leg and the 
pair of external legs of the core, the ?rst printed coil 
being Wound around the intermediate hole; and 

a second printed coil provided on a second substrate 
Which has an intermediate hole and a pair of external 
holes respectively inserted in the intermediate leg and 
the pair of external legs of the core, the second printed 
coil including a pair of external printed coils Which are 
connected in series and are respectively Wound around 
the pair of the external holes and each having the same 
number of turns but Wound in opposite directions, 

Wherein the pair of external printed coils of the second 
printed coil generate rnagnetic ?elds in opposite direc 
tions to each other in the intermediate leg such that the 
magnetic ?elds in the intermediate leg cancel each 
other and induce no induction voltage in the ?rst 
printed coil, and induction voltages induced in the 
external printed coils of the second printed coil by 
magnetic ?ux generated by the ?rst printed coil are 
substantially canceled, Whereby the ?rst printed coil 
and the second printed coil forrn separate inductors 
Which are not rnagnetically coupled, 

further comprising a third printed coil provided on a third 
substrate Which has an intermediate hole and a pair of 
external holes respectively inserted in the intermediate 
leg and the pair of external legs of the core, the third 
printed coil being Wound around the intermediate hole, 
Whereby the ?rst printed coil is rnagnetically coupled 
With the third printed coil to form a ?rst transforrner, 
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further comprising a fourth printed coil provided on a 
fourth substrate Which has an intermediate hole and a 
pair of external holes respectively inserted in the inter 
mediate leg and the pair of external legs of the core, the 
fourth printed coil including a pair of external printed 
coils Which are connected in series and are respectively 
Wound around the pair of the external holes and each 
having the same number of turns but having Wound in 
the opposite directions, Whereby the second printed coil 
is rnagnetically coupled With the fourth printed coil to 
form a second transforrner, 

Wherein the current transforrner comprises the second 
transformer. 

14. A sWitching poWer supply apparatus including a 
transformer for power transmission having a primary coil 
and a secondary coil, a main sWitch to control the current 
?oWing from an input poWer supply into the primary coil, a 
rectifying and smoothing circuit Which includes a choke coil 
and recti?es and srnoothes the output of the secondary coil 
of the transformer for power transmission and a current 
transforrner to detect the current ?oWing in the main sWitch 
and to output it to the control circuit, Wherein there is 
provided: 

a core having an intermediate leg and at least a pair of 
external legs arranged at equal intervals from the 
intermediate leg; 

a ?rst printed coil provided on a ?rst substrate Which has 
an intermediate hole and a pair of external holes 
respectively inserted in the intermediate leg and the 
pair of external legs of the core, the ?rst printed coil 
being Wound around the intermediate hole; and 

a second printed coil provided on a second substrate 
Which has an intermediate hole and a pair of external 
holes respectively inserted in the intermediate leg and 
the pair of external legs of the core, the second printed 
coil including a pair of external printed coils Which are 
connected in series and are respectively Wound around 
the pair of the external holes and each having the same 
number of turns but Wound in opposite directions, 

Wherein the pair of external printed coils of the second 
printed coil generate rnagnetic ?elds in opposite direc 
tions to each other in the intermediate leg such that the 
magnetic ?elds in the intermediate leg cancel each 
other and induce no induction voltage in the ?rst 
printed coil, and induction voltages induced in the 
external printed coils of the second printed coil by 
magnetic ?ux generated by the ?rst printed coil are 
substantially canceled, Whereby the ?rst printed coil 
and the second printed coil forrn separate inductors 
Which are not rnagnetically coupled, 

further comprising a third printed coil provided on a third 
substrate Which has an intermediate hole and a pair of 
external holes respectively inserted in the intermediate 
leg and the pair of external legs of the core, the third 
printed coil being Wound around the intermediate hole, 
Whereby the ?rst printed coil is rnagnetically coupled 
With the third printed coil to form a ?rst transforrner, 

further comprising a fourth printed coil provided on a 
fourth substrate Which has an intermediate hole and a 
pair of external holes respectively inserted in the inter 
mediate leg and the pair of external legs of the core, the 
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fourth printed coil including a pair of external printed 
coils Which are connected in series and are respectively 
Wound around the pair of the external holes and each 
having the same number of turns but having Wound in 
the opposite directions, Whereby the second printed coil 
is magnetically coupled With the fourth printed coil to 
form a second transformer, 

Wherein the transformer for poWer transmission com 
prises the second transformer. 

15. A sWitching poWer supply apparatus including a 
transformer for poWer transmission having a primary coil 
and a secondary coil, a main sWitch to control the current 
?oWing from an input poWer supply into the primary coil, a 
rectifying and smoothing circuit Which includes a choke coil 
and has a recti?er to rectify and smooth the output of the 
secondary coil of the transformer for poWer transmission, a 
control circuit to control the action of the main sWitch, a 
drive transformer to transmit the drive signal from a control 
circuit and drive one of a high-side sWitch, a synchronous 
commutator and a secondary side sWitch, Wherein there is 
provided: 

a core having an intermediate leg and at least a pair of 
external legs arranged at equal intervals from the 
intermediate leg; 

a ?rst printed coil provided on a ?rst substrate Which has 
an intermediate hole and a pair of external holes 
respectively inserted in the intermediate leg and the 
pair of external legs of the core, the ?rst printed coil 
being Wound around the intermediate hole; and 

a second printed coil provided on a second substrate 
Which has an intermediate hole and a pair of external 
holes respectively inserted in the intermediate leg and 
the pair of external legs of the core, the second printed 
coil including a pair of external printed coils Which are 
connected in series and are respectively Wound around 
the pair of the external holes and each having the same 
number of turns but Wound in opposite directions, 

Wherein the pair of external printed coils of the second 
printed coil generate magnetic ?elds in opposite direc 
tions to each other in the intermediate leg such that the 
magnetic ?elds in the intermediate leg cancel each 
other and induce no induction voltage in the ?rst 
printed coil, and induction voltages induced in the 
external printed coils of the second printed coil by 
magnetic ?ux generated by the ?rst printed coil are 
substantially canceled, Whereby the ?rst printed coil 
and the second printed coil form separate inductors 
Which are not magnetically coupled, 

further comprising a third printed coil provided on a third 
substrate Which has an intermediate hole and a pair of 
external holes respectively inserted in the intermediate 
leg and the pair of external legs of the core, the third 
printed coil being Wound around the intermediate hole, 
Whereby the ?rst printed coil is magnetically coupled 
With the third printed coil to form a ?rst transformer, 

Wherein the transformer for poWer transmission com 
prises the ?rst transformer. 

16. A sWitching poWer supply apparatus including a 
transformer for poWer transmission having a primary coil 
and a secondary coil, a main sWitch to control the current 
?oWing from an input poWer supply into the primary coil, a 
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rectifying and smoothing circuit Which includes a choke coil 
and has a recti?er to rectify and smooth the output of the 
secondary coil of the transformer for poWer transmission, a 
control circuit to control the action of the main sWitch, a 
drive transformer to transmit the drive signal from a control 
circuit and drive one of a high-side sWitch, a synchronous 
commutator and a secondary side sWitch, Wherein there is 
provided: 

a core having an intermediate leg and at least a pair of 
external legs arranged at equal intervals from the 
intermediate leg; 

a ?rst printed coil provided on a ?rst substrate Which has 
an intermediate hole and a pair of external holes 
respectively inserted in the intermediate leg and the 
pair of external legs of the core, the ?rst printed coil 
being Wound around the intermediate hole; and 

a second printed coil provided on a second substrate 
Which has an intermediate hole and a pair of external 
holes respectively inserted in the intermediate leg and 
the pair of external legs of the core, the second printed 
coil including a pair of external printed coils Which are 
connected in series and are respectively Wound around 
the pair of the external holes and each having the same 
number of turns but Wound in opposite directions, 

Wherein the pair of external printed coils of the second 
printed coil generate magnetic ?elds in opposite direc 
tions to each other in the intermediate leg such that the 
magnetic ?elds in the intermediate leg cancel each 
other and induce no induction voltage in the ?rst 
printed coil, and induction voltages induced in the 
external printed coils of the second printed coil by 
magnetic ?ux generated by the ?rst printed coil are 
substantially canceled, Whereby the ?rst printed coil 
and the second printed coil form separate inductors 
Which are not magnetically coupled, 

further comprising a third printed coil provided on a third 
substrate Which has an intermediate hole and a pair of 
external holes respectively inserted in the intermediate 
leg and the pair of external legs of the core, the third 
printed coil being Wound around the intermediate hole, 
Whereby the ?rst printed coil is magnetically coupled 
With the third printed coil to form a ?rst transformer, 

Wherein the drive transformer comprises the ?rst trans 
former. 

17. A sWitching poWer supply apparatus including a 
transformer for poWer transmission having a primary coil 
and a secondary coil, a main sWitch to control the current 
?oWing from an input poWer supply into the primary coil, a 
rectifying and smoothing circuit Which includes a choke coil 
and has a recti?er to rectify and smooth the output of the 
secondary coil of the transformer for poWer transmission, a 
control circuit to control the action of the main sWitch, a 
drive transformer to transmit the drive signal from a control 
circuit and drive one of a high-side sWitch, a synchronous 
commutator and a secondary side sWitch, Wherein there is 
provided: 

a core having an intermediate leg and at least a pair of 
external legs arranged at equal intervals from the 
intermediate leg; 

a ?rst printed coil provided on a ?rst substrate Which has 
an intermediate hole and a pair of external holes 
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respectively inserted in the intermediate leg and the 
pair of external legs of the core, the ?rst printed coil 
being Wound around the intermediate hole; and 

a second printed coil provided on a second substrate 
Which has an intermediate hole and a pair of external 
holes respectively inserted in the intermediate leg and 
the pair of external legs of the core, the second printed 
coil including a pair of external printed coils Which are 
connected in series and are respectively Wound around 
the pair of the external holes and each having the same 
number of turns but Wound in opposite directions, 

Wherein the pair of external printed coils of the second 
printed coil generate magnetic ?elds in opposite direc 
tions to each other in the intermediate leg such that the 
magnetic ?elds in the intermediate leg cancel each 
other and induce no induction voltage in the ?rst 
printed coil, and induction voltages induced in the 
external printed coils of the second printed coil by 
magnetic ?ux generated by the ?rst printed coil are 
substantially canceled, Whereby the ?rst printed coil 
and the second printed coil form separate inductors 
Which are not magnetically coupled, 

further comprising a fourth printed coil provided on a 
fourth substrate Which has an intermediate hole and a 
pair of external holes respectively inserted in the inter 
mediate leg and the pair of external legs of the core, the 
fourth printed coil including a pair of external printed 
coils Which are connected in series and are respectively 
Wound around the pair of the external holes and each 
having the same number of turns but having Wound in 
the opposite directions, Whereby the second printed coil 
is magnetically coupled With the fourth printed coil to 
form a second transformer; 

Wherein the transformer for poWer transmission com 
prises the second transformer. 

18. A sWitching poWer supply apparatus including a 
transformer for poWer transmission having a primary coil 
and a secondary coil, a main sWitch to control the current 
?oWing from an input poWer supply into the primary coil, a 
rectifying and smoothing circuit Which includes a choke coil 
and has a recti?er to rectify and smooth the output of the 
secondary coil of the transformer for poWer transmission, a 
control circuit to control the action of the main sWitch, a 
drive transformer to transmit the drive signal from a control 
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circuit and drive one of a high-side sWitch, a synchronous 
commutator and a secondary side sWitch, Wherein there is 
provided: 

a core having an intermediate leg and at least a pair of 
external legs arranged at equal intervals from the 
intermediate leg; 

a ?rst printed coil provided on a ?rst substrate Which has 
an intermediate hole and a pair of external holes 
respectively inserted in the intermediate leg and the 
pair of external legs of the core, the ?rst printed coil 
being Wound around the intermediate hole; and 

a second printed coil provided on a second substrate 
Which has an intermediate hole and a pair of external 
holes respectively inserted in the intermediate leg and 
the pair of external legs of the core, the second printed 
coil including a pair of external printed coils Which are 
connected in series and are respectively Wound around 
the pair of the external holes and each having the same 
number of turns but Wound in opposite directions, 

Wherein the pair of external printed coils of the second 
printed coil generate magnetic ?elds in opposite direc 
tions to each other in the intermediate leg such that the 
magnetic ?elds in the intermediate leg cancel each 
other and induce no induction voltage in the ?rst 
printed coil, and induction voltages induced in the 
external printed coils of the second printed coil by 
magnetic ?ux generated by the ?rst printed coil are 
substantially canceled, Whereby the ?rst printed coil 
and the second printed coil form separate inductors 
Which are not magnetically coupled, 

further comprising a fourth printed coil provided on a 
fourth substrate Which has an intermediate hole and a 
pair of external holes respectively inserted in the inter 
mediate leg and the pair of external legs of the core, the 
fourth printed coil including a pair of external printed 
coils Which are connected in series and are respectively 
Wound around the pair of the external holes and each 
having the same number of turns but having Wound in 
the opposite directions, Whereby the second printed coil 
is magnetically coupled With the fourth printed coil to 
form a second transformer; 

Wherein the drive transformer comprises the second trans 
former. 


