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(57) ABSTRACT 
Speci?c apparatus and associated methods are described for 
use in establishing the positions of locating ?eld detectors 
and for path mapping Within a region for the purpose of 
tracking and/or guiding the movement of an underground 
boring tool. In one aspect, an improvement is provided 
forming part of an arrangement for tracking the position 
and/or guiding the boring tool using an electromagnetic 
locating signal Which is transmitted from the boring tool as 
the boring tool moves through the ground. At least tWo 
detectors are located at ?xed positions Within the region, 
each being operable in a transmit mode and in a receive 
mode such that each one of the detectors in the transmit 
mode is able to transmit a relative locating signal to the other 
detector for use in determining the relative position of one 
detector in relation to the other and such that both detectors 
receive the electromagnetic locating signal in the receive 
mode for use in determining the position of the boring tool 
Within the region. Provisions are also described for extend 
ing drilling range by using additional detectors by moving a 
limited number of detectors. In another aspect, a system is 
provided including at least tWo above ground detectors for 
sensing the locating signal. The detectors are located at 
initial positions in the region. Electromagnetic data is gen 
erated by the detectors With the boring tool at multiple 
positions to generate electromagnetic data Which is used to 
identify the positions of the detectors. A selected ?uX 
pathline steering technique is introduced. 
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FIGURE 6 
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ESTABLISHING POSITIONS OF LOCATING 
FIELD DETECTORS AND PATH MAPPING IN 

UNDERGROUND BORING TOOL APPLICATIONS 

RELATED APPLICATION 

[0001] The present application is a Continuation-In-Part 
of US. patent application Ser. No. 08/835,834 entitled 
SYSTEMS, ARRANGEMENTS AND ASSOCIATED 
METHODS FOR TRACKING AND/OR GUIDING AN 
UNDERGROUND BORING TOOL, ?led Dec. 6, 1997 
Which is incorporated herein by reference. 

BACKGROUND OF THE INVENTION 

[0002] The present invention relates generally to horiZon 
tal boring tool applications and, more particularly, to sys 
tems, arrangements and methods for establishing positions 
of locating ?eld detectors and for path mapping Within a 
region for the purpose of tracking the position of and/or 
guiding an underground boring tool Which emits a locating 
?eld as it later progresses through the region during drilling 
operations. Aselected ?uX pathline steering technique is also 
introduced. 

[0003] It should be appreciated that prior art systems for 
use in locating an underground boring tool primarily employ 
Walk-over locator arrangements as disclosed, for example, in 
US. Pat. No. 5,337,002 Which is assigned commonly With 
the present application. Inasmuch as Applicant is unaWare of 
any prior art systems utiliZing locating ?eld detectors in the 
manner described in the parent of the instant application, the 
present application represents an advance Which is particu 
larly Well suited for use With the systems and arrangements 
disclosed in the parent case. While the detector locating 
techniques disclosed in the parent case remain effective, the 
arrangements and method disclosed beloW are remarkably 
convenient and highly effective for their intended purpose, 
as Will be seen. 

SUMMARY OF THE INVENTION 

[0004] As Will be described in more detail hereinafter, 
there are disclosed herein arrangements, speci?c apparatus 
and associated methods for use in establishing the positions 
of locating ?eld detectors and for path mapping Within a 
region for the purpose of tracking and/or guiding the move 
ment of an underground boring tool. 

[0005] In one aspect of the invention, an improvement is 
provided forming part of an arrangement for tracking the 
position and/or guiding the boring tool using an electromag 
netic locating signal Which is transmitted from the boring 
tool as the boring tool moves through the ground, the 
improvement comprising at least tWo detectors located at 
?Xed positions Within the region, each being operable in a 
transmit mode and in a receive mode such that each one of 
the detectors in the transmit mode is able to transmit a 
relative locating signal to the other detector for use in 
determining the relative position of one detector in relation 
to the other and such that both detectors receive the elec 
tromagnetic locating signal in the receive mode for use in 
determining the position of the boring tool Within the region. 

[0006] In another aspect of the invention, at least tWo 
detectors initially receive the electromagnetic locating sig 
nal With the boring tool at a ?rst position to produce a ?rst 
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subset of electromagnetic data and then the detectors receive 
the electromagnetic locating signal With the boring tool at a 
second position to produce a second subset of electromag 
netic data. Thereafter, processing means combines the ?rst 
and second subsets of electromagnetic data to produce an 
overall set of electromagnetic data for use, along With the 
established relative position betWeen the detectors in deter 
mining the absolute positions of the detectors in the region. 

[0007] In still another aspect of the present invention, the 
detectors are able to receive the electromagnetic locating 
signal in the receive mode Within a dipole range from the 
boring tool and are able to receive the relative locating signal 
Within a relative range from a detector that is in the transmit 
mode. Additional detectors may be provided for purposes 
including extending drilling range or further improving 
system accuracy. Accordingly, at least one additional detec 
tor is positioned in the region such that the additional 
detector may be out of the dipole range from the boring tool, 
but Within the relative range of at least a ?rst speci?c one of 
the other detectors, the absolute position of Which is knoWn 
in the region such that, With one of either the ?rst speci?c 
detector or the additional detector in transmit mode and the 
other one of either the additional detector or the ?rst speci?c 
detector receiving the relative locating signal, the relative 
position of the additional detector is determinable in relation 
to the knoWn position of the ?rst speci?c detector so that, in 
conjunction With the knoWn position of the ?rst speci?c 
detector, the absolute position of the additional receiver is 
established Within the region. 

[0008] In yet another aspect of the present invention, a 
system is provided including at least tWo above ground 
detectors for sensing the locating signal transmitted from the 
boring tool as part of an above ground arrangement, each of 
the detectors is con?gured for receiving the locating signal. 
The detectors are located at initial positions in the region 
Within a dipole range of the electromagnetic locating signal 
transmitted from the boring tool at a ?rst, start position. The 
locating signal is received by the detectors With the boring 
tool ?rst at its start position to produce a ?rst set of 
electromagnetic data. The boring tool is then moved to a 
second position. The electromagnetic locating signal is 
again received using the detectors With the boring tool at its 
second position to produce a second set of electromagnetic 
data. Absolute positions of the detectors Within the region 
are then determined using certain information including the 
?rst and second sets of electromagnetic data in a predeter 
mined Way. In accordance With one feature of the present 
invention, one or more additional subsets of electromagnetic 
data may be produced at one or more additional positions of 
the boring tool. The additional subsets of electromagnetic 
data are then used in determining the absolute positions of 
the detectors as part of the overall electromagnetic data. 
Each additional position of the boring tool shifts the balance 
from unknoWn values to knoWn values by at least one value. 
Accordingly, given a suf?cient number of additional posi 
tions of the boring tool, the absolute positions of the 
detectors may be determined based solely on electromag 
netic data. 

[0009] In accordance With the aspect of the invention 
immediately above, the drilling range of the system may be 
eXtended by moving the detectors to neW positions beyond 
their initial positions Within the region. Electromagnetic data 
is generated With the boring tool at some subsequent posi 
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tion Which may be known since the boring tool may be 
tracked up to this subsequent position With the detectors at 
their initial locations. The boring tool may then be moved to 
an additional subsequent position to generate further elec 
tromagnetic data. The electromagnetic data gathered at these 
subsequent positions of the boring tool may then be used in 
determining the neW positions of the detectors such that 
tracking and/or guiding of the boring tool may then be 
performed in an area Which is out of range of the detectors 
at their initial positions. 

[0010] In accordance With another feature of the present 
invention a mapping tool is provided as part of the system 
for tracking the position and/or guiding a boring tool in the 
ground as the boring tool moves along an underground path 
Which lies Within a region. At least tWo above ground 
detectors are provided, each detector being con?gured for 
receiving the electromagnetic locating signal. With the bor 
ing tool at a start position, the above ground detectors are 
located at initial ?xed positions Within dipole range of the 
boring tool in an initial portion of the region for receiving 
the electromagnetic locating signal as the boring tool is later 
guided along an initial segment of the intended path Within 
the dipole range of the boring tool. Without moving the 
boring tool from its start position, absolute positions of the 
detectors are determined Within the initial portion of the 
region. Thereafter, the initial segment of the intended path is 
mapped through the initial portion of the region in a par 
ticular Way using the detectors. Mapping/drilling range may 
be extended by moving the detectors in a predetermined Way 
to neW locations Within an adjacent, neW portion of the 
region including an adjacent, neW segment of the intended 
path and establishing absolute positions of the detectors 
Within the adjacent portion of the region. Thereafter, Without 
moving the boring tool from its start position, the neW 
segment of the intended path may be mapped in essentially 
the same manner as the initial segment through the neW 
portion of the region through Which the boring tool Will later 
pass after having passed through the initial portion of the 
region. Mapping may be further extended by repeatedly 
locating the detectors in additional adjacent portions of the 
region and mapping the intended path through segments in 
these additional adjacent portions. Alternatively, each seg 
ment along the intended path may be mapped immediately 
prior to drilling. That is, each segment is mapped and drilled 
prior to mapping and drilling of the next segment along the 
intended path. 

[0011] In one con?guration, advantages of the present 
invention are provided in a system including a transceiver 
detector located at one ?xed position Within the drilling 
region. The transceiver detector is con?gured for transmit 
ting a relative locating signal in a setup mode and for 
receiving the electromagnetic locating signal from the bor 
ing tool in a tracking mode for use in establishing the 
position of the boring tool. At least one receiver detector is 
provided at another ?xed position Within the region. The 
receiver detector is con?gured for receiving the relative 
locating signal in the setup mode such that the position of the 
receiver detector can be established relative to the position 
of the transceiver detector based on the relative locating 
signal and for receiving the electromagnetic locating signal 
in the tracking mode for use in establishing the position of 
the boring tool concurrent With a drilling operation. 
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[0012] In an additional aspect of the present invention, one 
above ground detector is provided con?gured for receiving 
the locating signal at a location Within a dipole range of the 
locating signal transmitted from the boring tool at a ?rst, 
start position. Before moving the boring tool to a second 
position, the locating signal is received at the ?rst position 
to produce a ?rst set of electromagnetic data. A second set 
of electromagnetic data is then produced With the boring tool 
at the second position. The absolute positions of the detector 
and the boring tool Within the region are determined using 
certain information including the ?rst and second sets of 
electromagnetic data in a predetermined Way. In one feature, 
the distance betWeen the ?rst and second positions is mea 
sured and used as at least part of the certain information. 

[0013] In a further aspect of the present invention, an 
improvement is provided for steering the boring tool using 
an electromagnetic locating signal Which is transmitted from 
the boring tool as the boring tool moves through the ground. 
The improvement includes establishing a target location 
toWards Which the boring tool is to be steered and, thereafter, 
selecting a ?ux pathline extending betWeen the boring tool 
and the target location such that a constant ?ux ratio betWeen 
a vertical component of the locating ?eld in a vertical 
direction and a horiZontal component of the locating ?eld in 
a horiZontal direction is present along the selected ?ux 
pathline. The boring tool is then guided along the selected 
?ux pathline to the target location. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0014] The present invention may be understood by ref 
erence to the folloWing detailed description taken in con 
junction With the draWings brie?y described beloW. 

[0015] FIG. 1 is a diagrammatic elevational vieW of a 
horiZontal boring operation being performed in a region 
using one horiZontal boring tool system manufactured in 
accordance With the present invention. 

[0016] FIG. 2 is a diagrammatic elevational vieW of the 
system of FIG. 1 shoWn here to illustrate one procedure for 
performing extended range drilling in accordance With the 
present invention. 

[0017] FIG. 3 is a diagrammatic plan vieW of a horiZontal 
boring operation being performed in a region using another 
horiZontal boring tool system manufactured in accordance 
With the present invention shoWing a four detector netWork 
of detectors Which receive a locating signal from a boring 
tool. 

[0018] FIG. 4 is a diagrammatic plan vieW of the system 
of FIG. 3 shoWn here to illustrate the operation of the system 
using only tWo detectors. 

[0019] FIG. 5 is a diagrammatic plan vieW of the system 
of FIG. 3 With six detectors positioned along an intended 
path of the boring tool shoWn here to illustrate mapping the 
intended path using a highly advantageous mapping tool in 
accordance With the present invention. 

[0020] FIG. 6 is a diagrammatic, perspective vieW of the 
mapping tool shoWn in FIG. 5 shoWn here to illustrate 
details of the con?guration of the mapping tool. 

[0021] FIG. 7 is a diagrammatic plan vieW of a horiZontal 
boring operation being performed in a region using still 
another horiZontal boring tool system manufactured in 
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accordance With the present invention showing a single ?xed 
location above ground detector Which receives a locating 
signal from a boring tool. 

[0022] FIG. 8 is a diagrammatic representation of a dis 
play for use in the selected ?uX pathline steering method of 
the present invention. 

[0023] FIG. 9 is a diagrammatic vieW, in elevation, of a 
region of ground shoWn here to illustrate the selected ?uX 
pathline steering method of the present invention. 

[0024] FIG. 10 is a diagrammatic illustration of the X and 
Z coordinate aXes also used in FIG. 9, shoWn here to 
illustrate the orientation of various parameters. 

[0025] FIG. 11 is a diagrammatic plan vieW of a horiZon 
tal boring operation being performed in Which the boring 
tool passes beneath an above ground locator, shoWn here to 
illustrate reversal of the locating ?eld ?uX lines. 

DETAILED DESCRIPTION OF THE 
INVENTION 

[0026] Attention is immediately directed to FIG. 1 Which 
illustrates a horiZontal boring operation being performed 
using a boring/drilling system Which is manufactured in 
accordance With the present invention and generally indi 
cated by the reference numeral 10. The drilling operation is 
performed in a region of ground 12. The surface of the 
ground is indicated by reference numeral 16. It is to be 
understood that the surface of the ground is shoWn as being 
substantially planar for illustrative purposes only and that 
the surface may include signi?cant relief features. 

[0027] System 10 includes a drill rig 18 having a carriage 
20 received for movement along the length of an opposing 
pair of rails 22 Which are, in turn, mounted on a frame 24. 
A conventional arrangement (not shoWn) is provided for 
moving carriage 20 along rails 22. Aboring tool 26 includes 
an asymmetric face 27 and is attached to a drill string 28. It 
is to be understood that the relative dimensions have been 
exaggerated as necessary in the ?gures for illustrative pur 
poses. The boring tool is indicated at an initial, start point A 
and shoWn subsequently at calibration points B and C for 
reasons to be described. The present eXample contemplates 
movement of the boring tool Within a global XyZ coordinate 
system. For purposes of simplicity, in the present eXample, 
the X aXis is coextensive With the ground and lies generally 
along an intended path of the boring tool, hoWever, any other 
orientation at point A may be adopted Within the constraints 
to be described. The origin of the global coordinate system 
is speci?ed by reference numeral 30 essentially at the point 
Where the boring tool enters the ground. While a Cartesian 
coordinate system is used as the basis for the global coor 
dinate systems employed by the various embodiments of the 
present invention Which are disclosed herein, it is to be 
understood that this terminology is used in the speci?cation 
and claims for descriptive purposes and that any suitable 
coordinate system may be used. As noted, the X aXis eXtends 
forWard along the surface of the ground. The y aXis eXtends 
to the right When facing in the forWard direction along the 
X aXis and the Z aXis is directed doWnWardly. 

[0028] The drilling operation can be controlled by an 
operator (not shoWn) at a control console 44. It is noted that 
like reference numbers have been used to refer to like 
components Wherever possible With regard to the parent of 
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the present application. Therefore, further descriptions of 
console 44 and of other pertinent components Will be limited 
herein since descriptions of these components may be found 
in the parent application. It should also be mentioned that 
dimensions in the various ?gures have been eXaggerated for 
illustrative purposes. Several components of interest in 
console 44 include telemetry receiver or transceiver 45, 
associated telemetry antenna 46 and a processor 50. 

[0029] Boring tool 26 includes a mono-aXial antenna such 
as a dipole antenna 54 Which is driven by a transmitter 56 so 
that a magnetic locating signal 60 is emanated from antenna 
54. Orientation sensors (not shoWn) provide angular orien 
tation measurement that may include, for eXample, roll, 
pitch and yaW of the drill head. A temperature sensor (not 
shoWn) and any other desired drilling parameter sensors (not 
shoWn) may also be included. PoWer may be supplied to 
transmitter 56 from a set of batteries 62 via a poWer supply 
64. For descriptive purposes, the boring tool locating signal 
apparatus may be referred to as a transmitter. In accordance 
With the present invention, ?rst and second detectors 66a 
and 66b are positioned Within the global coordinate system 
for receiving locating signal 60 at positions P1 and P2, 
respectively. Detectors 66 are con?gured for measuring 
components of magnetic locating signal 60 along three 
receiving aXes that may be orthogonal With respect to one 
another. For descriptive purposes, the aXes Will be assumed 
to be orthogonal and are referred to herein as XI, yI and ZI 
(not shoWn) de?ned Within each detector. The receiving aXes 
of each detector may be de?ned by an antenna structure 67 
such as, for eXample, the highly advantageous structure 
disclosed in copending US. application Ser. No. 08/968, 
636, Which is incorporated herein by reference. It should 
also be noted that the antenna cluster receiving aXes are not 
necessarily aligned With the X, y and Z aXes of the global 
coordinate system. Magnetic information measured along 
the receiving aXes of either detector may be transmitted to 
operator console 44 in the form of a telemetry signal 68 
Which is transmitted from a telemetry antenna 69 and 
associated telemetry transceiver 70. Alternatively, the opera 
tor console may be connected With the detectors using 
cabling (not shoWn). Telemetry signal 68 is picked up at the 
drill rig using telemetry antenna 46 and telemetry trans 
ceiver 45. Thereafter, the telemetry information is provided 
to processor 50 such that the magnetic ?eld information may 
be interpreted so as to determine the position of the boring 
tool in the global coordinate system or for use during the 
setup procedures contemplated herein, as Will be described. 
Moreover, magnetic ?eld information may be preprocessed 
using a local processor (not shoWn) located Within each 
detector 66 in order to reduce the amount of information 
Which is transmitted from the detectors to the operator 
console 44. TWo-Way communications betWeen the detec 
tors and the drill rig and also betWeen the detectors (neither 
of Which is shoWn) may be accomplished through the use of 
suitable telemetry transceivers. In this manner, data can be 
polled and the telemetry transceivers in the detectors may 
serve as repeaters. 

[0030] Continuing to refer to FIG. 1, having generally 
described the components of system 10, it should be appre 
ciated that the depicted layout comprises an initial drilling 
array. In this regard, the reader is reminded that the present 
invention is directed to establishing absolute positions/ 
coordinates of all of the components Which make up the 
array such that drilling may subsequently be performed. The 
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absolute positions of the detectors and the boring tool may, 
of course, be established in a number of different ways in the 
prior art. For example, skilled personnel using surveying 
equipment may determine the absolute positions. However, 
by performing survey measurements in such a manner, a 
signi?cant amount of time and money may be expended. 
Accordingly, the present invention introduces a number of 
system con?gurations and associated methods for establish 
ing absolute positions of components of the drilling array 
which require little training or skill on behalf of an operator 
of system 10. In fact, the system may be con?gured such that 
the setup procedures are essentially automatic, transparent to 
the system operator and require minimal operator skill, as 
will be seen. 

[0031] Still referring to FIG. 1, the overall combination of 
established, known absolute positions (i.e., those of the 
boring tool and at least two detectors) are required prior to 
drilling so as to enable effective tracking of the boring tool 
will be referred to as the “absolute con?guration” of the 
drilling array hereinafter for purposes of convenience. A?rst 
setup procedure for establishing the drilling array absolute 
con?guration begins with boring tool 26 at position A. As 
mentioned previously, the origin of the global coordinate 
system is assumed to be at the center of dipole antenna 56 
which, of course, also identi?es the center of the radiation 
pattern of locating ?eld 60. With the boring tool at position 
A, locating signal 60 is transmitted from the boring tool for 
receipt by detectors 66. Each detector produces a set of 
electromagnetic data by measuring the received signal 
strength along each axis of the antenna array housed by the 
respective detector. Therefore, the two detectors each pro 
duce three known values for a total of six known electro 
magnetic values. In order to establish the absolute con?gu 
ration of the drilling array, the problem must be well posed 
mathematically. That is, there must be at least as many 
conditional relations or equations, as unknown values. The 
latter may include (1) the transmitted strength of magnetic 
locating signal 60, (2) an initial yaw (BA) of dipole antenna 
54 in the global coordinate system (which is measured from 
the global X axis and is 0° in the present example, since 
dipole 54 is oriented along the X axis), (3) an initial pitch (PA 
of dipole antenna 54, (4) the xyZ location of detectors 66a 
and 66b within the global coordinate system, (5) the orien 
tation angles (pitch, roll and yaw) of the receiving axes of 
the detectors relative to the global coordinate system and (6) 
the initial xyZ location of the boring tool, for example, at 
origin 30 within the global coordinate system. 

[0032] While a wide range of solutions may be formulated 
to deal with the foregoing list of unknown values, Applicants 
have made highly advantageous advances with regard to the 
systems and methods under discussion. It is initially noted 
that six known electromagnetic values are provided at 
position A or, for that matter, at any other position at which 
the boring tool is within range of the detectors. One of 
ordinary skill in the art might readily dismiss this observa 
tion as being of little worth since six unknown values (x, y 
and Z of each detector and pitch, roll and yaw of each 
detector) are, at the same time, contributed by each detector. 
That is, the balance of unknown versus known values is not 
shifted by the detectors while values such as pitch of the 
boring tool and the signal strength of the locating signal 
remain unknown. The unknowns outweigh the knowns 
associated with one detector such that resolving the absolute 
con?guration appears to be underdetermined and, thus, 
unsolvable as to absolute coordinates. However, the number 
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of unknown values associated with the boring tool at a 
particular location bears further examination. 

[0033] At each location of the boring tool in region 12, the 
associated unknown values are an xyZ position, a pitch value 
and a yaw value. Because the magnetic ?eld from the 
transmitter is symmetric, roll is not a variable in determining 
transmitter position. Thus, no more than ?ve unknown 
values are contributed by the boring tool at any one position. 
Therefore, in accordance with the present invention, it is 
recogniZed that the number of unknown values in the overall 
problem of establishing the absolute con?guration can be 
reduced by performing locating ?eld measurements with the 
detectors at ?xed locations and with the boring tool at 
multiple locations since each location of the boring tool 
contributes no more than ?ve unknowns while contributing 
six known electromagnetic values from measurements by 
the two detectors. Remarkably, each additional location of 
the boring tool shifts the balance from unknown values to 
known values by at least one for each additional position of 
the boring tool at which electromagnetic measurements are 
made by the detectors. For this reason, given a suf?cient 
number of positions of the boring tool, the absolute con 
?guration of the drilling array can be determined based 
solely on electromagnetic readings from the detectors. It 
should be appreciated that an implementation which relies 
solely on electromagnetic measurements represents one end 
of a spectrum of possible implementations which advanta 
geously utiliZe the unknown/known balance shift disclosed 
above. Therefore, a number of speci?c implementations will 
be described below. The described implementations are 
intended only as examples and are not considered as limiting 
the scope of the invention as set forth in the claims. 

[0034] Still referring to FIG. 1, in accordance with one 
implementation, it is desired to establish the absolute con 
?guration of the initial drilling array by performing detector 
electromagnetic readings with the boring tool at start point 
A and then advancing the boring tool to point B. Table 1 lists 
unknown versus known values for this “two calibration 
position” implementation. 

TABLE 1 

KNOWN/UNKNOWN VALUES 
USING TWO BORING TOOL POSITIONS 

# of BT # of 
posns Descriptions of Unknowns unknowns 

2 Detector Unknowns 

xyZ of Det 66a 3 
R, P, K of Det 66a 3 
xyZ of Det 66b 3 
R, P, K of Det 66b 3 
BT Unknowns 

At Point A 

dipole signal strength 1 
P of ET 1 
At Point B 

xyZ of ET 3 
P & Y of ET 3 

TOTAL UNKNOWNS = 19 
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TABLE l-continued 

KNOWN/UNKNOWN VALUES 
USING TWO BORING TOOL POSITIONS 

# of 
Descriptions of Knowns knowns 

Detector Knowns 

Det 66a 

magnetic values at posn A 3 
magnetic values at posn B 3 
Det 66b 

magnetic values at posn A 3 
magnetic values at posn B 3 

TOTAL KNOWNS = 12 

Notes: 
BT = Boring Tool; 
R = Roll; 

P = Pitch; 

Y = yaw of BT; 

K = yaw of detector; 
Det = Detector 

[0035] The overall number of unknowns is 19 while the 
overall number of known values is only 12. It should be 
noted that the number of unknowns with the boring tool at 
point A is reduced by assuming that the origin of the global 
coordinate system is at the center of dipole 54 and that the 
initial direction of the 10 boring tool and dipole de?nes the 
direction of the X axis along the surface of the ground. As 
mentioned, the X axis is assumed to be in the plane of the 
surface of the ground for purposes of simplicity. Other, 
equally effective assumptions can be made, as one of ordi 
nary skill in the art will appreciate in view of this disclosure. 
It is apparent that a well posed mathematical problem cannot 
be formulated based only on electromagnetic readings of the 
locating ?eld using the boring tool at only two initial 
calibration positions. Therefore, the de?cit of 7 known 
values must be supplied by other measurements or by other 
assumptions. Fortunately, certain information may readily 
be measured with suf?cient accuracy to eliminate various 
unknowns. As a ?rst example, the drill rig may include an 
arrangement (not shown) for measuring extension and/or 
retraction of drill string 28. If the extension of the drill string 
is measured from point A to point B and this distance is 
assumed to be a straight path, three position equations can 
be derived for point B representing three known values to 
increase the number of known values to 15. Four additional 
unknown values may readily be eliminated by direct mea 
surement comprising the tilt orientation of the detectors. 
That is, deviation of the xd and yd axes of each detector from 
the horizontal direction. With the addition of two tilt mea 
surements per detector, there are 15 known values and 15 
unknown values, making the solution determined such that 
the absolute con?guration of the drilling array can be 
established. It is emphasized that the present example rep 
resents only one of many possible implementations for 
eliminating the required number of unknown values. For 
example, as an alternative, to tilt sensors, the detectors may 
simply be leveled. Moreover, additional measured values 
can be used in order to formulate a least square error solution 
in which the number of known values is greater than the 
number of unknown values so as to improve the overall 
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accuracy in determining the absolute con?guration of the 
drilling array. For example, boring tool 26 may incorporate 
a pitch sensor so as to convert the pitch of the boring tool 
from an unknown to a known value. Another value that can 

be eliminated from the list of unknowns is dipole strength of 
the transmitter. Its value may readily be determined in a 
separate, above ground calibration procedure prior to drill 
ing. The calibration procedure involves placing the trans 
mitter in the boring head at a known positional relationship 
to one of the detectors and measuring the signal strength. 
The particular choice in determining the absolute con?gu 
ration depends on required speed and accuracy, on the 
performance of processor 50 and also on the personal 
preference of the developer. 

[0036] With reference now to Table 2 and FIG. 1, in 
accordance with another implementation, it is desired to 
establish the absolute con?guration of the initial drilling 
array by performing detector electromagnetic readings with 
the boring tool located at three initial/calibration points. That 
is, at point C in addition to points A and B. Table 2 lists 
unknown versus known values for this three calibration 

position implementation. 

TABLE 2 

KNOWN/UNKNOWN VALUES 
USING TWO BORING TOOL POSITIONS 

# of BT # of 
posns Descriptions of Unknowns unknowns 

3 Detector Unknowns 

xyZ of Det 66a 3 
R, P. K of Det 66a 3 
xyZ of Det 66b 3 
R, P, K of Det 66b 3 
BT Unknowns 

At Point A 

3 dipole signal strength 1 
P of ET 1 
At Point B 

xyZ of ET 3 
P & Y of ET 2 
At Point C 

xyZ of ET 3 
P & Y of ET 2 

TOTAL UNKNOWNS = 24 

# of 
Descriptions of Knowns knowns 

Detector Knowns 

Det 66a 

magnetic values at posn A 3 
magnetic values at posn B 3 
magnetic values at posn C 3 
Det 66b 

magnetic values at posn A 3 
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TABLE 2-continued 

KNOWN/UNKNOWN VALUES 
USING TWO BORING TOOL POSITIONS 

magnetic values at posn B 3 
magnetic values at posn C 3 

TOTAL KNOWNS = 18 

Notes: 
BT = Boring Tool; 
R = Roll; 

P = Pitch; 

Y = yaw of BT; 

K = yaw of detector; 
Det = Detector 

[0037] In this example, the overall number of unknown 
values is 24 while the overall number of known values is 18. 
It should be observed that the de?cit in the number of known 
values as compared with known values is 6, as compared 
with the example of Table 1 in which a de?cit of 7 unknown 
values is present. Therefore, as mentioned in the foregoing 
discussions, the number of known values is increased by at 
least one with each additional calibration point of the boring 
tool at which electromagnetic readings are taken. The 
assumptions made in the example above have also been 
adopted in this example whereby to eliminate unknowns. In 
particular, the origin of the global coordinate system is 
assumed as the center of dipole 54 and the initial direction 
of the boring tool (and, hence, dipole 54) de?ne the direction 
of the x axis along the surface of the ground, with the x axis 
in the plane of the surface of the ground. 

[0038] As in the example above, additional known values 
may be provided by certain information such as, for 
example, position equations based upon the measured exten 
sion of drill string 28. In this instance, three position 
equations may be provided for the boring tool at calibration 
point B and another three position equations may be pro 
vided for the boring tool at calibration point C for a total of 
six additional known values. With these six additional 
known values, the absolute con?guration of the drilling 
array can be determined. As one alternative, tilt sensors 
could be added to detectors whereby to supply four known 
values and a pitch sensor could be added to the boring tool 
whereby to supply two known values (i.e., pitch at calibra 
tion point B and pitch at calibration point C) such that the tilt 
sensors in combination with the pitch sensors alone provide 
all six additional required known values. In still other 
alternatives, the various measured values, as described, may 
be combined with the electromagnetic known values to 
establish a least square error solution. 

[0039] Having established the absolute con?guration of 
the initial drilling array, the drilling operation may ensue 
wherein the boring tool is guided and/or tracked to some 
predetermined location which is within range of the detec 
tors. That is, above a speci?ed maximum range from the 
detectors, the latter will be unable to receive the locating 
signal transmitted from the boring tool. Several highly 
advantageous approaches may be utilized to extend the 
drilling range of the boring tool, as will be described 
immediately hereinafter. 

[0040] Turning now to FIG. 2, which also depicts system 
10 and a proportionally larger area of region 12, boring tool 
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26 is shown after having advanced to a point D. The range 
over which the locating signal is receivable for the initial 
positions P1 and P2 of the detectors (shown in phantom at 
these positions) is denoted as segment 1, corresponding to a 
?rst portion of region 12. However, the boring tool is about 
to enter a second portion of region 12 corresponding to a 
second segment (i.e., segment 2) along the intended path of 
the boring tool. Within segment 2, the distance between the 
boring tool and either or both of detectors 66 exceeds the 
maximum range of the dipole signal for any position of the 
boring tool along the intended path of segment 2. Because 
the boring tool has been tracked during its advance by 
system 10, the absolute coordinates of point D are known. 
Moreover, the pitch and yaw of the boring tool are also 
known at point D. Therefore, prior to allowing the boring 
tool to advance along segment 2, detectors 1 and 2 are 
relocated to new positions, respectively, within the second 
portion of region 12. 
[0041] As a practical matter, for long drill runs, the P3 and 
P4 positions should be just within range of the boring tool 
at position D whereby to maximize the length of segment 2. 
In this regard, the length of segment 1 should be maximized 
in the same manner when drilling initially from point A 
(FIG. 2). It should be appreciated that the con?guration of 
the system with the detectors at positions P3 and P4 while 
the boring tool is at point D is, in essence, identical to the 
problem described above with determining the locations of 
the detectors in their initial positions, P1 and P2, since, in 
both instances, the location and orientation of the boring tool 
is known. Therefore, the procedures employed for the abso 
lute con?guration of the initial drilling array associated with 
segment 1, as described above, are applicable in the subse 
quent absolute con?guration of the drilling array associated 
with segment 2. For this reason, these descriptions will not 
be repeated and the reader is referred to the foregoing 
discussions. It is to be understood that each time the boring 
tool is about to go out of range of the detectors, the 
procedure illustrated in FIG. 2 may be repeated such that 
drilling may proceed inde?nitely based possibly, however, 
upon other constraints such as, for example, the range of 
telemetry signal 68 between the detectors and the drill rig. 
It should also be appreciated that the use of the “goal post” 
arrangement of detectors 1 and 2 is not required. Alterna 
tively, for example, a “leap frog” arrangement (not shown) 
of the detectors may just as readily be used in which the 
detectors are arranged in a generally colinear manner along 
the intended path of the boring tool. Moreover, detectors 
may be positioned relative to a segment in a relatively 
random imprecise manner so long as they are within range 
of boring tool 26. Therefore, the requisite skill of an operator 
is minimal. As the transmitter moves beyond the range of 
one of the detectors, that detector could then be moved 
farther out. With three detectors, the transmitter could 
always be kept within range of two detectors while the third 
detector is being moved thereby avoiding the need to stop 
the drilling operation. To that end, the present invention 
contemplates a con?guration in which processor 50 may 
determine and suggest, on the display at console 44 and/or 
on a portable unit to be described below, suitable locations 
for the detectors and when the detectors should be moved. 

[0042] Referring to FIG. 3 in conjunction with FIG. 2, the 
foregoing discussion describes one way in which a drilling 
operation may be performed over an extended distance. That 
is, a distance which is beyond the capabilities of the detec 
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tors to receive the locating signals With the detectors at 
positions Within an initial drilling array. FIG. 3 illustrates 
another highly effective system and associated method for 
performing extended drill runs, generally indicated by the 
reference numeral 100. System 100 includes drill rig 18 
positioned in region 12 for drilling along an intended path 
102 using boring tool 26. Intended path 102 is shoWn as 
straight for illustrative purposes. It is to be understood that 
any intended path may be used in accordance With these 
teachings. Other components of system 100 include detec 
tors 1-4. The latter are essentially identical to detectors 66, 
described above, With the exception of one additional func 
tion. Speci?cally, detectors 1-4 include the capability to 
transmit a relative locating or setup ?eld 103 using antenna 
array 67, as shoWn being transmitted by detector 1. This 
capability is permitted through the addition of a transceiver 
block 104 connected to antenna array 67. Each detector may 
be placed into a setup transmit mode, for example, triggered 
by a telemetry signal received from console 44 for use in 
establishing the absolute con?guration, to be described at an 
appropriate point beloW, or, as Will be described immedi 
ately hereinafter, for determining the position of one detec 
tor relative to a detector at a knoWn position. 

[0043] When a detector is in the setup transmit mode, its 
transceiver block 104 causes antenna array 67 to transmit 
setup signal 103 Which is characteristically a dipole ?eld. In 
one embodiment, the relative locating signal is transmitted 
sequentially from each axis of antenna array 67. It should be 
noted that setup signal 103 is shoWn in FIG. 3 as being 
transmitted from the x axis of antenna array 67 in detector 
1 (assuming that the axes of antenna array 67 are oriented in 
parallel to the corresponding axes of the global coordinate 
system, but this is not a requirement). For this example, it is 
assumed that the position coordinates and orientations of 
detectors 1 and 2 have already been established. With 
detector 1 in setup transmit mode, all other detectors are left 
in a receive mode such that they function in essentially the 
same manner as aforedescribed detectors 66. For purposes of 
extending the drilling range of the boring tool, it is generally 
advantageous to transmit in the setup mode the setup signal 
from the farthest detector from the boring tool having a 
knoWn position. In this instance, it can be seen that detector 
1 is slightly farther from the boring tool than detector 2. 

[0044] Therefore, setup signal 103 is sequentially ema 
nated from each of the x, y and Z axes of antenna array 67 
(With the x axis transmission being illustrated) of detector 1 
for recording by detectors Whose positions are to be deter 
mined such as detectors 3 and 4, in the present example. 
Assuming that a tilt sensor is present in each of the receiving 
detectors, four unknoWn variables for each unknoWn detec 
tor position Will be determined including xyZ position coor 
dinates and detector yaW angle. Processing the three com 
ponents of the magnetic ?eld obtained, for example, from 
the x-component of the detector provides equations 1-3, 
beloW, for the distance betWeen the transmitting detector and 
a receiving detector, in the global Cartesian coordinate 
system: 

[0045] Here, the functions f1, f2 , f3 may be derived by one 
having ordinary skill in the art from the equations of a 
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magnetic dipole in three-dimensional space Which are 
knoWn in the art (see also, the parent of the present appli 
cation, U.S. application Ser. No. 08/835,834 for additional 
details). The variable K2 denotes the yaW angle of the 
receiving detector and the magnetic ?eld components mea 
sured by that detector are indicated as BXX, ByX and BZX. The 
?rst subscript of each of these components indicates the axis 
of antenna array 67 of the receiving detector being used 
While the second subscript indicates that the measured 
?eld is transmitted by the x axis antenna of the transmitting 
detector. The total distance betWeen the detectors is given by 
the expression: 

[0046] Where DX indicates that the distance is determined 
based on transmission from the x axis of the transmitting 
detector. 

[0047] An alternate method of calculating the total dis 
tance betWeen detectors employs the complete set of detec 
tor ?eld data. That is, nine values are measured by trans 
mitting from each axis of antenna array 67 of one detector 
and receiving using each axis of antenna array 67 of another 
detector. Accordingly, an expression for the total distance is 
given as: 

[0048] Where D is the total distance, K is a constant equal 
to the value 6% or approximately 1.348 and BT is the 
magnitude of the total magnetic ?eld, as de?ned beloW. The 
corresponding dipole strength of each of the transmitting 
antennas for antenna array 67 is denoted by the value In It 
should be noted that m is assumed to be equal for transmis 
sion of setup signal 103 from all three axes common to 
antenna array 67 of the transmitting detector’s transceiver. 
This assumption is accurate if the antennas are essentially 
identical and the antenna drive signals are identical. The 
total magnetic ?eld, based on all nine measured magnetic 
values is: 

[0049] Where the subscripts of the nine magnetic values 
are designated in accordance With the description above. 
Hence, the total magnetic ?eld induced at the receiving 
detector by all three transmitting antennas of in the trans 
mitting detector is BT. Note that BT is the magnitude of a 
vector sum since each transmitting antenna includes a dif 
ferent magnetic ?eld. 

[0050] An additional, fourth equation for the calculation 
of unknoWn detector coordinates and orientation is then 
obtained by requiring D=DX. The computational problem is 
deterministic in the sense that the number of equations is the 
same as the number of unknoWns, but the solution can 
formally be obtained employing any of the least square 
solution methods described in the prior art. Assuming detec 
tor 1 is transmitting and the position/yaW of detector 3 is to 
be determined, the translational position coordinates of 
detector 3 folloW from: 
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[0051] where X1, y1 and Z1 are the known coordinates of 
detector 1 and X3, y3 and Z3 are the coordinates for detector 
3. Note that the position increments AX, Ay and AZ depend 
on detector yaw angle, K2. There is only one particular value 
of K2 for detector 3 which will satisfy DX=D, and this value, 
in general, must be determined by iteration. 

[0052] In this regard, it should be appreciated that the use 
of the relative locating signal establishes only a relative 
position and orientation between the detector in setup trans 
mit mode and each receiving detector. However, if the 
absolute position of either one of a pair of detectors in 
communication via the relative locating signal is known, the 
absolute position of the other detector can be determined 
based on the relative position information. As will be 
described hereinafter, the use of relative position informa 
tion is highly advantageous, particularly with regard to 
providing for extended drill runs within the conteXt of the 
overall operation of system 100. 

[0053] Having generally described the components of 
detectors 1-4 of system 100 and the way in which setup 
signal 103 is used to establish the relative positions between 
detectors once the initial drilling array has already been 
established, a description of the operation of the overall 
system will now be provided. Initially, it is noted that 
intended path 102 is divided into segments 1-3 which are 
separated by vertically oriented dashed lines 106a and 106b. 
As in the preceding eXample, each segment represents a 
range on the intended path over which the detectors are 

capable of receiving locating signal 60 from boring tool 26. 
An initial drilling array is shown in segment 1, with boring 
tool 26 at the origin of the global coordinate system, as a ?rst 
step in establishing the absolute con?guration of the initial 
drilling array. Using detectors 1 and 2 in their receive mode, 
boring tool 26 transmits locating signal 60. 

TABLE 3 

KNOWN/UNKNOWN VALUES USING 
TRANSCEIVER CONFIGURATION WITH BORING TOOL 

AT A SINGLE INITIAL POSITION 

# of BT # of 
posns Descriptions of Unknowns unknowns 

1 Detector Unknowns 

X and Z of Det 1 2 

K of Det 1 1 

(R and P measured) 
XyZ of Det 2 3 
K of Det 2 1 

(R and P measured) 
BT Unknowns 

At Initial Position 

dipole signal strength 1 
Y of BT (i.e., dipole 54) 1 

TOTAL UNKNOWNS = 9 
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TABLE 3-continued 

KNOWN/UNKNOWN VALUES USING 
TRANSCEIVER CONFIGURATION WITH BORING TOOL 

AT A SINGLE INITIAL POSITION 

# of 
Descriptions of Knowns knowns 

Detector Knowns 

Det 1 

magnetic values at posn A’ 3 
y = y1, measured 
Det 2 

magnetic values at posn B’ 3 
Relative Position Data 

AX, Ay and AZ 3 

TOTAL KNOWNS = 9 

Notes: 
BT = Boring Tool; 
R = Roll; 

P = Pitch; 

Y = yaw of BT; 

K = yaw of det; 
Det = Detector 

[0054] Referring to Table 3 in conjunction with FIG. 3, 
the reader is reminded that siX unknown values are typically 
associated with each detector (XyZ coordinate location, 
pitch, roll, and yaw) for an initial total of twelve unknown 
values. By specifying measurements of certain information, 
as summariZed in Table 3, the absolute con?guration of the 
initial drilling array can be established (i.e., unknown values 
can be balanced with known values) with the boring tool at 
its initial location. In particular, pitch of the boring tool is 
measured by incorporating a pitch sensor (not shown) in the 
boring tool and tilt sensors (not shown) are included in the 
detectors such that the pitch sensor eliminates one unknown 
value while the tilt sensors, in combination, eliminate four 
unknown values. One other unknown is eliminated by 
measuring the distance of detector 1 from the X aXis, 
indicated as y1. Alternatively, detector 1 may be positioned 
directly above the X aXis (not shown) so that y1=0. Another 
unknown value comprises the signal strength of locating 
signal 60. It should be mentioned that signal strength may 
alternatively be eliminated as an unknown, for eXample, by 
following a separate calibration procedure, as described 
previously. A ?nal unknown value is taken as the yaw of the 
boring tool at its initial position, A, since determination of 
the yaw of the dipole within the boring tool is generally 
dif?cult. Therefore, nine unknown values are present. By 
incorporating a magnetometer or other static magnetic ?eld 
sensor (neither of which is shown) such as a giant magnetic 
resistor (GMR) in the boring tool, the yaw of the boring tool 
could be resolved in conjunction with the pitch and roll 
measurements, eliminating another unknown. The yaw mea 
surement could also be used in other calculations such as the 
aforementioned calibration. 

[0055] Still referring to Table 3 and FIG. 3, by receiving 
the locating signal, siX known values are obtained, however, 
this leaves a de?cit of three values (assuming no yaw 
measurement) with regard to establishing the absolute con 
?guration of the initial drilling array. Therefore, relative 
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position and orientation information is determined betWeen 
detectors 1 and 2 by transmitting setup signal 103 from 
detector 1 to detector 2, as shoWn, or by transmitting from 
detector 2 to detector 1 (not shoWn). Consistent With the 
aforedescribed technique for establishing the relative posi 
tions betWeen detectors, three additional knoWn values are 
provided in the form of Ax, Ay and AZ equations. Therefore, 
in Table 3, nine overall unknoWn values are balanced by nine 
overall knoWn values such that the absolute con?guration of 
the initial drilling array associated With segment 1 is deter 
minable. 

[0056] Once the absolute con?guration of the initial drill 
ing array has been determined, drilling may proceed With the 
system tracking the progress of the boring tool along the 
intended path denoted as segment 1. HoWever, either as 
drilling proceeds or prior to drilling, provisions may be 
made for drilling along segment 2 and segments thereafter. 
To that end, detectors 3 and 4 are positioned Within the 
portion of region 12 associated With segment 2. Detectors 3 
and 4 are con?gured essentially identically With detectors 1 
and 2. Ideally, detectors 3 and 4 should be just Within range 
of locating signal 60 as the boring tool passes from segment 
1 to segment 2, and separated by a predetermined distance 
from one another in a direction that is generally perpendicu 
lar to the intended path Whereby to maximiZe the length of 
segment 2 along the intended path of the boring tool. Even 
though the “goal post” arrangement is advantageous in 
extending system range, it should be appreciated that detec 
tors 3 and 4 may be positioned almost anyWhere (even 
Within the portion of region 12 associated With segment 1) 
so long as they are at least initially Within range of the boring 
tool as it passes to segment 2. Of course, the length of 
segment 2 Will be in?uenced by any arrangement of detec 
tors. In this regard, it is noted that some minimum spacing 
betWeen the detectors should be observed in order to ensure 
tracking accuracy. This minimum separation is function of 
the range and positional accuracy required. Maximum seg 
ment length in a goal post con?guration is approximately 
tWice the maximum range of the locating signal. A “leap 
frog” arrangement of the detectors is also suitable, as 
described above. If a leap frog con?guration is adopted, 
optimum range can be achieved by positioning the detectors 
at intervals along the intended drilling path that are spaced 
apart by the maximum useable range of locating signal 60. 
It is noted that a minimum signal to noise ratio can be used 
to determine maximum useable range. 

[0057] Referring to FIG. 3, having established the abso 
lute positions of detectors 1 and 2, the absolute positions of 
detectors 3 and 4 may be determined by establishing the 
position of these detectors relative to the knoWn positions of 
either or both of detector 1 and/or detector 2 in accordance 
With the preceding description for determining detector 
relative positions, by sequentially transmitting (not shoWn) 
the relative locating signal, for example, from the three 
orthogonal axes of the antenna array of detector 3 and 
receiving the signal using the antenna array of detector 1, 
three position equations may be obtained. It should be 
appreciated, hoWever, that With the inclusion of a tilt sensor 
in detector 3, four unknoWn values are present. These 
include the xyZ position of detector 3 and its yaW. A fourth 
equation may be obtained by requiring D=DX (see equations 
8 and 9). Therefore, the absolute position of detector 3 can 
be determined With the number of knoWn values being equal 
to the number of unknoWn values. Additional knoWn values 
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can be obtained by also receiving the relative locating signal 
With detector 2. Thus, three additional position equations are 
available for a total number of six position equations. In this 
manner, a least square error solution can be employed for 
establishing the absolute position of detector 3. Thereafter, 
the absolute position of detector 4 can be determined by 
transmitting the relative locating signal to one or more of 
detectors 1-3 in a manner consistent With the foregoing 
descriptions. Note that it is equally effective to transmit the 
setup signal from any detector at a knoWn position to 
detectors at unknoWn positions. For example, one or both of 
detectors 1 and 2 may transmit (sequentially, of course) the 
setup signals for purposes of determining the coordinates of 
detectors 3 and 4. 

[0058] Continuing to refer to FIG. 3, it should be appre 
ciated that the drilling range over Which system 100 may 
track boring tool 100 can be extended substantially inde? 
nitely by placing additional detectors relative to subsequent 
segments of the intended drilling path. For example, detec 
tors 5 and 6 (not shoWn) may be positioned for tracking 
along segment 3 and their positions established using detec 
tors 3 and 4. Thus, a netWork of detectors can be established 
to cover the entire intended drilling path. The drilling 
operation can then be performed in an uninterrupted manner, 
tracking the boring tool as it progresses along the entirety of 
the intended path. One limit as to the overall length of the 
intended path may reside in the maximum range of telemetry 
signal 68 from detectors farthest aWay from the drill rig. 
HoWever, the telemetry range of present systems developed 
for directional drilling is already signi?cant, on the order of 
one-half mile. Moreover, the telemetry range may be 
extended by suitable means such as, for example, by using 
the telemetry transceivers in the detectors to relay signals or 
to incorporate separate telemetry repeaters (not shoWn) into 
the system. Further advantages of system 100 Will be 
brought to light in conjunction With the discussion of a 
highly advantageous feature to be described at an appropri 
ate point beloW. It should be appreciated that in the instance 
Where a number of detectors are at once distributed at 
unknoWn positions along some length of an intended path, 
the described method can be applied repeatedly, determining 
detector positions by moving farther and farther aWay from 
the drill rig as positions of detectors farther and farther from 
the drill rig are established, until the position coordinates 
and yaW angles of all detectors are knoWn. 

[0059] Referring to FIGS. 2-3, it should be appreciated 
that the teachings herein may be combined in an unlimited 
number of Ways for purposes of overcoming an overall 
number of unknoWn values in a particular drilling/tracking 
scenario. For example, an alternative system may employ 
teachings from both systems disclosed above. That is, such 
an alternative system may readily be produced in Which 
electromagnetic data is obtained by detectors Which receive 
locating signal 60 from successive spaced apart positions of 
the boring tool in accordance With the technique described 
above With regard to system 10. This alternative system may, 
in combination With the features of system 10, utiliZe the 
detector transceiver feature of system 100 to establish rela 
tive positions betWeen certain ones of the detector trans 
ceivers Whereby to further eliminate unknoWn values. 
Therefore, this alternative system represents one of many 
possible systems Which are considered to be Within the 
scope of the present invention. 
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[0060] Still discussing system 100 With reference noW to 
FIG. 4, in one modi?cation, the required number of detec 
tors may be limited to tWo. This modi?cation may signi? 
cantly reduce the overall cost of the system While still 
permitting boring tool tracking over an eXtended drilling 
path. In a tWo detector con?guration, after establishing the 
absolute con?guration of the initial drilling array, drilling 
proceeds While tracking the boring tool to point E using 
detectors 1 and 2 at positions A‘ and B‘, respectively. At point 
E, the boring tool is Within range (albeit, typically at its 
maXimum range for locating signal 60) of positions A‘-D‘. 
Drilling stops at point E and either detector I or 2 is moved 
into the portion of region 12 associated With segment 2 in the 
directions indicated by arroWs 110 and 112. For eXample, 
detector 1 is moved from position A‘ to position C‘ While 
detector 2 initially remains at position B‘. It is important not 
to disturb detector 2 at position B‘, since its absolute 
coordinates and orientation are knoWn there. With detector 
1 at position C‘, the setup signal (not shoWn) may be 
transmitted betWeen the tWo detectors in accordance With 
the foregoing descriptions to establish the absolute coordi 
nates and orientation of detector 1 based upon the knoWn 
position and orientation of detector 2. Thereafter, detector 2 
is moved from position B‘ to position D‘. Because the 
absolute coordinates and orientation of detector 1 are noW 
knoWn, the relative locating signal may once again be 
transmitted betWeen the tWo detectors so as to establish the 
absolute coordinates and orientation of detector 2. Having 
thus established the absolute coordinates and orientations of 
both detectors Within the portion of region 12 associated 
With segment 2, boring tool 26 may be tracked along 
segment 2 of intended path 102. Once the boring tool 
reaches segment 3, the detectors may be moved to the 
portion of region 12 associated With segment 3 and their 
positions established in the same manner. Therefore, the 
length of intended path 102 is not limited by the use of tWo 
detectors. As mentioned above, With regard to exceptionally 
long drill runs, the range of telemetry signal 68 to the drill 
may be eXtended through appropriate provisions. 
[0061] Still referring to FIG. 4, in the interest of further 
reducing the cost of system 100 Without signi?cantly affect 
ing its capabilities, it should be mentioned that the system 
may be con?gured With one detector transceiver unit and 
one detector receiver unit (not shoWn). That is, a detector 
receiver unit similar to detectors 66 used in system 10 may 
be used in place of one of the detector transceivers of the 
dual detector con?guration of system 100. In using a detec 
tor receiver/transceiver con?guration, the procedure 
described above may be used With the difference, of course, 
that the relative locating signal is alWays transmitted from 
the detector transceiver unit to the detector receiver unit. 
Even then, as drilling is advanced from one segment to the 
neXt, either one of the detector transceiver unit or detector 
receiver unit may ?rst be moved to the portion of region 12 
associated With segment 2, since the relative position (and, 
hence, the absolute coordinates and orientation of the moved 
unit) betWeen the detector receiver unit and detector trans 
ceiver unit can be established in either instance by means of 
the relative locating signal. 
[0062] Attention is noW directed to FIG. 5 for purposes of 
discussion of a highly advantageous con?guration and fea 
ture of previously described system 100. The reader is 
reminded that system 100 utiliZes a “netWork” of detectors 
incorporating detectors such that the entire intended path of 
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the boring tool can be tracked Without the need for inter 
mediate steps in Which detectors are relocated along the 
intended path. The latter is indicated by the reference 
number 180 and differs from intended path 102 in FIG. 3 in 
the respect that segment 2 of path 180 is curved in a Way 
Which avoids an obstacle such as, for eXample, a large 
boulder 182. Detectors 5 and 6 have been included to 
illustrate coverage of the detector netWork all along the 
illustrated portion of intended path 180. The absolute coor 
dinates and orientations of detectors 5 and 6 are readily 
established in accordance With the foregoing procedures. 
The manner in Which intended path 180 is established Will 
be described immediately hereinafter. 

[0063] Turning to FIG. 6 in conjunction With FIG. 5, a 
mapping tool is generally indicated by the reference number 
200. Mapping tool 200 is portable and includes a case 202 
having a handle. A display panel 206 is positioned for ease 
of vieWing and a keyboard panel 208 is provided having a 
series of buttons 210 for entry of necessary data. PoWer is 
provided by a battery 212. Atelemetry antenna 214 is driven 
by a telemetry transmitter 216 for transmitting a telemetry 
setup signal 218 to operator console 44 and processor 50 
(FIG. 2) therein. These telemetry components and associ 
ated signal make up a telemetry link 220. Further compo 
nents of the mapping tool include a mapping dipole antenna 
222 Which is driven by a mapping signal generator 224. 
Other components may be included such as, for eXample, a 
magnetometer 226, a tilt sensor 228 and a processing section 
230. Mapping dipole 222 is con?gured along With mapping 
signal generator so as to transmit a ?xed, knoWn strength 
mapping signal 240 having a characteristic dipole ?eld 
Which is measurable in the same manner as magnetic 
locating signal 60 (FIG. 2). 
[0064] Still referring to FIGS. 5 and 6, attention is noW 
directed to the Way in Which mapping tool 200 is used as part 
of system 100. It should be appreciated that mapping tool 
200 may be located using setup signal 240 Within region 12 
in essentially the same manner as boring tool 26 is located 
using previously described locating ?eld 60. With system 
100 in a mapping mode initiated from console 44 and having 
established the detector netWork all along intended path 180, 
the entire intended path may be mapped by placing the 
mapping tool sequentially at a number of points, indicated as 
F through R, along the path. At each point, setup signal 240 
is transmitted to detectors that are Within range such that the 
absolute position of the mapping tool may be determined in 
region 12. For eXample, assuming the absolute con?guration 
of the detector netWork has been determined, an operator 
(not shoWn) may initially position mapping tool 200 at point 
F. Thereafter, the operator may press one of buttons 210 on 
keypad 208 so as to initiate transmission of mapping signal 
240. Detectors 1 and 2 then measure the strength of setup 
signal 240 from positions A‘ and B‘ and transmit this 
information by Way of telemetry signal 68 to processor 50 in 
console 44 at the drill rig. Processor 50 then determines the 
absolute position of the mapping tool. In segment 2, the 
intended path is de?ned so as to steer around boulder 182. 
The mapping procedure is completed once a suf?cient 
number of points have been identi?ed along intended path 
180. It is noted that the points need not be entered in the 
eXact sequence that they are encountered along the intended 
path. That is, processor 50 may be used to construct the 
intended path, appropriately ordering the points and then 
displaying the intended path to an operator. It is mentioned 






















