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DRIVING FORCE DISTRIBUTION CONTROL 
APPARATUS AND METHOD OF MOTOR 

VEHICLE 

INCORPORATION BY REFERENCE 

[0001] The disclosure of Japanese Patent Application No. 
2000-081930 ?led on Mar. 23, 2000 including the speci? 
cation, drawing and abstract is incorporated herein by ref 
erence in its entirety. 

BACKGROUND OF THE INVENTION 

[0002] 1. Field of the Invention 

[0003] The invention relates to a driving force distribution 
control apparatus and method of a motor vehicle including 
a ?rst set of drive Wheels and a second set of drive Wheels 
Whose driving forces can be respectively controlled. 

[0004] 2. Description of the Background 

[0005] There are knoWn vehicles each including a ?rst set 
of drive Wheels and a second set of drive Wheels Whose 
driving forces can be controlled independently of each other. 
Examples of such vehicles are four-Wheel drive vehicles in 
Which a selected one or ones of an internal combustion 

engine, an electric motor and a hydraulic motor that function 
as driving motors is/are provided separately for the front 
Wheels and the rear Wheels, and four-Wheel drive vehicles in 
Which the driving force transmitted from a single driving 
motor to the front Wheels and the rear Wheels is distributed 
betWeen the front and rear Wheels by a torque distribution 
control clutch. 

[0006] In the vehicles as described above, the distribution 
of driving force betWeen the ?rst set of drive Wheels and the 
second set of drive Wheels is carried out based on a differ 
ence in the rotational speed betWeen the ?rst drive Wheels 
and the second drive Wheels. An example of a drive force 
distribution control apparatus that performs the above func 
tion is disclosed in Japanese Laid-open Patent Publication 
No. SHO 63-203429. The driving force distribution control 
apparatus as disclosed in this publication is adapted to 
determine no-load or slipping rotation of a Wheel(s) based 
on a difference betWeen the front Wheel rotational speed and 
the rear Wheel rotational speed. Upon detection of such 
slipping Wheel rotation, the apparatus performs distribution 
of the driving force by reducing the driving force for the 
drive Wheels at Which no-load or slipping rotation Was 
detected, and simultaneously increasing the driving force for 
the drive Wheels at Which no-load or slipping rotation Was 
not detected. With this arrangement, the driving force of the 
vehicle is further increased, for eXample, in the case Where 
the vehicle runs on a road surface With a loW road surface 

friction coefficient, such as an icy road, a compressed-snoW 
road, or the like. 

[0007] In the aforementioned driving force distribution 
control apparatus, the difference betWeen the front-Wheel 
rotational speed and the rear-Wheel rotational speed used as 
a basis for control of the distribution of driving force 
betWeen the drive Wheels does not alWays suf?ciently re?ect 
the state (e.g., running conditions) of the vehicle. For 
eXample, even if the rotational speed difference is the same, 
the slip states of the drive Wheels may differ to a great eXtent 
at different vehicle speeds. If the rotational speed difference 
is equal to, for eXample, 50 min“1 (rpm), the Wheel slip rate 
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and the longitudinal force and lateral force differ betWeen 
the case Where the vehicle speed is 50 km/h and the case 
Where the vehicle speed is 100 km/h, resulting in different 
degrees of vehicle running stability. Therefore, the afore 
mentioned driving force distribution control apparatus may 
not be able to ensure a suf?ciently high maneuverability. 

SUMMARY OF THE INVENTION 

[0008] It is therefore an object of the invention to provide 
a vehicular driving force distribution control apparatus 
Wherein the vehicle running state is more accurately 
re?ected by the distribution of driving force betWeen drive 
Wheels. 

[0009] To accomplish the above object and other objects, 
the invention provides a driving force control apparatus of a 
motor vehicle including a ?rst set of drive Wheels and a 
second set of drive Wheels Which are driven With respective 
driving forces that are controlled independently of each 
other, Which apparatus includes (1) a slip rate difference 
calculating unit that calculates an actual slip rate difference 
betWeen a slip rate of the ?rst set of drive Wheels and that 
of the second set of drive Wheels, and (2) a driving force 
distribution control unit that controls distribution of driving 
force betWeen the ?rst set of Wheels and the second set of 
Wheels, based on the slip rate difference calculated by the 
slip rate difference calculating unit. 

[0010] In the driving force control apparatus as described 
above, the driving force distribution control unit controls the 
distribution of the driving force betWeen the ?rst set of drive 
Wheels and the second set of drive Wheels, based on the slip 
rate difference calculated by the slip rate difference calcu 
lating unit. Thus, since the vehicle running state or condition 
is more accurately re?ected by the distribution of the driving 
force betWeen the drive Wheels, the driving force can be 
more appropriately distributed betWeen the drive Wheels, 
thus assuring a suf?ciently high level of vehicle maneuver 
ability. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0011] The foregoing and further objects, features and 
advantages of the invention Will become apparent from the 
folloWing description of a preferred embodiment With ref 
erence to the accompanying draWings, Wherein like numer 
als are used to represent like elements and Wherein: 

[0012] FIG. 1 is a schematic diagram illustrating the 
construction of a poWer transmission apparatus of a four 
Wheel drive vehicle including a control apparatus according 
to one embodiment of the invention; 

[0013] FIG. 2 is a diagram illustrating the construction of 
the control apparatus provided in the four-Wheel drive 
vehicle of FIG. 1; 

[0014] FIG. 3 is a diagram illustrating the construction of 
a portion of the control apparatus provided in the four-Wheel 
drive vehicle of FIG. 1; 

[0015] FIG. 4 is a function block diagram useful for 
eXplaining principal control functions of the control appa 
ratus shoWn in FIG. 3; 

[0016] FIG. 5 is a graph indicating a relationship used in 
the control apparatus of FIG. 3 for determining a vehicle 
speed correction coef?cient for correcting a target slip rate 
difference; 
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[0017] FIG. 6 is a ?owchart illustrating a control opera 
tion of the control apparatus of FIG. 3; and 

[0018] FIG. 7 is a graph shoWing changes in the longitu 
dinal force and lateral force of Wheels With respect to the 
Wheel slip rate. 

DETAILED DESCRIPTION OF PREFERRED 
EMBODIMENTS 

[0019] Apresently preferred embodiment of the invention 
Will be described in detail With reference to the accompa 
nying draWings. 

[0020] FIG. 1 is a schematic diagram illustrating the 
construction of a poWer transmission apparatus of a four 
Wheel drive vehicle (i.e., a front/rear Wheel drive vehicle) to 
Which the invention is applied. The front/rear Wheel drive 
vehicle is of the type in Which a front Wheel system is driven 
by a primary drive unit (or a ?rst drive unit) 10 including a 
?rst driving motor, and a rear Wheel system is driven by a 
secondary drive unit (or a second drive unit) including a 
second driving motor. 

[0021] The primary drive unit 10 has an internal combus 
tion engine 14 that is operated by utiliZing combustion of an 
air-fuel mixture, a motor-generator (hereinafter, referred to 
as “MG”) 16 that selectively functions as an electric motor 
or a generator, a double pinion type planetary gear device 18, 
and a continuously variable transmission 20 capable of 
continuously changing the speed ratio. These components of 
the primary drive unit 10 are concentrically arranged on the 
same axis. The engine 14 serves as a ?rst driving motor, or 
a primary driving motor. The engine 14 is equipped With a 
throttle actuator 21 for driving a throttle valve that controls 
the amount of intake air ?oWing through an intake pipe of 
the engine 14, in order to change the opening THA of the 
throttle valve. 

[0022] The planetary gear device 18 is a force combining/ 
distributing mechanism that mechanically combines or dis 
tributes force. The planetary gear device 18 has three rotary 
elements that are independently and rotatably disposed 
about a common axis, namely, a sun gear 24 connected to the 
engine 14 via a damper device 22, a carrier 28 connected to 
an input shaft 26 of the continuously variable transmission 
20 via a ?rst clutch C1 and connected to an output shaft of 
the MG 16, and a ring gear 32 connected to the input shaft 
26 of the continuously variable transmission 20 via a second 
clutch C2 and connected to a non-rotational member, for 
example, a housing 30, via a brake B1. The carrier 28 
supports a pair of pinions (planetary gears) 34, 36 that mesh 
With the sun gear 24 and the ring gear 32 and mesh With each 
other, such that the pinions 34, 36 are rotatable about their 
oWn axes. 

[0023] The planetary gear device 18 and the MG 16 
connected to the carrier 28 constitute an electric torque 
converter (ETC). When the engine 14 is being operated 
(rotated) With the sun gear 24 rotating, the ETC controls the 
quantity of electricity generated by the MG 16 (i.e., causes 
gradually increasing reaction force, i.e., torque for regen 
eratively driving the MG 16, to be generated at the carrier 
28), thereby to smoothly increase the speed of rotation of the 
ring gear 32 from Zero to a desired speed. In this manner, the 
vehicle can be smoothly started and accelerated. Assuming 
that the gear ratio p (the number of teeth of the sun gear 

Sep. 27, 2001 

24/the number of teeth of the ring gear 32) of the planetary 
gear device 18 is, for example, an ordinary value of 0.5, the 
torque of the engine 14 is ampli?ed by l/p times, for 
example, about 2 times, before it is transmitted to the 
continuously variable transmission 20, in vieW of (the rela 
tionship of the torque of the ring gear 32:the torque of the 
carrier 28:the torque of the sun gear 24)=1/p:(1—p)/p:1. 
Thus, the operating mode in Which the engine 14 is oper 
ating With the clutch C2 being engaged (the ring gear 32 
being coupled With the input shaft 26 of the CVT 20) is 
called “torque amplifying mode”. 

[0024] The continuously variable transmission 20 includes 
a pair of variable pulleys 40, 42 having variable effective 
diameters and provided on the input shaft 26 and an output 
shaft 38, respectively, and an endless or loop-like transmis 
sion belt 44 provided on the pulleys 40, 42. Each of the 
pulleys 40, 42 has an axially ?xed rotary member 46 or 48 
?xedly mounted on the input shaft 26 or the output shaft 38, 
and an axially movable rotary member 50 or 52 Which 
rotates together With the input shaft 26 or the output shaft 38 
but is movable in the axial direction relative to the input or 
output shaft 26, 38. The ?xed rotary member 46, 48 coop 
erates With the corresponding movable rotary member 50, 
52 to de?ne a V-shaped groove therebetWeen. The variable 
pulleys 40, 42 further include respective hydraulic cylinders 
54, 56 Which apply thrust force to the appropriate movable 
rotary member 50, 52 to change the effective diameters of 
the variable pulleys 40, 42 at Which the belt engages With the 
pulleys, thereby to change the speed ratio y(=the speed of 
rotation of the input shaft/the speed of rotation of the output 
shaft). 
[0025] The torque received from the output shaft 38 of the 
continuously variable transmission 20 is transmitted to the 
pair of front Wheels 66, 68 via a speed reduction gear device 
58, a differential gear device 60, and a pair of axles 62, 64. 
In this embodiment, a steering Wheel for changing the 
steering angle of the front Wheels 66, 68 is not illustrated in 
FIG. 1. 

[0026] The secondary drive unit 12 includes a rear motor 
generator (hereinafter, referred to as “RMG”) 70 that func 
tions as a second driving motor, or a secondary driving 
motor. The torque generated by the RMG 70 is transmitted 
to a pair of rear Wheels 80, 82 via a speed reduction gear 
device 72, a differential gear device 74, and a pair of axles 
76, 78, respectively. 

[0027] FIG. 2 is a diagram illustrating the construction of 
a control apparatus provided in the front/rear Wheel drive 
vehicle of this embodiment. An engine control device 100, 
a transmission control device 102, a hybrid control device 
104, a charging control device 106 and a brake control 
device 108 are in the form of microcomputers each having 
a CPU, a RAM, a ROM and an input/output interface. In 
each control device, the CPU processes input signals and 
performs various control operations in accordance With 
programs stored in advance in the ROM, While utiliZing the 
temporary storage function of the RAM. The aforemen 
tioned control devices are connected to each other for 
mutual communications. When one of the control devices 
requests a necessary signal, another control device, Which 
receives the request, transmits the signal as needed to the 
above-indicated one control device. The hybrid control 
device 104 also functions as a driving force distribution 
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control device that appropriately distributes the driving force 
betWeen the front Wheels 66, 68 and the rear Wheels 80, 82 
by controlling the output torque of the RMG 70. 

[0028] The engine control device 100 performs controls 
on the engine 14. For example, the engine control device 100 
controls fuel injection valves (not shoWn) for controlling the 
amount of fuel injected, and controls igniters (not shoWn) for 
controlling the ignition timing. During traction control, the 
engine control device 100 also controls the throttle actuator 
21 to temporarily reduce the output of the engine 14 so that 
the slipping front Wheels 66, 68 Will grip the road surface. 

[0029] The transmission control device 102 sets the ten 
sion of the transmission belt 44 of the continuously variable 
transmission 20 to an optimal value by controlling a pressure 
regulator valve for regulating the belt tension pressure. The 
pressure regulator valve is controlled based on the actual 
speed ratio y and the transmission torque, that is, the output 
torque of the engine 14 and the MG 16, in accordance With 
a pre-set relationship that renders the tension of the trans 
mission belt 44 at a required and sufficient value. Also, the 
transmission control device 102 determines a target speed 
ratio ym based on the actual vehicle speed V, and the engine 
load, for example, the throttle opening THA or the accel 
erator pedal operation amount ACC, in accordance With a 
pre-stored relationship that causes the engine 14 to operate 
in accordance With a minimum fuel consumption rate curve 
or an optimal curve. Then, the transmission control device 
102 controls the speed ratio y of the continuously variable 
transmission 20 so that the actual speed ratio y becomes 
equal to the target speed ratio ym. 

[0030] The engine control device 100 and the transmission 
control device 102 control the throttle actuator 21 and the 
amount of fuel injected, for example, and change the speed 
ratio y of the continuously variable transmission 20 so that 
the operating or driving point of the engine 14 moves along, 
for example, a Well-knoWn optimal fuel consumption rate 
operating or driving line. Furthermore, the engine control 
device 100 and the transmission control device 102 control 
the throttle actuator 21 and change the speed ratio y, thereby 
to move the driving point of the engine 14, in order to 
change the output torque TE or revolution speed NE of the 
engine 14 in response to a command from the hybrid control 
device 104. 

[0031] The hybrid control device 104 includes an MG 
control unit 116 for controlling an inverter 114 that controls 
drive current supplied to the MG 16 from an electric energy 
storage device 112 formed by a battery or the like, and 
controls current generated by the MG 16 and outputted to the 
storage device 112. The hybrid control device 104 further 
includes an RMG control unit 120 for controlling an inverter 
118 that controls drive current supplied from the storage 
device 112 to the RMG 70 and also controls current gener 
ated by the RMG 70 and outputted to the storage device 112. 
The hybrid control device 104 selects one of a plurality of 
operating modes, including an ETC mode, a lock-up mode, 
a motor running mode and other modes, based on the 
operated position PSH of a shift lever 90, the throttle 
opening 0 (the operation amount ACC of an accelerator 
pedal 122), the vehicle speed V, and the state of charge SOC 
of the storage device 112. Furthermore, based on the accel 
erator pedal operation amount ACC and the operation 
amount BF of a brake pedal 124, the hybrid control device 

Sep. 27, 2001 

104 selects a regenerative braking mode in Which braking 
force is generated by torque needed for the MG 16 or the 
RMG 70 to generate electric poWer, or an engine brake mode 
in Which braking force is generated by torque that is resistant 
to rotation of the engine 14. 

[0032] The charging control device 106 charges or feeds 
electric energy to the storage device 112, Which electric 
energy is generated by the MG 16 or the RMG 70, When the 
amount of electric energy SOC (i.e., state of charge) stored 
in the storage device 112, such as a battery or a capacitor, 
becomes loWer than a preset loWer limit SOCD. When the 
amount of stored electric energy SOC exceeds a preset upper 
limit SOCU, the charging control device 106 inhibits charg 
ing of the storage device 112 With the electric energy from 
the MG 16 or the RMG 70. Furthermore, if, at the time of 
charging, the actual electric poWer estimated value Pb 
(=generated poWer PMG+consumed poWer PRMG (negative)) 
comes out of the range betWeen an input limit value WIN and 
an output limit value WOUT of electric poWer or energy that 
are functions of the temperature TB of the storage device 
112, the charging control device 106 inhibits electric poWer 
or energy from being fed to or from the storage device 112. 

[0033] The brake control device 108 controls Wheel brakes 
provided for the respective Wheels 66, 68, 80, 82 via a 
hydraulic brake control circuit, to perform, for example, 
TRC control, ABS control, VSC control and so forth, so as 
to increase the vehicle stability or increase the tractive force 
at the time of starting, braking or turning on a low-p road, 
or the like. 

[0034] FIG. 3 shoWs the construction of a portion of the 
hybrid control device 104 that functions as a driving poWer 
distribution control device, and FIG. 4 is a function block 
diagram useful for explaining the principal functions of the 
poWer distribution control device. Referring to FIG. 3, the 
hybrid control device 104 calculates a front Wheel rotation 
speed nf (rpm) by obtaining the average of the rotation speed 
of the front-left Wheel 66 and the rotation speed of the 
front-right Wheel 68 supplied from a front-left Wheel rota 
tion sensor 130 and a front-right Wheel rotation sensor 132, 
and calculates a rear Wheel rotation speed nI (rpm) by 
obtaining the average of the rotation speed of the rear-left 
Wheel 80 and the rotation speed of the rear-right Wheel 82 
supplied from a rear-left Wheel rotation sensor 134 and a 
rear-right Wheel rotation sensor 136. Then, the hybrid con 
trol device 104 calculates an actual slip rate difference sr 
betWeen the front Wheels 66, 68 and the rear Wheels 80, 82 
based on the front Wheel rotation speed nf and the rear Wheel 
rotation speed nr, in accordance With a pre-stored relation 
ship (as represented by mathematical expression The 
hybrid control device 104 then controls the output torque of 
the RMG 70, that is, the torque for driving the rear Wheels 
80, 82 in accordance With a pre-stored relationship (as 
represented by mathematical expression (4)), so as to elimi 
nate a deviation of the actual slip rate difference sr from a 
predetermined target slip rate difference srref. Since the total 
driving force of the vehicle, that is, the total drive torque TD, 
is determined based on the accelerator pedal operation 
amount ACC, the hybrid control device 104 controls the 
output torque of the RMG 70 in accordance With a rear 
Wheel output torque value obtained by multiplying the total 
drive torque TD by a rear-Wheel required torque distribution 
ratio sktr. Furthermore, When the hybrid control device 104 
receives a steering angle 6 (degrees), that is, an operation 
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amount of a steering Wheel (not shown), from a steering 
angle sensor 138, the control device 104 calculates a turned 
Wheel angle 0 (=6/GR) by dividing the steering angle 6 by 
the steering gear ratio GR, and then calculates a target slip 
rate difference srref based on the turned Wheel angle 0 in 
accordance With a pre-stored relationship (as represented by 
rnathernatical expression 

[0035] Referring to FIG. 4, a slip rate difference calcu 
lating unit 140 calculates an actual slip rate difference sr 
betWeen the drive Wheels, that is, a difference betWeen the 
slip rate of the front Wheels 66, 68 and the slip rate of the rear 
Wheels 80, 82, from the folloWing rnathernatical expression 
(1), based on the front Wheel rotation speed nf and the rear 
Wheel rotation speed nr. 

[0036] The above-indicated rnathernatical expression 1 is 
derived as folloWs. Where “r” is Wheel radius, “00f” is 
angular speed of the front Wheels 66, 68, “nor” is angular 
speed of the rear Wheels 80, 82, and “V” is vehicle speed, the 
slip rate of the front Wheels 66, 68 is represented by 
(ruuf—V)/ru)f, and the slip rate of the rear Wheels 80, 82 is 
represented by (ruur—V)/ru)r. Therefore, the front-rear Wheel 
slip rate difference sr is equal to (Vuuf—Vu)r)/ruufu)r. Where 
“00h” is angular velocity of the faster ones of the front and 
rear Wheels, and “001” is angular velocity of the sloWer ones 
of the front and rear Wheels, substitution of an approximate 
expression V=ruu1 in the above-indicated expression gives 
sr=(u)f—u)r)/u)h. By substituting the angular velocity u) in this 
expression With the rotation speed, the above-indicated 
rnathernatical expression (1) is obtained. 

[0037] A target slip rate difference calculating unit 142 
includes a target slip rate difference deterrnining unit 144 
and a target slip rate difference correcting unit 146. The 
target slip rate difference calculating unit 142 calculates a 
target slip rate difference srref according to pre-stored rela 
tionships, based on the actual turned Wheel angle 0 of the 
front Wheels 66, 68 and the vehicle speed V. Initially, the 
target slip rate difference deterrnining unit 144 determines a 
target slip rate difference srref based on the turned Wheel 
angle 0 of the front Wheels 66, 68, in accordance With a 
pre-stored relationship as represented by, for example, rnath 
ernatical expression The turned Wheel angle 0 (=6/GR) 
of the front Wheels 66, 68 is an angle of inclination of the 
front Wheels 66, 68 With respect to the traveling direction of 
the vehicle, and is determined by a turned Wheel angle 
calculating unit 148 that divides the steering angle 6 
detected by the steering angle sensor 138 by the steering 
gear ratio GR. Next, the target slip rate difference correcting 
unit 146 determines a vehicle speed correction coef?cient, 
that is, rnap value Map(V), based on the actual vehicle speed 
V, in accordance With a pre-stored relationship as indicated 
in FIG. 5 by Way of example. Then, the target slip rate 
difference correcting unit 146 corrects the target slip rate 
difference srref by multiplying the target slip rate difference 
srref by the vehicle speed correction coef?cient, that is, the 
map value Map(V). As the vehicle speed V, the loWer value 
n1 of the front Wheel rotation speed nf and the rear Wheel 
rotation speed nI may be used. 

[0038] The relationship as expressed by rnathernatical 
expression (2) beloW is determined so that the target slip rate 
difference srref is equal to Zero While the vehicle is traveling 
straight. While the vehicle is turning, a slip rate difference sr 

Sep. 27, 2001 

betWeen the front and rear Wheels, if actually calculated 
according to the mathematical expression (1), is inevitably 
present (i.e., is not equal to Zero) even if no slip occurs, and 
the slip rate difference sr thus obtained increases With an 
increase in the turned Wheel angle 0. The relationship as 
represented by the expression (2) is determined so as to 
eliminate the slip rate difference sr that inevitably appears 
during a turn of the vehicle. In the relationship as expressed 
by rnathernatical expression (3), the correction coef?cient 
(=Map(V)) is a value ranging from Zero to 1. The relation 
ship as indicated in FIG. 5 is pre-set so that the correction 
coef?cient decreases With an increase in the vehicle speed, 
in vieW of the fact that as the vehicle speed increases, the 
center of turns that lies on the axis of rotation of the rear 
Wheels shifts or moves toWard the front Wheels and the 
target slip rate difference sr becornes excessively large. 

[0039] A total driving force deterrnining unit 150 calcu 
lates a total driving force or a total drive torque (=f (ACC)) 
that is needed for driving the vehicle, based on the accel 
erator pedal operation arnount ACC detected by the accel 
erator pedal operation arnount sensor 123, in accordance 
With a pre-set relationship that is a function of the accelera 
tor pedal operation arnount ACC. 

[0040] A driving force distribution control unit 152 cal 
culates a rear-Wheel required torque distribution ratio sktr 
based on the actual front-rear Wheel slip rate difference sr, 
according to a pre-stored control expression as represented 
by, for example, rnathernatical expression (4) beloW. Fur 
therrnore, by multiplying the rear-Wheel required torque 
distribution ratio sktr by the total drive torque, the driving 
force distribution control unit 152 calculates an output 
torque value of the RMG 70, that is, a drive torque value of 
the rear Wheels 80, 82. Then, the driving force distribution 
control unit 152 causes the RMG 70 to drive the rear Wheels 
80, 82 so as to achieve the drive torque value thus obtained. 
Namely, the driving force distribution control unit 152 
controls the driving force distribution ratio by adjusting the 
drive torque of the rear Wheels 80, 82 Within a range in 
Which the total drive torque remains unchanged. The math 
ernatical expression (4) as indicated beloW is a control 
expression that includes a feed-forWard term and PID feed 
back terrns, Where slewI is a feed-forWard term and represents 
a dynamic rear-Wheel load distribution ratio. For example, 
the value skWI is calculated based on the longitudinal G 
(acceleration) of the vehicle detected by a longitudinal G 
sensor or calculated from the Wheel rotational acceleration. 
Furthermore, in the expression (4), “e” represents control 
deviation (=srref—sr), “P” represents a proportional constant 
(proportional control gain), “D” represents a differential 
constant (differential control gain), and “I” represents an 
integral constant (integral control gain). 

[0041] FIG. 6 is a ?oWchart illustrating a principal portion 
of control operations performed by a portion of the hybrid 
control device 104 that functions as the driving force dis 
tribution control device. Namely, the ?oWchart of FIG. 6 
illustrates a driving force distribution control routine or a 
rear rnotor-generator control routine. In step S1 of FIG. 6, 
input signals from various sensors are processed. In the next 
step S2, a front Wheel rotation speed nf and a rear Wheel 
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rotation speed nI are calculated. Subsequently in step S3 
corresponding to the slip rate difference calculating unit 140, 
an actual slip rate difference sr betWeen the drive Wheels, 
that is, a difference betWeen the slip rate of the front Wheels 
66, 68 and that of the rear Wheels 80, 82, is calculated based 
on the front Wheel rotation speed nf and the rear Wheel 
rotation speed nr, according to the mathematical expression 
(1). 
[0042] Next, in step S4 corresponding to the target slip 
rate difference determining unit 144, a target slip rate 
difference srref is calculated based on the actual turn angle 0 
of the front Wheels 66, 68, according to the pre-stored 
relationship as expressed by the above-indicated expression 
(2). In step S5 corresponding to the target slip rate difference 
correcting unit 146, the target slip rate difference srref 
obtained in step S4 is corrected based on the vehicle speed 
correction coef?cient determined from the actual vehicle 
speed V according to the pre-stored relationship as indicated 
in FIG. 5. 

[0043] Subsequently in step S6, it is determined Which one 
of the pre-set control modes is presently to be selected. 
During a vehicle acceleration at a loW vehicle speed or 
during high-speed straight running, for example, it is deter 
mined that a driving force distribution control mode is to be 
selected. During a turn at a high vehicle speed, it is deter 
mined that a target yaW rate folloW-up control mode, that is, 
a turn control mode, is to be selected. During straight 
steady-state running of the vehicle, it is determined that a 
fuel economy improvement control mode is to be selected. 

[0044] If step S6 determines that the driving force distri 
bution control mode is currently selected, the control How 
proceeds to step S7. In step S7 corresponding to the driving 
force distribution control unit 152, a rear-Wheel required 
torque distribution ratio sktr is calculated based on the actual 
front-rear Wheel slip rate difference sr, according to the 
pre-stored control expression as represented by the math 
ematical expression By multiplying the total drive 
torque by the rear-Wheel required torque distribution ratio 
sktr, the output torque of the RMG 70, that is, the torque for 
driving the rear Wheels 80, 82, is calculated. Subsequently in 
step S10, the rear Wheels 80, 82 are driven by the RMG 70 
so as to achieve the drive torque value. 

[0045] If step S6 determines that the target yaW rate 
folloW-up control mode is currently selected, the control 
How proceeds to step S8 corresponding to a target yaW rate 
folloW-up control unit. In step S8, a target yaW rate yaWref 
is calculated based on the steering angle 6 and the vehicle 
speed V according to a pre-stored relationship as expressed 
by mathematical expression (5) beloW. Furthermore, an 
estimated yaW rate yaWhat is calculated based on the lateral 
G (acceleration) gy and the vehicle speed V according to a 
pre-stored relationship as expressed by mathematical 
expression Based on the deviation “e” betWeen the 
target yaW rate yaWref and the estimated yaW rate yaWhat 
(=yaWIef—yaWhat), a rear-Wheel required torque distribution 
ratio sktr is calculated according to a pre-stored relationship 
as expressed by mathematical expression (7), such that the 
deviation “e” is eliminated. Subsequently in step S10, the 
rear Wheels 80, 82 are driven by the RMG 70 so as to achieve 
the drive torque value thus determined. In the expression (5), 
“L” represents the vehicle Wheelbase, and “kh” represents 
the vehicle stability factor. 
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yam/Iago-V/[GR'L'(1+kh><V2)] (5) 
yaWhaFgy/V (6) 

skn=skM+P'e+D'de/dt (7) 

[0046] If it is determined in step S6 that the fuel economy 
improvement control mode is currently selected, that is, in 
the case Where the steering angle 6 is not larger than a 
predetermined value SKDLT, Where the front-rear Wheel slip 
rate difference sr is not larger than a predetermined value 
SKSR, Where the vehicle speed V is at least a predetermined 
value SKV, and Where the total driving force is not larger 
than a predetermined value SKT, the control How proceeds 
to step S9 corresponding to a fuel economy improvement 
control unit. In step S9, a drive command value of the RMG 
70 is determined so as to achieve an optimal motor speed 
that provides an optimal fuel economy in the current vehicle 
operating conditions. In step S10, the RMG 70 is driven in 
accordance With the drive command value. For example, the 
RMG 70 is driven so that the output torque of the RMG 70 
becomes Zero, rather than a positive value or a negative 
value. 

[0047] According to the present embodiment as described 
above, the distribution of the driving force betWeen the front 
and rear Wheels is controlled by the driving force distribu 
tion control unit 152 (step S7), based on the actual slip rate 
difference sr calculated by the slip rate difference calculating 
unit 140 (step S3), so that the current vehicle running state 
or condition is more accurately re?ected by the front-rear 
Wheel driving force distribution. Thus, the driving force is 
more appropriately distributed, thus assuring a high level of 
vehicle maneuverability. 

[0048] In the knoWn vehicular driving force distribution 
control apparatus as discussed above, the distribution of the 
driving force betWeen the driving Wheels, namely, betWeen 
the front and rear Wheels, is controlled by using a difference 
betWeen the front Wheel rotation speed and the rear Wheel 
rotation speed. The thus obtained driving force distribution 
does not alWays suf?ciently re?ect the vehicle running state 
or conditions. More speci?cally, the longitudinal force, 
Which is the frictional force applied from the Wheels (i.e., 
vehicle rubber tires) to the road surface in the vehicle 
longitudinal direction, rapidly increases at ?rst and then 
gradually decreases as the Wheel slip rate increases. On the 
other hand, the lateral force, Which is the frictional force 
applied from the Wheels to the road surface in the transverse 
or lateral direction, decreases as the Wheel slip rate changes. 
Therefore, even if the rotation speed difference betWeen the 
front and rear Wheels is the same, the slip state of the front 
and rear Wheels greatly differs depending upon the vehicle 
speed. For example, even Where the rotation speed differ 
ence is the same, e.g., is equal to 50 min“1 (rpm), different 
Wheel slip rates are obtained When the vehicle speed is 50 
km/h and When the vehicle speed is 100 km/h, resulting in 
different magnitudes of the longitudinal force and lateral 
force from the Wheels and different degrees of the vehicle 
running stability. Thus, the knoWn vehicular driving force 
distribution control apparatus may not be able to ensure high 
vehicle maneuverability. 

[0049] Furthermore, according to the embodiment, the 
distribution of the driving force betWeen the front and rear 
Wheels is controlled based on the non-dimensional slip rate 

difference sr obtained from the mathematical expression Thus, the force distribution control may be applied, With the 
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same control expressions and constants, to other types of 
vehicles having different tire diameters, different gear ratios 
of differential gear devices, and so forth. 

[0050] Still further, according to the embodiment, the 
driving force distribution control unit 152 (step S7) controls 
the distribution of the driving force betWeen the front Wheels 
66, 68 and the rear Wheels 80, 82 so that the actual slip rate 
difference sr calculated by the slip rate difference calculating 
unit 140 (step S3) becomes equal to the predetermined target 
slip rate difference srref. Since the driving force distribution 
is thus controlled so that the actual slip rate difference sr 
betWeen the front and rear drive Wheels becomes equal to the 
target slip rate difference srref, the apparatus of the embodi 
ment is able to promptly achieve more appropriate driving 
force distribution, as compared With the knoWn apparatus 
Which starts driving force distribution upon detection of 
racing or slipping of a drive Wheel. 

[0051] Also, the apparatus of the embodiment is further 
provided With the turned Wheel angle calculating unit 148 
for calculating the steering angle of the vehicle, that is, the 
angle 0 of inclination of the front Wheels 66, 68 With respect 
to the vehicle running direction, and the target slip rate 
difference determining unit 144 (step S4) for determining a 
target slip rate difference srrefbased on the turn angle 0 of the 
front Wheels 66, 68 detected by the turned Wheel angle 
calculating unit 148. Since the target slip rate difference srref, 
namely, a target value of the slip rate difference sr, is 
determined based on the turn angle 0 of the Wheels, the 
driving force distribution is appropriately performed upon a 
start of the vehicle With turned Wheels or during running 
With turned Wheels, thus assuring high vehicle maneuver 
ability suitable for the current turned Wheel angle. 

[0052] Still further, the apparatus of the embodiment is 
provided With the target slip rate difference correcting unit 
146 (step S5) for correcting the target slip rate difference 
srtef determined by the target slip rate difference determining 
unit 144, based on the vehicle speed V according to the 
pre-stored relationship. Therefore, even When the center of 
a turn of the vehicle shifts depending upon the vehicle speed 
V, the driving force distribution is performed in accordance 
With the vehicle speed V, thus assuring high vehicle maneu 
verability suitable for the current vehicle speed V. 

[0053] Further, according to the embodiment, the target 
slip rate difference correcting unit 146 (step S5) corrects the 
target slip rate difference srref to a smaller value as the 
vehicle speed V becomes higher. Therefore, even When the 
center of a vehicle turn Which lies on the rotation axis of the 
rear Wheels shifts toWard the front Wheels as the vehicle 
speed increases, an appropriate target slip rate difference can 
be obtained. 

[0054] Furthermore, according to the embodiment, the 
driving force distribution control unit 152 (step S7) controls 
the driving force distribution using the control expression 
(mathematical expression (4)), based on the deviation “e” 
betWeen the target slip rate difference srref calculated by the 
target slip rate difference calculating unit 142 (steps S4, S5) 
and the actual slip rate difference sr betWeen the drive 
Wheels calculated by the slip rate difference calculating unit 
140. The above-indicated control expression (4) includes the 
feedback control terms for calculating the driving force 
distribution ratio so as to eliminate the deviation “e”, and the 
feed-forWard control term for calculating the driving force 
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distribution ratio based on the Weight distribution ratio 
betWeen the drive Wheels. Thus, the driving force distribu 
tion betWeen the drive Wheels is controlled so as to eliminate 
the deviation betWeen the target slip rate difference srref and 
the actual slip rate difference sr, thus assuring an improved 
responsiveness of the driving force distribution. 

[0055] Further, according to the embodiment, the slip rate 
difference calculating unit 140 (step S3) calculates the ratio 
(nf—nI)/nh of the difference (nf—nr) betWeen the front Wheel 
rotation speed nf and the rear Wheel rotation speed nI to the 
greater value nh of the front Wheel rotation speed nf and the 
rear Wheel rotation speed nr, as an actual slip rate difference 
sr. This advantageously eliminates a need to use the vehicle 
speed V, Which is difficult to accurately measure in a 
four-Wheel drive vehicle, in order to determine a slip rate 

difference sr. In this connection, in a front-Wheel drive vehicle and a rear-Wheel drive (FR) vehicle, the non-driving 

rear Wheels and the non-driving front Wheels, respectively, 
contact With the ground and rotate along With the driving 
Wheels during running of the vehicle. Therefore, a vehicle 
speed that is approximate to the actual vehicle speed can be 
determined by detecting the rotation speed of the non-driven 
Wheels. In contrast, a four-Wheel drive vehicle has no 
non-driving Wheels that contact With the ground and rotate 
along With driving Wheels, and there is a possibility that the 
front Wheels and the rear Wheels, as driving Wheels, slip to 
some extent. It is thus difficult to accurately detect the 
vehicle speed from the rotation speed of the front Wheels or 
the rear Wheels. 

[0056] Further, according to the embodiment, the rear 
Wheels 80, 82 of the four-Wheel drive vehicle are driven by 
the RMG (electric motor) 70, and the driving force distri 
bution control unit 152 controls the driving force distribu 
tion betWeen the front Wheels 66, 68 and the rear Wheels 80, 
82 by controlling the output torque of the electric motor. 
Therefore, the driving force distribution betWeen the front 
and rear Wheels of the vehicle can be easily controlled. 

[0057] Further, according to the embodiment, the target 
slip rate difference calculating unit 142 calculates a target 
slip rate difference srref, according to the expression (1-cos 
0) Where 0 is the turn angle of the front Wheels 66, 68, Which 
are the steering tire Wheels. Therefore, When an actual slip 
rate difference sr is calculated by the slip rate difference 
calculating unit 140 according to the expression (nf—nI)/nh, 
it is possible to advantageously eliminate a front-rear Wheel 
slip rate difference that Would otherWise automatically arises 
from the aforementioned expression even if there is no 
actual slip at the time of a turn of the vehicle, that is, during 
running With turned or steered Wheels. 

[0058] While the embodiment of the invention has been 
described in detail With reference to the draWings, the 
invention may also be embodied in various other manners. 

[0059] While the four-Wheel drive vehicle of the illus 
trated embodiment is of the type in Which the front Wheels 
66, 68 are driven by a driving motor unit formed by the 
engine 14 and the MG 16, and the rear Wheels 80, 82 are 
driven by a driving motor unit formed by the RMG 70, the 
invention may also be applied to, for example, a four-Wheel 
drive vehicle in Which the front Wheels and the rear Wheels 
are respectively driven by tWo driving motor units, each of 
Which is formed by one or more driving motor(s) selected 
from an internal combustion engine, an electric motor, a 
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hydraulic motor and others. The invention may also be 
applied to a four-Wheel drive vehicle of the type in Which the 
driving force is transmitted from a common driving motor(s) 
to the front Wheels and the rear Wheels, and is distributed 
betWeen the front Wheels and the rear Wheels under control 
of a torque distribution control clutch. In short, the invention 
is applicable to any vehicle as long as the vehicle has a ?rst 
drive Wheel set and a second drive Wheel set Whose driving 
forces can be separately controlled. 

[0060] In the four-Wheel drive vehicle of the illustrated 
embodiment, the driving force distribution control unit 152 
controls driving force distribution by adjusting the force or 
torque for driving the rear Wheels 80, 82 Within a range in 
Which the total driving force does not change. It is, hoWever, 
possible to control driving force distribution by adjusting the 
driving force for the front Wheels 66, 68 Within a range in 
Which the total driving force does not change. 

[0061] While the embodiment of the invention has been 
described above With reference to the draWings, the embodi 
ment is merely one form of carrying out the invention. It is 
to be understood that the invention may be otherWise 
embodied With various changes, modi?cations or improve 
ments that Would occur to those skilled in the art, Without 
departing from the scope of the appended claims. 

What is claimed is: 
1. A driving force control apparatus of a motor vehicle 

including a ?rst set of drive Wheels and a second set of drive 
Wheels Which are driven With respective driving forces that 
are controlled independently of each other, comprising: 

a slip rate difference calculating unit con?gured to cal 
culate an actual slip rate difference betWeen a slip rate 
of the ?rst set of drive Wheels and a slip rate of the 
second set of drive Wheels; and 

a driving force distribution control unit con?gured to 
control distribution of driving force betWeen the ?rst 
set of Wheels and the second set of Wheels, based on the 
slip rate difference calculated by the slip rate difference 
calculating unit. 

2. Adriving force distribution control apparatus according 
to claim 1, further comprising a target slip rate difference 
calculating unit con?gured to calculate a target slip rate 
difference betWeen a slip rate of the ?rst set of drive Wheels 
and a slip rate of the second set of drive Wheels, 

Wherein the driving force distribution control unit is 
con?gured to control distribution of the driving force 
betWeen the ?rst set of Wheels and the second set of 
Wheels so that the actual slip rate difference calculated 
by the slip rate difference calculating unit becomes 
substantially equal to the target slip rate difference 
calculated by the target slip rate difference calculating 
unit. 

3. Adriving force distribution control apparatus according 
to claim 2, Wherein the ?rst set of drive Wheels are front 
Wheels of the vehicle, and the second set of drive Wheels are 
rear Wheels of the vehicle. 

4. Adriving force distribution control apparatus according 
to claim 3, further comprising a turned Wheel angle calcu 
lating unit con?gured to detect a turned angle of vehicle 
Wheels With respect to a running direction of the vehicle, 

Wherein the target slip rate difference calculating unit 
comprises a target slip rate difference determining unit 
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con?gured to determine the target slip rate difference 
based on the turned angle of the Wheels detected by the 
turned Wheel angle calculating unit. 

5. Adriving force distribution control apparatus according 
to claim 4, Wherein the target slip rate difference calculating 
unit further comprises a target slip rate difference correcting 
unit con?gured to correct the target slip rate difference 
determined by the target slip rate difference determining 
unit, based on a vehicle speed, in accordance With a pre 
stored relationship With the vehicle speed. 

6. Adriving force distribution control apparatus according 
to claim 5, Wherein the target slip rate correcting unit is 
con?gured to correct the target slip rate difference to a 
smaller value as the vehicle speed increases. 

7. Adriving force distribution control apparatus according 
to claim 3, Wherein the slip rate difference calculating unit 
is con?gured to calculate the actual slip rate difference based 
on a rotation speed of the front Wheels and a rotation speed 
of the rear Wheels. 

8. Adriving force distribution control apparatus according 
to claim 3, Wherein the rear Wheels are driven by an electric 
motor, and Wherein the driving force distribution control 
unit is con?gured to determine a rear-Wheel required torque 
distribution ratio that represents the ratio of a required 
torque for driving the rear Wheels to a total drive torque, and 
controls the electric motor based on the rear-Wheel required 
torque distribution ratio. 

9. A driving force control method of a motor vehicle 
including a ?rst set of drive Wheels and a second set of drive 
Wheels Which are driven With respective driving forces that 
are controlled independently of each other, comprising the 
steps of: 

calculating an actual slip rate difference betWeen a slip 
rate of the ?rst set of drive Wheels and a slip rate of the 
second set of drive Wheels; 

controlling distribution of driving force betWeen the ?rst 
set of Wheels and the second set of Wheels, based on the 
calculated slip rate difference. 

10. A driving force control method according to claim 9, 
further comprising the step of calculating a target slip rate 
difference betWeen a slip rate of the ?rst set of drive Wheels 
and a slip rate of the second set of drive Wheels, 

Wherein the distribution of the driving force betWeen the 
?rst set of Wheels and the second set of Wheels is 
controlled so that the actual slip rate difference 
becomes substantially equal to the target slip rate 
difference. 

11. A driving force control method according to claim 10, 
Wherein the ?rst set of drive Wheels are front Wheels of the 
vehicle, and the second set of drive Wheels are rear Wheels 
of the vehicle. 

12. Adriving force distribution control method according 
to claim 11, further comprising the step of detecting a turned 
angle of vehicle Wheels With respect to a running direction 
of the vehicle, 

Wherein the step of calculating a target slip rate difference 
comprises a sub-step of determining the target slip rate 
difference based on the turned angle of the vehicle 
Wheels. 

13. A driving force distribution control apparatus accord 
ing to claim 12, Wherein the step of calculating a target slip 
rate difference further comprises a sub-step of correcting the 
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target slip rate difference determined based on the turned 
angle of the vehicle Wheels, based on a vehicle speed in 
accordance With a pre-stored relationship With the vehicle 
speed. 

14. A driving force distribution control apparatus accord 
ing to claim 13, Wherein the target slip rate difference is 
corrected to a smaller value as the vehicle speed increases. 

15. A driving force distribution control apparatus accord 
ing to claim 11, Wherein the actual slip rate difference is 
calculated based on a rotation speed of the front Wheels and 
a rotation speed of the rear Wheels. 

16. A driving force distribution control apparatus accord 
ing to claim 11, Wherein the rear Wheels are driven by an 
electric motor, and Wherein the electric motor is controlled 
based on a rear-Wheel required torque distribution ratio that 
represents the ratio of a required torque for driving the rear 
Wheels to a total drive torque. 

17. A driving force control apparatus of a motor vehicle 
including a ?rst set of drive Wheels and a second set of drive 
Wheels Which are driven With respective driving forces that 
are controlled independently of each other, cornprising: 

slip rate difference calculating means for calculating an 
actual slip rate difference betWeen a slip rate of the ?rst 
set of drive Wheels and a slip rate of the second set of 
drive Wheels; and 

driving force distribution control means for controlling a 
distribution of driving force betWeen the ?rst set of 
Wheels and the second set of Wheels, based on the slip 
rate difference calculated by the slip rate difference 
calculating means. 

18. A driving force distribution control apparatus accord 
ing to claim 17, further comprising target slip rate difference 
calculating means calculating a target slip rate difference 
betWeen a slip rate of the ?rst set of drive Wheels and a slip 
rate of the second set of drive Wheels, 

Wherein the driving force distribution control means con 
trols distribution of the driving force betWeen the ?rst 
set of Wheels and the second set of Wheels so that the 
actual slip rate difference calculated by the slip rate 
difference calculating means becornes substantially 
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equal to the target slip rate difference calculated by the 
target slip rate difference calculating means. 

19. A driving force distribution control apparatus accord 
ing to claim 18, Wherein the ?rst set of drive Wheels are front 
Wheels of the vehicle, and the second set of drive Wheels are 
rear Wheels of the vehicle. 

20. A driving force distribution control apparatus accord 
ing to claim 19, further comprising a turned Wheel angle 
calculating means for detecting a turned angle of vehicle 
Wheels With respect to a running direction of the vehicle, 

Wherein the target slip rate difference calculating means 
comprises a target slip rate difference determining 
means for determining the target slip rate difference 
based on the turned angle of the Wheels detected by the 
turned Wheel angle calculating means. 

21. A driving force distribution control apparatus accord 
ing to claim 20, Wherein the target slip rate difference 
calculating means further comprises a target slip rate dif 
ference correcting means for correcting the target slip rate 
difference determined by the target slip rate difference 
determining means, based on a vehicle speed, in accordance 
With a pre-stored relationship With the vehicle speed. 

22. A driving force distribution control apparatus accord 
ing to claim 21, Wherein the target slip rate correcting rneans 
corrects the target slip rate difference to a smaller value as 
the vehicle speed increases. 

23. A driving force distribution control apparatus accord 
ing to claim 19, Wherein the slip rate difference calculating 
means calculates the actual slip rate difference based on a 
rotation speed of the front Wheels and a rotation speed of the 
rear Wheels. 

24. A driving force distribution control apparatus accord 
ing to claim 19, Wherein the rear Wheels are driven by an 
electric motor, and Wherein the driving force distribution 
control means determines a rear-Wheel required torque dis 
tribution ratio that represents the ratio of a required torque 
for driving the rear Wheels to a total drive torque, and 
controls the electric motor based on the rear-Wheel required 
torque distribution ratio. 

* * * * * 


