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(57) ABSTRACT 

A ?uid-?lled vibration damping device includes an elastic 
body connecting tWo mutually spaced-apart ?rst and second 
mounting members and partially de?ning a primary ?uid 
chamber ?lled With a non-compressible ?uid, a ?exible 
diaphragm partially de?ning an auxiliary ?uid chamber 
Whose volume is variable, a ?rst partition Wall ?xed to the 
second mounting member so as to de?ne one side thereof the 
primary ?uid chamber and the other side there of the 
auxiliary ?uid chamber, a ?rst ori?ce passage formed at a 
central portion of the ?rst partition Wall for ?uid commu 
nication betWeen the tWo chambers, and an annular or 
cylindrical elastic oscillating plate disposed radially out 
Wardly of the ori?ce passage so as to continuously extend in 
its circumferential direction While partially de?ning the 
pressure receiving chamber on one side thereof and an 
oscillating air chamber on the other side thereof. The elastic 
oscillating plate is oscillated to cause a periodic change of 
the ?uid in the pressure-receiving chamber, by a periodic 
change of an air pressure Which is applied to the oscillating 
air chamber, Whereby the vibration-damping device exhibits 
an active damping effect With respect to the vibrations to be 
damped. 
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FLUID-FILLED VIBRATION DAMPING DEVICE 
HAVING PNEUMATICALLY OSCILLATED 

CYLINDRICAL MEMBER 

INCORPORATION BY REFERENCE 

[0001] The disclosure of Japanese Patent Application Nos. 
2000-94916 and 2000-253274 ?led on Mar. 30, 2000 and 
Aug. 24, 2000, respectively, are incorporated herein by 
reference. 

BACKGROUND OF THE INVENTION 

[0002] 1. Field of the Invention 

[0003] The present invention relates generally to a ?uid 
?lled vibration-damping device Which has a ?uid chamber 
or chambers ?lled With a non-compressible ?uid. More 
particularly, the present invention is concerned With a pneu 
matically operated ?uid-?lled vibration-damping device 
Which includes a ?uid chamber partially de?ned by one of 
opposite surfaces of an elastic oscillating plate and an 
oscillating air chamber partially de?ned by the other surface 
of the elastic oscillating plate, and Which is operable by 
applying a suitable air pressure change to the oscillating air 
chamber so that the vibration damping device exhibits 
desirably controlled damping characteristics thereof. 

[0004] 2. Description of the Related Art 

[0005] As one type of a vibration damper such as a 
vibration damping bushing or a vibration damping mount, 
for ?exibly connecting tWo members in a vibration system 
or mounting one of the tWo members on the other member 
in a vibration damping fashion, there is knoWn a pneumati 
cally operated ?uid-?lled vibration damping device, as 
disclosed in Japanese Laid-Open Publication No. JP-A-lO 
184770. Such a knoWn pneumatically operated ?uid-?lled 
vibration damping device includes: a ?rst and a second 
mounting members, Which are spaced apart from each other; 
an elastic body elastically connecting the ?rst and second 
mounting members and partially de?ning a primary ?uid 
chamber ?lled With a non-compressible ?uid; a ?exible 
diaphragm partially de?ning an auxiliary ?uid chamber 
?lled With the non-compressible ?uid and having a variable 
volume; a partition member ?xed to the second mounting 
member such that the primary ?uid chamber is disposed on 
one of opposite sides of the partition member and the 
auxiliary ?uid chamber is disposed on the other side of the 
partition member; means for de?ning a ?rst ori?ce passage 
for ?uid communication betWeen the primary and auxiliary 
?uid chambers; and an elastic oscillating plate partially 
de?ning on one of opposite sides thereof the pressure 
receiving chamber and on the other side thereof an oscillat 
ing air chamber, to Which a suitably controlled periodic 
change of an air pressure is applied to the oscillating air 
chamber so that the elastic oscillating plate is oscillated by 
an oscillating force having a frequency corresponding to the 
frequency of the vibration to be damped. This type of the 
vibration-damping device is capable of controlling its vibra 
tion damping characteristics by adjusting the frequency or 
other factors of the periodic change of the air pressure 
applied to the oscillating air chamber. Therefore, this type of 
the vibration damping device has been suitably applied to 
vibration dampers such as an engine mount, Which require 
to damp input vibrations Whose frequencies and other fac 
tors are variable. 
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[0006] As is understood from the above-indicated publi 
cation, the knoWn vibration damping device uses a disk-like 
shaped rubber elastic plate as the elastic oscillating plate 
Which is oscillated to transmit the oscillating force caused by 
the periodic change of the air pressure in the oscillating air 
chamber to the primary ?uid chamber to cause a pressure 
change of the ?uid in the primary ?uid chamber. The rubber 
elastic plate is ?xedly supported at its peripheral portion by 
a member on the side of the second mounting member, and 
the ?rst ori?ce member is disposed radially outWardly of the 
rubber plate for ?uid communication betWeen the primary 
and auxiliary ?uid chambers. 

[0007] In the knoWn vibration damping device, the rubber 
elastic plate is desirably required to have a relatively large 
area so that the vibration damping device exhibits a high 
damping effect even in the case Where the vibration to be 
damped has a relatively large vibrational energy. 

[0008] HoWever, the knoWn vibration damping device 
constructed as described above needs to leave a space for 
disposing the ?rst ori?ce passage at the radially outWard 
portion of the rubber elastic plate, making it dif?cult to 
increase a diameter of the rubber elastic plate, resulting in 
dif?culty in obtaining a suf?ciently large area of the elastic 
rubber plate Within a limited tolerable range of the outer 
diameter of the vibration damper. 

[0009] Moreover, the rubber elastic plate Whose diameter 
is increased to provide a suf?ciently large area thereof is 
prone to be oscillated With a relatively large amplitude at its 
central portion. This may cause interference betWeen the 
rubber elastic plate and other members incorporated Within 
the vibration damper, resulting in deterioration of damping 
capacity of the device, generation of noises, and undesirable 
damages of the rubber elastic plate and the other members. 
In order to avoid the above-indicated interference betWeen 
the rubber elastic plate and the other incorporated members, 
the vibration-damping device is inevitably made large in 
size. 

SUMMARY OF THE INVENTION 

[0010] It is therefore an object of this invention to provide 
a pneumatically operated ?uid-?lled vibration damping 
device Which has a novel structure suitable for obtaining a 
suf?ciently large area of an elastic oscillating plate While 
limiting the siZe of the device, and suitable for limiting an 
amount of maximum displacement of the elastic oscillating 
plate upon oscillation thereof. 

[0011] The above and other objects of this invention may 
be attained according to the folloWing modes of the inven 
tion. Each of these modes of the invention is numbered like 
the appended claims and depends from the other mode or 
modes, Where appropriate, to indicate possible combinations 
of elements or technical features of the invention. It is to be 
understood that the principle of the invention is not limited 
to those modes of the invention and combinations of the 
technical features, but may otherWise be recogniZed based 
on the thought of the present invention that disclosed in the 
Whole speci?cation and draWings or that may be recogniZed 
by those skilled in the art in the light of the disclosure in the 
Whole speci?cation and draWings. 

[0012] (1) A ?uid-?lled vibration damping device com 
prising: a ?rst and a second mounting member Which are 



US 2001/0026038 A1 

spaced apart from each other; an elastic body elastically 
connecting the ?rst and second mounting members and 
partially de?ning a primary ?uid chamber ?lled With a 
non-compressible ?uid; a ?exible diaphragm partially de?n 
ing an auxiliary ?uid chamber ?lled With the non-compress 
ible ?uid and Whose volume is variable; a ?rst partition Wall 
?xed to the second mounting member and partially de?ning 
the primary ?uid chamber on one of opposite sides thereof 
and the auxiliary ?uid chamber on the other side thereof; a 
?rst ori?ce passage formed at a central portion of the ?rst 
partition Wall for ?uid communication betWeen the primary 
and auxiliary ?uid chamber; and an elastic oscillating plate 
having an annular or a cylindrical shape and disposed 
radially outWardly of the ori?ce passage so as to continu 
ously extend in a circumferential direction thereof, the 
elastic oscillating plate partially de?ning the pressure receiv 
ing chamber on one of opposite sides thereof and an oscil 
lating air chamber on the other side thereof, the oscillating 
air chamber being applied With a periodic change of an air 
pressure so as to apply to the elastic oscillating plate an 
oscillating force Whose frequency is corresponding to that of 
vibrations to be damped, Whereby the vibration damping 
device exhibits an active damping effect With respect to the 
vibrations to be damped. 

[0013] In the ?uid-?lled vibration damping device con 
structed according to the present mode of the invention, the 
?rst ori?ce passage is formed in the central portion of the 
?rst partition Wall and the annular or cylindrical elastic 
oscillating plate is disposed radially outWardly of the ?rst 
ori?ce passage, making it possible to increase a diameter of 
the elastic oscillating plate, Without taking into account the 
provision of the ?rst ori?ce passage. Since the elastic 
oscillating plate With the increased diameter has a large 
circumferential length at its outer circumferential portion, 
the elastic oscillating plate can provide the suf?ciently large 
area thereof at its outer circumferential portion. Thus, the 
arrangement of this mode (1) assures a sufficiently large area 
of the elastic oscillating plate Without an increase of an 
external dimension of the device, thereby permitting a 
sufficient amount of change in a ?uid pressure in the 
pressure-receiving chamber. Thus, the ?uid-?lled vibration 
damping device can exhibits an active vibration damping 
effect even to input vibrations having a relatively large 
amplitudes. 

[0014] In addition, the use of the elastic oscillating plate 
having the annular or cylindrical shape, prevents the elastic 
oscillating plate to have an excessively large free length 
thereof, i.e., a distance betWeen the ?xing portions of the 
elastic oscillating plate to the other components of the 
device, thereby restricting the maximum displacement of the 
oscillating plate upon oscillation thereof caused by the 
periodic change of the air pressure applied to the oscillating 
air chamber. That is, the use of the annular or cylindrical 
elastic oscillating plate is effective to avoid the increase of 
the external dimension of the device With high ef?ciency, 
and to prevent the interference of the elastic oscillating plate 
With the other elements incorporated Within the device. 

[0015] (2) A ?uid-?lled vibration damping device accord 
ing to the above mode (1), Wherein the second mounting 
member includes a cylindrical Wall portion one of axially 
opposite open end of Which is opposed to the ?rst mounting 
member With a spacing therebetWeen, the elastic body 
elastically connects the ?rst mounting member With the one 
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open end of the cylindrical Wall portion of the second 
mounting member such that the one open end of the cylin 
drical Wall portion of the second mounting member is 
?uid-tightly closed by the elastic body, the ?exible dia 
phragm ?uid tightly closes the other open end of the 
cylindrical Wall portion of the second mounting member, 
and the ?rst partition Wall is supported by and disposed 
Within the cylindrical Wall portion of the second mounting 
member and cooperates With the ?exible diaphragm to 
de?ne therebetWeen the auxiliary ?uid chamber, the vibra 
tion damping device further comprising a central tube mem 
ber ?xedly disposed through the ?rst partition Wall so as to 
extend straightly substantially in a center axis of the ?rst 
partition Wall over the primary and auxiliary ?uid chambers, 
the central tube member having a bore serving as the ?rst 
ori?ce member, the elastic oscillating member having a 
generally annular shape and being ?xedly supported at an 
inner peripheral portion thereof by the central tube member 
onto Which the inner peripheral portion of the elastic oscil 
lating member is press-?tted, and While being ?xedly sup 
ported at an outer peripheral portion thereof by the cylin 
drical Wall portion of the second mounting member, the 
elastic oscillating member and the ?rst partition Wall being 
opposed to each other With a spacing therebetWeen to de?ne 
therebetWeen the oscillating air chamber. 

[0016] In this mode (2), the cylindrical portion of the 
second mounting member is effectively utiliZed to accom 
modate components of the device. Namely, the components 
of the device is effectively arranged Within the cylindrical 
portion of the second mounting member, making it possible 
to form the primary ?uid chamber, the oscillating air cham 
ber and the auxiliary ?uid chamber With a simple structure. 
The second mounting member may be constituted by a 
holloW cylindrical member Which is open at its axially 
opposite end faces, or alternatively by a cup shaped member 
Which is open only in its one axial end Which is opposed to 
the ?rst mounting member. The second mounting member 
may otherWise have a split structure consisting of a plurality 
of cylindrical members Which are superposed on each other 
in their axial direction and ?xed together at their abutting 
portions by calking. In this case, the elastic oscillating plate 
and the partition Wall may be ?xed to the second mounting 
member such that the outer peripheral portions of the elastic 
oscillating plate and the partition Wall are griped by and 
compressed betWeen the abutting portions of the cylindrical 
members. 

[0017] Further, the elastic oscillating plate is ?xedly sup 
ported at its central portion by the central tube member 
Which is disposed substantially coaxially With the ?rst 
partition Wall so as to extend straightly in the center axis of 
the ?rst partition Wall, While being ?xedly supported at its 
outer peripheral portion by the second mounting member. In 
this arrangement, the inner diameter of the elastic oscillating 
plate is desirably made smaller, since the central tube 
member serving as the ?rst ori?ce passage is a straight tube 
member, While the outer diameter of the elastic oscillating 
plate is desirably made larger, since the outer diameter is 
dimensioned Without being limited by the provision of the 
?rst ori?ce passage, making it possible to obtain the effec 
tive area of the elastic oscillating plate With further 
improved efficiency. Since the central portion of the elastic 
oscillating plate is ?xedly supported by the central tube 
member, the free length of the elastic oscillating plate is 
effectively restricted, thereby limiting the maximum amount 
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or amplitude of elastic deformation of the elastic oscillating 
plate, minimizing a required space for accommodating the 
elastic oscillating plate and reducing an overall siZe of the 
vibration damping device. Further, the minimiZed amount of 
displacement of the elastic oscillating plate permits an 
improved oscillation responsibility of the elastic oscillation 
plate upon oscillation of the elastic oscillation plate at 
medium- and high-frequency bands, resulting in improved 
active damping effect of the vibration damping device With 
respect to medium and high frequency vibrations. 

[0018] The ?rst and second mounting members may pref 
erably be formed of rigid materials such as metal. For 
effective damping of input vibrations based on resonance of 
the non-compressible ?uid ?oWing through the ?rst ori?ce 
passage, it is preferable to use the non-compressible ?uid 
Whose viscosity is not higher than 0.1 Pa.s. The elastic 
oscillating plate is required to be impermeable With respect 
to the non-compressible ?uid and to be deformable by the 
periodic change of the air pressure in the oscillating air 
chamber. Preferably, a rubber elastic layer may be used as 
the elastic oscillating layer. Alternatively, a synthetic resin 
layer, a metallic leaf spring, or the like may also be 
employed as the elastic oscillating plate. The periodic 
change of the air pressure in the oscillating air chamber may 
be caused betWeen tWo different negative values, betWeen 
tWo different positive values or betWeen negative and posi 
tive values, or alternatively betWeen the atmospheric pres 
sure and a predetermined negative or positive value. Where 
the present vibration-damping device is used for a motor 
vehicle having an internal combustion engine, the negative 
pressure for the damping device is readily available from the 
engine. Accordingly, the oscillating air chamber is alter 
nately connected to the negative source of the engine and the 
atmosphere via a valve, Whereby the periodic change of the 
air pressure in the oscillating air chamber may be caused, for 
example. The central tube member serving as the ?rst ori?ce 
passage is preferably formed of a rigid material so as to keep 
the shape of the ori?ce passage constant. A cylindrical 
member made of metal or a synthetic resin material is 
desirably employed as the tube member, in the light of its 
ef?ciency in manufacture. The method or structure for 
?uid-tightly ?xing the inner and outer peripheral portions of 
the elastic oscillating plate to the sides of the cylindrical tube 
member and the second mounting member, is not particu 
larly limited, but may be selected from bonding, clamping or 
press ?tting, for example. Preferably, the outer circumfer 
ential surface of the elastic oscillating plate is ?uid-tightly 
?xed to the cylindrical portion of the second mounting 
member by calking. 

[0019] (3) A ?uid-?lled vibration damping device accord 
ing to the above mode (2), Wherein the elastic oscillating 
plate has a tapered cylindrical shape and disposed radially 
outWardly of the central tube member so that the elastic 
oscillating plate cooperate With the ?rst partition Wall to 
de?ne therebetWeen an annular void disposed radially out 
Wardly of the central tube and extending in a circumferential 
direction thereof While being open in a circumferential 
surface thereof, the opening of the annular void being 
?uid-tightly closed by the cylindrical Wall portion of the 
second mounting member, to thereby de?ne the oscillating 
air chamber interposed betWeen the elastic oscillating plate 
and the ?rst partition Wall. 
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[0020] In this mode (3), the elastic oscillating plate is 
arranged to have the tapered cylindrical shape, permitting to 
effectively provide a relatively large area of the elastic 
oscillating plate, Without an increase of the outer diameter of 
the elastic oscillating plate, in comparison With the case 
Where a plane annular elastic oscillating plate is used. 
MeanWhile, an air inlet port for introducing a pressured air 
into the oscillating air chamber may be formed through the 
cylindrical Wall portion of the second mounting member. 

[0021] (4) A ?uid-?lled vibration damping device accord 
ing to claim 1, Wherein the second mounting member 
includes a cylindrical Wall portion one of axially opposite 
open end of Which is opposed to the ?rst mounting member 
With a spacing therebetWeen, the elastic body elastically 
connects the ?rst mounting member With the one open end 
of the cylindrical Wall portion of the second mounting 
member such that the one open end of the cylindrical Wall 
portion of the second mounting member is ?uid-tightly 
closed by the elastic body, the ?exible diaphragm ?uid 
tightly closed the other open end of the cylindrical Wall 
portion of the second mounting member, and the ?rst 
partition Wall is supported by and disposed Within the 
cylindrical Wall portion of the second mounting member, the 
?rst partition Wall partially de?ning the primary ?uid cham 
ber on one of opposite side thereof and the auxiliary ?uid 
chamber on the other side thereof, the elastic oscillating 
plate having a generally cylindrical shape and disposed 
Within the primary ?uid chamber such that axially opposite 
end portion of the elastic oscillating plate is supported by 
respective axial portions of the cylindrical Wall portion of 
the second mounting member, the elastic oscillating plate 
partially de?ning the primary ?uid chamber on an inner 
circumferential side thereof and cooperating With the cylin 
drical Wall portion of the second mounting member to de?ne 
therebetWeen the oscillating air chamber on an outer cir 
cumferential side thereof. 

[0022] In this mode (4), the elastic oscillating plate has a 
cylindrical shape and is disposed in the outer circumferential 
portion of the vibration-damping device. Therefore, the 
elastic oscillating plate may be formed With a relatively large 
circumferential length, permitting an increase of the area of 
the elastic oscillating plate, While avoiding undesirable 
increase of the external dimensions of the vibration-damping 
device. The use of the cylindrical elastic oscillating plate 
makes it possible to obtain a suf?ciently large area of the 
elastic oscillating plate and to provide a relatively large 
space in a radially inWard portion of the elastic oscillating 
plate. The large space in the elastic oscillating plate permits 
to provide the ?rst ori?ce passage With a relatively large 
cross sectional area or a relatively large length, leading to a 
high degree of freedom in tuning the ?rst ori?ce passage, 
and a resultant high degree of freedom in tuning the damping 
characteristics of the vibration damping device. 

[0023] (5) A ?uid-?lled vibration damping device accord 
ing to the above mode (4), Wherein the ?rst ori?ce passage 
extends annularly or helically in the circumferential direc 
tion of the ?rst partition Wall. In this mode (5) the length of 
the ?rst ori?ce passage is made larger, leading to an increase 
in an amount of How of the ?uid through the ?rst ori?ce 
passage, Whereby the vibration damping device can exhibit 
an improved damping effect based on ?oWs of the ?uid 
through the ?rst ori?ce passage. In particular, the combina 
tion use of the annularly or helically extending ?rst ori?ce 
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passage and the cylindrical elastic oscillating plate makes it 
possible to provide a space large enough to form the ?rst 
ori?ce passage in the radially inner portion of the elastic 
oscillating plate, Without increasing the external dimension 
of the vibration damping device, and Without limiting the 
siZe of the area of the elastic oscillating plate. Thus, the ?rst 
ori?ce passage can be formed With the relatively large 
length. 
[0024] (6) A ?uid-?lled vibration damping device accord 
ing to any one of the above-indicated modes (1)-(6), the 
further comprising a second partition Wall ?xed to and 
supported by the second mounting member, such that the 
second partition member dividing the primary ?uid chamber 
into a pressure receiving chamber partially de?ned by the 
elastic body and ?lled With the non-compressible ?uid a 
pressure of Which changes due to an elastic deformation of 
the elastic body, and an oscillating ?uid chamber partially 
de?ned by the elastic oscillating plate and ?lled With the 
non-compressible ?uid a pressure of Which changes due to 
displacement of the elastic oscillating plate, and a second 
ori?ce passage for ?uid communication betWeen the pres 
sure receiving chamber and the oscillating ?uid chamber. 

[0025] In the vibration-damping device constructed 
according to the mode (6) of the invention, the pressure 
change of the ?uid ?lling the oscillating ?uid chamber is 
induced by the displacement of the elastic oscillating plate, 
and is transmitted to the pressure receiving chamber via the 
second ori?ce passage. Based on resonance of the ?uid 
?oWing through the second ori?ce passage, the pressure 
change of the ?uid in the oscillating ?uid chamber is 
effectively transmitted to the pressure receiving chamber 
With high ef?ciency, thereby generating a relatively large 
oscillating force With an improved energy ef?ciency. The 
structure or shape of the second ori?ce passage is not 
particularly limited, but may be suitably determined, taking 
into consideration required vibration damping characteris 
tics of the device. For instance, the second ori?ce passage 
may be constituted by a single ?uid passage continuously 
extending, or alternatively by a plurality of through hole 
each extending through the Wall thickness of the second 
partition Wall. 
[0026] (7) A ?uid-?lled vibration damping device accord 
ing to the above indicated mode (6), Wherein the ?rst and 
second partition Walls are superposed on each other and 
cooperate to de?ne at central portion thereof the ?rst ori?ce 
passage. In this mode (7) of the invention, the ?rst ori?ce 
passage is formed by utiliZing the ?rst and second partition 
Walls With high ef?ciency, leading to an increased high 
degree of freedom in designing the shape and structure of the 
?rst ori?ce passage and in tuning the ?rst ori?ce passage, 
and leading to a reduced number of the required components 
for forming the ?rst ori?ce passage. 

[0027] (8) A ?uid-?lled vibration damping device accord 
ing to the above-indicated mode (6) or (7), Wherein the 
elastic oscillating plate has an annular plate-like shape and 
is interposed betWeen outer circumferential portions of the 
?rst and second partition Walls Which are superposed on 
each other, the elastic oscillating plate cooperating With the 
?rst partition plate to de?ne therebetWeen the oscillating air 
chamber, While cooperating With the second partition plate 
to de?ne therebetWeen the oscillating ?uid chamber. 

[0028] In the vibration-damping device according to this 
mode (8) of the invention, the ?rst and second partition Walls 
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are superposed on each other to de?ne therebetWeen a 
spacing Which is effectively utiliZed to form the oscillating 
?uid and air chambers, resulting in a reduced number of the 
required components for forming the oscillating ?uid and air 
chambers. Further, the central portions of the ?rst and 
second partition Walls are effectively utiliZed to form the ?rst 
ori?ce passage. (9) A ?uid-?lled vibration damping device 
according to any one of the above-indicated modes (6)-(8), 
Wherein the ?rst ori?ce passage is formed through the ?rst 
and second partition Wall such that the ?rst ori?ce passage 
extends straightly in the center axes of the ?rst and second 
partition Walls, and the second ori?ce passage is disposed 
radially outWardly of the ?rst ori?ce passage so as to extend 
in a circumferential direction. 

[0029] According to the vibration damping device of this 
mode (9) of the invention, the length of the second ori?ce 
passage can be made larger, While holding the overall siZe of 
the device in compact, leading to a higher degree of freedom 
in tuning the second ori?ce passage. The arrangement of this 
mode (9) facilitates to form the ?rst and second ori?ce 
passages independent from each other, such that the ?rst and 
second ori?ce passages have respective cross sectional areas 
or lengths, resulting in high facility in tuning the ?rst and 
second ori?ce passages independently of each other. 

[0030] (10) A ?uid-?lled vibration damping device 
according to any one of the above-indicated modes (6)-(8), 
Wherein the second ori?ce passage is formed in a radially 
intermediate portion of the second partition Wall so as to 
extend in a circumferential direction of the second partition 
Wall, one of opposite ends of the second ori?ce passage, 
Which end is connected to the oscillating ?uid chamber, 
further extends so as to be connected With the auxiliary ?uid 
chamber, so that the ?rst ori?ce passage is formed by 
partially utiliZing the second ori?ce passage. 

[0031] In the vibration-damping device of the mode (10) 
of the invention, the ?rst and second ori?ce passages are 
connected in series With each other, making it possible to 
reduce a space required for forming the ?rst and second 
ori?ce passages, in comparison With the case Where the ?rst 
and second ori?ce passage are formed independently of each 
other. Further, the ?rst ori?ce passage is partially de?ned by 
utiliZing the second ori?ce passage, assuring a suf?ciently 
large length of the ?rst ori?ce passage With high ef?ciency. 

[0032] (11) A ?uid-?lled vibration damping device 
according to any one of the above-indicated modes (1)-(10), 
Wherein the vibration damping device elastically connects 
the tWo members of the vibration system, or elastically 
mount one of the tWo members on the other members such 
that the ?rst mounting member is ?xed to one of the tWo 
members in the vibration system, While the second mounting 
member is ?xed to the other member in the vibration system. 

[0033] According to this mode (11) of the invention, the 
vibration-damping device is suitably utiliZed as a vibration 
damping mount or suspension busing for automotive 
vehicles, such as an engine mount, a body mount, and a cab 
mount. 

[0034] (12) A ?uid-?lled vibration damping device 
according to any one of the above-indicated modes (1)-(11), 
Wherein one of the ?rst and second mounting members is 
?xed to a vibrative member Whose vibration to be damped, 
and the other of the ?rst and second mounting members is 
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connected to the vibrative member via the elastic body, the 
other of the ?rst and second mounting members cooperating 
With the elastic body to constitute a secondary vibration 
system. 

[0035] According to this mode (12) of the invention, the 
vibration-damping device is suitably utiliZed as a dynamic 
damper or a vibration damper (or oscillator) ?xed to a 
speci?c portion such as a ?oor of an automotive vehicle, for 
example. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0036] The above and other objects, features advantages 
and technical and industrial signi?cance of the present 
invention Will be better understood by reading the folloWing 
detailed description of the present preferred embodiments or 
modes of the invention When considered in conjunction With 
the accompanying draWings in Which: 

[0037] FIG. 1 is an elevational vieW in axial or vertical 
cross section of a ?uid-?lled vibration-damping device in 
the form of an engine mount constructed according to a ?rst 
embodiment of this invention; 

[0038] FIG. 2 is an elevational vieW in axial or vertical 
cross section of an engine mount constructed according to a 
second embodiment of the invention; and 

[0039] FIG. 3 is an elevational vieW in axial or vertical 
cross section of an engine mount constructed according to a 
third embodiment of the invention. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENT 

[0040] Referring ?rst to FIG. 1, there is shoWn an engine 
mount 10 for an automotive vehicle, as a ?rst embodiment 
of the ?uid-?lled vibration-damping device of the present 
invention. This engine mount 10 includes a ?rst mounting 
member 12 and a second mounting member 14 Which are 
both made of metallic materials and Which are disposed in 
mutually opposed and spaced-apart relationship With each 
other. These ?rst and second mounting members 12, 14 are 
elastically connected to each other by an elastic body 16 
made of a rubber material. The ?rst and second mounting 
members 12, 14 are attached to a poWer unit and a body of 
the vehicle, respectively, so that the poWer unit is mounted 
on the vehicle body in a vibration damping or isolating 
fashion. In the folloWing description, the Words “upper” and 
“loWer” or “upWard” and “doWnWard” Will be used to 
represent vertically upper and loWer positions or directions 
of the components or parts in the engine mount 10 as vieWed 
in FIG. 1. 

[0041] The ?rst mounting member 12 includes a body 
portion having an inverted generally frusto-conical shape, 
and a ?rst mounting bolt 18 Which is ?xedly formed at and 
extends axially upWardly from a large-diameter end face of 
the body portion of the ?rst mounting member 12. 

[0042] The second mounting member 14 is constituted by 
a cylindrical member 20 and a bottom member 22 Which are 
both made of metallic materials. The cylindrical member 22 
has a generally holloW cylindrical shape With a relatively 
large diameter, and includes a tapered portion 24 integrally 
formed at its axially upper open-end portion, and a shoulder 
portion 26 and a calking portion 28 both integrally formed 
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at its axially loWer open-end portion, as seen in FIG. 1. The 
tapered portion 24 extends radially outWardly in the axially 
outWard direction. The shoulder portion 26 has a generally 
annular shape and extends in a radially outWard direction. 
The calking portion 28 has a cylindrical shape and extends 
axially outWardly (i.e., doWnWardly as seen in FIG. 1) from 
the outer peripheral portion of the shoulder portion 26. 

[0043] The bottom member 22 is a generally cylindrical 
member having a cylindrical Wall 32 and a bottom Wall 52, 
and includes a second mounting bolt 30 Which is ?xed by 
Welding to the central portion of the bottom Wall 52 so as to 
extend axially doWnWardly from the bottom Wall 52. Aport 
34 in the form of a cylindrical tube is ?xed to a circumfer 
ential portion of an axially intermediate portion of the 
cylindrical Wall 32 of the bottom member 22 so as to extend 
through the Wall thickness of the cylindrical Wall 32 and so 
as to extend radially outWardly from the outer circumferen 
tial surface of the bottom member 22. The bottom member 
22 further includes an outWard ?ange 36 integrally formed 
at and extends radially outWardly from its axially upper 
open-end. 
[0044] The cylindrical member 20 and the bottom member 
22 are disposed in a concentric or coaxial relationship With 
each other, and are assembled With each other such that the 
shoulder portion 26 of the cylindrical member 20 is super 
posed on the outWard ?ange 36 of the bottom member 22, 
and then the outWard ?ange 36 is calked to the calking 
portion 28 of the cylindrical member 20. The thus ?xedly 
assembled cylindrical and bottom members 20, 22 cooperate 
to provide the second mounting member 14 having a gen 
erally cup-shape With a relatively large axial length. It is 
noted that the cylindrical member 20 and the cylindrical Wall 
32 of the bottom member 22 cooperate to serve as a 
cylindrical Wall portion of the second mounting member 14, 
in the present embodiment. 

[0045] The elastic body 16 has a generally frusto-conical 
shape and is bonded at its small diameter end portion to the 
?rst mounting member 12, upon vulcaniZation of a rubber 
material for forming the elastic body 16, such that the body 
portion of the ?rst mounting member 12 is embedded in the 
small diameter end portion of the elastic body 16. The elastic 
body 16 is also bonded at an outer circumferential surface of 
its large diameter end portion to the inner circumferential 
surface of the tapered portion 24 of the cylindrical member 
24, in the above-indicated process of vulcaniZation. Thus, an 
integral vulcaniZed assembly consisting of the ?rst mounting 
member 12, the cylindrical member 20 and the elastic body 
16 is formed. The elastic body 16 has a large-diameter recess 
38 open in its large-diameter end face, so that a tensile stress 
acting on the elastic body 16 upon installation of the engine 
mount 10 in position is reduced or prevented. 

[0046] With the elastic body 16 bonded by vulcaniZation 
to the cylindrical member 20 as described above, the open 
ing of the second mounting member 14 is ?uid-tightly 
closed by the elastic body 16. Within the ?uid-tightly closed 
second mounting member 14, there are disposed a ?exible 
diaphragm 40, a ?rst partition Wall in the form of a metallic 
partition member 42, an elastic oscillating plate in the form 
of an oscillating rubber plate 44, and a second partition Wall 
in the form of a metallic separation-Wall member 46, Which 
are superposed on one another in this order. In this embodi 
ment, the partition member 42 and the separation-Wall 
member constitute a partition structure. 
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[0047] The ?exible diaphragm 40 is a thin rubber layer 
Which is easily deformable and has a shallow boWl-like 
shape. The ?exible diaphragm 40 has a slack at its central 
portion so as to facilitate its deformation. The ?exible 
diaphragm 40 is bonded at its peripheral portion to a 
cylindrical press-?tting member 50 upon vulcanization of a 
rubber material for forming the ?exible diaphragm 40. The 
press-?tting member 50 is press-?tted into an axially loWer 
portion of the cylindrical Wall 32 of the bottom member 22 
so that the ?exible diaphragm 40 is located in the vicinity of 
the bottom portion 48 of the bottom member 22. That is, the 
?exible diaphragm 40 is ?uid-tightly ?xed at its peripheral 
portion to the second mounting member 14 such that the 
?exible diaphragm 40 divides the interior space of the 
second mounting member 14 into tWo section formed on 
both sides thereof, namely an air chamber 54 de?ned by and 
betWeen the ?exible diaphragm 40 and the bottom Wall 52 
of the second mounting member 14 and a ?uid chamber 
partially de?ned by and betWeen the ?exible diaphragm 40 
and the elastic body 16. The provision of the air chamber 54 
permits a free deformation of the ?exible diaphragm 40. 
While it may be possible to ?uid-tightly close the air 
chamber 54, the air chamber 54 is open to the atmosphere 
through a communication hole 56 formed through the bot 
tom Wall 52 in the present embodiment. 

[0048] The partition member 42 is a generally disk-shaped 
member including a central tube member in the form of a 
cylindrical portion 58 Which is integrally formed at a central 
portion of the partition member 42 so as to extend axially 
upWardly. The partition member 42 further includes an 
annular ?xing portion 60 integrally formed at an outer 
peripheral portion thereof so as to extend axially doWn 
Wardly. The thus constructed partition member 42 is ?xed to 
the second mounting member 14 such that the ?xing portion 
60 of the partition member 42 is forcedly ?tted into the inner 
circumferential surface of the cylindrical Wall 32 of the 
second mounting member 14 via a sealing rubber layer 62 
formed by the peripheral portion of the diaphragm 40 
compressively interposed therebetWeen. In other Words, the 
press-?tting member 50 is press-?tted onto the outer cir 
cumferential surface of the ?xing portion 60 via the sealing 
rubber layer 62 compressed therebetWeen, by draWing or 
calking. With the partition member 42 assembled in the 
second mounting member 14 as described above, the cylin 
drical portion 58 of the partition member 42 is located in a 
coaxial relationship With the second mounting member 14 so 
as to extend in the axially upWard direction as seen in FIG. 
1, and the opening of the ?exible diaphragm 40 is ?uid 
tightly closed by the partition member 42. In this condition, 
the ?exible diaphragm 40 and the partition member 42 
cooperate to de?ne therebetWeen an auxiliary ?uid chamber 
in the form of an equilibrium chamber 64 Whose volume is 
variable With ease due to the deformation of the ?exible 
diaphragm 40. 
[0049] The oscillating rubber plate 44 is a tapered cylin 
drical or a funnel-like shaped member and interposed 
betWeen the partition and separation-Wall partition members 
42, 46 such that the small diameter portion of the oscillating 
rubber plate 44 is disposed axially doWnWard of the large 
diameter portion of the oscillating rubber plate 44. The 
oscillating rubber plate 44 further includes a small-diameter 
boss portion 66 integrally formed at its small diameter 
portion so as to extend axially upWardly from the small 
diameter portion. The boss a portion 66 is bonded at its inner 
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circumferential surface thereof to a cylindrical ?xing sleeve 
68, upon vulcaniZation of a rubber material to form the 
oscillating rubber plate 44. The oscillating rubber plate 44 
yet further includes a cylindrical support portion 70 inte 
grally formed With the large diameter end portion of the 
oscillating rubber plate 44. The cylindrical support portion 
70 is bonded at its outer circumferential surface to an inner 
circumferential surface of a metallic support sleeve 74 in the 
above-indicated vulcaniZation process. The metallic support 
sleeve 74 includes an outWard ?ange 72 extending radially 
outWardly from the axially upper end face thereof. 

[0050] The ?xing sleeve 68 is press-?tted onto the cylin 
drical portion 58 of the partition member 42, While the 
metallic support sleeve 74 is inserted into the open-end 
portion of the loWer member 22 and is calked at its outWard 
?ange 72 to the calking portion 28 of the cylindrical member 
20. In this condition, the oscillating rubber plate 44 is ?xedly 
accommodated Within the second mounting member 14 such 
that the inner and outer peripheral portions of the cylindrical 
member 20 is ?xedly located at respective portions on the 
side of the second mounting member 14. In addition, the 
oscillating rubber plate 44 is closely ?xed at its inner 
circumferential portion to the partition member 42, While 
being spaced apart from the partition member 42 in the 
axially upWard direction as the diameter of the oscillating 
rubber plate 44 increases, Whereby the oscillating rubber 
plate 44 and the partition member 42 cooperate to de?ne 
therebetWeen an annular pocket 76 Which is open in the 
outer circumferential surface of the partition member 42 and 
the oscillating rubber plate 44. The opening of the pocket 76 
is ?uid-tightly closed by the cylindrical Wall 32 of the 
second mounting member 14, to thereby form an oscillating 
air chamber 78 Which is connectable to external air sources 
through the port 34 formed through the cylindrical Wall 32 
of the bottom member 22. 

[0051] The separation-Wall member 46 is a thick Walled 
disk-shaped member including an outWard ?ange 80 inte 
grally formed at a peripheral portion of its axially upper end 
face. The separation-Wall member 46 is ?xed to the second 
mounting member 14 such that the outWard ?ange 80 is 
calked together With the outWard ?ange 72 of the support 
sleeve 74 to the calking portion 28 of the cylindrical member 
20. Thus, the separation-Wall member 46 divides the ?uid 
tight space of the second mounting member 14 into tWo 
sections formed on axially opposite sides thereof, namely a 
pressure receiving chamber 82 partially de?ned by the 
elastic body 16 Whose pressure is changed due to the elastic 
deformation of the elastic body 16 upon application of 
vibrational loads, and a ?uid oscillating chamber 84 partially 
de?ned by the oscillating rubber plate 44 Whose pressure is 
changed due to the oscillating displacement of the oscillat 
ing rubber plate 44. 

[0052] The separation-Wall member 46 includes a through 
hole 86 formed through a central portion thereof so as to 
open in its axially opposite end faces, and an annular groove 
88 open in its outer circumferential surface and extending in 
its circumferential direction With a circumferential length 
slightly smaller than its circumference. The separation-Wall 
member 46 also includes a ?rst WindoW 90 open in its 
axially upper end face and a second WindoW 92 open in its 
axially loWer end face. One of opposite ends of the annular 
groove 88 is open in the axially upper end face of the 
separation-Wall member 46 through the ?rst WindoW 90, 
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While the other end of the annular groove 88 is open in the 
axially lower end face of the separation-Wall member 46 
through the second WindoW 92. With the axially loWer end 
face of the separation-Wall member 46 held in close contact 
With the axially upper end face of the cylindrical portion 58 
of the ?rst partition member 42, a bore 94 of the cylindrical 
portion 58 and the through hole 86 are connected With each 
other and cooperate to de?ne a ?rst ori?ce passage 96, Which 
extends straightly along With a center axis of the second 
mounting member 14 With a substantially constant cross 
sectional shape, for ?uid communication betWeen the pres 
sure receiving chamber 82 and the equilibrium chamber 64. 
On the other hand, the opening of the annular groove 88 is 
?uid-tightly closed by the cylindrical support portion 70 
?tted onto the outer circumferential surface of the separa 
tion-Wall member 46, thereby providing a second ori?ce 
passage 98 for ?uid communication betWeen the pressure 
receiving chamber 82 and the oscillating ?uid chamber 84. 

[0053] The pressure receiving chamber 82, the ?uid-os 
cillating chamber 84, and the equilibrium chamber 64, 
Which are all formed Within the ?uid-tight space of the 
second mounting member 14, are ?lled With a suitable 
non-compressible ?uid such as Water, alkylene glycol, poly 
alkylene glycol, silicone oil or the like. For assuring a 
desired damping or isolating effect of the engine mount 10 
based on the resonance of the ?uid, it is desirable that the 
?uid have a relatively loW viscosity, preferably, not higher 
than 0.1 Pa.s. In order to ?ll the equilibrium chamber 64, the 
pressure-receiving chamber 82 and the ?uid oscillating 
chamber 84 With the non-compressible ?uid With ef?ciency, 
the assembling of the partition member 42, the oscillating 
rubber plate 44 and the separation-Wall member 46 in the 
second mounting member 14 is effected Within a mass of the 
non-compressible ?uid, for example, so that these chambers 
64, 82, 84 are effectively ?lled With the ?uid, or alterna 
tively, the non-compressible ?uid is poured into and ?lls 
these chambers 64, 82, 84 through an inlet hole formed 
through the second mounting member 14, after the assem 
bling of these members 42, 44, 46 With the second mounting 
member 14, and then the inlet hole is ?uid-tightly closed by 
means of a suitable cover member such as a blind rivet, so 

that the all chambers 64, 82, 84 are ?lled With the ?uid. 

[0054] The engine mount 10 constructed as described 
above is installed betWeen the poWer unit and the body of the 
vehicle such that the ?rst mounting bolt 18 is ?xed a member 
disposed on the side of the poWer unit, While the second 
mounting bolt 30 is ?xed to a member disposed on the side 
of the body. With the engine mount 10 installed in position, 
the port 34 is connected to an external air conduit 100 
including a sWitch valve 102. The oscillating air chamber 78 
is alternately connected to a negative pressure source 104 
and the atmosphere by a sWitching operation of the sWitch 
valve 102, Which operation is desirably controlled by a 
suitable controller (not shoWn), Whereby the oscillating 
rubber plate 44 is elastically displaced based on a change of 
a difference betWeen pressures applied on opposite sides 
thereof, and its elasticity. This elastic displacement of the 
oscillating rubber plate 44 induces a periodic pressure 
change of the ?uid in the oscillating ?uid chamber 84, 
causing a pressure difference betWeen the ?uid in the oscil 
lating ?uid chamber 84 and the ?uid in the pressure 
receiving chamber 82. Based on this pressure difference, the 
?uid is forced to How through the second ori?ce passage 98 
betWeen the oscillating ?uid chamber 84 and the pressure 
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receiving chamber 82, so that the periodic pressure change 
of the ?uid in the oscillating ?uid chamber 84 is transmitted 
to the pressure receiving chamber 82 based on the How of 
the ?uid through the second ori?ce passage 98. By control 
ling the sWitch valve 102 so as to perform its sWitching 
operation at a frequency corresponding to that of the vibra 
tion to be damped, the engine mount 10 applies betWeen the 
poWer unit and the body a periodic oscillating force Which 
acts to offset or absorb the applied vibration to be damped. 
In this instance, the engine mount 10 provides an active 
vibration damping effect by actively adjusting the pressure 
change of the ?uid in the pressure-receiving chamber 82. 

[0055] In the engine mount 10, the pressure of the ?uid in 
the pressure-receiving chamber 82 is changed due to the 
elastic deformation of the elastic body 16 upon application 
of the vibrational load. This pressure change of the ?uid in 
the pressure-receiving chamber 82 induces a pressure dif 
ference betWeen the ?uid in the pressure receiving chamber 
82 and the ?uid in the equilibrium chamber 64, causing 
?oWs of the ?uid ?oWing through the ?rst ori?ce passage 96 
betWeen the pressure-receiving and equilibrium chambers 
82, 64. Therefore, the engine mount 10 may also exhibit a 
passive vibration damping effect based on resonance of the 
?uid ?oWing through the ?rst ori?ce passage 96. In the 
present embodiment, the ?rst ori?ce passage 96 is tuned so 
as to exhibit a high damping effect With respect to loW 
frequency vibrations such as engine shakes, on the basis of 
the resonance of the ?uid ?oWing therethrough, While the 
second ori?ce passage 98 is tuned so as to exhibit a high 
vibration isolating effect With respect to medium-frequency 
vibrations, such as engine idling vibrations, based on the 
resonance of the ?uid ?oWing therethrough. In this respect, 
the ?rst and second ori?ce passage 96, 98 are suitably 
arranged so that the How of the ?uid through the ?rst ori?ce 
passage 96 does not adversely affect on the vibration iso 
lating effect based on the How of the ?uid through the second 
ori?ce passage 98. 

[0056] According to the engine mount 10 constructed as 
described above, the oscillating rubber plate 44 is ?xedly 
supported at its central portion by the cylindrical portion 58 
of the partition member 42, and is also ?xedly supported at 
its outer peripheral portion by the second mounting member 
14. This arrangement is effective to decrease an amount of 
displacement of the oscillating rubber plate 44 upon appli 
cation of the periodic air pressure change to the oscillating 
air chamber 78, leading to decrease in a required axial space 
for accommodating the oscillating rubber plate 44, Whereby 
the overall siZe of the engine mount 10 can be made 
compact. 

[0057] The decrease in the amount of displacement of the 
oscllating elastic plate 44 permits a decrease in an amount of 
negative pressured air statically applied to the oscillating air 
chamber 78 as a bias, When the oscillating air chamber 78 is 
alternately connected to the vacuum source and the atmo 
sphere for oscillating the oscillating rubber plate 44. This 
leads to an improved oscillating response of the oscillating 
rubber plate 44, resulting in a decrease in a required amount 
of negative pressure applied to the oscillating air chamber 78 
for oscillating the oscillating rubber plate 44. 

[0058] Further, the ?rst ori?ce passage 96 is partially 
formed by the cylindrical portion 58 extending through the 
central portion of the oscillating rubber plate 44, so that the 
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outer diameter of the oscillating rubber plate 44 can be made 
larger, in comparison With the conventional engine mount 10 
Where the ori?ce passage is disposed radially outWardly of 
the oscillating rubber plate 44, thereby providing a suf? 
ciently large area of the oscillating rubber plate 44. 

[0059] The engine mount 10 constructed according to the 
present embodiment is also arranged such that the ?uid 
pressure change in the oscillating ?uid chamber 84 caused 
by the elastic displacement of the oscillating rubber plate 44 
is transmitted to the pressure receiving chamber 82 via ?oWs 
of the ?uid through the second ori?ce passage 98. OWing to 
the resonance of the ?uid ?oWing through the second ori?ce 
passage 98, the ?uid pressure change in the oscillating ?uid 
chamber 84 can be transmitted to the pressure receiving 
chamber 82 With high ef?ciency, thereby generating a rela 
tively large oscillating force in the pressure receiving cham 
ber 82 With an excellent energy ef?ciency. 

[0060] In addition, the oscillating rubber plate 44 has the 
tapered cylindrical shape and is disposed so as to be inclined 
to the axis of the second mounting member 14, in the present 
engine mount 10, providing a further increased area of the 
oscillating rubber plate 44. 

[0061] In the engine mount 10 of the present embodiment, 
the oscillating air chamber 78 is formed by utiliZing the 
spacing interposed betWeen the oscillating rubber plate 44 
and the partition member 42. Thus, the oscillating air 
chamber 78 is formed With a simple structure and With a 
reduced member of components. 

[0062] Moreover, the ?exible diaphragm 40, the ?rst par 
tition member 42, the oscillating rubber plate 44 and the 
separation-Wall member 46 are accommodated Within the 
interior space of the second mounting member 14, in the 
present engine mount 10, Whereby the pressure receiving 
chamber 82, the oscillating air chamber 78 and the equilib 
rium chamber 64 are formed With simple structure. 

[0063] Referring next to FIG. 2, there is shoWn an engine 
mount 110 constructed according to a second embodiment of 
the present invention. The engine mount 110 includes a ?rst 
mounting member 112 and a second mounting member 114 
Which are both metallic materials and Which are disposed in 
mutually opposed and spaced-apart relationship With each 
other. The ?rst and second mounting members 112, 114 are 
elastically connected to each other by an elastic body 116 
made of a rubber material, likeWise the engine mount (10) 
of the ?rst embodiment. The ?rst and second mounting 
members 112, 114 are attached to the poWer unit and the 
automotive vehicle, respectively, so that the poWer unit is 
mounted on the vehicle body in a vibration damping fashion. 

[0064] The ?rst mounting member 112 has a generally 
cylindrical rod shaped member including an upper portion 
and a loWer portion Whose diameter is larger than that of the 
upper portion. The ?rst mounting member 112 is positioned 
such that the center axis of the ?rst mounting member 112 
is aligned With the center axis of the engine mount 10. The 
loWer portion has an inverted generally frusto-conical shape, 
While the upper portion includes a tapped hole 118 formed 
to receive a screW for attaching the ?rst mounting member 
112 to the poWer unit of the vehicle. The ?rst mounting 
member 112 further includes an annular stopper 120 inte 
grally formed at its axially intermediate portion so as to 
extend outWardly in the direction perpendicular to the center 
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axis thereof. On an annular stopper 120 of the ?rst mounting 
member 112, there is formed a rubber buffer 122 integrally 
formed With the elastic body 116 such that the rubber buffer 
122 extends in the axially upWard direction of the elastic 
body 116. 

[0065] The elastic body 116 has a generally frusto-conical 
shape having a relatively large diameter. The elastic body 
116 is bonded at its small diameter end face to the ?rst 
mounting member 112, While being bonded at an outer 
circumferential surface of its large diameter end portion to 
a cylindrical connecting sleeve 128 made of metal. Like in 
the engine mount (10), the elastic body 116 has a recess 113 
open in its large-diameter end face. 

[0066] The second mounting member 114 has a generally 
holloW cylindrical shape, and includes a thin-Walled bottom 
Wall member 124 serving as a ?rst partition Wall, and a 
thick-Walled cylindrical Wall portion 126 serving as a cylin 
drical Wall portion of the second mounting member. The 
bottom Wall member 124 has a through hole 127 formed 
through its central portion in the Wall thickness direction. 
The second mounting member 114 is also assembled With a 
second partition Wall in the form of a metallic separation 
Wall member 130 and a ?exible diaphragm 132 Which are 
respectively ?xed to the axially opposite end portion of the 
second mounting member 114. In this embodiment, the 
bottom Wall member 124 and the separation-Wall member 
130 constitute a partition stricture. 

[0067] The separation-Wall member 130 has a generally 
disk-shaped member an outer peripheral portion of Which is 
supported by and betWeen the connecting sleeve 128 and the 
second mounting member 114. The second mounting mem 
ber 114 and the connecting sleeve 128 are bolted together so 
that the outer peripheral portion of the spacing plate 130 is 
?uid-tightly ?xed to and compressed betWeen the connect 
ing sleeve 128 and the second mounting member 114. The 
separation-Wall member 130 has a through hole 131 formed 
through its central portion. 

[0068] The ?exible diaphragm 132 is a thin-Walled rubber 
layer having a slack at its central portion so as to facilitate 
its deformation. The ?exible diaphragm 132 is bonded at its 
peripheral portion to an inner circumferential surface of a 
?xing member 134 upon vulcaniZation of a rubber material 
for forming the ?exible diaphragm 132. The ?xing member 
134 is a generally annular member extending in its circum 
ferential direction With a constant inverted “L” shaped cross 
sectional con?guration. The ?xing member 134 is super 
posed at its annular upper end face onto the bottom surface 
of the second mounting member 114, and bolted to the 
second mounting member 114, Whereby the axially loWer 
open end of the second mounting member 114 is ?uid 
tightly closed by the ?exible diaphragm 132. 

[0069] With the above-indicated components 112, 116, 
128, 130, 114, 124, 134 assembled together as described 
above, the separation-Wall member 130 cooperates With the 
elastic body 116 to de?ned therebetWeen a pressure receiv 
ing chamber 136, While the bottom Wall member 124 
cooperates With the ?exible diaphragm 132 to de?ne ther 
ebetWeen an equilibrium chamber Whose volume is variable 
due to the deformation of the ?exible diaphragm 132. The 
pressure receiving and equilibrium chambers 136, 138 are 
both ?lled With the non-compressible ?uid, likeWise the 
engine mount (10) of the ?rst embodiment. 
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[0070] Within an axially intermediate hollow space of the 
second mounting member 114 interposed betWeen the bot 
tom Wall member 124 and the separation-Wall member 130, 
there are accommodated an upper groove member 140 and 
a loWer groove member 142 Which have a thick-Walled 
disk-like shape and Which are laminated on each other. The 
upper and loWer groove members 140, 142 serve as an 
ori?ce-de?ning member. The upper and loWer groove mem 
bers 140, 142 have respective central through holes 141, 143 
Which are formed through central portions of the respective 
groove members 140, 142. The upper and loWer groove 
members 140, 142 have also respective grooves 145, 147 
open in respective axially upper end faces thereof and 
extending continuously in their circumferential directions 
With a circumferential length substantially equal to or 
slightly smaller than a circumference thereof. The central 
through holes 141, 143 of the upper and loWer groove 
members 140, 142 are connected in series With each other in 
their axial directions. The axially upper open end of the 
through hole 141 is connected to the through hole 131 of the 
separation-Wall member 130, While the axially loWer open 
end of the through hole 143 is connected to the through hole 
127, Whereby the central through holes 141, 143 and the 
through holes 131, 127 cooperate to de?ne a ?rst ori?ce 
passage 150 for ?uid communication betWeen the pressure 
receiving chamber 136 and the equilibrium chamber 138. 

[0071] Namely, the upper and loWer groove members 140, 
142 are ?uid-tightly superposed on each other in the axial 
direction, interposed betWeen the bottom Wall member 124 
and the separation-Wall member 130. In this condition, the 
outer circumferential surfaces 152, 154 of the upper and 
loWer groove members 140, 142 are opposed to the inner 
circumferential surface of the cylindrical Wall portion 126 of 
the second mounting member 114 in the radial direction With 
a given spacing therebetWeen. This given spacing has a 
cylindrical con?guration extending continuously in the cir 
cumferential direction, and is adapted to accommodate a 
cylindrical oscillating rubber plate 156. Axially opposite 
open-end portion of the oscillating rubber plate 156 are bent 
in the radially outWard direction to thereby provide a pair of 
annular grip portions 158, 158 as integral parts. The cylin 
drical oscillating rubber plate 156 is ?uid-tightly pressed at 
its axially upper and loWer annular grip portions 158, 158 
onto the separation-Wall member 130 and the bottom Wall 
member 124, respectively, by means of a ?xing sleeve 161 
Which is forcedly ?xed into the cylindrical Wall portion 126 
of the second mounting member 114. That is, the cylindrical 
rubber plate 156 ?uid-tightly divides the above -indicated 
spacing formed betWeen the outer circumferential surfaces 
152, 154 and the inner circumferential surface of the cylin 
drical Wall portion 126, into an oscillating ?uid chamber 160 
?lled With the non-compressible ?uid and formed on the 
radially inner side of the oscillating rubber plate 156, and an 
oscillating air chamber 162 formed on the radially outer side 
of the rubber plate 156 and separated from the external area. 
A port 164 is formed through the cylindrical Wall portion 
126 and the ?xing sleeve 161 of the second mounting 
member 114, so that the oscillating air chamber 162 is held 
in communication With the external area through the port 
164. In the operation the engine mount 110, an air conduit 
166 including a sWitch valve is connected to the port 164 so 
that the oscillating air chamber 162 is alternately connected 
to a suitable vacuum source and the atmosphere by a 

Oct. 4, 2001 

sWitching operation of the sWitch valve of the air conduit 
166, like the ?rst embodiment. 

[0072] With respect to the upper and loWer groove mem 
bers 140, 142, the opening of the groove 147 of the loWer 
groove member 142 is ?uid-tightly closed by the bottom 
Wall of the upper groove member 140 superposed thereon, 
While the opening of the groove 145 of the loWer groove 
member 140 is ?uid-tightly closed by the separating-Wall 
member 130 superposed thereon. These grooves 145 and 
147 are communicated With each other through a commu 
nication hole 144 formed through the bottom Wall of the 
upper groove member 140, and the groove 145 is held in 
?uid communication With the pressure receiving chamber 
136 through the communication hole 146 formed through 
the separation-Wall member 130, While the loWer groove 
147 is held in ?uid communication With the oscillating ?uid 
chamber 160 through a communication hole 148 formed 
through the outer circumferential Wall portion 154 of the 
loWer groove member 142. Thus, there is formed a second 
ori?ce passage 168 for ?uid communication betWeen the 
pressure receiving chamber 136 and the oscillating ?uid 
chamber 160. 

[0073] That is, the second ori?ce passage 168 is com 
pletely independent of the ?rst ori?ce passage 150. Namely, 
the ?rst ori?ce passage 150 extends straightly along With the 
center axis of the engine mount 110, While the second ori?ce 
passage 168 extends about the ?rst ori?ce passage 150 With 
a circumferential length Which is larger than a circumference 
of the upper or the loWer groove member 140, 142. 

[0074] The engine mount 110 constructed according to the 
second embodiment of the present invention is installed 
betWeen the poWer unit and the body of the vehicle such that 
the ?rst mounting member 112 is ?xed to a member disposed 
on the side of the poWer unit, While the second mounting 
member 114 is ?xed to a member disposed on the side of the 
body, Like the ?rst embodiment, the engine mount 110 
installed in position, exhibits a high passive damping effect 
With respect to loW frequency vibrations such as engine 
shakes, based on the resonance of the ?uid ?oWing through 
the ?rst ori?ce passage 150 betWeen the pressure receiving 
chamber 136 and the equilibrium chamber 138. Further, a 
suitable periodic air pressure change is applied to the 
oscillating air chamber 162 at a frequency corresponding to 
the frequency of the vibration to be damped, so that the 
oscillating plate 156 is oscillated at the frequency corre 
sponding to the vibration to be damped. This oscillation of 
the oscillating plate 156 causes a periodic pressure change of 
?uid in the oscillating ?uid chamber 160. The ?uid pressure 
change actively induced in the oscillating ?uid chamber 160 
is transmitted to the pressure-receiving chamber 136 via the 
How of the ?uid through the second ori?ce passage 168. The 
engine mount 110 exhibits a high vibration isolating effect 
With respect to medium- or high-frequency vibrations, such 
as engine idling vibrations, based on the resonance of the 
?uid ?oWing through the second ori?ce passage 168. 

[0075] In the engine mount 110, the oscillating rubber 
plate 156 has the cylindrical con?guration and is disposed in 
a radially outermost portion of the interior space of the 
engine mount 110, making it possible to provide a suf? 
ciently large area of the oscillating rubber plate 156 With 
ef?ciency, While restricting undesirable enlargement of the 
outer diameter of the engine mount 110, thereby permitting 
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a reduced size of the engine mount 110 and an improved 
oscillating response of the oscillating rubber plate 156, 
likeWise the engine mount 10 of the ?rst embodiment. 

[0076] In particular, the use of the cylindrical oscillating 
rubber plate 156 in the engine mount 110 makes it possible 
to provide a relatively large space in a radially inWard 
portion of the oscillating rubber plate 156, thereby permit 
ting a formation of a spirally extending second ori?ce 
passage, or a formation of a second ori?ce passage With a 
sufficiently large cross sectional area thereof and a suf? 
ciently large length thereof. This arrangement results in a 
high degree of freedom in tuning of the second ori?ce 
member and the vibration damping characteristics of the 
engine mount 110. 

[0077] While the presently preferred embodiment of this 
invention has been described above in detail for the illus 
trative purpose only, it is to be understood that the present 
invention is not limited to the details of the illustrated 
embodiments, but may be otherWise embodied. 

[0078] For instance, the ?rst ori?ce passage is formed so 
as to extend straightly along With the center axis of the 
engine mount in the ?rst and second embodiment. HoWever, 
the con?guration or structure of the ?rst ori?ce passage is 
not limited to the illustrated embodiment, but may otherWise 
be modi?ed, taking into account required vibration damping 
characteristics of a vibration damping device. 

[0079] Referring next to FIG. 3, an engine mount 173 
constructed according to a third embodiment of the present 
invention is depicted, Which includes a modi?ed ori?ce 
structure. Described in detail, the central through holes (141, 
143) and the upper and loWer through holes (131, 127) need 
not to be formed in the engine mount 173. One end of the 
second ori?ce passage 168, Which is connected to the 
oscillating ?uid chamber 160, is arranged to have a branched 
passage extending so as to communicate With the equilib 
rium chamber 138 instead, thereby providing a ?rst ori?ce 
passage 171 for ?uid communication betWeen the pressure 
receiving chamber 136 and the equilibrium chamber 138. 
That is, the ?rst ori?ce passage 171 is formed by utiliZing the 
second ori?ce passage 168. 

[0080] As is apparent from the FIG. 3, the engine mount 
173 constructed according to the third embodiment of the 
invention has the bottom Wall member 124 Which is 
arranged to further include a central circular projection 170 
and an outer circumferential cylindrical projection 172 
Which are integrally formed at a central portion and an outer 
peripheral portion of the upper end face of the bottom Wall 
member 124. These projections 170, 172 cooperate to each 
other to de?ne therebetWeen a circumferential groove 174 
open in the protruding end face of these projections 170, 
172, and extending in its circumferential direction With a 
circumferential length that is substantially equal to and 
smaller than the circumference of the bottom Wall member 
124. The opening of the circumferential groove 174 is ?uid 
tightly closed by the loWer groove member 142 superposed 
thereon, thereby providing a substantially annular ?uid 
passage one end of Which is held in communication With the 
equilibrium chamber 138 through a communication hole 178 
formed through the bottom Wall member 124, While the 
other end of Which is held in communication With the second 
ori?ce passage 168 through the communication hole 176. 
Thus, the annular ?uid passage de?ned by the circumferen 
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tial groove 174 cooperate to the second ?uid passage to 
provide a ?rst ori?ce passage 171 for ?uid communication 
betWeen the pressure receiving chamber 136 and the equi 
librium chamber 138. 

[0081] In the engine mount 173 of the third embodiment, 
the ?rst ori?ce passage 171 is held in ?uid communication 
in series With the second ori?ce passage 168. Therefore, 
?oWs of the ?uid through the ?rst ori?ce passage 171 
betWeen the pressure receiving chamber 136 and the equi 
librium chamber 138 are effected via ?oWs of the ?uid 
through the second ori?ce passage 168. In this respect, the 
second ori?ce passage 168 is tuned to a frequency band 
higher than a frequency band to Which the ?rst ori?ce 
passage 171 is tuned, so that the engine mount 173 exhibits 
a high damping effect With respect to loW frequency vibra 
tion based on the How of the ?uid through the ?rst ori?ce 
passage 171, Without suffering from resistance to How of the 
?uid through the second ori?ce passage 168. Upon appli 
cation of medium- or high-frequency vibrations, a resistance 
to How of the ?uid through the ?rst ori?ce passage 171 is 
signi?cantly increased, Whereby the engine mount 171 
exhibits a high active vibration isolating effect With respect 
to the medium- or high-frequency vibrations, based on the 
?oWs of the ?uid through the second ori?ce passage 168, 
Without adverse effect of the provision of the ?rst ori?ce 
passage 171. 

[0082] Accordingly, the engine mount 173 of the third 
embodiment may enjoy the same advantages of the present 
invention as discussed above With respect to the engine 
mount 110 constructed according to the second embodiment. 
In particularly, the engine mount 173 makes it possible to 
have a relatively large length of the ?rst ori?ce passage, 
resulting in an increased degree of freedom in tuning the ?rst 
ori?ce passage 171. 

[0083] In the engine mount 173, the ?rst ori?ce passage 
171 may be modi?ed to be constituted by tWo or more 
groove parts Which are superposed on each other in the axial 
direction of the mount 173. This arrangement makes it 
possible to further increase the length of the ?rst ori?ce 
passage 171. 

[0084] It is noted that the second ori?ce passage 98, 168 
and the second partition member 46, 130 are not essential to 
practice the present invention. In this case, the elastic body 
16, 116 and the oscillating rubber plate 44, 156 cooperate to 
de?ne therebetWeen a single pressure receiving chamber, so 
that the oscillating rubber plate 44, 156 is oscillated so as to 
directly control the ?uid pressure in the pressure-receiving 
chamber, for exhibiting an active vibration damping effect of 
the engine mount. 

[0085] The operation of the sWitch valve 102 may be 
controlled by various knoWn control units or devices. For 
instance, the operation of the sWitch valve 102 is controlled 
in a knoWn adaptive control fashion or according to a stored 
data map, on the basis of an output signal representing 
vibrations such as an engine ignition signal, an engine speed 
signal, a shift lever position signal, a running speed signal, 
or the like. 

[0086] Where the straightly extending ?rst ori?ce passage 
96 is employed, the cylindrical portion 58 may protrude 
toWard the equilibrium chamber 64, or alternatively an 
additional holloW cylindrical member may be ?xed to the 
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central portion of the upper end face of the second partition 
Wall member 46, in order to further increase the length of the 
?rst ori?ce passage 96. 

[0087] In the above-described preferred embodiments of 
the invention, the present invention is applied to an engine 
mount for an automotive vehicle. The present invention is 
suitably applicable to the other mounts for the vehicle, such 
as a body mount, a cab mount, and a ?uid-?lled elastic 
mount or a damper used for various kinds of devices other 
than those used for the vehicle. 

[0088] It is to be understood that the present invention 
may be embodied With various other changes, modi?cations, 
and improvement Which may occur to those skilled in the 
art, Without departing from the spirit and scope of the 
invention de?ned in the folloWing claims: 

What is claimed is: 
1. A ?uid-?lled vibration damping device comprising: 

a ?rst and a second mounting member Which are spaced 
apart from each other; 

an elastic body elastically connecting said ?rst and second 
mounting members and partially de?ning a primary 
?uid chamber ?lled With a non-compressible ?uid; 

a ?exible diaphragm partially de?ning an auxiliary ?uid 
chamber ?lled With the non-compressible ?uid and 
Whose volume is variable; 

a ?rst partition Wall ?xed to said second mounting mem 
ber and partially de?ning said primary ?uid chamber on 
one of opposite sides thereof and said auxiliary ?uid 
chamber on the other side thereof; 

a ?rst ori?ce passage formed at a central portion of said 
?rst partition Wall for ?uid communication betWeen 
said primary and auxiliary ?uid chamber; and 

an elastic oscillating plate having an annular or a cylin 
drical shape and disposed radially outWardly of said 
ori?ce passage so as to continuously extend in a 
circumferential direction thereof, said elastic oscillat 
ing plate partially de?ning said pressure receiving 
chamber on one of opposite sides thereof and an 
oscillating air chamber on the other side thereof, 

said oscillating air chamber being applied With a periodic 
change of an air pressure so as to apply to said elastic 
oscillating plate an oscillating force Whose frequency is 
corresponding to that of vibrations to be damped, 
Whereby said vibration damping device exhibits an 
active damping effect With respect to said vibrations to 
be damped. 

2. A ?uid-?lled vibration damping device according to 
claim 1, Wherein said second mounting member includes a 
cylindrical Wall portion one of axially opposite open end of 
Which is opposed to said ?rst mounting member With a 
spacing therebetWeen, said elastic body elastically connects 
said ?rst mounting member With said one open end of said 
cylindrical Wall portion of said second mounting member 
such that said one open end of said cylindrical Wall portion 
of said second mounting member is ?uid-tightly closed by 
said elastic body, said ?exible diaphragm ?uid tightly closes 
the other open end of said cylindrical Wall portion of said 
second mounting member, and said ?rst partition Wall is 
supported by and disposed Within said cylindrical Wall 
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portion of said second mounting member and cooperates 
With said ?exible diaphragm to de?ne therebetWeen said 
auxiliary ?uid chamber, said vibration damping device fur 
ther comprising a central tube member ?xedly disposed 
through said ?rst partition Wall so as to extend straightly 
substantially in a center axis of said ?rst partition Wall over 
said primary and auxiliary ?uid chambers, said central tube 
member having a bore serving as said ?rst ori?ce member, 
said elastic oscillating member having a generally annular 
shape and being ?xedly supported at an inner peripheral 
portion thereof by said central tube member onto Which said 
inner peripheral portion of said elastic oscillating member is 
press-?tted, and While being ?xedly supported at an outer 
peripheral portion thereof by said cylindrical Wall portion of 
said second mounting member, said elastic oscillating mem 
ber and said ?rst partition Wall being opposed to each other 
With a spacing therebetWeen to de?ne therebetWeen said 
oscillating air chamber. 

3. A ?uid-?lled vibration damping device according to 
claim 2, Wherein said elastic oscillating plate has a tapered 
cylindrical shape and disposed radially outWardly of said 
central tube member so that said elastic oscillating plate 
cooperates With said ?rst partition Wall to de?ne therebe 
tWeen an annular void disposed radially outWardly of said 
central tube and extending in a circumferential direction 
thereof While being open in a circumferential surface 
thereof, said opening of said annular void being ?uid-tightly 
closed by said cylindrical Wall portion of said second 
mounting member, to thereby de?ne said oscillating air 
chamber interposed betWeen said elastic oscillating plate 
and said ?rst partition Wall. 

4. A ?uid-?lled vibration damping device according to 
claim 1, Wherein said second mounting member includes a 
cylindrical Wall portion one of axially opposite open end of 
Which is opposed to said ?rst mounting member With a 
spacing therebetWeen, said elastic body elastically connects 
said ?rst mounting member With said one open end of said 
cylindrical Wall portion of said second mounting member 
such that said one open end of said cylindrical Wall portion 
of said second mounting member is ?uid-tightly closed by 
said elastic body, said ?exible diaphragm ?uid tightly closed 
the other open end of said cylindrical Wall portion of said 
second mounting member, and said ?rst partition Wall is 
supported by and disposed Within said cylindrical Wall 
portion of said second mounting member, said ?rst partition 
Wall partially de?ning said primary ?uid chamber on one of 
opposite side thereof and said auxiliary ?uid chamber on the 
other side thereof, said elastic oscillating plate having a 
generally cylindrical shape and disposed Within said primary 
?uid chamber such that axially opposite end portion of said 
elastic oscillating plate is supported by respective axial 
portions of said cylindrical Wall portion of said second 
mounting member, said elastic oscillating plate partially 
de?ning said primary ?uid chamber on an inner circumfer 
ential side thereof and cooperating With said cylindrical Wall 
portion of said second mounting member to de?ne therebe 
tWeen said oscillating air chamber on an outer circumfer 
ential side thereof. 

5. A ?uid-?lled vibration damping device according to 
claim 4, Wherein said ?rst ori?ce passage extends annularly 
or helically in said circumferential direction of said ?rst 
partition Wall. 

6. A ?uid-?lled vibration damping device according to 
claim 1, further comprising a second partition Wall ?xed to 
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and supported by said second mounting member, such that 
said second partition member dividing said primary ?uid 
chamber into a pressure receiving chamber partially de?ned 
by said elastic body and ?lled With said non-compressible 
?uid a pressure of Which changes due to an elastic defor 
mation of said elastic body, and an oscillating ?uid chamber 
partially de?ned by said elastic oscillating plate and ?lled 
With said non-compressible ?uid a pressure of Which 
changes due to displacement of said elastic oscillating plate, 
and a second ori?ce passage for ?uid communication 
betWeen said pressure receiving chamber and said oscillat 
ing ?uid chamber. 

7. A ?uid-?lled vibration damping device according to 
claim 6, Wherein said ?rst and second partition Walls are 
superposed on each other and cooperate to each other to 
de?ne at central portions thereof said ?rst ori?ce passage. 

8. A ?uid-?lled vibration damping device according to 
claim 6, Wherein said elastic oscillating plate having an 
annular plate-like shape and interposed betWeen outer cir 
cumferential portion of said ?rst and second partition Walls 
Which are superposed on each other, said elastic oscillating 
plate cooperating With said ?rst partition plate to de?ne 
therebetWeen said oscillating air chamber, and cooperating 
With said second partition plate to de?ne therebetWeen said 
oscillating ?uid chamber. 

9. A ?uid-?lled vibration damping device according to 
claim 6, Wherein said ?rst ori?ce passage is formed through 
said ?rst and second partition Wall such that said ?rst ori?ce 
passage extends straightly in the center axes of said ?rst and 
second partition Walls, and said second ori?ce passage is 
disposed radially outWardly of said ?rst ori?ce passage so as 
to extend in a circumferential direction. 

10. A ?uid-?lled vibration damping device according to 
claim 6, Wherein said second ori?ce passage is formed in a 
radially intermediate portion of said second partition mem 
ber so as to extend in a circumferential direction of said 
second partition member, and one of opposite ends of said 
second ori?ce passage, Which end is connected to said 
oscillating ?uid chamber, further extends so as to be con 
nected With said auxiliary ?uid chamber, so that said ?rst 
ori?ce passage is formed by partially utiliZing said second 
ori?ce passage. 

11. A ?uid-?lled vibration damping device according to 
claim 6, Wherein one of said ?rst and second mounting 
members is attached to a poWer unit of an automotive 
vehicle and the other of said ?rst and second mounting 
members is attached to a body of the automotive vehicle, 
said ?rst and second ori?ce passages being tuned to a loW 
frequency band corresponding to a vibration of engine 
shakes and an medium frequency band corresponding to a 
vibration of engine idling. 

12. A ?uid-?lled vibration damping device according to 
claim 1, Wherein one of said ?rst and second mounting 
members is attached to a poWer unit of an automotive 
vehicle and the other of said ?rst and second mounting 
members is attached to a body of the automotive vehicle, 
and said oscillating air chamber is alternately connectable to 
a negative pressure source of an engine of said vehicle and 
the atmosphere. 

13. A ?uid-?lled vibration damping device according to 
claim 1, Wherein said vibration damping device elastically 
connects said tWo members of said vibration system, or 
elastically mount one of said tWo members on the other 
members such that said ?rst mounting member is ?xed to 
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one of said tWo members in said vibration system, While said 
second mounting member is ?xed to the other member in 
said vibration system. 

14. A ?uid-?lled vibration damping device according to 
claim 1, Wherein one of said ?rst and second mounting 
members is ?xed to a vibrative member Whose vibration to 
be damped, and the other of said ?rst and second mounting 
members is connected to said vibrative member via said 
elastic body, said the other of said ?rst and second mounting 
members cooperating With said elastic body to constitute a 
secondary vibration system. 

15. A ?uid-?lled vibration damping device comprising: 

a ?rst mounting member and a second mounting member 
including a cylindrical portion, Which are spaced apart 
from each other such that one of axially opposite open 
end of said cylindrical portion of said second mounting 
member is opposed to said ?rst mounting member; 

an elastic body elastically connecting said ?rst and second 
mounting member such that said one open end of said 
cylindrical portion of said second mounting member is 
?uid-tightly closed by said elastic body; 

a ?exible diaphragm ?uid-tightly closing the other open 
end of said cylindrical portion of said second mounting 
member; 

a partition structure supported by said cylindrical portion 
of said second mounting member such that said parti 
tion structure ?uid-tightly divides an interior space of 
said cylindrical portion of said second mounting mem 
ber into a pressure receiving chamber partially de?ned 
by said elastic body and disposed on one of axially 
opposite sides thereof and an equilibrium chamber 
partially de?ned by said ?exible diaphragm and dis 
posed on the other side thereof, said pressure receiving 
and equilibrium chambers being ?lled With a non 
compressible ?uid; and 

a tapered cylindrical elastic oscillating plate Which is 
?xed at a small-diameter open end portion thereof to a 
diametrically central portion of said partition structure, 
and Which is ?xed at a large-diameter open end portion 
thereof to said cylindrical portion of said second 
mounting member, said elastic oscillating plate par 
tially de?ning at an inner circumferential surface 
thereof an oscillating ?uid chamber ?lled With said 
non-compressible ?uid and at an outer circumferential 
surface thereof an oscillating air chamber, 

said partition structure having a ?rst ori?ce passage 
formed in said diametrically central portion thereof so 
as to extend therethrough in an axial direction thereof 
for ?uid communication betWeen said pressure receiv 
ing chamber and said equilibrium chamber, and a 
second ori?ce passage formed in an outer circumfer 
ential portion thereof so as to extend in a circumfer 
ential direction thereof for ?uid communication 
betWeen said pressure receiving chamber and said 
oscillating ?uid chamber, 

said ?rst ori?ce passage disposed radially inWardly of said 
small-diameter open end portion of said elastic oscil 
lating plate, 

said oscillating air chamber being applied With a periodic 
change of an air pressure so as to apply to said elastic 
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oscillating plate an oscillating force Whose frequency is 
corresponding to that of vibrations to be damped, 
Whereby said vibration damping device exhibits an 
active damping effect With respect to said vibrations to 
be damped. 

16. A ?uid-?lled vibration damping device comprising: 

a ?rst mounting member and a second mounting member 
including a cylindrical portion, Which are spaced apart 
from each other such that one of axially opposite open 
end of said cylindrical portion of said second mounting 
member is opposed to said ?rst mounting member; 

an elastic body elastically connecting said ?rst and second 
mounting member such that said one open end of said 
cylindrical portion of said second mounting member is 
?uid-tightly closed by said elastic body; 

a ?exible diaphragm ?uid-tightly closing the other open 
end of said cylindrical portion of said second mounting 
member; 

a partition structure including a ?rst and a second partition 
Walls Which are ?xed at said cylindrical portion of said 
second mounting member such that said ?rst and 
second mounting member are spaced apart from each 
other in an axial direction of said cylindrical portion of 
said second mounting member, said ?rst partition Wall 
cooperates With said ?exible diaphragm to de?ne ther 
ebetWeen an equilibrium chamber ?lled With a non 
compressible ?uid and Whose volume is variable, and 
said second partition Wall cooperates With said elastic 
body to de?ne therebetWeen a pressure receiving cham 
ber ?lled With said non-compressible ?uid; 

an ori?ce de?ning member interposed betWeen said ?rst 
and second partition Wall in said axial direction for 
de?ning a ?rst ori?ce passage at a central portion 
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thereof so as to extend therethrough in an axial direc 
tion thereof, and a second ori?ce passage at an outer 
circumferential portion thereof so as to extend in a 
circumferential direction thereof, said ori?ce de?ning 
member having an outer diameter smaller than an inner 
diameter of said cylindrical portion of said second 
mounting member so as to de?ne therebetWeen an 
annular space; and 

a generally cylindrical elastic oscillating plate disposed in 
said annular space and ?xed at axially opposite end 
portions thereof to said cylindrical portion of said 
second mounting member such that said elastic oscil 
lating plate cooperate With said outer cylindrical por 
tion of said second mounting member to partially 
de?ne therebetWeen an oscillating air chamber and 
cooperate With an outer circumferential surface of said 
ori?ce de?ning mean to partially de?ne therebetWeen 
an oscillating ?uid chamber ?lled With said non-com 
pressible ?uid, 

said ?rst ori?ce passage communicate at opposite ends 
thereof With said pressure receiving chamber and said 
equilibrium chamber, respectively, 

said second ori?ce passage communicate at opposite ends 
thereof With said pressure receiving chamber and said 
oscillating ?uid chamber, respectively, 

said oscillating air chamber being applied With a periodic 
change of an air pressure so as to apply to said elastic 
oscillating plate an oscillating force Whose frequency is 
corresponding to that of vibrations to be damped, 
Whereby said vibration damping device exhibits an 
active damping effect With respect to said vibrations to 
be damped. 


