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(57) ABSTRACT 
Correspondence Address: 
Invensys p1c lnte?ectua] Property Department A blower unit is disclosed Which seals atop a conventional 
Mai] Stop BP52_1J Water heater. The unit utiliZes a one-piece housing divided 
33 Commercial Street into tWo chambers Which are in ?uid communication; the 
FOXbOrO’ MA 02035 (Us) ?rst chamber houses the impeller, While the second chamber 

houses the exhaust ?ue of the Water heater. An inlet plate 
(21) APPL NO; 09/757,983 having an inlet opening is disposed betWeen the tWo cham 

bers. The bloWer motor is separated from the bloWer housing 
(22) Filed; Jam 10, 2001 to prevent heated exhaust gases from heating the motor. 

During operation, dilution air and exhaust gases are draWn 
Related US, Application Data into the bloWer housing and mixed together to reduce the 

temperature of the exhaust gases. The gas mixture is then 
(63) Continuation-in-part of application No. 09/398,484, expelled from the unit via an exhaust outlet in the bloWer 

?led on Sep. 17, 1999, noW Pat. No. 6,231,311. housing. 
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METHOD AND APPARATUS FOR COOLING AND 
EXPELLING EXHAUST GASES FROM A WATER 

HEATER 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

[0001] This application is ?led under 37 C.F.R. 1.53(b) 
and is a continuation-in-part of application Ser. No. 09/398, 
484, ?led Sep. 17, 1999. 

TECHNICAL FIELD 

[0002] This invention relates generally to draft inducers 
for hot Water heaters. More particularly, the present inven 
tion relates to blower designs for cooling and expelling 
heated ?ue gases emanating from conventional hot Water 
heaters. 

BACKGROUND ART 

[0003] The Water heater has been around for many years 
to provide a supply of heated Water for both commercial and 
consumer usage. To generate the requisite thermal energy 
needed to increase the temperature of the Water therein, a gas 
or oil ?red burner is commonly employed. The burner 
produces hot combustion gases (?ue gases) that need to be 
draWn through the ?ue of the Water heater via the most 
rigorous path alloWable in order to minimiZe heat losses and 
maximiZe the overall efficiency of the Water heater. 

[0004] To move the gases through the Water heater, cen 
trifugal bloWers Were engineered into the system. This 
alloWed the most rigorous path possible for the ?ue, Which 
in turn increased the amount of heat transferred from the ?ue 
gases to the Water. An additional bene?t of the use of a 
bloWer With a Water heater Was that the temperatures of the 
exhaust gases exiting the ?ue Were reduced due to more 
ef?cient heat scrubbing. HoWever, in naturally aspirated 
Water heaters, the gases exiting the Water heater Were still 
extremely hot. This required the use of steel exhaust tubing, 
Which needed to be vented to the outside of the structure in 
a nearly vertical manner for safety. By using a bloWer, the 
temperatures of the exhaust gases Were reduced to the point 
that a Wider array of materials became available for exhaust 
piping. Speci?cally, this alloWed for the safe use of PVC 
piping and horiZontal venting through the nearest Wall to 
vent the exhaust gases to the outside atmosphere. 

[0005] HoWever, the utiliZation of a bloWer in conjunction 
With a Water heater presented several challenges. The 
exhaust gases in the ?ue, While much loWer in temperature 
than normally aspirated Water heaters, Were still above ideal 
temperatures for direct venting through PVC piping. To 
achieve desirable temperature levels, dilution (cooling) air at 
ambient temperature Was introduced into the system and 
mixed With the hot exhaust gases from the ?ue. Hence, the 
complexity and expense of the bloWer assisted Water heater 
Was introduced When exhaust gases Were mixed With the 
dilution air. 

[0006] Attention is draWn to a solution for adding dilution 
air to exhaust gases, Which employed intricate plumbing 
layouts that increased manufacturing costs and increased 
potential failure sources through the myriad of connections. 
This solution involved the use of a T-connection attached to 
the ?ue With dilution air being draWn through the connection 
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along With the hot exhaust gases. The entire bloWer assem 
bly required multiple tubes, connections and other heat 
resistant components to direct the exhaust gases and dilution 
air through and out of the Water heater/bloWer system. 

[0007] An additional problem surrounding this solution 
Was that exhaust fumes could potentially make contact With 
the bloWer motor thereby causing the bloWer motor to 
overheat, Which affected the longevity of the motor and 
overall ef?ciency of the bloWer unit. Additionally, exhaust 
gases contacting the motor Were able to leak into the ambient 
thereby creating various health risks due to the toxicity of 
the exhaust fumes. 

[0008] The instant invention solves many of the problems 
With the plumbing and mixing of the hot exhaust gases With 
dilution air. Additionally, the instant invention reduces pro 
duction and maintenance costs While increasing the overall 
safety, ef?ciency and durability of the Water heater bloWer 
assembly. 

DISCLOSURE OF THE INVENTION 

[0009] The present invention provides an improved motor 
bloWer assembly as described herein. Said motor bloWer 
assembly, or dilution air bloWer, includes a bloWer housing 
that mounts and seals to a conventional hot Water heater and 
is siZed to ?t betWeen the heater’s inlet and outlet Water 
pipes. Said bloWer housing is vented in order to draW 
dilution air into the bloWer unit to cool the ?ue gases 
expelled from the Water heater. 

[0010] The one-piece bloWer housing has three apertures 
on its top surface to receive bolts to secure a conventional 
motor to the bloWer housing, and one radially centered 
aperture to receive the motor shaft. The bloWer housing has 
portions de?ning a ?rst chamber for receiving an impeller. 
The impeller is ?xed to a motor shaft attached to the rotor 
of a motor. Additionally, the housing has portions Which 
de?ne an exhaust outlet that is in ?uid communication With 
the ?rst chamber. The outlet provides egress for exhaust 
gases emanating from a hot Water heater to Which the bloWer 
is attached. 

[0011] A bloWer housing cover or inlet plate is provided 
Which is attached to the bloWer housing at an intermediate 
location along the sideWall of the bloWer housing. The inlet 
plate has an inlet opening to alloW dilution air and exhaust 
gases from a hot Water heater to enter the ?rst chamber. 

[0012] The sideWall of the bloWer housing extends beyond 
the inlet plate and forms a ?rst and second skirt. The bloWer 
housing is vented through the provision of at least one vent 
opening or slot disposed Within the second skirt. Both the 
?rst and second skirt have portions de?ning a ?ange adapted 
for securing the bloWer housing to the top of a hot Water 
heater. The combination of the loWer portion of the housing 
sideWall, the ?rst and second skirt, the inlet plate, and the top 
of the Water heater form a second chamber Within Which a 
?ue pipe of the hot Water heater is con?ned. The second 
chamber is in ?uid communication With the ?rst chamber via 
the inlet aperture of the inlet plate. 

[0013] When the impeller is rotated, a negative pressure is 
created in the ?rst chamber. This negative pressure draWs 
dilution air through the at least one vent slot or opening in 
the skirt section of the housing, and draWs exhaust gases 
from the hot Water heater. The dilution air mixes With the hot 
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exhaust gases in the second chamber, Which signi?cantly 
reduces the temperature of the gases to an acceptable level 
for expulsion. The gas/ air mixture is then draWn into the ?rst 
chamber Where it is forced through the outlet portion of the 
bloWer housing. 

BRIEF DESCRIPTION OF DRAWINGS 

[0014] Reference is made to the accompanying draWing in 
Which is shoWn an illustrative embodiment of the invention 
from Which its novel features Will be apparent. 

[0015] 
[0016] FIG. 1 shoWs a side vieW of the dilution air bloWer 
in accordance With the invention; 

In the draWing: 

[0017] FIG. 2 shoWs a side cut-aWay vieW of the dilution 
air bloWer in accordance With the invention; 

[0018] FIG. 3 shoWs a side vieW of the dilution air bloWer 
mounted atop a conventional Water heater in accordance 
With the invention; 

[0019] FIG. 4 shoWs a bottom vieW of the dilution air 
bloWer in accordance With the invention; 

[0020] FIG. 5 shoWs a top vieW of the dilution air bloWer 
housing in accordance With the invention; 

[0021] FIG. 6 shoWs a bottom vieW of the inlet plate in 
accordance With the invention. 

MODE FOR CARRYING OUT THE INVENTION 

[0022] At the outset, the invention is described in its 
broadest overall aspects With a more detailed description 
folloWing. Accordingly, a conventional hot Water heater 
includes a combustion air inlet, a combustion air chamber, 
a heat recovery section, a draft inducer and a combustion gas 
exhaust. When the Water heater is in operation, the draft 
inducer or Water heater bloWer creates a negative pressure or 
induces a draft in the Water heater so air for combustion is 
draWn into the air inlet and then into the combustion 
chamber. Once in the combustion chamber, the air is mixed 
With fuel such as natural gas for combustion or burning (i.e., 
the heat energy source). The heat energy of the combustion 
process is then extracted from the combustion or exhaust 
gases (?ue gases) in the heat recovery section, Which also 
results in the reduction in the temperature of said gases. 

[0023] After passing through the heat recovery section of 
the Water heater, the relatively cooler combustion gases are 
draWn into the Water heater bloWer by the rotation of the 
impeller or rotating blades Within said bloWer. The rotation 
of the impeller or rotating blades generates the draft (nega 
tive pressure) Which draWs the air for combustion into and 
through the hot Water heater and its heat recovery sections. 
The combustion gases are then expelled via the Water heater 
bloWer through an exhaust pipe out to the atmosphere. 

[0024] To provide an even, ef?cient How of gases, it is 
important that the housing for the bloWer be adequately 
sealed so that gases are draWn into the bloWer at an inlet and 
exhausted at an outlet. Any leaks in the housing Will 
inevitably lead to the inefficiency and incomplete removal of 
combustion gases. Additionally, it is imperative that the 
combustion gases are not alloWed to escape into the ambient, 
as these gases are toxic. 
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[0025] Equally important is a means to cool the bloWer 
motor during operation. To provide effective cooling While 
preventing hot exhaust gases from entering into the motor 
housing (i.e., to prevent the exhaust gases from heating the 
motor), the bloWer motor housing is separated from the 
bloWer housing such that the pressure at the point Where the 
bloWer motor shaft enters the bloWer housing is maintained 
at a slight vacuum. Furthermore, a cooling fan housed in a 
vented mounting plate for the motor is attached to the motor 
shaft to draW air through the motor assembly. 

[0026] To accomplish all of these functions as Well as 
others, a neW dilution air bloWer has been devised. The 
bloWer incorporates a one-piece housing that seals on the 
full circumference of its mounting base atop a conventional 
Water heater or any other device requiring exhaust expul 
sion. The housing is designed to form a vented skirt, Which 
extends beyond the housing sideWall so that tWo chambers 
are formed Which are in ?uid communication With one 
another. A ?rst chamber located in the upper portion of the 
housing encompasses the impeller, While a second chamber 
located in the loWer portion of the housing, houses the Water 
heater ?ue. Separating the chambers is an inlet plate having 
portions de?ning an opening or inlet to alloW the ?ue 
gas/dilution air mixture to pass from the second chamber to 
the ?rst chamber. 

[0027] Referring to FIGS. 1-2 and 5, a dilution air bloWer 
1 is shoWn Which provides a bloWer motor assembly and 
bloWer housing that attaches directly to a hot Water heater 

(not shoWn). 
[0028] Said dilution air loWer 1 comprises a bloWer hous 
ing 2 adapted to receive a conventional bloWer motor 3. 
Motor mounting bores 23 are provided on the top surface of 
the motor housing 2 for receiving mechanical fasteners (not 
shoWn) to secure said bloWer motor 3 to said bloWer housing 
2. Additionally, the top surface of the bloWer housing 2 
de?nes an aperture 24 for receiving a motor shaft. The 
bloWer motor 3 is positioned on the outside of the bloWer 
housing 2 prevent heated exhaust gases emanating from the 
Water heater from making contact With the bloWer motor 3 
to keep the bloWer motor 3 from overheating. 

[0029] The bloWer Motor 3 has a motor shaft 4 for 
receiving a cooling fan 5 and an impeller 6. At the base of 
said motor is a vented shroud 7 con?gured to enclose a 
cooling fan 5. Directly attached to the motor shaft 4 is the 
cooling fan 5, Which is freely rotatable Within the vented 
shroud 7 to cool the motor during operation. Also attached 
to the motor shaft 4 is an impeller 6, Which is freely rotatable 
Within dilution air bloWer 1. The impeller 6 is ?tted With an 
optional non-vented backplate 17 to provide structural integ 
rity. 

[0030] Said bloWer housing 2 has a bloWer housing side 
Wall 8 Within Which the impeller 6 is situated. Side Wall 8 
preferably has an inner surface 9 that is scroll shaped (as 
shoWn in FIG. 4) to maximiZe the ef?cient How of exhaust 
gases into an exhaust outlet 10 formed in bloWer housing 2. 
Exhaust outlet 10 preferably has a shoulder 31 Which is 
provided as a seat to an exhaust pipe (not shoWn) used to 
channel the exhaust gases out of an enclosed structure such 
as a house basement. 

[0031] Referring noW to FIGS. 1 and 5, a bloWer housing 
2 is shoWn Which is adapted to ?t about the infeed and 
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outfeed Water lines of a hot Water heater. In this ernbodi 
rnent, the blower housing 2 is shaped such that a ?rst or 
larger end 11 and a second or smaller end 12 are formed. The 
exhaust outlet 10 is situated near the second end 12, While 
the blower motor 3 is positioned toWards the ?rst end 11. 
First end 11 has portions de?ning a ?rst skirt 14. Second end 
12 has portions de?ning a second skirt 15. The bloWer 
housing 2 is vented by the provision of at least one vent 
opening or slot 16 disposed in the second skirt 15, Which can 
be rnodi?ed to enable the dilution air bloWer to ?t different 
makes and models of Water heaters. The at least one vent 
opening or slot 16 alloWs dilution air to How into the bloWer 
housing. 
[0032] A ?rst ?ange 18 extends radially from the ?rst skirt 
14 and a second ?ange 19 extends radially from the second 
skirt 15. 

[0033] Flange bores 20 are provided in said ?anges 18,19 
for securing and sealing the bloWer housing 2 to the Water 
heater 30 With any variety of mechanical fasteners such as 
hex bolts 40, as shoWn in FIG. 3. By design, the bloWer 
housing 2 of the dilution air bloWer is secured directly to the 
Water heater, particularly to the top surface, and forms a seal 
around the full circumference of its rnounting base. The 
housing 2 is positioned such that an exhaust ?ue (not shoWn) 
of the Water heater is biased toWards the second skirt 15. 
Furthermore, the housing 2 is con?gured such that the Water 
heater exhaust ?ue protrudes into a lower chamber or second 
chamber 39 (FIG. 2) of the bloWer housing 2, but does not 
protrude into an upper or ?rst chamber 38 (FIG. 2) of the 
bloWer housing 2 (the upper and loWer charnbers Will be 
described in more detail beloW), Which is critical to the 
operation of the dilution air bloWer 1. 

[0034] Turning to FIGS. 2, 4 and 5, a side vieW, bottom 
view and top vieW of the bloWer housing 2 are respectively 
shoWn. An inlet shoulder 34 is formed and is preferably 
scroll-shaped to alloW for the ef?cient How of exhaust gases 
toWards the exhaust outlet 10. An inlet plate 36 (shoWn in 
FIG. 6), Which is siZed and shaped to ?t Within the bloWer 
housing 2 is secured to the inlet shoulder 34 With any of a 
variety of attachment methods such as clips, self-tapping 
screWs, adhesives, rnating locking surfaces, etc. The method 
to secure the inlet plate 36 to the bloWer housing 2 is not 
particularly important so long as the seal betWeen the bloWer 
housing 2 and the inlet plate 36 is tight. A ?rst chamber 38 
(FIG. 2) for housing the impeller 6 is formed by the 
combination of the upper section of the bloWer housing 
sideWall 8, the top section of the bloWer housing 2 and the 
inlet plate 36. Asecond chamber 39 (FIG. 2) for housing the 
Water heater ?ue, is formed by the combination of the loWer 
section of the bloWer housing sideWall 8, the ?rst and second 
skirt 14,15, the surface of the Water heater to Which the 
bloWer unit is directly attached (not shoWn), and the inlet 
plate 36. The inlet plate 36 separates the ?rst and second 
chambers of the bloWer housing and has portions de?ning an 
inlet opening 40 that keeps the ?rst chamber and second 
chamber in ?uid communication. 

[0035] Attached to the inlet plate 36 is a guide vane 42, 
Which extends into the inlet portion of the impeller 6. Said 
guide vane, available under the trade name “SWirlator” and 
described in US. Pat. No. 4,549,848, guides the incoming 
?ue gas and dilution air mix into the inlet of the impeller 6 
and re-circulates the gas/air mixture in the impeller to 
increase the pressure level achieved by the rotating irnpeller. 

[0036] Attached to the bloWer housing 2 is an over tern 
perature protector transducer 44. Said transducer acts to shut 
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doWn the dilution air bloWer in the event that the blower 
motor fails, or the dilution vents in the second skirt and/or 
the exhaust section of the bloWer housing becorne blocked. 
Additionally, an optional auxiliary box 46 for housing the 
Water heater and dilution air bloWer controls is af?xed to the 
bloWer housing opposite the exhaust outlet 10, While an 
optional vacuurn port 48 (FIG. 2) is positioned in the bloWer 
housing sideWall 8 to Work With the Water heater if neces 
sary. 

[0037] Having described the components of dilution air 
bloWer 1, attention Will noW be draWn its operation. Opera 
tion of the blower motor 3 causes the rotation of the impeller 
6 and the motor cooling fan 5. Rotation of the impeller 6 
generates negative air pressure in the ?rst chamber 38, 
Which causes air and combustion gases to be draWn into the 
?rst chamber 38 from the second chamber 39. Additionally, 
rotation of the impeller 6 creates a slight vacuum at the point 
Where the motor shaft 4 passes into the bloWer housing 2 
thus preventing heated exhaust gases from coming in contact 
With the blower motor 3. The draWing of air and combustion 
gases from the second chamber 39 causes the development 
of negative air pressure in the second chamber 39. This 
negative air pressure causes dilution air to pass through the 
at least one housing vent opening or slot 16 in the second 
skirt 15. 

[0038] The dilution air passing into the second chamber 39 
mixes with exhaust gases ?oWing out of the rigorous Water 
heater ?ue path resulting in a desirable reduction in tern 
perature of the exhaust gases. The mixed dilution air and 
exhaust gases are then draWn into the ?rst chamber 38 
through the inlet opening 40 of the inlet plate 36 and guided 
into the opening of the impeller via the guide vane 42. Said 
guide vane 42 re-circulates the mixed gases, Which increases 
the overall amount of pressure generated by the rotating 
irnpeller 6. Finally, the rotation of the impeller 6 drives the 
mixed gases into the exhaust outlet 10 for ?nal expulsion 
from the hot Water heater system. 

[0039] To control the How of dilution air from the second 
chamber 39, the siZe, shape and number of vent openings or 
slots 16 in the second skirt 15 can be rnodi?ed. Any 
reduction in the number of second skirt vent openings or 
slots 16 Will lesson the amount of dilution air entering the 
bloWer. Conversely, an increase in the number of vent 
openings or slots Will increase the amount of dilution air 
entering the dilution air bloWer unit 1. It is to be cautioned 
that too many vent slots Will cause an undesirable reduction 
in negative air pressure development, which Will render the 
system inef?cient. On the other hand, even one skirt vent slot 
could be used to accomplish the cooling tasks. 

[0040] It is to be understood that the present invention is 
by no means limited to the particular constructions herein 
disclosed and/or shoWn in the draWings, but also comprises 
any rnodi?cations or equivalents Within the scope of the 
claims. 

We claim: 
1. A dilution air bloWer comprising: 

a bloWer housing; 

an inlet plate having an opening; 

a ?rst chamber; 

a second chamber, Wherein the second chamber is sepa 
rated frorn the ?rst chamber by the inlet plate and is in 
?uid communication with the ?rst charnber; 
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a housing vent, the housing vent allowing dilution air to 
enter the second chamber; 

an exhaust outlet in ?uid communication With the ?rst 
chamber; 

an external bloWer motor having a motor shaft, the bloWer 
motor being attached to the bloWer housing; and 

an impeller secured to the motor shaft and disposed in the 
?rst chamber. 

2. The dilution air bloWer of claim 1, Wherein the bloWer 
housing further includes a sideWall de?ning an inlet shoul 
der for receiving the inlet plate. 

3. The dilution air bloWer of claim 1, further including a 
guide vane attached to the inlet plate and extending into the 
impeller. 

4. The dilution air bloWer of claim 1, Wherein the bloWer 
housing has a ?rst end having a ?rst diameter and a second 
end having a second diameter that is smaller than the ?rst 
diameter. 

5. The dilution air bloWer of claim 4, having a ?rst skirt 
portion extending from the ?rst end and a second skirt 
portion extending from the second end. 

6. The dilution air bloWer of claim 5, Wherein the ?rst 
skirt portion and the second skirt portion respectively 
includes a ?rst radially extended ?ange and a second radially 
extended ?ange. 

7. The dilution air bloWer of claim 5, Wherein the housing 
vent consists of at least one slot placed in the second skirt. 

8. A dilution air bloWer and Water heater assembly com 
prising: 

a Water heater comprising a top surface, and an exhaust 
?ue; and 

a dilution air bloWer disposed at a surface of the Water 
heater comprising; 

a bloWer housing; 

an inlet plate having an opening; 

a ?rst chamber; 

a second chamber, Wherein the second chamber is sepa 
rated from the ?rst chamber by the inlet plate and is in 
?uid communication With the ?rst chamber; 

a housing vent, the housing vent alloWing dilution air to 
enter the second chamber; 

an exhaust outlet in ?uid communication With the ?rst 
chamber; 

an external bloWer motor having a motor shaft, the bloWer 
motor being attached to the bloWer housing; and 

an impeller secured to the motor shaft and disposed in the 
?rst chamber. 

9. The dilution air bloWer and Water heater assembly of 
claim 8, further including a guide vane attached to the inlet 
plate and extending into the impeller. 

10. The dilution air bloWer and Water heater assembly of 
claim 8, Wherein the bloWer housing further includes a 
sideWall de?ning an inlet shoulder for receiving the inlet 
plate. 

11. The dilution air bloWer and Water heater assembly of 
claim 8, Wherein the Water heater exhaust ?ue protrudes into 
the second chamber, but does not protrude into the ?rst 
chamber. 
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12. The dilution air bloWer and Water heater assembly of 
claim 8, Wherein the bloWer housing has a ?rst end having 
a ?rst diameter and a second end having a second diameter 
that is smaller than the ?rst diameter. 

13. The dilution air bloWer and Water heater assembly of 
claim 12, Wherein a ?rst skirt portion extends from the ?rst 
end and a second skirt portion extends from the second end. 

14. The dilution air bloWer and Water heater assembly of 
claim 13, Wherein the ?rst skirt portion and the second skirt 
portion respectively includes a ?rst radially extended ?ange 
and a second radially extended ?ange, both ?rst and second 
radially extended ?anges acting to secure and seal the 
dilution air bloWer to the Water heater. 

15. The dilution air bloWer and Water heater assembly of 
claim 13, Wherein the housing vent consists of at least one 
slot placed in the second skirt. 

16. A method of providing dilution air to a dilution air 
bloWer and Water heater assembly comprising the steps of: 

providing a Water heater comprising a top surface, and an 
exhaust ?ue; 

providing a dilution air bloWer disposed at a surface of the 
Water heater comprising; 

a bloWer housing; 

an inlet plate having an opening; 

a ?rst chamber; 

a second chamber, Wherein the second chamber is sepa 
rated from the ?rst chamber by the inlet plate and is in 
?uid communication With the ?rst chamber; 

a housing vent, the housing vent alloWing dilution air to 
enter the second chamber; 

an exhaust outlet in ?uid communication With the ?rst 

chamber; 
an external bloWer motor having a motor shaft, the bloWer 

motor being attached to the bloWer housing; and 

an impeller secured to the motor shaft and disposed in the 
?rst chamber; 

rotating the impeller to develop negative air pressure in 
the ?rst chamber to draW air from the second chamber 
into the ?rst chamber; 

generating negative air pressure in the second chamber; 

draWing dilution air into the second chamber via the 
housing vent; 

draWing exhaust gases through the Water heater ?ue and 
into the second chamber; 

cooling exhaust gases ?oWing out of the exhaust ?ue With 
the dilution air entering the second chamber via the 
housing vent to form a gas mixture; 

draWing the gas mixture into the ?rst chamber and impel 
ler via the opening in the inlet plate; 

expelling the gas mixture from the dilution air bloWer via 
the exhaust outlet. 

17. The method of claim 16, further comprising the steps 
of: 

attaching a guide vane to the inlet plate and extending into 
the impeller; 
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recirculating the gas mixture inside the impeller via the 
guide vane to generate additional pressure. 

18. The method of claim 16, further comprising the step 
of providing a blower housing having a ?rst end having a 
?rst diameter and a second end having a second diameter 
that is smaller than the ?rst diameter. 

19. The method of claim 18, Wherein a ?rst skirt portion 
extends from the ?rst end and a second skirt portion extends 
from the second end. 
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20. The method of claim 19, Wherein the ?rst skirt portion 
and the second skirt portion respectively includes a ?rst 
radially eXtended ?ange and a second radially eXtended 
?ange, both ?rst and second radially extended ?anges acting 
to secure and seal the dilution air bloWer to the Water heater. 

21. The method of claim 19, Wherein the housing vent 
consists of at least one slot placed in the second skirt. 

* * * * * 


