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(57) ABSTRACT 

A disposable absorbent article such as, e.g., a T-shaped 
diaper comprising tWo portions, a lateral portion (backWaist) 
having tWo lateral segments or Wings for Wrapping around 
the Waist of a Wearer of the diaper, and a second vertical 
portion or insert Which is adapted to be passed under the 
crotch of the Wearer and folded thereover. A uniquely 
designed tape tab located at the outer lateral end of one Wing 
assures more perfect and comfortable ?t. Tape tabs are also 
provided at the distal ends of vertical portion for engage 
ment onto landing Zones disposed on the surface of each 
Wing. These tape tabs may have the same general construc 
tion as the tape tab on the diaper Wing. The dimensions of 
the diaper and several of its components and the relative 
locations of these components are important factors Which 
contribute to improved ?tness and functions of the diaper. 
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ABSORBENT ARTICLES HAVING IMPROVED 
FASTENING SYSTEM 

RELATED APPLICATIONS 

[0001] This application is a continuation-in-part of appli 
cation Ser. No. 09/797,334 ?led Mar. 1, 2001, Which is, in 
turn, a continuation-in-part of application Ser. No. 09/376, 
282 ?led Aug. 18, 1999, Which is, in turn, a continuation 
in-part of application Ser. No. 09/097,198 ?led Jun. 12, 
1998, Which is, in turn, a continuation-in-part of application 
Ser. No. 09/149,265 ?led Sep. 8, 1998. 

FIELD OF THE INVENTION 

[0002] The present invention relates to absorbent articles 
such as disposable diapers, infant and adult incontinent 
briefs and underpants used for absorption and containment 
of urine and other body eXudates. More particularly, this 
invention relates to a fastening system used in such articles 
for providing an improved and effective means of detach 
ably securing the front and rear of such articles. In one 
particular aspect, this invention relates to providing such 
fasteners in T-shaped briefs. In another aspect, this invention 
relates to the dimensions of the brief and several compo 
nents of the brief as Well as the locations of some of the 
components. 

BACKGROUND OF THE INVENTION 

[0003] The aforementioned copending application Ser. 
No. 09/376,282 describes an embodiment of the invention 
therein Which is directed to a generally T-shaped brief, e.g., 
a diaper Which comprises a chassis having tWo intersecting 
portions Which together de?ne a generally T-shaped con 
?guration When the chassis is laid out ?at and vieWed in 
stretched position. One of the tWo portions or pieces is a 
crosspiece comprising opposed lateral segments or Wings 
adapted to be Wrapped on the Waist of a Wearer of the diaper 
such as to overlap each other, and the second portion or 
piece is vertical relative to the crosspiece and has a proXimal 
end, and a distal end Which can be passed under the crotch 
and folded upWardly and over or under the overlapped 
Wings. The T-shaped diaper described in said copending 
application is provided With a fastening system designed to 
secure the diaper tightly but comfortably around the Waist as 
illustrated in FIGS. 23-28 of said application. Another 
variant of the invention, i.e., a generally H-shaped diaper as 
shoWn in FIG. 28. The disclosure of said application Ser. 
No. 09/376,382 is fully incorporated herein by reference. 

[0004] T-shaped diapers have received Widespread atten 
tion and acceptance due, in part, to their relative ease of 
fabrication and use, and the comfort they provide to the 
Wearer as Well as the protection they afford against leakage 
of urine and body eXudates. A variety of T-shaped briefs or 
diapers have been described in the prior art. 

[0005] For eXample, one T-shaped diaper Was described in 
US. Pat. No. 4,051,854 issued to Gabrielle Leonie Aaron on 
Oct. 4, 1977. The diaper described therein has a center ?ap 
and tWo ear ?aps Which, When laid ?at, de?nes a T-shape 
con?guration as shoWn in FIGS. 1 and 3 of that patent. 
Fastening means are provided in the form of multiplicity of 
hooks and loops for fastening the ear ?aps to the center ?ap. 

[0006] Another T-shaped diaper is described in US. Pat. 
No. 4,995,873 issued to Jacklyn M. Knight on Feb. 26, 1991 
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Which comprises a crosspiece and an intersecting piece 
Which together de?ne the T-shape con?guration of the diaper 
When laid out in ?at position. The crosspiece has opposite 
ends or Wings Which encircle the Waist in an overlapping 
manner and the intersecting piece passes under the crotch 
and upWardly and over the crosspiece. Releasable fastening 
means such as press-on/rip-off adhesive or Velcro® strips 
are employed to attach the intersecting piece to the cross 
piece. 

[0007] Whether using a T-shaped diaper or other types of 
diapers, it is essential that the diaper meet at least tWo 
signi?cant criteria, i.e., comfort to the Wearer and protection 
against leakage of body ?uids and eXudates. In order to 
achieve these objectives, many prior art Workers in the ?eld 
have focused on providing the diaper With an effective 
fastening system. Indeed, in the aforementioned application 
Ser. No. 09/372,382, the inventors describe a fastening 
system for T-shaped diaper designed to achieve the forego 
ing objectives. Thus, in the T-shaped diaper described 
therein, one female fastening means is provided on the 
lateral Wing or segment of the crosspiece and at least one 
male fastening means is provided on the other lateral Wing 
or segment of the crosspiece such that When the tWo lateral 
segments are Wrapped around the Waist and overlap each 
other, the male fastener engages the female fastener. In 
addition, a pair of spaced apart female fasteners are provided 
on said crosspiece betWeen the end fasteners in the Wings 
such that When the tWo Wings are Wrapped around the Waist 
and folded over each other as aforesaid, said tWo spaced 
apart female fasteners Will be engaged by a pair of spaced 
apart male fasteners located at the distal end of the vertical 
piece of the T-shaped diaper. 

[0008] As it can be seen from the description in the 
aforementioned application Ser. No. 09/376,382 and the 
prior art in general, a variety of fasteners are employed such 
as, e.g., adhesive tape tabs, Velcro®, fabrics Which act as 
female surface for a male fastener, so-called hook and loop 
fasteners, or even mechanical elements. As it can also be 
appreciated, the concern over providing a leak-proof, and 
good ?tting diaper is not limited to a particular shaped 
diaper. Regardless of their shapes, it is essential that the 
diaper be provided With an effective fastening means Which 
assures tight but comfortable Wear, and affords protection 
against leakage of ?uid and body eXudates. 

[0009] Recently, in US. Pat. No. 5,906,604 issued on May 
25, 1999 to Ronnberg et al., the patentee describes an 
attachment means for a belt used With an absorbent garment. 
The belt is either integrated With the absorbent garment, or 
it can be a separate belt attached to the absorbent garment by 
means of a releasable attachment such as hook and loop type 
fastening means, e.g., VELCRO®. Other fastening systems 
are described in the patents referred to in the aforementioned 
Ronnberg et al. patent as Well as a host of other prior art 
patents. 

[0010] A mechanical fastening system for absorbent 
articles is described in US. Pat. No. 5,279,604 issued to 
Robinson et al. on Jan. 18, 1994. The mechanical fastening 
system described therein comprises a tape tab having a ?rst 
fastening element, a landing member comprising a second 
fastening element Which is engageable With the ?rst fasten 
ing element, and an additional fastening element for secur 
ing the absorbent article in a manner Which facilitates 
disposal of the article. 
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[0011] Notwithstanding the plethora of prior art patents 
describing a variety of fastening systems for different dia 
pers, there is still a need for a fastening system Which is 
inexpensive, simple to apply to the garment and is effective 
in preventing leakage of body ?uids and eXudates from the 
diaper. 
[0012] Accordingly, it is an object of the present invention 
to provide an absorbent article, e.g., a diaper, Which has an 
improved fastening system. 

[0013] It is also an object of this invention to provide such 
diaper With a fastening system Which is easy to apply to the 
diaper and Which is adjustable to assure comfort and ?tness 
to the body of the Wearer, and Which can afford maximum 
protection against leakage of urine and body eXudates. 

[0014] It is another object of this invention to provide a 
diaper having an improved fastening system Wherein the 
diaper, When laid out ?at, has a T-shaped con?guration. 

[0015] It is yet another object of this invention to provide 
a T-shaped diaper of certain dimensions Which has compo 
nents of de?ned dimensions and advantageous relative loca 
tions. 

[0016] The foregoing and other features and advantages of 
the present invention Will be appreciated from the folloWing 
detailed description taken With the accompanying draWings. 

SUMMARY OF THE INVENTION 

[0017] The present invention provides a diaper, such as a 
T-shaped diaper, having novel fastening system. The 
T-shaped diaper has a chassis comprising tWo intersecting 
portions or cross pieces Which de?ne the T-shape con?gu 
ration of the diaper When vieWed in stretched position. One 
portion is a lateral piece having lateral segments or Wings 
Which are adapted to be Wrapped around the Waist of a 
Wearer of the diaper. The second portion is a vertical piece 
having a proximal end attached to the chassis and a distal 
end With tape tabs. The vertical portion is adapted to be 
passed under the crotch region of the diaper, folded there 
over and attached to landing Zones on the surface of the 
lateral segments by the tape tabs located at said distal end. 

[0018] In order to assure ?t and comfort, a novel tape tab 
is provided at or near one of said segments or Wings, e.g., the 
right segment When the diaper is vieWed in front stretched 
position. Tape tabs are also provided at the distal ends of the 
intersecting vertical portion Which may be similar to the tape 
tab located on the Wing of the diaper. 

[0019] In accordance With this invention several fastening 
systems are disclosed Which are more fully discussed in the 
detailed description of the present invention. 

[0020] The relative dimensions of the Wings and the 
chassis components of the absorbent article, the Width of the 
landing Zones and their and location, the relaXed overall 
dimensions of the chassis are factors Which contribute to 
providing a commercially attractive and easy-to-package 
brief Which ?ts snugly and comfortably around the body of 
the Wearer. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0021] In the draWings, Wherein like reference numerals 
are employed to designate like parts Wherever possible: 
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[0022] FIG. 1 is a perspective vieW of a T-shaped diaper 
in assembled form When Worn by a Wearer; 

[0023] FIG. 2 is perspective vieW of the diaper in FIG. 1 
shoWing the center vertical segment With its distal end partly 
folded upWard and aWay from the diaper chassis and shoW 
ing an insert and a belt attached together; 

[0024] FIG. 3 is another perspective vieW of the diaper of 
FIG. 2 but shoWing the center vertical segment hanging 
more freely prior to assembling the diaper; 

[0025] FIG. 4 is a stretched vieW of the diaper of FIG. 1 
When it is laid out ?at; 

[0026] FIG. 5 is a sectional vieW taken along the line 5-5 
of FIG. 4; 

[0027] FIG. 6 is a vieW of a T-shaped diaper in stretched 
position employing a tape tab and landing Zone fastening 
system according to one embodiment of the present inven 
tion; 

[0028] FIG. 7 is a top vieW of the tape tab shoWn in FIG. 
6, With the fastener tape in open, ready to be used position; 

[0029] FIG. 8 is a sectional vieW taken along the line 8-8 
of FIG. 7; 

[0030] FIG. 9 is a sectional vieW taken along the line 9-9 
of FIG. 6; 

[0031] FIG. 10 is a partly perspective vieW of a diaper 
having a tape tab and landing Zone fastening system ready 
for use; 

[0032] FIG. 11 is a perspective vieW of the diaper shoWn 
in FIG. 10 in ready to be assembled position; 

[0033] FIG. 12 is a vieW similar to FIG. 6 employing 
multi-layer tape tab and landing Zone fastening system 
according to another embodiment of the present invention; 

[0034] FIG. 13 is a top vieW of the multi-layer tape tab 
and landing Zone fastening system of FIG. 12 With the 
fastener tape in open ready to use position; 

[0035] FIG. 14 is a sectional vieW taken along the line 
14-14 of FIG. 13; 

[0036] FIG. 15 is a sectional vieW taken along the lines 
15-15 of FIG. 12; 

[0037] FIG. 16 is a stretched vieW of a T-shaped diaper 
similar to FIGS. 11 and 12 but employing a hook and loop 
fastening system according to a different embodiment of the 
present invention; 

[0038] FIG. 17 is a top vieW of the hook system employed 
in FIG. 16 With the tape tab in open ready to be used 
position; 

[0039] FIG. 18 is a sectional vieW taken along the line 
18-18 of FIG. 17; 

[0040] FIG. 19 is a sectional vieW taken along the line 
19-19 in FIG. 16; 

[0041] FIG. 20 is a vieW similar to FIG. 16 but employs 
a multi-layer hook and loop fastening system according to 
yet another embodiment of present invention; 
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[0042] FIG. 21 is a top vieW of the multi-layer hook and 
loop fastening system used in FIG. 20 With the tape tab in 
open ready to be used position; 

[0043] FIG. 22 is a sectional vieW taken along the line 
22-22 in FIG. 21; 

[0044] FIG. 23 is a sectional vieW taken along the line 
23-23 in FIG. 20; 

[0045] FIG. 24 is a vieW similar to FIG. 10 employing a 
multi-layer hook and loop fastening system, and illustrates 
the diaper after the ?rst attempt of fastening the tape system 
and peeling open the diaper to shoW the tape tabs as in FIG. 
22. 

[0046] FIG. 25 is a vieW similar to FIG. 20 Wherein the 
diaper is partly elasticated; 

[0047] FIG. 26 is a sectional vieW taken along the line 
26-26 of FIG. 25; 

[0048] FIG. 27 is a sectional vieW taken along the line 
27-27 of FIG. 25; 

[0049] FIG. 28 is a vieW similar to FIG. 16 With the distal 
end of the vertical section having laterally eXtended seg 
ments or Wings; 

[0050] FIG. 29 is a vieW similar to FIG. 20 With a male 
fastener at one Wing and a female fastener is provided at the 
opposite Wing; 
[0051] FIG. 30 is a sectional vieW taken along the line 
30-30 of FIG. 29; 

[0052] FIG. 31 is a sectional vieW taken along the line 
31-31 of FIG. 29; 

[0053] FIG. 32 is a sectional vieW shoWing the reverse 
position shoWn in FIG. 30; 

[0054] FIG. 33 is a sectional vieW shoWing the reverse 
position shoWn in FIG. 31; 

[0055] FIG. 34 is a vieW similar to FIG. 16 having 
different tape tab positions at the distal end of the vertical 
portion; 
[0056] FIG. 35 is a sectional vieW taken along the lines 
35-35 of FIG. 34; 

[0057] FIG. 36 is a stretched vieW similar to FIG. 25 
Wherein each Wing segment is folded over itself; 

[0058] FIG. 37 is a sectional vieW taken along the line 
37-37 of FIG. 36; 

[0059] FIG. 38 is a vieW of a diaper When it is laid out ?at, 
such as shoWn in FIG. 6, illustrating the desired relative 
dimensions and other features of the invention Which 
enhance ?tness of the diaper, and 

[0060] FIG. 39 is a sectional vieW taken along the line 
39-39 of FIG. 38. 

DETAILED DESCRIPTION OF THE DIFFERENT 
EMBODIMENTS OF THE INVENTION 

[0061] Referring ?rst to FIGS. 1-5, there is shoWn in FIG. 
1, a diaper generally designated as 100 comprising a chassis 
having a back Waist region 101 and a front Waist region 103 
(Which may be elasticized), a crotch region 105 and a pair 
of leg openings 107,109 through Which eXtend the legs of 
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the Wearer. The diaper 100 also comprises an absorbent core 
or pad 111 Which is disposed betWeen a liquid pervious 
cover sheet 113 and a liquid impervious backsheet 115 as 
illustrated in FIG. 5 and described hereinafter. The back 
Waist region 101 comprises a mid region 123 having a pair 
of opposed laterally extending segments or ears 117,119 and 
a center intersecting segment or ?ap 121 Which extends 
vertically doWnWard relative to the ears 117,119 as illus 
trated in FIGS. 2, 3 and 4. The ear segments 117,119 are 
adapted to be Wrapped around the Waist, and the center 
vertical segment 121 is adapted to be passed under the crotch 
region 105, pulled up and folded over the crotch region and 
engaged onto the ear segments 117,119 as hereinafter 
described. In order to assure a more perfect ?t of the diaper 
around the torso of the Wearer, the ear segments 117,119 and 
the center ?ap 121 are provided With fastening means at 
strategic locations on their respective surfaces. For eXample, 
in the embodiment shoWn in FIG. 4, the front surface 123A 
of the mid region 123 is provided With a male Velcro-type 
fastening means 125 adjacent the right lateral end of the ear 
segments 119, and the reverse surface 123B opposite the 
surface 123A is provided With a female Velcro-type fasten 
ing means 127,129,131. The distal end 133 of the center 
segment 121 has a top surface on Which is provided a pair 
of opposed, generally parallel and spaced apart male Velcro 
type fastening means 137,139. As it Will become apparent 
from the description of the assembly of the diaper during its 
use, the fastening means on the ear segments and the center 
segment are located at such positions as to result in a 
remarkable tight ?t diaper Which is highly effective against 
leakage of ?uid and body eXudates. 

[0062] In use, the ear segment 117 is Wrapped around the 
Waist ?rst, folloWed by Wrapping the ear segment 119 
around the Waist to overlap the ear segment 117, and the 
male Velcro fastener 125 is engaged onto the female Velcro 
fastener 131. The center segment 121 is then passed under 
the crotch of the Wearer and folded thereover and upWardly 
onto the top surface 123A of the diaper, and then engaging 
the male Velcro fasteners 139 and 137 onto the correspond 
ing aligned female Velcro fasteners 127 and 129 respec 
tively. By proper spacings and alignments of the male/ 
female Velcro fasteners, the fasteners Will mate, i.e., inter 
engage, thus resulting in a more perfect ?t to the Waist of the 
Wearer and prevent leakage of the body ?uids and eXudates 
out of the diaper. 

[0063] The materials and fabrics used in making the 
diapers of the present invention are generally of the type and 
variety knoWn in the art and are described, for eXample, in 
US. Pat. Nos. 4,695,278 and 4,795,454 and in copending, 
commonly assigned application Ser. No. 09/149,265, ?led 
Sep. 8, 1998, the disclosures of Which are fully incorporated 
herein by reference. Thus, the liquid pervious cover sheet is 
a compliant soft material Which is skin friendly and does not 
cause rash or irritation. Such materials include porous 
foams, reticulated foams, plastics, natural ?bers such as 
Woods or cotton ?bers, synthetic ?bers made of polyester or 
propylene available from First Quality Fibers, Inc., McEl 
hattan, Pa., or made from a combination of such materials. 

[0064] The absorbent pad or core may be manufactured 
from a Wide variety of liquid absorbent materials of the type 
usually used in manufacturing disposable diapers and other 
absorbent articles. Such materials include comminuted 




















