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SEMICONDUCTOR DEVICE WITH TEST CIRCUIT 

CROSS REFERENCE TO RELATED 
APPLICATIONS 

[0001] This application claims bene?t of priority under 35 
USC 119 based on Japanese Patent Application No. P2000 
175484 ?led on Jun. 12, 2000, the entire contents of Which 
are incorporated by reference herein. 

BACKGROUND OF THE INVENTION 

[0002] 1. Field of the Invention 

[0003] The present invention relates to a semiconductor 
device With a test circuit and pads that are arranged to easily 
carry out a test such as a defects analyzing test, and a 
semiconductor device capable of carrying out a test at 
intervals of a cycle time set for a semiconductor chip. 

[0004] 2. Description of Related Art 

[0005] FIG. 1 is a block diagram shoWing pads arranged 
on a semiconductor chip in a semiconductor device. The 
pads and are arranged in a middle part of the chip 102 in 
order to improve circuit performance. In FIG. 1, the pads are 
input/output (I/O) pads 40 and are connected to probe-card 
needles or bonding Wires 51, respectively. 

[0006] To carry out a test such as a defects analyZing test 
on the semiconductor device, a probe card, for example, is 
used. The probe card has probe-card needles 51, Which are 
extended to the pads 40 arranged in the middle part of the 
chip 102. As a result, the surface of the chip 102 is covered 
With the needles 51, to greatly reduce a space for accepting 
manual needles for the test, thereby hindering in the test of 
the defects analyZing. 

[0007] Since the pads 40 are in the middle part of the chip 
102, the arrangement of FIG. 1 needs longer bonding Wires 
than a chip that arranges pads along the periphery thereof. 
The long bonding Wires cause signal skeW, and narroW gaps 
among the pads 40 hardly receive the bonding Wires. 

[0008] A circuit board provided With several semiconduc 
tor chips frequently employs a boundary scan test circuit for 
testing Wiring shorts or opens. The boundary scan test circuit 
is con?gured to test the board at loW test frequencies, and 
therefore, is unable to operate at intervals of a cycle time set 
for the semiconductor chips installed on the board. Pads 
formed on these chips are provided With cells such as 
registers to form a boundary scan chain serving as a test 
path. To set test data in each pad, the test data must serially 
be transferred to the pads in synchroniZation With a test 
clock signal (TCK), and therefore, setting the test data in all 
pads needs test clock signal periods Whose number is equal 
to the number of the pads. The test clock signal (TCK) is 
sloWer than a clock signal (CK) for semiconductor device 
operation, and therefore, the boundary scan test circuit is 
unusable to test logic circuits, etc., that are contained in 
semiconductor devices on the chip and operate at the clock 
signal 

SUMMARY OF THE INVENTION 

[0009] The present invention is to provide a semiconduc 
tor device capable of easily accepting manual needles and 
bonding Wires to carry out a test such as a defects analyZing 
test With the use of, for example, a probe card. 
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[0010] The present invention is further to provide a semi 
conductor device capable of utiliZing a boundary scan test 
circuit, to test internal circuits such as logic circuits in the 
semiconductor device according to a clock signal used for 
device operation. 

[0011] Asemiconductor device according to this invention 
includes a plurality of input/output pads arranged in a 
middle part of the semiconductor device, a plurality of 
registers provided for the input/output pads, respectively, 
and connected to one another in series to form a serial scan 
chain, a ?rst pad arranged at the periphery of the semicon 
ductor device and connected to a ?rst one of the registers 
formed the serial scan chain, the ?rst pad con?gured to 
receive externally supplied test data and supply the test data 
to the registers, a second pad arranged at the periphery of the 
semiconductor device and connected to a last one of the 
registers formed the serial scan chain, and a third pad 
arranged at the periphery of the semiconductor device, the 
third pad con?gured to supply an externally supplied ?rst 
clock signal to the registers. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0012] FIG. 1 is a block diagram shoWing a semiconduc 
tor device according to a related art; 

[0013] FIG. 2 is a block diagram shoWing a semiconduc 
tor device according to a ?rst embodiment of the present 
invention; 

[0014] 
FIG. 2; 

[0015] FIG. 4 is a block diagram shoWing a semiconduc 
tor device according to a modi?cation of the ?rst embodi 
ment; 

[0016] FIG. 5 is a block diagram shoWing a semiconduc 
tor device according to another modi?cation of the ?rst 
embodiment; 

FIG. 3 is a block diagram shoWing the details of 

[0017] FIG. 6 is a block diagram shoWing a semiconduc 
tor device according to still another modi?cation of the ?rst 
embodiment; 
[0018] FIG. 7 is a block diagram shoWing a semiconduc 
tor device according to still another modi?cation of the ?rst 
embodiment; 
[0019] FIG. 8 is a block diagram shoWing a semiconduc 
tor device according to a second embodiment of the present 
invention; 
[0020] FIG. 9 is a block diagram shoWing a semiconduc 
tor device according to a third embodiment of the present 
invention; 
[0021] FIG. 10 is a block diagram shoWing a semicon 
ductor device according to a fourth embodiment of the 
present invention; 

[0022] FIG. 11 is a block diagram shoWing a test vector 
generator applicable to the device of FIG. 10; and 

[0023] FIG. 12 is a block diagram shoWing a semicon 
ductor device according to a ?fth embodiment of the present 
invention. 

DESCRIPTION OF THE EMBODIMENTS 

[0024] Various embodiments of the present invention Will 
be described With reference to the accompanying draWings. 
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It is to be noted that the same or similar reference numerals 
are applied to the same or similar parts and elements 
throughout the drawings, and the description of the same or 
similar parts and elements Will be omitted or simpli?ed. 

First Embodiment 

[0025] FIG. 2 is a block diagram shoWing a semiconduc 
tor device having I/ O pads according to the ?rst embodiment 
of the present invention. The semiconductor device is 
formed on a semiconductor chip 101. At the periphery of the 
chip 101, a test data input pad 1, a test data output pad 2, and 
a test clock signal (TCK) input pad 3 are formed. The pads 
1 to 3 are connected to Wires 5 used for a test such as a 
defects analyZing test. The Wires 5 may be probe-card 
needles, bonding Wires, etc. The U0 pads 4 are in a middle 
part of the chip 101. 

[0026] An external tester (not shoWn) provides test data, 
Which is serially set in the pads 4 through the test data input 
pad 1. After carrying out a predetermined test, the pads 4 
provide resultant data, Which is passed through a serial scan 
chain serving as a data path and is transferred to the external 
tester through the test data output pad 2. A test clock signal 
(TCK) used to transfer the test data is supplied from the 
external tester to the test clock signal input pad 3 and to 
registers that are provided for the pads 4, respectively. FIG. 
2 conceptually shoWs arrangements of the pads 1 to 4 and 
does not shoW the registers provided for the pads 4 to form 
the serial scan chain. 

[0027] FIG. 3 shows the details of the pads 1 to 4 and 
registers 6 mentioned above. The registers 6 are provided for 
the pads 4, respectively, and form the serial scan chain 
serving as a data path. The registers 6 operate in synchro 
niZation With the test clock signal (TCK) supplied through 
the test clock signal input pad 3. Namely, the serial scan 
chain involving the test data input pad 1, registers 6, and test 
data output pad 2 is used to set test data supplied from the 
external tester (not shoWn) into the registers 6 in synchro 
niZation With the test clock signal (TCK). 

[0028] The ?rst embodiment arranges the pads 1 to 3 at the 
periphery of the chip 101, so that probe-card needles or 
bonding Wires may easily be connected only to the pads 1 to 
3 When setting test data into the I/O pads 4 arranged in the 
middle part of the chip 101. This arrangement enables a test 
such as a defects analyZing test to be carried out easily. 

[0029] The present invention is applicable to a semicon 
ductor chip having a JTAG boundary scan test circuit. This 
Will be explained. The test data input pad 1, test data output 
pad 2, and test clock signal input pad 3 of FIGS. 2 and 3 are 
assigned to TDI, TDO, and TCK pads of the J TAG boundary 
scan test circuit, so that the pads 1 to 3 of FIGS. 2 and 3 may 
not additionally be formed on a semiconductor chip having 
the JTAG boundary scan test circuit. 

[0030] The registers 6 of FIG. 3 forming a boundary scan 
chain may be assigned to a JTAG test data register circuit, 
to save a layout area of the semiconductor chip having the 
JTAG boundary scan test circuit. Arranging the pads 1, 2, 
and 3 for a boundary scan test circuit in a middle part of a 
semiconductor chip may increase a CR delay compared to 
arranging them at the periphery of the semiconductor chip. 
A boundary scan chain in the boundary scan test circuit is 
originally a test path that needs no high-speed operation, so 
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that the pads 1, 2, and 3 may be arranged in the middle part 
Without deteriorating the performance of the boundary scan 
test circuit. 

[0031] In a defects analyZing test of a semiconductor chip, 
there is a requirement to directly input test data such as a test 
vector from a dedicated pad into a tested part by bypassing 
the test data input pad 1 and boundary scan chain. FIG. 4 is 
a block diagram shoWing a semiconductor device having 
such a dedicated pad 7 according to a modi?cation of the 
?rst embodiment. The dedicated pad 7 is formed at the 
periphery of a semiconductor chip 101 and is used to directly 
input test data by bypassing a test data input pad 1 or a 
boundary scan chain. Probe-card needles or bonding Wires 
may easily be connected only to the pads 1, 2, 3, and 7 to set 
test data necessary for carrying out a defects analyZing test. 

[0032] FIG. 5 is a block diagram shoWing a semiconduc 
tor device according to another modi?cation of the ?rst 
embodiment. The semiconductor devices may have circuit 
characteristics that must consider the in?uence of CR delay 
and clock skeW. Accordingly, a dedicated pad 7 is arranged 
at the center of a semiconductor chip 101 With each gap 
betWeen the pad 7 and any adjacent I/O pad 4 being 
Widened. For example, the gap must be extended to easily 
receive a probe-card needle or a bonding Wire. The arrange 
ment of the dedicated pad 7 of FIG. 5 is effective to reduce 
clock skeW. For the sake of simplicity of explanation, FIG. 
5 does not shoW the probe-card needles or bonding Wires 5, 
the registers 6 to form a boundary scan chain, and other 
Wires of FIG. 4. When a plurality of dedicated pads 7 are 
formed in a central part of a semiconductor chip, it is 
preferable not to arrange them side by side. 

[0033] FIG. 6 is a block diagram shoWing a semiconduc 
tor device according to still another modi?cation of the ?rst 
embodiment. This modi?cation arranges poWer source pads 
8 at the periphery of a semiconductor chip 101, like the pads 
1 to 3 of FIGS. 2 and 3. Similar to FIG. 5, FIG. 6 omits the 
probe-card needles or bonding Wires 5, the registers 6 to 
form a boundary scan chain, and other Wires of FIG. 4 for 
the sake of simplicity of explanation. 

[0034] FIG. 7 is a block diagram shoWing a semiconduc 
tor device according to still another modi?cation of the ?rst 
embodiment. This modi?cation forms a plurality of poWer 
source pads 8 in a middle part of a semiconductor chip 101. 
The poWer source pads 8 are arranged such that they are not 
adjacent to one another and such that a gap betWeen any 
poWer source pads 8 and any adjacent I/O pad 4 is suf? 
ciently Wide to easily receive a probe-card needle, etc. 
Furthermore, it is preferable that a gap betWeen the poWer 
source pad 8 and any adjacent one of the I/O pads 4 is Wider 
than a gap betWeen adjacent ones of the I/O pads 4. Similar 
to FIGS. 5 and 6, FIG. 7 omits the probe-card needles or 
bonding Wires 5, the registers 6 to form a boundary scan 
chain, and other Wires of FIG. 4 for the sake of simplicity 
of explanation. 

[0035] This modi?cation secures, on a semiconductor 
chip, sufficient spaces for receiving manual needles even if 
the pads to receive probe-card needles or bonding Wires are 
arranged at the center of the semiconductor chip. Also, this 
modi?cation secures suf?cient intervals among bonding 
Wires, so that the bonding Wires may easily be connected to 
carry out a test such as a defects analyZing test. 
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Second Embodiment 

[0036] FIG. 8 is a block diagram showing a semiconduc 
tor device according to the second embodiment of the 
present invention. In FIG. 8, registers 6 and pads 4 and 41 
correspond to the registers 6 forming a boundary scan chain 
and the pads 4 of FIG. 4. The pad 41 is a pad for Which a 
test vector must be set according to a clock signal (CK) of 
a normal operation cycle time. A test vector generator 9 
operating With the clock signal (CK) is arranged betWeen the 
register 6 and the pad 41. The pads 4 are usual test pads 
having the registers 6, respectively. For the sake of simplic 
ity of explanation, FIG. 8 shoWs only the pads 4 and 41 for 
receiving test data. For example, pads for providing test 
result data sent from internal circuits (not shoWn) to the 
outside are not shoWn in FIG. 8. 

[0037] To set test data TDI in the pads 4 and 41 to carry 
out, for example, a defects analyZing test, an external tester 
(not shoWn) serially transfers the test data to the registers 6 
of the pads in synchroniZation With a test clock signal 
(TCK). The registers 6 form a boundary scan chain serving 
as a data path. The test data is supplied to the pads 4 and test 
vector generator 9 through the boundary scan chain. The 
number of test clock signal periods required to set the test 
data in all pads 4 and test vector generator 9 is equal to the 
number of the pads and test vector generator. In this Way, a 
?rst step of the defects analyZing test sets initial test values 
in the registers 6, pads 4, and test vector generator 9 in 
synchroniZation With the test clock signal (TCK). In a 
second step of the test, the test vector generator 9 sets test 
data having a predetermined vector value in the pad 41 
according to the clock signal (CK) used for usual chip 
operation. In this Way, the second embodiment is capable of 
using a boundary scan test circuit to set a test vector in the 
pad 41 according to a cycle time de?ned by the normal 
operation clock signal (CK) and executing a test such as a 
defects analyZing test. 

Third Embodiment 

[0038] FIG. 9 is a block diagram shoWing a semiconduc 
tor device according to the third embodiment of the present 
invention. Each pad 41 is provided With a register group 81 
containing “m” registers to supply a plurality of test vectors 
to the pad 41. The example of FIG. 9 has “n” pads 41 (n 
being a positive integer). If there are “m” test vectors, a 
matrix of “n><m” registers form a register circuit. In this case, 
the register circuit contains n register groups 81 each con 
taining m registers. The register groups 81 correspond to the 
pads 41, respectively. 
[0039] To set initial test data (TDI) in all registers of the 
register circuit, a multiplexer (MUX) 82 selects a test clock 
signal (TCK) according to a control signal TEST and 
supplies the selected test clock signal as a control signal A 
to the registers of each register group 81. 

[0040] According to the control signal TEST, each multi 
plexer 83 receives the test data (TDI) from an external tester 
(not shoWn) and sequentially transfers the test data to the 
registers. In the register circuit of FIG. 9, the test data (TDI) 
is serially transferred in synchroniZation With the control 
signal A to the n registers in the ?rst (top) roW of the register 
circuit from the leftmost column toWard the rightmost 
column. The registers in the ?rst roW are directly connected 
to the pads 41, respectively. Thereafter, the test data is 
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serially transferred to the n registers in the second roW from 
the leftmost column toWard the rightmost column. In this 
Way, the test data is serially transferred to the registers, and 
lastly, the test data is serially transferred to the n registers in 
the last (bottom) roW from the leftmost column toWard the 
rightmost column. 

[0041] Once the test data (TDI) is set in all registers, the 
multiplexer 82 selects a normal operation clock signal (CK) 
and supplies the selected clock signal as the control signal A 
to the register groups 81. In response to the control signal A, 
the m registers in each register group 81 serially supply the 
test data (TDI) to the corresponding pad 41. 

[0042] In this Way, the third embodiment employs a reg 
ister circuit containing a matrix of n><m registers correspond 
ing to the number of tests. Required test vectors are supplied 
to the pads 41 through the register circuit to carry out a test 
such as a defects analyZing test in synchroniZation With a 
normal operation clock signal 

Fourth Embodiment 

[0043] FIG. 10 is a block diagram shoWing a semicon 
ductor device according to the fourth embodiment of the 
present invention. The fourth embodiment solves the prob 
lem of the third embodiment that, as the number of test 
vectors increases, the number of registers in each register 
group 81 and the number of pads 41 that need the register 
groups 81 must be increased. 

[0044] FIG. 10 speci?cally shoWs the structure of a test 
vector generator 10 according to the fourth embodiment. 
The test vector generator 10 is arranged betWeen a register 
6 and a pad 41 that needs test vectors. The test vector 
generator 10 has a multiplexer (MUX) 11 operating in 
synchroniZation With a test clock signal (TCK), a register 12 
operating in synchroniZation With a normal operation clock 
signal (CK), and an inverter 13 for inverting the output of the 
register 12 and supplying the inverted output to the multi 
plexer 11. 

[0045] To set initial test data (TDI), an external tester (not 
shoWn) supplies the test data to the register 6. In response to 
a control signal TEST, the multiplexer 11 selectively 
receives the test data from the register 6. In synchroniZation 
With the normal operation clock signal (CK), the register 12 
receives the test data from the multiplexer 11 and supplies it 
to the pad 41. Then, the multiplexer 11 selects the output of 
the inverter 13 and supplies the output to the register 12. As 
a result, the pad 41 receives test vectors de?ned by tWo test 
data pieces supplied in synchroniZation With the normal 
operation clock signal (CK), to execute a test such as a 
defects analyZing test in synchroniZation With a chip cycle 

time de?ned by the normal operation clock signal Instead of the test vector generator 10 of FIG. 10, a test 

vector generator 14 of FIG. 11 may be used. 

[0046] The test vector generator 14 of FIG. 11 has a 
frequency divider 15 in the middle of a line for supplying a 
normal operation clock signal (CK) to a register 12. This 
arrangement multiplies the clock signal (CK) and provides 
a multiplied clock signal to operate the register 12. This 
arrangement is capable of supplying test vector of various 
frequencies to a pad 41, to increase the degree of freedom of 
test data 
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[0047] Instead of the register circuit of FIG. 9, the test 
vector generator 10 of FIG. 10 or the test vector generator 
14 of FIG. 11 is employable to greatly reduce a layout area 
or a chip area. 

Fifth Embodiment 

[0048] FIG. 12 is a block diagram shoWing a semicon 
ductor device according to the ?fth embodiment of the 
present invention. Unlike the second, third, and fourth 
embodiments of FIGS. 8 to 11 that provide each pad 41 With 
a test vector generator, the ?fth embodiment provides tWo or 
more pads With a test vector generator. 

[0049] In FIG. 12, tWo pads 41 and 42 are provided With 
a test vector generator 16. The test vector generator 16 
receives tWo test data pieces (TDI) from registers 6, gener 
ates test vectors, and supplies the test vectors to the pads 41 
and 42. For example, this arrangement is applicable to 
supply address counts as test data to the pads 41 and 42. In 
this case, the test vector generator 16 may have a counter to 
count a plurality of test data pieces supplied thereto and 
supply resultant counts as test data to the pads 41 and 42. 

[0050] In summary, the present invention provides a semi 
conductor device capable of easily accepting manual needles 
and bonding Wires to execute a test such as a defects 
analyZing test With, for example, a probe card. 

[0051] The present invention also provides a semiconduc 
tor device capable of setting test vectors and carrying out a 
test such as a defects analyZing test on internal circuits such 
as logic circuits of the semiconductor device With use of a 
boundary scan test circuit and test vector generator in 
synchroniZation With a cycle time de?ned by a normal 
operation clock signal 

[0052] Various modi?cations Will become possible for 
those skilled in the art after receiving the teachings of the 
present disclosure Without departing from the scope thereof. 

What is claimed is: 
1. A semiconductor device comprising: 

a plurality of input/output pads arranged in a middle part 
of the semiconductor device; 

a plurality of registers provided for the input/output pads, 
respectively, and connected to one another in series to 
form a serial scan chain; 

a ?rst pad arranged at the periphery of the semiconductor 
device and connected to a ?rst one of the registers 
formed the serial scan chain, the ?rst pad con?gured to 
receive externally supplied test data and supply the test 
data to the registers; 

a second pad arranged at the periphery of the semicon 
ductor device and connected to a last one of the 
registers formed the serial scan chain; and 

a third pad arranged at the periphery of the semiconductor 
device, the third pad con?gured to supply an externally 
supplied ?rst clock signal to the registers. 

2. The semiconductor device as claimed in claim 1, 
further comprising: 

a fourth pad arranged at the periphery of the semicon 
ductor device, the fourth pad con?gured to receive 
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externally supplied test data and directly supply the test 
data to a predetermined internal circuit by bypassing 
the registers. 

3. The semiconductor device as claimed in claim 1, 
further comprising: 

at least one fourth pad arranged in a central part of the 
semiconductor device, the fourth pad con?gured to 
receive externally supplied test data and directly supply 
the test data to a predetermined internal circuit by 
bypassing the registers, a gap betWeen the fourth pad 
and any adjacent one of the input/output pads being 
Wider than a gap betWeen adjacent ones of the input/ 
output pads. 

4. The semiconductor device as claimed in claim 3, Where 
in : 

a plurality of the fourth pads are arranged such that a gap 
betWeen adjacent ones of the fourth pads is Wider than 
a gap betWeen adjacent ones of the input/output pads. 

5. The semiconductor device as claimed in claim 3, 
Wherein: 

a plurality of the fourth pads are arranged such that they 
are not adjacent to one another. 

6. The semiconductor device as claimed in claim 1, 
further comprising: 

a ?fth pad arranged at the periphery of the semiconductor 
device, the ?fth pad con?gured to supply source poWer 
to the semiconductor device. 

7. The semiconductor device as claimed in claim 6, 
Wherein: 

a gap betWeen the ?fth pad and any adjacent one of the 
?rst to third pads is Wider than a gap betWeen adjacent 
ones of the input/output pads. 

8. The semiconductor device as claimed in claim 1, 
further comprising: 

at least one ?fth pad arranged in a central part of the 
semiconductor device, the ?fth pad con?gured to sup 
ply source poWer to the semiconductor device. 

9. The semiconductor device as claimed in claim 8, 
Wherein: 

a gap betWeen the ?fth pad and any adjacent one of the 
input/output pads is Wider than a gap betWeen adjacent 
ones of the input/output pads. 

10. The semiconductor device as claimed in claim 8, 
Wherein: 

a plurality of the ?fth pads are arranged at ends of the 
central part such that they are not adjacent to one 
another. 

11. The semiconductor device as claimed in claim 1, 
Wherein: 

the registers are test data handling registers in a JTAG 
boundary scan test circuit. 

12. The semiconductor device as claimed in claim 1, 
Wherein: 

the ?rst pad is a test data input pad according to JTAG 
speci?cations; 

the second pad is a test data output pad according to the 
JTAG speci?cations; and 
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the third pad is a test clock signal input pad according to 
the JTAG speci?cations. 

13. A semiconductor device comprising: 

a plurality of registers connected in series to form a 
boundary scan circuit and transfer and store test data in 
synchronization With a ?rst clock signal; 

a plurality of pads provided for the registers, respectively, 
the pads con?gured to receive test data from the 
registers and supply the test data to corresponding 
internal circuits; and 

a test vector generator arranged betWeen any one of the 
pads that is supplied a plurality of test vectors and the 
corresponding register, the test vector generator con 
?gured to generate, according to test data supplied from 
the corresponding register, test vectors in synchroniZa 
tion With a second clock signal, Which is faster cycle 
time than the ?rst clock signal and de?nes a normal 
cycle time of the semiconductor device, and supply the 
generated test vectors to the corresponding pad. 

14. The semiconductor device as claimed in claim 13, 
Wherein the test vector generator includes: 

a plurality of register groups including “n><m” registers, 
Where “n” being a positive integer, “m” being a positive 
integer; 

a ?rst multiplexer con?gured to provide one of the ?rst 
clock signal and the second clock signal according to a 
control signal; and 

second multiplexers provided for the registers, respec 
tively, the second multiplexers con?gured to receive 
test data and supply the test data to the registers 
according to the control signal, 
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the m registers in each column of the register circuit 
serially transferring the test data to the corresponding 
pad in synchroniZation With the second clock signal 
When the ?rst multiplexer selects and provides the 
second clock signal. 

15. The semiconductor device as claimed in claim 13, 
Wherein the test vector generator includes: 

a multiplexer con?gured to receive test data from the 
corresponding register in synchroniZation With the ?rst 
clock signal; 

a ?rst register con?gured to receive the test data from the 
multiplexer, store the received test data, and supply the 
stored test data to the corresponding pad, in synchro 
niZation With the second clock signal; and 

an inverter con?gured to invert the output of the ?rst 
register and supply the inverted output to the ?rst 
register through the multiplexer. 

16. The semiconductor device as claimed in claim 15, 
Wherein the test vector generator further includes: 

a frequency divider con?gured to divide the frequency of 
the second clock signal by a predetermined number, 
supplying the frequency-divided second clock signal to 
the ?rst register, Which operates in synchroniZation 
With the frequency-divided second clock signal. 

17. The semiconductor device as claimed in claim 13, 
Wherein the test vector generator is shared by at least tWo 
pads. 

18. The semiconductor device as claimed in claim 17, 
Wherein the test vector generator includes a counter circuit. 


