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CASING FOR PISTOLS 

BACKGROUND OF THE INVENTION 

[0001] The present invention relates to a casing for a pistol 
or revolver, Which has been speci?cally designed to facili 
tate a safety handling of the pistol and its WithdraWal from 
the casing. 

[0002] In particular, the pistol casing according to the 
invention alloWs a user to bring a pistol Without revealing 
the presence of such a pistol to third parties. 

[0003] As is knoWn, a great problem related to the use and 
bearing of ?re Weapons and, in particular, pistols or semi 
automatic loader revolvers, is that of concealing said Weap 
ons, together With a very easy WithdraWal thereof, Which is 
very important in particular defence circumstances, in Which 
the pistol gripping speed and the possibility of immediately 
?ring Would involve vital problems. 

[0004] Further knoWn is the fact that conventional pistol 
holsters or casing are born outside of the user body, and can 
be concealed under a jacket, With straps for alloWing the 
pistol to be properly supported. 

[0005] On the other hand, the provision of straps, belts, 
snap buttons, Velcro closures, hinder a quick WithdraWal of 
the pistol. 

[0006] In fact, if a pistol is held in a conventional holster 
it is usually necessary to de?ect a closing ?ap or opening a 
Velcro closure, to grip the pistol and then WithdraW it. 

[0007] Thus, a precious time is lost. 

SUMMARY OF THE INVENTION 

[0008] Accordingly, the aim of the present invention is to 
provide a pistol casing speci?cally designed for obviating 
the above mentioned draWbacks, Which pistol casing can be 
arranged at any desired part of a user body, by using suitable 
connecting straps, for eXample ?Xed at the user Waist or on 
a user shoulder. 

[0009] Within the scope of the above mentioned aim, a 
main object of the present invention is to provide such a 
pistol casing Which can be safely concealed, by associating 
said pistol casing With a leather and/or fabric coating cov 
ering and concealing said casing to provide With an aesthetic 
aspect similar to that of a bag or pouch. 

[0010] Yet another object of the present invention is to 
provide such a pistol casing Which can be supported on outer 
rings of a rucksack, a purse, or a jacket, for eXample hunting 
or ?shing jackets, even in a vertical position, With the pistol 
barrel mouth upWardly directed. 

[0011] Thus, the aim of the present invention is to provide 
such a pistol casing Which can alloW a pistol to be perfectly 
concealed and easily WithdraWn. 

[0012] This Would alloW a pistol user to conceal it and 
WithdraW it in a very easy manner. 

[0013] A further object of the present invention is to 
provide such a pistol casing Which can be easily ?tted to 
several types of pistols and revolvers. 

[0014] Yet another object of the present invention is to 
provide such a pistol or revolver casing alloWing the pistol 
to be easily arranged therein and WithdraWn, even by a 
left-handed person. 
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[0015] Yet another object of the present invention is to 
provide such a pistol casing Which can also hold therein 
auXiliary devices such as laser pointing devices, silencing 
devices or the like. 

[0016] Yet another object of the present invention is to 
provide such a pistol casing Which can be easily made and 
customiZed by using easily available elements and materials 
and Which, moreover, is very competitive from a mere 
economic standpoint. 

[0017] According to one aspect of the present invention, 
the above mentioned aim and objects, as Well as yet other 
objects, Which Will become more apparent hereinafter, are 
achieved by a pistol or revolver casing having the features 
de?ned in the accompanying claims. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0018] Further characteristics and advantages of the 
present invention Will become more apparent hereinafter 
from the folloWing detailed disclosure of a preferred, though 
not exclusive, embodiment of a pistol casing, Which is 
illustrated, by Way of an indicative, but not limitative, 
eXample, in the ?gures of the accompanying draWings, 
Where: 

[0019] FIG. 1 is a tridimensional side vieW of the pistol 
casing according to the invention; 

[0020] FIG. 2 is a side vieW of the pistol casing according 
to the invention; 

[0021] FIG. 3 is a further side vieW of the pistol casing, 
and speci?cally shoWing constructional elements thereof 
and a pistol arranged inside it; 

[0022] FIG. 4 is a side vieW of the pistol casing according 
to the invention, and speci?cally shoWs the locking elements 
alloWing a WithdraWal of the casing according to the inven 
tion; 
[0023] FIG. 5 illustrates only the constructional elements 
of the pistol casing according to the invention, the pistol 
being omitted; and 

[0024] FIG. 6 is an exploded vieW illustrating the inner 
construction of the pistol casing according to the invention, 
speci?cally designed for concealing the pistol and facilitat 
ing its WithdraWal. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENT 

[0025] With reference to the number references of the 
?gures of the accompanying draWings, the pistol casing 
according to the present invention, Which has been generally 
indicated by the reference number 1, comprises an inner or 
inside construction, including tWo C-shape cross section 
members, i.e. a top section member 2 and a bottom section 
member 3, Which are connected to a casing element 4. 

[0026] Said casing 1 comprises furthermore a further 
C-shape section member 5, coupling the section members 2 
and 3 and Which perpendicularly eXtends With respect to the 
latter. 

[0027] The casing 1 is furthermore coated by tWo half 
shells 9 and 10, made of any suitable plastics, resilient and 
foamed materials. 
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[0028] Said half-shells are coated by a textile material, 
leather or synthetic leather material. 

[0029] The mentioned section members form a supporting 
framework including tWo guides, ie a top and a bottom 
guide, therebetWeen a pistol can linearly slide. 

[0030] The bottom element 4, extending the section mem 
ber 3, de?nes an end portion of the bottom guide, thereon the 
pistol butt slides, bears and is locked. 

[0031] In particular, the locking of the pistol or revolver 
25, at an end of stroke or limit position thereof, is achieved 
by using tWo locking means. 

[0032] The ?rst of said locking means comprise a metal 
locking element 13, Which can be freely turn about a hinge 
15 including a spring 14. 

[0033] Said hinge spring is coupled to the section member 
2 through the supporting element 16, the clamping elements 
and screWs 17 and 18. 

[0034] The screW 17, in particular, connects the spring 14 
to the supporting element 16 Which is made rigid With the 
section member 2 by the screW 18. 

[0035] Said section member 2 is in turn coupled to the 
section member 5 by a small bracket 6, Which is provided 
With four tapering holes therein corresponding screWs are 
engaged. 

[0036] In turn, the section member 5 is made rigid With the 
section member 3, through the small bracket 7. 

[0037] The bottom element 4 is made rigid With the 
section member 3 by a clamping element, ie a screW 12, 
Which is threaded in a thread formed in the Walls of the 
throughgoing tapering hole 19 of the element 4 and in the 
Walls of the seat 20 of the section member 3. 

[0038] At the opposite end from the hole 19, the bottom 
element 4 has its greatest thickness. 

[0039] Said element 4, at its side inside the casing, Where 
it contacts the gripping portion or butt of the pistol, also 
comprises a seat or recess 23 Which is engaged as the pistol 
is fully introduced into the casing, by a protuberance 22, 
operating as a detent element for an anti-fall binding of the 
pistol. 

[0040] In the outside end portion of the element 4, a 
throughgoing threaded hole 21 in Which is threaded a 
pressing element 11 is formed. 

[0041] As the protuberance 22 enters the seat or recess 23, 
it Will abut against the deepest Wall of the seat 23, and, by 
said pressing element 11, the pistol Will be prevented from 
accidentally exiting its casing. 

[0042] Thus, said pistol is held and locked at the loader 
bottom, oWing to the ridge formed by the end ball portion of 
the pressing element 11. 

[0043] Said pressing element, in particular, Will prevent 
the pistol from exiting, by cooperating With a detent level 13 
held by the spring 14. 

[0044] As the pistol user introduces his/her hand into the 
inlet of the casing betWeen the tWo foamed material shells 9 
and 10 for gripping the pistol, the pressing element Will yield 
under the pulling force characteriZing the pistol WithdraWing 
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operation, thereby alloWing the pistol to freely exit, and the 
top portion of said pistol Will rise the lever 13 Which Will 
turn through 90 degrees thereby fully freeing the pistol. 

[0045] Different is the condition in Which a bag shaped 
casing, according to the present invention, conventionally 
holds the pistol. 

[0046] In fact, the pressure of the lever 13, provided by the 
spring 14 on the top portion of the butt 26 of the pistol 25 
and the pressure of the spring of the pressing element 
provided on the bottom of said butt on the rear of the 
protuberance 22, it Will be suf?cient to hold the pistol 25 in 
its casing 1, even if the pistol has been introduced in a 
reversed condition With the pistol barrel mouth facing 
upWard and the butt 26 facing doWnWard. 

[0047] The pressing element 11 provides a dynamical type 
of detent element, Which Will be loWered exclusively under 
a WithdraWal force greater than the pistol Weight. 

[0048] Such a closure alloWs anyhoW an easy and free 
displacement, While assuring a proper supporting of the 
pistol and a free and quick WithdraWal thereof, since said 
closure does not comprise straps, snap buttons or other 
complex holding means. 

[0049] Accordingly, the pistol casing Will be of a revers 
ible type and, consequently, can also be easily used by a 
left-handed person. 

[0050] The variable ?xation of the pistol is achieved by a 
plurality of riveted holes 24 arranged on the inner side of the 
casing. 
[0051] From the above disclosure it should be apparent 
that the invention fully achieves the intended aim and 
objects. 

[0052] The invention, as disclosed, is susceptible to sev 
eral modi?cations and variations, all of Which Will come 
Within the scope of the invention. 

[0053] Moreover, all the constructional details can be 
replaced by other technically equivalent elements. 

[0054] In practicing the invention, the used materials, as 
Well as the contingent siZe and shapes, can be any, depend 
ing on requirements. 

1. An improved pistol casing, speci?cally designed for 
facilitating a bearing and WithdraWal of a pistol, character 
iZed in that said pistol casing comprises a box body, having 
an inner construction comprising tWo C-shape section mem 
bers, ie a top section member and a bottom section mem 
ber, coupled to a bottom casing element, and a third section 
member coupling said other tWo section members and Which 
is perpendicular to the latter. 

2. An improved pistol casing, according to claim 1, 
characteriZed in that said inner construction is coated by tWo 
plastics, resilient and foamed material half-shells. 

3. An improved pistol casing, according to claim 2, 
characteriZed in that said plastics, resilient and foamed 
material shells are coated by a textile, leather or synthetic 
leather material. 

4. An improved pistol casing, according to claim 1, 
characteriZed in that said top and bottom section member 
and said casing element are made of a metal or plastics 
material and are designed for forming a top and bottom 
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guide, in Which said pistol can linearly slide as said pistol is 
WithdraWn from or introduced into said casing. 

5. An improved pistol casing, according to claim 4, 
characteriZed in that said pistol is held in said casing by tWo 
locking means, i.e. a top locking means and a bottom 
locking means, arranged at an inlet of said casing. 

6. An improved pistol casing, according to claim 5, 
characteriZed in that said ?rst locking means comprises a 
locking lever, Which can turn about a hinge urged by a metal 
blade spring, coupled to said supporting element through a 
screW said supporting element being coupled to said top 
section member by a further screW. 

7. An improved pistol casing, according to claim 5, 
characteriZed in that said second locking means is de?ned by 
a seat and a pressing element. 

8. An improved pistol casing, according to claim 1, 
Wherein said casing comprises a seat having an abutment for 
a butt portion of said pistol, Which is engaged by a protu 
berance included in said detent element for anti-fall binding 
said pistol, formed in said casing element in Which is de?ned 
a throughgoing and threaded hole for housing therein a 
restraining element. 
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9. An improved pistol casing, according to claim 1, 
characteriZed in that said top section member is made rigid 
With said third section member by a metal bracket having 
tapering holes in Which are engaged screW means and that 
said third section member is made rigid With said bottom 
section member by a further metal bracket. 

10. An improved pistol casing, according to claim 1, 
characteriZed in that said casing element is made rigid With 
said bottom section member by a clamping element, a 
tapering screW engaging in a thread formed in a through 
going tapering hole and in the Walls of a seat of said bottom 
section member. 

11. An improved pistol casing, according to claim 1, 
characteriZed in that said pressing element provides a 
dynamical detent element Which is loWered only under a 
WithdraWal force greater than the pistol Weight. 

12. An improved pistol casing, characteriZed in that said 
casing is a reversible casing adapted for either right handed 
or left handed persons oWing to the provision of a plurality 
of riveted holes arranged on an inside side of said casing. 

* * * * * 


