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(57) ABSTRACT 

A charge and discharge circuit that reduces the poWer 
consumption at charging and discharging Without shortening 
the life of secondary batteries is described. The charge and 
discharge circuit includes charge current control circuits 
connected in parallel to the secondary batteries for perform 
ing bypass control of a charge current supplied to the 
secondary batteries. A potential difference detection circuit 
detects a voltage difference betWeen the secondary batteries 
and controls the charge current control circuits in accor 
dance With the voltage difference to selectively bypass the 
charge current supplied to the secondary batteries. 
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CHARGE CIRCUIT THAT PERFORMS CHARGE 
CONTROL BY COMPARING A PLURALITY OF 

BATTERY VOLTAGES 

BACKGROUND OF THE INVENTION 

[0001] The present invention relates to a charge circuit, 
and, more particularly, to a charge circuit, a charge and 
discharge circuit and a battery pack that are suitable for a 
secondary battery used in portable electronic apparatus, such 
as notebook-siZe personal computers. 

[0002] FIG. 1 is a schematic circuit diagram of a prior art 
charge and discharge circuit 100, Which is conventionally 
built in a battery pack that is installed in a notebook-siZe 
personal computer. The function of the prior art circuit is 
described in the folloWing to illustrate the limitations of 
conventional charge circuits. The charge and discharge 
circuit 100 controls charging and discharging of a battery 1 
built in the battery pack. The battery 1 includes a plurality 
of (for example, three) lithium ion batteries 1a-1c connected 
in series. The charge and discharge circuit 100 includes a 
balanced current setting circuit 4 and a charging and dis 
charging control circuit 7. 

[0003] The positive electrode of the battery 1 is connected 
to a positive input/output terrninal t1 via a discharge control 
sWitch 2 including a P-channel MOS (PMOS) transistor and 
a charge control sWitch 3 including the PMOS transistor. 
The negative electrode of the battery 1 is connected to a 
negative input/output terrninal t2. When charges are charged 
into the battery 1, a direct current voltage is applied from a 
personal computer to the positive and negative input/output 
terrninals t1, t2. When the charges of the battery 1 are 
discharged, driving poWer is supplied from the positive and 
negative input/output terrninals t1, t2 to the personal corn 
puter. 

[0004] When charges are charged into the battery 1, even 
if the discharge control sWitch 2 is turned off, a charge 
current is supplied from the personal computer to the battery 
1 via the charge control sWitch 3 that is turned on and a 
parasitic diode D2 of the discharge control sWitch 2. When 
the charges of the battery 1 are discharged, even if the charge 
control sWitch 3 is turned off, a discharge current is supplied 
from the battery 1 to the personal computer via the discharge 
control sWitch 2 that is turned on and a parasitic diode D3 
of the charge control sWitch 3. 

[0005] The balanced current setting circuit 4 includes 
three charge current control circuits 4a-4c connected in 
parallel to the lithium ion batteries 1a-1c, respectively. The 
charge current control circuits 4a-4c include resistors 5a-5c 
and N-channel MOS (NMOS) transistors 6a-6c, respec 
tively. When each of the NMOS transistors 6a-6c is turned 
on, charges of the corresponding lithium ion batteries 1a-1c 
are discharged. 

[0006] The charging and discharging control circuit 7 
includes a cell voltage detection circuit 8, an overcharge 
detection circuit 9 and an overdischarge detection circuit 10. 
The cell voltage detection circuit 8 includes three cell 
voltage arnpli?ers 86l-8C that detect inter-terrninal voltages 
(cell voltages) Va-Vc of the lithium ion batteries 1a-1c, 
respectively. Each of the cell voltage arnpli?ers is preferably 
an operational arnpli?er (op amp) having an arnpli?cation 
factor “1”. 
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[0007] Speci?cally, a non-inverting input terminal of the 
?rst cell voltage arnpli?er 8a is connected to the positive 
electrode of the ?rst lithium ion battery 1a and the inverting 
input terminal thereof is connected to the negative electrode 
of the ?rst lithium ion battery 1a (positive electrode of the 
second lithium ion battery 1b). The ?rst cell voltage arnpli 
?er 8a detects the inter-terrninal voltage (cell voltage) Va of 
the ?rst lithium ion battery 1a and supplies the cell voltage 
Va to the overcharge detection circuit 9. 

[0008] A non-inverting input terminal of the second cell 
voltage arnpli?er 8b is connected to the positive electrode of 
the second lithium ion battery 1b and the inverting input 
terminal thereof is connected to the negative electrode of the 
second lithium ion battery 1b (positive electrode of the third 
lithium ion battery 1c). The second cell voltage arnpli?er 8b 
detects the inter-terrninal voltage (cell voltage) Vb of the 
second lithium ion battery 1b and supplies the cell voltage 
Vb to the overcharge detection circuit 9. 

[0009] A non-inverting input terminal of the third cell 
voltage arnpli?er 8c is connected to the positive electrode of 
the third lithium ion battery 1c and the inverting input 
terminal thereof is connected to the negative electrode of the 
third lithium ion battery 1c. The third cell voltage arnpli?er 
8c detects the inter-terrninal voltage (cell voltage) Vc of the 
third lithium ion battery 1c and supplies the cell voltage Vc 
to the overcharge detection circuit 9. 

[0010] The overcharge detection circuit 9 includes three 
cornparators 9a-9c and an OR circuit 9d. The ?rst cell 
voltage Va is supplied to a non-inverting input terminal of 
the ?rst cornparator 9a and a second reference voltage VTH 
is supplied to the non-inverting input terminal thereof. The 
?rst cornparator 9a supplies a loW-level detection signal to 
the OR circuit 9d When the ?rst cell voltage Va is beloW the 
second reference voltage VTH. When the ?rst cell voltage 
Va is equal to or greater than the second reference voltage 
VTH, a high-level detection signal is supplied to the OR 
circuit 9d. That is, the ?rst cornparator 9a supplies the 
high-level detection signal to the OR circuit 9d When the 
inter-terrninal voltage Va of the ?rst lithium ion battery 1a 
reaches the second reference voltage VTH. 

[0011] The ?rst cornparator 9a has hysteresis and main 
tains the output of a high-level detection signal until the ?rst 
cell voltage Va drops to a predetermined voltage VTL 
smaller than the second reference voltage VTH after the ?rst 
cell voltage Va reaches a voltage equal to or greater than the 
second reference voltage VTH at one time. 

[0012] The second cell voltage Vb is supplied to a non 
inverting input terminal of the second cornparator 9b and the 
second reference voltage VTH is supplied to the non 
inverting input terminal thereof. The second cornparator 9b 
supplies a loW-level detection signal to the OR circuit 9d 
When the second cell voltage Vb is beloW the second 
reference voltage VTH. When the second cell voltage Vb is 
equal to or greater than the second reference voltage VTH, 
a high-level detection signal is supplied to the OR circuit 9d. 
That is, the second cornparator 9b supplies the high-level 
detection signal When the inter-terrninal voltage Vb of the 
second lithium ion battery 1b reaches the second reference 
voltage VTH. 

[0013] The second cornparator 9b has hysteresis and main 
tains the output of a high-level detection signal until the 
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second cell voltage Vb drops to the predetermined voltage 
VTL smaller than the second reference voltage VTH after 
the second cell voltage Vb reaches a voltage equal to or 
greater than the second reference voltage VTH at one time. 

[0014] The third cell voltage Vc is supplied to a non 
inverting input terminal of the third comparator 9c and the 
second reference voltage VTH is supplied to the non 
inverting input terminal thereof. The third comparator 9c 
supplies a loW-level detection signal to the OR circuit 9d 
When the third cell voltage Vc is beloW the second reference 
voltage VTH. When the third cell voltage Vc is equal to or 
greater than the second reference voltage VTH, a high level 
detection signal is supplied to the OR circuit 9d. That is, the 
third comparator 9c supplies the high-level detection signal 
to the OR circuit 9d When the inter-terminal voltage Vc of 
the third lithium ion battery 1c reaches the second reference 
voltage VTH. 

[0015] The third comparator 9a has hysteresis and main 
tains the output of a high-level detection signal until the third 
cell voltage Vc drops to the predetermined voltage VTL 
smaller than the second reference voltage VTH after the 
third cell voltage Vc reaches a voltage equal to or greater 
than the second reference voltage VTH at one time. 

[0016] The output terminal of the OR circuit 9a' is con 
nected to the gate terminal of the charge control sWitch 3 
(PMOS transistor). The OR circuit 9d turns off the charge 
control sWitch 3 When at least one of the detection signals of 
the comparators 9a-9c is at the high level. That is, When at 
least one inter-terminal voltage of the lithium ion batteries 
1a-1c reaches the second reference voltage VTH, the charge 
control sWitch 3 is turned off and charging is stopped. 

[0017] The detection signals of the comparators 9a-9c are 
also supplied to gate terminals of NMOS transistors 6a-6c, 
respectively. For example, When the detection signal of the 
comparator 9a is at the high level, the NMOS transistor 6a 
is turned on and the charges of the ?rst lithium ion battery 
1a is discharged via the NMOS transistor 6a. Thus the 
inter-terminal voltage Va of the ?rst lithium ion battery 1a 
drops to the predetermined voltage VTL. When the inter 
terminal voltages Va-Vc of the lithium ion batteries 1a-1c 
drop to the voltage VTL, charging is restarted. 

[0018] When the overcharge detection circuit 10 receives 
the inter-terminal voltages Va-Vc of each of the lithium 
batteries 1a-1c from the cell voltage ampli?ers Sa-Sc and at 
least one of the inter-terminal voltages Va-Vc drops beloW 
a predetermined third reference voltage, the charge control 
sWitch 2 is turned off and the discharging of the battery 1 is 
stopped. That is, When at least one of the inter-terminal 
voltages Va-Vc of the lithium ion batteries 1a-1c drops to a 
voltage equal to or smaller than the predetermined third 
reference voltage, the supply of driving poWer from the 
battery 1 to the personal computer is stopped. 

[0019] Since there is dispersion in the lithium ion batteries 
1a-1c, a difference arises in the inter-terminal voltages 
Va-Vc When charging starts or a difference arises at the time 
When the inter-terminal voltage reaches the second reference 
voltage VTH. In this case, the inter-terminal voltages Va-Vc 
of the lithium ion batteries 1a-1c Will not reach the second 
reference voltage VTH at the same time. As a result, for 
eXample, When the ?rst lithium ion battery 1a reaches the 
second reference voltage VTH, charging is temporarily 
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stopped. After the inter-terminal voltage Va is dropped to the 
voltage VTL by discharging the charging charges of the ?rst 
lithium ion battery 1a, the charging is restarted. The lithium 
ion batteries 1a-1c are evenly charged by repeating charging 
and discharging in this manner. 

[0020] In the charging method of the aforementioned 
lithium ion batteries 1a-1c, hoWever, a stress applies to each 
lithium ion battery and its life is shortened. OtherWise, since 
there is dispersion in the lithium ion battery, the charging 
and discharging are collectively repeated against a speci?c 
lithium ion battery and that lithium ion battery deteriorates 
faster than another lithium ion battery. 

[0021] Japanese Patent Laid-Open Publication No. 
7-87673A discloses a charging control system that charges 
a battery Without repeating charging and discharging. The 
charging control system comprises a plurality of detectors 
that detect the inter-terminal voltages of a plurality of 
lithium ion batteries and a plurality of bypass circuits 
connected in parallel to the plurality of lithium ion batteries, 
respectively. When the inter-terminal voltages of the lithium 
ion batteries detected by the detectors reach a predetermined 
voltage, the associated bypass circuit is conducted and 
charging is terminated. 

[0022] In the aforementioned charging control system, 
hoWever, regardless of the dispersion of the inter-terminal 
voltage of each lithium ion battery, the bypass circuit 
associated With the battery that reached the predetermined 
voltage is conducted. Therefore, if the dispersion of the 
inter-terminal voltage is large, the bypass circuit conducted 
?rst is kept in the conduction state for a long time. As a 
result, the durability of the bypass circuit decreases and the 
poWer consumption increases. 

[0023] Japanese Patent Laid Open Publication No. 
7-87673A discloses a charging control system that performs 
charging in the state Where the inter-terminal voltages of tWo 
lithium ion batteries are alWays equal. The charging control 
system includes a resistance voltage dividing circuit that 
generates half the voltage of the total voltages of tWo 
batteries and an ampli?er that ampli?es the half voltage at an 
ampli?cation factor “1”. The output of the ampli?er is 
connected to the node of the tWo lithium ion batteries. When 
the inter-terminal voltage of the lithium ion battery on the 
positive electrode side is greater than the inter-terminal 
voltage of the lithium ion battery on the negative electrode 
side, the lithium ion battery on the negative electrode side is 
charged by the ampli?er. When the inter-terminal voltage of 
the lithium ion battery on the positive electrode side is 
smaller than the inter-terminal voltage of the lithium ion 
battery on the negative electrode side, the lithium ion battery 
on the positive side is charged. 

[0024] In the aforementioned control system, hoWever, 
even When the tWo lithium ion batteries are discharged, the 
ampli?er and the voltage dividing circuit are activated by the 
poWer supply voltages of the batteries, so that the poWer 
consumption increases. As a result, the service time of a 
battery pack is shortened. Moreover, applying the aforemen 
tioned control system to three lithium ion batteries or more 
makes the circuit con?guration very complicate. 
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SUMMARY OF THE INVENTION 

[0025] An object of the present invention is to provide a 
charge and discharge circuit that reduces the power con 
sumption at charging and discharging Without shortening the 
life of a secondary battery. 

[0026] In a ?rst aspect of the present invention, a charge 
circuit that charges a plurality of secondary batteries is 
described. The charge circuit includes a plurality of charge 
current control circuits connected in parallel to the plurality 
of secondary batteries for performing bypass control of a 
charge current supplied to the plurality of secondary batter 
ies. A potential difference detection circuit is connected to 
the plurality of charge current control circuits to detect a 
voltage difference betWeen the plurality of secondary bat 
teries and control the plurality of charge current control 
circuits in accordance With the voltage difference to selec 
tively bypass the charge current supplied to the plurality of 
secondary batteries. 

[0027] In a second aspect of the present invention, a 
charge circuit that charges a plurality of secondary batteries 
is provided. The charge circuit includes a plurality of charge 
current control circuits, connected in parallel to the plurality 
of secondary batteries, respectively, for performing bypass 
control of a charge current supplied to the plurality of 
secondary batteries. Aplurality of potential difference detec 
tion circuits are connected to the plurality of charge current 
control circuits, respectively. Each potential difference 
detection circuit detects a voltage difference betWeen a 
voltage of the associated secondary battery and a voltage of 
another secondary battery and controls the associated charge 
current control circuit in accordance With the voltage dif 
ference to selectively bypass the charge current supplied to 
the associated secondary battery. A charge detection circuit 
is connected to the plurality of potential difference detection 
circuits to detect Whether charging is performed into the 
plurality of secondary batteries and activate the plurality of 
potential difference detection circuits When the charging is 
performed. 

[0028] In a third aspect of the present invention, a charge 
and discharge circuit that performs the charging and dis 
charging of a plurality of secondary batteries is provided. 
The charge and discharge circuit includes a plurality of 
charge current control circuits, connected in parallel to the 
plurality of secondary batteries, for performing bypass con 
trol of a charge current supplied to the plurality of secondary 
batteries. A potential difference detection circuit is con 
nected to the plurality of charge current control circuits to 
detect a voltage difference of the plurality of secondary 
batteries and control the plurality of charge current control 
circuits in accordance With the voltage difference to selec 
tively bypass the charge current supplied to the plurality of 
secondary batteries. A charge detection circuit is connected 
to the potential detection circuit to detect Whether charging 
is performed into the plurality of secondary batteries and 
activate the potential difference detection circuit When the 
charging is performed. An overcharge detection circuit 
detects the voltages of the plurality of secondary batteries 
and stops the charging into the plurality of secondary 
batteries When and at least one of the detected voltages is 
equal to or greater than a predetermined ?rst reference 
voltage. An overdischarge detection circuit detects the volt 
ages of the plurality of secondary batteries and stops dis 
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charging of the plurality batteries When at least one of the 
detected voltages drops to a voltage equal to or smaller than 
a predetermined second reference voltage. 

[0029] In a fourth aspect of the present invention, a charge 
and discharge circuit that performs the charging and dis 
charging of a plurality of secondary batteries is provided. 
The charge and discharge circuit includes a plurality of 
charge current control circuits, connected in parallel to the 
plurality of secondary batteries, respectively, for performing 
bypass control of a charge current supplied to the plurality 
of secondary batteries. A plurality of potential detection 
circuits are connected to the plurality of charge current 
control circuits, respectively. Each potential detection circuit 
detects a voltage difference betWeen the voltage of associ 
ated secondary battery and the voltage of another secondary 
battery and controls the associated charge current control 
circuit in accordance With the voltage difference to selec 
tively bypass the charge current supplied to the associated 
secondary battery. A charge detection circuit is connected to 
the plurality of potential difference detection circuit to detect 
Whether charging is performed into the plurality of second 
ary batteries and activate the plurality of potential difference 
detection circuits. An overcharge detection circuit detects 
the voltages of the plurality of secondary batteries and stops 
the discharging of the plurality of secondary batteries When 
at least one of the detected voltages is equal to or greater 
than a predetermined ?rst reference voltage. An overdis 
charge detection circuit detects the voltages of the plurality 
of secondary batteries and stops the discharging of the 
plurality of secondary batteries When and at least one of the 
detected voltages drops to a voltage equal to or smaller than 
a predetermined second reference voltage. 

[0030] Other aspects and advantages of the invention Will 
become apparent from the folloWing description, taken in 
conjunction With the accompanying draWings, illustrating by 
Way of eXample the principles of the invention. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0031] The invention, together With objects and advan 
tages thereof, may best be understood by reference to the 
folloWing description of the presently preferred embodi 
ments together With the accompanying draWings in Which: 

[0032] FIG. 1 is a schematic circuit diagram of a prior art 
charge and discharge circuit; 

[0033] FIG. 2 is a schematic circuit diagram of a charge 
and discharge circuit according to a ?rst embodiment of the 
present invention; and 

[0034] FIG. 3 is a schematic circuit diagram of a charge 
and discharge circuit according to a second embodiment of 
the present invention. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENTS 

[0035] In the draWings, like numerals are used for like 
elements throughout. 

[0036] As shoWn in FIG. 2, a charge and discharge circuit 
200 according to a ?rst embodiment of the present invention 
includes a balanced current setting circuit 4, a charging and 
discharging control circuit 7, and a charge detect resistor RS 
connected betWeen the positive electrode of a battery 1 and 
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the discharge control switch 2. The charging and discharging 
control circuit 7 includes a cell voltage detection circuit 8, 
an overcharge detection circuit 9, an overdischarge detection 
circuit 10, a charge detection circuit 21, a gate circuit 22, and 
a balanced current control circuit 23 (a potential difference 
detection circuit). The charge and discharge circuit 200 is 
preferably built in a battery pack. 

[0037] Each of the three cornparators 9a-9c of the over 
charge detection circuit 9 has no hysteresis, generates a 
high-level detection signal When a cell voltage is equal to or 
greater than the second reference voltage VTH, and gener 
ates a loW-level detection signal When the cell voltage 
dropped beloW the second reference voltage VTH. 

[0038] The charge detection circuit 21 includes a corn 
parator 21a that has a non-inverting input terminal con 
nected to a node betWeen the charge detection resistor RS 
and the discharge control sWitch 2 and an inverting input 
terminal connected to a node betWeen the charge detection 
resistor RS and the battery 1 via a second reference offset 
voltage VTH2. The second reference offset voltage VTH2 is 
smaller than the inter-terrninal voltage of the charging 
detection resistance RS based on the current that ?oWs in the 
charge detection resistor RS at charging. At charging, the 
input voltage of the non-inverting input terminal of the 
comparator 21a is greater than the input voltage of the 
inverting input terminal and the comparator 21a generates a 
high-level output signal. At discharging, the input voltage of 
the non-inverting input terminal is smaller than the input 
voltage of the inverting input terminal and the comparator 
21a generates a loW level output signal. That is, the charge 
detection circuit 21 generates the high-level output signal at 
charging, and the loW-level output signal at discharging. 

[0039] The gate circuit 22 includes an AND circuit 22a 
and an inverter circuit 22b. The AND circuit 22a has a ?rst 
input terminal that receives an output signal from the charge 
detection circuit 21 via the inverter circuit 22b and a second 
input terminal that receives an output signal from the 
overcharge detection circuit 10. The output terminal of the 
AND circuit 22a is connected to the discharge control sWitch 
2 (the gate terminal of the PMOS transistor). 

[0040] In response to a loW-level output signal from the 
overdischarge detection circuit 10 and a high-level output 
signal from the charge detection circuit 21, the AND circuit 
22a supplies a loW-level output signal to the discharge 
control sWitch 2 and the discharge control sWitch 2 is turned 
on. At discharging, When at least one of inter-terrninal 
voltages Va-Vc of lithium ion batteries 1a-1c drops beloW 
a predetermined reference voltage and a loW-level output 
signal is output from the charge detection circuit 21, the 
discharge control sWitch 2 is turned off. 

[0041] The balanced current control circuit 23 includes 
three potential difference cornparison cornparators 24a-24c 
and three AND circuits 25a-25c. 

[0042] Each of the potential difference cornparison corn 
parators 24a-24c includes a non-inverting input terminal and 
tWo inverting input terminals. Each of the cornparators 
24a-24c compares the input voltage supplied to the non 
inverting input terminal and the smaller input voltage of the 
input voltages supplied to the tWo inverting input terminals. 
Each of the cornparators 24a-24c generates a high-level 
output signal When the input voltage of the non-inverting 
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input terminal is equal to or greater than the smaller input 
voltage of either of the inverting input terminals. Each of the 
cornparators 24a-24c generates a loW-level output signal 
When the input voltage of the non-inverting input terminal 
drops beloW the smaller input voltage of either of inverting 
input terminals. Therefore, each of the cornparators 24a-24c 
functions as a potential difference circuit. 

[0043] The potential difference cornparison cornparators 
24a-24c are activated With a high-level output signal output 
from the charge detection circuit 21. Each of the cornpara 
tors 24a-24c is a differential arnpli?cation type cornparator 
and includes a transistor (a constant current source) that is 
turned on and off by the output signal of the discharge 
detection circuit 21. When the output signal of the charge 
detection circuit 21 is at the high level, the transistor is tuned 
on and each of the cornparators 24a-24c is activated. When 
the output signal of the charge detection circuit 21 is at the 
loW level, the transistor is turned off and each of the 
cornparators 24a-24c is deactivated. Therefore, at discharg 
ing, each of the cornparators 24a-24c is deactivated and 
poWer is not consurned. 

[0044] The non-inverting input terminal of the ?rst poten 
tial difference cornparison cornparator 24a is connected to 
the output terminal of a ?rst cell voltage arnpli?er 8a of the 
cell voltage detection circuit 8 via a ?rst reference offset 
voltage VD (a predetermined ?rst reference voltage). The 
tWo inverting input terminals of the ?rst potential difference 
cornparison cornparator 24c are connected to the output 
terminal of a second cell voltage arnpli?er 8b and the output 
terminal of a third cell voltage ampli?er 8c, respectively. 

[0045] The ?rst potential difference cornparison cornpara 
tor 24c supplies a high-level output signal to a ?rst AND 
circuit 25a When the output voltage of the ?rst cell voltage 
arnpli?er 8a (inter-terrninal voltage Va of the ?rst lithium ion 
battery 1a) is equal to or greater than the inter-terrninal 
voltage Vb of the lithium ion battery lb or the inter-terrninal 
voltage Vc of the lithium ion battery 1c by the ?rst reference 
offset voltage VD. 

[0046] The non-inverting input terminal of the second 
potential difference cornparison cornparator 24b is con 
nected to the output terminal of the second cell voltage 
arnpli?er 8b via the ?rst reference offset voltage VD. The 
tWo inverting input terminals of the second potential differ 
ence cornparison cornparator 24b are connected to the output 
terminal of the ?rst cell voltage arnpli?er 8a and the output 
terminal of the third cell voltage arnpli?er 8c, respectively. 

[0047] The second potential difference cornparison corn 
parator 24b supplies a high-level output signal to a second 
AND circuit 25b When the output voltage of the second cell 
voltage arnpli?er 8b (inter-terrninal voltage Vb of the second 
lithium ion battery 1b) is equal to or greater than the 
inter-terrninal voltage Va of the lithium ion battery 1a or the 
inter-terrninal voltage Vc of the lithium ion battery 1c by the 
?rst reference offset voltage VD. 

[0048] The non-inverting input terminal of the third poten 
tial difference cornparison cornparator 24c is connected to 
the output terminal of the third cell voltage arnpli?er 8c via 
the ?rst reference offset voltage VD. The tWo inverting input 
terminals of the third potential difference cornparison corn 
parator 24c are connected to the output terminal of the ?rst 
cell voltage arnpli?er 8a and the output terminal of the 
second cell voltage arnpli?er 8b, respectively. 
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[0049] The third potential difference comparison com 
parator 24c supplies a high-level output signal to a third 
AND circuit 25c When the output voltage of the third cell 
voltage ampli?er 8c (inter-terminal voltage Vc of the third 
lithium ion battery 1c) is equal to or greater than the 
inter-voltage Va of the lithium ion battery 1a or the inter 
terminal voltage Vb of the lithium ion battery 1b by the ?rst 
reference offset voltage VD. 

[0050] The AND circuits 25a-25c receive output signals 
from the potential difference comparison comparators 24a 
24c, respectively and receive an output signal from the 
charge detection circuit 21. When the output signal of the 
charge detection circuit 21 is at the high level, the AND 
circuits 25a-25c supply the output signals of the potential 
difference comparison comparators 24a-24c to the gate 
terminals of NMOS transistors 6a-6c of charge current 
control circuits 4a-4c, respectively. 

[0051] Speci?cally, the output terminal of the ?rst AND 
circuit 25a is connected to the gate terminal of the NMOS 
transistor 6a of the ?rst charge current control circuit 4a. 
When the output voltage of the cell voltage ampli?er 8a is 
equal to or greater than the inter-terminal voltage Vb of the 
lithium ion battery lb or the inter-terminal voltage Vc of the 
lithium ion battery 1c by the ?rst reference offset voltage 
VD, the NMOS transistor 6a is turned on. 

[0052] The output terminal of the second AND circuit 25b 
is connected to the gate terminal of the NMOS transistor 6b 
of the second charge current control circuit 4b. When the 
output voltage of the second cell voltage ampli?er 8b is 
equal to or greater than the inter-terminal voltage Va of the 
lithium ion 1a or the inter-terminal voltage Vc of the lithium 
ion battery 1c by the ?rst reference offset voltage VD, the 
NMOS transistor 6b is turned on. 

[0053] The output terminal of the third AND circuit 25c is 
connected to the gate terminal of the NMOS transistor 6c of 
the third charge current control circuit 4c. When the output 
voltage of the third cell voltage ampli?er 8c is equal to or 
greater than the inter-terminal voltage Va of the lithium ion 
battery 1a or the inter-terminal voltage Vb of the lithium ion 
battery 1b by the ?rst reference offset voltage VD, the 
NMOS transistor 6c is turned on. 

[0054] NeXt, the operation of the charge and discharge 
circuit 200 is described. 

[0055] Hereupon, the second reference voltage VTH sup 
plied to the comparators 9a-9c may be 4.2 volts and the ?rst 
reference offset voltage VD may be 0.2 volts. 

[0056] When a charger is connected to input/output ter 
minals t1, t2 and charging to the battery 1 is started, the 
charge detection circuit 21 outputs a high-level output signal 
and the balanced current control circuit 23 is activated. 

[0057] When each of the inter-terminal voltages Va-Vc of 
the lithium ion batteries 1a-1c is 3.8 volts, for eXample, the 
potential of 0.2 volts (?rst reference offset voltage VD) does 
not eXist in the inter-terminal voltages Va-Vc of the lithium 
ion batteries 1a-1c. Therefore, the potential difference com 
parison comparators 24a-24c supply loW-level output sig 
nals to the AND circuits 25a-25c and the charge current 
control circuits 4a-4c are nonconducted. Thus, charging is 
evenly performed to the lithium ion batteries 1a-1c toWard 
4.2 volts. 
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[0058] In the folloWing a case is described Where the 
potential difference equal to or greater than 0.2 volt (?rst 
reference offset voltage VD) eXists in the inter-terminal 
voltages Va-Vc of the lithium ion batteries 1a-1c is 
described. For eXample, When the inter-terminal voltage Va 
of the ?rst lithium ion battery 1a is 3.8 volts and the 
inter-terminal voltages Vb, Vc of the second and third 
lithium ion batteries 1b, 1c are 3.5 volts, the ?rst potential 
difference comparison comparator 24a supplies a high-level 
output signal to the ?rst AND circuit 25a and the second and 
third potential difference comparison comparators 24b, 24c 
supply loW-level output signals to the second and third AND 
circuits 25b, 25c, respectively. Thereupon, only the ?rst 
charge current control circuit 4a is conducted and charging 
is evenly performed to the second and third lithium ion 
batteries 1b, 1c toWard 3.8 volts. At this time, since the 
charging is continuously performed, even if the ?rst charge 
current control circuit 4a is conducted, the ?rst lithium ion 
battery 1a Will not discharge charges via the ?rst charge 
current control circuit 4a. 

[0059] When the potential difference betWeen the inter 
terminal voltages Vb, Vc of the second and third lithium ion 
batteries 1b, 1c and the inter-terminal voltage Va of the ?rst 
lithium ion battery 1a is reduced to less than 0.2 volt, the ?rst 
potential difference comparison comparator 24c supplies a 
loW-level output signal to the ?rst AND circuit 25a. As a 
result, all of the charge current control circuits 4a-4c are 
nonconducted and charging is evenly performed to the 
lithium ion batteries 1a-1c toWard 4.2 volts. 

[0060] Shortly, When charging is evenly performed With 
the potential difference of less than 0.2 volt and at least one 
of the lithium ion batteries 1a-1c reaches substantially 4.2 
volts, the charge control sWitch 3 is turned off and the 
charging is terminated. At this time, the charge detection 
circuit 21 outputs a loW-level output signal and the balanced 
current control circuit 23 is deactivated. 

[0061] The charge and discharge circuit 200 of the ?rst 
embodiment has the folloWing advantages: 

[0062] (1) Until the lithium ion batteries 1a-1c are 
evenly charged into 4.2 volts, the battery that Was 
?rst charged into 4.2 volts Will not repeat charging 
and discharging. Therefore, the deterioration of a 
lithium ion battery is suppressed and long-life bat 
teries and battery packs are provided. 

[0063] (2) Until the lithium ion batteries 1a-1c are 
evenly charged into 4.2 volts, charging operation is 
continued. Therefore, compared With a conventional 
method in Which charging and discharging are 
repeated, the charging time is reduced so long as the 
charging operation Will not stop at charging. 

[0064] (3) The charge current control circuit that 
corresponds to the lithium ion battery charged ?rst 
into 4.2 volts is maintained in a nonconducted state 
until another lithium ion battery is charged into 4.2 
volts. Therefore, since no current Will ?oW into the 
charge current control circuit for a long time, the 
durability of the charge current control circuit does 
not deteriorate and the increase of poWer consump 
tion is prevented. 

[0065] (4) The charge detection circuit 21 deactivates 
the balanced current control circuit 23 at discharg 
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ing. Therefore, the increase of the power consump 
tion of a lithium ion battery at discharging is pre 
vented. Moreover, the NMOS transistors 6a-6c of 
the charge current control circuits 4a-4c are also 
turned off at discharging. Therefore, the charges of 
the respective lithium ion batteries 1a-1c Will not be 
discharged via each of the charge current control 
circuits 4a-4c. In other Words, at discharging, poWer 
is not consumed by the charge current control cir 
cuits 4a-4c. 

[0066] (5) When the battery 1 is charged, the charge 
detection circuit 21 and the gate circuit 22 that turn 
on the discharge control sWitch 2 are provided 
regardless of the detection result (loW-level output 
signal) of the overdischarge detection circuit 10 
indicating at least one voltage of the lithium ion 
batteries 1a-1c is overdischarging. Therefore, When 
at least one voltage of the lithium ion batteries 1a-1c 
is a discharge voltage, no charge current ?oWs via the 
parasitic diode D2 of the discharge control sWitch 2 
(PMOS transistor). As a result, the discharge control 
sWitch 2 (PMOS transistor) Will not be heated due to 
the charge current that ?oWs into the parasitic diode 
D2. 

[0067] As shoWn in FIG. 3, a charge and discharge circuit 
300 according to a second embodiment of the present 
invention includes a balanced current control circuit 31 that 
differs from that of the ?rst embodiment. The balanced 
current control circuit 31 includes three differential voltage 
ampli?ers 32a-32c and three priority circuits 33a-33c. Each 
of the differential voltage ampli?ers 32a-32c ampli?es a 
voltage (differential voltage) obtained by subtracting an 
input voltage supplied to an inverting input terminal from an 
input voltage supplied to a non-inverting input terminal. 
Each of the differential voltage ampli?ers 32a-32c outputs 
the predetermined minimum output voltage When the dif 
ferential voltage is equal to or smaller than 0 volt. The 
minimum output voltage is sufficient to turn off the NMOS 
transistors 6a-6c of the charge current control circuits 4a-4c. 

[0068] The differential voltage ampli?ers 32a-32c are 
activated With a high-level output signal supplied from the 
charge detection circuit 21. Each of the differential voltage 
ampli?ers 32a-32c is a differential ampli?cation type ampli 
?er and includes a transistor (a constant current source) that 
is turned on and off With the output signal of the charge 
detection circuit 21. When the output signal of the charge 
detection circuit 21 is at the high level in charging, the 
transistor is turned on and each of the differential voltage 
ampli?ers 32a-32c is activated. When the output of the 
charge detection circuit 21 is at the loW level in discharging, 
the transistor is turned off and each of the differential voltage 
ampli?ers 32a-32c is deactivated. Therefore, at discharging, 
each of the differential voltage ampli?ers 32a-32c does not 
consume poWer. 

[0069] The non-inverting input terminal of the ?rst differ 
ential voltage ampli?er 32a is connected to the output 
terminal of the ?rst cell voltage ampli?er 8a of the cell 
voltage detection circuit 8. The inverting input terminal of 
the ?rst differential voltage ampli?er 32a is connected to the 
output terminal of the ?rst priority circuit 33a. The ?rst 
priority circuit 33a is connected to the output terminal of the 
second cell voltage ampli?er 8b and the output terminal of 
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the third cell voltage ampli?er 8c and supplies the smaller 
voltage of the inter-terminal voltages Vb, Vc of the lithium 
ion batteries 1b, 1c to the inverting input terminal of the ?rst 
differential voltage ampli?er 32a. 

[0070] Therefore, the ?rst differential voltage ampli?er 
32a ampli?es the differential voltage betWeen the output 
voltage of the ?rst cell voltage ampli?er 8a (inter-terminal 
voltage Va of the ?rst lithium ion battery 1a) and the smaller 
voltage of the inter-terminal voltages Vb, Vc of the lithium 
ion batteries 1b, 1c and outputs an ampli?cation voltage that 
corresponds to the differential voltage. 

[0071] The output voltage of the ?rst differential voltage 
ampli?er 32a is supplied to the gate terminal of the NMOS 
transistor 6a of the ?rst charge current control circuit 4a. 
Therefore, the on resistance of the NMOS transistor 6a is 
changed in accordance With the output voltage (i.e., the 
output voltage according to the differential voltage) of the 
?rst differential voltage ampli?er 32a. That is, as the output 
voltage of the ?rst differential voltage ampli?er 32a 
becomes great, the on resistance of the NMOS transistor 6a 
becomes small and the current that ?oWs into the ?rst charge 
current control circuit 4a (i.e., a resistor 5a and the NMOS 
transistor 6a) increases. 

[0072] The non-inverting input terminal of the second 
differential voltage ampli?er 32b is connected to the output 
terminal of the second priority circuit 8b of the cell voltage 
detection circuit 8. The inverting input terminal of the 
second voltage detection circuit 32b is connected to the 
output terminal of the second priority circuit 33b. The 
second priority circuit 33b is connected to the output ter 
minal of the ?rst cell voltage ampli?er 8a and the output 
terminal of the third cell voltage ampli?er 8c and supplies 
the smaller voltage of the inter-terminal voltages Va, Vc of 
the lithium ion batteries 1a, 1c to the inverting input terminal 
of the second differential voltage ampli?er 32b. 

[0073] Therefore, the second differential voltage ampli?er 
32b ampli?es the differential voltage betWeen the output 
voltage of the second cell voltage ampli?er 8b (inter 
terminal voltage Vb of the second lithium ion battery 1b) 
and the smaller voltage of either of the inter-terminal volt 
ages Va, Vc of the lithium ion batteries 1a, 1c and outputs 
an ampli?cation voltage. 

[0074] The output voltage of the second differential volt 
age ampli?er 32b is supplied to the gate terminal of the 
NMOS transistor 6b of the second charge current control 
circuit 4b. Therefore, the on resistance of the NMOS tran 
sistor 6b is changed in accordance With the output voltage 
(i.e., the output voltage according to the differential voltage) 
of the second differential voltage ampli?er 32b. That is, as 
the output voltage of the second differential voltage ampli 
?er 32b becomes great, the on resistance of the NMOS 
transistor 6b becomes small and the current that ?oWs into 
the second charge current control circuit 4b (i.e., a resistor 
5b and the NMOS transistor 6b) increases. 

[0075] The non-inverting input terminal of the third dif 
ferential voltage ampli?er 32c is connected to the output 
terminal of the third cell voltage ampli?er 8c. The inverting 
input terminal of the third differential voltage ampli?er 32c 
is connected to the output terminal of the third priority 
circuit 33c. The third priority circuit 33c is connected to the 
output terminal of the ?rst cell voltage ampli?er 8a and the 
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output terminal of the second cell voltage ampli?er 8b and 
supplies the smaller voltage of the inter-terminal voltages 
Va, Vb of the lithium ion batteries 1a, 1b to the inverting 
input terminal of the third differential voltage ampli?er 32c. 

[0076] Therefore, the third differential voltage ampli?er 
32c ampli?es the differential voltage betWeen the output 
voltage of the third cell voltage ampli?er 8c (inter-terminal 
voltage Vc of the third lithium ion battery 1c) and the 
smaller voltage of either of the inter-terminal voltages Va, 
Vb of the lithium ion batteries 1a, 1b and outputs an 
ampli?cation voltage. 
[0077] The output voltage of the third differential voltage 
ampli?er 32c is supplied to the gate terminal of the NMOS 
transistor 6c of the third charge current control circuit 4c. 
Therefore, the on resistance of the NMOS transistor 6c is 
changed in accordance With the output voltage (i.e., output 
voltage according to the differential voltage) of the third 
differential voltage ampli?er 32c. That is, as the output 
voltage of the third differential voltage ampli?er 32c 
becomes great, the on resistance of the NMOS transistor 6c 
becomes small and the current that ?oWs in the third charge 
current control circuit 4c (i.e., a resistor 5c and the NMOS 
transistor 6c) increases. 

[0078] Next, the operation of the charge and discharge 
circuit 300 is described. 

[0079] When a charger is connected to the input/output 
terminals t1, t2 and charging to the battery 1 is started, the 
charge detection circuit 21 outputs a high-level output signal 
and the balanced current control circuit 31 is activated. 

[0080] When each of the inter-terminal voltages Va-Vc of 
the lithium ion batteries 1a-1c is 3.8 volts, for eXample, the 
differential voltage is 0 volt. Therefore, each of the differ 
ential voltage ampli?ers 32a-32c outputs the minimum 
output voltage. The NMOS transistors 6a-6c are turned off 
and charging is evenly performed to the lithium ion batteries 
1a-1c toWard 4.2 volts. 

[0081] Then, for eXample, the case Where the inter-termi 
nal voltage Va of the ?rst lithium ion battery 1a is 3.8 volts, 
the inter-terminal voltage Vb of the second lithium ion 
battery 1b is 3.6 volts and the inter-terminal voltage Vc of 
the third lithium ion battery 1c is 3.5 volts is described. The 
?rst differential voltage ampli?er 32a receives the differen 
tial voltage of 0.3 volt, the second differential voltage 
ampli?er 32b receives the differential voltage of 0.1 volt and 
the third differential voltage ampli?er 32c receives the 
differential voltage of minus 0.1 volt. The ?rst differential 
voltage ampli?er 32a outputs the maXimum ?rst output 
voltage, the second differential voltage ampli?er 32b outputs 
a second output voltage smaller than the ?rst output voltage 
and the third differential voltage ampli?er 32c outputs the 
minimum output voltage. Thus, the ?rst and second charge 
current control circuits 4a, 4b are conducted and the third 
charge current control circuit 4c is nonconducted. Further, 
the on resistance of the transistor 6a of the ?rst charge 
current control circuit 4a is smaller than the on resistance of 
the transistor 6b of the second charge current control circuit 
4b. Therefore, a lot of current ?oWs into the ?rst charge 
current control circuit 4a. That is, a charge current increases 
in descending order of the inter-terminal voltages Va-Vc of 
the lithium ion batteries 1a-1c. As a result, the inter-terminal 
voltages Va-Vc of the lithium ion batteries 1a-1c gradually 
become equal. 
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[0082] When the inter-terminal voltages Va-Vc of the 
lithium ion batteries 1a-1c become equal each other, the 
NMOS transistors 6a-6c of the charge current control cir 
cuits 4a-4c are turned off and charging is evenly performed 
to the lithium ion batteries 1a-1c toWard 4.2 volts. 

[0083] The charge and discharge circuit 300 of the second 
embodiment has the folloWing advantages: 

[0084] In addition to the advantages (1) to (5) of the ?rst 
embodiment, the balanced current control circuit 23 controls 
the charge current control circuits 4a-4c so that the charge 
current that corresponds to the potential difference of each of 
the lithium ion batteries 1a-1c ?oWs into each of the lithium 
ion batteries 1a-1c. Therefore, the equalization time of the 
cell voltages Va-Vc of each of the lithium ion batteries 
1a-1c is further shortened. 

[0085] It should be apparent to those skilled in the art that 
the present invention may be embodied in many other 
speci?c forms Without departing from the spirit or scope of 
the invention. Particularly, it should be understood that the 
invention may be embodied in the folloWing forms. 

[0086] The present invention may apply to not only a 
charge and discharge circuit of a notebook-siZe personal 
computer but also to the charge and discharge circuit of 
portable electronic apparatus, such as a digital camera, 
digital video, PDA (personal digital assistant) and cellular 
phone, for eXample. 

[0087] The present invention may also apply to a charge 
and discharge circuit of a battery including tWo or four 
lithium ion batteries or more. 

[0088] The present invention may also apply to a charge 
and discharge circuit of a secondary battery, such as a nickel 
hydrogen battery, other than a lithium ion battery. 

[0089] If a charger installed in the personal computer or a 
charger that separately supplies a charge current to a battery 
pack can surely perform constant current and constant 
voltage control, the overcharge detection circuit 9 may be 
omitted. 

[0090] The ?rst reference offset voltage VD is not limited 
to 0.2 volt. For eXample, the cell voltages Va-Vc of the 
lithium ion batteries 1a-1c are equaliZed more strictly by 
setting the ?rst reference offset voltage VD to a smaller 
voltage than 0.2 volt. 

[0091] Therefore, the present examples and embodiments 
are to be considered as illustrative and not restrictive and the 
invention is not to be limited to the details given herein, but 
may be modi?ed Within the scope and equivalence of the 
appended claims. 

What is claimed is: 
1. A charge circuit for charging a plurality of secondary 

batteries, comprising: 

a plurality of charge current control circuits, connected in 
parallel to the plurality of secondary batteries, for 
performing bypass control of a charge current supplied 
to the plurality of secondary batteries; and 

a potential difference detection circuit, connected to the 
plurality of charge current control circuits, for detecting 
a voltage difference betWeen the plurality of secondary 
batteries and for controlling the plurality of charge 
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current control circuits in accordance With the voltage 
difference to selectively bypass the charge current 
supplied to the plurality of secondary batteries. 

2. The charge circuit of claim 1, Wherein the potential 
difference detection circuit controls the plurality of charge 
current control circuits such that the charge current is 
bypassed When the voltage difference is equal to or greater 
than a predetermined ?rst reference voltage. 

3. The charge circuit of claim 2, further comprising an 
overcharge detection circuit that detects voltages of the 
plurality of secondary batteries and stops charging into the 
plurality of secondary batteries When at least one of the 
detected voltages is equal to or greater than a predetermined 
second reference voltage. 

4. A charge circuit for charging a plurality of secondary 
batteries, comprising: 

a plurality of charge current control circuits, connected in 
parallel to the plurality of secondary batteries and for 
performing bypass control of a charge current supplied 
to the plurality of secondary batteries; 

a plurality of potential difference detection circuits con 
nected to the plurality of charge current control circuits, 
Wherein each of the potential difference detection cir 
cuits detects a voltage difference betWeen a voltage of 
the associated secondary battery and a voltage of 
another secondary battery and controls the associated 
charge current control circuit in accordance With the 
voltage difference to selectively bypass the charge 
current supplied to the associated secondary battery; 
and 

a charge detection circuit, connected to the plurality of 
potential difference detection circuits, for detecting 
Whether charging is performed into the plurality of 
secondary batteries and for activating the plurality of 
potential difference detection circuits When the charg 
ing is performed. 

5. The charge circuit of claim 4, Wherein each of the 
potential difference detection circuits controls the associated 
charge current control circuit so that the charge current is 
bypassed When the voltage difference is equal to or greater 
than a predetermined ?rst reference voltage. 

6. The charge circuit of claim 5, further comprising an 
overcharge detection circuit that detects voltages of the 
plurality of secondary batteries and stops charging into the 
plurality of secondary batteries When at least one of the 
detected voltages is equal to or greater than a predetermined 
second reference voltage. 

7. A charge and discharge circuit for charging and dis 
charging of a plurality of secondary batteries, comprising: 

a plurality of charge current control circuits, connected in 
parallel to the plurality of secondary batteries for 
performing bypass control of a charge current supplied 
to the plurality of secondary batteries; 

a potential difference detection circuit, connected to the 
plurality of charge current control circuits for detecting 
a voltage difference of the plurality of secondary bat 
teries and for controlling the plurality of charge current 
control circuits in accordance With the voltage differ 
ence to selectively bypass the charge current supplied 
to the plurality of secondary batteries; 
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a charge detection circuit, connected to the potential 
detection circuit for detecting Whether charging is 
performed into the plurality of secondary batteries and 
for activating the potential difference detection circuit 
When the charging is performed; 

an overcharge detection circuit for detecting voltage lev 
els of the plurality of secondary batteries and stopping 
the charging into the plurality of secondary batteries 
When and at least one of the detected voltages is equal 
to or greater than a predetermined ?rst reference volt 
age; and 

an overdischarge detection circuit for detecting the volt 
age levels of the plurality of secondary batteries and for 
stopping discharging of the plurality of secondary 
batteries When at least one of the detected voltages 
drops to a voltage equal to or smaller than a predeter 
rnined second reference voltage. 

8. A charge and discharge circuit that performs the charg 
ing and discharging of a plurality of secondary batteries, 
comprising: 

a plurality of charge current control circuits, connected in 
parallel to the plurality of secondary batteries, respec 
tively, for performing bypass control of a charge cur 
rent supplied to the plurality of secondary batteries; 

a plurality of potential detection circuits connected to the 
plurality of charge current control circuits, respectively, 
each potential detection circuit detecting a voltage 
difference betWeen the voltage of associated secondary 
battery and the voltage of another secondary battery 
and controlling the associated charge current control 
circuit in accordance With the voltage difference to 
selectively bypass the charge current supplied to the 
associated secondary battery; 

a charge detection circuit, connected to the plurality of 
potential difference detection circuit, for detecting 
Whether charging is performed into the plurality of 
secondary batteries and activating the plurality of 
potential difference detection circuits; 

an overcharge detection circuit for detecting the voltages 
of the plurality of secondary batteries and stopping the 
discharging of the plurality of secondary batteries When 
at least one of the detected voltages is equal to or 
greater than a predetermined ?rst reference voltage; 
and 

an overdischarge detection circuit for detecting the volt 
ages of the plurality of secondary batteries and stopping 
the discharging of the plurality of secondary batteries 
When and at least one of the detected voltages drops to 
a voltage equal to or smaller than a predetermined 
second reference voltage. 

9. The charging and discharging of claim 8, Wherein each 
of the potential difference detection circuits controls the 
associated charge current control circuit so that the charge 
current is bypassed When the voltage difference is equal to 
or greater than a predetermined third reference voltage. 

10. The charge and discharge circuit of claim 8, Wherein 
each of the potential difference detection circuits controls 
the charge current that is bypassed by the associated charge 
current control circuit in accordance With the voltage dif 
ference. 
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11. The charge and discharge circuit of claim 8, further 
comprising: 

a charge control sWitch that is on/off controlled by the 
overcharge detection circuit; 

a discharge control sWitch that is on/off controlled by the 
overdischarge detection circuit, Wherein the charge 
control sWitch and the discharge control sWitch are 
connected in series With the plurality of secondary 
batteries; and 

a gate circuit, connected to the overcharge detection 
circuit and the overdischarge detection circuit, for 
invalidating the stop of the discharging by the overdis 
charge detection circuit and causing the discharge con 
trol sWitch to be turned on When charging is detected by 
the charge detection circuit. 

12. A battery pack having a charge and discharge circuit 
that performs charging and discharging of a plurality of 
secondary batteries, the charge and discharge circuit com 
prising: 

a plurality of charge current control circuits, connected to 
the plurality of secondary batteries, respectively, for 
performing bypass control of a charge current supplied 
to the plurality of secondary batteries; 

a plurality of potential detection circuits connected to the 
plurality of charge current control circuits, each poten 
tial detection circuit detecting a voltage difference 
betWeen the voltage of associated secondary battery 
and the voltage of another secondary battery and con 
trolling the associated charge current control circuit in 
accordance With the voltage difference to selectively 
bypass the charge current supplied to the associated 
secondary battery; 

a charge detection circuit, connected to the plurality of 
potential difference detection circuits, for detecting 
Whether charging is performed into the plurality of 
secondary batteries and activating the plurality of 
potential difference detection circuits When the charg 
ing is performed; 

an overcharging detection for detecting the voltages of the 
plurality of secondary batteries and stopping the dis 
charging into the plurality of secondary batteries When 
at least one of the detected voltages is equal to or 
greater than a ?rst reference voltage; and 
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an overdischarge detection circuit for detecting the volt 
ages of the plurality of secondary batteries and stopping 
the discharging of the plurality of secondary batteries 
When and at least one of detected voltages drops to a 
voltage equal to or smaller than a predetermined second 
reference voltage. 

13. A method for charging a plurality of secondary 
batteries including a ?rst secondary battery, comprising the 
steps of: 

detecting a voltage difference betWeen the voltage of the 
?rst secondary battery and the voltage of another 
secondary battery; and 

selectively bypassing a charge current supplied to the ?rst 
secondary battery in accordance With the detected 
voltage difference. 

14. A method for charging a plurality of secondary 
batteries including ?rst and secondary batteries, comprising 
the steps of: 

detecting a ?rst voltage difference betWeen the voltage of 
the ?rst secondary battery and the voltage of another 
secondary batteries including the secondary battery; 

detecting a secondary voltage difference betWeen the 
voltage of the second secondary battery and the voltage 
of another secondary batteries including the ?rst sec 
ondary battery; 

selectively bypassing charge current supplied to the ?rst 
secondary battery in accordance With the ?rst detected 
voltage difference; and 

selectively bypassing charge current supplied to the sec 
ond secondary battery in accordance With the second 
detected voltage difference. 

15. The method of claim 14, Wherein the step of detecting 
the ?rst voltage difference includes detecting the ?rst volt 
age difference betWeen the voltage of the ?rst secondary 
batter and the loWest one of the voltages of the another 
secondary batteries including the second secondary battery, 
and the step of detecting the second voltage difference 
including detecting the second voltage difference betWeen 
the voltage of the second secondary battery and the loWest 
one of the voltages of the another secondary batteries 
including the ?rst secondary battery. 


