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' safety in operation and operability can be improved and its 

TERRY STOUT AND KRAUS erroneous operation can be prevented. In order to accom 
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AUTOMATIC ANALYZER 

BACKGROUND OF THE INVENTION 

[0001] This invention relates to an automatic analyzer 
convenient in use in Which both an urgent sample insertion 
keeping its safety and operability of an operator can be 
improved, and any erroneous operation can be prevented. 

[0002] As the prior art in regard to an automatic analyzer, 
it is Well knoWn to apply the technology described in the 
gaZette of Japanese Unexamined Patent Publication No. Sho 
59-22905, for eXample. Although the technology before this 
prior art described above needed one feeder mechanism for 
each of a plurality of reagents, the prior art simpli?ed the 
mechanism in such a Way that only tWo feeder mechanisms 
Were satisfactorily provided even if a plurality of reagents 
Were applied. In addition, as a further prior art, it is Well 
knoWn to apply a technology described in the gaZette of 
Japanese Unexamined Patent Publication No. Hei 6-88828. 
This prior art is made such that the reaction cuvettes is 
constructed as a double-Walled one or a three-layer Walled 

one, each of the roWs of reaction cuvettes is made as an 
independent one, the reaction cuvettes can be Washed and 
continuously processed for every stepsof each of the reac 
tions in order to increase a processing capability to enable all 
the reactions to be carried out in parallel Within the same 
time and to prevent any contamination from being generated 
betWeen the reagents. 

[0003] All the aforesaid prior arts have some problems 
that a suf?cient study is not provided for a small-siZed 
formation of the device, a Wide location is needed, and in 
addition an arrangement about either an operating section 
for controlling the device or a display device is not devised, 
and it is not satisfactory in vieW of an easiness or safety in 
operation for an operator or prevention in erroneous opera 
tion. 

SUMMARY OF THE INVENTION 

[0004] This invention relates to an automatic analyZer, and 
more particularly an automatic analyZer in Which a roW of 
reaction cuvettes is turned across an optical path of pho 
tometer to perform a biochemical inspection or immune 
inspection. 
[0005] It is an object of the present invention to provide a 
small-siZed automatic analyZer convenient in use in Which 
the aforesaid problems of the prior art can be overcome, both 
an urgent sample insertion keeping its safety and operability 
of an operator can be improved, and any erroneous operation 
can be prevented. 

[0006] In accordance With the present invention, the afore 
said object is accomplished by the automatic analyZer for 
performing a biochemical inspection or immune inspection, 
Wherein a sample disk storing a plurality of sample cups, a 
reagent disk storing a plurality of reagent bottles and a 
reaction disk storing a plurality of reaction cuvettes for 
reacting sample liquid in the sample cup With reagent are 
arranged at a top panel of a body and an indicator illumi 
nated at the time of stopping of the sample disk is arranged. 

[0007] In addition, the aforesaid object is accomplished by 
an arrangement in Which there is provided a cover covering 
a part of a top panel surface of the body and a part of the 
sample disk is eXposed out of the cover When the cover is 
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closed, and additionally the indicator is arranged near the 
sample disk at a position Where it is eXposed outside the 
cover When the cover is closed. 

[0008] Further, the aforesaid object is accomplished by an 
arrangement in Which the sample disk is provided With a 
sample disk cover constituted in tWo-divided segments, the 
tWo-divided segment cover for the disk cover of the feeder 
is positioned inside the cover When the cover is closed and 
the other cover is arranged at a position Where it is eXposed 
outside the cover When the disk cover is closed, and the disk 
cover at the feeder is provided With a protection plate. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0009] FIG. 1 is a principle vieW for illustrating a func 
tional con?guration of an automatic analyZer to Which the 
present invention is applied. 

[0010] FIG. 2 is aperspective vieW for shoWing an outer 
appearance of a state in Which a cover of an automatic 
analyZer of one preferred embodiment of the present inven 
tion is opened. 

[0011] FIG. 3 is a perspective vieW for shoWing an outer 
appearance of a state in Which a cover of the automatic 
analyZer of one preferred embodiment of the present inven 
tion and a cover of an internal device are opened and a shape 
of the cover of the internal device. 

[0012] FIG. 4 is a perspective vieW for shoWing a state in 
Which a cover of the automatic analyZer of one preferred 
embodiment of the present invention is closed and only a 
cover above a reaction disk is removed. 

[0013] FIG. 5 is a top vieW for illustrating a siZe Where the 
reaction disk is eXposed outside the cover. 

[0014] FIG. 6 is a side elevational vieW for illustrating a 
siZe of each of the component elements of the automatic 
analyZer of one preferred embodiment of the present inven 
tion. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENT 

[0015] Referring noW to the draWings, one preferred 
embodiment of an automatic analyZer of the present inven 
tion Will be described in detail as folloWs. 

[0016] FIG. 1 is a principle vieW for illustrating a func 
tional con?guration of an automatic analyZer to Which the 
present invention is applied. Before describing the preferred 
embodiment of the present invention, a principle of a major 
segment of the automatic analyZer to Which the present 
invention is applied Will be described at ?rst. In FIG. 1, 
reference numeral 2 denotes a reaction cuvette; 3 is a 
reaction disk; 4 is a miXing mechanism; 5 is a photometer; 
6 is a rinse mechanism; 11 is a sample cup; 12 is a sample 
disk; 13 is a noZZle; 14 is a serum sampling mechanism; 15 
is a serum pipettor; 16 is a Washing pump; 17 is a reagent 
pipettor; 18 is a LG ampli?er unit; 19 is an A/D converter 
unit; 21 is a reagent bottle; 22 is a reagent disk; 23 is a 
reagent noZZle; 24 is a reagent pipetting mechanism; 50 is a 
computer; 51 is a outputting printer; 52 is an LCD; 53 is a 
?oppy disk mechanism; 54 is an incubation bath; and 55 is 
an interface, respectively. 

[0017] The automatic analyZer shoWn in FIG. 1 has, as its 
major composing elements, the rotary type reaction disk 3 
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holding a plurality of transparent plastic reaction cuvettes 2; 
the rotary type reagent disk 22 holding a plurality of reagent 
bottles 21; the rotary type sample disk 12 holding the sample 
cups 11 for storing each of a plurality of measured samples 
and a plurality of standard samples; and the photometer 5 for 
measuring an absorbance of the reaction cuvettes 2 at a 
predetermined Wavelength in response to inputted informa 
tion. 

[0018] In addition, the automatic analyZer shoWn is com 
prised of the serum sampling mechanism 14 (hereinafter 
called as a sample feeder) for sucking each of sample liquid 
of predetermined amount into the noZZle 13 in response to 
inputed sample information from the sample cup 11 at the 
speci?ed position of the sample disk 12 and discharging the 
sample to the reaction cuvettes 2 at the speci?ed position of 
the reaction disk 3; and the serum pipettor 15. Further, the 
automatic analyZer shoWn is comprised of the reagent pipet 
ting mechanism 24 (hereinafter called as a reagent feeder) 
and the reagent pipettor 17. These mechanisms are rotated in 
response to inputted sample information, suck the predeter 
mined amount of reagent based on the inputted information 
from the reagent container 21 Which is a reagent bottle 
placed at a reagent sucking position on the reagent disk 22 
having its stopping position controlled into the reagent 
noZZle 23 held at a movable arm and add the reagent to the 
sample liquid already stored in the reaction cuvettes 2 placed 
at the reagent discharging position on the reaction disk 3. 
The aforesaid tWo kinds of liquid stored in the reaction 
cuvettes 2 are miXed by the miXing mechanism 4 for the 
reaction liquid and the miXing position is coincided With the 
reagent discharging position on the reaction disk 3. 

[0019] In addition to the aforesaid mechanisms, the auto 
matic analyZer shoWn is comprised of the photometer 5 for 
measuring an absorbance of each of the reaction cuvettes 2 
across an optical aXis With a predetermined Wavelength 
based on inputted information When the reaction disk 3 is 
rotated; the rinse mechanism 6 for rinsing the reaction 
cuvettes 2 upon completion of measurement; the Washing 
pump 16; the LG ampli?er 18; the A/D converter 19; the 
computer 50 for controlling operation of each of the mecha 
nisms and for processing data; the outputting printer 51; the 
LCD 52 With input/output and displaying touch panels; the 
?oppy disk mechanism 53 for a program, a measuring 
condition and a data memory; the incubation bath 54 for 
holding each of the reaction cuvettes 2 on the reaction disk 
3 at a speci?ed temperature; and the interface 55 for con 
necting the computer With each of the mechanisms or the 
like. 

[0020] FIG. 2 is a perspective vieW for shoWing an outer 
appearance of a state in Which a cover of an automatic 
analyZer of one preferred embodiment of the present inven 
tion is opened, FIG. 3 is a perspective vieW for shoWing an 
outer appearance of a state in Which a cover of the automatic 
analyZer of one preferred embodiment of the present inven 
tion and a lid of an internal device are opened and a shape 
of the cover of the internal device, FIG. 4 is a perspective 
vieW for shoWing a state in Which a cover of the automatic 
analyZer of one preferred embodiment of the present inven 
tion is closed and only a cover above a reaction disk is 
removed, FIG. 5 is a top vieW for illustrating a siZe Where 
the reaction disk is eXposed outside the cover, and FIG. 6 is 
a side elevational vieW for illustrating various kinds of siZe, 
and then the automatic analyZer of the preferred embodi 
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ment of the present invention Will be described in reference 
to these ?gures. In FIGS. 2 to 6, reference numeral 200 
denotes a body; 201 is a top panel; 201‘ is a front panel; 202 
is a side panel; 203 is a front door; 204 is a cover; 205 is a 
reagent disk cover; 205‘ is a recess; 206, 207 are sample disk 
covers; 208 is a protection plate; 209 is a frame; 210 is a 
transparency board; 211 is eaves; 212 is a keyhole; 213 is a 
poWer sWitch; 214, 215 are an indicator; 216 is a hole; and 
220 is a groove. 

[0021] Each equipment described in reference to FIG. 1 is 
constructed such that a part of it is stored in the body 200 and 
the other part of it is arranged to be eXposed on the top panel 
201 of the body 200. As shoWn in FIGS. 2 and 3(a), the 
body 200 is comprised of the top panel 201; the side panel 
202 projected out of the top panel 201 and having an upper 
surface formed like an arcuate shape; tWo front doors 203; 
and a rear surface plate (not shoWn), Wherein the cover 204 
is arranged to cover a part of the top panel 201. Then, the top 
panel 201 is provided With a front panel 201‘ formed to be 
projected forWardly from the front door 202. The upper 
surface of the top panel 201 of the body 200 is provided With 
the sample disk 12 at the left side of the operator (hereinafter 
called as an operator’s side), the reaction disk 3 at the deeper 
side (hereinafter called as a rear side) of the operator of the 
sample disk 12, and tWo reagent disks 22 at the operator’s 
right side and its deeper side. In addition, the upper surface 
of the top panel 201 of the body 200 is provided With a 
sample feeder 14 for sucking each of sample liquid from the 
sample cup 11 of the sample disk 12 into the noZZle 13 held 
at the movable arm for sample and discharging the sample 
to the reaction cuvettes 2 at a speci?ed position of the 
reaction disk 3; the reagent feeder 24; and the rinse mecha 
nism 6 for rinsing the reaction cuvettes 2. Although the 
miXing mechanism 4 for the reaction liquid and the pho 
tometer 5 described in reference to FIG. 1 are also arranged 
at the upper surface of the top panel 201 of the body 200, 
their arrangement is not illustrated to avoid any troublesome 
illustration in the draWings because their arrangement does 
not constitute the gist of the present invention. In addition, 
similarly, the noZZles ?Xed to the feeders 14, 24 are also not 
illustrated. 

[0022] The sample disk 12 stores many sample cups 11 
arranged in tWo roWs at a periphery of the sample disk 12, 
Wherein sample disk covers 206, 207 removable and divided 
into tWo units are arranged to cover the sample disk 12. As 
described later, the sample disk cover 206 covers the part of 
the sample disk 12 eXposed outside the cover 204 in such a 
Way that it can be removed from outside even in the case that 
the cover 204 is closed, and the sample disk cover 207 
covers the part of the sample disk 12 becoming inside part 
of it When the cover 204 is kept closed. As shoWn in FIG. 
3(b), the sample disk cover 207 is provided With the pro 
tection plate 208. This protection plate 208 is arranged to 
prevent an operator from accidentally touching the noZZle 13 
When the sample liquid is sucked from the sample cup 11 of 
the sample disk 12 into the noZZle 13 held at the movable 
arm for sample. The noZZle 13 is of a needle-like member 
and the sample liquid is frequently blood and the like and 
there occurs a possibility of infection When the operator 
touches it. HoWever, arrangement of the aforesaid protection 
plate 208 enables such an accident as above to be prevented. 
As shoWn in FIG. 5(a), tWo holes 216 becoming a passage 
for the noZZle 13 held at the movable arm for sample sucking 
the sample liquid from the sample cup 11 are arranged inside 
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the protection plate 208 of the sample disk cover 207 in 
correspondence With the roW positions of many sample cups 
11 arranged in tWo roWs. 

[0023] The reagent bottles 21 having reagent taking-out 
ports along the circumferential edge of the disk 22 are stored 
in each of the reagent disks 22, and there is provided the 
reagent disk cover 205 removable to cover the reagent disks 
22. As shoWn in FIG. 3(c), the reagent disk cover 205 is 
provided With a recess 205‘. This recess 205‘ forms a passage 
Where the reagent noZZle 23 arranged at the reagent feeder 
24 is inserted into the reagent bottle 21. In addition, the 
reagent bottle 21 is formed into such a fan shape as one in 
Which its sectional shape is thin, and in the case that many 
reagent bottles 21 are arranged at the reagent disk 22, the 
location near the center of the disk can be applied as a bottle 
portion and the taking-out ports are arranged at the outer 
circumference of the disk. 

[0024] Before the location on the top panel 201 of the 
body 200 and near the sample disk 12 is arranged the 
indicator 215 of LED or the like lit When the sample disk 12 
is not rotated, and further the right side of the front plate 201‘ 
are arranged the poWer sWitch 213 and a poWer indicator 214 
made of LED or the like. Function of an indicator 215 or the 
like Will be described later. 

[0025] As apparent from FIGS. 2 to 4, the cover 204 is 
comprised of a frame 209 and a transparency board 210 and 
it is attached to the rear side of the top panel 201 of the body 
200 by a hinge in such a Way that its front surface side is 
opened upWard. The loWer surface of the frame 209 placed 
on the upper part of the side panel 202 is formed into an 
arcuate shape in compliance With the shape of the upper part 
of the side panel 202 formed into the arcuate shape, and its 
upper surface is also formed into an arcuate shape. Accord 
ingly, the transparency board 210 covering the upper surface 
of the frame 209 is formed With a curved surface With a part 
of cylinder curled along a curved line formed into an arcuate 
shape at the side of the frame 209. As apparent from FIG. 
4, since the upper surface of the cover 204 is constituted by 
the transparency board 210, the operator can supervise it 
easily from outside the situation of the device installed on 
the top panel 201 of the body 200 under a state in Which the 
cover 204 is closed. Further, in FIG. 4, the portion in the 
transparency board 210 With a hatched line at its peripheral 
part is a design pattern for indicating the cover and it may 
also be applicable that this portion can be eliminated. 

[0026] As shoWn in FIG. 4, the front side of the cover 204 
forms an eaves 211 by the portion inclined doWnWardly to 
cause the upper part to be projected toWard the operator’s 
side and the portion abutted at a right angle to the top panel 
201 When the cover 204 is closed, Wherein the eaves 211 is 
provided With the groove (recess) 220 to Which a hand is 
engaged When the cover 204 is opened or closed and the 
loWer right side of the eaves 211 is provided With a keyhole 
212. The cover 204 is closed for preventing dangerous 
condition during operation of the automatic analyZer, a key 
is engaged With the cover 204, and the cover 204 is 
prevented from being accidentally opened. The aforesaid 
keyhole 212 is used for applying a key or releasing the key. 

[0027] In addition, the cover 204 is constituted such that 
When the cover 204 is closed, it does not cover all the top 
panel 201 of the body 200 and a part of it at the operator’s 
side is eXposed outside the cover 204. A portion eXposed 
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outside it is a part of the sample disk cover 206 described 
above. As described above, the sample disk cover 206 
covering the part of the sample disk 12 eXposed outside the 
cover 204 is removed by an operator in the case that the 
sample cup 11 having the sample required urgently to 
perform an inspection is set under a state in Which the cover 
204 is being closed during the operation of the automatic 
analyZer in such a Way that it may be taken out from outside 
even if the cover 204 is being closed. 

[0028] Further, during the operation of the analyZer, the 
feeder for feeding either the sample or the reagent is being 
operated, and When the cover 204 is opened during the 
operation of the analyZer to cause the feeder to be eXposed 
and it sometimes occurs that the operator may touch acci 
dentally the feeding needle ?xed to the feeder. The preferred 
embodiment of the present invention is constituted such that 
the cover 204 can be applied With a lock and the sample cup 
11 can be fed to the sample disk 12 even under the state in 
Which the cover 204 is closed and applied With a lock, the 
portion not required for feeding the sample is not eXposed so 
long as another person other than the person Who fed the 
sample being processed at present does not release the 
applied lock for the cover 204 in the case that the sample 
requiring an urgent inspection is generated and in the case 
that the sample is fed in an interrupted mode into the device 
being operated to perform an inspection or the like. 

[0029] Due to this fact, the preferred embodiment of the 
present invention can prevent a person not familiar With the 
feeding of the urgent sample or a person other than the 
operator fed the sample being operated at present from 
accidentally touching the feeder. 

[0030] At this time, if the sample disk 12 is being rotated, 
this state is dangerous, the operator instructs an order to set 
the sample cup 11 to the sample disk 12 to the computer 50 
for controlling operation of each of the mechanisms and 
processing data through the LCD 52 With touch panel for the 
input/output operation and displaying operation. With such 
an arrangement as above, the computer 50 may control the 
sample disk 12 or the like and stop its rotation, although the 
indicator 215 described above illuminates green, for 
eXample, When the sample disk 12 is completely stopped. 
The operator acknoWledges the illumination of the indicator 
215 and removes the sample disk cover 206 covering the 
part of the sample disk 12. With such an arrangement as 
above, the operator can set safely the sample cup 11 to the 
sample disk 12. 

[0031] As the indicator 215, an indicator illuminated green 
When the sample disk 12 is stopped and illuminated red 
during rotation may also be applicable. In addition, When the 
operator tries to remove the sample disk cover 206 during 
rotation of the sample disk 12, it is possible to generate an 
alarm sound alarming that the sample disk 12 is being 
rotated. 

[0032] Although the cover 204 is being closed When the 
sample cup 11 is set on the sample disk 12, as described 
above, the front surface of the cover 204 is formed With the 
eaves 211 by the portion inclined at its upper part to be 
projected toWard the operator’s side and by the portion 
abutted against the top panel 201 at a right angle, so that the 
operator can set the sample cup 11 to the sample disk 12 
While the front surface of the cover 204 does not become a 
hindrance. 
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[0033] In FIGS. 5(a), (b) is shown a top plane vieW for 
showing each of the state in Which the cover 204 is opened 
and the state in Which the cover 204 is closed, respectively. 
As shoWn in FIG. 5(a), as already described, inside the 
protection plate 208 for the sample disk cover 206 are 
arranged tWo holes 216 acting as passages for the noZZle 13 
held at the movable arm for the sample to suck sample liquid 
through the sample cup 11 in correspondence With the roW 
positions of many sample cups 11 arranged in tWo roWs. As 
shoWn in FIG. 5(b), a siZe of the automatic analyZer of the 
preferred embodiment of the present invention is 1,073 mm 
in a Width and 760 mm in a depth. Then, the depth siZe of 
the cover 204 is illustrated as 660 mm in the illustrated 
example. The depth siZe of the cover 204 is a siZe Where the 
operator’s side of the top panel 201 of the body 200 is 
exposed When the cover 204 is closed, the Width of the 
exposed segment is satisfactory to such a siZe as one in 
Which the sample cup 11 can be easily set in the sample disk 
12 after removing the sample disk cover 206, this is approxi 
mately 100 mm in the case that the sample cups 11 are 
arranged in tWo roWs around the sample disk 12 and in turn 
this is approximately 80 mm in the case that the sample cups 
11 are arranged in one roW around the sample disk 12. The 
aforesaid exposing Width is not restricted to the aforesaid 
Width, but it is satisfactory to have a siZe satisfying the 
condition capable of easily setting the sample cups 11 in the 
aforesaid sample disk 12, and as shoWn in FIG. 5(b), for 
example, it is satisfactory that the siZe ranges from 80 mm 
to approximately 250 mm as a standard value at the central 
position of the sample disk. 

[0034] Then, referring noW to FIG. 6, a height siZe of the 
automatic analyZer of the preferred embodiment of the 
present invention Will be described as folloWs. In FIG. 6(a), 
this ?gure shoWs a state in Which a short adult Woman stands 
in front of the automatic analyZer under the closed state of 
the cover 204 trying to open the cover 204. When the cover 
204 is opened, the Woman applies a hand to the eaves 211 
of the cover 204 and pulls it upWard. As shoWn in FIG. 6(a), 
even the short Woman can apply the hand to the groove 220 
arranged at the eaves 211 of the cover 204 under a state in 
Which the arm is bent at a right angle by setting the height 
up to the top panel 201 of the device to about 900 mm and 
can pull up the cover 204 to open it. Further, in FIG. 6(a) 
are shoWn the siZes of other portions, although these siZes 
are not restricted to the indicated values. 

[0035] In FIG. 6(b) is illustrated a state in Which a short 
adult Woman and a tall adult man stand in front of the 
automatic analyZer With its cover 204 being opened and they 
are trying to close the cover 204. A main gist under the state 
in Which the cover 204 is opened consists in the fact that the 
operator can suf?ciently look into the deep side of the cover 
201 While standing in front of the device and the fact that the 
operator applies a hand to the groove 220 arranged at the 
eaves 211 of the opened cover 204 and can easily close the 
cover 204. As apparent from FIG. 6(b), although the cover 
204 is opened by about 30°, the short Woman can see 
sufficiently up to the deep side of the cover 201, the tall man 
cannot suf?ciently see up to the deep side of the cover 201. 
Then, When the cover 204 is opened by about 55°, both short 
Woman and tall man can see suf?ciently up to the deep 
location of the top panel 201. 

[0036] At this time, even the short Woman can apply a 
hand to the groove 220 arranged at the eaves 211 of the 
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opened cover 204 to easily close the cover 204 While 
standing upright in front of the device. Further, as the cover 
204 is opened up to about 85°, in the case of short Woman, 
the Woman can extend the hand and apply the hand to the 
loWer end of the eaves 211 of the opened cover 204. 

[0037] Accordingly, in order for the short Woman to easily 
perform Aid to open or close the cover 204, the angle to open 
the cover 204 is the most preferable opening or closing angle 
from about 30° to about 55° and in the case of tall man, its 
most preferable angle is from about 55 ° to about 85°. When 
the cover 204 is opened by about 55°, in the case of the tall 
man, either the sample disk or the reagent disk arranged at 
the upper surface of the device is hidden from his line of 
sight by the cover 204, although the cover 204 is formed 
With the transparency board 210, so that the sample disk or 
the like can be visually acknoWledged through the transpar 
ency board 210. HoWever, in order to perform a maintenance 
or an inspection of equipment installed on the top panel 201 
of the device, opening of the cover 204 up to 90° facilitates 
its operation. 

[0038] In the foregoing arrangement, there is provided a 
mechanism capable of ?xing the opening angle of the cover 
204 at an optional angle When the cover 204 is opened by 
more than 30° if the cover 204 is opened, the operator can 
open the cover 204 at such a position Where the most 
suitable angle for a height of either a Woman or a man is 
applied When the cover 204 is opened under a state of use of 
normal case. 

[0039] As described above, in accordance With the present 
invention, it is possible to provide a small-siZed automatic 
analyZer convenient in use in Which the urgent sample can 
be easily inserted, its safety in operation as Well as an 
operability of the operator can be improved and its errone 
ous operation can be prevented. 

1. An automatic analyZer for performing a biochemical 
inspection or an immunity inspection, Wherein a top panel of 
a body is provided With a sample disk storing a plurality of 
sample cups, are agent disk storing a plurality of reagent 
bottles, and a reaction disk storing a plurality of reaction 
cuvettes for reacting sample liquid in said sample cups With 
the reagent in said reagent bottles and there is arranged an 
indicator illuminated When said sample disk is stopped. 

2. An automatic analyZer according to claim 1, Wherein 
there is provided a cover for covering a part of the top panel 
of said body, and When said cover is closed, a part of said 
sample disk is exposed out of said cover. 

3. An automatic analyZer according to claim 2, Wherein 
said indicator is installed near said sample disk at a position 
exposed outside the cover When said cover is closed. 

4. An automatic analyZer according to claim 1, Wherein 
said indicator is illuminated When the sample cup can be set 
at said sample disk. 

5. An automatic analyZer for performing a biochemical 
inspection or an immunity inspection, Wherein a top panel of 
a body is provided With a sample disk storing a plurality of 
sample cups, are agent disk storing a plurality of reagent 
bottles, and a reaction disk storing a plurality of reaction 
cuvettes for reacting sample liquid in said sample cups With 
the reagent in said reagent bottle and further said sample 
disk is provided With the sample disk cover constituted by 
tWo-divided segments. 
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6. An automatic analyzer according to claim 5, wherein 
there is provided a cover for covering a part of the top panel 
of said body, and When said cover is closed, a part of said 

sample disk is eXposed out of said cover. 

7. An automatic analyZer according to claim 6, Wherein 
one cover at the feeder of said sample disk cover constituted 

in tWo-divided segments is positioned inside the cover When 

said cover is closed, and the other cover is arranged at a 

position eXposed outside the cover When said cover is 

closed. 
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8. An automatic analyZer according to claim 5, Wherein 
the cover at the feeder of said sample disk cover constituted 
in tWo-divided segments is provided With a protection plate. 

9. An automatic analyZer according to claim 2, Wherein 
the front surface of said cover is constituted by tWo surfaces 
of a portion inclined toWard a loWer side With its upper part 
being projected toWard the operator’s side and a portion 
abutted against the top panel at a right angle. 

10. An automatic analyZer according to claim 2 or claim 
6, Wherein the upper surface of said cover is transparent and 
has a curved surface. 


