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(57) ABSTRACT 

The present invention aims at providing an air conditioner 
used in an electric vehicle Which can exert a suf?cient 

cooling performance Without enlarging the siZe of a motor 
for driving a compressor or supplying an excessive amount 
of driving current to the motor. 

The air conditioner of the invention is provided With a 
condenser fan 8 for cooling a condenser 4 and a motor 9 for 
driving the condenser fan 8. A driving current Ap of a motor 
3 for driving a compressor 2 is detected and compared With 
respect to reference currents A1 and A2 to select a driving 
current Vd0 (loW voltage), Vd1 (moderate voltage) or Vd2 
(high voltage) for controlling the rotation speed of the 
condenser motor 9. Since the increase in the load put on the 
compressor 2 caused by an increase in the temperature of the 
gas inside the condenser 4 can be suppressed by the cooling 
effect of the condenser 4 oWing to the rotation of the 
condenser fan 8, a rotation speed of the compressor 2 
necessary to achieve the predetermined temperature can be 
obtained Without providing a high driving current to the 
motor 3. 
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AIR CONDITIONER USED IN ELECTRIC 
VEHICLE 

FIELD OF THE INVENTION 

[0001] The present invention relates to an improvement of 
an air conditioner used in electric vehicles. 

BACKGROUND OF THE INVENTION 

[0002] An air conditioner used in electric vehicles is 
knoWn Which cools air by repeating gas compression and 
expansion in a circulative manner betWeen a condenser and 
an evaporator via a compressor driven by a motor. 

[0003] Generally, this type of air conditioner used in 
electric vehicles achieves a desirable cooling state by deter 
mining the rotation speed of the motor for driving the 
compressor by a controller (e. g., an A/C controller) based on 
a predetermined temperature set by a temperature setting 
sWitch for controlling the air condition, and by driving and 
controlling the motor to achieve that rotation speed. 

[0004] HoWever, When the cooling load is large, namely, 
When the outside air temperature is high Where a great force 
is required for the compressor to compress gas, the load of 
the motor for driving the compressor is also increased, 
requiring a great amount of driving current for rotating the 
motor at the target rotation speed. 

[0005] Of course, such an overload of the motor can be 
solved by using a motor With a larger rated current, but still 
there remains a problem of large current consumption. 
Specially for electric vehicles, this may deteriorate the 
running performance of the vehicle itself. 

[0006] In addition, a large motor Will also cause an 
increase in the cost for producing the vehicle. 

[0007] In order to solve the above-mentioned problems, 
conventional air conditioners detect load on the compressor 
(i.e., detect a driving current of the motor for driving the 
compressor). When this value exceeds a predetermined 
value and an excessive amount of load is put on the motor, 
the target rotation speed of the motor is forcibly reduced, 
thereby preventing an excessive amount of current to be 
supplied to the motor to prevent excessive electric consump 
tion and damage on the motor. 

[0008] As a result, the compressor can no longer exert a 
rotation speed suf?cient to maintain the desired cooling 
performance and thus results in a signi?cant loss of cooling 
poWer of the air conditioner under a high temperature 
environment. 

[0009] Thus, the present invention has an objective of 
solving the above-described problems to provide an air 
conditioner used in electric vehicles Which can exert suf? 
cient cooling performance Without enlarging the siZe of the 
motor for driving the compressor or supplying an excessive 
amount of driving current to the motor for driving the 
compressor. 

SUMMARY OF THE INVENTION 

[0010] The present invention is an air conditioner used in 
an electric vehicle Which cools air by repeating compression 
and expansion of gas in a circulative manner betWeen a 
condenser and an evaporator via a compressor driven by a 
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motor. In order to achieve the above-described objective, the 
air conditioner of the invention comprises: a condenser fan 
for cooling the condenser; a motor for driving the condenser 
fan; a load detector for detecting a load put on the compres 
sor; and a rotation speed controller Which increases the 
rotation speed of the motor for driving the condenser fan 
When the amount of the load detected by the load detector is 
relatively large, and decreases the rotation speed of the 
motor for driving the condenser fan When the amount of the 
load detected by the load detector is relatively small. 

[0011] Due to this con?guration, the rotation speed of the 
motor for the condenser fan Will automatically be increased 
When the load put on the compressor becomes high in order 
to cool the condenser by the rotation of the condenser fan. 
Accordingly, the temperature of the gas inside the condenser 
is decreased and the load put on the compressor for com 
pressing the gas as Well as the load of the motor for driving 
the compressor are lightened. A rotation speed of the com 
pressor necessary to achieve the temperature set for that time 
point can be obtained Without supplying a high driving 
current to the compressor motor. Therefore, a suf?cient 
cooling performance can be exerted Without enlarging the 
siZe of the compressor motor or supplying an excessive 
amount of driving current to the same. Since the compressor 
motor is not damaged or the running performance of the 
electric vehicle is not deteriorated, comfort cooling is real 
iZed. 

[0012] The load detector may comprise a current detector 
for detecting a driving current of the motor for driving the 
compressor, and the rotation speed controller may comprise 
a voltage adjuster for adjusting a voltage supplied to the 
motor for driving the condenser fan. 

[0013] Since the driving current of the compressor motor 
is proportional to the load put on the compressor motor, the 
load put on the compressor can be determined by detecting 
the driving current. The rotation speed of the motor for 
driving the condenser fan can easily be controlled by adjust 
ing the voltage applied to the motor for the condenser fan. 

[0014] Preferably, the rotation speed controller judges the 
amount of load put on the compressor based on a reference 
current for judging the amount of load put on the compres 
sor, and gives a command to the voltage adjuster to output 
a relatively high voltage When the driving current detected 
by the current detector is higher than the reference current or 
to output a relatively loW voltage When the driving current 
detected by the current detector is loWer than the reference 
current. 

[0015] Due to this con?guration, the voltage applied to the 
motor for the condenser fan is increased to increase the 
rotation speed of the condenser fan When the load put on the 
compressor becomes high and the driving current detected 
by the current detector becomes higher than the reference 
current. Accordingly, the temperature of the gas inside the 
condenser is reduced, and thus the load put on the compres 
sor for compressing the gas as Well as the load of the motor 
driving the compressor are lightened. Thus, the target rota 
tion speed of the compressor motor necessary at that time 
point can be achieved Without supplying an excessive 
amount of current to the compressor motor. On the other 
hand, the voltage applied to the motor for the condenser fan 
is reduced to decrease the rotation speed of the condenser 
fan When the load put on the compressor is loW and the 
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driving current detected by the current detector is loWer than 
the reference current. As a result, useless electric consump 
tion due to the motor for driving the condenser fan can be 
suppressed. 
[0016] The rotation speed controller may store a plurality 
of different reference currents for judging the amount of load 
put on the compressor and a plurality of output voltages 
corresponding to current ranges separated by each of the 
reference currents, and may output a voltage corresponding 
to the current range that includes the driving current detected 
by the current detector. 

[0017] In this case, the condenser fan can be driven at an 
appropriate rotation speed according to the load put on the 
compressor (i.e., the amount of the driving current of the 
compressor motor). Accordingly, the motor for driving the 
condenser fan is driven at a minimum rotation speed nec 
essary at that time point. Thus, the rotation speed is opti 
miZed and needless electric consumption by the motor for 
driving the condenser fan can be prevented. 

[0018] The output voltage corresponding to the current 
range separated by each of the reference currents may be 0 
at minimum. In other Words, the motor for the condenser fan 
may completely be halted Where the load put on the com 
pressor is signi?cantly loW. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0019] FIG. 1 is a block diagram shoWing a con?guration 
of a hardWare of an electric vehicle air conditioner according 
to one embodiment of the present invention; 

[0020] FIG. 2 is a ?oWchart shoWing a general outline of 
motor control processing executed by a CPU of an A/C 
controller; 
[0021] FIG. 3 is a ?oWchart shoWing a part of the motor 
control processing executed by the CPU of the A/C control 
ler; and 

[0022] FIG. 4 is a graph shoWing the relationship betWeen 
a driving torque required for the compressor motor to 
achieve a constant rotation speed of the compressor under 
the same temperature environment and supply voltage sup 
plied to the condenser motor. 

DETAILED DESCRIPTION OF THE 
INVENTION 

[0023] Hereinafter, an embodiment of the present inven 
tion Will be described With reference to the draWings. FIG. 
1 is a block diagram shoWing a con?guration of a hardWare 
of an air conditioner used in an electric vehicle according to 
one embodiment of the present invention. 

[0024] As shoWn in FIG. 1, the electric vehicle air con 
ditioner 1 is provided With: a compressor motor 3 for driving 
a compressor 2; a condenser 4 for pooling the gas com 
pressed by the compressor 2; a receiver 5 for intermediating 
the compressed gas sent out from the condenser 4; an 
expansion valve 6 for expanding the compressed gas sent 
out from the receiver 5; and an evaporator 7 for taking aWay 
the surrounding heat by utiliZing the volume expansion of 
the compressed gas to exert a cooling effect. 

[0025] A condenser fan 8 for cooling the condenser 4 is 
rotationally driven by a condenser motor 9. The condenser 
fan 8 and the condenser motor 9 are components unique to 
the present embodiment. 
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[0026] AnA/C controller 10 for driving and/or controlling 
the above-mentioned components is provided With a CPU 
and a memory such as a ROM/RAM required for arithmetic 
processing. The A/C controller 10 determines a gas com 
pression ef?ciency necessary for the compressor 2 at that 
time point (speci?cally, a target rotation speed Rx of the 
compressor motor 3 for driving the compressor 2) based on 
a deviation betWeen a predetermined temperature Ts set by 
an air conditioner temperature setting sWitch (not shoWn) 
provided on an instrumental panel or the like in the vehicle 
and a present evaporator temperature Te detected by an 
evaporator temperature sensor 11. The A/C controller 10 
also reads the present rotation speed Rn output from a 
compressor motor rotation sensor 12, adjusts a duty ratio of 
an inverter 13 based on a deviation betWeen the present 
rotation speed Rn and the target rotation speed Rx, and 
controls a substantial driving current Ap supplied to the 
compressor motor 3 so that the compressor motor 3 can 
achieve the target rotation speed Rx required at that time 
point. 
[0027] In other Words, the compressor motor 3 is con 
trolled With priority to its speed While the driving current Ap 
required for achieving the same target rotation speed differs 
betWeen the case Where a great poWer is required for the 
compressor 2 to compress the gas since the outside air 
temperature is high and the case Where the compressor 2 can 
easily compress the gas since the outside air temperature is 
loW. 

[0028] The CPU of the A/C controller 10 and the ROM 
storing the program for controlling the CPU function as a 
rotation speed controller and a voltage adjuster in the present 
embodiment. 

[0029] The CPU as the rotation speed controller and the 
voltage adjuster adjusts a driving current Ap of the com 
pressor motor 3 input into the CPU via a compressor motor 
current detector 14 as a current detector (a load detector) and 
the inverter 13 (i.e., adjusts the supply voltage Vd supplied 
to the condenser motor 9 for driving the condenser fan 8 
according to the amount of load put on the compressor 2) to 
adjust the rotation speed of the condenser motor 9. 

[0030] Hereinafter, the actual processing of the CPU as the 
rotation speed controller and the voltage adjuster Will be 
described in detail With reference to the ?oWcharts of FIGS. 
2 and 3 shoWing motor control processing repeatedly 
executed by the CPU of the A/C controller 10 for every 
predetermined cycle. 
[0031] First, the CPU initiates the motor control process 
ing by reading and temporarily storing the predetermined 
temperature Ts set by the temperature setting sWitch, a 
present evaporator temperature Te detected by the evapora 
tor temperature sensor 11, a present driving current Ap of the 
compressor motor 3 detected by the compressor motor 
current detector 14, and a present rotation speed Rn output 
from the compressor motor rotation sensor 12 (Step S1). 

[0032] Then, the CPU calculates a compression ef?ciency 
of gas required for the compressor 2 at that time point, 
namely, a target rotation speed Rx required for the compres 
sor motor 3 for driving the compressor 2, based on the 
deviation betWeen the predetermined temperature Ts and the 
evaporator temperature Te (Step S2). Since this processing 
in Step S2 is knoWn, description of the details of actual 
arithmetic processing is omitted. 
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[0033] Then, the CPU as the rotation speed controller and 
the voltage adjuster calculates a rotation speed of the con 
denser fan 8 appropriate for the amount of load put on the 
compressor motor 3 at the present time point (i.e., a supply 
voltage Vd to be applied to the condenser motor 9) based on 
the present driving current Ap of the compressor motor 3 
temporarily stored in the CPU (i.e., the current detector) in 
the above-described Step S1 (Step S3). The details of the 
processing eXecuted in Step S3 is shoWn in FIG. 3. 

[0034] As shoWn in FIG. 3, the CPU as the rotation speed 
controller ?rst judges Whether the driving current Ap of the 
compressor motor 3 is loWer than a ?rst reference current A1 
for judging the amount of load put on the compressor 2 (Step 
S31); if not, the driving current Ap should be betWeen the 
?rst reference current Al and a second reference current A2 
or higher than the second reference current A2 (Step S33). 

[0035] The relationship betWeen the ?rst reference current 
A1 and the second reference current A2 is A1<A2. Based on 
these tWo reference currents, the driving current Ap can be 
classi?ed into one of three ranges; speci?cally, a range loWer 
than the ?rst reference current A1, a range betWeen the ?rst 
and the second reference currents A1 and A2, and a range 
higher than the second reference current A2. 

[0036] When the judgment in Step S31 is “no”, in other 
Words, When the driving current Ap of the compressor motor 
3 Which indicates the load put on the compressor 2 is loWer 
than the ?rst reference current A1 and the compressor motor 
3 is able to rotate at the target rotation speed RX With a 
supply current Within the rated current Without cooling the 
condenser 4 With the condenser fan 8 driven by the con 
denser motor 9, the CPU as the voltage adjuster sets a ?rst 
output voltage Vd0 corresponding to the current range loWer 
than the ?rst reference current A1 in an output voltage 
memory register Vd (Step S32). 

[0037] The value Vd0 is a value for halting the rotation of 
the condenser motor 9, or a value for rotating the condenser 
motor 9 at a loW speed, Which is 0 or an extremely loW value. 

[0038] When the judgment in Step S31 is “yes” and the 
judgment in Step S33 is “no”, in other Words, When the 
driving current Ap of the compressor motor 3 Which indi 
cates the load put on the compressor 2 is betWeen the ?rst 
and second reference currents A1 and A2 and it is judged 
that the condenser motor 9 for driving the condenser fan 8 
should be driven at an appropriate rotation speed to cool the 
condenser 4, the CPU as the voltage adjuster sets a second 
output voltage Vd1 corresponding to the current range 
betWeen the ?rst and second reference currents A1 and A2 
in the output voltage memory register Vd (Step S34). 

[0039] The value Vd1 is a predetermined value for rotat 
ing the condenser motor 9 at a loW speed, Which is higher 
than the above-described Vd0 and loWer than the later 
described Vd2. 

[0040] When the judgments in Steps S31 and S33 are both 
“yes”, in other Words, When the driving current Ap of the 
compressor motor 3 Which indicates the load put on the 
compressor 2 is higher than the second reference current A2 
and it is judged that the condenser motor 9 for driving the 
condenser fan 8 should be rotated at an appropriate rotation 
speed to forcibly cool the condenser 4, the CPU as the 
voltage adjuster sets a third output voltage Vd2 correspond 
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ing to the current range higher than the second reference 
current A2 in the output voltage memory register Vd (Step 
S35). 
[0041] As described above, the value Vd2 is higher than 
the above-mentioned values Vd0 and Vd1. 

[0042] Once the CPU determines the supply voltage Vd to 
be applied to the condenser motor 9, the CPU calculates a 
driving current necessary to adjust the rotation speed of the 
compressor motor 3 to the target rotation speed RX based on 
the deviation betWeen the target rotation speed RX of the 
compressor motor 3 and the present rotation speed Rn Which 
are temporarily stored in Step S1, and adjust the duty ratio 
of the inverter 13 such that the determined driving current is 
output from the inverter 13 (Step S4). 

[0043] Then, the CPU as the voltage adjuster controls a 
voltage adjusting unit (not shoWn) of the A/C controller 10 
according to the supply voltage Vd determined in Step S3, 
and applies the supply voltage Vd to the condenser motor 9 
to adjust the rotation speed of the condenser fan 8 (Step S5). 

[0044] The above-described steps are repeated for prede 
termined cycles. Accordingly, When the load put on the 
compressor motor 3 for driving the compressor 2 is loW such 
that the driving current Ap is loWer than the ?rst reference 
current A1, the condenser motor 9 is rotated at a loW speed 
(including a halt state) by the loW ?rst output voltage Vd0. 
When the load put on the compressor motor 3 for driving the 
compressor 2 is moderate such that the driving current Ap 
lies betWeen the ?rst reference current A1 and the second 
reference current A2, the condenser motor 9 is rotated at a 
moderate speed by the moderate second output voltage Vd1. 
Furthermore, When the load put on the compressor motor 3 
for driving the compressor 2 is high such that the driving 
current Ap is higher than the second reference current A2, 
the condenser motor 9 is rotated at a high speed by the high 
third output voltage Ad2. 

[0045] FIG. 4 is a graph shoWing the relationship betWeen 
a driving torque (=driving current Ap) required for the 
compressor motor 3 to achieve a constant rotation speed of 
the compressor 2 When all of the parts eXcept the condenser 
4 are under the same temperature environment and the 
rotation speed (=driving voltage Vd) of the condenser motor 
9. 

[0046] As shoWn in FIG. 4, for achieving the same 
rotation speed under the same temperature environment, a 
loWer driving torque (driving current Ap) can result in the 
same rotation speed by increasing the rotation speed (=driv 
ing voltage Vd) of the condenser motor 9 to forcibly cool the 
condenser 4, thereby easing the gas compression by the 
compressor 2. 

[0047] Since the required rotation speed of the compressor 
2 can be achieved With a loWer driving current Ap by 
increasing the supply voltage Vd of the condenser motor 9 
in accordance With the increase in the driving current Ap to 
increase the rotation speed of the condenser fan 8, an 
appropriate cooling performance can be obtained Without 
applying an excessive amount of driving current to the 
compressor motor 3 or exchanging the compressor motor 3 
to a larger motor. 

[0048] According to the present embodiment, under the 
condition Where there is still a margin in the ability of the 
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compressor motor 3 (i.e., When the driving current Ap is 
lower than the ?rst reference current Al), the condenser 
motor 9 is either halted or rotated at a loW speed. As a result, 
there is no problem of consuming useless electric by need 
less rotation of the compressor motor 3. 

[0049] According to the above-described embodiment, the 
rotation speed (driving voltage Vd) of the condenser fan 8 is 
sWitched among three stages according to the load (driving 
current Ap) put on the compressor motor 3. Alternatively, the 
number of stages may be increased or the condenser motor 
9 may have a single reference current to simply sWitch 
betWeen on and off. 

[0050] If necessary, dead bands (hysteresis) can be pro 
vided for the reference currents to prevent frequent change 
of rotation speed of the condenser motor 9 due to ?uctuation 
of the driving current Ap occurring near the reference 
currents. 

[0051] The electric vehicle air conditioner of the present 
invention is provided With a condenser fan for cooling a 
condenser and a motor for driving the condenser fan, and 
detects the amount of load put on a compressor. When the 
load is relatively high, the rotation speed of the motor for 
driving the condenser fan is increased. On the other hand, 
When the load is loW, the rotation speed of the motor for 
driving the condenser fan is reduced. Thus, increase in the 
load put on the compressor caused by the increase in the 
temperature of the gas inside the condenser can be sup 
pressed by the cooling effect of the condenser oWing to the 
rotation of the condenser fan. 

[0052] Accordingly, a rotation speed of the compressor 
necessary at a particular time point can be obtained Without 
supplying a high driving current to the motor for driving the 
compressor or enlarging the siZe of the same. As a result, 
problems such as damage caused by an overload put on the 
motor for driving the compressor, an increase in the pro 
duction cost caused by employing a large-siZed motor, and 
deterioration of the running performance caused by an 
excessive electric supply to the motor for driving the com 
pressor are solved, thereby realiZing comfort cooling. 

[0053] Unlike a conventional electric vehicle air condi 
tioner of the same type, the present invention does not cause 
a problem of rapid decrease in the rotation speed of the 
compressor motor at a particular time point. Accordingly, 
discomfort due to sudden decrease in the cooling perfor 
mance of the air conditioner does not occur. 

[0054] Since the amount of load put on the compressor is 
determined by detecting the driving current of the compres 
sor motor, there is no need of providing a special sensor for 
detecting the load, thereby simplifying the con?guration of 
the air conditioner. 

[0055] Furthermore, since the rotation speed of the con 
denser fan is adjusted according to the load put on the 
compressor, useless electric consumption by needless rota 
tion of the motor for driving the condenser fan can be 
suppressed. 

[0056] The invention may be embodied in other speci?c 
forms Without departing from the spirit or essential charac 
teristic thereof. The present embodiments are therefore to be 
considered in all respects as illustrative and not restrictive, 
the scope of the invention being indicated by the appended 
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claims rather than by the foregoing description and all 
changes Which come Within the meaning and range of 
equivalency of the claims are therefore intended to be 
embraced therein. 

[0057] The entire disclosure of Japanese Patent Applica 
tion No. 2000-271002 (Filed on Sep. 7, 2000) including 
speci?cation, claims, draWings and summary are incorpo 
rated herein by reference in its entirety. 

What is claimed is: 

1. An air conditioner used in an electric vehicle Which 
cools air by repeating compression and eXpansion of gas in 
a circulative manner betWeen a condenser and an evaporator 

via a compressor driven by a motor, the air conditioner 
comprising: 

a condenser fan for cooling the condenser; 

a motor for driving the condenser fan; 

a load detector for detecting a load put on the compressor; 
and 

a rotation speed controller Which increases the rotation 
speed of the motor for driving the condenser fan When 
the amount of the load detected by the load detector is 
relatively large, and decreases the rotation speed of the 
motor for driving the condenser fan When the amount 
of the load detected by the load detector is relatively 
small. 

2. An air conditioner used in an electric vehicle according 
to claim 1, Wherein the load detector comprises a current 
detector for detecting a driving current of the motor for 
driving the compressor, and the rotation speed controller 
comprises a voltage adjuster for adjusting a voltage supplied 
to the motor for driving the condenser fan. 

3. An air conditioner used in an electric vehicle according 
to claim 2, Wherein the rotation speed controller judges the 
amount of load put on the compressor based on a reference 
current for judging the amount of load put on the compres 
sor, and gives a command to the voltage adjuster to output 
a relatively high voltage When the driving current detected 
by the current detector is higher than the reference current or 
to output a relatively loW voltage When the driving current 
detected by the current detector is loWer than the reference 
current. 

4. An air conditioner used in an electric vehicle according 
to claim 3, Wherein the rotation speed controller stores a 
plurality of different reference currents for judging the 
amount of load put on the compressor and a plurality of 
output voltages corresponding to current ranges separated by 
each of the reference currents, and outputs a voltage corre 
sponding to the current range that includes the driving 
current detected by the current detector. 

5. An air conditioner used in an electric vehicle according 
to claim 1, Wherein the rotation speed controller halts the 
condenser fan When the load put on the condenser is loWer 
than a predetermined value. 

6. An air conditioner used in an electric vehicle according 
to claim 2, Wherein the rotation speed controller halts the 
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condenser fan When the load put on the condenser is lower 8. An air conditioner used in an electric vehicle according 
than a predetermined value. to claim 4, Wherein the rotation speed controller halts the 

7. An air conditioner used in an electric vehicle according condenser fan When the load put on the condenser is loWer 
to claim 3, Wherein the rotation speed controller halts the than a predetermined value. 
condenser fan When the load put on the condenser is loWer 
than a predetermined value. * * * * * 


