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(57) ABSTRACT 

Ventilation ef?ciency inside a ?ywheel is improved. Plural 
vent holes 16 are formed on a side wall portion of a ?ywheel 

11 formed by a circumferential wall portion and the side wall 
portion on one end side of the circumferential wall portion, 
and ?ns 17 protruding toward inside of the ?ywheel 11 are 
formed between the neighboring vent holes 16. The ?ns 17 
are formed integrally at the time of ?lling with a resin 14 
with which a space between a guard ring 13 for guarding 
plural magnets 12 arranged inside the circumferential wall 
portion of the ?ywheel 11 and the ?ywheel 11 is ?lled, and 
the magnets 12 are embedded in the resin 14. In generating 
electric power, the ?ns 17 rotate synchronously with the 
?ywheel 11, a negative pressure is generated at the vent hole 
16 portions, and outside air is introduced into the ?ywheel 
11 and ventilation is performed. 
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MAGNETO GENERATOR 

BACKGROUND OF THE INVENTION 

[0001] 1. Technical Field 

[0002] The present invention relates to a magneto genera 
tor for generating an electric power utiliZing electromagnetic 
induction between magnets and armature winding by rotat 
ing a ?ywheel. 

[0003] 2. Background Art 

[0004] FIGS. 11 and 12 show a rotor of a conventional 
?ywheel-type magneto generator disclosed in the Japanese 
Utility Model Publication (uneXamined) No. 121380/1992. 
FIG. 11 is a sectional view taken along the line XI-XI of 
FIG. 12, and FIG. 12 is a sectional view taken along the line 
XII-XII of FIG. 11. Reference numeral 1 is a bowl-shaped 
?ywheel formed by a circumferential wall portion and a side 
wall portion on one end side of the circumferential wall 
portion. Numeral 2 is a magnet, and plural magnets 2 are 
arranged in the circumferential direction on the circumfer 
ential wall portion of the ?ywheel 1 so as to be engaged with 
projections 1a arranged on the inside of the circumferential 
wall portion. Numeral 3 is a cylindrical guard ring formed 
by drawing a metal plate and having ?ange portions 3a 
formed at one end by bending, and this guard ring 3 is in 
close contact with the inside the magnets 2 arranged annu 
larly. Numeral 4 is a resin with which both side portions of 
the magnets 2 and spaces between end portions of the 
respective magnets 2 are ?lled to ?X the magnets 2 and the 
guard ring 3 integrally onto the ?ywheel 1. Numeral 5 is a 
boss portion mounted on a rotary shaft (not shown in the 
drawings) ?xed to the center of the side wall portion of the 
?ywheel 1. Numeral 4a is ?ns 4a arranged on the inside wall 
portion of the ?ywheel. Another end side of the circumfer 
ential wall portion of the ?ywheel 1 is an opening side freely 
open. Numeral 1b shows step portions 1b formed by eXtru 
sion molding on the inside of the circumferential wall 
portion at several places in the whole circumference of the 
?ywheel 1. 

[0005] NeXt, operation of the conventional rotator is here 
inafter described. The boss portion 5 mounted on the rotary 
shaft (not shown) and the ?ywheel 1 are rotated by rotation 
of the rotary shaft. Accordingly, the ?ns 4a arranged on the 
inside wall portion of the ?ywheel 1 stir air between a 
magneto coil and the side wall of the ?ywheel 1 and cool the 
magneto coil. 

[0006] In the rotor of the above conventional magneto 
generator, it is certain that air in the ?ywheel is stirred, but 
ventilation inside the ?ywheel is not suf?cient. On the other 
hand, the armature winding serving as the magneto coil 
generates a heat in proportion to square of the generated 
current. As described above, since ventilation is insuf?cient, 
it is dif?cult to change the heated air, and this causes a 
problem that rise in resistance value due to temperature rise 
of the winding cannot be sufficiently controlled and the 
generated current is lowered. 

SUMMARY OF THE INVENTION 

[0007] The present invention was made to resolve the 
above-discussed problems and has an object of obtaining a 
magneto generator in which ventilation inside a ?ywheel is 
ef?ciently performed to prevent temperature rise of an 
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armature winding serving as a magneto coil, and a generated 
current is prevented from lowering. 

[0008] A magneto generator according to the invention 
comprises: a bowl-shaped ?ywheel formed by a circumfer 
ential wall portion and a side wall portion on one end side 
of the circumferential wall portion; plural magnets arranged 
on an inner peripheral surface of the mentioned ?ywheel; 
and a magneto coil which is arranged in the mentioned 
?ywheel so as to oppose to the mentioned magnets and 
generates an electric power utiliZing electromagnetic induc 
tion between the mentioned magneto coil and the mentioned 
magnets; in which the mentioned ?ywheel has plural vent 
holes on the side wall portion and is provided with ?ns 
arranged between neighboring two vent holes and protrud 
ing toward the inside of the ?ywheel so that outside air may 
be introduced in the ?ywheel or inside air may be discharged 
therefrom during rotation of the ?ywheel. 

[0009] As a result, during rotation of the ?ywheel, air is 
effectively introduced from outside of the ?ywheel through 
the vent holes or air in the ?ywheel is effectively discharged 
to outside through the vent holes, whereby it is possible to 
improve power generation ef?ciency. 

[0010] Another magneto generator according to the inven 
tion comprises: a bowl-shaped ?ywheel formed by a cir 
cumferential wall portion and a side wall portion on one end 
side of the circumferential wall portion; plural magnets 
arranged on an inner peripheral surface of the mentioned 
?ywheel; and a magneto coil which is arranged in the 
mentioned ?ywheel so as to oppose to the mentioned 
magnets and generates an electric power utiliZing electro 
magnetic induction between the mentioned magneto coil and 
the mentioned magnets; in which the ?ywheel has plural 
vent holes on the side wall portion and ?ns are formed so as 
to surround circumference and inside of the vent holes so 
that outside air may be introduced in the ?ywheel or inside 
air may be discharged therefrom through holes formed on 
the ?ns. 

[0011] As a result, during rotation of the ?ywheel, air is 
effectively introduced from outside of the ?ywheel through 
the vent holes or air in the ?ywheel is effectively discharged 
to the outside through the vent holes, whereby it is possible 
to improve power generation ef?ciency. 

[0012] In the magneto generator according to the inven 
tion, it is preferable that the ?ns are formed integrally by a 
resin, the mentioned resin ?lling a space between a cylin 
drical guard ring arranged on the inside of the magnets and 
the ?ywheel, and the magnets are embedded in the resin. 

[0013] As a result, any separate process is not necessary to 
form the ?ns, and it is possible to manufacture the magneto 
generator at a reasonable cost. 

[0014] In the magneto generator according to the inven 
tion, it is preferable that the holes formed on the ?ns 
surrounding the inside of the vent holes are open so that 
center aXis of each hole may be inclined with respect to the 
rotational direction of the ?ywheel. 

[0015] In the magneto generator according to the inven 
tion, it is preferable that the holes formed on the ?ns 
surrounding the inside of the vent holes are open so that 
backside portions in the rotational direction of the ?ywheel 
may be inclined with respect to the rotational direction. 
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[0016] In the magneto generator according to the inven 
tion, it is preferable that the ?ns surrounding the circumfer 
ences of the vent holes are arranged so that backside portion 
of the ?ywheel in the rotational direction may protrude 
toWard inside or outside of the ?ywheel. 

[0017] As a result, it is possible to introduce the outside air 
and discharge the heated air in the ?yWheel to outside more 
effectively. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0018] FIG. 1 shoWs a magneto generator according to 
Embodiment 1 of the invention, and is a sectional vieW taken 
along the line I-I of FIG. 2(a). 

[0019] FIG. 2(a) is a sectional vieW taken along the line 
II(a)-II(a) of FIG. 1, and FIG. 2(b) is another sectional vieW 
shoWing a magneto coil. 

[0020] FIG. 3 shoWs a magneto generator according to 
Embodiment 2 of the invention, and is a sectional vieW taken 
along the line III-III of FIG. 4. 

[0021] FIG. 4 is a sectional vieW taken along the line 
IV-IV of FIG. 3. 

[0022] FIG. 5 is a sectional vieW of an essential part taken 
along the line V-V of FIG. 3. 

[0023] FIG. 6 is a sectional vieW shoWing a vent hole of 
a magneto generator according to Embodiment 3 of the 
invention. 

[0024] FIG. 7 is a sectional vieW shoWing a vent hole of 
a magneto generator according to Embodiment 4 of the 
invention. 

[0025] FIG. 8 is a sectional vieW shoWing a vent hole of 
a magneto generator according to Embodiment 5 of the 
invention. 

[0026] FIG. 9 is a sectional vieW shoWing a vent hole of 
a magneto generator according to Embodiment 6 of the 
invention. 

[0027] FIG. 10 is a sectional vieW shoWing a vent hole of 
a magneto generator according to Embodiment 7 of the 
invention. 

[0028] FIG. 11 shoWs a magneto generator according to 
the prior art, and is a sectional vieW taken along the line 
XI-XI of FIG. 12. 

[0029] FIG. 12 is a sectional vieW taken along the line 
XII-XII of FIG. 11. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

EMBODIMENT 1. 

[0030] A magneto generator according to Embodiment 1 
of the invention is hereinafter described With reference to 
FIGS. 1 and 2. FIGS. 1 and 2 shoW a magneto generator 
according to Embodiment 1 of the invention. Amagneto coil 
is omitted in FIG. 2(a), While FIG. 2 (b) shoWs the magneto 
coil. FIG. 1 is a sectional vieW taken along the line I-I of 
FIG. 2(a), and FIG. 2(a) is a sectional vieW taken along the 
line II(a)-II(a) of FIG. 1. A rotor in this Embodiment 1 is 
provided With a boWl-shaped ?yWheel 11 formed by a 
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circumferential Wall portion and a side Wall portion on one 
end side of the circumferential Wall portion. A boss portion 
15 for mounting the rotor on a rotary shaft (not shoWn) such 
as crankshaft of an internal combustion engine is attached to 
the center of the side Wall portion of the ?yWheel 11. 
Projections 11a are formed on an inner peripheral surface of 
the circumferential Wall portion of the ?yWheel 11 and, for 
eXample, four long narroW circular arc-shaped magnets 12 
are arranged in the circumferential direction of the circum 
ferential Wall portion so as to engage With the projections 
11a, and they are located at predetermined positions in the 
aXial direction by a guard ring 13. Numeral 11b shoWs step 
portions 11b are formed by extrusion molding on the inside 
of the circumferential Wall portion at several places in the 
Whole circumference of the ?yWheel 11. Numeral 19 is a 
magneto coil, i.e., a stator held on the stationary side, and 
this stator 19 is arranged inside the guard ring 13 so as to 
oppose to the surrounding magnets 12 to generate an electric 
poWer due to electromagnetic induction betWeen the stator 
19 and the magnets 12. 

[0031] The guard ring 13, being in close contact With the 
inner peripheral surface of the circumferential Wall portion 
of the ?yWheel 11 and having ?ange portions 13a to hold the 
respective magnets 12 arranged in the circumferential direc 
tion, is shaped into a cylinder having the ?ange portions 13a 
and is arranged to be in close contact With the inside of the 
magnets 12. The space betWeen the guard ring 13 and the 
circumferential Wall portion of the ?yWheel 11 is ?lled With 
a resin 14 so that spaces betWeen the magnets 12 and both 
side portions of the magnets 12 are ?lled With the resin 14, 
thereby embedding the magnets 12. Plural vent holes 16 are 
formed on the side Wall portion of the ?yWheel 11, and ?ns 
17 for ?oWing air are formed of a resin betWeen neighboring 
tWo vent holes 16. By these ?ns 17, When rotating the 
?yWheel 11, a negative pressure is generated at the vent hole 
16 portions and the outside air is forcibly introduced into the 
inside of the ?yWheel 11. 

[0032] Notches 13b are formed on a side of the guard ring 
13, being in contact With the side Wall portion of the 
?yWheel 11, and con?guration of the ?ns is preliminarily 
formed on a mold for resin molding (not shoWn). In this 
manner, When ?lling With the resin 14, the resin 14 ?oWs 
from the notches 13b into mold portions forming the con 
?guration of the ?ns, and the ?ns 17 protruding inWardly 
from the side Wall portion of the ?yWheel 11 are formed at 
the same time. As a result, any separate process is not 
necessary to form the ?ns in the manufacturing process of 
the rotor, and it is possible to manufacture the magneto 
generator at a reasonable cost. 

EMBODIMENT 2 

[0033] FIGS. 3, 4 and 5 shoW a rotor of a magneto 
generator according to Embodiment 2 of the invention. FIG. 
3 is a sectional vieW taken along the line III-III of FIG. 4, 
FIG. 4 is a sectional vieW taken along the line IV-IV of FIG. 
3, and FIG. 5 is a sectional vieW of an essential part taken 
along the line V-V of FIG. 3. In this Embodiment 2, plural 
vent holes 16 are formed on the side Wall portion of the 
?yWheel 11, and ?ns 18 are formed of resin so as to surround 
the circumference and the inside of the vent holes 16. FIG. 
3 shoWs an eXample of forming one vent hole 16 at every 
boundary portion of the magnets 12 near the boundary 
portion of the neighboring magnets 12 on the side Wall 
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portion of the ?ywheel 11. Other than this example, it is also 
preferable to form a different number of vent holes 16 at 
different positions on the side wall portion. 

[0034] As shown in FIGS. 4 and 5, each of the ?ns 
formed so as to surround the circumferences of the vent 
holes 16 is comprised of a portion located at the circumfer 
ence of each vent hole 16 on the inner surface of the side 
wall portion of the ?ywheel 11, and a portion located inside 
each vent hole 16. Those ?ns are formed of a resin. As 
shown in the sectional view of one vent hole 16 taken along 
the rotational direction of the ?ywheel 11 in FIG. 5, a ?n 18 
is provided with a hole 18a, whose center aXis is inclined so 
as to make an obtuse angle with respect to the rotational 
direction of rotation in the vent hole 16. By forming such 
holes 18a, when rotating the ?ywheel 11, the outside air is 
forcibly introduced into the inside of the ?ywheel 11 as 
shown in FIG. 5. The air heated in the ?ywheel 11 is 
discharged through the opening side located at the other end 
side of the circumferential wall portion of the ?ywheel 11, 
and ventilation is performed ef?ciently. Thus, power gen 
eration ef?ciency is improved. 
[0035] In the same manner as in Embodiment 1, it is also 
preferable that the notches 13b are formed on the guard ring 
13 side being in contact with the side wall portion of the 
?ywheel 11. In such a construction, con?guration of the ?n 
is preliminarily formed on a mold for resin molding for (not 
shown), whereby at the time of ?lling with the resin 14, the 
resin can ?ow from the notches 13b into the inside and the 
circumference of the vent holes 16, and the ?ns 18 can be 
formed integrally with the vent hole 16 portions at the same 
time. As a result, any separate process is not necessary to 
form the ?ns in the manufacturing process of the rotor, and 
it is possible to manufacture the magneto generator at a 
reasonable cost. 

EMBODIMENT 3 

[0036] The foregoing Embodiment 2 shows an eXample in 
which the outside air is introduced from the vent holes 16 of 
the ?ywheel 11into the inside of the ?ywheel 11, and the 
heated air in the ?ywheel 11 is discharged from the opening 
side located at the other end side of the circumferential wall 
portion of the ?ywheel 11. On the other hand, In this 
Embodiment 3, as shown in FIG. 6, a hole 18b is formed on 
the ?n 18 in the vent hole 16 so that its center aXis makes an 
acute angle with respect to the rotational direction of the 
?ywheel 11. Accordingly, when rotating the ?ywheel 11, the 
outside air is introduced from the opening side located at the 
other end side of the circumferential wall portion of the 
?ywheel 11, and the heated air is forcibly discharged from 
the holes 18b formed on the ?ns 18 to the outside. 

EMBODIMENT 4 

[0037] In the construction in which the outside air is 
introduced from the vent holes 16 provided with the ?ns 18 
in the same manner as in the foregoing EXample 2, as shown 
in the sectional view of one vent hole 16 taken along the 
rotational direction of the ?ywheel 11 in FIG. 7, it is also 
preferable to form a hole 18c on the ?n 18 in the vent hole 
16 so that only a backside portion in the rotational direction 
may have an inclination 18d making an obtuse angle with 
respect to the rotational direction. 

EMBODIMENT 5 

[0038] In the construction in which the heated air inside 
the ?ywheel 11 is discharged from the vent holes 16 to the 
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outside in the same manner as in the foregoing Embodiment 
3, as shown in the sectional view of the vent holes 16 taken 
along the rotational direction of the ?ywheel 11 in FIG. 8, 
it is also preferable to form a hole 186 on the ?n 18 so that 
only a backside portion in the rotational direction may have 
an inclination 18f making an acute angle with respect to the 
rotational direction. 

EMBODIMENT 6 

[0039] In the construction in which the outside air is 
introduced from the vent holes 16 provided with the ?ns 18 
in the same manner as in the foregoing EXample 2, as shown 
in the sectional view of one of the vent holes 16 taken along 
the rotational direction of the ?ywheel 11 in FIG. 9, it is also 
preferable to form a hole 18g on the ?n 18 so that the center 
aXis of the hole 18g makes an obtuse angle with respect to 
the rotational direction and forms a protrusion 18h protrud 
ing toward the outside of the ?ywheel 11 on the backside 
portion in the rotational direction of the ?n 18. As a result, 
ventilation is performed more effectively. 

EMBODIMENT 7 

[0040] In the construction in which the heated air inside 
the ?ywheel 11 is discharged from the vent holes 16 to the 
outside in the same manner as in the foregoing Embodiment 
3, as shown in the sectional view of one of the vent holes 16 
taken along the rotational direction of the ?ywheel 11 in 
FIG. 10, it is preferable to form a hole 18i on the ?n 18 so 
that the center aXis of the hole 18i makes an acute angle with 
respect to the rotational direction of the ?ywheel 11 and, at 
the same time, form a protrusion like 18j protruding toward 
the inside of the ?ywheel 11 on a backside portion in the 
rotational direction of the ?n 18. As a result, ventilation is 
performed more effectively. 

[0041] It is to be understood that the invention is not 
limited to the foregoing embodiments and various changes 
and modi?cations may be made without departing from the 
spirit and scope of the invention. 

What is claimed is: 
1. A magneto generator comprising: 

a bowl-shaped ?ywheel formed by a circumferential wall 
portion and a side wall portion on one end side of said 
circumferential wall portion; 

plural magnets arranged on an inner peripheral surface of 
said ?ywheel; and 

a magneto coil which is arranged in said ?ywheel so as to 
oppose to said magnets and generates an electric power 
utiliZing electromagnetic induction between the mag 
neto coil and said magnets; 

in which said ?ywheel has plural vent holes on the side 
wall portion and is provided with ?ns arranged between 
neighboring two vent holes and protruding toward the 
inside of said ?ywheel so that outside air may be 
introduced in the ?ywheel or inside air may be dis 
charged therefrom during rotation of said ?ywheel. 

2. The magneto generator according to claim 1, wherein 
the ?ns are formed integrally by a resin, said resin ?lling a 
space between a cylindrical guard ring arranged on the 
inside of the plural magnets and the ?ywheel, and said 
magnets are embedded in the resin. 
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3. A magneto generator comprising: 

a bowl-shaped ?ywheel formed by a circumferential wall 
portion and a side wall portion on one end side of said 
circumferential wall portion; 

plural magnets arranged on an inner peripheral surface of 
said ?ywheel; and 

a magneto coil which is arranged in said ?ywheel so as to 
oppose to said magnets and generates an electric power 
utiliZing electromagnetic induction between the mag 
neto coil and said magnets; 

wherein said ?ywheel has plural vent holes on the side 
wall portion and ?ns are formed so as to surround 
circumference and inside of the vent holes so that 
outside air may be introduced in said ?ywheel or inside 
air may be discharged therefrom through holes formed 
on said ?ns. 

4. The magneto generator according to claim 3, wherein 
the ?ns are formed integrally by a resin, the mentioned resin 
?lling a space between a cylindrical guard ring arranged on 
the inside of said magnets and the ?ywheel, and the magnets 
are embedded in the resin. 
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5. The magneto generator according to claim 3, wherein 
the holes formed on the ?ns surrounding the inside of the 
vent holes are open so that center aXis of each hole may be 
inclined with respect to the rotational direction of said 
?ywheel. 

6. The magneto generator according to claim 5, wherein 
the ?ns surrounding the circumferences of the vent holes are 
arranged so that backside portion of the ?ywheel in the 
rotational direction may protrude toward inside or outside of 
said ?ywheel. 

7. The magneto generator according to claim 3, wherein 
the holes formed on the ?ns surrounding the inside of the 
vent holes are open so that backside portions in the rotational 
direction of the ?ywheel may be inclined with respect to the 
rotational direction. 

8. The magneto generator according to claim 7, wherein 
the ?ns surrounding the circumferences of the vent holes are 
arranged so that backside portion of the ?ywheel in the 
rotational direction may protrude toward inside or outside of 
said ?ywheel. 


