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(57) ABSTRACT 
In a method for controlling sample introduction in micro 
column separation techniques, more particularly in capillary 
electrophoresis (CE), Where a sample is injected as a sample 
plug into a sampling device Which comprises at least a 
channel for the electrolyte buffer and a supply and drain 
channel for the sample. The supply and drain channels 
discharge into the electolyte channel at respective supply 
and drain ports. The distance betWeen the supply port and 
the drain port geometrically de?nes a sample volume. The 
injection of the sample plug into the electrolyte channel is 
accomplished electrokinetically by applying an electric ?eld 
across the supply and drain channels for a time at least long 
enough that the sample component having the loWest elec 
trophoretic mobility is contained Within the geometrically 
de?ned volume. The supply and drain channels each are 
inclined to the electrolyte channel. Means are provided for 
electrokinetically injecting the sample into the sample vol 
ume. The resistance to How of the source and drain channels 
With respect to the electrolyte buffer is at least about 5% 
loWer than the respective resistance to How of the electrolyte 
channel. 
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METHOD FOR CONTROLLING SAMPLE 
INTRODUCTION IN MICROCOLUMN 

SEPARATION TECHNIQUES AND SAMPLING 
DEVICE 

[0001] The present invention concerns a method for con 
trolling sample introduction in microcolumn separation 
techniques according to the precharacteriZing clause of 
patent claim 1. The invention also concerns a respective 
sampling device according to the precharacteriZing clause of 
patent claim 12. 

[0002] Microcolumn separation techniques, in particular 
capillary electrophoresis has become a very interesting 
separation technique Which is used as part of a sensor or a 
chemical analysis system. One major reason for this is the 
great ef?ciency of the method as a separation technique. The 
sampling methods usually applied in capillary electrophore 
s1s are: 

[0003] injection of a sample With a syringe, via a 
septum, in an injection block, 

[0004] the use of injection valves With/Without a 
sample loop, and 

[0005] dipping one end of the capillary tube into the 
sample reservoir, Whereby the sample is introduced 
by gravity ?oW, by over- or underpressure, or by 
electroendosmosis and/or electromigration. 

[0006] While it is mentioned in Journal of Chromatogra 
phy, 452, (1988) 612-622, that sample valves are the most 
suitable sampling method for capillary electrophoresis, there 
also is described a valveless device for the injection of a 
sample. The described arrangement comprises a cast capil 
lary block Which is connected betWeen an electrode com 
partment and a sampling device. In the electrode compart 
ment electrolyte solutions contact electrodes. The capillary 
tube contains measuring electrodes Which are connected 
With an evaluation electronics. The sampling device consists 
of a broadened part of the capillary tube connected With tWo 
feeders Which eXtend perpendicular to the capillary tube. 
The arrangement of the tWo feeders off-set from each other 
along the longitudinal extension of the capillary tube is such, 
that the sampling device has the shape of a capillary double 
T structure. 

[0007] The sample is introduced into the sampling device 
via a syringe. The injection volume is de?ned geometrically 
by the distance Which the tWo feeders are spaced apart along 
the capillary tube. The transport of the electolyte solution 
and the sample in the capillary tube is accomplished by 
electric ?elds that are applied betWeen the respective elec 
trodes along the capillary tube. An advantage of the double 
T shape sampling device, as is also obtained With the use of 
injection valves, is the concentration effect of dilute sample 
ionic species. HoWever, it is possible that, allthough no 
electric ?eld gradient over the feeders eXists, sample com 
ponents from the feeders may diffuse into the capillary tube 
When the sample has already left the sampling position. The 
amounts of sample components that uncontrollably enter the 
capillary tube depend on the diffusion coefficients and the 
mobilities of the respective sample components. Thus, at the 
detector there not only arrives a more or less broadened plug 
of injected sample ?uid, depending on the diffusion coef? 
cients and the mobilities of the respective components in the 
electrolyte and the electric ?eld, but also the electrolyte in 
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front and after or betWeen individual plugs of sample ?uid 
is “polluted” With unpredictable amounts of sample com 
ponents. These unpredictable amounts of sample compo 
nents reaching the detector are highly undesirable and result 
in a high noise of the detected signal, thus reducing the limits 
of detection considerably. 

[0008] In Analytical Chemistry, 1992, 64, pages 1926 
1932 a capillary electrophoretic device is described in Which 
the sample is injected electrokinetically dipping one end of 
a capillary into the sample reservoir and applying a voltage 
across the ends of the capillary. In the electric ?eld the 
sample is transported electrokinetically and is injected at a 
T-junction into the channel system of the capillary electro 
phoretic device. This method, hoWever, leads to a Well 
knoWn bias of the actual sample composition due to the 
differences in the electrophoretic mobilities of the sample 
components. Thus, the sample introduced often does not 
have the same composition as the original sample. In addi 
tion, the volume of the introduced sample is very often 
unknoWn such, that internal standards have to be used for 
quantitative analyses. 

[0009] It is therefore an object of the present invention to 
provide a method for controlling sample introduction in 
microcolumn separation techniques, and more particularly 
in capillary electrophoresis (CE), and a sampling device 
Which overcomes the aforementioned disadvantages of the 
prior art. The sample volume shall be geometrically de?ned. 
The composition of the sample Which is injected shall not 
differ from the original composition of the sample in the 
reservoir. The uncontrolled introduction of sample ?uid into 
the capillary tube shall be reduced considerably. If the 
unWanted leakage of sample ?uid into the capillary tube 
cannot be totally avoided, provisions shall be made that at 
least it only occurs in a predictable and controllable manner. 

[0010] The method and the sampling device according to 
the invention shall also alloW an easy realiZation of minia 
turiZed analysis concepts, such as the ones described, for 
eXample, in Sensors and Actuators B, 10 (1993) 107-116. 
There the concept of a multi-manifold ?oW system inte 
grated on a silicon substrate, With valveless sWitching of 
solvent ?oW betWeen channels and electro-kinetic pumping 
of an aqueous solvent, is described. A similar concept is 
described, for eXample, in Analytical Chemistry, Vol.64, No. 
17, Sep. 1, 1992, 1926-1932. The described miniaturiZed 
chemical analysis system on the basis of capillary electro 
phoresis comprises a complex manifold of capillary chan 
nels, Which are micromachined in a planar glass substrate. 
The transport of the solvent and the sample occurs due to 
electro-kinetic effects (electro-osmosis and/or electrophore 
sis). 
[0011] The objects of the invention are met by a method 
for controlling sample introduction in capillary electro 
phoresis (CE) Which involves the process steps according to 
the characteriZing part of patent claim 1. More particularly, 
a method for controlling sample introduction in microcol 
umn separation techniques, in especially in capillary elec 
trophoresis (CE) is provided, Wherein an electrolyte buffer 
and a more or less concentrated sample are transported 
through a system of capillary channels. The sample is 
injected as a sample plug into a sampling device Which 
comprises at least a channel for the electrolyte buffer and a 
supply and drain channel for the sample. The channel for the 
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electrolyte buffer and the supply and drain channels for the 
sample intersect each other. The supply channel and the 
drain channel for the sample, each discharge into the channel 
at respective supply and drain ports. The distance betWeen 
the supply port and the drain port geometrically de?nes a 
sample volume. The supply and the drain channels each are 
inclined to the electrolyte channel. The injection of the 
sample plug into the electrolyte channel is accomplished 
electro-kinetically by applying an electric ?eld across the 
supply and drain channels for a time at least long enough 
that the sample component having the loWest electrophoretic 
mobility is contained Within the geometrically de?ned vol 
ume. By this measure the composition of the injected sample 
plug Will re?ect the actual sample composition. 

[0012] In a further preferred process step, immediately 
after the injection of the sample plug the electrolyte buffer 
is alloWed to advance into the supply channel and into the 
drain channel at the respective supply and drain ports for a 
time period, Which amounts to at least the migration time of 
a sloWest component Within the sample plug from the supply 
port to the detector. Thus, the sample is pushed back into the 
respective supply and drain channels and substantially pre 
vented from uncontrollably diffusing into the electrolyte 
buffer Which is transported past the supply and drain ports. 
In addition the method alloWs to control the sample com 
position Within the electrolyte buffer. 

[0013] The objects With respect to the improvements of 
the sampling device are met by a sampling device according 
to the characteriZing part of patent claim 12. In particular the 
sampling device comprises an electrolyte channel, and a 
supply channel and a drain channel for the sample, Which 
discharge into the electrolyte channel at respective supply 
and drain ports. The ports are arranged With respect to each 
other such, that a sample volume is geometrically de?ned. 
The supply and drain channels each are inclined to the 
electrolyte channel. Means are provided for electro-kineti 
cally injecting a sample into the sample volume. The resis 
tance to How of the source and drain channels With respect 
to the electrolyte buffer is at least about 5% loWer than the 
respective resistance to How of the electrolyte channel. 

[0014] Preferrend variants of the method according to the 
invention and preferred embodiments of the sampling device 
according to the invention are subject of the respective 
dependent claims. The invention Will become apparent from 
the folloWing description With reference to the schematic 
draWings in Which: 

[0015] FIG. 1 is a schematic vieW of a microcolumn 
separation device Which comprises a sampling device 
according to the present invention, 

[0016] FIG. 2 is a sectional vieW of the microcolumn 
separation device according to FIG. 1, 

[0017] FIG. 3 is an enlarged vieW of the encircled part of 
the microcolumn separation device according to FIG. 1, 
shoWing a ?rst embodiment of a sampling device, and 

[0018] 
device. 

[0019] In FIGS. 1 and 2 an exemplary embodiment of a 
microcolumn separation device, more particularly of an 
electrophoretic separation device, is depicted. It comprises a 
base part 1 and a lid part 2. The base part 1 can be made of 

FIG. 4 is a second embodiment of the sampling 
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glass, monocrystalin silicon or other materials knoWn from 
semiconductor manufacture, or of a suitable polymer mate 
rial. The lid part2 is preferably made of glass. The base part 
1 comprises a channel system 4 Which is etched, microma 
chined or otherWise established in its surface. Preferably 
techniques knoWn from semiconductor manufacture are 
applied for creating the channel system in the surface of the 
base part 1. The lid part is provided With through holes R, 
S, D, W, Which communicate With the channel system 4 and 
are adapted to accomodate and hold the ends of capillary 
tubes. The lid part 2 is also provided With various ports for 
light Waveguides, Which are part of an optical detection 
system, such as, for example, a ?uorescence detection 
system, or an absorption detection system, or a system for 
the detection of changes of the refractive index of a sample 
?oWing through the channel system. The ports are distrib 
uted along the channel system 4 after a sampling device 3, 
Where a sample is introduced into an electrolyte buffer, thus 
alloWing measurements at different locations along the chan 
nel system. 

[0020] The transport of the electrolyte buffer and of the 
more or less concentrated sample is preferably accomplished 
by means of electric ?elds, Which are created by sWitching 
electric potentials betWeen electrodes of a respective reser 
voir R and Waste receptacles W for the electrolyte buffer and 
betWeen electrodes associated With respective source S and 
drain receptacles D for the sample. 

[0021] In FIGS. 3 and 4 the encircled sampling device 3 
of FIG. 1 is shoWn in an enlarged scale. It is part of the How 
injection analysis system of FIG. 1, Which is based on 
electro-kinetic principles and alloWs an electrophoretic 
analysis of a sample. The sampling device 3 is an integrated 
part of the capillary channel system 4 and is thus connected 
With the reservoir R and the Waste receptacle W behind the 
detectors 5-8, for the electrolyte buffer, and With the source 
receptacle S and the drain receptacle D for the sample Which 
is to be analyZed. In FIGS. 3 and 4, for the sake of clarity 
the reservoir R and the receptacles W, S,D are not draWn, but 
they are only symboliZed by arroWs, Which at the same time 
indicate the direction of ?uid How in the channel system 4. 

[0022] In FIG. 3 a ?rst exemplary embodiment of the 
sampling device is shoWn. It comprises a capillary channel 
piece 22, Which on one end is connected to a capillary 
channel comunicating With the reservoir R for the electrolyte 
buffer and in longitudinal direction on the other end With a 
capillary channel Where the electrophoretic separation of the 
sample takes place, and Which leads to the detector(s) and in 
further consequence to the Waste receptacle(s) W. The 
sampling device further comprises a supply channel 23, 
Which communicates With a source receptacle S for the 
sample, and a drain channel 24 Which leads to a drain 
receptacle D. The source channel 23 and the drain channel 
24 are inclined to the longitudinal extension of the channel 
piece 2, preferably they are arranged about perpendicular 
such, that together With the channel piece 22 they form a 
double T structure, as shoWn in the draWing. The source 
channel S and the drain channel D each discharge into the 
channel piece 22 at respective supply and drain ports 25, 26. 
According to the draWing in FIG. 3 the supply port 25 and 
the drain port 26 are spaced apart from each other longitu 
dinally at the channel piece 22 such, that a sample volume 
27 is geometrically de?ned as Will be explained in more 
detail hereinafter. It is to be understood, that the drain 
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channel 24 can be arranged in direct longitudinal extension 
of the source channel 23 such, that the supply and drain ports 
25, 26 are situated opposite each other. In that case the 
channels of the sampling device have no double T structure, 
but they are arranged in form of an ordinary crossing. 

[0023] As already mentioned before the transport of the 
?uids, ie the electrolyte buffer and the sample, is accom 
plished With electric ?elds, Which are a result of different 
electric potentials at the reservoir R and the Waste receptacle 
W for the electrolyte buffer, and the respective source 
receptacle S and the drain receptacle D for the sample. By 
applying, for eXample, a positive electric potential to the 
reservoir R and a negative electric potential to the Waste 
receptacle, the electrolyte buffer is electro-kinetically trans 
ported from the reservoir R through the capillary channel 
system to the Waste receptacle W. In order to introduce the 
sample into the channel piece 22, for eXample, the source 
receptacle S for the sample is maintained at a positive 
potential and the drain receptacle D is kept on a negative 
potential. In the resulting electric ?eld the sample is trans 
ported electro-kinetically from the source receptacle S to the 
drain receptacle D. The direction of How is indicated in FIG. 
3 by the arroWs S, V, and D. By this measure, a part 27 of 
the channel piece 22, Which is delimited by the supply port 
25 on the one end and by the drain port 26 on the other end 
is ?lled With sample. Thus, the sample-?lled part 27 of the 
channel piece of the sampling device 3 de?nes the volume 
of the electro-kinetically injected sample plug, Which is 
indicated by the hatchings in FIG. 3. In other Words, the 
volume 27 of the sample plug is geometrically delimited by 
the spaced apart supply and drain ports 25 and 26. In the 
aforementioned case that the supply and drain ports are 
arranged opposite each other, such that the channel piece 22 
and the supply and drain channels 23, 24 form an ordinary 
crossing, the siZe and volume of the intersection determines 
the sample volume. Thus, in that case, the sample volume is 
only de?ned by the cross-sections of the respective channels 
22, 23, 24. 

[0024] In order to assure that the composition of the 
sample in the sample volume 27 re?ects the actual sample 
composition in the reservoir R the electric ?eld across the 
supply and drain channels 23, 24 must be maintained for at 
least for a time period long enough that the geometrically 
de?ned sample volume is ?lled and contains the the com 
ponent of the sample Which has the loWest electrophoretic 
mobility. This minimum time period trnin is given by the 
equation tmin=d/pi.E. In this equation d stands for the dis 
tance, Which the source and drain port are spaced apart; pi 
is the total mobility of the sloWest component i of the 
sample, Which Will be referred to in more detail hereinafter, 
E is the ?eld strength across the source and drain channels, 
Which results from the difference in potentials. 

[0025] When a electrophoretic analysis of a sample is to 
be carried out, ?rst an electric ?eld betWeen the reservoir R 
and the Waste receptacle W is established such, that the 
electrolyte buffer is transported from the reservoir R to the 
Waste receptacle W. After the channel system of the chemi 
cal analysis system has been ?lled With the electrolyte 
buffer, the injection of the sample into the channel piece 22 
is initiated. For that purpose an electric ?eld is established 
betWeen the source receptacle S and the drain receptacle D 
such, that the sample is electro-kinetically transported from 
the source receptacle S through the supply channel 23 via the 
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channel piece 22 into the drain channel 24 and on to the 
drain receptacle D. It is understood that during the time 
period, in Which the sample is injected, the electric ?eld 
betWeen the reservoir R and the Waste receptacle W is 
sWitched off, or that the potentials are chosen such, that the 
sample only is transported along the path described above. 
After the injection time period Which is chosen such, that it 
is ensured that the sample volume 27 betWeen the supply 
port 25 and the drain port 26 is ?lled With the sample, the 
electric ?eld betWeen the source receptacle S and the drain 
receptacle D is sWitched off. At the same time the electric 
?eld betWeen the reservoir R and the Waste receptacle W is 
activated again such, that the sample contained Within the 
sample volume 27 is transported on into the direction of the 
detector(s) and the Waste reservoir. While it is transported 
through the channel system the sample is separated electro 
phoretically in the electric ?eld. 

[0026] The problem of leakage or diffusion of sample 
components into the electrolyte buffer While it is transported 
past the supply and drain ports 23 and 24, even though no 
electric ?eld is applied betWeen the source receptacle S and 
the drain receptacle D, is solved by alloWing the electrolyte 
buffer to advance into the supply channel 23 and into the 
drain channel 24 at the respective supply and drain ports 25 
and 26 for a time period, Which amounts to at least the 
migration time ti of the sloWest component i Within the 
sample plug from the supply port 25 to the respective 
detector. Thus, the sample is pushed back into the supply and 
drain channels 23, 24 and substantially prevented from 
uncontrollably diffusing into the electrolyte buffer Which is 
transported past the supply and drain ports 25, 26. 

[0027] The migration time ti of the sloWest component i of 
the sample is de?ned as the quotient betWeen the separation 
length L and the product of the total mobility pi of the 
sloWest component i of the sample and the electric ?eld 
strength E‘ acting on it along its path L, and is given by the 
equation Ti=L/(,ui.E‘). In this equation the separation length 
L (FIG. 1) is the distance the sample component i travels 
betWeen the supply port 25 and the respective activated 
detector 5-8, and the total mobility pi of the component is the 
sum of the electrophoretic mobility pi?p of the component 
and the overall electro-osmotic mobility p60 of the sample. 
The time period during Which the detection is accomplished 
is very short in comparison to the migration time of the 
sloWest component of the sample and thus is neglectable. 

[0028] In order to alloW the electrolyte buffer to advance 
into the supply and drain channels 23 and 24, in the 
exemplary embodiment of the sampling device depicted in 
FIG. 3 the source receptacle S and the drain receptacle D are 
sWitched on an electric potential Which is different from the 
electric potential at the reservoir R for the electrolyte buffer, 
thus establishing a potential difference of suitable magni 
tude. In an embodiment, Where the electrolyte buffer is 
transported from a positive potential to a negative potential, 
the potentials at the source and drain receptacles S, D are 
chosen negative With respect to the positive potential at the 
reservoir R. In case of a transport of the electrolyte buffer 
from a negative potential to a positive potential the poten 
tials of the source and drain receptacles S, D are chosen 
positive With respect to the reservoir R. 

[0029] Preferably the potential difference betWeen the 
reservoir R and the source and drain receptacles S, D is 
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chosen such, that the resultant electric ?eld has a ?eld 
strength Which amounts to at least about 0.1 V/cm. 

[0030] Another approach to alloW an advancement of the 
electrolyte buffer into the supply and drain channels 3, 4 is 
depicted in FIG. 4. The construction of the depicted sam 
pling device 3 basically corresponds to the one depicted in 
FIG. 3. It comprises a channel piece 12 With tWo side 
channels 13, 14. The side channels are inclined to the 
longitudinal extension of the channel piece 12 an angle that 
amounts to from about 5 degrees to about 175 degrees; 
hoWever, preferably they are arranged about perpendicular 
With respect to the channel piece 12. The side channels are 
a supply channel 13 and a drain channel 14, Which discharge 
into the channel piece 12 at respective supply and drain ports 
15, 16. Preferably the supply port 15 and the drain port 16 
are spaced apart from each other at the channel piece 12 and 
delimit a sample volume 17. The distance d Which they are 
spaced apart from each other typically amounts to from 
about 0 pm to about 3 cm, most preferably to about 3 mm, 
Wherein the value 0 indicates that the supply and drain ports 
are located opposite each other. The channel piece 12 
communicates With a reservoir R and a Waste receptacle W 
for the electrolyte buffer. The supply channel 13 is con 
nected With a source receptacle S for the sample, While the 
drain channel 14 communicates With a drain receptacle D. 

[0031] The sampling device 3 is part of an electrophoretic 
chemical anlysis system and basically functions in the same 
Way as the sampling device depicted in FIG. 3. HoWever, in 
order to alloW the electrolyte buffer to advance into the 
supply and drain channels 13, 14 the resistance of How 
Within the tWo channels is reduced. In particular the source 
channel and the drain channel each have a resistance to How 
With respect to said electrolyte buffer, Which is about 5% 
loWer than the respective resistance to How of said electro 
lyte channel. Surprisingly the reduction of the resistance to 
How of the supply and drain channels 13, 14 does not result 
in an increase of the leakage or diffusion of sample com 
ponents into the electrolyte buffer as it is transported past the 
respective supply and drain port 15, 16. Instead, the reduc 
tion of the resistance to How of the side channels 13, 14 leads 
to a convective How of the electrolyte buffer into the 
channels 13, 14, even When the aplied electric ?elds should 
not result in such a ?oW. Thus, the leakage or diffusion of 
sample components is considerably decreased and the noise 
of the detected signal is reduced. In consequence the sen 
sitivity of the analytic system, that is the limit of detection, 
is increased. The resistance to How of the supply and drain 
channel can be deminished by either reducing the length of 
the respective channels or by increasing their respective 
Widths W. Preferably the reduction of the resistance to How 
of the supply and drain channels 13, 14 is achieved by 
providing them each With a Width W that is at least about tWo 
times greater than the Width p of the supply and drain ports 
15, 16. Such, the supply and drain channels 13, 14 each have 
about the shape of a bottle, the bottle neck being the 
respective supply or drain port 15, 16. 

[0032] While it is possible that the supply and drain 
channels 13, 14 empty directly into the channel piece 12 
such, that their ends, Which are located right next to the 
channels piece 12 are the respective source and drain ports 
15, 16, from Where the Width of the channels gradually 
increases over a respective intermediate piece 13‘, 14‘ from 
the Width p of the ports to the ?nal Width W of the channels, 
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the supply and drain ports also have longitudinal extensions 
1. Thes longitudinal extensions correspond at least to the 
Width p of the respective supply and drain ports 15, 16. It is 
advantageous, if the Widths p of the supply and drain port 15, 
16 are kept constant along their longitudinal extension 1. In 
a preferred embodiment the Widths p of the supply and drain 
port 15, 16 are chosen such, that they about correspond to 
the Width b of the channel piece 12. 

[0033] The depth of the channel piece 12 (Which should 
correspond to the depth of the channel system that it is part 
of) and of the supply and drain channels 13, 14 typically 
amounts to from about 0.1 pm to about 100 pm. The depths 
of the bottle-neck-like supply and drain port 15, 16 about 
corresponds to the depth of the channels. 

[0034] The sampling device 3 according to the invention 
has been explained With reference to exemplary embodi 
ments Which are part of micro-analysis chips. It can as Well 
be an arrangement of capillary tubes, Which is part of a 
electrophoretic chemical analysis system made of capillary 
tubes. In the most preferred embodiment, hoWever, the 
sampling device is integrated into a system of capillary 
channels Which are established in a small planar sheet of 
glass, semiconductor material, or a suitable polymer. Advan 
tageously the channel system including the supply and drain 
channels and the respective supply and drain ports are 
etched or micromachined or casted (in case of a polymer 
base part), or otherWise established in the planar substrate. 
Most suitable for its manufacture are techniques Which are 
Well established in semiconductor production or in the 
manufacture of micromechanical elements. 

[0035] The combination of a structure that geometrically 
de?nes the injected sample volume With an electro-kinetic 
injection of the sample over a de?ned minimum time period 
alloWs to relyably control the sample volume and to assure 
that the composition of the sample contained Within the 
sample volume re?ects the original composition of the 
sample in the reservoir. A further improvement of the 
method and the sampling device according to the invention 
alloWs a considerable reduction of uncontrolled leakage or 
diffusion of sample components into the electrolyte. buffer. 
Thus, it is possible to reduce the leakage or diffusion such, 
that the still occuring leakage results in a concentration of 
the sample in the electrolyte buffer, that is less than 3% of 
the original concentration of the sample. By this measure the 
noise of the detected electrophoretic signal is reduced and 
the detection limits are increased. 

1. Method for controlling sample introduction in micro 
column separation techniques, in especially in capillary 
electrophoresis (CE), Wherein an electrolyte buffer and a 
more or less concentrated sample are transported through a 
system of capillary channels, and Wherein said sample 
consisting of components having different electrophoretic 
mobilities is injected as a sample plug into a sampling 
device, Which comprises at least a channel for the electrolyte 
buffer and a supply and drain channel for said sample, said 
electrolyte channel and said supply and drain channels for 
said sample intersecting each other, and said supply and 
drain channels each being inclined to said electrolyte chan 
nel and discharging into it at respective supply and drain 
ports, Wherein a distance betWeen said supply port and said 
drain port geometrically de?ning a sample volume, charac 
teriZed in that the injection of said sample plug into said 
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electrolyte channel is accomplished electrokinetically by 
applying an electric ?eld across said supply and drain 
channels for a time period Which is at least long enough, that 
a sloWest of said sample components having the loWest 
electrophoretic mobility is contained Within said geometri 
cally de?ned volume. 

2. Method according to claim 1, Wherein said time period 
corresponds at least to the time de?ned by the equation 
tmin=d/(,ui.E), Wherein d stands for the distance betWeen said 
supply and drain ports, pi is the total electro-kinetic mobility 
of said sloWest component, and E stands for the electric ?eld 
strength across said source and drain channels. 

3. Method according to claim 1 or 2, Wherein said 
electrolyte buffer and said sample are transported electroki 
netically, and further Wherein immediately after said injec 
tion of said sample plug said electrolyte buffer is alloWed to 
advance into said supply channel and into said drain channel 
at said respective supply and drain ports for a time period, 
Which amounts to at least a migration time of a sloWest 
component Within said sample plug from the supply port to 
a detector, thus pushing back said sample into said respec 
tive supply and drain channels and substantially preventing 
said sample from uncontrollably diffusing into said electro 
lyte buffer Which is transported Past said supply and drain 
ports. 

4. Method according to claim 3, Wherein Within said time 
period said sample in said supply and drain channels is 
subjected to an electric potential, Which is different from an 
electric potential at a reservoir for said electrolyte buffer, 
thus establishing a potential difference such, that said elec 
trolyte buffer is alloWed to advance into said supply channel 
and into said drain channel. 

5. Method according to claim 4, Wherein said potential 
difference is chosen such, that a resultant electric ?eld 
strength amounts to at least about 0.1 V/cm. 

6. Method according to claim 3, Wherein said electrolyte 
buffer is alloWed to advance into said supply and drain 
channels by reducing a resistance to How Within said supply 
and drain channels. 

7. Method according to claim 6, Wherein said resistance to 
How is reduced by either reducing the lengths of said supply 
and drain channels or by increasing their respective Widths. 

8. Method according to claim 7, Wherein said resistance to 
How of said supply and drain channels is reduced by 
providing said supply and drain channels each With a Width 
that is at least about tWo times greater than a Width of said 
supply and drain ports. 

9. Method according to claim 8, Wherein said supply and 
drain ports of said respective supply and drain channels have 
a longitudinal extension Which corresponds at least to about 
said Widths of said supply and drain ports, and that said 
Widths are kept about constant along the extension of said 
supply and drain ports. 

10. Method according to claim 9, Wherein said Widths of 
said supply and drain ports are chosen such, that they about 
correspond to a Width of said channel piece. 
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11. Method according to any one of the preceeding 
claims, Wherein said system of capillary channels including 
said supply and drain channels With their respective ports are 
etched or micromachined or otherWise established in a 

planar substrate made of glass, or semiconductor materials, 
or a suitable polymer, or the like. 

12. Sampling device comprising a channel (12; 22) for an 
electrolyte buffer and a supply channel (13; 23) and a drain 
channel (14; 24) for a sample, Which each discharges into 
said electrolyte channel (12; 22) at a respective supply (15; 
25) and a drain port (16; 26), Which ports are located With 
respect to each other such, that a sample volume (17; 27) is 
geometrically de?ned, said supply and drain channels each 
being inclined to a longitudinal extension of said channel 
piece, and means for electrokinetically injecting a sample 
into said sample volume, characteriZed in that said source 
channel (13; 23) and said drain channel (14; 24), each have 
a resistance to How With respect to said electrolyte buffer, 
Which is about 5% loWer than the respective resistance to 
How of said electrolyte channel (13; 23). 

13. Sampling device according to claim 12, Wherein said 
supply (13; 23) and drain channel (14; 24) each has a Width 

(W) that is at least about tWo times greater than a Width of said supply (15; 25) and drain ports (16; 26). 

14. Sampling device according to claim 13, Wherein said 
supply (15; 25) and drain ports (16; 26) of said respective 
supply (13; 23) and drain channels (14; 24) have a longitu 
dinal extension (1) Which corresponds at least to about said 
Widths of said supply and drain ports, and that said 
Widths (W) are about constant along the extension (1) of said 
supply and drain ports. 

15. Sampling device according to claim 14, Wherein said 
Widths (p) of said supply (15; 25) and drain ports (16; 26) 
about correspond to a Width (b) of said channel piece (12; 
22). 

16. Sampling device according to claim 15, Wherein said 
channels have a depth of from about 0.1 pm to about 100 pm. 

17. Sampling device according to any one of claims 12 to 
16, Wherein said supply port (15; 25) and said drain port (16; 
26) are spaced apart from each other a distance (d) Which 
amounts to from about 0 pm to about 3 cm, preferably to 
about 3 mm. 

18. Sampling device according to any one of claims 12 to 
17, Wherein said supply channel (13; 23) and said drain 
channel (14; 24), respectively, each are inclined With respect 
to said longitudinal extension of said channel piece an angle 
that amounts to from about 5 degrees to about 175, prefer 
ably to about 90 degrees and further Wherein said supply 
channel (13; 23) and said drain channel (14; 24) extend 
about parallel to each other. 


