
US 20020041837A1 

(12) Patent Application Publication (10) Pub. N0.: US 2002/0041837 A1 
(19) United States 

Edlund et al. (43) Pub. Date: Apr. 11, 2002 

(54) HYDROGEN-SELECTIVE METAL 
MEMBRANE MODULES AND METHOD OF 
FORMING THE SAME 

(76) Inventors: David J. Edlund, Bend, OR (US); 
William A. Pledger, Sisters, OR (US); 
Todd Studebaker, Bend, OR (US) 

Correspondence Address: 
KOLISCH HARTWELL DICKINSON 
MCCORMACK & 
HEUSER 
520 SW. YAMHILL STREET 
SUITE 200 
PORTLAND, OR 97204 (US) 

(21) Appl. No.: 10/003,164 

(22) Filed: Nov. 14, 2001 

Related US. Application Data 

(63) Continuation of application No. 09/812,499, ?led on 
Mar. 19, 2001, noW patented. Non-provisional of 

2a 27 26 
f If // 

provisional application No. 60/191,891, ?led on Mar. 
23, 2000. 

Publication Classi?cation 

(51) Im. c1? ......................... .. B01D 50/00; B01D 53/22 

(52) Us. 01. ................................................. .. 422/177; 96/7 

(57) ABSTRACT 

Membrane modules that contain one or more hydrogen 
selective membranes, methods for preparing the same, and 
hydrogen puri?cation systems, fuel processors and devices 
containing the same. In some embodiments, the membrane 
modules include one or more hydrogen-selective mem 

branes supported on a screen structure, of Which a variety of 
embodiments are disclosed. In some embodiments, the 
membrane or membranes are adhesively mounted on the 
screen structure during assembly. In some embodiments, the 
screen structure includes a plurality of screen members 
adhesively mounted together during assembly. In some 
embodiments, the screen structure includes a coating. 
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HYDROGEN-SELECTIVE METAL MEMBRANE 
MODULES AND METHOD OF FORMING THE 

SAME 

RELATED APPLICATION 

[0001] The present application claims priority to co-pend 
ing US. patent application Ser. No. 09/812,499, Which Was 
?led on Mar. 19, 2001, is entitled “Hydrogen-Selective 
Metal Membrane Modules and Method of Forming the 
Same,” and the complete disclosure of Which is hereby 
incorporated by reference. 

FIELD OF THE INVENTION 

[0002] The invention relates generally to hydrogen puri 
?cation systems and more particularly to hydrogen-selective 
membranes, methods for forming membrane modules con 
taining a plurality of hydrogen-selective membranes, and 
hydrogen producing and purifying systems containing the 
same. 

BACKGROUND OF THE INVENTION 

[0003] Hydrogen-selective membranes formed from 
hydrogen-permeable metals, most notably palladium and 
alloys of palladium, are knoWn. In particular, planar palla 
dium-alloy membranes have been disclosed for purifying 
hydrogen gas streams, such as hydrogen gas streams pro 
duced by steam reformers, autothermal reformers, partial 
oxidation reactors, pyrolysis reactors and other fuel proces 
sors, including fuel processors con?gured to supply puri?ed 
hydrogen to fuel cells or other processes requiring high 
purity hydrogen. 
[0004] To be economical, palladium and palladium-alloy 
membranes must be thin. For example, planar membranes 
are typically approximately 0.001 inches thick. HoWever, 
these extremely thin membranes are subject to Wrinkling 
during assembly into a membrane module containing one or 
more hydrogen-selective membranes. A membrane that has 
one or more Wrinkles is subject to premature failure due to 
stress fractures forming at the Wrinkle. When such a failure 
occurs, impurities that otherWise Would be unable to pass 
through the membrane can noW pass through the membrane, 
thereby reducing the purity of the product hydrogen stream 
and potentially damaging the fuel cell stack or other hydro 
gen-consuming device With Which the puri?ed stream is 
used. 

[0005] Therefore, there is a need for a method for prepar 
ing hydrogen-selective membranes for use in a fuel proces 
sor or other hydrogen-purifying device Without Wrinkling 
the membranes. 

SUMMARY OF THE INVENTION 

[0006] The present invention is directed to membrane 
modules that contain one or more hydrogen-selective mem 

branes, methods for preparing the same, and hydrogen 
puri?cation systems, fuel processors and devices containing 
the same. In some embodiments, the membrane modules 
include one or more hydrogen-selective membranes sup 
ported on a support or screen structure, of Which a variety of 
embodiments are disclosed. In some embodiments, the 
membrane or membranes are adhesively mounted on the 
screen structure during assembly. In some embodiments, the 
screen structure includes a plurality of screen members 
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adhesively mounted together during assembly. In some 
embodiments, the screen structure includes a coating. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0007] FIG. 1 is a schematic diagram of a fuel cell system 
containing a fuel processor With a membrane module 
according to the present invention. 

[0008] FIG. 2 is a schematic diagram of another embodi 
ment of the fuel cell system of FIG. 1. 

[0009] FIG. 3 is a schematic diagram of a fuel processor 
suitable for use in the fuel cell systems of FIGS. 1 and 2 and 
including a membrane module according to the present 
invention. 

[0010] FIG. 4 is a schematic diagram of another embodi 
ment of the fuel processor of FIG. 3. 

[0011] FIG. 5 is a schematic diagram of a hydrogen 
puri?er containing a membrane module according to the 
present invention. 

[0012] FIG. 6 is a fragmentary side elevation vieW of a 
membrane envelope constructed according to the present 
invention and including a screen structure. 

[0013] FIG. 7 is an exploded isometric vieW of another 
embodiment of a membrane envelope constructed according 
to the present invention and including a screen structure 
having several layers. 

[0014] FIG. 8 is a cross-sectional vieW of the membrane 
envelope of FIG. 7. 

[0015] FIG. 9 is a fragmentary isometric vieW of an 
expanded metal screen member suitable for use in the screen 
structure of FIG. 7. 

[0016] FIG. 10 is an exploded isometric vieW of another 
membrane envelope according to the present invention. 

[0017] FIG. 11 is an exploded isometric vieW of another 
membrane envelope constructed according to the present 
invention. 

[0018] FIG. 12 is an exploded isometric vieW of another 
membrane envelope constructed according to the present 
invention. 

[0019] FIG. 13 is an exploded isometric vieW of another 
membrane module constructed according to the present 
invention. 

[0020] FIG. 14 is a cross-sectional vieW of a fuel proces 
sor that includes a membrane module constructed according 
to the present invention. 

[0021] FIG. 15 is a cross-sectional vieW of another fuel 
processor that includes a membrane module constructed 
according to the present invention. 

DETAILED DESCRIPTION AND BEST MODE 
OF THE INVENTION 

[0022] A fuel cell system according to the present inven 
tion is shoWn in FIG. 1 and generally indicated at 10. 
System 10 includes at least one fuel processor 12 and at least 
one fuel cell stack 22. Fuel processor 12 is adapted to 
produce a product hydrogen stream 14 containing hydrogen 
gas from a feed stream 16 containing a feedstock. The fuel 
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cell stack is adapted to produce an electric current from the 
portion of product hydrogen stream 14 delivered thereto. In 
the illustrated embodiment, a single fuel processor 12 and a 
single fuel cell stack 22 are shoWn and described, hoWever, 
it should be understood that more than one of either or both 
of these components may be used. It should also be under 
stood that these components have been schematically illus 
trated and that the fuel cell system may include additional 
components that are not speci?cally illustrated in the ?gures, 
such as feed pumps, air delivery systems, heat exchangers, 
heating assemblies and the like. 

[0023] Fuel processor 12 produces hydrogen gas through 
any suitable mechanism. Examples of suitable mechanisms 
include steam reforming and autothermal reforming, in 
Which reforming catalysts are used to produce hydrogen gas 
from a feed stream containing a carbon-containing feedstock 
and Water. Other suitable mechanisms for producing hydro 
gen gas include pyrrolysis and catalytic partial oxidation of 
a carbon-containing feedstock, in Which case the feed stream 
does not contain Water. Still another suitable mechanism for 
producing hydrogen gas is electrolysis, in Which case the 
feedstock is Water. For purposes of illustration, the folloWing 
discussion Will describe fuel processor 12 as a steam 
reformer adapted to receive a feed stream 16 containing a 
carbon-containing feedstock 18 and Water 20. HoWever, it is 
Within the scope of the invention that the fuel processor 12 
may take other forms, as discussed above. 

[0024] Examples of suitable carbon-containing feedstocks 
include at least one hydrocarbon or alcohol. Examples of 
suitable hydrocarbons include methane, propane, natural 
gas, diesel, kerosene, gasoline and the like. Examples of 
suitable alcohols include methanol, ethanol, and polyols, 
such as ethylene glycol and propylene glycol. 

[0025] Feed stream 16 may be delivered to fuel processor 
12 via any suitable mechanism. Although only a single feed 
stream 16 is shoWn in FIG. 1, it should be understood that 
more than one stream 16 may be used and that these streams 
may contain the same or different components. When car 
bon-containing feedstock 18 is miscible With Water, the 
feedstock is typically delivered With the Water component of 
feed stream 16, such as shoWn in FIG. 1. When the 
carbon-containing feedstock is immiscible or only slightly 
miscible With Water, these components are typically deliv 
ered to fuel processor 12 in separate streams, such as shoWn 
in FIG. 2. 

[0026] In FIGS. 1 and 2, feed stream 16 is shoWn being 
delivered to fuel processor 12 by a feed stream delivery 
system 17. Delivery system 17 includes any suitable mecha 
nism, device, or combination thereof that delivers the feed 
stream to fuel processor 12. For example, the delivery 
system may include one or more pumps that deliver the 
components of stream 16 from a supply. Additionally, or 
alternatively, system 17 may include a valve assembly 
adapted to regulate the How of the components from a 
pressuriZed supply. The supplies may be located external of 
the fuel cell system, or may be contained Within or adjacent 
the system. 

[0027] Fuel cell stack 22 contains at least one, and typi 
cally multiple, fuel cells 24 adapted to produce an electric 
current from the portion of the product hydrogen stream 14 
delivered thereto. This electric current may be used to satisfy 
the energy demands, or applied load, of an associated 
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energy-consuming device 25. Illustrative examples of 
devices 25 include, but should not be limited to, a motor 
vehicle, recreational vehicle, boat, tool, light or lighting 
assemblies, appliances (such as household or other appli 
ances), household, signaling or communication equipment, 
etc. It should be understood that device 25 is schematically 
illustrated in FIG. 1 and is meant to represent one or more 
devices or collection of devices that are adapted to draW 
electric current from the fuel cell system. A fuel cell stack 
typically includes multiple fuel cells joined together 
betWeen common end plates 23, Which contain ?uid deliv 
ery/removal conduits (not shoWn). Examples of suitable fuel 
cells include proton exchange membrane (PEM) fuel cells 
and alkaline fuel cells. Fuel cell stack 22 may receive all of 
product hydrogen stream 14. Some or all of stream 14 may 
additionally, or alternatively, be delivered, via a suitable 
conduit, for use in another hydrogen-consuming process, 
burned for fuel or heat, or stored for later use. 

[0028] Fuel processor 12 is any suitable device that pro 
duces hydrogen gas. Preferably, the fuel processor is adapted 
to produce substantially pure hydrogen gas, and even more 
preferably, the fuel processor is adapted to produce pure 
hydrogen gas. For the purposes of the present invention, 
substantially pure hydrogen gas is greater than 90% pure, 
preferably greater than 95% pure, more preferably greater 
than 99% pure, and even more preferably greater than 99.5% 
pure. Suitable fuel processors are disclosed in US. Pat. Nos. 
5,997,594 and 5,861,137, pending US. patent application 
Ser. No. 09/291,447, Which Was ?led on Apr. 13, 1999, and 
is entitled “Fuel Processing System,” and US. patent appli 
cation Ser. No. 09/802,361, Which Was ?led on Mar. 8, 2000 
and is entitled “Fuel Processor and Systems and Devices 
Containing the Same,” each of Which is incorporated by 
reference in its entirety for all purposes. 

[0029] An example of a suitable fuel processor 12 is a 
steam reformer. An example of a suitable steam reformer is 
shoWn in FIG. 3 and indicated generally at 30. Reformer 30 
includes a reforming, or hydrogen-producing, region 32 that 
includes a steam reforming catalyst 34. Alternatively, 
reformer 30 may be an autothermal reformer that includes an 
autothermal reforming catalyst. In reforming region 32, a 
reformate stream 36 is produced from the Water and carbon 
containing feedstock forming feed stream 16. The reformats 
stream typically contains hydrogen gas and impurities, and 
therefore is delivered to a separation region, or puri?cation 
region, 38, Where the hydrogen gas is puri?ed. In separation 
region 38, the hydrogen-containing stream is separated into 
one or more byproduct streams, Which are collectively 
illustrated at 40, and a hydrogen-rich stream 42 by any 
suitable pressure-driven separation process. In FIG. 3, 
hydrogen-rich stream 42 is shoWn forming product hydro 
gen stream 14. Separation region 38 includes a membrane 
module 44 according to the present invention and contains 
one or more hydrogen-selective membranes 46. Membrane 
module 44 is discussed and illustrated in more detail sub 
sequently. 

[0030] Reformer 30 may, but does not necessarily, further 
include a polishing region 48, such as shoWn in FIG. 4. 
Polishing region 48 receives hydrogen-rich stream 42 from 
separation region 38 and further puri?es the stream by 
reducing the concentration of, or removing, selected com 
positions therein. For example, When stream 42 is intended 
for use in a fuel cell stack, such as stack 22, compositions 
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that may damage the fuel cell stack, such as carbon mon 
oxide and carbon dioxide, may be removed from the hydro 
gen-rich stream. The concentration of carbon monoxide 
should be less than 10 ppm (parts per million) to prevent the 
control system from isolating the fuel cell stack. Preferably, 
the system limits the concentration of carbon monoxide to 
less than 5 ppm, and even more preferably, to less than 1 
ppm. The concentration of carbon dioxide may be greater 
than that of carbon monoxide. For example, concentrations 
of less than 25% carbon dioxide may be acceptable. Pref 
erably, the concentration is less than 10%, even more 
preferably, less than 1%. Especially preferred concentrations 
are less than 50 ppm. It should be understood that the 
acceptable minimum concentrations presented herein are 
illustrative examples, and that concentrations other than 
those presented herein may be used and are Within the scope 
of the present invention. For example, particular users or 
manufacturers may require minimum or maximum concen 
tration levels or ranges that are different than those identi?ed 
herein. 

[0031] Region 48 includes any suitable structure for 
removing or reducing the concentration of the selected 
compositions in stream 42. For example, When the product 
stream is intended for use in a PEM fuel cell stack or other 
device that Will be damaged if the stream contains more than 
determined concentrations of carbon monoxide or carbon 
dioxide, it may be desirable to include at least one metha 
nation catalyst bed 50. Bed 50 converts carbon monoxide 
and carbon dioxide into methane and Water, both of Which 
Will not damage a PEM fuel cell stack. Polishing region 48 
may also include another hydrogen-producing device 52, 
such as another reforming catalyst bed, to convert any 
unreacted feedstock into hydrogen gas. In such an embodi 
ment, it is preferable that the second reforming catalyst bed 
is upstream from the methanation catalyst bed so as not to 
reintroduce carbon dioxide or carbon monoxide doWnstream 
of the methanation catalyst bed. 

[0032] Steam reformers typically operate at temperatures 
in the range of 200° C. and 700° C., and at pressures in the 
range of 50 psi and 1000 psi, although temperatures outside 
of this range are Within the scope of the invention, such as 
depending upon the particular type and con?guration of fuel 
processor being used. Any suitable heating mechanism or 
device may be used to provide this heat, such as a heater, 
burner, combustion catalyst, or the like. The heating assem 
bly may be external the fuel processor or may form a 
combustion chamber that forms part of the fuel processor. 
The fuel for the heating assembly may be provided by the 
fuel processing system, or fuel cell system, by an external 
source, or both. 

[0033] In FIGS. 3 and 4, reformer 30 is shoWn including 
a shell 31 in Which the above-described components are 
contained. Shell 31, Which also may be referred to as a 
housing, enables the fuel processor, such as reformer 30, to 
be moved as a unit. It also protects the components of the 
fuel processor from damage by providing a protective enclo 
sure and reduces the heating demand of the fuel processor 
because the components of the fuel processor may be heated 
as a unit. Shell 31 may, but does not necessarily, include 
insulating material 33, such as a solid insulating material, 
blanket insulating material, or an air-?lled cavity. It is Within 
the scope of the invention, hoWever, that the reformer may 
be formed Without a housing or shell. When reformer 30 
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includes insulating material 33, the insulating material may 
be internal the shell, external the shell, or both. When the 
insulating material is external a shell containing the above 
described reforming, separation and/or polishing regions, 
the fuel processor may further include an outer cover or 
jacket external the insulation. 

[0034] It is further Within the scope of the invention that 
one or more of the components may either extend beyond 
the shell or be located external at least shell 31. For example, 
and as schematically illustrated in FIG. 4, polishing region 
48 may be external shell 31 and/or a portion of reforming 
region 32 may extend beyond the shell. 

[0035] Although fuel processor 12, feed stream delivery 
system 17, fuel cell stack 22 and energy-consuming device 
25 may all be formed from one or more discrete compo 
nents, it is also Within the scope of the invention that tWo or 
more of these devices may be integrated, combined or 
otherWise assembled Within an external housing or body. For 
example, a fuel processor and feed stream delivery system 
may be combined to provide a hydrogen-producing device 
With an on-board, or integrated, feed stream delivery system, 
such as schematically illustrated at 26 in FIG. 1. Similarly, 
a fuel cell stack may be added to provide an energy 
generating device With an integrated feed stream delivery 
system, such as schematically illustrated at 27 in FIG. 1. 

[0036] Fuel cell system 10 may additionally be combined 
With an energy-consuming device, such as device 25, to 
provide the device With an integrated, or on-board, energy 
source. For example, the body of such a device is schemati 
cally illustrated in FIG. 1 at 28. Examples of such devices 
include a motor vehicle, such as a recreational vehicle, 
automobile, boat or other seacraft, and the like, a dWelling, 
such as a house, apartment, duplex, apartment complex, 
of?ce, store or the like, or a self-contained equipment, such 
as an appliance, light, tool, microWave relay station, trans 
mitting assembly, remote signaling or communication 
equipment, etc. 

[0037] It is Within the scope of the invention that the 
above-described fuel processor 12 may be used independent 
of a fuel cell stack. In such an embodiment, the system may 
be referred to as a fuel processing system, and it may is be 
used to provide a supply of pure or substantially pure 
hydrogen to a hydrogen-consuming device, such as a burner 
for heating, cooking or other applications. Similar to the 
above discussion about integrating the fuel cell system With 
an energy-consuming device, the fuel processor and hydro 
gen-consuming device may be combined, or integrated. 

[0038] It is also Within the scope of the present invention 
that the membrane modules disclosed herein may be used as 
a hydrogen puri?er independent of a fuel processor or fuel 
cell stack. An example of a membrane module 44 con?gured 
for use as a hydrogen-puri?er is schematically illustrated in 
FIG. 5 and generally indicated at 60. As shoWn, a mixed gas 
stream 61 containing hydrogen gas 62 and other gases 63 is 
delivered to puri?er 60, Which contains a membrane module 
44 constructed according to the present invention. The 
membrane module contains at least one hydrogen-selective 
membrane 46, and separates the mixed gas stream into a 
product stream 64 containing at least substantially hydrogen 
gas and a byproduct stream 65 containing at least substan 
tially the other gases. Another Way to describe the puri?er is 
that the product stream contains at least a substantial portion 
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of the hydrogen gas in the mixed gas stream and that the 
byproduct stream contains at least a substantial portion of 
the other gases. Similar to the fuel processors and fuel cell 
systems discussed above, puri?er 60 may be integrated With 
a hydrogen-producing device to provide a hydrogen-produc 
ing device With an integrated hydrogen puri?er and/or With 
a hydrogen-consuming device to provide a hydrogen-con 
suming device With an integrated hydrogen puri?er. 

[0039] It should be understood that the hydrogen purity of 
the product stream, the hydrogen content of the byproduct 
stream, the percentage of hydrogen from the mixed gas 
stream that forms the byproduct stream, and similar com 
positions of the product and byproduct streams may be 
selectively varied depending upon the construction of the 
membrane module and/or the operating conditions Within 
Which the membrane module is used. For example, the 
compositions of the product and byproduct streams may 
vary at least partially in response to at least the folloWing 
factors: the temperature of the membrane module, the pres 
sure of the membrane module, the composition of the 
hydrogen-selective membrane, the state of Wear of the 
hydrogen-selective membrane, the thickness of the hydro 
gen-selective membrane, the composition of the mixed gas 
stream, the number of hydrogen-selective membranes used 
in the membrane module, and the number of sequential 
membranes through Which the mixed gas, product and/or 
byproduct streams may pass. 

[0040] As discussed, a suitable structure for use in sepa 
ration region 38 is a membrane module 44, Which contains 
one or more hydrogen-permeable and hydrogen-selective 
membranes 46. The membranes may be formed of any 
hydrogen-selective material suitable for use in the operating 
environment and conditions in Which the membrane module 
is operated, such as in a puri?er, fuel processor or the like. 
Examples of suitable materials for membranes 46 are pal 
ladium and palladium alloys, and especially thin ?lms of 
such metals and metal alloys. Palladium alloys have proven 
particularly effective, especially palladium With 35 Wt % to 
45 Wt % copper. These membranes are typically formed 
from a thin foil that is approximately 0.001 inches thick. It 
is Within the scope of the present invention, hoWever, that 
the membranes may be formed from hydrogen-selective 
metals and metal alloys other than those discussed above 
and that the membranes may have thicknesses that are larger 
or smaller than discussed above. For example, the mem 
brane may be made thinner, With commensurate increase in 
hydrogen ?ux. Suitable mechanisms for reducing the thick 
ness of the membrane include rolling, sputtering and etch 
ing. A suitable etching process is disclosed in US. Pat. No. 
6,152,995, the complete disclosure of Which is hereby 
incorporated by reference. 

[0041] The hydrogen-permeable membranes may be 
arranged in pairs around a common permeate channel to 
form a membrane envelope, as is disclosed in the incorpo 
rated patent applications and as schematically illustrated in 
FIG. 6 at 66. In such a con?guration, the membrane pairs 
may be referred to as a membrane envelope, in that they 
de?ne a common permeate channel, or harvesting conduit, 
through Which the permeated gas may be collected and 
removed to form hydrogen-rich stream 42 (or product 
hydrogen stream 14 or puri?ed hydrogen stream 64, depend 
ing on the particular implementation of the membrane 
module). 
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[0042] It should be understood that the membrane pairs 
may take a variety of suitable shapes, such as planar 
envelopes and tubular envelopes. Similarly, the membranes 
may be independently supported, such as With respect to an 
end plate or around a central passage. For purposes of 
illustration, the folloWing description and associated illus 
trations Will describe the membrane module as including one 
or more membrane envelopes 66. It should be understood 
that the membranes forming the envelope may be tWo 
separate membranes, or may be a single membrane folded, 
rolled or otherWise con?gured to de?ne tWo membrane 
regions, or surfaces, 67 With permeate faces 68 that are 
oriented toWard each other to de?ne a conduit 69 therebe 
tWeen from Which the permeate gas may be collected and 
WithdraWn. 

[0043] To support the membranes against high feed pres 
sures, a support, or screen structure, 70 is used. Screen 
structure 70 provides support to the hydrogen-selective 
membranes, and more particularly includes surfaces 71 that 
against Which the permeate sides 68 of the membranes are 
supported. Screen structure 70 also de?nes harvesting con 
duit 69, through Which permeated gas may ?oW both trans 
verse and parallel to the surface of the membrane through 
Which the gas passes, such as schematically illustrated in 
FIG. 6. The permeate gas, Which is at least substantially 
pure hydrogen gas, may then be harvested or otherWise 
WithdraWn from the membrane module, such as to form 
streams 42, 64, and/or 14. Because the membranes lie 
against the screen structure, it is preferable that the screen 
structure does not obstruct the How of gas through the 
hydrogen-selective membrane. The gas that does not pass 
through the membranes forms one or more byproduct 
streams, as schematically illustrated in FIG. 6. 

[0044] To reiterate, the membrane module discussed 
herein may include one or more membrane envelopes 66, 
typically along With suitable input and output ports through 
Which the mixed gas stream, such as reformate stream 36 or 
mixed gas stream 61, is delivered to the membrane module 
and from Which the hydrogen-rich and byproduct streams 
are removed. In some embodiments, the membrane module 
may include a plurality of membrane envelopes. When the 
membrane module includes a plurality of membrane enve 
lopes, the module may include ?uid conduits interconnect 
ing the envelopes, such as to deliver a mixed gas stream 
thereto, to WithdraW puri?ed hydrogen gas therefrom, and/or 
to WithdraW the gas that does not pass through the mem 
branes from the membrane module. When the membrane 
module includes a plurality of membrane envelopes, the 
permeate stream, byproduct stream, or both, from a ?rst 
membrane envelope may be sent to another membrane 
envelope for further puri?cation. 

[0045] An embodiment of a suitable screen structure 70 is 
shoWn in FIGS. 7 and 8 and generally indicated at 72. 
Screen structure 72 includes plural screen members 73. In 
the illustrated embodiment, the screen members include a 
coarse mesh screen 74 sandWiched betWeen ?ne mesh 
screens 76. It should be understood that the terms “?ne” and 
“coarse” are relative terms. Preferably, the outer screen 
members are selected to support membranes 46 Without 
piercing the membranes and Without having suf?cient aper 
tures, edges or other projections that may pierce, Weaken or 
otherWise damage the membrane under the operation con 
ditions With Which the membrane module is used. Because 
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the screen structure needs to provide for How of the perme 
ated gas generally parallel to the membranes, it is preferable 
to use a relatively courser inner screen member to provide 
for enhanced parallel ?oW conduits. In other Words, the ?ner 
mesh screens provide better protection for the membranes, 
While the coarser mesh screen provides better How generally 
parallel to the membranes. 

[0046] According to the method of the present invention, 
an adhesive, such as a contact adhesive, is used to secure 
membranes 46 to the screen structure during fabrication. An 
example of a suitable adhesive is sold by 3M under the trade 
name SUPER 77. An adhesive may additionally or alterna 
tively be used to adhere the ?ne mesh screens to coarse mesh 
screen 74 during assembly. In FIG. 7, reference numerals 78 
and 80 are used to indicate respectively adhesive joining 
membrane 46 With screen structure 70 and individual screen 
members 73. It should be understood that adhesives 78 and 
80 may have the same or different compositions, thicknesses 
and/or application methods. 

[0047] The use of adhesive 78 alloWs the sandWiched 
screen structure to be retained as a unit in a selected 

con?guration, such as the ?at, planar con?guration shoWn in 
FIGS. 7 and 8. The use of adhesive 80 alloWs the thin 
membranes to be ?rmly attached to the screen structure 
Without any Wrinkles in the membrane. It is important that 
these components be held ?at and in close contact during 
assembly of the membrane module. If the membrane buck 
les, or if the screen structure buckles, then a Wrinkle Will 
form in the membrane during use. Similarly, if the mem 
branes are improperly positioned relative to the screen 
structure, Wrinkles may also occur, such as When the mem 
brane module is pressuriZed. As pointed out above, Wrinkles 
in the membrane lead to stress fractures and fatigue frac 
tures, causing failure of the membrane module and contami 
nation of the puri?ed gas stream. 

[0048] In practice, a light coating of contact adhesive 78 
is sprayed or otherWise applied to the tWo opposing major 
surfaces of the coarse mesh screen 74 and then ?ne mesh 
screens 76 are attached, one to each major surface of the 
coarse screen. Adhesive 78 holds screen structure 72 

together. Alternatively, the adhesive may be applied to 
screens 76 instead of being applied to the coarse screen. 
Similarly, adhesive 80 is applied betWeen the corresponding 
surfaces of the ?ne mesh screens and hydrogen-selective 
membranes 46 may then be adhesively secured to the 
opposed surfaces of the ?ne mesh screens. As discussed 
herein, the adhesive is at least substantially, or completely, 
removed after fabrication of the membrane envelope and/or 
membrane modules so as to not interfere With the operation 
of the membrane envelopes. 

[0049] It is Within the scope of the invention that the 
screen members may be of similar or the same construction, 
and that more or less screen members may be used. It is also 
Within the scope of the invention that any suitable support 
ing medium that enables permeated gas to How in the 
harvesting conduit generally parallel and transverse to the 
membranes may be used. For example, porous ceramics, 
porous carbon, porous metal, ceramic foam, carbon foam, 
and metal foam may be used to form screen structure 70, 
either alone, or in combination With one or more screen 
members 73. As another example, ?ne mesh screens 76 may 
be formed from expanded metal instead of a Woven mesh 

Apr. 11, 2002 

material. Preferably, screen structure 70 is formed from a 
corrosion-resistant material that Will not impair the opera 
tion of the membrane module and devices With Which the 
membrane module is used. Examples of suitable materials 
for metallic screen members include stainless steels, tita 
nium and alloys thereof, Zirconium and alloys thereof, 
corrosion-resistant alloys, including InconelTM alloys, such 
as 800TM, and HastelloyTM alloys, and alloys of copper and 
nickel, such as MonelTM. 

[0050] An example of an expanded metal screen member 
is shoWn in FIG. 9 and generally indicated at 82. Expanded 
metal sheets include a latticeWork 83 of metal that de?nes a 
plurality of apertures 84 through Which permeated gas may 
?oW. Although other processes may be used, expanded metal 
sheets may be formed from scoring a sheet of metal and then 
stretching the metal to provide apertures, such as apertures 
84 at the scores. It should be understood that the expanded 
metal screen member has been schematically illustrated in 
FIG. 9, and that the actual shape of the apertures may vary 
and Will often have shapes that generally remember dia 
monds, parallelograms or other geometric shapes, for 
example as shoWn in FIG. 12. The sheet may also include 
a solid perimeter region 86, Which is advantageous because 
it is free from projections, burrs, or other Wire ends that may 
be present in Woven mesh screen members and Which may 
pierce or otherWise damage the hydrogen-selective mem 
branes. Although only a portion of expanded metal screen 
member 82 is shoWn in FIG. 9, the perimeter region 86 of 
the screen member may extend all the Way around the screen 
member. Alternatively, only the perimeter regions that con 
tact membranes 46 may be solid surfaces. 

[0051] All of the foregoing metallic screen compositions 
may include a coating 85 on surface 71 (such as shoWn in 
FIG. 8). Examples of suitable coatings include aluminum 
oxide, tungsten carbide, tungsten nitride, titanium carbide, 
titanium nitride, and mixtures thereof. These coatings are 
generally characteriZed as being thermodynamically stable 
With respect to decomposition in the presence of hydrogen. 
Suitable coatings are formed from materials, such as oxides, 
nitrides, carbides, or intermetallic compounds, that can be 
applied as a coating and Which are thermodynamically stable 
With respect to decomposition in the presence of hydrogen 
under the operating parameters (temperature, pressure, etc.) 
in Which the membrane module Will be subjected. Alterna 
tively, the coating may be applied to an expanded metal 
screen member that is used in place of a ?ne mesh screen, 
in Which case the coating Would be applied to at least the 
surface of the expanded mesh that Will contact the hydrogen 
selective membrane 46. Suitable methods for applying such 
coatings to the screen or expanded metal screen member 
include chemical vapor deposition, sputtering, thermal 
evaporation, thermal spraying, and, in the case of at least 
aluminum oxide, deposition of the metal (e.g., aluminum) 
folloWed by oxidation of the metal to give aluminum oxide. 
In at least some embodiments, the coatings may be described 
as preventing intermetallic diffusion betWeen the hydrogen 
selective membranes and the screen structure. 

[0052] Preferably, the screen structure and membranes are 
incorporated into a membrane module that includes frame 
members 88 that are adapted to seal, support and/or inter 
connect the membrane envelopes for use in fuel processing 
systems, gas puri?cation systems, and the like. Fine mesh 
metal screen 76 ?ts Within permeate frame 90. Expanded 
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metal screen member 86 may either ?t Within permeate 
frame 90 or extend at least partially over the surface of 
permeate frame 90. Examples of suitable frame members 88 
include supporting frames and/or gaskets. These frames, 
gaskets or other support structures may also de?ne, at least 
in part, the ?uid conduits that interconnect the membrane 
envelopes in an embodiment of membrane module 44 that 
contains tWo or more membrane envelopes. Examples of 
suitable gaskets are ?exible graphite gaskets, although other 
materials may be used, such as depending upon the operat 
ing conditions in Which a particular membrane module is 
used. 

[0053] An example of a membrane envelope 66 that 
includes frame members 88 is shoWn in FIG. 12. As shoWn, 
screen structure 70 is placed in a permeate frame 90 that 
forms a portion of membrane module 44. The screen struc 
ture and frame 90 may collectively be referred to as a screen 
frame or permeate frame 91. Permeate gaskets 92 and 92‘ are 
attached to permeate frame 90, preferably but not necessar 
ily, by using another thin application of adhesive. Next, 
membranes 46 are attached to screen structure 70 using a 
thin application of adhesive, such as by spraying or other 
Wise applying the adhesive to either or both of the membrane 
and/or screen structure. Care should be taken to ensure that 
the membranes are ?at and ?rmly attached to the corre 
sponding screen member 73. Finally, feed plates, or gaskets, 
94 and 94‘ are optionally attached, such as by using another 
thin application of adhesive. The resulting membrane 
assembly is then stacked With feed, or end, plates to form 
membrane module 44. Optionally, tWo or more membrane 
envelopes may be stacked betWeen the end plates. 

[0054] Optionally, each membrane 46 may be ?xed to a 
frame 104, such as a metal frame and such as shoWn in FIG. 
11. If so, the membrane is ?xed to the frame, for instance by 
ultrasonic Welding or another suitable attachment mecha 
nism, and the membrane-frame assembly is then attached to 
screen structure 70 using adhesive. Other examples of 
attachment mechanisms achieve gas-tight seals betWeen 
plates forming membrane envelope 66, as Well as betWeen 
the membrane envelopes, include one or more of braZing, 
gasketing, and Welding. The membrane and attached frame 
may collectively be referred to as a membrane plate 96. 

[0055] For purposes of illustration, the geometry of ?uid 
?oW through membrane envelope 66 is described With 
respect to the embodiment of envelope 66 shoWn in FIG. 10. 
As shoWn, a mixed gas stream, such as reformate stream 36, 
is delivered to the membrane envelope and contacts the 
outer surfaces 97 of membranes 46. The hydrogen gas that 
permeates through the membranes enters harvesting conduit 
69, Which is formed betWeen the permeate faces 68 of the 
membranes. The harvesting conduit is in ?uid communica 
tion With conduits 100 through Which the permeate stream 
may be WithdraWn from the membrane envelope. The por 
tion of the mixed gas stream that does not pass through the 
membranes ?oWs to a conduit 98 through Which this gas 
may be WithdraWn as byproduct stream 40. In FIG. 10, a 
single byproduct conduit 98 is shoWn, While in FIG. 11 a 
pair of conduits 98 and 102 are shoWn to illustrate that any 
of the conduits described herein may alternatively include 
more than one ?uid passage. It should be understood that the 
arroWs used to indicate the How of streams 40 and 42 have 
been schematically illustrated, and that the direction of How 
through conduits 98, 100 and 102 may vary, such as depend 
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ing upon the con?guration of a particular membrane mod 
ule. Also shoWn in FIG. 10 are other illustrative examples 
of frame members 88, and in FIG. 11 frame members 88 and 
membrane plates 96 are shoWn. 

[0056] In FIG. 12, another example of a suitable mem 
brane envelope 66 is shoWn. For purposes of illustration, 
envelope 66 is shoWn having a generally rectangular form. 
The envelope of FIG. 12 also provides another example of 
a membrane envelope having a pair of byproduct conduits 
98 and 102 and a pair of hydrogen conduits 100. As shoWn, 
envelope 66 includes gaskets or spacer plates 94 as the outer 
most plates in the stack. Generally, each of spacer plates 
includes a frame 106 that de?nes an inner open region 108. 
Each inner open region 108 couples laterally to conduits 98 
and 102. Conduits 100, hoWever, are closed relative to open 
region 108, thereby isolating the hydrogen-rich stream 42. 
Membrane plates 96 lie adjacent and interior to plates 94. 
Membrane plates 96 each include as a central portion thereof 
a hydrogen-selective membrane 46, Which may be secured 
to an outer frame 104 that is shoWn for purposes of illus 
tration. In plates 96, all of the ports are closed relative to 
membrane 46. Each membrane lies adjacent to a correspond 
ing one of open regions 108, i.e., adjacent to the How of 
mixed gas arriving to the envelope. This provides opportu 
nity for hydrogen to pass through the membrane, With the 
remaining gases, i.e., the gases forming byproduct stream 
40, leaving open region 108 through conduit 102. Screen 
plate 91 lies intermediate membrane plates 96, i.e., on the 
interior or permeate side of each of membranes 46. Screen 
plate 91 includes a screen structure 70. Conduits 98 and 102 
are closed relative to the central region of screen plate 91, 
thereby isolating the byproduct stream 40 and the reformate 
rich How 36 from hydrogen-rich stream 42. Conduits 100 are 
open to the interior region of screen plate 91. Hydrogen, 
having passed through the adjoining membranes 46, travels 
along and through screen structure 70 to conduits 100 and 
eventually to an output port as the hydrogen-rich stream 42. 

[0057] As discussed, membrane module 44 may include 
one or more membrane envelopes in Which the membranes 
have been adhesively bonded to the screen structure, and/or 
in Which the screen structure includes tWo or more screen 

members 83 that are adhesively bonded together. Typically, 
the membrane module further includes end plates having 
input and output ports through Which the mixed gas, product 
(or hydrogen-rich) and byproduct streams are removed from 
the membrane module. An example of a suitable membrane 
module is shoWn in FIG. 13 in the form of a plate membrane 
module. As shoWn, the module contains end plates 110 
betWeen Which one or more membrane envelopes 66 are 
contained. In the illustrated embodiment, three membrane 
envelopes are shoWn for purposes of illustration, but it 
should be understood that more or less envelopes may be 
used. The membrane envelopes are in ?uid communication 
With at least one of the end plates, through Which the mixed 
gas stream is delivered and from Which the byproduct 40 and 
hydrogen-rich 42 streams are removed. 

[0058] As shoWn in the illustrative embodiment of FIG. 
13, one of the end plates contains a reformate input port 112 
for a mixed gas stream, such as reformate stream 36 or any 
of the other feeds to the membrane modules discussed 
herein. The end plates further include a pair of exit ports 114 
for permeate, or hydrogen-rich, stream 42 and an exit port 
116 for byproduct stream 40. It should be understood that the 
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number and sizing of the ports for each stream may vary, and 
that at least one of the ports may be contained on the other 
end plate or elsewhere on the membrane module, such as on 
a housing 118 betWeen the end plates, such as shoWn in FIG. 
15. As shoWn, the membrane envelopes include conduits 98, 
100 and 102 that establish ?uid communication With the 
input and exit ports and betWeen the membrane envelopes. 
When membrane envelopes 66 are stacked, these various 
ports align and provide ?uid conduits. 

[0059] In operation, reformate gas is introduced to the 
membrane module through port 112 and is delivered to the 
membrane envelopes. Hydrogen gas that passes through the 
hydrogen-selective membranes 46 ?oWs to conduits 100 and 
is removed from the membrane module through ports 114. 
The rest of the reformate gases, namely the portion that does 
not pass through the hydrogen-selective membranes, ?oWs 
to conduit 102 and is removed from the membrane module 
as byproduct stream 40 through port 116. 

[0060] It should be understood that the geometry of the 
frame members, gaskets, membranes and screen members 
shoWn in the FIGS. 7-13 are provided as illustrative 
examples, and it should be understood that these compo 
nents may be of any suitable shape. For example, illustra 
tions of circular and rectangular plate membrane envelopes 
are illustrated in FIGS. 10-13 for purposes of illustration. 
Other shapes, and other con?gurations, such as tubular 
con?gurations, are also Within the scope of the present 
invention. Similarly, the con?guration and orientation of the 
passages through the gaskets and plates may vary, depending 
upon the particular application With Which the membrane 
module Will be used. 

[0061] Membrane modules containing the palladium alloy 
membranes that are adhesively bonded to screen structure 70 
preferably are subjected to oxidiZing conditions prior to 
initial operation of the membrane module to remove the 
adhesive. If adhesive is not fully removed prior to operation, 
the carbon residue from the adhesive can alloy With the 
palladium-alloy membrane and cause a decline in hydrogen 
permeability. In extreme cases, carbon alloying With the 
palladium-alloy membrane can form a brittle alloy that 
physically fails under operating conditions. 

[0062] The objective of the oxidative conditioning is to 
burn out the adhesive Without excessively oxidiZing the 
palladium-alloy membrane. One set of suitable conditions 
using the above membrane compositions and adhesive is to 
heat the membrane module to 200° C. While passing air over 
both the feed side and the permeate side of the membrane. 
Apreferred method is to heat the membrane module to 200° 
C. While the feed side is pressuriZed to a pressure greater 
than the permeate side of the membranes using a sloW purge 
of air (>1 mL/min). Pressures in the range of approximately 
50 psig to approximately 200 psig have proven effective. Air 
at approximately ambient pressure is passed over the per 
meate side of the membrane at a rate>1 mL/min. These 
conditions are maintained for approximately 15-25 hours. 
Then the temperature is increased to 400° C., While main 
taining air pressure and How rate over the feed and permeate 
sides of the membranes. The temperature is held at 400° C. 
for approximately 2-5 hours. After completing this oxidative 
conditioning of the membrane module, the adhesive has 
been burned out of the membrane module and the module is 
ready to accept a hydrogen-containing feed stream to be 
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puri?ed. Experiments have shoWn that these methods result 
in membrane modules containing membranes that are free of 
Wrinkles and Without excessive carbon contamination. 

[0063] It should be understood that the conditions 
described above Were presented to provide an illustrative 
example and that the operating conditions may vary. For 
example, different conditions may be used because of such 
factors as different membrane compositions, different mem 
brane thicknesses, and different adhesives. Similarly, the 
invented method using an adhesive to secure hydrogen 
selective membranes on one or more support screens may be 

used With puri?cation assemblies other than the fuel pro 
cessing assemblies described herein and in the incorporated 
patent applications. 

[0064] An example of a fuel processor 12 containing a 
membrane module 44 according to the present invention is 
shoWn in FIG. 14. In the illustrated embodiment, fuel 
processor 12 is shoWn as a steam reformer 30 that contains 
reforming catalyst 34. Alternatively, reformer 30 may be an 
autothermal reformer that contains an autothermal reform 
ing catalyst bed. It should be understood that fuel processor 
12 may be any device adapted to produce hydrogen gas, 
such as those discussed herein. 

[0065] In the embodiment of steam reformer 30 shoWn in 
FIG. 14, a feed stream 16 is delivered to a vaporiZation 
region 150, Which as shoWn contains a vaporiZation coil 151 
in Which the feed stream is vaporiZed. For a steam reformer, 
a suitable feed stream includes Water and a carbon-contain 

ing feedstock, such as one or more alcohols or hydrocar 
bons. When the carbon-containing feedstock is miscible 
With Water, the feedstock and Water may be mixed and then 
vaporiZed. When the carbon-containing feedstock is not 
miscible With Water, the Water is typically vaporiZed and 
then mixed With the carbon-containing feedstock. In the 
illustrated embodiment, vaporiZation coil 151 is contained 
Within the shell 31 of the reformer. It is Within the scope of 
the invention that the vaporiZation region (and coil) may be 
located external the shell of the fuel processor, such as 
extending around the shell or otherWise located outside of 
the shell. 

[0066] The vaporiZed feed stream is then delivered to 
hydrogen-producing region 32, Which in the context of a 
reformer, contains at least one reforming catalyst bed. The 
reformate stream, Which is a mixed gas stream containing 
hydrogen gas and other gases, 36 is then delivered to 
membrane module 44, Which separates the mixed gas stream 
into hydrogen-rich stream 42 and byproduct stream 40, as 
discussed above. The illustrated reformer demonstrates that 
the byproduct stream may be used to provide some or all of 
the fuel for the reformer’s heating assembly 152. Heating 
assembly 152 includes a heating element 153, Which in the 
illustrated embodiment takes the form of a spark plug. 
Examples of other suitable heating elements include gloW 
plugs, pilot lights, combustion catalysts, resistance heaters, 
and combinations thereof, such as a gloW plug in combina 
tion With a combustion catalyst. 

[0067] Heating assembly 152 consumes a fuel stream 154, 
Which may be a combustible fuel stream or an electric 

current, depending upon the type of heating element used in 
the heating assembly. In the illustrated embodiment, the 
heating assembly forms part of a combustion chamber, or 
region, 155, and the fuel stream includes a combustible fuel 
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and air from an air stream 156. The fuel may come from an 
external source, such as schematically illustrated at 157, or 
may be at least partially formed from the byproduct stream 
40 from membrane module 44. It is Within the scope of the 
invention that at least a portion of the fuel stream may also 
be formed from product hydrogen stream 14. In the illus 
trated embodiment, the exhaust from combustion region 155 
?oWs through heating conduits 158 in reforming region 32 
to provide additional heating to the reforming region. Con 
duits 158 may take a variety of forms, including ?nned tubes 
and spirals, to provide suf?cient surface area and desirable 
uniform distribution of heat throughout reforming region 32. 

[0068] In FIG. 15, another illustrative example of a steam 
reformer containing a membrane module 44 constructed 
according to the present invention is shoWn. As shoWn, the 
reforming region includes a plurality of reforming catalyst 
tubes 162 that contain reforming catalyst 34. The vaporiZed 
feed stream from vaporiZation region 150 is delivered to 
tubes 162 via a manifold 172 that distributes the feed stream 
betWeen reforming catalyst tubes. As shoWn in dashed lines 
in FIG. 15, the manifold may alternatively be located 
external shell 31 to enable access to the manifold from 
external the shell, such as to adjust the relative distribution 
of the vaporiZed feed stream betWeen the reforming catalyst 
tubes. Similarly, portions 160 of the reforming catalyst tubes 
are also shoWn extending beyond shell 31. 

[0069] The steam reformer of FIG. 15 also provides an 
example of a fuel processor 12 in Which the byproduct 
stream may be either used as a portion of fuel stream 154 for 
combustion region 155, vented (such as through pressure 
relief valve assembly 164), or delivered through ?uid con 
duit 166 for storage or use outside of fuel processor 12. Also 
shoWn in FIG. 15 are How regulators 168 for heat produced 
by heating assembly 152 in combustion region 155. In the 
illustrated embodiment, regulators 168 take the form of 
apertures in a combustion manifold 170. The apertures 
regulate the path along Which combustion exhaust travels 
from combustion region 155 and through reforming region 
32. Examples of suitable placement of the apertures include 
one or more apertures distal heating assembly 152, and a 
plurality of apertures distributed along the length of mani 
fold 170. When a distribution of spaced-apart apertures is 
used, the apertures may be evenly spaced, or the openings 
may be more prevalent distal the burner. Similarly, the siZe 
of the apertures may be uniform, or may vary, such as using 
larger apertures aWay from heating assembly 152. 

[0070] It should be understood that the steam reformers 
shoWn in FIGS. 14 and 15 are shoWn and described for 
purposes of illustration and should not be construed as 
providing exclusive embodiments of fuel processors or 
steam reformers With Which the invented membrane mod 
ules may be used. Instead, the structure and components of 
reformers and fuel processors containing membrane mod 
ules according to the invention may vary. 

Industrial Applicability 

[0071] The present invention is applicable in any device in 
Which a stream containing hydrogen gas is puri?ed to 
produce a puri?ed hydrogen stream. The invention is simi 
larly applicable to fuel processing systems in Which hydro 
gen gas is produced from a feed stream and subsequently 
puri?ed, such as for delivery to a fuel cell stack or other 
hydrogen-consuming device. 
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[0072] It is believed that the disclosure set forth above 
encompasses multiple distinct inventions With independent 
utility. While each of these inventions has been disclosed in 
its preferred form, the speci?c embodiments thereof as 
disclosed and illustrated herein are not to be considered in a 
limiting sense as numerous variations are possible. The 
subject matter of the inventions includes all novel and 
non-obvious combinations and subcombinations of the vari 
ous elements, features, functions and/or properties disclosed 
herein. Similarly, Where the claims recite “a” or “a ?rst” 
element or the equivalent thereof, such claims should be 
understood to include incorporation of one or more such 
elements, neither requiring nor excluding tWo or more such 
elements. 

[0073] It is believed that the folloWing claims particularly 
point out certain combinations and subcombinations that are 
directed to one of the disclosed inventions and are novel and 
non-obvious. Inventions embodied in other combinations 
and subcombinations of features, functions, elements and/or 
properties may be claimed through amendment of the 
present claims or presentation of neW claims in this or a 
related application. Such amended or neW claims, Whether 
they are directed to a different invention or directed to the 

same invention, Whether different, broader, narroWer or 
equal in scope to the original claims, are also regarded as 
included Within the subject matter of the inventions of the 
present disclosure. 

We claim: 

1. A fuel processor, comprising: 

a hydrogen-producing region adapted to receive a carbon 
containing feedstock and Water and produce a mixed 
gas stream containing hydrogen gas and other gases 
therefrom, Wherein the hydrogen-producing region 
includes at least one reforming region containing a 
reforming catalyst bed; and 

a membrane module adapted to receive the mixed gas 
stream and to separate the mixed gas stream into a 
byproduct stream containing at least a substantial por 
tion of the other gases and a product stream containing 
at least substantially hydrogen gas, the membrane 
module comprising: 

a hydrogen-selective membrane having a feed side and 
a permeate side, Wherein the product stream is 
formed from a portion of the mixed gas stream that 
passes through the membrane and the byproduct 
stream is formed from a portion of the mixed gas 
stream that does not pass through the membrane; and 

a support adapted to support the membrane, Wherein the 
support includes a surface adapted to engage the per 
meate side of the membrane, and further Wherein the 
surface includes a coating that is adapted to prevent 
intermetallic diffusion betWeen the membrane and the 
surface, and further Wherein the coating is selected to 
be thermodynamically stable With respect to decompo 
sition in the presence of hydrogen. 

2. The fuel processor of claim 1, Wherein the coating is 
formed from at least one of the group consisting of oxides, 
nitrides, carbides, and intermetallic compounds. 
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3. The fuel processor of claim 2, wherein the coating is 
selected from the group consisting of aluminum oxide, 
tungsten carbide, tungsten nitride, titanium carbide, titanium 
nitride, and mixtures thereof. 

4. The fuel processor of claim 2, Wherein the coating is 
applied to the surface by at least one of chemical vapor 
deposition, sputtering, thermal evaporation, thermal spray 
ing, and deposition folloWed by oxidation. 

5. The fuel processor of claim 1, Wherein the coating is 
applied to the surface by at least one of chemical vapor 
deposition, sputtering, thermal evaporation, thermal spray 
ing, and deposition folloWed by oxidation. 

6. The fuel processor of claim 1, Wherein the coating is 
adapted to be thermodynamically stable With respect to 
decomposition in the presence of hydrogen at temperatures 
less than approximately 400° C. 

7. The fuel processor of claim 1, Wherein the coating is 
adapted to be thermodynamically stable With respect to 
decomposition in the presence of hydrogen at temperatures 
less than approximately 700° C. 

8. The fuel processor of claim 1, Wherein the coating is 
adapted to be thermodynamically stable With respect to 
decomposition in the presence of hydrogen at pressures less 
than approximately 500 psi. 

9. The fuel processor of claim 1, Wherein the coating is 
adapted to be thermodynamically stable With respect to 
decomposition in the presence of hydrogen at pressures less 
than approximately 1000 psi. 

10. The fuel processor of claim 1, Wherein the membrane 
is adhesively bonded to the surface during fabrication of the 
membrane module. 

11. The fuel processor of claim 1, Wherein the support is 
adapted to enable the portion of the mixed gas stream that 
passes through the membrane to flow within the support 
transverse and parallel to the permeate side of the mem 
brane. 

12. The fuel processor of claim 1, Wherein the hydrogen 
selective membrane is formed from at least one of palladium 
or a palladium alloy. 

13. The fuel processor of claim 12, Wherein the hydrogen 
selective membrane is formed from a palladium alloy con 
taining copper. 

14. The fuel processor of claim 1, Wherein the support is 
at least substantially coextensive With the permeate side of 
the membrane. 

15. The fuel processor of claim 1, Wherein the support is 
at least partially formed from a porous medium. 

16. The fuel processor of claim 1, Wherein the support 
includes a screen structure having a membrane-contacting 
screen member. 

17. The fuel processor of claim 16, Wherein the mem 
brane-contacting screen member is at least partially formed 
from an expanded metal material. 

18. The fuel processor of claim 16, Wherein the mem 
brane-contacting screen member is at least partially formed 
from mesh. 

19. The fuel processor of claim 16, Wherein the screen 
structure includes a plurality of screen members. 

20. The fuel processor of claim 19, Wherein the plurality 
of screen members are adhesively bonded together during 
fabrication of the membrane module. 

21. The fuel processor of claim 1, Wherein the fuel 
processor includes a shell and the membrane module is 
removably coupled to the shell. 
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22. The fuel processor of claim 21, Wherein the membrane 
module is partially received Within the shell. 

23. The fuel processor of claim 22, Wherein the membrane 
module forms a portion of the shell. 

24. The fuel processor of claim 22, Wherein the membrane 
module is housed Within the shell. 

25. The fuel processor of claim 1, Wherein the membrane 
includes a perimeter region and the membrane module 
further includes a frame that is coupled to the perimeter 
region of the membrane. 

26. The fuel processor of claim 1, Wherein the membrane 
module further includes end plates betWeen Which the 
membrane and the support are supported. 

27. The fuel processor of claim 26, Wherein the end plates 
include an inlet port through Which at least a portion of the 
mixed gas stream is delivered to the permeate side of the 
membrane, a product outlet port through Which the portion 
of the mixed gas stream that passes through the membrane 
is WithdraWn from the membrane module, and a byproduct 
port through Which the portion of the mixed gas stream that 
does not pass through the membrane is WithdraWn from the 
membrane module. 

28. The fuel processor of claim 1, Wherein the fuel 
processor includes a combustion region and further Wherein 
the fuel processor includes at least one gas transport conduit 
adapted to deliver at least a portion of the byproduct stream 
to the combustion region. 

29. The fuel processor of claim 1, Wherein the fuel 
processor includes a polishing region adapted to receive the 
portion of the mixed gas stream that passes through the 
membrane and to further reduce the concentration of the 
other gases therein. 

30. The fuel processor of claim 29, Wherein the polishing 
region includes at least one methanation catalyst bed. 

31. The fuel processor of claim 29, Wherein the polishing 
region includes at least one reforming catalyst bed. 

32. The fuel processor of claim 31, Wherein the polishing 
region further includes at least one methanation catalyst bed 
doWnstream from the at least one reforming catalyst bed in 
the polishing region. 

33. The fuel processor of claim 1, in combination With a 
fuel cell stack adapted to receive at least a portion of the 
product stream and to produce an electric current therefrom. 

34. The fuel processor of claim 33, in further combination 
With an electrical-energy consuming device. 

35. A fuel processor, comprising: 

a hydrogen-producing region adapted to produce a mixed 
gas stream containing hydrogen gas and other gases; 
and 

a membrane module adapted to receive the mixed gas 
stream and to separate the mixed gas stream into a 
byproduct stream containing at least a substantial por 
tion of the other gases and a product stream containing 
at least substantially hydrogen gas, the membrane 
module including at least one membrane envelope, 
comprising: 
a pair of hydrogen-selective membrane regions having 

a feed side and a permeate side, Wherein the mem 
brane regions are spaced-apart from each other and 
oriented With their permeate sides generally facing 
each other to de?ne a harvesting conduit extending 
therebetWeen, and Wherein the product stream is 
formed from a portion of the mixed gas stream that 
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passes through at least one of the membrane regions 
to the harvesting conduit, and further Wherein the 
byproduct stream is formed from a portion of the 
mixed gas stream that does not pass through at least 
one of the membrane regions to the harvesting 
conduit; and 

a support Within the harvesting conduit adapted to 
support the membranes, Wherein the support 
includes a pair of generally opposed surfaces Which 
are adapted to provide support to the permeate sides 
of the membrane regions and Which include a coat 
ing on at least a portion of the surfaces, Wherein the 
coating is adapted prevent intermetallic diffusion 
betWeen the membrane regions and the support. 

36. The fuel processor of claim 35, Wherein the coating is 
formed from at least one of the group consisting of oxides, 
nitrides, carbides, and intermetallic compounds. 

37. The fuel processor of claim 36, Wherein the coating is 
selected from the group consisting of aluminum oxide, 
tungsten carbide, tungsten nitride, titanium carbide, titanium 
nitride, and mixtures thereof. 

38. The fuel processor of claim 36, Wherein the coating is 
applied to the surfaces by at least one of chemical vapor 
deposition, sputtering, thermal evaporation, thermal spray 
ing, and deposition folloWed by oxidation. 

39. The fuel processor of claim 35, Wherein the coating is 
applied to the surfaces by at least one of chemical vapor 
deposition, sputtering, thermal evaporation, thermal spray 
ing, and deposition folloWed by oxidation. 

40. The fuel processor of claim 35, Wherein the coating is 
selected to be thermodynamically stable With respect to 
decomposition in the presence of hydrogen. 

41. The fuel processor of claim 40, Wherein the coating is 
adapted to be thermodynamically stable With respect to 
decomposition in the presence of hydrogen at temperatures 
less than approximately 700° C. 

42. The fuel processor of claim 40, Wherein the coating is 
adapted to be thermodynamically stable With respect to 
decomposition in the presence of hydrogen at temperatures 
less than approximately 400° C. 

43. The fuel processor of claim 40, Wherein the coating is 
adapted to be thermodynamically stable With respect to 
decomposition in the presence of hydrogen at pressures less 
than approximately 1000 psi. 

44. The fuel processor of claim 40, Wherein the coating is 
adapted to be thermodynamically stable With respect to 
decomposition in the presence of hydrogen at pressures less 
than approximately 500 psi. 

45. The fuel processor of claim 35, Wherein each of the 
membrane regions includes a perimeter region to Which a 
frame is coupled. 

46. The fuel processor of claim 35, Wherein at least one 
of the membrane regions is adhesively bonded to the support 
during fabrication of the membrane envelope. 

47. The fuel processor of claim 35, Wherein the support is 
adapted to enable the portion of the mixed gas stream that 
passes through the membrane regions to travel Within the 
screen structure transverse and parallel to the permeate sides 
of the membrane regions. 

48. The fuel processor of claim 35 , Wherein the membrane 
regions are formed from at least one of palladium or a 
palladium alloy. 
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49. The fuel processor of claim 48, Wherein the membrane 
regions are formed from a palladium alloy containing cop 
per. 

50. The fuel processor of claim 35, Wherein the membrane 
regions of each of the at least one membrane envelope form 
part of a single hydrogen-selective membrane. 

51. The fuel processor of claim 35, Wherein the membrane 
regions are separate membranes. 

52. The fuel processor of claim 35, Wherein the support is 
at least partially formed from a porous medium. 

53. The fuel processor of claim 35, Wherein the support is 
at least partially formed from an expanded metal material. 

54. The fuel processor of claim 35, Wherein the support is 
at least partially formed from mesh. 

55. The fuel processor of claim 54, Wherein the support 
includes a screen structure including a plurality of screen 
members. 

56. The fuel processor of claim 55, Wherein the plurality 
of screen members include outer screen members that are 

respectively adapted to contact the permeate sides of the 
membrane regions and an inner screen member positioned 
betWeen the outer screen members. 

57. The fuel processor of claim 56, Wherein the inner 
screen member is coarser than the outer screen members. 

58. The fuel processor of claim 56, Wherein the inner 
screen member is adapted to permit the portion of the mixed 
gas stream that passes through the membranes to travel 
Within the inner screen member transverse and parallel to the 
permeate sides of the membranes. 

59. The fuel processor of claim 56, Wherein the outer 
screen members are adapted to permit the portion of the 
mixed gas stream that passes through the membrane regions 
to travel Within the outer screen members transverse and 
parallel to the permeate sides of the membrane regions. 

60. The fuel processor of claim 56, Wherein the inner and 
the outer screen members are adhesively bonded together 
during fabrication of the corresponding membrane envelope. 

61. The fuel processor of claim 35, Wherein the membrane 
module includes a plurality of membrane envelopes. 

62. The fuel processor of claim 61, Wherein the membrane 
module further includes a plurality of spacers separating the 
membrane envelopes. 

63. The fuel processor of claim 35, Wherein the fuel 
processor includes a shell and the membrane module is 
removably coupled to the shell. 

64. The fuel processor of claim 63, Wherein the membrane 
module is partially received Within the shell. 

65. The fuel processor of claim 64, Wherein the membrane 
module is housed Within the shell. 

66. The fuel processor of claim 63, Wherein the membrane 
module forms a portion of the shell. 

67. The fuel processor of claim 61, Wherein the membrane 
module further includes end plates betWeen Which the 
plurality of membrane envelopes are supported. 

68. The fuel processor of claim 67, Wherein the membrane 
module includes a module inlet port through Which at least 
a portion of the mixed gas stream is delivered to the 
permeate side of the membranes, a module product outlet 
port through Which the portion of the mixed gas stream that 
passes through the membrane regions to the harvesting 
conduit is WithdraWn from the membrane module, and a 
module byproduct port through Which at least the portion of 
the mixed gas stream that does not pass through the mem 
brane regions is WithdraWn from the membrane module. 




