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3 475 Edison Way’ Ste_ L A DC to DC converter includes a comparator, a driver, and 
Menlo Park, CA 94025 (Us) a pair of switches. The comparator compares the output 

voltage With a reference voltage signal and generates a 
(21) APPL No. 09/843,200 PWM signal. The driver drives the switches so as to force 

the output voltage to folloW the reference signal. In a 
(22) Filed; Apt; 25, 2001 multiphase architecture, tWo or more such converter circuits 

are incorporated to minimize the output voltage ripple and 
Related US, Application Data further reduce the recovery time. In a tWo-phase architec 

ture, tWo reference signals are phase-shifted by 180 degrees. 
(63) Non-provisional of provisional application No. In an N-phase architecture, the reference signals are phase 
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DC-TO-DC CONVERTER WITH IMPROVED 
TRANSIENT RESPONSE 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

[0001] This application is related to US. provisional 
patent application Ser. No. 60/244,054, ?led on Oct. 26, 
2000. 

TECHNICAL FIELD 

[0002] The invention generally relates to voltage convert 
ers, and more particularly to a direct-current (DC) to direct 
current (DC) converter that exhibits improved transient 
response. 

BACKGROUND OF THE INVENTION 

[0003] Direct-current (DC) to direct-current (DC) convert 
ers are Well-knoWn in the ?eld of electronics. Such circuitry 
or devices are typically employed to convert from one DC 
voltage level to another DC voltage level. They are used in 
a variety of environments. For instance, several kinds of 
such converters are used to supply microprocessor core 
voltage. One kind of such converters is referred to as a ?xed 
frequency converter, also knoWn as pulse-Width modulated 
(PWM) converter. APWM converter includes voltage mode 
converters and current mode converters. 

[0004] Avoltage mode PWM converter includes a control 
loop that contains an error ampli?er, a PWM comparator, 
and one or more drivers, usually coupled With a synchronous 
recti?er to improve performance. The output voltage is 
compared With a reference voltage by the error ampli?er. 
The PWM comparator receives the output of the error 
ampli?er as its ?rst input and receives a saW-tooth or a 
triangle signal as its second input. The PWM comparator’s 
output is a PWM signal that is ampli?ed by the drivers 
driving the poWer sWitches. The advantages of this kind of 
converters are simplicity in architecture and high precision. 
Its major disadvantage is its sloW response to load transients 
because of the compensation needed on the error ampli?er. 

[0005] A current mode PWM converter includes tWo con 
trol loops—an inner current loop and an outer voltage loop 
Which controls the inner current loop. The inner current loop 
consists of a current ampli?er, a comparator that uses as 
inputs an error voltage from the outer voltage loop and the 
output of the current ampli?er, a ?ip-?op that is set every 
time by the clock signal and reset by the output of the 
comparator, and one or more drivers. The outer voltage loop 
includes a voltage error ampli?er that compares the output 
voltage With a reference voltage. The output of the error 
ampli?er is a reference for the inner current loop. The 
advantages of this kind of converters include high stability, 
high precision, and suitability for multiphase architecture. 
Its major disadvantage is its sloW response to load transients 
due to the compensation of the outer voltage loop. 

[0006] Another kind of DC to DC converter is referred to 
as a constant on time converter, also knoWn as pulse 
frequency modulated (PFM) converter. A PFM converter 
consists of a control loop Which contains an error ampli?er, 
a comparator, and one or more drivers, usually coupled With 
a synchronous recti?er to improve performance. The output 
voltage is compared With a reference voltage by the error 
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ampli?er. The output of the error ampli?er is compared With 
a reference to obtain a triggering signal for a one-shot that 
sets the constant on time. The advantages of this kind of 
converters include simplicity in architecture, high precision, 
and a comparative fast response to load transients. Its major 
disadvantages are non-?xed frequency and non-suitability 
for multiphase applications. 

[0007] Another kind of DC to DC converter is referred to 
as a hysteretic converter, including voltage mode hysteretic 
converter and current mode hysteretic converter. A voltage 
mode hysteretic converter includes a control loop, Which 
contains a hysteretic comparator, and one or more drivers, 
usually coupled With a synchronous recti?er to improve 
performance. The output voltage is compared With a refer 
ence voltage by the comparator that has a hysteretic. The 
output of the comparator is used as input for the drivers. The 
advantages of this kind of converters include simplicity in 
architecture, high precision, and fast transient response to 
load steps. Its disadvantages are non-?xed frequency and 
non-suitability for multiphase architecture. 

[0008] A current mode hysteretic converter includes a 
control loop that contains a voltage error ampli?er, a hys 
teretic current comparator, and one or more drivers, usually 
coupled With a synchronous recti?er to improve perfor 
mance. The output voltage is compared With a reference 
voltage by the voltage error ampli?er that generates an offset 
signal for the current comparator. The output of the com 
parator is used as input for the drivers. The advantages of 
this kind of converters include simplicity in architecture and 
high precision. Its disadvantages include sloW transient 
response to load steps, non-?xed frequency, and non-suit 
ability for multiphase architecture. 

[0009] What is desired is a simpler and relatively cost 
effective solution for DC-to-DC conversion With fast 
response to load transients, high precision, ?xed frequency, 
and suitability for multiphase applications. 

SUMMARY OF THE INVENTION 

[0010] Brie?y, in accordance With one embodiment of the 
invention, a DC to DC converter circuit includes a com 
parator, a driver, and a pair of sWitches. The comparator 
compares the output voltage With a reference voltage signal 
and generates a PWM signal. The driver uses the PWM 
signal to drive the sWitches so as to force the output voltage 
at its pre-established value. 

[0011] In accordance With another embodiment, tWo or 
more such converter circuits are incorporated in a mul 
tiphase architecture so as to minimiZe the output voltage 
ripple and further reduce the recovery time. In a tWo-phase 
architecture, tWo reference signals are shifted With 180 
degrees. In an N-phase architecture, the reference signals are 
shifted With 360/N degrees. 

[0012] The advantages of the DC-to-DC converter accord 
ing to this invention is numerous. For example: 

[0013] Very fast response to heavy load transients. 
When a load is varied, for example, from 0 to 20 
Amperes, the output voltage may recover its steady 
state in about 10 us. 
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[0014] Reduced output voltage ripple in multiple 
phased converter circuits. The DC-to-DC converter 
maintains the output voltage With very small varia 
tion of the duty cycle even on heavy loads. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0015] FIG. 1 is a circuit diagram that illustrates an 
embodiment of a fast transient response DC-DC converter 
according to the invention; 

[0016] FIG. 2 is a circuit diagram that illustrates an 
exemplary application of the DC-to-DC converter of FIG. 1; 

[0017] FIG. 3 is a circuit diagram that illustrates an 
embodiment of a tWo-phase DC-to-DC converter Which is 
coupled With a current balancing block that acts on reference 
signal side of the second phase; 

[0018] FIG. 4 is a circuit diagram that illustrates another 
embodiment of a tWo-phase DC-to-DC converter Which is 
coupled With a current balancing block that acts on feedback 
side of the second phase; 

[0019] FIG. 5A is a graphical diagram shoWing the varia 
tion of the output voltage With the input voltage of the 
DC-to-DC converter; 

[0020] FIG. 5B is a graphical diagram illustrating a 
method to compensate the output voltage With the input 
voltage; 
[0021] FIG. 6 is a circuit diagram illustrating the mecha 
nism to compensate the output voltage to the varying of the 
input voltage; and 

[0022] FIG. 7 is a screen capture that shoWs the Wave 
forms for the output voltage, the load current, and the PWM 
signals When a load is applied to and removed from a tWo 
phase DC-to-DC converter. 

DETAILED DESCRIPTION OF THE 
INVENTION 

[0023] FIG. 1 is a circuit diagram that illustrates a fast 
transient response DC-DC converter 100 according to the 
invention. Generally, the DC-to-DC converter 100 stabiliZes 
output voltage VOut 112 according to the reference signal at 
the input of the comparator. During a transient, the output 
load is in the process of sWitching from one DC state to 
another. The DC-to-DC converter 100 effectively reduces 
recovery time from a transient by modifying duty cycle in 
order to drive the VOut 112 to the desired steady state. 

[0024] The DC-to-DC converter 100 uses a reference DC 
voltage source Vref 114, a reference signal generator 116, a 
comparator 118, a driver 120, and a pair of sWitches 122. 
The signal generator 116 generates a reference signal 126, 
Which is preferably a 300 kHZ saW-tooth signal, or alterna 
tively, any shape of periodic signal such as a triangular 
signal or a sinus signal, With a DC offset determined by the 
DC voltage generated by Vref 114. The reference signal 126 
is received by the comparator 118 as its ?rst input. Through 
a feedback loop 124, the output voltage VOut 112 is received 
by the comparator 118 as its second input. The comparator 
118 compares the VOut 112 With the reference signal 126, and 
generates a PWM signal 128 With a duty cycle determining 
an increase or decrease in VOut 112. Further, the comparator 
118 forces V 112 to folloW the reference signal 126 by out 
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increasing or decreasing the pulse Width of its output PWM 
signal 128 if VOut 112 is loWer or higher than signal 126 
respectively. Speci?cally, the driver 120 receives the PWM 
signal 128 as its input and drives the sWitches 122, Which are 
preferably implemented as Metal Oxide Semiconductor 
Field Effect Transistors (MOSFETs), high and loW alterna 
tively to control the VOut 112. Preferably, as a result, V 112 
approximates Vref and is maintained Within the limits of the 
reference signal 126. For example, Where the reference 
signal generator 116 generates a saW-tooth reference signal 
126 With peak to peak saWtooth ?uctuations of 100 mV at a 

particular DC Vref voltage, VISFSO mV<VOut<VIef+50 mV. 
Additionally, a LC loW pass ?lter is coupled in series With 
the output load (Vout) 112. The inductance of the inductor 
130 in the loW pass ?lter should be kept as small as possible 
in order to reduce the recovery time for a transient of the 
load. 

out 

[0025] FIG. 2 provides an exemplary application circuit 
200 illustrating an application of the DC to DC converter 
circuit 100 of FIG. 1. The circuit 200 uses a reference 

voltage generator built With, for example, D1 (TL431) 202, 
compensating for the varying of input voltage 114 to ensure 
the generation by comparator 118 of a PWM signal 128 
Which regulates the output voltage VOut in accordance With 
the reference voltage as described above. A ramp generator 
116, generating a triangular signal 126 With peak to peak 
amplitude of approximately 100 mV, is built With part U3 
(LM311) 204. The comparator 118 described above, Which 
receives as inputs the output voltage Vout 112 and the 
triangular signal 126 and generates a PWM signal 128, is 
built With U2 (LM311) 206. The driver 120 in the exemplary 
application is built With U1 (TPS2830) 208. Finally, a poWer 
block 210 consisting of MOSFETs Q1 and O2, 122, inductor 
L1, 130, resistor R10, and capacitor C4, drives the output 
voltage VOut 112. This DC to DC converter circuit provides 
for improved recovery time of a transient of the load. Note 
that this invention includes but is not limited by the com 
ponents and circuit of the application schematic of FIG. 2. 

[0026] Alternative embodiments of the invention may 
include tWo or more converter circuits 100 in a multiphase 
architecture, Wherein the angle of the phase shifting betWeen 
tWo circuits depends on the number of phases used. For 
example, in a four-phase architecture, the shifting angle is 90 
degrees. A concern With the multiphase architecture is the 
undesired current ?oW betWeen tWo phases. For instance, 
When a load is applied on the output, if one phase delivers 
much more current than the other to the load, the conversion 
ef?ciency Will be severely affected. The problem is similar 
With putting in parallel tWo voltages sources. If the tWo 
voltage sources are different, a current Will ?oW betWeen 
them. To solve this problem in a multiphase DC-to-DC 
converter, a current balancing mechanism is necessary. For 
example, in a tWo phase DC-to-DC converter, a current 
balancing block is used to adjust the output voltage of the 
second phase to be identical With the output voltage of the 
?rst phase. By using current sense resistors, the current 
information is available to the current balancing block that 
Will generate an offset voltage used to adjust the output 
voltage of the second phase. There are tWo options to 
execute the current balancing mechanism: (1) by modifying 
the reference voltage for the second phase; or (2) by modi 
fying the feedback voltage for the second phase. 
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[0027] Referring to FIG. 3, illustrated is an embodiment 
of a tWo-phase DC-to-DC converter 300 With a current 
balancing block that acts on reference signal of the second 
phase. The ?rst phase 100a establishes the output voltage 
112 depending on the reference signal 126a applied on the 
input of the comparator 118. The current balancing block 
301 shifts the DC value of the reference signal 116 for the 
second phase 100b to obtain the same current magnitude 
delivered by each phase. Assuming the current through the 
?rst phase 100a is of a higher value than the current through 
the second phase 100b, the voltage on the non-inverting 
input of the error ampli?er 302 is higher than the voltage on 
the inverting input. The error ampli?er 302 acts to reduce the 
value of the offset voltage 303 and thus the DC values of the 
reference voltage for the second phase 100b increases. 
Accordingly, the duty cycle of the second phase increases. 
Consequently, the second phase delivers a current With 
higher value than before. When the currents delivered by 
each phase are equal, the offset voltage 303 is maintained at 
that value to keep a current balance. 

[0028] Referring to FIG. 4, illustrated is another embodi 
ment of a tWo-phase DC-to-DC converter 400 With a current 
balancing block that acts on feedback side of the second 
phase. The ?rst phase 100a establishes the output voltage 
V0m 112 depending on the reference signal 126a applied on 
the input of the comparator 128. The current balancing block 
401 shifts the DC value of the feedback voltage for the 
second phase 100b to obtain the same current magnitude 
delivered by each phase. Assuming the current through the 
?rst phase 100a is of a value higher than the current through 
the second phase 100b, the voltage on the inverting input of 
the error ampli?er 402 is higher than the voltage on the 
non-inverting input. The error ampli?er 402 acts to increase 
the value of the offset voltage 403 and thus the DC value of 
the feedback voltage for the second phase 100b decreases. 
Accordingly, the duty cycle of the second phase 100b 
increases. Consequently, the second phase 100b delivers a 
current With a higher value than before. When the currents 
delivered by each phase are equal, the offset voltage 403 is 
maintained at that value to keep a current balance. Note that 
the inverting and non-inverting inputs of the current balanc 
ing block in FIG. 4 is reversed than in FIG. 3 because the 
current balancing block in FIG. 4 is acting on the feedback 
voltage. 
[0029] The main advantage of the current balancing 
mechanism used in the converters illustrated in FIG. 3 and 
FIG. 4 is that When alteration of the load generates a 
transient, both phases act to recover the output voltage to its 
steady state. Because the behavior of each phase in transient 
is almost the same (only minor differences eXist due to the 
spreading of the values of components used), the current 
balancing circuit only needs to correct slight differences 
modifying a little bit of the offset voltage on reference side 
as in FIG. 3 or feedback side as in FIG. 4 to balance the 
currents for the neW steady state. 

[0030] Note that both types of current balancing methods 
could be used in a multiphase architecture Where the current 
balancing block has as inputs the current information from 
each N phase and the output voltage and generates the offset 
voltages for phase 2 to N to balance the currents With the 
current on the ?rst phase. 

[0031] Referring to FIG. 5A, illustrated is a diagram 
shoWing the variation of the output voltage With the input 
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voltage. For a certain input voltage Vin, because the refer 
ence signal is constant, the duty cycle Will be D1=VOut1/Vin. 
This means that the voltage Voutl crosses the reference 
signal at such a value that the duty cycle is obtained. If the 
input voltage decrease, for eXample, to k*Vin Where k<1, the 
output voltage decreases in order to increase duty cycle, 
because the neW value of the duty cycle is D2=VOut2/k*Vin. 
Therefore, the output voltage decreases With a value of 
(D2—D1)*(Amplitude of saW tooth reference signal). Even 
for very loW amplitudes of the reference signal, because the 
input voltage may vary betWeen large limits, the output 
voltage varies With the input voltage. 

[0032] Referring to FIG. 5B, illustrated is a method to 
compensate the output voltage With a varying input voltage. 
One Way to prevent the output voltage from varying With the 
input voltage is to generate a saW tooth signal With an 
amplitude proportional With the input voltage and its top to 
be maintained at a ?Xed DC voltage level Vref. This means 
that for the input voltage equal With Vin, the output voltage 
is Voutl corresponding to a value Where the output voltage 
and the saW tooth signal cross each other to obtain duty cycle 
D1=VOut1/Vin. Therefore, if the amplitude of the saW tooth 
signal is A h and the top of it has a value Vref, then saWtoot 

in’ out 

[0033] When the input voltage is decreasing With a k<1 
factor, the amplitude of the saW tooth decreases With the 
same k factor maintaining the top of the saW tooth signal at 
Vref. The duty cycle corresponding to the neW value of input 
voltage is: D2=VOut2/(k*Vin). HoWever, because Vout2= 
VI6f_D2*(k*AS8WtOOth)=VI6f_VOUt2*k*AS8WtOOth/(k*V1D)7 
V 2=VIef/(1+ASaWtOOth/Vin). This means that the VOut1= 
VOUtZ. Therefore, the output voltage does not vary With the 
input voltage. 

out 

[0034] The major advantages of the method described 
above include: (1) the output voltage does not depend on the 
input voltage; (2) the gain of the loop does not depend on the 
input voltage and thus the behavior of the DC-to-DC con 
verter maintains the same for various input voltages. The 
gain of the loop is actually Vin/Asawtooth. Because ASawtooth 
is proportional to Vin, the gain is constant; and (3) at a higher 
input voltage, there is a higher noise on the output due to the 
sWitching. When the saW tooth signal amplitude is 
increased, the PWM comparator Works correctly, Without 
generating parasitic pulses due to the noise in the output 
voltage. 

[0035] FIG. 6 is a circuit diagram illustrating the method 
to compensate the output voltage to the varying of the input 
voltage. The clock pulses 601 close the sWitch 602 for a very 
short time Which is long enough to charge capacitor 603 to 
Vref value. In this Way, the top of the saW tooth signal is 
eXactly Vref. The sWitch 602 opens and the capacitor 603 is 
discharged With a constant current proportional to the input 
voltage. The elements of the circuit Will be adjusted to obtain 
the desired amplitude of the saW tooth. This circuit com 
pensates the output voltage to the varying of the input 
voltage. One application of this circuit is the case in a 
notebook computer Where the input voltage could be the 
battery voltage or the adapter voltage. Adapter voltage is 
usually 20V Where a discharged battery voltage could be as 
loW as 8V or less. The system is required to Work over the 
entire range. 
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[0036] FIG. 7 is a screen capture showing the Waveforms 
of a transient When a load is applied to and removed from a 
tWo phase DC-to-DC converter. The load current step is 20 
Amperes. CH1 is the Waveform of the output voltage (Von). 
CH2 is the Waveform of the PWM signal of the ?rst phase 
(PWM1). CH3 is the Waveform of the PWM signal of the 
second phase (PWM2). CH4 is the Waveform of _load 
current. When the load is applied (i.e. the current increases 
from 0 Amperes to 20 Amperes), the VOut drops. Because the 
converter has an increased duty cycle, the output voltage 
returns to its steady state after a very short time (the transient 
response of the converter is about 100 ns that alloWs 
recovery times beloW 10 us). When the load is removed, the 
converter acts to reduce duty cycle to recover Vout. As 
shoWn in FIG. 7, each phase modi?es its oWn PWM in order 
to recover VOut from the transient condition. Therefore, When 
a multiphase architecture is used, the transient on VOut Will 
be recovered much faster depending on the number of 
phases. 
[0037] Although the invention is described herein With 
reference to the preferred embodiment, one skilled in the art 
Will readily appreciate that other applications may be sub 
stituted for those set forth herein Without departing from the 
spirit and scope of the present invention. 

[0038] Accordingly, the invention should only be limited 
by the claims included beloW. 

1. A DC to DC converter circuit, comprising: 

a comparator that is electrically coupled in said converter 
circuit so as to compare an output voltage of said 
converter circuit With a reference signal and generate a 
pulse Width modulated signal; 

a driver that is electrically coupled to said comparator so 
as to use said pulse Width modulated signal as its input 
and drive a pair of sWitches, one high, one loW, Which 
alternatively control a level of said output voltage; and 

a loW pass ?lter that is electrically coupled to an output of 
said pair of sWitches so as to reduce noise of said output 
voltage; 

Wherein said comparator forces said output voltage at a 
preestablished value by increasing or decreasing the 
pulse Width of said pulse Width modulated signal When 
said output voltage is loWer or higher than said pre 
established value. 

2. The DC to DC converter circuit of claim 1, Wherein said 
reference signal is generated by a reference signal generator 
that is coupled to a reference DC voltage source. 

3. The DC to DC converter circuit of claim 2, Wherein said 
reference signal is a periodic signal of any shape With a DC 
offset determined by a DC voltage generated by said refer 
ence DC voltage source. 

4. The DC to DC converter circuit of claim 1, Wherein 
each of said sWitches comprises a metal oXide semiconduc 
tor ?eld effect transistor. 

5. A tWo-phase DC to DC converter circuit, comprising: 

a ?rst phase circuit and a second phase circuit Which are 
electrically coupled to each other; 

Wherein said ?rst phase circuit comprises: 

a ?rst comparator Which is electrically coupled in said 
tWo-phase DC to DC converter circuit so as to 
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compare an output voltage of said ?rst phase circuit 
With a ?rst reference signal and generate a ?rst pulse 
Width modulated signal; and 

a ?rst driver Which is electrically coupled to said ?rst 
comparator so as to use said ?rst pulse Width modu 
lated signal as its input and drive a ?rst pair of 
sWitches, one high, one loW, Which alternatively 
control a level of said output voltage of said ?rst 
phase circuit; 

Wherein said ?rst comparator forces said output voltage 
of said ?rst phase circuit at a ?rst pre-established 
value by increasing or decreasing the pulse Width of 
said ?rst pulse Width modulated signal When said 
output voltage of said ?rst phase circuit is loWer or 
higher than said ?rst pre-established value; and 

Wherein said second phase circuit comprises: 

a second comparator Which is electrically coupled in 
said tWo-phase DC to DC converter circuit so as to 
compare an output voltage of said second phase 
circuit With a second reference signal and generate 
a second pulse Width modulated signal; and 

a second driver Which is electrically coupled to said 
second comparator so as to use said second pulse 
Width modulated signal as its input and drive a 
second pair of sWitches, one high, one loW, Which 
alternatively control the level of said output volt 
age; and 

Wherein said second comparator forces said output 
voltage of said second phase circuit at a second 
pre-established value by increasing or decreasing 
the pulse Width of said second pulse Width modu 
lated signal When said output voltage of said 
second phase circuit is loWer or higher than said 
second pre-established value; and 

Wherein said ?rst reference signal and said second 
reference signal are shifted in phase by 180 
degrees to each other. 

6. The tWo-phase DC to DC converter circuit of claim 5, 
further comprising: 

a current balancing device Which is electrically coupled in 
said tWo-phase DC to DC converter circuit so as to 
maintain the current delivered by said second phase 
circuit the same as the current delivered by said ?rst 
phase circuit by modifying a reference voltage for said 
second phase circuit. 

7. The tWo-phase DC to DC converter circuit of claim 6, 
Wherein said current balancing device comprises: 

an offset voltage, Which is used to adjust an output voltage 
of said second phase circuit; and 

an error ampli?er, Which controls said offset voltage so as 
to change the duty cycle of said second phase circuit. 

8. The tWo-phase DC to DC converter circuit of claim 5, 
further comprising: 

a current balancing device Which is electrically coupled in 
said tWo-phase DC to DC converter circuit so as to 
maintain the current delivered by said second phase 
circuit the same as the current delivered by said ?rst 
phase circuit by modifying a feedback voltage for said 
second phase circuit. 
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9. The tWo-phase DC to DC converter circuit of claim 8, 
wherein said current balancing device comprises: 

an offset voltage, Which is used to adjust an output voltage 
of said second phase circuit; and 

an error ampli?er, Which controls said offset voltage so as 
to change the duty cycle of said second phase circuit. 

10. The tWo-phase DC to DC converter circuit of claim 5, 
Wherein said ?rst reference signal and said second reference 
signal are generated by a reference signal generator Which is 
coupled to a reference DC voltage source. 

11. The tWo-phase DC to DC converter circuit of claim 
10, Wherein each of said reference signals is a periodic 
signal of any shape With a DC offset determined by a DC 
voltage generated by said reference DC voltage source. 

12. The tWo-phase DC to DC converter circuit of claim 5, 
Wherein each of said sWitches comprises a metal oXide 
serniconductor ?eld effect transistor. 

13. A converter circuit for a rnultiphase DC to DC 
converter circuit comprising N converter circuits Which are 
electrically coupled together, said converter circuit cornpris 
ing: 

a comparator Which is electrically coupled so as to 
compare an output voltage of said converter circuit 
With a reference signal and generate a pulse Width 
rnodulated signal; and 

a driver Which is electrically coupled to said cornparator 
so as to use said pulse Width rnodulated signal as its 
input and drive a pair of sWitches, one high, one loW, 
Which alternatively control a level of said output volt 
age; 

Wherein said cornparator forces said output voltage at a 
preestablished value by increasing or decreasing the 
pulse Width of said pulse Width rnodulated signal When 
said output voltage is loWer or higher than said pre 
established value; and 

Wherein each tWo reference signals are phase-shifted by 
360/N degrees from each other. 

14. A DC-to-DC converter, comprising: 

a number of conversion circuits Which are electrically 
coupled in said converter, 

Wherein each of said conversion circuits comprises: 

a comparator Which is electrically coupled so as to 
compare an output voltage of said converter With a 
reference signal and generate a pulse Width rnodu 
lated signal; and 

a driver Which is electrically coupled to said cornpara 
tor so as to use said pulse Width rnodulated signal as 
its input and drive a pair of sWitches, one high, one 
loW, Which alternatively control a level of said output 
voltage; 

Wherein said cornparator forces said output voltage at a 
preestablished value by increasing or decreasing the 
pulse Width of said pulse Width rnodulated signal 
When said output voltage is loWer or higher than said 
pre-established value; and 

Wherein each tWo reference signals are phase-shifted 
from each other With a degree of 360 divided by the 
number of conversion circuits coupled in said con 
verter. 
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15. The DC-to-DC converter of claim 14, further corn 
prising: 

a current balancing device Which is electrically coupled in 
said rnultiphase DC to DC converter so as to maintain 
the currents delivered by all conversion circuits at a 
same level by modifying feedback voltages for the 
conversion circuits from second phase to N phase. 

16. The DC-to-DC converter of claim 14, further corn 
prising: 

a current balancing device Which is electrically coupled in 
said rnultiphase DC to DC converter so as to maintain 
the currents delivered by all conversion circuits at a 
same level by modifying the reference voltages for the 
conversion circuits from second phase to N phase. 

17. A method of producing a voltage output signal, 
comprising the steps of: 

applying a reference signal to a converter circuit to 
produce a voltage output signal; 

cornparing said reference signal With said voltage output 
signal; 

generating a pulse Width rnodulated signal With a duty 
cycle determining an increase or decrease in said output 
voltage signal; and 

forcing said voltage output signal at a pre-established 
value by increasing or decreasing the pulse Width of 
said pulse Width rnodulated signal When said output 
voltage signal is loWer or higher than said pre-estab 
lished value respectively; 

Wherein said converter circuit comprises: 

a comparator Which is electrically coupled in said 
converter circuit so as to compare the output voltage 
of said converter circuit With said reference signal 
and generate said pulse Width rnodulated signal; and 

a driver Which is electrically coupled to said cornpara 
tor so as to use said pulse Width rnodulated signal as 
its input and drive a pair of sWitches, one high, one 
loW, Which alternatively control the level of said 
output voltage. 

18. The method of claim 17, Wherein said reference signal 
is generated by a reference signal generator Which is coupled 
to a reference DC voltage source. 

19. The method of claim 18, Wherein said reference signal 
is a periodic signal of any shape With a DC offset determined 
by a DC voltage generated by said reference DC voltage 
source. 

20. The method of claim 17, Wherein each of said 
sWitches comprises a metal oXide serniconductor ?eld effect 
transistor. 

21. The method of claim 17, Wherein said converter 
circuit comprises more than tWo sub-systerns coupled 
together; and 

Wherein each of said sub-systerns comprises: 

a comparator Which is electrically coupled so as to 
compare the output voltage of said converter circuit 
With a reference signal and generate a pulse Width 
rnodulated signal; and 
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a driver Which is electrically coupled to said compara 
tor so as to use said pulse Width modulated signal as 
its input and drive a pair of sWitches, one high, one 
loW, Which alternatively control the level of said 
output voltage; and 

Wherein each tWo reference signals are phase-shifted by 
360/N degrees from each other. 

22. A method for compensating an output voltage of a 
DC-to-DC converter With an input voltage, comprising the 
steps of: 

generating a saW tooth voltage signal With an amplitude 
Which is proportional to said input voltage; and 
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maintaining the maximal voltage value of said saW tooth 
signal at a ?xed DC voltage level. 

23. The method of claim 21, further comprising the step 
of: 

applying a set of clock pulses to a sWitch; 

charging a capacitor to the maXimal voltage value of said 
saW tooth signal While said sWitch is closed; and 

discharging said capacitor With a constant current Which 
is proportional to said input voltage While said sWitch 
is open. 


