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(57) ABSTRACT 

A cache coherent distributed shared memory multi-proces 
sor computer system is provided Which supports transac 
tional memory semantics. A cache ?ushing engine and 
temporary buffer alloW selective forced Write-backs of dirty 
cache lines to the home memory. A ?ush can be performed 
from the updated cache to the temporary buffer and then to 
the home memory after con?rmation of receipt or from the 
updated cache to the home memory directly With the tem 
porary buffer holding the old data until con?rmation that the 
home memory contains the update. 
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TRANSACTIONAL MEMORY FOR DISTRIBUTED 
SHARED MEMORY MULTI-PROCESSOR 

COMPUTER SYSTEMS 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

[0001] This is a divisional of co-pending application Ser. 
No. 09/258,608 ?led Feb. 26, 1999, Which is hereby incor 
porated by reference herein. 

[0002] The present application contains subject matter 
related to pending US. patent application No. 09/258,549 
entitled “Cache Flushing Engine for Distributed Shared 
Memory Multi-processor Computer Systems” by F. Pong, L. 
Russell, and T. Nguyen. This application is assigned to 
HeWlett-Packard Corporation and is hereby incorporated by 
reference. 

TECHNICAL FIELD 

[0003] The present invention relates generally to multi 
processor computer systems and more particularly to system 
control units. 

BACKGROUND ART 

[0004] High performance, multi-processor computer sys 
tems With a large number of microprocessors are built by 
interconnecting a number of node structures, each node 
containing a subset of the processors and memory in the 
system. While the memory in the system is distributed, 
several of these systems support a shared memory abstrac 
tion Where all the memory in the system appears as a large 
memory common to all processors in the system. To support 
high-performance, these systems typically alloW processors 
to maintain copies of memory data in their local caches. 
Since multiple processors can cache the same data, these 
systems must incorporate a cache coherence mechanism to 
keep the copies coherent. 

[0005] In some cache-coherent systems, each memory 
block (typically a portion of memory tens of bytes in siZe) 
is assigned a “home node”, Which maintains all necessary 
global information for that memory block, manages the 
sharing of that memory block, and guarantees its coherence. 
The home node maintains a directory, Which identi?es the 
nodes that possess a copy of the memory block. When a 
node requires a copy of the memory block, it requests the 
memory block from its local, private cache. If the data is 
found, the memory access is resolved locally. OtherWise, a 
remote memory access is performed to the home node. The 
home node supplies the data from memory if its memory has 
the latest data. If another node has the latest copy of the data, 
the home node directs this node to forWard the data to the 
requesting node. The data is then stored in the local cache of 
the requesting node. 

[0006] In cache-coherent systems, multiple copies of the 
same memory block can exist in different nodes. These 
copies must be read-only and identical to the home memory 
copy. They are called “clean” copies in a “shared” state. 

[0007] When a processor updates its local cache copy, it 
must ensure that all other copies are invalidated. Conse 
quently, the processor has an ‘exclusive” and “modi?ed” 
data copy, Which hold the most recent value of the data. The 
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other copies of the memory block are “stale”. The updating 
processor then becomes the “oWner” of the memory block. 

[0008] The home node employs a coherence protocol to 
ensure that When a node Writes a neW value to the memory 
block, all other nodes see this latest value. Coherence 
controllers implement this coherence functionality. First, 
they implement a coherence controller for each memory 
unit, Which maintains coherence of all memory blocks in 
that memory unit. Second, the functionality of the coherence 
controller is integrated With the functionality of the System 
Control Unit (SCU) of the associated memory unit. 

[0009] The SCU provides the control and the path for data 
movement for the folloWing sources and destinations Within 
the node: the processors Within the node; the local (node) 
portion of the memory system; the netWork connecting all of 
the nodes of the multi-processor computer system; and the 
input/output (I/O) system of the local node. 

[0010] HoWever, the state-of-art cache-coherent shared 
memory multiprocessor system designs do not have good 
support for data integrity. Consider that a process executes 
the folloWing code: 

LOCK 
update global data A; 
update global data B; 
update global data C; 

UNLOCK 

[0011] The above code can be simply considered as a 
“transaction”. Execution of the transaction causes that the 
local cache of the executing processor has the most recent 
data values of locations A, B, and C. the home memory of 
locations A, B, and C have stale data copies. Unfortunately, 
if the local node fails, it means that the most recent values 
of locations A, B, and C are lost. In the Worst case, the neW 
value of location Ais re?ected back to its home memory, and 
the neW changes for B and C are lost. As a result, the global 
data structure is corrupted or partially updated With incom 
plete information. 

[0012] Note that this problem of data integrity is not 
caused by the failure of resources, in this case the home 
memory Which exports locations A, B, and C. Instead, the 
problem is due to the failure of nodes/processes Which use 
the resources. 

[0013] Under many situations, the softWare may demand 
the semantics of “transactional memory”. In brief, a trans 
action performed on global data structures consists of a 
“request” phase, an “execution” phase and ?nally a “com 
mit” phase. The neW changes are considered globally com 
plete and visible only after the transaction is committed. If 
any failure occurs before the transaction commits, the sys 
tem state is rolled back to the state right before the trans 
action begins. 

[0014] For the exempli?ed transaction, it is clear that the 
LOCK operation de?nes Where the original system state is 
and Where the request phase begins. The UNLOCK opera 
tion indicates Where the update operations must commit. 
Speci?cally, before the LOCK is released, the home memory 
of A, B, and C is either completely updated With the neW 
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values, or is unchanged. Given this “All-or-None” seman 
tics, all processes Will observe either the original state before 
the LOCK, or the neW state de?ned by the execution of the 
transaction. 

[0015] Thus, a system has been long sought and long 
eluded those skilled in the art, Which Would provide an 
ef?cient implementation of transactional memory. 

DISCLOSURE OF THE INVENTION 

[0016] The present invention provides a cache coherent 
distributed shared memory multi-processor computer sys 
tem Which supports transactional memory semantics. 

[0017] The present invention also provides a cache coher 
ent distributed shared memory multi-processor computer 
system Which supports transactional memory semantics With 
a cache ?ushing engine. 

[0018] The present invention further provides a cache 
coherent distributed shared memory multi-processor com 
puter system Which alloWs programmers to selective force 
Write-backs of dirty cache lines to the home memory. 

[0019] The above and additional advantages of the present 
invention Will become apparent to those skilled in the art 
from a reading of the folloWing detailed description When 
taken in conjunction With the accompanying draWings. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0020] FIG. 1 is a cache coherent Distributed Shared 
Memory (DSM) multi-processor computer system accord 
ing to the present invention; 

[0021] FIG. 2 is a functional block diagram of the opera 
tional components of the transactional memory according to 
the present invention; 

[0022] FIG. 3 is the functional block diagram of the 
operational components of the transactional memory in the 
backup operation in an alternate mode of the present inven 
tion; and 

[0023] FIG. 4 is a functional block diagram of the opera 
tional components of the transactional memory in the ?ush 
ing operation in the alternate mode of the present invention. 

BEST MODES FOR CARRYING OUT THE 
INVENTION 

[0024] Referring noW to FIG. 1, therein is shoWn a cache 
coherent Distributed Shared Memory (ccDSM) multi-pro 
cessor computer system 100. It should be understood that the 
system shoWn is for illustrative purposes only since the 
present invention is applicable to all architecture designs 
With caches. The multi-processor computer system 100 has 
a plurality of nodes of Which the nodes 200, 300, and 400 
through 500 (With only the ?rst and last nodes shoWn for 
nodes 400 through 500). The nodes 200, etc. are connected 
to an interconnect 600, Which is part of an interconnection 
netWork Which includes crossbar sWitches and links as are 
Well knoWn to those skilled in the art. 

[0025] Each node contains a plurality of processors and 
caches. For eXample, the node 200 contains processors 201 
through 204 (With only the ?rst and last processors shoWn) 
and respective caches 205 through 208 (With only the ?rst 
and last processors shoWn). The caches are connected to a 
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System Control Unit (SCU) 210. The SCU 210 is connected 
to a memory 212 and a temporary buffer 214. The SCU 210 
provides the control and the path for data movement for 
various sources and destinations Within the node 200. The 
sources and destinations include: the processors 210 through 
204 Within the node; the local node memory 212; the 
interconnect 600; and the input/output (I/O) system of the 
local node (not shoWn). The SCU 210 further contains a 
cache ?ushing engine (CFE) 220. 

[0026] Similarly, the node 300 contains processors 301 
through 304 (With only the ?rst and last processors shoWn) 
and respective caches 305 through 308 (With only the ?rst 
and last processors shoWn). The caches are connected to a 
System Control Unit (SCU) 310. The SCU 310 is connected 
to a memory 312 and a temporary buffer 315. The SCU 310 
provides the control and the path for data movement for 
various sources and destinations Within the node 300. The 
SCU 310 further contains a cache ?ushing engine (CFE) 
320. 

[0027] The other nodes 400, 500, etc. are the same as the 
nodes 200 and 300. 

[0028] Referring noW to FIG. 2, therein is shoWn a 
functional block diagram of the operational components of 
the transactional memory according to the present invention. 
Herein, the node 200 is designated as a requesting node and 
the node 300 is designated as a home node. Initially, the 
requesting and home nodes have the same speci?ed values 
in memory locations A, B, and C. 

[0029] After an update, it is possible that the local cache 
of the requesting node, such as cache 205, may have the 
most recent values of location A, B, and C inputted by the 
processor 201. The home node then has stale data copies in 
its memory 302. By issuing a “?ush A, B, C” command as 
indicated by arroW 250, the CFE 220 Will force, or “?ush”, 
the local cache 205 to Write back the neW values for 
locations A, B, and C to the temporary buffer 315 in the 
home node. The Write back Will be along “?ush_req A, B, 
and C” arroW 252 from the SCU 210 to the SCU 310 through 
to the temporary buffer 315. 

[0030] After the neW values are Written into the temporary 
buffer 315, the home node, or node 300, acknoWledges With 
an “ack” signal back to the requesting node, node 200, as 
indicated by arroW 254 that all the neW values have been 
successfully captured. Upon receiving the acknoWledge 
ment, the receiving node Will issue a “request-to-commit” 
request as indicated by arroW 256. This Will cause the home 
node SCU 310 to copy the neW values from the temporary 
buffer 315 to the actual memory locations for A, B, and C in 
the memory 312. 

[0031] Finally, the home node SCU 310 acknoWledges 
With a “commit” message along arroW 260 to indicate that 
the transaction has been completed. 

[0032] The softWare is developed With semantics of trans 
actional memory so the code is: 

LOCK 
update A, B, and C; 
flush A, B, C; 
sync; 

UNLOCK 
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[0033] Referring noW to FIG. 3, therein is shown the 
functional block diagram of the operational components of 
the transactional memory in the backup operation in an 
alternate mode of the present invention. The architecture is 
the same as shoWn in FIG. 2 and the components have the 
same numbers. 

[0034] After an update, the local cache of the requesting 
node, such as cache 205, has the most recent values of 
location A, B, and C. The CFE 220 receives a “backup A, B, 
C” instruction 262 and records the caches that are potentially 
to be updated and ?ushed. The CFE 220 then sends a backup 
required instruction as indicated by “backup_req A, B, C” 
arroW 264 to the home memory 302 in the home node SCU 
310. The old values of the affected memory locations of the 
home memory 302 are then copied into the temporary buffer 
315 as indicated by arroW 266 to prevent their loss in case 
of a failure before the transaction is completed. The SRU 
310 then sends an acknoWledgement that the backup is 
complete as indicated by “ack” arroW 268. 

[0035] Referring noW to FIG. 4, therein is shoWn the 
functional block diagram of the operational components of 
the transactional memory in the ?ushing operation of an 
alternate mode of the present invention. 

[0036] After the backup operations of FIG. 3, the local 
cache 205 in the requesting node, node 500, Will have the 
most recent values of locations A, B, and C. By issuing a 
“?ush and synchronize” command as indicated by arroW 
270, the CFE 220 forces the local cache 205 to Write back 
the neW value of A, B, and C as indicated by “?ush_req A, 
B, and C” arroW 272 to the home node memory 312. 

[0037] After the neW values are Written into the home 
node memory 312, the home node 300, acknoWledges With 
an “ack” signal as indicated by arroW 274 that all the neW 
values have been successfully captured. Upon receiving the 
acknoWledgement, the receiving node Will issue a “request 
to-commit” request as indicated by arroW 276. Finally, the 
home node SCU 310 acknoWledges With a “commit” mes 
sage along arroW 278 to indicate that the transaction has 
been completed. 

[0038] If the transaction fails, the SRU 310 Will retrieve 
the original values from the temporary buffer 315 and place 
them back in the memory 312. 

[0039] The softWare is developed With semantics of trans 
actional memory so the code is: 

LOCK 
Backup A, B, and C; 
update A, B, and C; 
?ush&sync; 
UNLOCK 

[0040] While the invention has been described in conjunc 
tion With a speci?c best mode, it is to be understood that 
many alternatives, modi?cations, and variations Will be 
apparent to those skilled in the art in light of the aforegoing 
description. Accordingly, it is intended to embrace all such 
alternatives, modi?cations, and variations Which fall Within 
the spirit and scope of the included claims. All matters set 
forth herein or shoWn in the accompanying draWings are to 
be interpreted in an illustrative and non-limiting sense. 
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The invention claimed is: 
1. A multi-processor computer system comprising: 

a plurality of processors; 

a plurality of caches, each of said plurality of caches 
operatively connected to one of said plurality of pro 
cessors; 

a ?rst system control unit operatively associated With one 
of said plurality of processors and operatively con 
nected to one of said plurality of caches, said system 
control unit having a cache ?ushing engine operatively 
connected to said one of said plurality of caches; 

a second system control unit operatively associated With 
said ?rst system control unit and operatively connected 
to said cache ?ushing engine; 

a memory operatively connected to said second system 
control unit; and 

said ?rst system control unit responsive to an update of 
one of said caches associated thereWith to ?ush said 
update to said second system control unit and assure 
said update is entered into said memory. 

2. The multi-processor computer system as claimed in 
claim 1 including: 

a temporary buffer operatively connected through said 
second system control unit to said memory and to said 
one of said plurality of caches; 

said temporary buffer for containing said update ?ushed 
from said one of said plurality of caches; and 

said temporary buffer for transferring said update to said 
memory. 

3. The multi-processor computer system as claimed in 
claim 1 including: 

a temporary buffer operatively connected through said 
second system control unit to said memory and to said 
one of said plurality of caches; 

said memory for receiving said update; and 

said temporary buffer for containing data from said 
memory When said memory receives said update. 

4. The multi-processor computer system as claimed in 
claim 1 including: 

a memory operatively connected to said ?rst system 
control unit; 

a temporary buffer operatively connected to said ?rst 
system control unit; 

a temporary buffer operatively connected through said 
second system control unit to said memory and to said 
one of said plurality of caches; 

said second system control unit operatively connected to 
another of said plurality of caches; 

said second control unit having a cache ?ushing engine 
operatively connected to said another of said plurality 
of caches and operatively connected to said ?rst control 
unit. 
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5. The multi-processor computer system as claimed in 
claim 1 including: 

a temporary buffer operatively connected through said 
second system control unit to said memory and to said 
one of said plurality of caches; 

said cache ?ushing engine is operatively connected 
through said second system control unit to said tem 
porary buffer. 

6. The multi-processor computer system as claimed in 
claim 1 including: 
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a temporary buffer operatively connected through said 
second system control unit to said memory and to said 

one of said plurality of caches; 

said cache ?ushing engine is operatively connected 
through said second system control unit to said memory 
and said one of said plurality of caches is connected to 

said memory. 


