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DC-TO-DC CONVERTER AND ELECTRONIC 
DEVICE USING THE SAME 

BACKGROUND OF THE INVENTION 

[0001] 1. Field of the Invention 

[0002] The present invention relates to a DC-to-DC con 
verter and an electronic device using the DC-to-DC con 
verter. 

[0003] 2. Description of the Related Art 

[0004] FIG. 10 is a circuit diagram of a conventional 
DC-to-DC converter. In FIG. I10, the DC-to-DC converter 
comprises a DC poWer supply Vcc, an inductance elernent 
L1, a diode D1 as a rectifying element, a transistor Q1 as a 
switching element, resistors R1 and R2, capacitors C1 and 
C2, a drive circuit 2, a reference voltage generating circuit 
3, an error arnpli?er circuit 4, a triangular Wave generating 
circuit 5, a PWM cornparator 6, and an output terminal Pout. 

[0005] The DC poWer supply Vcc is connected to one end 
of the inductance elernent L1, and the other end of the 
inductance elernent L1 is connected to the collector of the 
transistor Q1 and the anode of the diode D1. The cathode of 
the diode D1 is connected to the output terminal Pout. The 
emitter of the transistor Q1 is grounded. The capacitor C1 is 
connected in parallel to the DC poWer supply Vcc. The 
capacitor C2 is coupled betWeen output terminal Pout and 
ground. The output terminal Pout is grounded through a 
series circuit comprising the resistor R1 and the resistor R2 
in this order. The connection point of the resistors R1 and R2 
is connected to one input terminal of the error arnpli?er 
circuit 4. The reference voltage generating circuit is con 
nected to the other input terminal of the error arnpli?er 
circuit 4. The output of the error arnpli?er circuit 4 is 
connected to one input terminal of the PWM cornparator 6. 
The triangular Wave generating circuit 5 is connected to the 
other input terminal of the PWM cornparator 6. The output 
terminal of the PWM cornparator 6 is connected to the drive 
circuit 2, and the output terminal of the drive circuit 2 is 
connected to the base of the transistor Q1. 

[0006] The DC-to-DC converter 1 constructed in this Way 
is a step-up DC-to-DC converter, and the transistor Q1 is 
subjected to on-off control by the drive circuit 2. The current 
?oWing through the inductance elernent L1 is controlled by 
the transistor Q1. That is, While the transistor Q1 is turned 
on, the energy of the DC poWer supply Vcc is charged in the 
inductance elernent L1, and, While the transistor Q1 is turned 
off, the energy is discharged through the diode D1 and 
output from the output terminal Pout. The value of the output 
voltage to be output from the output terminal Pout is 
determined by the ratio betWeen an ON period and an OFF 
period of the transistor Q1. 

[0007] The control of the output voltage is described With 
reference to FIG. 11. If the ratio betWeen the ON period and 
the OFF period of the transistor Q1 is constant, the output 
voltage of the DC-to-DC converter 1 varies When the 
voltage of the DC poWer supply Vcc and the load connected 
to the output terminal Pout changes. Therefore, control is 
required so that the output voltage may not vary even When 
the voltage of the DC poWer supply Vcc and the load 
change. The output voltage is detected by using the resistors 
R1 and R2 and is input to the error arnpli?er circuit 4. A 
reference voltage generated in the reference voltage gener 
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ating circuit 3 is input to the error arnpli?er circuit 4, and an 
error output a in accordance With the difference between 
them is output. The higher the output voltage, the higher the 
error output a. The error output a is input to the PWM 
cornparator 6. The triangular Wave output b output from the 
triangular Wave generating circuit 5 is input to the PWM 
cornparator 6, and, comparing both, the PWM cornparator 6 
outputs a comparison output c that, When the error output a 
is higher, the comparison output c becomes a LOW level 
and, When the triangular Wave output b is higher, the 
comparison output c becomes a HIGH level. The time 
dependence of the error output a, the triangular Wave output 
b, and the comparison output c is as shoWn in FIG. 11, and 
their relationship is such that the higher the error output a, 
the longer the period Where the error output a is higher than 
the triangular Wave output b, and the duty ratio of the 
comparison output c decreases. In contrast With this, the 
loWer the error output a, the shorter the period Where the 
error output a is higher than the triangular Wave output b, 
and the duty ratio of the comparison output c increases. The 
comparison output c is input to the drive circuit 2, and 
determines the duty ratio in the on-off control of the tran 
sistor Q1 by the drive circuit 2. The output voltage increases 
When the duty ratio becomes larger and the ON period of the 
transistor Q1 is lengthened, and the output voltage decreases 
When the ON period is shortened. In this Way, When the 
output voltage becornes higher, the duty ratio in on-off 
control of the transistor Q1 becomes smaller to decrease the 
output voltage, and, on the contrary, When the output voltage 
becornes loWer, the duty ratio becomes larger to increase the 
output voltage, and accordingly the output voltage is con 
trolled to maintain a ?xed value. 

[0008] In the DC-to-DC converter 1 shoWn in FIG. 10, 
because the error arnpli?er circuit 4, the triangular Wave 
generating circuit 5, the PWM cornparator 6, etc., are 
included, the siZe of the circuit becomes large and a problem 
occurs in that reduction in cost becomes difficult. Further 
more, since the siZe of the circuit is large, the DC-to-DC 
converter is often assembled by using ICs, and in that case, 
as the siZe increases and the cost rises, there is a problem in 
that reduction in cost and also reduction in siZe becomes 
difficult. 

SUMMARY OF THE INVENTION 

[0009] It is an object of the present invention to solve the 
above problems and to provide a DC-to-DC converter in 
Which siZe and cost can be reduced, and an electronic device 
using the DC-to-DC converter. 

[0010] In order to attain the above and other objects, a 
DC-to-DC converter of the present invention comprises an 
astable rnultivibrator provided With a ?rst time constant 
circuit for setting an OFF period of an output and a second 
time constant circuit for setting an ON period of the output; 
a switching element controlled by the output of the astable 
rnultivibrator; a rectifying elernent connected to the sWitch 
ing element and an output voltage control circuit for con 
trolling the output voltage such that at least either an ON 
period or an OFF period of the switching element is changed 
by changing the time constant of either the ?rst time constant 
circuit or the second time constant circuit in accordance With 
the output voltage. 
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[0011] Furthermore, in a DC-to-DC converter of the 
present invention, an inductance element for charging and 
discharging energy is provided in series With the sWitching 
element. 

[0012] Furthermore, in a DC-to-DC converter of the 
present invention, at least one of the ?rst and second time 
constant circuits is provided With a variable impedance 
circuit for changing the time constant. 

[0013] Furthermore, in a DC-to-DC converter of the 
present invention, a totem-pole circuit is provided betWeen 
the output of the astable multivibrator and the sWitching 
element. 

[0014] Furthermore, in a DC-to-DC converter of the 
present invention, the rectifying element is a rectifying 
sWitching element, and the astable multivibrator is provided 
With a ?rst output for on-off controlling the sWitching 
element and a second output Which is reversed With respect 
to the ?rst output and Which causes the rectifying sWitching 
element to turne on While the sWitching element is turned 
off. 

[0015] Furthermore, in a DC-to-DC converter of the 
present invention, the rising edge of the ?rst and second 
output Waves is tilted or sloped such that the sWitching 
element and the rectifying sWitching element are alternately 
turned on With periods before being turned on When both 
elements are turned off. 

[0016] Furthermore, in a DC-to-DC converter of the 
present invention, a totem-pole circuit is provided betWeen 
the output of the astable multivibrator and the rectifying 
sWitching element. 

[0017] Furthermore, in a DC-to-DC converter of the 
present invention, the rectifying sWitching element may 
comprise a MOSFET. 

[0018] Furthermore, in a DC-to-DC converter of the 
present invention, the sWitching element may comprise a 
MOSFET. 

[0019] Furthermore, in an electronic device of the present 
invention, one of the above-described DC-to-DC converters 
is used. 

[0020] In a thus constructed DC-to-DC converter of the 
present invention, reduction in siZe and cost can be realiZed 
With a simple circuit. 

[0021] Furthermore, in an electronic device of the present 
invention, reduction in siZe and cost can be realiZed With a 
simple circuit. 

BRIEF DESCRIPTION OF THE DRAWING(S) 

[0022] FIG. 1 is a circuit diagram of a DC-to-DC con 
verter according to an embodiment of the present invention; 

[0023] FIG. 2 shoWs the time dependence of the collector 
voltage and base voltage of tWo transistors in an astable 
multivibrator used in the DC-to-DC converter in FIG. 1; 

[0024] FIG. 3 is a circuit diagram shoWing concrete 
eXamples of an output voltage control circuit and a variable 
impedance circuit in the DC-to-DC converter in FIG. 1; 

[0025] FIG. 4 is a circuit diagram of a DC-to-DC con 
verter according to another embodiment of the present 
invention; 
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[0026] FIG. 5 is a circuit diagram of a DC-to-DC con 
verter according to another embodiment of the present 
invention; 
[0027] FIG. 6 is a circuit diagram of a DC-to-DC con 
verter according to another embodiment of the present 
invention; 
[0028] FIG. 7 shoWs the time dependence of a signal in 
each part in the DC-to-DC converter in FIG. 6; 

[0029] FIG. 8 is a circuit diagram of a DC-to-DC con 
verter according to another embodiment of the present 
invention; 
[0030] FIG. 9 is a perspective vieW of an electronic device 
according to another embodiment of the present invention; 

[0031] FIG. 10 is a circuit diagram of a conventional 
DC-to-DC converter; and 

[0032] FIG. 11 shoWs the time dependence of a signal in 
each part in the DC-to-DC converter in FIG. 10. 

DETAILED DESCRIPTION OF EMBODIMENTS 
OF THE INVENTION 

[0033] FIG. 1 is a circuit diagram of a DC-to-DC con 
verter according to an embodiment of the present invention. 
In FIG. 1, the same reference numerals are assigned to the 
same or equivalent portions as in FIG. 10, and their descrip 
tion is omitted. 

[0034] In FIG. 1, the DC-to-DC converter 10 is provided 
With an output voltage control circuit 11 and an astable 
multivibrator 12 instead of the drive circuit 2, the reference 
voltage generating circuit 3, the error amplifying circuit 4, 
the triangular Wave generating circuit 5, the PWM compara 
tor 6, and the resistors R1 and R2 shoWn in FIG. 10. The 
astable multivibrator 12 comprises a transistor Q2, a ?rst 
time constant circuit 13 formed of a resistor and a capacitor, 
Which determines the OFF-period of the transistor Q2, a 
transistor Q3, and a second time constant circuit 14 com 
prising a variable impedance circuit 15 and a capacitor, 
Which determines the OFF period of the transistor Q3. The 
collector of the transistor O3 is connected to the base of a 
transistor Q1 as a sWitching element and is made the output 
terminal of the astable multivibrator 12. Then, an output 
voltage control circuit 11 is connected to the variable 
impedance circuit 15. 

[0035] In the DC-to-DC converter 10 constructed in this 
Way, the astable multivibrator 12 generates a frequency With 
a duty ratio Which is determined by the ?rst and second time 
constant circuits 13 and 14. The time dependence of the 
collector voltage v2c and the base voltage v2b of the 
transistor Q2 and the collector voltage v3c and the base 
voltage v3b of the transistor O3 in the astable multivibrator 
12 is shoWn in FIG. 2. Moreover, the collector voltage v3c 
of the transistor O3 is also the base voltage v1b of the 
transistor Q1. As shoWn in FIG. 2, the transistors Q2 and Q3 
are alternately turned on and off in accordance With the OFF 
periods determined by the ?rst and second time constant 
circuits 13 and 14. The collector of the transistor O3 is the 
output of the astable multivibrator 13, and, While the tran 
sistor O3 is turned on, that is, While the transistor O2 is 
turned off, the output becomes a LOW level, and, While the 
transistor O3 is turned off, that is, While the transistor O2 is 
turned on, the output becomes a HIGH level. Therefore, the 



US 2002/0074976 A1 

astable multivibrator 12 oscillates so as to have an OFF 
period determined by the ?rst time constant circuit 13 and an 
ON period determined by the second time constant circuit 
14, and the multivibrator 12 drives the transistor Q1. In this 
Way, the transistor O1 is subjected to the ON-OFF control 
and the DC-to-DC converter 10 operates. 

[0036] The control of output voltage of the DC-to-DC 
converter 10 Will noW be described. In the DC-to-DC 
converter, the output voltage control circuit 11 detects an 
output voltage, outputs a signal shoWing that the output 
voltage is higher or loWer than a ?xed voltage by comparing 
the output to an internal reference voltage, and inputs the 
signal into the variable impedance circuit 15. The variable 
impedance circuit 15 changes its impedance in accordance 
With the signal from the output voltage control circuit 11. In 
a concrete Way, for example, When the output voltage of the 
DC-to-DC converter 10 is higher than a ?xed voltage, the 
output voltage control circuit 11 operates so as to reduce the 
impedance of the variable impedance circuit 15. Since the 
variable impedance circuit 15 is a component of the second 
time constant circuit 14 determining the OFF period of the 
transistor Q3, the time constant of the second time constant 
circuit 14 decreases and the OFF period of the transistor O3 
is shortened. The shorter OFF period of the transistor Q3 
means a shorter ON period of the transistor Q1. At this time, 
since there is no alteration of the OFF period of the transistor 
Q2, the OFF period of the transistor O1 is not changed. As 
a result, the ratio of the ON period to the sum of the ON 
period and the OFF period of the transistor Q1, that is, the 
duty ratio, decreases to loWer the output voltage. On the 
contrary, When the output voltage of the DC-to-DC con 
verter 10 is loWer than a ?xed voltage, the impedance of the 
variable impedance circuit 15 increases, the OFF period of 
transistor Q3 increases and the duty ratio of the transistor Q1 
increases so as to increase the output. Thus, the DC-to-DC 
converter 10 is controlled so that the output voltage may be 
a ?xed voltage. 

[0037] Examples of concrete circuits of the output voltage 
control circuit 11 and the variable impedance circuit 15 are 
shoWn in FIG. 3. In FIG. 3, the output voltage control 
circuit 11 comprises resistors R3, R4, and R5, a transistor 
Q4, a Zener diode D2, and a capacitor C3. The resistors R3 
and R4 are connected in series betWeen the output terminal 
Pout of the DC-to-DC converter 10 and ground. The resistor 
R5, the transistor Q4, and the Zener diode D2 are also 
connected in series betWeen the output terminal Pout and the 
ground. The connection point of the resistors R3 and R4 is 
connected to the base of the transistor Q4. The capacitor C3 
is connected betWeen the connection point of the resistors 
R3 and R4 and the collector of the transistor Q4. The 
collector of the transistor O4 is provided as the output 
terminal of the output voltage control circuit 11. Further 
more, the variable impedance circuit 15 comprises a resistor 
R6 and a series circuit of a resistor R7 and a transistor Q5, 
Which is connected in parallel to the resistor R6. The base of 
the transistor Q5 functions as the control terminal of the 
variable impedance circuit 15, and is connected to the output 
terminal of the output voltage control circuit 11. 

[0038] In the output voltage control circuit 11 and the 
variable impedance circuit 15 constructed in this Way, the 
output voltage of the DC-to-DC converter 10, Which is 
divided by the resistors R3 and R4, is detected and input to 
the base of the transistor Q4. Since the emitter of the 
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transistor O4 is kept at a ?xed voltage by the Zener diode, 
When the output voltage increases, the base current of the 
transistor Q4 increases, and accordingly the collector volt 
age of the transistor Q4 increases; the base voltage of the 
transistor O5 in the variable impedance circuit 15 thus is 
reduced. When the base voltage of the transistor Q5 
decreases, the resistance betWeen the emitter and collector of 
the transistor O5 is reduced. As a result, the entire resistance 
of the variable impedance circuit 15, that is, the impedance, 
decreases. In this Way, the output voltage control circuit 11 
and the variable impedance circuit 15 operate. 

[0039] Moreover, the construction of the output voltage 
control circuit and the variable impedance circuit is not 
limited to these, and any circuit construction having the 
same function can be used. 

[0040] FIG. 4 is a circuit diagram of a DC-to-DC con 
verter according to another embodiment of the present 
invention. In the DC-to-DC converter 20 shoWn in FIG. 4, 
the same reference numerals are given the same or equiva 
lent portions as in FIG. 1, and their description is omitted. 

[0041] In FIG. 4, the DC-to-DC converter 20 is provided 
With an astable multivibrator 21 instead of the astable 
multivibrator 12 in the DC-to-DC converter 10 shoWn in 
FIG. 1. The astable multivibrator 21 comprises a ?rst time 
constant circuit 22 comprising the transistor Q2, a variable 
impedance circuit 24, and a capacitor, Which determines the 
OFF period of the transistor Q2, and a second time constant 
circuit 23 comprising the transistor Q3, a resistor, and a 
capacitor, Which determines the OFF period of the transistor 
Q3. The output voltage control circuit 11 is connected to the 
variable impedance circuit 24. 

[0042] The DC-to-DC converter 20 constructed in this 
Way is different from the DC-to-DC converter 10 only in that 
the variable impedance circuit 24 is a constituent of the ?rst 
time constant circuit 22 determining the OFF period of the 
transistor Q2. Because of that, in the DC-to-DC converter 
20, the OFF period of the transistor Q1 changes in accor 
dance With the change of the output voltage and the ON 
period does not change. Therefore, by altering the ratio of 
the OFF period to the sum of the ON period and the OFF 
period of the transistor Q1, that is, the duty ratio, the output 
voltage is controlled so as to be at a ?xed voltage. Moreover, 
in this case, in contrast With the DC-to-DC converter 10, it 
is required to construct the variable impedance circuit 24 
such that the resistance increases When the output voltage is 
higher. 
[0043] FIG. 5 is a circuit diagram of a DC-to-DC con 
verter according to another embodiment of the present 
invention. In the DC-to-DC converter 30 shoWn in FIG. 4, 
the same reference numerals are given the same or equiva 
lent portions as in FIG. 1, and their description is omitted. 

[0044] In FIG. 5, in addition to the construction of the 
DC-to-DC converter 10 shoWn in FIG. 1, the DC-to-DC 
converter 30 is provided With a totem-pole circuit 31 and a 
speed-up circuit 32 Which are connected in series betWeen 
the output terminal of the astable multivibrator 12, that is, 
the collector of the transistor Q3 and the base of the 
transistor Q1, as a sWitching element. 

[0045] In the thus constructed DC-to-DC converter 30, the 
output of the astable multivibrator 12 is input into the 
totem-pole circuit 31. The totem-pole circuit 31 ampli?es 
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the output of the astable multivibrator 12. The ampli?ed 
output of the astable multivibrator 12 is input to the base of 
the transistor Q1 as a switching element through the speed 
up circuit 32. Thus, the sWitching speed of the transistor Q1 
increases. In this case, the sWitching speed means the speed 
When the transistor Q1 in the ON state changes to the OFF 
state or the transistor Q1 in the OFF state changes to the ON 
state. When the sWitching speed of the transistor Q1 
increases, the sWitching loss in the transistor Q1 is reduced. 
Since the sWitching loss in the transistor Q1 constitutes the 
main part of losses in the DC-to-DC converter, the ef?ciency 
of the DC-to-DC converter can be improved by reducing the 
sWitching loss of the transistor Q1. 

[0046] FIG. 6 is a circuit diagram of a DC-to-DC con 
verter according to another embodiment of the present 
invention. In the DC-to-DC converter 40 shoWn in FIG. 6, 
the same reference numerals are given the same or equiva 
lent portions as in FIG. 5, and their description is omitted. 

[0047] In FIG. 6, the DC-to-DC converter 40 is a step 
doWn DC-to-DC converter, and is the same as the DC-to-DC 
converter 30 in FIG. 5, in Which the transistor Q1, the diode 
D1, and the speed-up circuit 32 are removed and in Which 
an FET Q6 as a sWitching element, an FET Q7 as a rectifying 
sWitching element, a bootstrap circuit 41, and a totem-pole 
circuit 42 are provided. 

[0048] The FETs Q6 and Q7 are shoWn as n-channel FETs. 
The FET Q6 is connected betWeen the DC poWer supply Vcc 
and the inductance element L1. The output of the totem-pole 
circuit 31 is connected to the gate of the FET Q6. The 
bootstrap circuit 41 formed of a diode D3 and a capacitor C4 
is connected betWeen the drain and source of the FET Q6. 
The collector of an npn transistor as the connection portion 
of the totem-pole circuit 31 to the poWer supply is connected 
to the bootstrap circuit 41, speci?cally, to the connection 
point of the diode D3 and the capacitor C4. The connection 
point of the FET Q6 and the inductance element L1 is 
coupled to ground through the FET Q7. The collector of the 
transistor Q2 in the astable multivibrator 12 is connected to 
the gate of the FET Q7 through the totempole circuit 42. 
Therefore, a ?rst output of the astable multivibrator 12 is 
output from the collector of the transistor Q3, and a second 
output of the astable multivibrator 12 is output from the 
collector of the transistor Q2. 

[0049] The time dependence of the collector voltage v2c 
and base voltage v2b of the transistor Q2 in the astable 
vibrator 12, the gate voltage v7g and drain voltage v7a' of the 
FET Q7, the collector voltage v3c and base voltage v3b of 
the transistor Q3, and the gate voltage v6g of the FET Q6 is 
shoWn in FIG. 7, and the operation of the DC-to-DC 
converter 40 is described With reference to FIG. 7. 

[0050] In the DC-to-DC converter 40, the tWo transistors 
Q2 and Q3 of the astable multivibrator 12 are alternately 
turned on and off. The collector voltage v2c and base voltage 
v2b of the transistor Q2, and the collector voltage v3c and 
base voltage v3b of the transistor Q3 are as shoWn in FIG. 
7. When compared With the case of the DC-to-DC converter 
10 shoWn in FIG. 2, they are different in that the rising edges 
of the collector voltages v2c and v3c are tilted. The incli 
nation of these tilted edges is determined by the time 
constant Which is dependent on the resistors and capacitors 
connected to the transistors Q2 and Q3, respectively. That is, 
the larger the time constant, the larger the inclination. 
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Moreover, also in the case of the DC-to-DC converter 10 
shoWn in FIG. 2, it is not true that they have no inclination, 
but since the inclination is very steep, they are only illus 
trated as if they Were vertical. 

[0051] The collector voltage v3c of the transistor Q3 as the 
?rst output is input to the totem-pole circuit 31. Since the 
connection portion, to the poWer supply, of the totem-pole 
circuit 31 is connected to the bootstrap circuit 41, the 
connection portion is stepped up to be higher than the DC 
poWer supply Vcc, and a suf?ciently high voltage With 
reference to the source voltage of the FET Q6 is applied to 
the gate of the FET Q6 from the totem-pole circuit 31. Thus, 
the FET Q6 is subjected to on-off control and functions as 
a sWitching element. At this time, since the rising edge of the 
collector voltage v3c of the transistor Q3 is tilted, the rising 
edge of the voltage v6g applied to the gate of the FET Q6 
is also tilted. Because of this, it takes a little time before the 
gate voltage v6g of the FET Q6 reaches a threshold value 
Where the FET Q6 is turned on. Therefore, as shoWn in FIG. 
7, a dead time t1 is produced from the turn-off of the 
transistor Q7 to the turn-on of the transistor Q6. 

[0052] On the other hand, the collector voltage v2c of the 
transistor Q2 as the second output is input to the totem-pole 
circuit 42. The second output ampli?ed by the totem-pole 
circuit 42 is applied to the gate of the FET Q7. Thus, the FET 
Q7 is subjected to on-off control. Since the rising edge of the 
collector voltage v2c of the transistor Q2 is tilted, the rising 
edge of the voltage v7g applied to the gate of the FET Q7 
is also tilted as shoWn in FIG. 7. Therefore, it takes a little 
time before the gate voltage v7g of the FET Q7 reaches a 
threshold value Where the FET Q7 is turned on. As a result, 
a dead time t2 is produced from the turn-off of the transistor 
Q6 to the turn-on of the FET Q7. 

[0053] In this Way, the FET Q6 and the FET Q7 are 
alternately turned on and off before and after the dead times 
t1 and t2 during Which both FET Q6 and FET Q7 are turned 
off. Moreover, the reason Why the dead times t1 and t2 are 
provided by utiliZing the tilted rising edge of the collector 
voltages v2c and v3c of the transistors Q2 and Q3 is that the 
DC poWer supply Vec is prevented from being short-cir 
cuited through the FET Q6 and FET Q7 both being on at the 
same time. 

[0054] In this Way, since the FET Q7 is turned off While 
the FET Q6 is turned on, the current ?oWs from the DC 
poWer supply Vcc to the output terminal Pout through the 
FET Q6 and the inductance element L1. Because of this, as 
shoWn in FIG. 7, While the FET Q6 is turned on, the drain 
voltage v7a' of the FET Q7, that is, the source voltage of the 
FET Q6 becomes substantially the same as the DC poWer 
supply Vcc. 
[0055] On the other hand, since the FET Q7 is turned on 
While the FET Q6 is turned off, because of the excitation 
energy stored in the inductance element L1, a current ?oWs 
to the output terminal Pout through the FET Q7 and the 
inductance element L1. That is, the FET Q7 functions as a 
synchronous recti?er circuit element Which makes a current 
How in one direction in synchroniZation With the sWitching 
of the FET Q6. Therefore, as shoWn in FIG. 7, While the 
FET Q6 is turned off, the source voltage of the FET Q6, that 
is, the drain voltage v7a' of the FET Q7 has a negative 
potential Which is a little loWer than the ground potential. 

[0056] Also in the dead time t1 from the turn-off of the 
FET Q6 to the turn-on of the FET Q7 and the dead time t2 
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from the turn-off of the FET Q7 to the turn-on of the FET 
Q6, it is necessary to pass a current through the inductance 
element L1, but, since the FET Q7 as a MOSFET contains 
a body diode, a current ?oWs from the ground to the output 
terminal Pout through the body diode. The value of the drain 
voltage v7a' of the FET Q7 in the ON period of the FET Q7 
is different from in the dead times t1 and t2, but this is 
because the voltage drop When the current ?oWs through the 
body diode is larger than that When the current ?oWs through 
the FET Q7 in the ON state. 

[0057] In the thus constructed DC-to-DC converter 40 
according to the present invention, the synchronous rectify 
ing circuit is constructed by using one of the tWo outputs of 
the astable multivibrator 12, as a ?rst output for sWitching 
the FET Q6 as a sWitching element and by using the other 
as a second output for sWitching the FET Q7 as a rectifying 
sWitching element. Therefore, since it is not necessary to use 
expensive control ICs for controlling the rectifying sWitch 
ing element, less expensive DC-to-DC converters of a 
synchronous recti?er operation mode can be realiZed. Fur 
thermore, because no space for mounting controlling ICs, 
etc., is required, the circuit board, and in turn, the DC-to-DC 
converter itself can be made smaller. LoW loss characteris 
tics of the synchronous recti?er circuit can be also realiZed. 

[0058] FIG. 8 is a circuit diagram of a DC-to-DC con 
verter according to another embodiment of the present 
invention. In the DC-to-DC converter 50 shoWn in FIG. 8, 
the same reference numerals are assigned to the same or 
equivalent portions as in FIG. 6, and their description is 
omitted. 

[0059] The DC-to-DC converter 50 shoWn in FIG. 8 is the 
same as the DC-to-DC converter in FIG. 6, in Which the 
bootstrap circuit 41 is removed, an FET Q8 Which is a 
p-channel MOSFET is provided instead of the FET Q6, and 
a logical inversion circuit 51 is provided betWeen the ?rst 
output terminal of the astable multivibrator 12 and the 
totem-pole circuit 31. Furthermore, the collector of the npn 
transistor as the connection portion, to the poWer supply, of 
the totem-pole circuit 31 is connected to the DC poWer 
supply Vcc. 

[0060] In the DC-to-DC converter 50, since the sWitching 
element is replaced With an FET Q8 as a p-channel MOS 
FET, it is not required to make the gate voltage of the FET 
Q8 higher than the source voltage, and accordingly the 
bootstrap circuit 41 became unnecessary. Instead, since the 
logic of turn-on and turn-off of a signal to be applied to the 
gate of the FET Q8 is inverted from that of the FET Q6, a 
logical inversion circuit 51 is required to invert the logic of 
the ?rst output in accordance With the neW logic. 

[0061] The thus constructed DC-to-DC converter 50 oper 
ates substantially in the same Way as the DC-to-DC con 
verter 40, and produces the same effect. 

[0062] Moreover, each of the above-described embodi 
ments Was constructed so as to control the output voltage by 
changing either the ?rst time constant circuit or the second 
time constant circuit, but, for eXample, by reducing the time 
constant of the second time constant circuit When the time 
constant of the ?rst time constant circuit Was increased, etc., 
they may be constructed to control the output voltage by 
changing the time constant of both ?rst and second time 
constant circuits and the same effect can be produced. 
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Furthermore, the sum of an ON period and an OFF period 
of the sWitching element is made substantially constant by 
changing both time constants, that is, the output voltage can 
be controlled in such a state that the sWitching frequency of 
the sWitching element is substantially constant. 

[0063] Furthermore, in each of the above-described 
embodiments, the construction in Which an astable multivi 
brator is used in step-up and step-doWn DC-to-DC converter 
circuits is described, but the construction of DC-to-DC 
converters is not limited to the step-up and step-doWn types 
and any circuit construction such as reverse types, etc., may 
be used as long as a DC voltage is input and a DC voltage 
is output, and then the same effect can be produced as in the 
step-up and step-doWn types. 

[0064] Furthermore, in each of the above-described 
embodiments, a DC-to-DC converter circuit provided With 
an inductance element is described, but a DC-to-DC con 
verter circuit provided With no inductance element, that is, 
a charge-pump circuit, etc., may be used, and the same effect 
can be produced. 

[0065] FIG. 9 is a perspective vieW of an electronic device 
according to the present invention. In FIG. 9, a printer 60 as 
an electronic device uses the DC-to-DC converter 10 of the 
present invention in part of the poWer supply circuit. 

[0066] In this Way, since the sWitching poWer-supply 
circuit can be made smaller and cheaper by using the 
DC-to-DC converter 10 of the present invention, the printer 
60 can be made smaller and cheaper. 

[0067] Moreover, in the printer 60 shoWn in FIG. 9, the 
DC-to-DC converter in FIG. 10 is used, but the DC-to-DC 
converters 20, 30, 40, and 50 shoWn in FIGS. 4, 5, 6, and 
8 may be used and the same effect can be produced. 

[0068] Furthermore, the electronic equipment according 
to the present invention is not limited to a printer, but all 
types of electronic equipment such as notebook PCs, por 
table information equipment, etc., Where a DC poWer supply 
having a stable voltage output is required are included. 

[0069] According to a DC-to-DC converter of the present 
invention, the circuit construction is simpli?ed such that a 
sWitching element is controlled by using an astable multi 
vibrator provided With a ?rst time constant circuit setting an 
OFF period and a second time constant circuit setting an ON 
period, and such that the output voltage is controlled by 
changing at least one time constant of the ?rst and second 
time constant circuits in accordance With the output voltage, 
and accordingly a smaller and cheaper DC-to-DC converter 
can be obtained. 

[0070] Furthermore, by constructing a synchronous recti 
fying circuit in Which a sWitching element and a rectifying 
sWitching element are controlled by ?rst and second outputs, 
Which are reversed in opposite direction to each other, an 
astable multivibrator can be obtained. 

[0071] Furthermore, according to an electronic device of 
the present invention, it can be smaller and cheaper by using 
a DC-to-DC converter of the present invention. 

[0072] Although the present invention has been described 
in relation to particular embodiments thereof, many other 
variations and modi?cations and other uses Will become 
apparent to those skilled in the art. Therefore, the present 
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invention should be limited not by the speci?c disclosure 
herein, but only by the appended claims. 

What is claimed is: 
1. ADC-to-DC converter in Which an output voltage is set 

by changing the value of an input voltage, the converter 
comprising: 

an astable multivibrator provided With a ?rst time con 
stant circuit for setting an OFF period of an output and 
a second time constant circuit for setting an ON period 
of the output; 

a sWitching element controlled by the output of the astable 
multivibrator; and 

a rectifying element connected to the sWitching element; 
and 

an output voltage control circuit for controlling the output 
voltage such that at least either an ON period or an OFF 
period of the sWitching element is changed by changing 
a time constant of either the ?rst time constant circuit 
or the second time constant circuit in accordance With 
the output voltage. 

2. The DC-to-DC converter of claim 1, Wherein an 
inductance element for charging and discharging energy is 
provided in series With the sWitching element. 

3. The DC-to-DC converter of claim 1, Wherein at least 
one of the ?rst and second time constant circuits is provided 
With a variable impedance circuit for changing the time 
constant. 

4. The DC-to-DC converter of claim 1, Wherein a totem 
pole circuit is provided betWeen the output of the astable 
multivibrator and the sWitching element. 

5. The DC-to-DC converter of claim 1, Wherein the 
rectifying element is a rectifying sWitching element, and 
Wherein the astable multivibrator is provided With a ?rst 
output for on-off controlling the sWitching element and a 
second output Which is reversed With respect to the ?rst 
output and Which causes the rectifying sWitching element to 
turn on While the sWitching element is turned off. 

6. The DC-to-DC converter of claim 5, Wherein a rising 
edge of the ?rst and second output Waveforms is sloped such 
that the sWitching element and the rectifying sWitching 
element are alternately turned on With periods before being 
turned on When both sWitching elements are off. 

7. The DC-to-DC converter of claim 5, Wherein a totem 
pole circuit is provided betWeen the output of the astable 
multivibrator and the rectifying sWitching element. 

8. The DC-to-DC converter of claim 5, Wherein the 
rectifying sWitching element is a MOSFET. 

9. The DC-to-DC converter of claim 1, Wherein the 
sWitching element is a MOSFET. 

10. The DC-to-DC converter of claim 5, Wherein an 
inductance element for charging and discharging energy is 
provided in series With the rectifying element. 

11. The DC-to-DC converter of claim 5, Wherein the 
rectifying sWitching element is coupled across an inductance 
and a load coupled to an output of the converter. 

12. The DC-to-DC converter of claim 5, Wherein the 
sWitching element is coupled in series With the inductance to 
the load. 

13. The DC-to-DC converter of claim 12, further com 
prising a bootstrap circuit coupled across the sWitching 
element. 

14. The DC-to-DC converter of claim 5, further compris 
ing an inverter circuit coupled to one output of the a stable 
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multivibrator and Wherein the sWitching element and recti 
fying sWitching element are complementary type transistors. 

15. An electronic device including a DC-to-DC converter, 
the DC-to-DC converter comprising: 

an astable multivibrator provided With a ?rst time con 
stant circuit for setting an OFF period of an output and 
a second time constant circuit for setting an ON period 
of the output; 

a sWitching element controlled by the output of the astable 
multivibrator; and 

a rectifying element connected to the sWitching element; 
and 

an output voltage control circuit for controlling the output 
voltage such that at least either an ON period or an OFF 
period of the sWitching element is changed by changing 
a time constant of either the ?rst time constant circuit 
or the second time constant circuit in accordance With 
the output voltage. 

16. The electronic device of claim 15, Wherein an induc 
tance element for charging and discharging energy is pro 
vided in series With the sWitching element. 

17. The electronic device of claim 15 , Wherein at least one 
of the ?rst and second time constant circuits is provided With 
a variable impedance circuit for changing the time constant. 

18. The electronic device of claim 15, Wherein a totem 
pole circuit is provided betWeen the output of the astable 
multivibrator and the sWitching element. 

19. The electronic device of claim 15, Wherein the recti 
fying element is a rectifying sWitching element, and Wherein 
the astable multivibrator is provided With a ?rst output for 
on-off controlling the sWitching element and a second output 
Which is reversed With respect to the ?rst output and Which 
causes the rectifying sWitching element to turn on While the 
sWitching element is turned off. 

20. The electronic device of claim 19, Wherein a rising 
edge of the ?rst and second output Waveforms is sloped such 
that the sWitching element and the rectifying sWitching 
element are alternately turned on With periods before being 
turned on When both sWitching elements are off. 

21. The electronic device of claim 19, Wherein a totem 
pole circuit is provided betWeen the output of the astable 
multivibrator and the rectifying sWitching element. 

22. The electronic device of claim 19, Wherein the recti 
fying sWitching element is a MOSFET. 

23. The electronic device of claim 15 , Wherein the sWitch 
ing element is a MOSFET. 

24. The electronic device of claim 19, Wherein an induc 
tance element for charging and discharging energy is pro 
vided in series With the rectifying element. 

25. The electronic device of claim 19, Wherein the recti 
fying sWitching element is coupled across an inductance and 
a load coupled to an output of the converter. 

26. The electronic device of claim 19, Wherein the sWitch 
ing element is coupled in series With the inductance to the 
load. 

27. The electronic device of claim 26, further comprising 
a bootstrap circuit coupled across the sWitching element. 

28. The electronic device of claim 19, further comprising 
an inverter circuit coupled to one output of the a stable 
multivibrator and Wherein the sWitching element and recti 
fying sWitching element are complementary type transistors. 


