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(57) ABSTRACT 

Apackage structure stacking chips on a front surface and a 
back surface of a substrate including at least a substrate, a 

plurality of chip sets, a plurality of support members, a 
plurality of glue layers, a plurality of Wires, and a mold 
compound. The substrate has a front surface and a back 
surface opposite to the front surface. Each chip set has one 
or more chips, each chip having a plurality of bonding pads. 
The chip sets are stacked as a laminate on the front surface 

of the substrate, respectively. Aplurality of support members 
are arranged betWeen each tWo adjacent chip sets. A glue 
layers are used to connect the support members, the chip 
sets, and the substrate. The chip in the same chip sets is 
electrically connected to each other or to the substrate by the 
bonding pads. Finally, the front surface of the substrate, the 
support members, the chip sets, and the glue layers are 
encapsulated With a mold compound. Moreover, a plurality 
of ?ip chips are deposited on the back surface of the 
substrate. 

509 
520 
/ ( 

514 
501 Al "/9 " 

l \ \ 

Y/éi 51Gb 

5100 

505/0 0 €511O (1/512 



Patent Application Publication Jun. 27, 2002 Sheet 1 0f 5 US 2002/0079567 A1 

a 1100 

j\/—102 
- 0,0 0 O @112 

FIG. 1 (PRIOR ART) 

\ 19 10 

ii / / 
'. " \ \ 

K /4 I 15 V14 
[/0 Q Vii; Q @212 

208 
203 

FIG. 2 (PRIOR ART) 



Patent Application Publication Jun. 27, 2002 Sheet 2 0f 5 US 2002/0079567 A1 

/‘ ' 

3B i 

L___ .. 

FIG. 3A (PRIOR ART) 

/f\ \q ' / 310 
L0 0 00 O ocvm 

FIG. 3B (PRIOR ART) 



Patent Application Publication Jun. 27, 2002 Sheet 3 0f 5 US 2002/0079567 A1 

408 

FIG. 4A 

4O\64P4 4720708 
401 _ I 414 

K “0b 
‘ . ~~\ \\\ \\ 5- I, __ 4100 

LO 0 0 Cli?droz (A [232409 412 
403 

FIG. 4B 



Patent Application Publication Jun. 27, 2002 Sheet 4 0f 5 US 2002/0079567 A1 

514 
501 

1 __ v. :' 5105 

. I. 1 5100 

I ‘ ‘ ‘ ‘ ‘ ' ' “V502 

f0 0 E1’; 0 512 
511 

503 

FIG. 5B 



Patent Application Publication Jun. 27, 2002 Sheet 5 0f 5 US 2002/0079567 A1 

( 
609 61 1 

( 605 61GbS520 

) / - . 

///\j 61Gb 
'~ 6100 

u ‘ ““ ‘i ' M602 

3/ \Q @612 
503 61 608 

FIG. 6 

706 

\704 
701 1 K/ K» 714 

71Gb 

_» \ ~ 7100 

I ' ' V702 

[Q | | R | 712 



US 2002/0079567 A1 

PACKAGE STRUCTURE STACKING CHIPS ON 
FRONT SURFACE AND BACK SURFACE OF 

SUBSTRATE 

BACKGROUND OF THE INVENTION 

[0001] 1. Field of the Invention 

[0002] The present invention relates to a package structure 
stacking chips on a front surface and a back surface of a 
substrate. More speci?cally, the present invention relates to 
a structure of ball grid array package stacking chips on a 
front surface and a back surface of a substrate. 

[0003] 2. Description of the Related Art 

[0004] Recently, an integrated circuit plays an important 
role in our daily life. Many products obtained from inte 
grated circuit devices are alWays used. With increasing 
development in electronics, electronic products having 
humaniZed operation and higher performance are available. 
HoWever, various products are designed such that the fea 
tures, such as lesser Weight and compact siZe, are provided 
for comfortable use. In the semiconductor fabricating pro 
cess, a semiconductor product having higher integration is 
available because of mass production of the 0.18 micrometer 
integrated circuit. 

[0005] In general, the production of an integrated circuit 
(IC) includes three stages: silicon Wafer production, semi 
conductor process and IC packaging. 

[0006] Various technologies for IC packaging have been 
developed due to competition in the market. Many high 
density packages such as chip scale package (CSP), Wafer 
level package or multiple chip module (MCM) are manu 
factured. In device assembly, a multi-level PCB having 
higher density can be used to alloW the IC packaging to be 
arranged on the PCB more compactly. 

[0007] The current IC packaging for the integrated circuit 
has been developed to incorporated a Read Only Memory 
(ROM), a Static Random Access Memory (SRAM), a ?ash 
memory or a Dynamic Random Access Memory (DRAM), 
a Logic Circuit, and a digital circuit into a chip, knoWn as 
System On Chip (SOC) to satisfy the demand for light 
Weight, compact siZe and perfect performance. An embed 
ded ROM is one embodiment of the circuit having both a 
?ash memory and a logic circuit. 

[0008] HoWever, in the conventional system on chip 
(SOC), a plurality of chips, such as DRAM, ?ash memory, 
Logic Circuit and radio frequency (RF) devices, are incor 
porated into a chip. Although the functionality and electric 
property thereof can be thus enhanced, it is more compli 
cated to design a layout in circuit connection. Since the 
fabrication methods for devices having various functions are 
different from each other, the fabrication for devices having 
various functions becomes complex, resulting in reduced 
yield and increased cost of fabrication. 

[0009] One Way to solve the above captioned problems is 
to adopt stacked chips that are usually used in a ball grid 
array package, for eXample, to increase the capacity of 
memory. 

[0010] Referring to FIG. 1, a cross sectional vieW of a 
conventional package structure is shoWn. 
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[0011] As shoWn in FIG. 1, a ?rst chip 106 is deposited on 
a substrate 102, and a second chip 108 is stacked on the ?rst 
chip 106. The ?rst chip 106 and the second chip 108 are 
adhered by a glue layer 104. Wire bonding is then performed 
to electrically connect the ?rst chip 106 and the second chip 
108 to the substrate 102 by Wires 110a and 110b, respec 
tively. The substrate 102, the ?rst chip 106, the second chip 
108 and the Wires 110a and 110b are then encapsulated With 
a mold compound 114. Finally, solder balls 112 are mounted 
on the substrate 102 to complete a ball grid array package 

(BAG). 
[0012] HoWever, the ?rst chip must be much larger than 
the second chip in BGA, With difference of the lengths of the 
?rst chip and the second chip being at least 0.3 mm. If the 
difference is smaller than 0.3 mm, Wire bonding cannot be 
performed or the second chip contacts the Wire 110a. 

[0013] Referring to FIG. 2, a cross sectional vieW of a 
conventional ?ip chip package is shoWn. 

[0014] As shoWn in FIG. 2, US. Pat. No. 5,801,072 
discloses a substrate 202 having a front surface 201 and a 
back surface 203 opposite to the front surface 201. A ?rst 
chip 206 is deposited on the front surface 201 of the 
substrate 202, and a second chip 208 is correspondingly 
deposited on the back surface 203 of the substrate 202. The 
?rst chip 206 and the second chip 208 are provided on the 
substrate 202 by ?ip chip technology and have substantially 
the same siZe. The ?rst chip 206 is encapsulated With a mold 
compound 214. Finally, solder balls 212 are mounted on the 
back surface 203 of the substrate 202 to complete a package. 

[0015] In such package, only the ?rst chip 206 is provided 
on only the front surface 201 of the substrate 202 by ?ip chip 
technology and relatively limited performance for the inte 
gration of the chips. 

[0016] Referring to FIGS. 3A and 3B, a top vieW and 
cross sectional vieW of another conventional multiple chip 
module are shoWn. FIG. 3B is a cross sectional vieW of FIG. 
3A along 3B-3B. 

[0017] As shoWn in FIGS. 3A and 3B, a multiple chip 
module (MCM) package is disclosed. A main chip 305, a 
?rst chip 306 and a second chip 308 are arranged side-by 
side on a substrate 302. The connection of the main chip 
305, the ?rst chip 306 and the second chip 308 to the 
substrate 302 is achieved by a glue layer 304. Wire bonding 
is subsequently performed to electrically connect the main 
chip 305, the ?rst chip 306 and the second chip 308 to the 
substrate 302 by Wires 310. The substrate 302, the main chip 
305, the ?rst chip 306, the second chip 308 and the Wires 310 
are encapsulated With a mold compound 314. Finally, solder 
balls are mounted on the substrate 302 to complete a 
multiple chip module package. 

[0018] The main characteristic for a conventional multiple 
chip module package structure is to integrate devices having 
multiple functions into a package. Because the area occu 
pied by the devices is large so as to make routability of the 
substrate 302 complicated, a substrate 302 having high trace 
density is thus desirably used. The side-by-side arrangement 
of the main chip 305, the ?rst chip 306 and the second chip 
308 in?uences adversely the amount of chips that can be 
accommodated in the multiple chip module package, there 
fore resulting in loWered integration, increased production 
cost and reduced performance. 
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SUMMARY OF THE INVENTION 

[0019] It is therefore an object of the present invention to 
provide a package structure stacking chips having substan 
tially the same siZe on the front surface and the back surface 
of the substrate. 

[0020] It is another object of the present invention to 
provide a package structure Which integrates chips having 
substantially the same siZe in various directions on the front 
surface and the back surface of the substrate. 

[0021] It is another object of the present invention to 
provide a package structure integrating chips having sub 
stantially the same siZe in various directions, in Which the 
front surface of the substrate is subject to Wire bonding and 
the back surface thereof is subject to a ?ip chip process. 

[0022] It is still another object of the present invention to 
provide a package structure integrating chips having sub 
stantially the same siZe in various directions, in Which 
multiple chips are stacked on the front and back surfaces 
Without changing the dimensions of the original package. 

[0023] According to the above objects of the present 
invention, a package structure stacking multiple chips on a 
front surface and a back surface of a substrate comprises at 
least a substrate, a plurality of chip sets, a plurality of 
support members, a plurality of glue layers, a plurality of 
Wires, a plurality of ?ip chips and a mold compound. The 
substrate has a front surface and a back surface opposite to 
the front surface. A plurality of chip sets comprises one or 
more chips having a plurality of bonding pads, While stack 
ing on the front surface of the substrate as a laminate. A 
plurality of support members are arranged betWeen each tWo 
adjacent chip sets. The connections betWeen the support 
members, the chip sets, and the substrate are achieved by a 
plurality of glue layers. Chip sets are electrically connected 
to each other or to the substrate. Finally, the front surface of 
the substrate, the support members, the chip sets, and the 
glue layers are encapsulated With a mold compound. More 
over, a plurality of ?ip chips are deposited on the back 
surface of the substrate. 

[0024] According to a preferred embodiment of the 
present invention, a package structure having stacked chips 
on the front surface and back surface of the substrate is 
provided. By stacking chips having substantially the same 
siZe, such structure not only decreases the area occupied by 
the package devices, but also has more effective routability 
on the substrate Without use of the substrate having high 
trace density. Thus, more stacked chips can be packaged in 
the multiple chip module. This leads to improved integra 
tion, reduced production cost and enhanced performance. 
The package structure of the present invention is to integrate 
chips having substantially the same siZe in various direc 
tions, in Which the front surface of the substrate is subject to 
Wire bonding and the back surface thereof is subject to ?ip 
chip process. The simultaneous integration of chips on the 
front surface in vertical and transverse directions can be 
achieved Without changing the dimensions of the original 
package. That is, the chips on the front surface and the back 
surface have substantially the same siZe With a deviation 
Within 0.3 mm, such that the chips are arranged compactly. 
Such structure doesn’t encounter the limitations of the prior 
art. 
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BRIEF DESCRIPTION OF THE DRAWINGS 

[0025] It is to be understood that both the foregoing 
general description and the folloWing detailed description 
are eXemplary, and are intended to provide further eXplana 
tion of the invention as claimed. 

[0026] The accompanying draWings are included to pro 
vide a further understanding of the invention, and are 
incorporated in and constitute a part of this speci?cation. 
The draWings illustrate embodiments of the invention and, 
together With the description, serve to eXplain the principle 
of the invention. In the draWings, 

[0027] FIG. 1 is a cross sectional vieW of a conventional 
package structure having stacked chips; 

[0028] FIG. 2 is a cross sectional vieW of a conventional 
structure of ?ip chip package; 

[0029] FIG. 3A is a top vieW of another conventional 
structure of multiple chip module package; 

[0030] FIG. 3B is a cross sectional vieW of another 
conventional structure of multiple chip module package; 

[0031] FIG. 4A is a top vieW of a package structure 
stacking multiple chips on the front surface and the back 
surface of the substrate according to the ?rst preferred 
embodiment of the present invention; 

[0032] FIG. 4B is a cross sectional vieW of a package 
structure stacking multiple chips on the front surface and the 
back surface of the substrate according to the ?rst preferred 
embodiment of the present invention; 

[0033] FIG. 5A is a top vieW of a package structure 
stacking multiple chips on the front surface and the back 
surface of the substrate according to the second preferred 
embodiment of the present invention; 

[0034] FIG. 5B is a cross sectional vieW of a package 
structure stacking multiple chips on the front surface and the 
back surface of the substrate according to the second pre 
ferred embodiment of the present invention; 

[0035] FIG. 6 is a cross sectional vieW of a package 
structure stacking multiple chips on the front surface and the 
back surface of the substrate according to the third preferred 
embodiment of the present invention; and 

[0036] FIG. 7 is a cross sectional vieW of a package 
structure stacking multiple chips on the front surface and the 
back surface of the substrate according to the fourth pre 
ferred embodiment of the present invention. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENT 

[0037] FIG. 4 is a top vieW of a package structure stacking 
multiple chips on the front surface and the back surface of 
the substrate according to the ?rst preferred embodiments of 
the present invention. FIG. 4B is a cross sectional vieW of 
FIG. 4A along line 4B-4B. 

[0038] As shoWn in FIGS. 4A and 4B, a substrate 402 has 
a front surface 401 and a back surface 403 opposite to the 
front surface 401. A ?rst chip 406 and a second chip 408, 
such as memory chips, are provided With substantially the 
same siZe. The peripheries of the ?rst chip 406 and the 
second chip 408 are provided With a plurality of bonding 
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pads 422. First, the ?rst chip 406 is deposited on the front 
surface 401 of the substrate 402. The ?rst chip 406 is 
electrically connected to the substrate 402 by Wires 410a. 
Support member 420 is deposited on the ?rst chip 406. Then, 
the second chip 408 is deposited on the support member 420. 
The second chip 408 is electrically connected to the sub 
strate 402 by Wires 410b. The support member 420, the ?rst 
chip 406, the second chip 408 and the substrate 402 are 
adhered by a plurality of glue layers 404. The material used 
for the glue layers 404 is silver paste or materials that are 
thermally conductive but not electrically conductive, for 
eXample. 

[0039] Subsequently, the front surface 401 of the substrate 
402, the support member 420, the ?rst chip 406 and the 
second chip 408 are encapsulated With a mold compound 
414. The glue layers 404 can be also contained therein. The 
mold compound 414 includes insulating materials, such as 
epoXy resin. A third chip 409, such as Application Speci? 
cation Integration Circuit (ASIC), is deposited on the back 
surface 403 of the substrate 402 by ?ip chip technology, for 
eXample. The third chip 409 helps to support some functions 
to drive the ?rst chip 406 and the second chip 408 on the 
front surface 401 of the substrate 402. Finally, solder balls 
412 can be mounted on the back surface 403 of the substrate 
402 to provide the performance of Input/Output. The support 
member 420 includes a silicon dummy chip having good 
heat dissipation or other metal, With coef?cient of thermal 
expansion similar or substantially equivalent to that of the 
?rst chip 406 and the second chip 408, therefore the prob 
lems With regard to thermal stress Would not be generated. 

[0040] FIGS. 5A and 5B are top vieWs and cross sectional 
vieW of a package structure stacking multiple chips on the 
front surface and the back surface of the substrate according 
to the second preferred embodiment of the present inven 
tion. 

[0041] As shoWn in FIGS. 5A and SE, a substrate 502 has 
a front surface 501 and a back surface 503 opposite to the 
front surface 501. A?rst chip 506, a second chip 508 and a 
third chip 509 are provided, in Which the second chip 508 
and the third chip 509 are arranged side by side in the same 
plane to be a chip set. The chip set has substantially the same 
siZe as the ?rst chip 506 stacked thereunder. The periphery 
of the ?rst chip 506, the second chip 508 and the third chip 
509 are provided With a plurality of bonding pads 522, 
respectively. First, the ?rst chip 506 is arranged on the front 
surface 501 of the substrate 502. The ?rst chip 506 is 
electrically connected to the substrate 502 by Wires 510a. 
Support member 520 is deposited on the ?rst chip 506, and 
the second chip 508 and the third chip 509 stacked side by 
side are deposited on the support member 520. The bonding 
pads 522 on the second chip 508 and the third chip 509 are 
electrically connected to the substrate 502 by corresponding 
Wires 510b, or the bonding pads 522 near the location Where 
the chips 508 and 509 are jointed are electrically connected 
to each other. The support members 520, the ?rst chip 506, 
the second chip 508, the third chip 509, and the substrate 502 
can be adhered by a plurality of glue layers 504. 

[0042] Subsequently, the front surface 501 of the substrate 
502, the support member 520, the ?rst chip 506, the second 
chip 508 and the third chip 509 are encapsulated With a mold 
compound 514. A fourth chip 511, such as Application 
Speci?cation Integration Circuit (ASIC), is provided on the 
back surface 503 of the substrate 502. The fourth chip 511 
supports some functions to drive the ?rst chip 506, the 
second chip 508 and the third chip 509 on the front surface 
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501 of the substrate 502. Finally, solder balls 512 are 
mounted on the back surface 503 of the substrate 502. 

[0043] FIG. 6 is a cross sectional vieW of a package 
structure stacking multiple chips on the front surface and the 
back surface of the substrate according to the third preferred 
embodiment of the present invention. 

[0044] As shoWn in FIG. 6, a substrate 602 has a front 
surface 601 and a back surface 603. A ?rst chip 606, a 
second chip 608, a third chip 609 and a fourth chip 611 are 
provided, each including a plurality of bonding pads. The 
?rst chip 606 is neXt to the second chip 608, and the third 
chip 609 is neXt to the fourth chip 611. Each chip has 
substantially the same siZe. First, the ?rst chip 606 and the 
second chip 608 are deposited on the front surface 601 of the 
substrate 602. The ?rst chip 606 and the second chip 608 are 
electrically connected to the substrate 602 by Wires 610a, 
respectively. The support member 620 is deposited on the 
?rst chip 606 and the second chip 608. The third chip 609 
and the fourth chip 611 then stacked side by side are 
deposited on the support member 620. The third chip 609 
and the fourth chip 611 are electrically connected to the 
substrate 602 by Wires 610b, respectively. Alternatively, the 
bonding pads near the location Where the chips 609 and 611 
are jointed are electrically connected to each other. The 
support member 620, the ?rst chip 606, the second chip 608, 
the third chip 609, the fourth chip 611 and the substrate 602 
can be adhered by a plurality of glue layers 604. Subse 
quently, the front surface 601 of the substrate 602, the 
support member 620, the ?rst chip 606, the second chip 608, 
the third chip 609 and the fourth chip 611 are encapsulated 
With a mold compound 614. A ?fth chip 613 is deposited on 
the back surface 603 of the substrate 602 by ?ip chip 
technology. The chip 613 supports some functions to drive 
the ?rst chip 606, the second chip 608, the third chip 609 and 
the fourth chip 611 on the front surface 601 of the substrate 
602. Finally, solder balls 612 are mounted on the back 
surface 603 of the substrate 602. 

[0045] FIG. 7 is a cross sectional vieW of a package 
structure stacking multiple chips on the front surface and the 
back surface of the substrate according to the fourth pre 
ferred embodiment of the present invention. 

[0046] As shoWn in FIG. 7, a substrate 702 has a front 
surface 701 and a back surface 703 opposite to the front 
surface 701. A ?rst chip 706 and a second chip 708 are 
provided With substantially the same siZe. The peripheries of 
the ?rst chip 706 and the second chip 708 are provided With 
a plurality of bonding pads. First, the ?rst chip 706 is 
deposited on the front surface 701 of the substrate 702. The 
?rst chip 706 is electrically connected to the substrate 702 by 
Wires 710a. The support member 720 is deposited on the ?rst 
chip 706, and the second chip 708 is then stacked on the ?rst 
chip 706 and the support members 720. The second chip 708 
is electrically connected to the substrate 702 by Wires 710b. 

[0047] The support member 720, the ?rst chip 706, the 
second chip 708, and the substrate 702 can be adhered by a 
plurality of glue layers 704. Subsequently, the front surface 
701 of the substrate 702, the support member 720, the ?rst 
chip 706 and the second chip 708 are encapsulated With a 
mold compound 714. Athird chip 709 and a fourth chip 711, 
such as Application Speci?cation Integration Circuit 
(ASIC), are deposited on the back surface 703 of the 
substrate 702 by ?ip chip technology. The chips 709 and 711 
support some functions to drive the ?rst chip 706 and the 
second chip 708 on the front surface 701 of the substrate 
702. Finally, solder balls 712 are mounted on the back 
surface 703 of the substrate 702. 
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[0048] As mentioned above, the present invention has the 
advantages as follows: 

[0049] 1. By stacking chips having substantially the same 
siZe, such structure not only decreases the area occupied by 
the package devices, but also has more effective routability 
on the substrate Without use of the substrate having high 
trace density. 

[0050] 2. More stacked chips can be packaged in the 
multiple chip module. This leads to improved integration, 
reduced production cost and enhanced performance. 

[0051] 3. The package structure of the present invention 
can integrate chips having substantially the same siZe in 
various directions, such as vertical and transverse directions 
in the embodiments set forth above, in Which the back 
surface of the substrate is subject to ?ip chip technology 
Without changing the dimensions of the original package. 
The chips on the front surface and the back surface have 
substantially the same siZe With deviation smaller than 0.3 
mm so as to have high density in integration. Such a 
structure does not suffer the limitations of the prior art. 

[0052] It Will be apparent to those skilled in the art that 
various modi?cations and variations can be made to the 
structure of the present invention Without departing from the 
scope or spirit of the invention. In vieW of the forgoing, it is 
intended that the present invention cover modi?cation and 
variation of this invention provided they fall Within the 
scope of the folloWing claims and their equivalents. 

What is claimed is: 
1. A package structure stacking chips on a front surface 

and a back surface of a substrate, comprising at least: 

a substrate having a front surface and a back surface 
opposite to the front surface; 

a plurality of chip sets including one or more chips, each 
chip comprising a plurality of bonding pads and the 
chip sets stacked as a laminate on the front surface of 
the substrate, Wherein the chips of each chip set are 
arranged side by side in the same plane and the upper 
chip set and the loWer chip set in the laminate have 
substantially the same siZe Within a deviation Within 
0.3 mm; 

a plurality of support members arranged betWeen every 
tWo adjacent chip sets, respectively; 

a plurality of glue layers arranged betWeen the support 
members, the chip sets, and the substrate; 

a plurality of Wires electrically connecting the chip to the 
substrate or to other chips in the same chip sets; 

a mold compound covering the front surface of the 
substrate, the support members, the chip sets, and the 
glue layers; and 

a plurality of ?ip chips deposited on the back surface of 
the substrate. 

2. The structure according to claim 1, Wherein the back 
surface of the substrate further includes a plurality of solder 
balls. 

3. The structure according to claim 1, Wherein the material 
used for the support member is silicon. 

4. The structure according to claim 1, Wherein the support 
member is a dummy chip. 
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5. The structure according to claim 1, Wherein the material 
used for the support member is metal, and the coefficient of 
thermal expansion of the support member is close to that of 
the chip. 

6. The structure according to claim 1, Wherein the material 
used for the glue layer is silver paste. 

7. The structure according to claim 1, Wherein the material 
used for the glue layer is thermally conductive but not 
electrically conductive. 

8. The structure according to claim 1, Wherein the mold 
compound is epoXy resin. 

9. The structure according to claim 1, Wherein the ?ip 
chips are Application Speci?c Integrated Circuits (ASICs). 

10. A package structure stacking chips on a front surface 
and a back surface of a substrate, comprising at least: 

a substrate having a front surface and a back surface 
opposite to the front surface; 

a plurality of chip sets including one or more chips, each 
chip comprising a plurality of bonding pads and each 
chip sets being stacked as a laminate on the front 
surface of the substrate; 

a plurality of support members arranged betWeen every 
tWo adjacent chip sets, respectively; 

a plurality of glue layers arranged betWeen the support 
members, the chip sets, and the substrate; 

a plurality of Wires electrically connecting the chip to the 
substrate or to other chips in the same chip sets; 

a mold compound covering the front surface of the 
substrate, the support members, the chip sets, and the 
glue layers; and 

a ?ip chip deposited on the back surface of the substrate. 
11. The structure according to claim 10, further compris 

ing one or more ?ip chips deposited on the back surface of 
the substrate. 

12. The structure according to claim 10, Wherein the chips 
of each chip set are arranged side by side in the same plane 
and the upper chip set and the loWer chip set in the laminate 
have substantially the same siZe With a deviation Within 0.3 
mm. 

13. The structure according to claim 10, further compris 
ing a plurality of solder balls on the back of the substrate. 

14. The structure according to claim 10, Wherein the 
material for the support member is silicon. 

15. The structure according to claim 10, the support 
member is a dummy chip. 

16. The structure according to claim 10, Wherein the 
material used for the support member is metal, and the 
coef?cient of thermal eXpansion of the support member is 
close to that of the chip. 

17. The structure according to claim 10, Wherein the 
material used for the glue layer is silver paste. 

18. The structure according to claim 10, Wherein the 
material used for the glue layer is thermally conductive but 
not electrically conductive. 

19. The structure according to claim 10, Wherein the mold 
compound is epoXy resin. 

20. The structure according to claim 10, Wherein the ?ip 
chip is Application Speci?c Integrated Circuits (ASICs). 

* * * * * 


