
US 20020082547A1 

(12) Patent Application Publication (10) Pub. No.: US 2002/0082547 A1 
(19) United States 

Deniega et al. (43) Pub. Date: Jun. 27, 2002 

(54) CATHETER FOR UNIFORM DELIVERY OF 
MEDICATION 

(76) Inventors: Jose Castillo Deniega, Lake Forest, CA 
(US); Roger Massengale, Mission 
Viejo, CA (US); Kenneth W. Rake, 
Laguna Niguel, CA (US) 

Correspondence Address: 
KNOBBE MARTENS OLSON & BEAR LLP 
620 NEWPORT CENTER DRIVE 
SIXTEENTH FLOOR 
NEWPORT BEACH, CA 92660 (US) 

(21) Appl. No.: 10/085,169 

(22) Filed: Feb. 25, 2002 

Related US. Application Data 

(62) Division of application No. 09/363,228, ?led on Jul. 
19, 1999, noW Pat. No. 6,350,253. 

Publication Classi?cation 

(51) Int. Cl.7 .................................................. ..A61M 31/00 

(52) us. Cl. ........................ .. 604/48; 604/65; 604/9301, 
604/264; 604/523 

(57) ABSTRACT 

The present invention provides a catheter for the delivery of 
?uid medication across an anatomical region. In accordance 
With some embodiments, the catheter includes an elongated 
tubular member made of a porous membrane. The porous 
membrane is con?gured so that a ?uid introduced into an 
open end of the tubular member Will ?oW through side Walls 
of the tubular member at a substantially uniform rate along 
a length of the tubular member. In accordance With other 
embodiments, the catheter includes an elongated “Weeping” 
tubular coil spring attached to an end of, or enclosed Within, 
a tube. Fluid Within the spring and greater than or equal to 
a threshold pressure advantageously ?oWs radially outWard 
betWeen the spring coils. Advantageously, the ?uid is dis 
pensed substantially uniformly throughout a length of the 
spring. In accordance With other embodiments, the catheter 
includes a tube having a plurality of eXit holes in a side Wall 
of the tube. The eXit holes combine to form a ?oW-restricting 
ori?ce of the catheter. Advantageously, ?uid Within the 
catheter ?oWs through all of the eXit holes, resulting in 
uniform distribution of ?uid Within an anatomical region. 
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CATHETER FOR UNIFORM DELIVERY OF 
MEDICATION 

RELATED APPLICATIONS 

[0001] This application is a divisional application of US. 
patent application Ser. No. 09/363,228, ?led Jul. 19, 1999, 
the entire contents of Which are incorporated by reference 
herein. 

BACKGROUND OF THE INVENTION 

[0002] 1. Field of the Invention 

[0003] This invention generally relates to catheters and, in 
particular, to a catheter that delivers ?uid medication uni 
formly across an infusion section of the catheter. 

[0004] 2. Description of the Related Art 

[0005] Infusion catheters for delivery of ?uid medication 
into anatomical systems, such as the human body, are Well 
knoWn in the art. Such catheters generally include a ?exible 
holloW tube inserted into some region of the anatomy. The 
tube typically contains one or more axial lumens Within 
Which the ?uid may ?oW. The proximal end of the catheter 
tube is connected to a ?uid source from Which ?uid is 
introduced into the catheter tube. The ?uid ?oWs Within one 
of the lumens under pressure supplied at the proximal end of 
the tube. For each lumen, there are commonly provided one 
or more exit holes along an infusion section near the distal 
end of the tube, for ?uid to exit the tube. Such exit holes are 
created by piercing the side Wall of the holloW tube. 

[0006] In certain medical conditions, it is advantageous to 
deliver ?uid medication to a plurality of sites Within a Wound 
area. For instance, some Wounds Which require pain medi 
cation may be in communication With many nerve endings, 
rather than a single nerve trunk. One example of such a 
Wound is a surgical incision. As stated above, it is knoWn to 
provide a plurality of exit holes through Which the ?uid 
medication exits the catheter tube. The exit holes may be 
provided at various axial and circumferential positions along 
the catheter tube in order to control the position of the 
medication delivery sites. An example of a catheter having 
this con?guration is disclosed in US. Pat. No. 5,800,407 to 
Eldor. Also, in some cases it is desirable to deliver such 
medication under loW pressure, so that the ?uid is delivered 
at a relatively loW rate. For example, some pain medications 
must be delivered sloWly to avoid toxicity and other side 
effects. Furthermore, in many cases it is desirable to dis 
pense ?uid medication at a substantially uniform rate 
throughout the infusion section of the catheter, so that the 
medication is evenly distributed throughout the Wound area. 

[0007] Unfortunately, a limitation of prior art catheters 
With multiple exit holes, such as the catheter taught by Eldor, 
is that during loW pressure delivery of ?uid medication the 
?uid tends to exit only through the exit hole(s) nearest to the 
proximal end of the infusion section of the catheter tube. 
This is because ?uids ?oWing through a tube more readily 
exit through the exit holes offering the least ?oW resistance. 
The longer the ?oW path folloWed by the ?uid in the lumen, 
the higher the ?oW resistance and pressure drop experienced 
by the ?uid. The most proximal holes offer the least ?oW 
resistance and pressure drop. Therefore, the ?uid tends to 
exit the catheter tube primarily through these exit holes. As 
a result, the ?uid medication is delivered only to a small 
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region Within the Wound area. The tendency of the ?uid to 
undesirably ?oW only through the most proximal exit holes 
depends upon the hole siZe, the total number of exit holes, 
and the ?oW rate. As the hole siZe or number of holes 
increases, the ?uid becomes more likely to exit only through 
the most proximal holes. Conversely, as the ?oW rate 
increases, the ?uid becomes less likely to do so. 

[0008] The tendency of the ?uid to undesirably exit only 
through the most proximal holes of the catheter can in some 
cases be overcome by increasing the ?oW rate or pressure of 
the ?uid, Which causes the ?uid to ?oW through more of the 
exit holes of the catheter. Indeed, if the ?oW rate or pressure 
is suf?ciently high, the ?uid Will ?oW through all of the exit 
holes. HoWever, sometimes it is medically desirable to 
deliver medication at a relatively sloW rate, i.e., at a loW 
pressure. Also, even in those cases in Which high pressure 
?uid delivery is acceptable or desirable, prior art catheters 
do not provide for uniform ?uid delivery along the infusion 
section of the catheter. Rather, the ?oW rate through the exit 
holes nearer to the proximal end of the infusion section tends 
to be greater than that through the exit holes nearer to the 
distal end. This is because the ?uid passing through the more 
proximal holes experiences a loWer ?oW resistance and 
pressure drop. In contrast, the ?uid ?oWing through the more 
distal holes experiences greater ?oW resistance and pressure 
drop, and consequently exits at a loWer ?oW rate. The further 
distal the hole, the loWer the exit ?oW rate of the ?uid. As 
a result, there is an uneven distribution of medication 
throughout the Wound area. 

[0009] In another knoWn type of infusion catheter, several 
lumens are provided Within a catheter tube. For each lumen, 
one exit hole is provided by piercing a hole Within the Wall 
of the tube. The exit holes are provided at different axial 
positions along the infusion section of the catheter tube. In 
this manner, ?uid medication may be delivered to several 
positions Within the Wound area. While this con?guration 
offers improved ?uid distribution, it has some disadvan 
tages. One disadvantage is that the ?uid ?oW rates through 
the exit holes are not equal, since the more distal exit holes 
offer a greater ?oW resistance for the same reasons discussed 
above. Another disadvantage is that the number of lumens, 
and consequently the number of ?uid exit holes, is limited 
by the small diameter of the catheter tube. As a result, ?uid 
may be delivered only to a very limited number of positions 
Within the Wound area. Yet another disadvantage is that the 
proximal ends of the lumens must be attached to a compli 
cated manifold Which increases the cost of manufacturing 
the catheter. 

[0010] An example of a catheter providing a more uniform 
dispensation of ?uid medication throughout an infusion 
section of the catheter is illustrated by US. Pat. No. 5,425, 
723 to Wang. Wang discloses an infusion catheter including 
an outer tube, an inner tube concentrically enclosed Within 
the outer tube, and a central lumen Within the inner tube. The 
inner tube has a smaller diameter than the outer tube, so that 
an annular passageWay is formed therebetWeen. The outer 
tube has a plurality of evenly spaced exit holes de?ning the 
infusion section of the catheter. In use, ?uid ?oWing Within 
the central lumen passes through strategically positioned 
side holes Within the side Walls of the inner tube. In 
particular, the spacing betWeen adjacent side holes decreases 
along a length of the inner tube to induce more ?uid to pass 
through the more distal side holes. The ?uid then ?oWs 
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longitudinally through the annular passageway before exit 
ing through the exit holes in the outer tube Wall. In the 
annular passageway, the ?uid can ?oW in a distal or proxi 
mal direction, depending on the location of the nearest exit 
hole in the outer tube. This con?guration is provided to 
induce a more uniform exit ?oW rate of ?uid from the 
catheter. 

[0011] Unfortunately, the Wang catheter is only effective 
for relatively high pressure ?uid delivery. When used for 
relatively loW pressure ?uid delivery, the catheter disclosed 
by Wang does not provide uniform dispensation of ?uid. 
Instead, the ?uid tends to exit through the side holes of the 
inner and outer tubes that are nearest to the proximal end of 
the infusion section of the catheter, since these holes offer 
the least ?oW resistance. Even for high pressure ?uid deliv 
ery, there are several limitations of this design. One limita 
tion is that the concentric tubes design is relatively complex 
and dif?cult to manufacture. Both tubes must be ?exible 
enough to permit maneuverability through an anatomical 
system, yet the annular passageWay must remain open so 
that ?uid may ?oW uniformly therein. Another limitation is 
that the annular passageWay may be disturbed if there is a 
bend in the infusion section of the tube. A bend in the 
catheter may deform the annular passageWay or even cause 
the inner and outer tubes to come into contact. This can 
cause an uneven ?uid pressure Within a longitudinal cross 

section of the annular passageWay, resulting in non-uniform 
?uid delivery. 

[0012] Thus, there is a need for an improved infusion 
catheter for delivering ?uid medication uniformly along its 
infusion section in a relatively simple, easy to manufacture 
design Which is effective for both high ?oW rate and loW 
?oW rate ?uid delivery. Furthermore, it is recogniZed that a 
particular class of catheters, such as the Wang catheter, may 
provide uniform ?uid delivery only at high ?uid pressure or 
?oW rates. HoWever, there is a need for an infusion catheter 
belonging to this class that has a relatively simple, easy to 
manufacture design and can maintain uniform ?uid delivery 
While bent or otherWise physically deformed. 

SUMMARY OF THE INVENTION 

[0013] Accordingly, it is a principle object and advantage 
of the present invention to overcome some or all of these 
limitations and to provide an improved catheter for deliv 
ering ?uid medication to a Wound area of an anatomical 
region. 
[0014] In accordance With one embodiment the present 
invention a catheter is provided for the uniform delivery of 
?uid across an anatomical region, comprising an elongated 
tubular member made of a porous membrane. The mem 
brane is siZed to be inserted through a subcutaneous layer 
surrounding the anatomical region, such as a person’s skin. 
The membrane is con?gured so that a ?uid introduced under 
pressure into an open end of the tubular member Will ?oW 
through side Walls of the tubular member at a substantially 
uniform rate along a length of the tubular member. The 
present invention also provides a method of uniformly 
delivering ?uid throughout an anatomical region, compris 
ing the steps of inserting the elongated tubular member into 
the anatomical region and introducing a ?uid under pressure 
into an open end of the tubular member. 

[0015] Another embodiment of the present invention pro 
vides a catheter and method for the uniform delivery of ?uid 
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throughout an anatomical region. The catheter comprises an 
elongated support and a porous membrane Wrapped around 
the support. The support is con?gured so that one or more 
lumens are formed betWeen the support and the membrane. 
Alternatively, the support may be a tubular member having 
a plurality of holes therein. The method comprises the steps 
of inserting the above-described catheter into the anatomical 
region and introducing a ?uid under pressure into the 
proximal end of at least one of the lumens. Advantageously, 
the ?uid passes through the membrane at a substantially 
uniform rate into the anatomical region. The present inven 
tion further provides a method of manufacturing this cath 
eter comprising the steps of forming an elongated support 
and Wrapping a porous membrane around the support so that 
one or more lumens are formed betWeen the support and the 
membrane. 

[0016] Another embodiment of the present invention pro 
vides a catheter and method for the uniform delivery of ?uid 
throughout an anatomical region. The catheter comprises an 
elongated tube including a plurality of exit holes along a 
length thereof and a tubular porous membrane concentri 
cally enclosed Within the tube. The tube and membrane 
de?ne a lumen. The method comprises the steps of inserting 
the above-mentioned catheter into the anatomical region and 
introducing a ?uid under pressure into the proximal end of 
the lumen so that the ?uid advantageously passes through 
the membrane and the exit holes at a substantially uniform 
rate into the anatomical region. The present invention further 
provides a method of manufacturing this catheter, compris 
ing the steps of forming an elongated tube, providing a 
plurality of exit holes along a length of the tube, forming a 
tubular porous membrane, and concentrically enclosing the 
tubular porous membrane Within the tube so that the tube 
and membrane de?ne a lumen. 

[0017] Yet another embodiment of the present invention 
provides a device and method for the uniform delivery of 
?uid throughout an anatomical region. The device is advan 
tageously simple and easy to manufacture, comprising an 
elongated catheter having a plurality of exit holes along a 
length thereof. The exit holes may serve as the ?oW 
restricting ori?ce. Alternatively, a ?oW-restricting ori?ce 
may be provided elseWhere Within the catheter or proximal 
to the catheter. The exit holes may gradually increase in siZe 
along the length of the catheter, so that the largest exit hole 
is further distal than the smallest exit hole. Alternatively, the 
holes can be laser drilled and be of approximately the same 
siZe. Advantageously, a ?uid ?oWing under pressure Within 
the catheter Will ?oW through substantially all of the exit 
holes at a substantially equal rate. The method comprises the 
steps of inserting the catheter into the anatomical region and 
introducing a ?uid under pressure into the proximal end of 
the catheter. The ?uid ?oWs through the exit holes and enters 
the anatomical region, advantageously ?oWing through sub 
stantially all of the exit holes at a substantially equal rate. 
The present invention further provides a method of manu 
facturing this device, comprising the steps of forming an 
elongated catheter and providing a plurality of exit holes 
along a length of the catheter in a manner so that the exit 
holes gradually increase in siZe along the length of the 
catheter from the proximal end to the distal end thereof. 

[0018] Yet another embodiment of the present invention 
provides a catheter and method for delivering ?uid medica 
tion to an anatomical region. The catheter comprises a tube, 
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a “Weeping” tubular coil spring attached to a distal end of the 
tube, and a stop closing a distal end of the spring. The tube 
and spring each de?ne a portion of a central lumen. The 
spring has adjacent coils in contact With one another so that 
?uid Within the spring and beloW a threshold dispensation 
pressure is prevented from exiting the lumen by ?oWing 
radially betWeen the coils. The spring has the property of 
stretching When the ?uid pressure is greater than or equal to 
the threshold dispensation pressure permitting the ?uid to be 
dispensed from the lumen by ?oWing radially betWeen the 
coils, i.e. “Weeping” through the spring. Advantageously, the 
?uid is dispensed substantially uniformly throughout the 
length and circumference of a portion of the spring. In use, 
?uid is introduced into an open proXimal end of the tube, 
alloWed to ?oW into the spring, and brought to a pressure 
greater than or equal to the threshold dispensation pressure 
so that the ?uid Weeps through the spring. 

[0019] Yet another embodiment of the present invention 
provides a catheter and method for delivering ?uid medica 
tion to an anatomical region. The catheter comprises a 
distally closed tube and a “Weeping” tubular coil spring, as 
described above, concentrically enclosed Within the tube. A 
plurality of eXit holes are provided in side Walls along a 
length of the tube, de?ning an infusion section of the tube. 
The spring is enclosed Within the infusion section so that a 
lumen is de?ned Within the tube and spring. In use, ?uid is 
introduced into a proXimal end of the tube, alloWed to ?oW 
into the spring, and brought to a pressure greater than or 
equal to the threshold dispensation pressure of the spring so 
that the ?uid is dispensed from the lumen by Weeping 
through the spring and then ?oWing through the eXit holes of 
the tube. 

[0020] For purposes of summariZing the invention and the 
advantages achieved over the prior art, certain objects and 
advantages of the invention have been described herein 
above. Of course, it is to be understood that not necessarily 
all such objects or advantages may be achieved in accor 
dance With any particular embodiment of the invention. 
Thus, for eXample, those skilled in the art Will recogniZe that 
the invention may be embodied or carried out in a manner 
that achieves or optimiZes one advantage or group of advan 
tages as taught herein Without necessarily achieving other 
objects or advantages as may be taught or suggested herein. 

[0021] All of these embodiments are intended to be Within 
the scope of the invention herein disclosed. These and other 
embodiments of the present invention Will become readily 
apparent to those skilled in the art from the folloWing 
detailed description of the preferred embodiments having 
reference to the attached ?gures, the invention not being 
limited to any particular preferred embodiment(s) disclosed. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0022] FIG. 1 is a schematic side vieW of a catheter 
having features and advantages in accordance With a ?rst 
embodiment of the present invention; 

[0023] FIG. 2 is a sectional vieW of the catheter of FIG. 
1, taken along line 2-2 of FIG. 1; 

[0024] FIG. 3 is a sectional vieW of the catheter of FIG. 
1, taken along line 3-3 of FIG. 1; 

[0025] FIG. 4 is a perspective vieW of the end portion and 
support beam of the catheter of FIG. 1, illustrating a 
cross-section taken along line 4-4 of FIG. 1; 
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[0026] FIG. 5 is a side vieW of a catheter having features 
and advantages in accordance With a second embodiment of 
the present invention; 

[0027] FIG. 6 is a cross-sectional vieW of the infusion 
section of the catheter of FIG. 5 taken along line 6-6 of FIG. 
5; 
[0028] FIG. 7 is a cross-sectional vieW of a catheter 
having features and advantages in accordance With a third 
embodiment of the present invention; 

[0029] FIG. 8 is a side vieW of a catheter having features 
and advantages in accordance With a fourth embodiment of 
the present invention; 

[0030] FIG. 9 is a side vieW of a catheter having features 
and advantages in accordance With a ?fth embodiment of the 
present invention; 

[0031] FIG. 10A is a cross-sectional vieW of the catheter 
of FIG. 9, illustrating an unstretched state of the spring; 

[0032] FIG. 10B is a cross-sectional vieW of the catheter 
of FIG. 9, illustrating a stretched state of the spring; 

[0033] FIG. 11 is a cross-sectional vieW of a catheter 
having features and advantages in accordance With a siXth 
embodiment of the present invention; and 

[0034] FIG. 12 is a side vieW of a catheter having features 
and advantages in accordance With the siXth embodiment of 
the present invention. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENT 

[0035] FIGS. 1-4 illustrate an infusion catheter 20 accord 
ing to one embodiment of the present invention. Catheter 20 
preferably includes a ?exible support 22 (FIGS. 2-4), a 
non-porous membrane 24, and a porous membrane 26. The 
membranes 24 and 26 are Wrapped around the support 22 to 
form a plurality of aXial lumens betWeen the inner surfaces 
of the membranes 24 and 26 and the surface of the support 
22, as described in greater detail beloW. The non-porous 
membrane 24 de?nes a non-infusing section 28 of the 
catheter 20, and preferably covers the support 22 from the 
proXimal end thereof to a point 30, shoWn in FIG. 1. 
Similarly, the porous membrane 26 de?nes an infusion 
section 32 of catheter 20, and preferably covers the support 
22 from the point 30 to the distal end of support 22. 
Alternatively, the catheter 20 may be con?gured Without a 
non-porous membrane 24. In this con?guration, the porous 
membrane 26 covers the entire length of the support 22, so 
that the entire length of the support 22 corresponds to the 
infusion section of the catheter 20. The infusion section can 
have any desired length. The proXimal end of the catheter 20 
may be connected to a ?uid supply 34 containing a ?uid 36 
such as a liquid medication. The distal end of catheter 20 
may include a cap 48 (FIG. 4) de?ning the endpoint of the 
aXial lumens Within the catheter 20. 

[0036] In use, the catheter 20 is inserted into an anatomical 
system, such as a human body, to deliver ?uid medication 
directly to a Wound area Within the anatomical system. In 
particular, the catheter 20 is designed to deliver medication 
throughout a generally linear segment of the Wound area, 
corresponding to the infusion section 32 of the catheter 20. 
Thus, the catheter is preferably inserted so that the infusion 
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section 32 is positioned Within the Wound area. By using 
Well known methods, a physician or nurse may insert the 
catheter 20 With the aid of an axial guide Wire 46 positioned 
Within an axial guide Wire lumen 44 of the catheter. Once the 
catheter is positioned as desired, the guide Wire 46 is simply 
pulled back out through the proximal end of the catheter 20. 
Alternatively, the catheter 20 may be provided Without a 
guide Wire or a guide Wire lumen. 

[0037] FIGS. 2 and 3 illustrate a preferred con?guration 
of the support 22. The surface of the support 22 includes 
interruptions such as a plurality of ribs 40 as shoWn in the 
?gures. The interruptions are con?gured so that When the 
membranes 24 and 26 are Wrapped around the support 22, 
the membranes form a portion of the Walls of a plurality of 
axial lumens 38 Within Which the ?uid 36 may ?oW. In a 
preferred con?guration, a plurality of ribs 40 extend radially 
from a common axial center portion 42 of the support 22. 
The ribs 40 also extend longitudinally along a length of the 
support 22, and preferably along the entire length thereof. In 
the non-infusing section 28, shoWn in FIG. 2, the non 
porous membrane 24 is preferably tightly Wrapped around 
the outer edges of the ribs 40. As a result, the axial lumens 
38 are formed betWeen the inner surface of the non-porous 
membrane 24 and the outer surface of support 22. Similarly, 
in the infusion section 32, shoWn in FIG. 3, the porous 
membrane 26 is preferably tightly Wrapped around the outer 
edges of the ribs 40, so that the axial lumens 38 are formed 
betWeen the inner surface of porous membrane 26 and the 
outer surface of support 22. 

[0038] In an alternative embodiment of the catheter 20, the 
porous membrane 26 may be Wrapped around the entire 
length of the support 20, thus replacing the non-porous 
membrane 24. In this embodiment, the entire length of the 
support 22 corresponds to the infusion section 32. According 
to another alternative embodiment, the support 22 may 
extend only Within the infusion section 32, and a tube may 
be provided extending from the ?uid supply 34 to the 
proximal end of the support 22. In this embodiment, the tube 
replaces the non-porous membrane 24 and the portion of the 
support 22 extending Within the non-infusing section 28 of 
the preferred embodiment. In other Words, the tube de?nes 
the non-infusing section 28. 

[0039] In the preferred con?guration, the number of ribs 
40 equals the number of axial lumens 38. Although ?ve ribs 
40 and axial lumens 38 are shoWn in FIGS. 2 and 3, any 
suitable number of ribs 40 and lumens 38 may be provided, 
giving due consideration to the goals of providing a plurality 
of lumens Within the catheter 20, maintaining ?exibility, 
and, if desired, maintaining the ?uid independence of the 
lumens. Herein, the terms “?uid independence,”“?uid sepa 
ration,” and the like, When used to describe a plurality of 
axial lumens, simply mean that the lumens do not ?uidly 
communicate With each other. The membranes 24 and 26 are 
preferably glued along the outer edges of the ribs 40, 
utiliZing any suitable glue, such as a medical grade glue or 
epoxy. This prevents the membranes 24 and 26 from slip 
ping, Which might occur as the catheter is inserted or 
removed from the anatomy. More preferably, the membranes 
are glued along the entire length of the outer edges of each 
of the ribs 40. Alternatively, the membrane may be Wrapped 
around the support and not secured to the support by a 
foreign substance. The membrane and support may also be 
secured to each other by other means knoWn to those of skill 
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in the art. This maintains the ?uid independence of the 
lumens 38. If desired, an axial guide Wire lumen 44 may be 
provided Within the axial central portion 42 of the support 
22. The guide Wire lumen 44 is adapted to receive a guide 
Wire 46 Which may be used to aid in the insertion of the 
catheter 20 into the anatomy, as described above and as Will 
be easily understood by those of skill in the art. 

[0040] As shoWn in FIG. 4, the catheter 20 preferably 
includes an end portion or cap 48 secured to the distal end 
of support 22. End portion 48 may be formed integrally With 
the support 22 or may be adhesively bonded thereto. Pref 
erably, the proximal end of end portion 48 is circular and has 
a diameter such that the outer surface of the proximal end of 
end portion 48 is aligned With the outer edges of the ribs 40 
of the support 22, as shoWn. The porous membrane 26 is 
Wrapped around the proximal end of the end portion 48. The 
membrane 26 is preferably glued to the end portion 48 so 
that ?uid 36 Within the lumens 38 is prevented from exiting 
the catheter 20 Without passing through the Walls of the 
membrane 26. End portion 48 blocks axial ?uid ?oW 
through the distal end of catheter 20. HoWever, end portion 
48 may optionally be formed from a porous material to 
permit some axial dispensation of ?uid from the distal end 
of the catheter 20, if desired. The distal end of end portion 
48 is preferably dome-shaped, as shoWn, to permit the 
catheter 20 to more easily be inserted into an anatomical 
region. 

[0041] The support 22 can be formed from a variety of 
materials, giving due consideration to the goals of ?exibility, 
light-Weight, strength, smoothness, and non-reactivity to 
anatomical systems, i.e., safety. Suitable materials for the 
support 22 include nylon, polyamide, te?on, and other 
materials knoWn to those skilled in the art. The porous 
membrane 26 is preferably a sponge-like or foam-like 
material or a holloW ?ber. The membrane 26 may be formed 
from a variety of suitable materials, giving due consider 
ation to the goals of being ?exible and non-reactive to 
anatomical systems. The membrane 26 preferably has a 
porosity resulting in substantially uniform dispensation of 
?uid along the surface area of the infusion section 32 of the 
catheter 20, and has an average pore siZe suf?ciently small 
to limit the ?oW of bacteria through the membrane Walls. 
Some suitable materials for the membrane 26 are polyeth 
ylene, polysulfone, polyethersulfone, polypropylene, poly 
vinylidene di?uoride, polycarbonate, nylon, or high density 
polyethylene. These materials are advantageously biocom 
patible. The porous membrane 26 may ?lter out unWanted 
bacteria from the ?uid medication as it passes through the 
membrane 26. It is knoWn that the smallest bacteria cannot 
pass through a pore any smaller than 0.23 microns. Thus, the 
average pore siZe, or pore diameter, of the porous membrane 
26 may be less than 0.23 microns to prevent bacteria from 
traversing the membrane 26. The average pore siZe, or pore 
diameter, of the membrane 26 is preferably Within the range 
of about 0.1 to 1.2 microns, more preferably Within the range 
of about 0.3 to 1 micron, and even more preferably about 0.8 
microns. 

[0042] As mentioned above, the proximal end of catheter 
20 may be connected to a ?uid supply 34. The catheter 20 
may be con?gured so that each axial lumen 38 is ?uidly 
independent. In other Words, the lumens 38 Would not 
?uidly communicate With one another. The catheter 20 may 
be connected to a single ?uid supply 34, so that the ?uid 36 
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?oWs Within each of the lumens 38. Alternatively, the 
catheter 20 may be connected to a plurality of separate ?uid 
supplies so that several different ?uids may separately ?oW 
Within the lumens 38. According to this con?guration, each 
lumen 38 may be connected to a separate ?uid supply so that 
the total number of different ?uids that may be delivered to 
the anatomy is equal to the number of lumens 38. Alterna 
tively, the ?uid lumens need not be ?uidly independent. For 
example, the membrane 26 may not be secured to the 
support 22 along the entire length of the support 22, thus 
permitting ?uid 36 to migrate betWeen lumens 38. 

[0043] In operation, the catheter 20 delivers ?uid directly 
to the area of the anatomy that is adjacent to the infusion 
section 32. The ?uid 36 from the ?uid source 34 is intro 
duced into the axial lumens 38 at the proximal end of the 
catheter 20. The ?uid 36 initially ?oWs through the non 
infusing section 28. When the ?uid 36 ?rst reaches the 
infusion section 32, it soaks into the porous membrane 26. 
As more ?uid 36 enters the infusion section 32, it diffuses 
longitudinally Within the Walls of the membrane 26 until the 
entire membrane 26 and infusion section 32 are saturated 
With ?uid. At this point the ?uid 36 begins to pass through 
the membrane 26, thereby exiting the catheter 20 and 
entering the anatomy. Moreover, the ?uid 36 advantageously 
passes through the entire surface area of the porous mem 
brane 26 at a substantially uniform rate, due to the charac 
teristics of the membrane 26. Thus, the ?uid is delivered at 
a substantially equal rate throughout a generally linear 
segment of the Wound area of the anatomy. Furthermore, this 
advantage is obtained for both loW and high pressure ?uid 
delivery. 

[0044] FIGS. 5 and 6 illustrate a catheter 50 according to 
an alternative embodiment of the present invention. Accord 
ing to this embodiment, the catheter 50 includes an elon 
gated outer tube 52 and an inner elongated tubular porous 
membrane 54. The tubular membrane 54 is preferably 
concentrically enclosed Within the outer tube 52. More 
preferably, the tube 52 tightly surrounds and supports the 
tubular membrane 54 so that a relatively tight ?t is achieved 
betWeen the inner dimensions of tube 52 and the outer 
dimensions of membrane 54. A plurality of ?uid exit holes 
56 are provided Within the tube 52, preferably throughout 
the entire circumference thereof. The portion of tube 52 that 
includes the exit holes 56 de?nes the infusion section of 
catheter 50. The tubular membrane 54 need only be provided 
along the length of the infusion section, but could be longer. 
Optionally, axial exit holes may be provided Within the distal 
tip 58 of the tube 52. Also, a guide Wire and/or guide Wire 
lumen may be provided to aid in the insertion of the catheter 
50 into the anatomy, as Will be understood by those skilled 
in the art. 

[0045] The tube 52 may be formed from any of a variety 
of suitable materials, such as nylon, polyimide, te?on and 
other materials knoWn to those skilled in the art, giving due 
consideration to the goals of non-reactivity to anatomical 
systems, ?exibility, lightWeight, strength, smoothness, and 
safety. In a preferred con?guration, the tube 52 is preferably 
a 20 gauge catheter tube, having inside and outside diam 
eters of 0.019 inches and 0.031 inches, respectively. The exit 
holes 56 of tube 52 are preferably about 0.015 inches in 
diameter and provided at equally spaced axial positions 
along the tube 52. The holes 56 are preferably arranged so 
that every hole is angularly displaced about 120° relative to 
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the longitudinal axis of the tube 52, from the angular 
location of the previous hole. The axial separation betWeen 
adj acent exit holes 56 is preferably Within the range of about 
0.125 to 0.25 inches, and more preferably about 3/16 inch. 
Also, the infusion section can have any desirable length. 
This con?guration results in a thorough, uniform delivery of 
?uid throughout a generally linear segment of the Wound 
area. Of course, the exit holes 56 may be provided in any of 
a variety of alternative arrangements. 

[0046] The tubular porous membrane 54 is preferably a 
sponge-like or foam-like material or a holloW ?ber. The 
tubular membrane 54 may have an average pore siZe, or pore 
diameter, less than 0.23 microns to ?lter bacteria. The pore 
diameter is preferably Within the range of about 0.1 to 1.2 
microns, more preferably Within the range of about 0.3 to 1 
micron, and even more preferably about 0.8 microns. The 
tubular membrane 54 may be formed from any of a variety 
of suitable materials, giving due consideration to the goals 
of non-reactivity to anatomical systems, maintaining ?ex 
ibility, ?tting Within the siZe constraints of the tube 52, and 
having a porosity resulting in the substantially uniform 
dispensation of ?uid through all of the exit holes 56 in tube 
52. Some suitable materials for the membrane 54 are poly 
ethylene, polysulfone, polyethersulfone, polypropylene, 
polyvinylidene di?uoride, polycarbonate, nylon, or high 
density polyethylene. Preferable inside and outside diam 
eters of the tubular membrane 54 are 0.010 inches and 0.018 
inches, respectively. In the event that a guide Wire 46 is 
provided, the guide Wire may be a stainless steel Wire about 
0.005 inches in diameter. The tube 52 may be secured to the 
membrane 54 by epoxy or other means knoWn to those 
skilled in the art. Alternatively, the membrane 54 may 
contact the tube 52 With an interference ?t and not use other 
materials to secure the membrane 54 in the tube 52. 

[0047] In operation, the catheter 50 delivers ?uid to the 
region of an anatomical system adjacent to the infusion 
section of catheter 50. As the ?uid ?oWs into the infusion 
section, it initially soaks into the tubular porous membrane 
54. As more ?uid enters the infusion section, the ?uid 
diffuses longitudinally Within the Walls of the tubular mem 
ber 54. Once the membrane 54 and the tubular space therein 
are saturated, the ?uid passes through the membrane 54 and 
exits the catheter 50 by ?oWing through the exit holes 56 of 
the tube 52. Moreover, the ?uid advantageously passes 
through the membrane substantially uniformly throughout 
the surface area of the membrane 54, resulting in a substan 
tially uniform ?oW through substantially all of the exit holes 
56. Thus, the ?uid is delivered at a substantially equal rate 
throughout the Wound area of the anatomy. Furthermore, this 
advantage is obtained for both loW and high pressure ?uid 
delivery. 

[0048] FIG. 7 illustrates a catheter 70 according to 
another embodiment of the present invention. Catheter 70 
includes a tube 72 having a plurality of exit holes 76 in side 
Walls of the tube, and a tubular porous membrane 74 
concentrically enclosing the tube 72. Catheter 70 operates in 
a similar manner to catheter 50 described above in connec 
tion With FIGS. 5 and 6. In use, ?uid medication passes 
through the exit holes 76 and then begins to soak into the 
porous membrane 74. The ?uid diffuses longitudinally 
Within the Walls of the membrane until the membrane is 
saturated. Thereafter, the ?uid leaves the membrane Walls 
and enters the anatomy. Advantageously, the ?uid is dis 
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pensed to the anatomy at a substantially uniform rate 
throughout the surface area of the membrane 74. As in the 
previous embodiments, this advantage is obtained for both 
loW and high pressure ?uid delivery. 

[0049] FIG. 8 illustrates a catheter 60 according to 
another embodiment of the present invention. Catheter 60 is 
better suited for relatively high ?oW rate delivery of ?uid to 
a region Within an anatomical system. Catheter 60 includes 
a tube 62 having a plurality of exit holes 64 of increasing 
siZe. In particular, the more distal exit holes are larger in 
diameter than the more proximal exit holes. The position of 
the exit holes 64 on the tube 62 de?nes the length of the 
infusion section of the catheter 60. The infusion section can 
have any desired length. The proximal end of catheter 60 is 
connected to a ?uid supply, and a guide Wire and/or guide 
Wire lumen may also be provided for aiding in the insertion 
of catheter 60 into the anatomy. 

[0050] As discussed above, for high or loW pressure ?uid 
delivery, exit holes nearer to the distal end of a catheter tube 
generally have increased ?oW resistance compared to exit 
holes nearer to the proximal end of the tube. Also, the ?uid 
?oWing through the more distal holes experiences a greater 
pressure drop. Consequently, there is generally a greater 
?oW rate of ?uid through the more proximal holes, resulting 
in non-uniform ?uid delivery. In contrast, catheter 60 advan 
tageously provides substantially uniform ?uid delivery 
through substantially all of the exit holes 64, under relatively 
high ?oW rate conditions. This is because the larger siZe of 
the more distal holes compensates for their increased ?oW 
resistance and pressure drop. In other Words, since the more 
distal holes are larger than the more proximal holes, there is 
a greater ?oW rate through the more distal holes than there 
Would be if they Were the same siZe as the more proximal 
holes. Advantageously, the holes 64 are provided in a 
gradually increasing siZe Which results in substantially uni 
form ?uid delivery. In addition, the exit holes 64 may be 
siZed so that they combine to form a ?oW-restricting ori?ce, 
as described beloW in connection With the embodiment of 
FIG. 12. 

[0051] As compared to prior art catheters, catheter 60 is 
advantageously simple and easy to manufacture. All that is 
required is to drill a plurality of exit holes 64 in the tube 62. 
Furthermore, catheter 60 can sustain greater bending than 
prior art catheters While maintaining operability. In contrast 
to prior art catheters, such as the Wang catheter, if the tube 
62 is bent someWhat, it Will still deliver ?uid relatively 
uniformly. This is because the tube 62 has a single lumen 
With a relatively large cross-section. When the tube 62 is 
someWhat bent, ?uid ?oWing Within the lumen is less likely 
to experience blockage and a consequent pressure change 
Which might lead to non-uniform ?uid dispensation. 

[0052] The tube 62 of catheter 60 may be formed from any 
of a Wide variety of materials, giving due consideration to 
the goals of non-reactivity to anatomical systems, ?exibility, 
light-Weight, strength, smoothness, and safety. Suitable 
materials include nylon, polyimide, te?on, and other mate 
rials knoWn to those skilled in the art. The infusion section 
can have any desired length but is preferably about 0.5 to 20 
inches long, and more preferably about 10 inches long. The 
diameter of the exit holes 64 preferably ranges from about 
0.0002 inches at the proximal end of the infusion section to 
about 0.01 inches at the distal end thereof. The largest, i.e., 
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most distal, exit hole 64 is preferably about 0.25 inches from 
the distal end of the tube 62. In the preferred con?guration, 
the axial separation betWeen adjacent holes 64 is Within the 
range of about 0.125 to 0.25 inches, and more preferably 
about 3/16 inch. Optionally, the holes 64 may be provided so 
that adjacent holes are angularly displaced by about 120° as 
in the embodiment of FIG. 5. Of course, if too many exit 
holes 64 are provided, the tube 62 may be undesirably 
Weakened. 

[0053] FIGS. 9, 10A, and 10B illustrate a catheter 80 
according to another embodiment of the present invention. 
The catheter 80 comprises a tube 82, a “Weeping” tubular 
coil spring 84, and a stop 86. The proximal end of the spring 
84 is attached to the distal end of the tube 82 so that the tube 
and spring each de?ne a portion of a central lumen. A 
preferably dome-shaped stop 86 is attached to and closes the 
distal end of the spring 84. The portion of the spring 84 that 
is distal to the tube 82 comprises the infusion section of the 
catheter 80. In an unstretched state, shoWn in FIG. 10A, the 
spring 84 has adjacent coils in contact With one another so 
that ?uid Within the spring and beloW a threshold dispen 
sation pressure is prevented from exiting the lumen by 
?oWing radially betWeen the coils. The spring 84 has the 
property of stretching longitudinally, as shoWn in FIG. 10B, 
When the ?uid pressure is greater than or equal to the 
threshold dispensation pressure of the spring, thereby per 
mitting the ?uid to be dispensed from the lumen by “Weep 
ing,” i.e., leaking radially outWard betWeen the coils. Alter 
natively, the spring may stretch radially Without elongating 
to permit ?uid to Weep through the coils of the spring. 
Further, the spring may stretch both longitudinally and 
radially to permit Weeping, as Will be understood by those of 
skill in the art. Advantageously, the ?uid betWeen the coils 
of the spring is dispensed substantially uniformly through 
out the length and circumference of the portion of the spring 
that is distal to the tube 82, i.e., the infusion section. The 
catheter 80 can be used for both high or loW ?oW rate ?uid 
delivery. 

[0054] In use, the catheter 80 is inserted into an anatomical 
region so that the spring 84 is in a region to Which ?uid 
medication is desired to be delivered. The spring is initially 
in an unstretched state, as shoWn in FIG. 10A. The ?uid is 
introduced into a proximal end of the tube 82 of the catheter 
80 and ?oWs into and through the spring 84 until it reaches 
the stop 86. As ?uid is continually introduced into the 
proximal end of the tube 82, the ?uid builds inside of the 
spring 84. When the spring 84 is ?lled With ?uid, the ?uid 
pressure rises more quickly. The ?uid imparts a force 
directed radially outWard onto the spring coils. As the 
pressure builds, the outWard force becomes larger. Once the 
?uid pressure rises to the threshold dispensation pressure, 
the outWard force causes the spring coils to separate slightly 
so that the spring stretches longitudinally, as shoWn in FIG. 
10B. Alternatively, the coils may separate radially, as dis 
cussed above. The ?uid then ?oWs through the separated 
coils to be dispensed from the catheter 80. Moreover, the 
dispensation is advantageously uniform throughout the infu 
sion section of the catheter 80. As ?uid is continually 
introduced into the tube 82, the spring 84 remains stretched 
to continually dispense ?uid to the desired region Within the 
anatomy. If the ?uid introduction temporarily ceases, the 
?uid pressure Within the spring 84 may fall beloW the 
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threshold dispensation pressure. If so, the spring Will com 
press so that the coils are once again adjacent and the ?uid 
is no longer dispensed. 

[0055] Several spring types Will achieve the purposes of 
this invention. Suitable spring types are 316L or 402L, 
Which can be readily purchased. In a preferred con?guration, 
the spring 84 has about 200 coils per inch along its length. 
In this con?guration, the spring can advantageously sustain 
a high degree of bending Without leaking ?uid from Within, 
and only a severe bend Will cause adjacent coils to separate. 
Thus, the spring 84 may be ?exed considerably Within an 
anatomical region Without causing ?uid to leak and therefore 
be dispensed to only one region Within the anatomy. The 
spring 84 can have any desired length to de?ne the length of 
the infusion section of the catheter 80. The spring may be 
formed from a variety of materials, giving due consideration 
to the goals of strength, ?exibility, and safety. A preferred 
material is stainless steel. In the preferred con?guration, the 
inside and outside diameters of the spring are about 0.02 
inches and 0.03 inches, respectively, and the spring Wire has 
a diameter of about 0.005 inches. The proximal end of the 
spring 84 is preferably concentrically enclosed Within the 
distal end of the tube 82. The spring can be glued to the 
inside Wall of the tube 82 using, for example, a UV. 
adhesive, a potting material, or other bonding materials. 
Alternatively, the spring can be soldered Within the tube 82 
or be ?tted With a proximal plug and tightly plugged into the 
tube 82. 

[0056] The tube 82 and stop 86 can be formed from any of 
a variety of materials, giving due consideration to the goals 
of ?exibility, light-Weight, strength, smoothness, and safety. 
Suitable materials include nylon, polyimide, te?on, and 
other materials knoWn to those skilled in the art. 

[0057] FIG. 11 illustrates a catheter 90 according to 
another embodiment of the present invention. The catheter 
90 comprises a distally closed tube 92 and a “Weeping” 
tubular coil spring 94 concentrically enclosed Within the 
tube 92 so that a lumen is de?ned Within the tube and spring. 
Aplurality of exit holes 96 are provided along a length of the 
tube 92, in the side Wall thereof. The length of the tube 92 
including such exit holes 96 de?nes an infusion section of 
the catheter 90. The exit holes 96 are preferably provided 
throughout the Walls of the infusion section. The infusion 
section can have any desired length. In the preferred con 
?guration, the axial spacing betWeen adjacent holes 96 is 
Within the range of about 0.125 to 0.25 inches, and more 
preferably about 3/16 inch. Adjacent holes 96 are preferably 
angularly spaced apart by about 120°. The spring 94 is 
preferably enclosed Within the infusion section of the cath 
eter and con?gured similarly to the spring 84 of the embodi 
ment of FIGS. 9, 10A and 10B. The spring 94 is preferably 
longer than the infusion portion and positioned so that all of 
the exit holes 96 are adjacent to the spring 94. In this 
con?guration, the ?uid is prevented from exiting the lumen 
Without ?oWing betWeen the spring coils. A stop is prefer 
ably attached to the tube to close the distal end thereof. 
Alternatively, the tube 92 may be formed With a closed distal 
end. The catheter 90 can be used for high or loW ?oW rate 
?uid delivery. 

[0058] In use, the catheter 90 is inserted into an anatomical 
region so that the infusion section is in a region to Which 
?uid medication is desired to be delivered. The ?uid is 
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introduced into a proximal end of the tube 92 of the catheter 
90 and ?oWs through the spring 94 until it reaches the closed 
distal end of the tube 92. As ?uid is continually introduced 
into the proximal end of the tube 92, the ?uid builds inside 
of the spring 94. Eventually, the spring 94 becomes ?lled 
With ?uid, the ?uid pressure rises, and the ?uid Weeps 
through the spring coils as described above in connection 
With the embodiment of FIGS. 9, 10A, and 10B. Moreover, 
the ?uid ?oWs through the spring coils substantially uni 
formly throughout the length and circumference of the 
spring 94. The ?uid then exits the tube 92 by ?oWing 
through the exit holes 96 of the infusion section. The exit 
holes are preferably equal in siZe so that the ?uid ?oWs at a 
substantially equal rate through the exit holes, advanta 
geously resulting in a generally uniform distribution of ?uid 
throughout a desired region of the anatomy. As ?uid is 
continually introduced into the catheter 90, the spring 94 
remains stretched to continually dispense ?uid from the 
catheter. If the ?uid introduction ceases temporarily, the 
?uid pressure Within the spring 94 may fall beloW the 
threshold dispensation pressure. If so, the spring may com 
press so that the coils are once again adjacent and the ?uid 
is no longer dispensed. 

[0059] In the preferred con?guration, the spring 94 and 
tube 92 are in contact along the entire length of the spring, 
so that the ?uid Weeping through the spring is forced to ?oW 
through the holes 96 of the infusion section. Preferably, one 
end of the spring 94 is attached to the inside Walls of the tube 
92, permitting the other end of the spring to be displaced as 
the spring stretches. The spring can be glued to the tube 92 
With, for example, a UV. adhesive, potting material, or other 
bonding materials. Alternatively, an end of the spring can be 
soldered onto the inner Walls of the tube 92. The tube 92 can 
be formed from any suitable material. The inside Walls of the 
tube 92 are preferably smooth so that the spring can more 
freely stretch and compress. 

[0060] FIG. 12 illustrates a catheter 100 according to 
another embodiment of the present invention. The catheter 
100 comprises a distally closed tube 102 having a plurality 
of exit holes 104 in side Walls of the tube 102. The portion 
of the tube 102 having exit holes 104 de?nes an infusion 
section of the catheter 100. The exit holes 104 are siZed to 
have a combined area of opening that is smaller than the area 
of any other ?oW-restricting cross-section or ori?ce of the 
catheter. Thus, the exit holes 104 are the ?oW-restrictor of 
the catheter 100. In use, the catheter advantageously dis 
penses ?uid through substantially all of the exit holes 104. 
A?uid introduced into a proximal end of the tube 102 ?oWs 
through the tube until it reaches the closed distal end thereof. 
At this point, the ?uid builds Within the infusion portion of 
the catheter. The ?uid is substantially prevented from ?oW 
ing through the holes 104, due to their small siZe. Eventu 
ally, the infusion portion of the catheter becomes ?lled With 
?uid. As ?uid is continually introduced into the proximal 
end of the tube 102, the ?uid pressure begins to build. At 
some point the pressure becomes suf?ciently high to force 
the ?uid through the exit holes 104. Moreover, the ?uid 
?oWs through substantially all of the exit holes 104. 

[0061] In this preferred con?guration, the exit holes 104 
are all equal in siZe so that the ?uid is dispensed at a 
substantially equal rate through substantially all of the holes. 
The holes 104 are preferably laser drilled to achieve a very 
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small hole diameter. A preferred diameter of the exit holes 
104 is about 0.0002 inches, or about 5 microns. 

[0062] Numerous eXit holes 104 may be provided Within 
the tube 102. The holes are advantageously provided 
throughout the circumference of the infusion portion of the 
catheter 100, to more uniformly deliver the ?uid throughout 
an anatomical region. A preferred aXial spacing betWeen 
adjacent holes 104 is Within the range of about 0.125 to 0.25 
inches, and more preferably about 3/16 inch. The catheter 100 
can be used for high or loW ?oW rate ?uid delivery. The tube 
102 can be formed from any of a variety of materials knoWn 
to those skilled in the art and discussed previously. 

[0063] With regard to all of the above embodiments, an 
independent guide Wire lumen may be provided Within or 
adjacent to the lumen(s) disclosed, as Will be understood by 
those skilled in the art. 

[0064] Although this invention has been disclosed in the 
conteXt of certain preferred embodiments and examples, it 
Will be understood by those skilled in the art that the present 
invention eXtends beyond the speci?cally disclosed embodi 
ments to other alternative embodiments and/or uses of the 
invention and obvious modi?cations and equivalents 
thereof. Thus, it is intended that the scope of the present 
invention herein disclosed should not be limited by the 
particular disclosed embodiments described above, but 
should be determined only by a fair reading of the claims 
that folloW. 

What is claimed is: 
1. Adevice for the uniform delivery of ?uid throughout an 

anatomical region, comprising an elongated catheter having 
a plurality of eXit holes along a length of said catheter, said 
eXit holes gradually increasing in siZe along said length of 
said catheter, Wherein the largest of said eXit holes is nearer 
to the distal end of said catheter than the smallest of said eXit 
holes, so that a ?uid ?oWing under pressure Within said 
catheter Will ?oW through substantially all of said eXit holes 
at a substantially equal rate, said catheter being formed from 
a material that is non-reactive to anatomical systems. 
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2. The device of claim 1, Wherein said eXit holes are 
provided throughout the circumference of said catheter. 

3. The device of claim 1, Wherein the smallest of said eXit 
holes has a diameter of at least 0.0002 inches and the largest 
of said eXit holes has a diameter of at most 0.01 inches. 

4. A method of uniformly delivering ?uid throughout an 
anatomical region, comprising the steps of: 

inserting an elongated catheter into said anatomical 
region, said catheter having a plurality of eXit holes 
along a length of said catheter, said eXit holes gradually 
increasing in siZe along said length of said catheter, 
Wherein the largest of said eXit holes is nearer to the 
distal end of said catheter than the smallest of said eXit 
holes, said catheter being formed from a material that 
is non-reactive to anatomical systems; and 

introducing a ?uid under pressure into the proXimal end of 
said catheter, said ?uid ?oWing through said eXit holes 
and entering said anatomical region, said ?uid ?oWing 
through substantially all of said eXit holes at a substan 
tially equal rate. 

5. A method of manufacturing a device for the uniform 
delivery of ?uid throughout an anatomical region, compris 
ing the steps of: 

forming an elongated catheter from a material that is 
non-reactive to anatomical systems; and 

providing a plurality of eXit holes along a length of said 
catheter, said eXit holes gradually increasing in siZe 
along said length of said catheter, Wherein the largest of 
said eXit holes is nearer to the distal end of said catheter 
than the smallest of said eXit holes, so that a ?uid 
?oWing under pressure Within said catheter Will ?oW 
through substantially all of said eXit holes at a substan 
tially equal rate. 

6. The method of claim 5, Wherein said providing step 
includes providing said eXit holes throughout the circum 
ference of said catheter. 


