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(57) ABSTRACT 
A roarning restriction system permits a Wireless carrier or a 
subscriber to set a pro?le that identi?es a chosen time 
window Within Which the subscriber’s Wireless calls that are 
originated from one or more selected roarning areas, are not 
alloWed to be completed, While calls that are initiated either 
from authorized roarning areas or outside the chosen time 
window are alloWed to be completed. The roarning restric 
tion system alloWs a Wireless carrier to either suspend or 
grant roarning privileges for a given subscriber Within one or 
more location areas, and for a particular time WindoW. 
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ROAMING AUTHORIZATION SYSTEM 

TECHNICAL FIELD OF THE INVENTION 

[0001] This invention relates to communications systems, 
and more speci?cally, to a method and system for authoriZ 
ing Wireless users to roam in selected radio coverage areas. 

BACKGROUND OF THE INVENTION 

[0002] Over the last tWenty years Wireless communica 
tions systems have evolved from their simple origins of 
single-operator Wireless netWorks to multi-operator seam 
less roaming netWorks that alloW Wireless callers to receive 
and to initiate calls from Wherever they might be—in their 
home service territory or in a roaming area that might even 
be located in a foreign country. A great number of technical 
and administrative obstacles had to be overcome before a 
subscriber of one Wireless service provider could transpar 
ently receive Wireless communications services from the 
netWork of another service provider. For example, multilat 
eral operating agreements had to be negotiated betWeen 
service providers to standardiZe communications betWeen 
the dissimilar sWitching systems of the different service 
providers’ netWorks. Most importantly, a common signaling 
protocol and signaling messages format and de?nition had to 
be agreed upon by all participating Wireless service provid 
ers for exchange of call handling messages betWeen their 
sWitching systems. 

[0003] Because of the signi?cant differences in the com 
munications systems architectures and sWitching systems 
used by the different service providers, only a small number 
of common signaling messages for essential call processing 
functions (e.g., registration) could be agreed upon by the 
different service providers. As a result, a service provider 
speci?c implementation for addressing a particular problem, 
such as Wireless fraud, could not be universally adopted by 
all service providers. For example, the common practice that 
requires a Wireless subscriber to provide authentication 
information before receiving service, could not be imple 
mented for all roaming callers. The inability to implement an 
authentication procedure for some roaming callers may be 
attributed to a variety of factors not the least of Which is the 
home carriers’ unWillingness to implement authentication 
procedures in their netWorks. 

[0004] Taking advantage of the lack of communications 
betWeen sWitches for fraud prevention information, roaming 
areas have been targeted as launching pads to initiate fraudu 
lent calls, thereby depriving Wireless communications car 
riers of yearly revenues estimated at over half a billion 
dollars. Typical fraudulent ploys for the theft of Wireless 
communications services include, for example, eavesdrop 
pers intercepting legitimate subscriber’s Wireless telephone 
sets’ Mobile Identi?cation Numbers (MIN) and Electronic 
Serial Numbers (ESN) pairs from Wireless communications 
frequencies, and publiciZing those pairs over fraud-informa 
tion-dissemination forums, such as electronic bulletin 
boards. The intercepted MINs and ESNs pairs are then 
programmed into an illegal Wireless device to enable a fraud 
perpetrator to initiate roaming Wireless calls that are charged 
to the legitimate subscribers’ accounts. 

[0005] In response to this ever-groWing problem, some 
communications carriers have felt compelled to implement 
additional fraud prevention measures that either deny or 
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restrict access to their netWork for certain types of Wireless 
calls. For example, some communications carriers have 
implemented drastic fraud prevention procedures, such as 
denial of service for calls originated from particular roaming 
areas. 

[0006] While these procedures have been quite effective in 
limiting incidences of Wireless communications fraud, it is 
undeniable that they present certain shortcomings. For 
example, denying access to a Wireless netWork for calls 
originated from certain roaming areas may have the negative 
effect of possibly denying access to communications ser 
vices to a great number of legitimate Wireless subscribers 
When those services might be most needed. The denial of 
service is particularly vexing to a subscriber When no 
land-line communications services are available, as on a 
deserted road. Equally signi?cant is the loss of roaming and 
air time charges and (possibly) long distance revenues that 
the service provider Would have received as proceeds for the 
completion of the denied calls. Hence, it is a continuing 
problem for Wireless communications carriers to implement 
fraud prevention measures that are neither unduly inconve 
nient to Wireless subscribers nor overly revenue-limiting for 
Wireless service providers. 

SUMMARY OF THE INVENTION 

[0007] The present invention is directed to a Wireless 
netWork that grants roaming privileges to a Wireless com 
munications service subscriber for one or more selected 

roaming areas only during a limited time period that is 
identi?ed in a pro?le of that subscriber. In an illustrative 
embodiment of the principles of the invention, a Wireless 
communications service subscriber is alloWed to set a pro?le 
that identi?es a chosen time WindoW Within Which Wireless 
calls originated from one or more selected roaming areas are 
permitted to be completed While Wireless calls that are 
initiated outside of the chosen time WindoW and that are 
originated from any one of these selected roaming areas are 
automatically terminated. Similarly, calls initiated from 
unauthoriZed roaming areas are also terminated. 

[0008] The subscriber’s pro?le may be, for example, a 
data structure, such as a table, that associates the subscrib 
er’s mobile end-user device MIN and/or ESN to the time 
WindoW for the selected roaming area(s). Hence, When the 
subscriber poWers on a mobile end-user device to register 
from a selected roaming area, the MIN and/or ESN associ 
ated With the mobile end-user device is used as a search key 
to retrieve the subscriber’s pro?le. The subscriber’s pro?le 
may be stored, for example, at the Home Location Register 
of the subscriber’s service provider. The current date, i.e., 
the date at Which the registration process is initiated, is then 
compared to the time WindoW information retrieved from the 
pro?le. If the current date falls Within the range of permis 
sible dates speci?ed in the pro?le for the selected roaming 
area, the registration process proceeds in a conventional 
manner. OtherWise, a registration denial procedure may be 
initiated based, for example, on the subscriber’s roaming 
history. 

[0009] According to an aspect of the invention, if the 
MIN/ESN pair associated With the mobile end-user device 
indicates, for example, that the subscriber is a frequent 
roamer, a call intercept feature may be activated for the 
mobile end-user device. Hence, When a call is initiated from 
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the mobile end-user device, the call is automatically routed 
to a live or automatic operator instead of its intended 
destination. The operator then prompts the caller for certain 
information to validate the caller’s identity. If the informa 
tion provided by the caller is valid, the call is then completed 
to its intended destination. OtherWise, the call is terminated. 

[0010] According to another aspect of the invention, When 
fraud is detected for a given subscriber Within a given 
roaming area, the serving Wireless service provider can deny 
services to that particular subscriber either for a ?nite 
amount of time or on a permanent basis. Alternatively, 
services may be alloWed or denied based on the results of 
further veri?cation of the subscriber’s identity. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0011] 
[0012] FIG. 1 is a communications sWitching system 
arranged in accordance With the invention to alloW Wireless 
communications services providers to authoriZe Wireless 
calls from selected roaming areas; 

[0013] FIGS. 2 and 3 are How diagrams of call processing 
instructions executed by some of the components of FIG. 1 
to register a mobile end-user device, and to complete Wire 
less calls from selected roaming areas; 

[0014] FIG. 4 illustrates a pro?le that associates MINs 
and ESNs With selected roaming areas; and 

[0015] FIG. 5 illustrates a table that correlates MINs and 
ESNs to a permissible roaming time period. 

In the draWings: 

DETAILED DESCRIPTION 

[0016] ShoWn in FIG. 1 is a multi-operator seamless 
roaming communications netWork that includes a land-line 
netWork 70, a Wireless visiting netWork 104 and a Wireless 
home netWork 120. The land-line netWork 70 includes 
interconnected local, tandem and toll sWitches (not shoWn) 
that enable a telephone call initiated from Wired telephone 
101 to be completed to another telephone set, such as set 80, 
or to be forWarded to Wireless netWork 120 or 104 for 
completion to a mobile end-user device such as Wireless 
telephone set 10 or 20. Hereinafter mobile end-user devices 
5, 10, 20 and 30 are simply referred to as “mobiles”5, 10, 20 
and 30. 

[0017] Each mobile is typically assigned a home netWork, 
so that, at any given time, a particular mobile may be either 
located in its home netWork or roaming in another netWork. 
HoWever in this example, for the sake of consistency and 
simplicity, Wireless netWork 104 is labeled “visiting net 
Work”104 While Wireless netWork 120 is called “home 
netWork”120. This is done to more clearly separate the role 
of visiting netWork 104 (in Which the roaming mobile 20 or 
30 is currently located) from the functions of home netWork 
120 (Which is the Wireless service provider for the oWner of 
roaming mobile 20 or 30). Speci?cally, visiting Wireless 
netWork 104 is arranged to detect the presence of roaming 
mobiles 20 and 30, and to inform home netWork 120 of that 
presence. By contrast, home netWork 120 is responsible for 
communicating to visiting netWork 104 signaling informa 
tion indicative of permission to grant roaming privileges to 
roaming mobiles 20 and 30. Other information transferred 
by home netWork 120 to visiting netWork 104 includes a list 
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of features subscribed to by the oWner of roaming mobiles 
20 and 30, as described in further detail beloW With refer 
ence to FIG. 4. Mobiles 20 and 30 may use any conventional 
Wireless technology for communicating With visiting Wire 
less netWork 104. For example, mobile 20 may be a con 
ventional cellular telephone set While mobile telephone set 
30 may be a loW-mobility Personal Communications Service 
(PCS) end-user device. Although mobiles 20 and 30 are 
shoWn in FIG. 1 as a car phone and a Wireless telephone set, 
respectively, it is to be understood that mobiles 20 and 30 
may be Wireless data communications or multimedia com 
munications devices. 

[0018] The operations of Wireless visiting netWork 104 
and Wireless home netWork 120 and the interactions of their 
elements to implement the principles of the invention are 
better understood When described in conjunction With a How 
diagram for the registration process for one of the mobiles, 
mobile 20, for example. This How diagram is shoWn in FIG. 
2 and is described beloW With reference to the elements of 
FIG. 1. Because visiting netWork 104 and home netWork 
120 are (for the sake of simplicity) similarly con?gured, a 
description of the components of visiting netWork 104 is 
provided beloW With reference to equivalent components in 
home netWork 120 indicated in parentheses. 

[0019] Also shoWn in FIG. 1 is Intelligent Peripheral (IP) 
53 (63) that is connected to MTSO 50 (60). One of the 
modular components that may be included in IP 53 (63) is 
Voice Response Unit (VRU) 53, Which is arranged to prompt 
a caller for speci?c information by asking questions in the 
form of recorded announcements that are based on a set of 
modules in a transaction script. Relevant information col 
lected from a caller in the form of Dual Tone Multi 
Frequency (DTMF) signals or speech input is interpreted by 
VRU 53 for delivery to Home Location Register (HLR 91), 
as explained beloW. Voice Response Unit 53 (63) may be 
implemented using, for example, vendors’ products, such as 
the Brite system or the AT&T Conversant Voice System 
Whose architecture and features are described in AT &T 
Technical Journal, Vol. 65, Issue 5, pp. 33-47, September/ 
October 1986. Also shoWn in FIG. 1 as a modular compo 
nent of IP 53 (63) is Voice Mail (VM) system 54 Which is 
arranged to deliver a prompting announcement soliciting a 
telephone number at Which a calling party can be reached. 
Well-knoWn voice mail systems include the Octel Commu 
nications System and the AT&T Audio exchange system 
Whose features and functionality are described in US. Pat. 
No. 4,790,003 issued to G. D. Kepley, et al. on Dec. 6, 1988. 

[0020] As is knoWn in the art, the registration process 
alloWs the identity and the relative position of a mobile in an 
active idle state to be knoWn to a home netWork, such as 
home netWork 120, for functions such as a) delivery of 
incoming calls to the Wireless set, and b) billing for calls 
initiated or received by the set. The registration process is 
typically initiated When a user poWers on Wireless telephone 
set 20, as indicated in step 201. When visiting Wireless 
netWork 104 is an analog communications system that 
implements, for example, the Advanced Mobile Phone Ser 
vice (AMPS) cellular radio standard, mobile 20 determines 
the frequency of the strongest received radio signal to locate 
the reverse control radio channel associated With the nearest 
base station, Which may be either base station 36 or 37 
depending on factors such as the strength of signals radiated 
by one of these base stations. As is knoWn in the art, the 
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reverse radio control channel is a signaling channel that is 
used by a base station to exchange signaling information 
With rnobiles in the radio coverage area of a base station 
knoWn as a “cell”. 

[0021] Once the reverse control radio channel of base 
station 36, for example, is located by mobile 20, that mobile 
transrnits signaling information to base station 36 via the 
identi?ed radio control channel. Signaling inforrnation corn 
rnunicated by mobile 20 to one of the base stations 36 and 
37 for the registration process includes the Mobile Identi 
?cation Number (MIN) and the Electronic Serial Number 
(ESN) of mobile 20. Base stations 36 and 37 (39, 40) include 
transceivers and other hardWare arranged to transfer via the 
airWaves information received from Mobile Telephone 
SWitching Office (MTSO) 50 (60) via Wired facilities 16 and 
17 (14 and 15) respectively. Alternatively, point-to-point 
rnicroWave links may also be used to connect base stations 
36, 37 (39, 40) to MTSO 50 (60). Similarly, information 
received from the rnobiles via the airWaves is transferred by 
base stations 36 and 37 (39 and 40) to MTSO 50 (60) via 
point-to-point rnicroWave links or land-line facilities 16 and 
17 (14 and 15) respectively. Hence, upon receiving the MIN 
and ESN pair associated with mobile 20, base station 36 
typically transmits the MIN/ESN information to MTSO 50, 
as indicated in step 202. 

[0022] MTSO 50 (60) is comprised of a set of modular 
hardWare and software components designed to administer 
the allocation of radio channels Within the visiting netWork 
104 (home network 120), and to coordinate paging of 
Wireless telephone sets 10 and 30 for calls destined for those 
sets. MTSO 50 also coordinates hand-off of calls (in 
progress) from one base station to another, as mobile 20 
leaves one cell to cross the borders of another cell. Although 
MTSO 50 (60) is shoWn in FIG. 1 as being remote from base 
stations 36 and 37, (39 and 40), it is to be understood that 
MTSO 50 (60) may be co-located With one of the base 
stations 36 and 37 (39 and 40). 

[0023] One of the modular components of MTSO 50 (60) 
is Mobile SWitching Center (MSC) 52 (62) Which is typi 
cally a processor-controlled softWare-driven sWitching sys 
tern arranged to provide searnless cornrnunications paths by 
bridging radio channels and Wired channels for calls routed 
over visiting Wireless netWork 104 (home netWork 120) and 
land-line netWork 70. Of particular signi?cance is the role 
played by MSC 51 (61) in the registration process men 
tioned above. Speci?cally, When MSC 51 (61) receives from 
base station 36 a registration request message Which 
includes the MIN and ESN pair of mobile 30, MSC 51 
proceeds to send that message to VLR 52, which determines 
based on the digits of the received MIN, that mobile 30 is a 
roarning rnobile. VLR 52 is a database facility that is used 
to retrieve information for handling cornrnunications ser 
vices requests frorn a roarning rnobile. VLR 52 uses the MIN 
and ESN pair included in the REGNOT message to identify 
Home Location Register (HLR) HLR 66 as the home 
location register of mobile 30. Thereafter, VLR 52 sends a 
Registration Noti?cation (REGNOT) message to Home 
Location Register (HLR) HLR 66. As is knoWn in the art, an 
HLR is a database facility that stores subscriber information 
associated With a mobile. Inforrnation stored for a subscriber 
includes the MIN/ESN pair of the subscriber’s rnobile 
end-user device, and the subscriber’s pro?le Which identi?es 
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the set of features, capabilities and/or operations restrictions 
associated With the subscriber for roaming and local corn 
rnunications services. 

[0024] FIG. 4 shoWs an illustrative table that stores infor 
rnation associated With a pro?le of a Wireless subscriber. The 
?elds grouped under the header “subscribed features” indi 
cate the different communications services features that may 
be subscribed to by a user. Although the table of FIG. 4 
shoWs only the call Waiting, call forWarding, 3-Way calling 
and international calling features, it is to be understood that 
other features may also be available. Inforrnation associated 
With the respective date/tirne Within Which a subscriber can 
roarn in one or more particular location areas is shoWn in the 
table of FIG. 4 under the “Roarning Restriction per MSC 
(RRM)” group of ?elds. As is Well knoWn in the art, a 
location area is a Wireless geographical area served by an 
MSC. Thus, the unique identi?cation number of an MSC 
called “MSCID” identi?es not only the MSC but also the 
location area served by the MSC. The RRM group of ?elds 
includes a RRM List ?eld Which is a pointer identifying a set 
of location areas (illustrated in the table of FIG. 5 ) in Which 
roarning is authoriZed only When certain conditions are met. 
For example, the subscriber Whose pro?le is shoWn in the 
table of FIG. 4 can exercise roarning privileges in location 
areas associated With MSCIDs 28, 15 and 33 only after the 
date indicated in the time speci?cation ?eld. In actual 
application of the principles of the invention, the date in the 
time speci?cation ?eld may be entered in YYDDD format, 
where YY represents the last tWo digits of the year, and 
1§DDD<366. As is Well knoWn in the art, the YYDDD 
format allows easier comparison of the date stored in the 
time speci?cation ?eld (t1) With current date (to). It is Worth 
noting that a subscriber is free to roam in a location area that 
is not identi?ed by a pointer in the RRM list in the 
subscriber’s pro?le. Advantageously, the tables of FIGS. 4 
and 5 provide great ?exibility in designing a pro?le for a 
subscriber since a pro?le may have 20 entries (or more) in 
the RRM group of ?elds, and any combination of 256 (or 
more) different MSCIDs represented in those entries. 

[0025] Also shoWn in the table of FIG. 4 is the roarning 
characteristic associated With a particular MIN/ESN pair. A 
subscriber Who is a frequent roarner is given a roarning 
characteristic value of “1” While a value of “0” in the 
roarning characteristic ?eld indicates that a subscriber has no 
(or very little) roarning history. Alternatively, values ranging 
from 0 to 9 may be used to identify the roarning character 
istics of a subscriber. In the latter case values above a 
threshold of 4 or 5, for example, Would indicate that a 
subscriber is a frequent roarner. 

[0026] Referring back to FIG. 2, once VLR 52, in step 
203, identi?es HLR 66 as the home location register of 
mobile 30, VLR 52 transmits a “registration invoke” sig 
naling message to HLR 66, in step 204, to request the 
subscriber pro?le stored in HLR 66. The “registration 
invoke” signaling rnessage includes the MSCID of MSC 51 
and the MIN/ESN pair. Upon receiving the “registration 
invoke” signaling rnessage, HLR 66 uses the MIN/ESN pair 
of mobile 30 to retrieve the subscriber’s pro?le associated 
With that mobile, as indicated in step 205. Thereafter, HLR 
66 determines, in step 206, Whether roarning privileges are 
restricted for the received MIN/ESN pair in the roarning area 
from Which the registration request originated. This is 
achieved in a tWo-step process. In a ?rst step, the pointers 
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represented by the contents of the RRM list ?eld in the 
subscriber’s pro?le are used to retrieve the MSCIDs illus 
trated n FIG. 5. In a second step, the MSCID included in the 
“registration invoke” message is compared to each one of 
the retrieved MSCIDs. If no match is found, HLR 66 
proceeds With the registration procedure in a conventional 
manner, as indicated in step 207. If a match is found, 
hoWever, HLR 66 compares the current date With the date 
indicated in the time speci?cation ?eld in the pro?le for the 
RRM list number in question. If the content in the time 
speci?cation ?eld indicates a later date than the current date, 
HLR 66 proceeds With the registration procedure as folloWs. 

[0027] According to another aspect of the invention, When 
the roaming area in question is restricted, as indicated by an 
earlier date than the current date in the time speci?cation 
?eld, HLR 66 determines in step 208 Whether the subscriber 
associated With the MIN/ESN pair of mobile 20 is a frequent 
roamer. This is indicated, in this illustrative eXample, by a 
value of “1” in the roaming characteristic ?eld of the pro?le 
for a frequent roamer and a value of “0” for an infrequent 
roamer. What is considered a frequent roamer is implemen 
tation-dependent. For eXample, a service provider may con 
sider a subscriber Who roams three times (or more) a month 
a frequent roamer, While another service provider may label 
a frequent roamer only subscribers Who roam 10 times (or 
more) a month. Other service providers may prefer to use a 
longer or shorter time period per number of roaming occur 
rences. If the subscriber is not a frequent roamer, as deter 
mined in step 208, a denial of registration message is 
returned to the VLR, as shoWn in step 208. For a frequent 
roamer, HLR 66 sends a signaling message to VLR 52 to 
instruct the latter to intercept any outgoing call initiated by 
mobile 20 and to complete the call instead to either a live 
operator (not shoWn) or to Voice Processing System 63. 
Upon receiving the call interception signaling message from 
HLR 91, VLR 52 creates a record in its data structure for the 
MIN/ESN pair of mobile 20. The record Will include the 
telephone number of Voice Processing System 63 (or the 
operator) to Which intercepted calls should be forWarded. 

[0028] FIG. 3 shoWs illustrative processing instructions 
executed by some of the elements of FIG. 1 to complete 
Wireless calls initiated from mobile 20 When the call inter 
ception feature has been activated as part of the registration 
process. When a user at mobile 20 initiates a Wireless call, 
as shoWn in step 301, the call is received by base station 36 
Which forWards the MIN/ESN and the dialed number to 
MSC 51 via line 16. MSC 51 queries VLR 52 to determine 
hoW to complete the call. Upon determining that the call 
interception feature is activated for the MIN/ESN pair 
associated With the call, VLR 52 instructs MSC 51 to 
forWard the call and the dialed number to Voice Response 
Unit 65, as illustrated in step 302. 

[0029] Voice Response Unit 55, in step 303, uses recorded 
announcements stored therein to prompt the caller for per 
sonal authentication information. Questions posed to a caller 
may include, for eXample, the subscriber’s social security 
number, date of birth or other information that can be 
entered as digits on a dial pad. When Voice Response Unit 
55 is equipped With a speech recognition system, additional 
information, such as billing address or mother’s maiden 
name, may also be collected as authentication information 
from the caller. Voice Response Unit 55 proceeds to transfer 
the collected information to HLR 66 for validation therein. 
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This may be accomplished, for eXample, by comparing the 
information collected from the caller to data stored in the 
personal information ?eld in the subscriber’s pro?le of FIG. 
4. If a match is found, the information provided by the caller 
is considered valid. OtherWise, the information received by 
Voice Response Unit 55 from the caller is considered 
invalid. When the received information is invalid, as deter 
mined in step 304, the call is terminated, as indicated in step 
305. Alternatively, laW enforcement authorities may be 
alerted for appropriate action. 

[0030] If the received authentication information is valid, 
Voice Response Unit 55, in step 306, prompts the caller for 
information Which includes his or her duration of stay in the 
roaming area. Thereafter, Voice Response Unit 55, in step 
307, completes the call to the destination number provided 
by the caller. This is accomplished, for eXample, by Voice 
Response Unit 55 instructing MSC 61 to establish a con 
nection to the destination number provided by the caller and 
bridging the ?rst leg of the connection (i.e., from the caller 
to Voice Response Unit 55) to the second leg of the 
connection (i.e., from MSC 61 to the destination number 
provided by the caller). 

[0031] After completion of the call, Voice Response Unit 
55 transfers the duration of stay information collected from 
the caller to HLR 66. Upon receiving that information, HLR 
66, in step 308 enters that information in the time speci? 
cation ?eld of FIG. 5 to update the subscriber’s pro?le. 
Thereafter, HLR 66, in step 309, sends a signaling message 
to VLR 52 to indicate that the call interception feature has 
been deactivated. 

[0032] Although MSC 51 (61), HLR 56 (66) and VLR 52 
(62) are shoWn in FIG. 1 as distinct physical components, it 
is to be understood that those components may be integrated 
in one networking entity that performs the individual func 
tions carried out by each one of those components. 

[0033] According to another aspect of the invention, the 
time speci?cation ?eld may be populated by a caller dialing 
a telephone number, such as a toll-free number that is 
associated With Voice Response Unit 55 to populate the 
roaming restriction period ?eld for one or more selected 
roaming areas. This method may also be used to select a neW 
roaming area. Population of the roaming restriction ?eld 
using this method involves Voice Response Unit 55 prompt 
ing a caller for authentication information before the caller 
is authoriZed to select a roaming area or provide time 
speci?cation data for a roaming area. At the end of the call, 
Voice Response Unit 55 transfers the collected information 
to HLR 66 for storage in the tables of FIG. 4 and 5. 

[0034] The foregoing is to be construed as only being an 
illustrative embodiment of this invention. Persons skilled in 
the art can easily conceive of alternative arrangements 
providing functionality similar to this embodiment Without 
any deviation from the fundamental principles or the scope 
of this invention. 

The invention claimed is: 
1. A method of processing a communications service 

request from a mobile end-user device, said method com 
prising the steps of: 

receiving at a Wireless communications system a com 
munications service request initiated by a mobile end 
user device, said request including i) identi?cation 
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information associated With said mobile end-user 
device, and ii) information indicative of a roaming area 
from Which said request Was initiated; 

retrieving a pro?le associated With said mobile end-user 
device based on least a portion of said identi?cation 
information; and 

denying said communications service request to said 
mobile end-user device When said request is received 
Within a roaming restriction time WindoW identi?ed in 
said pro?le for said roaming area. 

2. The method of claim 1 Wherein said identi?cation 
information associated With said mobile end-user device 
includes an electronic serial number. 

3. The method of claim 1 Wherein said identi?cation 
information associated With said mobile end-user device 
includes a mobile identi?cation number. 

4. A method of operating a netWork providing Wireless 
communications services, said method comprising the steps 
of: 

storing in a memory data structures that associate data 
related to i) identi?cation information for at least one 
Wireless subscriber, and ii) at least one selected roam 
ing area from Which said at least one Wireless sub 
scriber is prohibited from initiating Wireless calls 
Within a selected period of time; 

denying a connection request When said connection 
request is a) received in conjunction With identi?cation 
information that matches said identi?cation informa 
tion stored in said memory b) initiated from said at least 
one selected roaming area, and Within said selected 
period of time. 

5. A communications system for processing registration 
requests for Wireless calls, said system comprising: 

a computer’s storage area containing data structures that 
associate data related to i) identi?cation information of 
at least one mobile end-user device ii) at least one 
selected roaming area in Which Wireless calls that are 
initiated therefrom Within a selected time WindoW With 
said at least one mobile end-user device, are prohibited 
from being completed; and 

a processor that a) analyZes signaling information 
received in connection With a registration request for a 
Wireless call to inquire Whether at least a portion of said 
signaling information matches said identi?cation infor 
mation and said at least one selected roaming area 
stored in said computer’s storage area, and b) in 
response to a positive ansWer to said inquiry, denies 
said registration request When said registration request 
is initiated Within said selected period of time. 

6. The system of claim 5 Wherein said identi?cation 
information includes an electronic serial number for said at 
least one mobile end-user device of said at least one Wireless 
subscriber. 

7. The system of claim 5 Wherein said identi?cation 
information includes an includes a mobile identi?cation 
number. 

8. A Wireless communications system comprising: 

a sWitching system that receives at time to a communi 
cations service request initiated by a mobile end-user 
device for a Wireless call, said request including i) 
identi?cation information associated With said mobile 
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end-user device and ii) a roaming area from Which said 
request for registration originated; and 

a processor Which receives said identi?cation information 
and instructs said sWitching system to deny said com 
munications service request from said mobile end-user 
device When said processor determines that at least a 
portion of said received identi?cation information 
matches an entry in a pro?le that prohibits honoring 
said communications service request to said mobile 
end-user device for calls initiated by said mobile end 
user device from said roaming area and before a period 
of time t1 Where tl>to. 

9. A method of processing a Wireless call initiated from a 
mobile end-user device, said method comprising the steps 
of: 

receiving at a Wireless communications sWitch a commu 

nications service request for said Wireless call initiated 
by a caller With a mobile end-user device, said request 
including i) identi?cation information associated With 
said mobile end-user device, and ii) a roaming area 
from Which said request Was initiated and iii) a called 
party number; 

retrieving a pro?le associated With said mobile end-user 
device using at least a portion of said identi?cation 
information as a search key; 

ascertaining from said pro?le i) roaming characteristics of 
a subscriber associated With said mobile end-user 
device and ii) restrictions on completion of calls initi 
ated With said mobile end-user device from said roam 
ing area; and 

redirecting said Wireless call to an operator based on said 
roaming characteristics associated With said subscriber 
When said restrictions are in effect. 

10. The method of claim 9 Wherein said Wireless call is 
redirected to said operator only When said roaming charac 
teristics in said pro?le indicate that said subscriber of said 
mobile end-user device is a frequent roamer. 

11. The method of claim 9 further comprising the steps of: 

prompting said caller for authentication information; and 

completing said Wireless call to said called party number 
only When authentication information provided by said 
caller in response to said prompt is valid. 

12. The method of claim 9 further comprising the step of: 

prompting said caller for authentication information; and 

terminating said call When said authentication informa 
tion provided by said caller in response to said prompt 
is invalid. 

13. The method of claim 9 further comprising the steps of 

prompting said caller for authentication information and 
data indicative of a duration of stay period in said 
roaming area; 

completing said Wireless call to said called party number 
only When authentication information provided by said 
caller in response to said prompt is valid; and 
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authorizing completion of subsequent Wireless calls to 16. The system of claim 15 Wherein said processor 
their intended destination Without call redirection to redirects said call to said operator only When said roaming 
Said Operator When Said subsequent Wireless Calls are characteristics in said pro?le indicate that said subscriber is 
initiated from said roaming area by said mobile end- a frequent roamer, 
user device and Within said duration of stay period in 17_ The method of Claim 14 further Comprising 
said roaming area. 

14. The method of claim 13 further comprising the step of a voice processing system Which prompts said caller for 
. . . . . . . authentication information and directs said processor to 

deactivating said call completion authoriZation for said . . . 
. . . . complete said call to said called party When authenti 

mobile end-user device after said duration of stay . . . . . . 
. . cation information provided by said caller in response 

period has expired. . . . 
. . . . to said prompt is valid. 

15. A system for processing a communications service _ _ _ 

request from a mobile end-user device, said system com- 18' The method of Chum 14 further Compnsmg 

pnsmg: a voice processing system Which prompts said caller for 
a Wireless Communications Switching System which authentication information and terminates said call 

receives from a mobile end-user device a e0mmuniea_ When said authentication information provided by said 
tions service request initiated by a caller to complete a Caller in response I0 Said prompt iS invalid. 
Wireless call, said request including i) identi?cation 19_ The method of Claim 14 further Comprising 
information associated With said mobile end-user _ _ _ _ 

device, ii) a roaming area from Which said request Was a V0166 PrQCe§S1ng§yStem Whlch 21) prompls Sfud fuller for 
initiated and iii) a Called party number; authentication information and data indicative ‘of a 

_ _ _ _ duration of stay period in said roaming area b) directs 

a database from Whlch a Prom? assoclated Wlth Sald said processor to complete said call to said called party 
mob_lle end'llsef deV_1Ce 1§ relneved based O_n least a When authentication information provided by said 
portion of said identi?cation information, said pro?le Caner in response to Said prompt is Valid and C) 
bemg relnéved to determlPe therefrPm 1) foamnlg forWards said duration of stay period data to said 
characteristics of a subscriber associated With said processor to allow Said processor to authorize comple_ 

mobile end'lfséfdevicéand restrictions on comple' tion of subsequent Wireless calls to their intended 
tion of calls initiated With said mobile end-user device destination Without can redirection to Said Operator 
from Sald roammg area; and When said subsequent Wireless calls are initiated from 

a processor Which redirects said Wireless call to an Said roaming area by Said mobile end-user device and 
operator based on said roaming characteristics associ- Within Said duration of Stay Period in Said roaming area 
ated With said subscriber When said restrictions are in 
effect. * * * * * 


