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(57) ABSTRACT 

AWash-free hot drink cup lid structure includes a cup body, 
and a cup lid. The cup lid is secured on the cup body, and 
has a periphery including a lid rirn provided With a folding 
seam. The lid rirn has an outer side provided With a pull tab 
that may be pulled upward to break the folding searn of the 
lid rim, so that one end of the cup lid forms a hot drink 
opening. In such a manner, the cup lid de?nes a locking slot 
located adjacent to a central portion of the cup lid, so that 
When the lid rim of the cup lid is removed from the cup lid, 
the lid rirn may be folded upWard to be locked in the locking 
slot, thereby preventing the user’s ?nger from touching the 
?uid food contained in the cup body. 
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WASH-FREE HOT DRINK CUP LID STRUCTURE 

BACKGROUND OF THE INVENTION 

[0001] 1. Field of the Invention 

[0002] The present invention relates to a Wash-free hot 
drink cup lid structure, and more particularly to a Wash-free 
hot drink cup lid structure Which uses a cup lid having a lid 
rim that may be folded upWard to be directly locked in the 
locking slot of the cup lid, thereby opening the hot drink 
opening of the cup lid, Without Wetting the user’s ?nger, 
thereby preventing the user’s ?nger from touching the ?uid 
food contained in the cup body. 

[0003] 2. Description of the Related Prior Art 

[0004] A ?rst conventional hot drink cup in accordance 
With the prior art shoWn in FIG. 1 comprises a cup body 100, 
and a cup lid 200. HoWever, the user has to remove the entire 
cup lid 200 from the cup body 100 for drinking, so that the 
hot drink easily ?oWs out of the cup body 100 Without the 
cup lid 200 When the hot drink is not drunk up. 

[0005] A second conventional hot drink cup in accordance 
With the prior art shoWn in FIGS. 2 and 3 comprises a cup 
body 100, and a cup lid 300. The cup lid 300 includes a 
folding seam 301, a pull tab 302, a locking recess 303, and 
a locking block 304. The pull tab 302 may be pulled upWard 
to move toWard the locking block 304 so that the locking 
block 304 may be secured in the locking recess 303, thereby 
forming a hot drink opening for alloWing the user to drink 
the hot drink food contained in the cup body 100. 

[0006] As shoWn in FIG. 3, the user has to press the back 
of the locking recess 303 toWard the locking block 304. 
HoWever, the back of the locking recess 303 located in the 
inner side of the cup lid 300 Will touch the ?uid food 
contained in the cup body 100, so that the user’s ?nger Will 
touch the ?uid food, thereby Wetting or contaminating the 
user’s ?nger. 

[0007] A third conventional hot drink cup in accordance 
With the prior art shoWn in FIGS. 4 and 5 comprises a cup 
body 100, and a cup lid 400. The cup lid 400 includes a 
circular recess 401, a circular lug 402, and a pull tab 403. 
The pull tab 403 may be pulled upWard to move toWard the 
circular lug 402 so that the circular lug 402 may be secured 
in the circular recess 401, thereby forming a hot drink 
opening for alloWing the user to drink the hot drink food 
contained in the cup body 100. 

[0008] In operation, the user has to press the back of the 
circular recess 401 toWard the circular lug 402. HoWever, the 
back of the circular recess 401 located in the inner side of the 
cup lid 400 Will touch the ?uid food contained in the cup 
body 100, so that the user’s ?nger Will touch the ?uid food, 
thereby Wetting or contaminating the user’s ?nger. 

SUMMARY OF THE INVENTION 

[0009] The present invention has arisen to mitigate and/or 
obviate the disadvantage of the conventional Wash-free hot 
drink cup lid structure. 

[0010] The primary objective of the present invention is to 
provide a Wash-free hot drink cup lid structure comprising: 

[0011] a cup body, and a cup lid, the cup lid secured 
on the cup body, the cup lid having a periphery 
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including a lid rim provided With a folding seam, the 
lid rim having an outer side provided With a pull tab 
that may be pulled upWard to break the folding seam 
of the lid rim, so that one end of the cup lid forms a 
hot drink opening; 

[0012] 
[0013] the cup lid de?ning a locking slot located 

adjacent to a central portion of the cup lid, so that 
When the lid rim of the cup lid is removed from the 
cup lid, the lid rim may be folded upWard to be 
locked in the locking slot, thereby preventing a 
user’s ?nger from touching the ?uid food con 
tained in the cup body. 

the improvement comprising: 

[0014] In such a manner, the lid rim of the cup lid may be 
directly locked in the locking slot of the cup lid to open the 
hot drink opening of the cup lid, Without Wetting the user’s 
?nger, thereby preventing the user’s ?nger from touching 
the ?uid food contained in the cup body. 

[0015] Another objective of the present invention is to 
provide a Wash-free hot drink cup lid structure, Wherein the 
cup lid only needs to provide a locking slot Without having 
to additionally provide a lug or a locking block to mate With 
the locking slot. The user only needs to pull the removed lid 
rim to be directly locked in the locking slot so as to open the 
hot drink opening of the cup lid, thereby simplifying the 
construction of the Wash-free hot drink cup lid structure, and 
thereby decreasing the cost of fabrication of the Wash-free 
hot drink cup lid structure. 

[0016] Further bene?ts and advantages of the present 
invention Will become apparent after a careful reading of the 
detailed description With appropriate reference to the accom 
panying draWings. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0017] FIG. 1 is a perspective vieW of a ?rst conventional 
hot drink cup in accordance With the prior art; 

[0018] FIG. 2 is a perspective vieW of a second conven 
tional hot drink cup in accordance With the prior art; 

[0019] FIG. 3 is a schematic operational vieW of the 
second conventional hot drink cup as shoWn in FIG. 2; 

[0020] FIG. 4 is a perspective vieW of a third conventional 
hot drink cup in accordance With the prior art; 

[0021] FIG. 5 is a schematic operational vieW of the third 
conventional hot drink cup as shoWn in FIG. 4; 

[0022] FIG. 6 is a perspective vieW of a Wash-free hot 
drink cup lid structure in accordance With the present 
invention; 
[0023] FIG. 7 is a top plan vieW of the Wash-free hot drink 
cup lid structure as shoWn in FIG. 6; 

[0024] FIG. 8 is a schematic operational vieW of the 
Wash-free hot drink cup lid structure as shoWn in FIG. 6; and 

[0025] FIG. 9 is a schematic operational vieW of the 
Wash-free hot drink cup lid structure as shoWn in FIG. 8. 

DETAILED DESCRIPTION OF THE 
INVENTION 

[0026] Referring to FIGS. 6-9, a Wash-free hot drink cup 
lid structure in accordance With the present invention com 
prises a cup body 1, and a cup lid 2 to form a hot drink cup. 
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[0027] The cup lid 2 is secured on the cup body 1 in a snap 
manner. The cup lid 2 has a periphery including a lid rim 21 
provided With a folding seam 22. The lid rim 21 has an outer 
side provided With a pull tab 23 that may be pulled upWard 
to break the folding seam 22 of the lid rim 21, so that one 
end of the cup lid 2 forms a hot drink opening “A” as shoWn 
in FIG. 9. 

[0028] The improvement of the present invention is 
described as folloWs. 

[0029] The cup lid 2 de?nes a locking slot 24 located 
adjacent to the central portion of the cup lid 2 and having a 
con?guration mating that of the lid rim 21 of the cup lid 2, 
so that When the lid rim 21 of the cup lid 2 is removed from 
the cup lid 2, the lid rim 21 may be folded upWard to be 
directly locked in the locking slot 24 as shoWn in FIG. 9. In 
such a manner, the lid rim 21 is not located at the inner side 
of the bottom of the cup lid 2, so that the lid rim 21 Will not 
touch the ?uid food contained in the cup body 1, thereby 
preventing the user’s ?nger from touching the ?uid food 
contained in the cup body 1 When he pulls the pull tab 23 
upWard to snap the lid rim 21 into the locking slot 24. 

[0030] It is to be noted that, the cup lid 2 needs not to 
additionally provide a lug or a locking block to be snapped 
into the locking slot 24. The user only needs to pull the 
removed lid rim 21 to be directly locked in the locking slot 
24 as shoWn in FIG. 9. 

[0031] Preferably, the locking slot 24 of the cup lid 2 is 
arc-shaped, and the lid rim 21 of the cup lid 2 is arc shaped 
to mate With the shape of the locking slot 24 of the cup lid 
2. 

[0032] Accordingly, the Wash-free hot drink cup lid struc 
ture in accordance With the present invention uses a cup lid 
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having a lid rim that may be folded upWard to be directly 
locked in the locking slot of the cup lid, thereby opening the 
hot drink opening of the cup lid, Without Wetting the user’s 
?nger. 
[0033] Although the invention has been eXplained in rela 
tion to its preferred embodiment as mentioned above, it is to 
be understood that many other possible modi?cations and 
variations can be made Without departing from the scope of 
the present invention. It is, therefore, contemplated that the 
appended claim(s) Will cover such modi?cations and varia 
tions that fall Within the true scope of the invention. 

What is claimed is: 
1. A Wash-free hot drink cup lid structure comprising: 

a cup body, and a cup lid, the cup lid secured on the cup 
body, the cup lid having a periphery including a lid rim 
provided With a folding seam, the lid rim having an 
outer side provided With a pull tab that may be pulled 
upWard to break the folding seam of the lid rim, so that 
one end of the cup lid forms a hot drink opening; 

the improvement comprising: 

the cup lid de?ning a locking slot located adjacent to a 
central portion of the cup lid, so that When the lid rim 
of the cup lid is removed from the cup lid, the lid rim 
may be folded upWard to be locked in the locking 
slot, thereby preventing a user’s ?nger from touching 
?uid food contained in the cup body. 

2. The Wash-free hot drink cup lid structure in accordance 
With claim 1, Wherein the locking slot of the cup lid is 
arc-shaped, and the lid rim of the cup lid is arc shaped 
mating With the locking slot of the cup lid. 

* * * * * 


