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ELECTRONIC WEIGHING APPARATUS 
UTILIZING SURFACE ACOUSTIC WAVES 

[0001] This application is related to allowed co-oWned 
application Ser. No. 09/327,707 ?led Jun. 9, 1999, Ser. No. 
08/729,752 ?led Oct. 7, 1996, now US. Pat. No. 5,910,647, 
and Ser. No. 08/489,365 ?led Jun. 12, 1995, now US. Pat. 
No. 5,663,531, the complete disclosures of Which are hereby 
incorporated by reference herein. 

BACKGROUND OF THE INVENTION 

[0002] 1. Field of the Invention 

[0003] The invention relates to electronic Weighing 
devices. More particularly, the invention relates to an elec 
tronic Weighing device Which employs surface acoustic 
Waves to measure Weight. 

[0004] 2. State of the Art 

[0005] Precision electronic Weighing devices are Widely 
knoWn in the art and there are many different technologies 
utiliZed in these electronic Weighing devices. Laboratory 
scales or “balances” typically have a capacity of about 1,200 
grams and a resolution of about 0.1 gram, although scales 
With the same resolution and a range of 30,000 grams are 
available. The accuracy of these scales is achieved through 
the use of a technology knoWn as magnetic force restoration. 
Generally, magnetic force restoration involves the use of an 
electromagnet to oppose the Weight on the scale platform. 
The greater the Weight on the platform, the greater the 
electrical current needed to maintain the Weight. While these 
scales are very accurate (up to one part in 120,000), they are 
expensive and very sensitive to ambient temperature. In 
addition, their range is relatively limited. 

[0006] Most all other electronic Weighing devices use load 
cell technology. In load cell scales, the applied Weight bends 
an elastic member Which has strain gauges bonded to its 
surface. The strain gauge is a ?ne Wire Which undergoes a 
change in electrical resistance When it is either stretched or 
compressed. A measurement of this change in resistance 
yields a measure of the applied Weight. Load cell scales are 
used in non-critical Weighing operations and usually have a 
resolution of about one part in 3,000. The maXimum reso 
lution available in a load cell scale is about one part in 
10,000 Which is insuf?cient for many critical Weighing 
operations. HoWever, load cell scales can have a capacity of 
several thousand pounds. 

[0007] While there have been many improvements in 
electronic Weighing apparatus, there remains a current need 
for electronic Weighing apparatus Which have enhanced 
accuracy, expanded range, and loW cost. 

[0008] The previously incorporated applications disclose 
an electronic Weighing apparatus having a base Which 
supports a cantilevered elastic member upon Which a load 
platform is mounted. The free end of the elastic member is 
provided With a ?rst pieZoelectric transducer and a second 
pieZoelectric transducer is supported by the base. Each 
transducer includes a substantially rectangular pieZoelectric 
substrate and a pair of electrodes imprinted on the substrate 
at one end thereof, With one pair of electrodes acting as a 
transmitter and the other pair of electrodes acting as a 
receiver. The transducers are arranged With their substrates 
substantially parallel to each other With a small gap betWeen 
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them and With their respective electrodes in relatively oppo 
site positions. The receiver electrodes of the second trans 
ducer are coupled to the input of an ampli?er and the output 
of the ampli?er is coupled to the transmitter electrodes of the 
?rst transducer. The transducers form a “delay line” and the 
resulting circuit of the delay line and the ampli?er is a 
positive feedback loop, ie a natural oscillator. More par 
ticularly, the output of the ampli?er causes the ?rst trans 
ducer to emit a surface acoustic Wave (“SAW”) Which 
propagates along the surface of the ?rst transducer substrate 
aWay from its electrodes. The propagating Waves in the ?rst 
transducer induce an oscillating electric ?eld in the substrate 
Which in turn induces similar SAW Waves on the surface of 
the second transducer substrate Which propagate in the same 
direction along the surface of the second transducer sub 
strate toWard the electrodes of the second transducer. The 
induced Waves in the second transducer cause it to produce 
an alternating voltage Which is supplied by the electrodes of 
the second transducer to the ampli?er input. The circuit acts 
as a natural oscillator, With the output of the ampli?er having 
a particular frequency Which depends on the physical char 
acteristics of the transducers and their distance from each 
other, as Well as the distance betWeen the respective elec 
trodes of the transducers. 

[0009] When a load is applied to the load platform, the 
free end of the cantilevered elastic member moves and 
causes the ?rst transducer to move relative to the second 
transducer. The movement of the ?rst transducer relative to 
the second transducer causes a change in the frequency at the 
output of the ampli?er. The movement of the elastic member 
is proportional to the Weight of the applied load and the 
frequency and/or change in frequency at the output of the 
ampli?er can be calibrated to the displacement of the elastic 
member. The frequency response of the delay line is repre 
sented by a series of lobes. Each mode of oscillation is 
de?ned as a frequency Where the sum of the phases in the 
oscillator is an integer multiple of 275. Thus, as the frequency 
of the oscillator changes, the modes of oscillation move 
through the frequency response curve and are separated 
from each other by a phase shift of 2st. The mode at Which 
the oscillator Will most naturally oscillate is the one having 
the least loss. The transducers are arranged such that their 
displacement over the Weight range of the Weighing appa 
ratus causes the oscillator to oscillate in more than one 

mode. Therefore, the change in frequency of the oscillator as 
plotted against displacement of the transducers is a periodic 
function. There are several different Ways of determining the 
cycle of the periodic function so that the eXact displacement 
of the elastic member may be determined. 

[0010] It is generally knoWn in the art of SAW technology 
that the frequency range in Which the losses are the loWest 
is not necessarily the frequency range in Which the oscillator 
eXhibits the best phase linearity. From the teachings of the 
previously incorporated applications, those skilled in the art 
Will appreciate that in a SAW displacement transducer such 
as disclosed in the previously incorporated applications, 
better phase linearity provides a more linear relationship 
betWeen frequency and displacement. In the case of a 
Weighing apparatus using a SAW displacement transducer as 
described in the previously incorporated applications, better 
phase linearity Will result in a more linear relationship 
betWeen Weight and frequency. 
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[0011] It is known in the art of SAW oscillators that 
changing the topology of the oscillator transmitter and 
receiver can cause a broader bandwidth of the delay line and 
that a broader bandWidth results in better phase linearity. It 
is also knoWn that using a smaller frequency range provides 
better linearity and that a smaller frequency range can be 
obtained With a longer delay line. Although these knoWn 
methods can increase phase linearity in a SAW oscillator, the 
frequency range in Which the best linearity is achieved for a 
particular oscillator is still not necessarily the range With the 
loWest losses. 

[0012] From the foregoing, those skilled in the art Will 
appreciate that in order to enhance the accuracy of a SAW 
displacement transducer such as that used in a Weighing 
device, it Would be desirable to cause the SAW oscillator to 
oscillate in the range having the best phase linearity. 

[0013] As disclosed in the previously incorporated appli 
cations, Weighing accuracy is affected by temperature. The 
previously incorporated applications disclose a SAW tem 
perature oscillator having a transmitter and receiver on the 
same substrate. The temperature sensitivity of the load cell 
disclosed in the previously incorporated applications is 
approximately 500 ppm of the Weight reading per 1° C. 
temperature change. Accuracy of 100 ppm of the Weight 
reading can be achieved if temperature is measured to Within 
0.2° C. Which represents a shift of about 1 kHZ of the SAW 
temperature sensor. This shift is easy to measure in the short 
term. The resolution of the SAW temperature sensor is on 
the order of 0.001° C. HoWever, the long term stability of the 
SAW temperature sensor can drift more than 1 kHZ due to 
many factors including humidity It Will also be appreciated 
that temperature changes can make determination of mode 
of oscillation more dif?cult. In the previously incorporated 
applications, mode determination Was determined by 
sWitching the phase in and noting the frequency change. 
HoWever, factors such as temperature and non-linearity can 
make the frequency change very small thereby making the 
mode determination unreliable 

SUMMARY OF THE INVENTION 

[0014] It is therefore an object of the invention to provide 
an electronic Weighing apparatus Which is accurate. 

[0015] It is also an object of the invention to provide an 
electronic Weighing apparatus Which uses surface acoustic 
Waves and is accurate over a broad range of Weights. 

[0016] It is another object of the invention to provide an 
electronic Weighing apparatus Which is compact and easy to 
construct. 

[0017] It is a further object of the invention to provide an 
electronic Weighing apparatus Which is inexpensive to 
manufacture. 

[0018] It is another object of the invention to provide an 
electronic Weighing apparatus Which utiliZes surface acous 
tic Waves and Which has enhanced phase linearity. 

[0019] It is still another object of the invention to provide 
an electronic Weighing apparatus Which utiliZes surface 
acoustic Waves and Which is oscillates in the mode of best 
phase linearity. 
[0020] It is yet another object of the invention to provide 
an electronic Weighing apparatus Which utiliZes surface 
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acoustic Waves and has long term temperature stability as 
Well as short term temperature stability. 

[0021] In accord With these objects Which Will be dis 
cussed in detail beloW, the improved Weighing apparatus of 
the present invention includes a base Which supports a 
cantilevered elastic member upon Which a load platform is 
mounted. The interior of the elastic member is holloWed and 
is provided With ?rst and second pieZoelectric transducers 
Which are mounted on respective opposed posts. Each 
transducer-includes a substantially rectangular pieZoelectric 
substrate and a pair of electrodes imprinted on the substrate 
at one end thereof, With one pair of electrodes acting as a 
transmitter and the other pair of electrodes acting as a 
receiver. The transducers are arranged With their substrates 
substantially parallel to each other With a small gap betWeen 
them and With their respective electrodes in relatively oppo 
site positions. The receiver electrodes of the second trans 
ducer are coupled to the input of an ampli?er and the output 
of the ampli?er is coupled to the transmitter electrodes of the 
?rst transducer. The transducers form a “delay line” and the 
resulting circuit of the delay line and the ampli?er is a 
positive feedback loop, ie a natural oscillator. More par 
ticularly, the output of the ampli?er causes the ?rst trans 
ducer to emit a surface acoustic Wave (“SA ”) Which 
propagates along the surface of the ?rst transducer substrate 
aWay from its electrodes. The propagating Waves in the ?rst 
transducer induce an oscillating electric ?eld in the substrate 
Which in turn induces similar SAW Waves on the surface of 
the second transducer substrate Which propagate in the same 
direction along the surface of the second transducer sub 
strate toWard the electrodes of the second transducer. The 
induced Waves in the second transducer cause it to produce 
an alternating voltage Which is supplied by the electrodes of 
the second transducer to the ampli?er input. The circuit acts 
as a natural oscillator, With the output of the ampli?er having 
a particular frequency Which depends on the physical char 
acteristics of the transducers and their distance from each 
other, as Well as the distance betWeen the respective elec 
trodes of the transducers. 

[0022] According to the invention, When a load is applied 
to the load platform, the cantilevered elastic member bends 
and causes the ?rst transducer to move relative to the second 
transducer. The movement of the ?rst transducer relative to 
the second transducer causes a change in the frequency at the 
output of the ampli?er. The bending movement of the elastic 
member is proportional to the Weight of the applied load and 
the frequency and/or change in frequency at the output of the 
ampli?er can be calibrated to the displacement of the elastic 
member. 

[0023] According to one aspect of the invention, a “push 
oscillator” is coupled to the delay line for injecting a strong 
RF signal at a frequency in the middle of the oscillation 
mode Which eXhibits the best phase linearity. The frequency 
of the “push oscillator” is determined experimentally When 
the scale is calibrated. The RF signal is injected periodically 
in short bursts. 

[0024] According to a second aspect of the invention, the 
“push oscillator” frequency is generated by miXing the 
temperature oscillator With an adjustable ?Xed frequency 
oscillator. This immuniZes the “push oscillator” from the 
affects of temperature. 
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[0025] According to a third aspect of the invention, a 
thermistor is provided for long term temperature stability. 
The SAW temperature sensor is periodically calibrated to the 
thermistor. 

[0026] According to a fourth aspect of the invention, the 
SAW oscillators are not hermetically sealed and the SAW 
temperature sensor is used to correct the displacement 
sensor for changes in humidity. 

[0027] Additional objects and advantages of the invention 
Will become apparent to those skilled in the art upon 
reference to the detailed description taken in conjunction 
With the provided ?gures. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0028] FIG. 1 is a schematic side elevation vieW of an 
exemplary embodiment of the invention; 

[0029] FIG. 1a is an enlarged schematic plan vieW of a 
?rst transducer; 

[0030] FIG. 1b is an enlarged schematic plan vieW of a 
second transducer; 

[0031] FIG. 2 is an enlarged schematic side elevation 
vieW of a transducer having anti-re?ection structure accord 
ing to the invention; 

[0032] FIG. 3 is an enlarged schematic side elevation 
vieW of a pair of transducers according to the invention; 

[0033] FIGS. 4 and 5 are graphs of a portion of a 
frequency response curve for a delay line according to the 
invention shoWing modes of oscillation and phase shifting 
according to the invention; and 

[0034] FIG. 6 is a simpli?ed schematic diagram of circuits 
used in the Weighing device according to the invention. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENTS 

[0035] Referring noW to FIGS. 1, 1a, and 1b, an electronic 
Weighing apparatus 10 according to the invention includes a 
base 12 Which supports a cantilevered elastic member 14 
having a cutout 15, and upon Which a load platform 16 is 
mounted. The cut-out 15 is provided With tWo opposed posts 
17, 19 upon Which are respectively mounted a ?rst pieZo 
electric transducer 20 and a second pieZoelectric transducer 
22. The posts 17, 19 serve to locate the transducers 20, 22 
at the center of the elastic member 14 and to mechanically 
couple the transducers to opposite ends of the elastic mem 
ber 14. 

[0036] The ?rst transducer 20 includes a substantially 
rectangular pieZoelectric substrate 20a and a pair of elec 
trodes 20b imprinted on the substrate at the upper end 
thereof. The second transducer 22 includes a substantially 
rectangular pieZoelectric substrate 22a and a pair of elec 
trodes 22b imprinted on the substrate at the loWer end 
thereof. The substrates are preferably made of Lithium 
Niobate. The transducers are arranged With their substrates 
substantially parallel to each other With a small gap “g” 
betWeen them. The electrodes 22b of the second transducer 
22 are coupled to the input of an ampli?er (not shoWn) 
poWered by a poWer source (not shoWn) and the output of 
the ampli?er is coupled to the electrodes 20b of the ?rst 
transducer 20. The circuit arrangement is the same as shoWn 
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in the previously incorporated application Ser. No. 08/489, 
365, previously incorporated herein by reference. The result 
ing circuit is a positive feedback loop natural oscillator, a 
“delay line”. The output of the ampli?er generates an 
alternating voltage in the electrodes 20b of the ?rst trans 
ducer 20 Which generates a surface acoustic Wave (“SA ”) 
26 Which propagates along the surface of the ?rst transducer 
substrate 20a aWay from its electrodes 20b. Since the 
substrate 20a of the ?rst transducer 20 is relatively close to 
the substrate 22a of the second transducer 22, an oscillating 
electric ?eld Which is induced as a result of the SAW Waves 
26 in the pieZoelectric substrate 20a is able to in turn induce 
similar SAW Waves 28 on the surface of the second trans 
ducer substrate 22a Which propagate in the same direction 
along the surface of the second transducer substrate toWard 
the electrodes 22b of the second transducer 22. The induced 
Waves 28 in the second transducer 22 cause the electrode 
22b of the second transducer 22 to produce an alternating 
voltage Which is provided to the input of the ampli?er. As 
long as the gain of the ampli?er 24 is larger than the loss of 
the system, the circuit acts as a natural oscillator With the 
output of the ampli?er having a particular frequency Which 
depends on the physical characteristics of the transducers 
and their distance from each other, as Well as the distance 
betWeen the respective electrodes of the transducers. In 
particular, the frequency of the oscillator is directly related 
to the time it takes for the SAW to propagate from the 
electrodes 20b to the electrodes 22b. 

[0037] According to presently preferred embodiments of 
the invention, described in more detail beloW, the SAW 26 
has a Wavelength of approximately 100-200 microns at 
20-50 MHZ. In order to limit loss in the system, the gap “g” 
betWeen the substrates of the ?rst and second transducers is 
kept small. In one preferred embodiment described beloW, 
the gap is 10-20 microns. With such a gap, an oscillating 
system can typically be generated if the ampli?er 24 has a 
gain of at least approximately 25 dB. It Will be appreciated 
that When a load (not shoWn) is applied to the load platform 
16, the free end of the cantilevered elastic member 14 moves 
doWn and causes the second transducer 22 to move relative 
to the ?rst transducer 20. In particular, it causes the elec 
trodes 22b of the second transducer 22 to move aWay from 
the electrodes 20b of the ?rst transducer 20. This results in 
a lengthening of the “delay line”. The lengthening of the 
delay line causes an decrease in the frequency at the output 
of the ampli?er. The displacement of the elastic member is 
proportional to the Weight of the applied load and the 
frequency or decrease in frequency at the output of the 
ampli?er can be calibrated to the distance moved by the 
elastic member. 

[0038] It Will be appreciated that locating the transducers 
at the center of the elastic member compensates for any 
torque on the member Which Would exhibit itself at the free 
end of the member. This results in an improved accuracy as 
compared to the Weighing instrument disclosed in US. Pat. 
No. 5,663,531. Depending on the application (eg maxi 
mum load to be Weighed), the elastic member is made of 
aluminum or steel. The presently preferred elastic member 
exhibits a maximum displacement of 0.1 to 0.2 mm at 
maximum load. 

[0039] Re?ected Waves may occur on both pieZo sub 
strates. Re?ected Waves interfere With the received signal. 
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The interference causes an increase in non-linearity. FIGS. 
2 and 3 shoW presently preferred anti-re?ection structures 
according to the invention. 

[0040] Turning noW to FIGS. 2 and 3, presently preferred 
transducers 120, 122 are shoWn. FIG. 2 illustrates the 
features of transducer 120 Which is substantially identical to 
transducer 122. FIG. 3 illustrates the transducers mounted 
on the posts 17, 19 of the elastic member 14 of FIG. 1. As 
shoWn in FIG. 2, the transducer 120 includes a lithium 
niobate substrate 120a With electrodes 120b imprinted 
thereon. The ends 120c, 120d of the substrate are tapered 
and polyurethane dampers 121a, 121b are placed at the ends 
to minimize re?ection of the SAW Waves. 

[0041] As mentioned above and in the previously incor 
porated application, the delay lines according to the inven 
tion may oscillate in more than one mode and Within each 
mode, the gain Will vary as the frequency changes. Referring 
noW to FIGS. 4 and 5, in the idle state, With no Weight 
applied to the scale, the delay line Will oscillate at a 
frequency “f” Which is shoWn in FIG. 4 as the point having 
the most gain (least loss). The optimal gain area of the graph 
of FIG. 4 is shoWn in the shaded area surrounding f and 
represents a range of 1100 KhZ, for example. This area is 
considered optimal because it is the area of least loss. 
HoWever, it is not necessarily the area of best phase linearity. 
After experimenting, it may be discovered that oscillation in 
a different mode, eg the shaded area of FIG. 5, Will produce 
better phase linearity. According to one aspect of the inven 
tion, the oscillator is forced to oscillate in the mode of best 
phase linearity by injecting a strong RF signal having a 
frequency at the midpoint of the desired mode of oscillation. 
The RF signal is injected by a “push oscillator” coupled to 
the SAW Wave receiver as described in more detail beloW 
With reference to FIG. 6. According to the presently pre 
ferred embodiment, the RF signal has a strength of approxi 
mately 100 mv as compared to the SAW oscillator’s strength 
of approximately 10 mv. The RF signal is preferably injected 
for a short time (as short as 0.01 seconds) before each Weight 
measurement. 

[0042] As mentioned above, and described in detail in the 
previously incorporated applications, the effects of tempera 
ture can be further corrected by providing a separate SAW 
temperature sensor on the same substrate as one of the 

displacement transducers. According to the presently pre 
ferred embodiment, the SAW displacement oscillator oper 
ates at 55 MHZ and the SAW temperature oscillator operates 
at 57 MHZ. According to another aspect of the invention, 
described in more detail beloW With reference to FIG. 6, the 
temperature oscillator is used in conjunction With an adjust 
able 2 MHZ oscillator and a mixer to produce the “push 
oscillator” frequency and automatically adjust the “push 
oscillator” frequency for temperature changes. 

[0043] Turning noW to FIG. 6, an exemplary circuit 200 
according to the invention includes the displacement SAW 
transducer formed by the transmitter 122b on the substrate 
122 and the receiver 120b on the substrate 120 coupled to 
each other by the ampli?er 202. In addition, the circuit 
includes a temperature SAW transducer formed by the 
transmitter 124 and receiver 126 on the substrate 122 
coupled to each other by the ampli?er 204. The output of 
ampli?er 202 is a frequency FW Which varies according to 
displacement of the substrates relative to each other, Which 
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is an indication of Weight When the transducers are arranged 
as shoWn in FIG. 1. According to the presently preferred 
embodiment, the frequency FW is nominally 54 MHZ. FW 
Will also vary according to temperature. The output of 
ampli?er 204 is a frequency Ft Which varies only according 
to temperature and humidity and Which is nominally 57 
MHZ. The frequencies FW and Ft are mixed (subtracted) at 
the mixer 206 to produce a nominal frequency of 3 MHZ 
Which varies according to Weight and Which is temperature 
compensated. The output frequency of the mixer 206 is input 
to a microprocessor 208 Which calculates Weight as 
described in the previously incorporated applications and 
displays the Weight on display 210. According to the pres 
ently preferred embodiment, the output Ft of ampli?er 204 
is also mixed via mixer 212 With a 54 MHZ signal from 
oscillator 214 to produce a signal Which is nominally 3 MHZ 
and Which varies only With temperature and humidity. The 
signal FW-Ft provides a temperature adjusted Weight signal 
Which accounts for the affects of temperature on the SAW 
oscillators. It does not compensate for temperature effects on 
the Youngs modulus of the elastic member (14 in FIG. 1). 
The signal output from mixer 212 is a pure temperature 
indicator and is used to adjust the Weight calculation for the 
effects of temperature on the Youngs modulus of the elastic 
member. 

[0044] According to one aspect of the present invention, a 
“push oscillator” is formed from an adjustable oscillator 
216, a mixer 218, and a modulator 220. The oscillator 216 
has a nominal frequency of 2 MHZ Which is mixed via the 
mixer 218 With the output of ampli?er 204 to produce an 
output frequency Fi Which is (Ft—approx. 2 MHZ). This 
frequency Pi is used to index the modulator 220 Which 
produces the “push oscillator” output to the input of ampli 
?er 202. As shoWn in FIG. 6, the modulator 220 and the 
oscillator 216 are both coupled to the microprocessor 208. 
The microprocessor 208 is programmed to periodically 
activate the modulator 220 to inject the push frequency as 
described above. In addition, the microprocessor advanta 
geously is utiliZed to adjust the oscillator 216 to determine 
the frequency of the “push oscillator”. The oscillator 216 
may be initially adjusted via a simple variable resistor or 
variable capacitor. HoWever, it is further adjusted by the 
microprocessor during operation of the scale. One of these 
advantages is that the microprocessor can adjust the oscil 
lator 216 to produce the phase shifting described in the 
previously incorporated applications. In addition, it can be 
used to produce much larger frequency shifts than Were 
possible in the previously incorporated applications. This 
results in more accurate determinations of Which Weight 
range the scale is in. As described in the previously incor 
porated applications, the oscillator operated as a periodic 
function Where the same frequencies Were repeated over 
different Weight ranges. A phase shift of in Was used to 
determine Which Weight range the scale Was operating in. As 
the Weight increased, the same phase shift produced a larger 
frequency shift (because of the increased length of the delay 
line) and the frequency shift could be used to determine the 
Weight range. HoWever, under some circumstances, the 
phase shift resulted in a frequency shift Which Was too small 
to accurately determine. The push oscillator of the present 
invention can be used to produce 14st phase shifts. 

[0045] As mentioned above, the oscillator 216 is prefer 
ably initially adjusted With a variable resistor or variable 
capacitor to ensure oscillation on the mode of best phase 
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linearity. Initial calibration is performed as follows: KnoWn 
Weights are placed on the scale and the frequency of the 
oscillator output is determined for different Weights and the 
modes of oscillation are noted. The push oscillator is tuned 
to operate in one mode and experiments are conducted to 
measure linearity. The experiments are repeated for each 
mode. The push oscillator is then tuned to push to the mode 
of best linearity. 

[0046] According to another aspect of the invention, a 
thermistor 224 is coupled via an analog to digital converter 
226 to the microprocessor 208. The thermistor is used to 
provide long term calibration of the SAW temperature 
transducer. At ?rst calibration measurements are taken from 
both the SAW temperature sensor and the thermistor assum 
ing that the true temperature is the thermistor reading. 
Measurements are taken over a range of 20 or 40° C. and the 
slope of the SAW temperature sensor output is calculated in 
HZ/° C. This slope is nominally approximately 5,000 HZ/° C. 
using an oscillator having a 57 MHZ central frequency. 
Periodically, this calibration is repeated to account for the 
long term instability of the SAW temperature sensor. 

[0047] Although one of the earlier applications proposed 
hermetically sealing sensors, it has been determined that the 
effects of humidity are accurately accounted for With the 
SAW temperature sensor. Therefore, it has been determined 
to be desirable to expose both the displacement transducer 
and the temperature transducer to the temperature and 
humidity of the ambient atmosphere. 

[0048] There have been described and illustrated herein 
several embodiments of an electronic Weighing apparatus 
utiliZing surface acoustic Waves. While particular embodi 
ments of the invention have been described, it is not 
intended that the invention be limited thereto, as it is 
intended that the invention be as broad in scope as the art 
Will alloW and that the speci?cation be read likeWise. Thus, 
While particular frequencies have been disclosed, it Will be 
appreciated that other frequencies could be utiliZed. More 
over, While particular con?gurations have been disclosed in 
reference to the location of transmitting and receiving elec 
trodes, it Will be appreciated that the respective locations of 
transmitters and receivers could be reversed. Furthermore, 
While several different aspects of the invention have been 
disclosed as solving various problems, it Will be understood 
that the different aspects of the invention may be used alone 
or in combination With each other in con?gurations other 
than those shoWn. It Will therefore be appreciated by those 
skilled in the art that yet other modi?cations could be made 
to the provided invention Without deviating from its spirit 
and scope as so claimed. 

1. An electronic Weighing apparatus, comprising: 

a) a displaceable elastic member means for receiving a 
load and being displaced by the load such that the 
displacement of said elastic member means is related to 
the Weight of the load; 

b) a ?rst pieZoelectric transducer having a ?rst substrate 
and a ?rst surface acoustic Wave (SAW) transmitter, 
said ?rst pieZoelectric transducer being coupled to said 
elastic member; 

c) a second pieZoelectric transducer having a second 
substrate and a ?rst SAW receiver, said second pieZo 
electric transducer being mounted in close proximity to 
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said ?rst pieZoelectric transducer such that said dis 
placement of said elastic member causes a correspond 
ing displacement of one of said ?rst and second pieZo 
electric transducers relative to each other; 

d) a ?rst ampli?er having an input and an output, said 
input of said ?rst ampli?er being coupled to said ?rst 
SAW receiver and said output of said ?rst ampli?er 
being coupled to said ?rst SAW transmitter such that 
said ?rst pieZoelectric transducer, said ?rst ampli?er, 
and said second pieZoelectric transducer form a ?rst 
oscillator having a ?rst output frequency; 

e) processor means coupled to said output of said ?rst 
ampli?er; and 

f) a push oscillator coupled to said ?rst SAW receiver for 
altering said ?rst output frequency, Wherein 

displacement of said elastic member means causes a 
displacement of one of said ?rst and second pieZo 
electric transducers relative to each other and thereby 
changes said ?rst output frequency, and said ?rst 
output frequency is used by said processor means to 
determine an indication of the Weight of the load. 

2. An electronic Weighing apparatus according to claim 1, 
further comprising: 

g) sWitching means for periodically activating said push 
oscillator. 

3. An electronic Weighing apparatus according to claim 1, 
further comprising: 

g) a second SAW receiver on one of said ?rst and second 

substrates; 

h) a second SAW transmitter on the same substrate as the 
second SAW receiver; 

i) a second ampli?er having an input and an output, said 
input of said second ampli?er being coupled to said 
second SAW receiver and said output of said second 
ampli?er being coupled to said second SAW transmit 
ter, said second SAW ampli?er output being indicative 
of temperature. 

4. An electronic Weighing apparatus according to claim 3, 
further comprising: 

an adjustable oscillator having an output; 

k) a mixer having a ?rst input, a second input, and an 
output, said ?rst input being coupled to said output of 
said adjustable oscillator, said second input being 
coupled to said output of said second SAW ampli?er, 
Wherein 

said output of said mixer provides an index frequency 
for said push oscillator. 

5. An electronic Weighing apparatus according to claim 3, 
Wherein: 

said push oscillator includes, 

i) an adjustable oscillator having an output, 

ii) a mixer having a ?rst input, a second input, and an 
output, said ?rst input being coupled to said output 
of said adjustable oscillator, said second input being 
coupled to said output of said second SAW ampli?er, 
and 
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iii) a modulator having an input and an input, said input 
of said modulator being coupled to said mixer and 
said output of said modulator being the output of said 
push oscillator. 

6. An electronic Weighing apparatus according to claim 3, 
further comprising: 

a thermistor having an output indicative of temperature; 
and 

k) comparison means coupled to said thermistor and said 
second SAW ampli?er for comparing the temperature 
indication of said thermistor With the temperature indi 
cation of said second SAW ampli?er. 

7. An electronic apparatus for measuring displacement, 
comprising: 

a) a ?rst pieZoelectric transducer having a ?rst substrate 
and a ?rst surface acoustic Wave (SAW) transmitter; 

b) a second pieZoelectric transducer having a second 
substrate and a ?rst SAW receiver, said second pieZo 
electric transducer being mounted in close proximity to 
said ?rst pieZoelectric transducer; 

c) a ?rst ampli?er having an input and an output, said 
input of said ?rst ampli?er being coupled to said ?rst 
SAW receiver and said output of said ?rst ampli?er 
being coupled to said ?rst SAW transmitter such that 
said ?rst pieZoelectric transducer, said ?rst ampli?er, 
and said second pieZoelectric transducer form a ?rst 
oscillator having a ?rst output frequency; 

d) processor means coupled to said output of said ?rst 
ampli?er; and 

e) a push oscillator coupled to said ?rst SAW receiver for 
altering said ?rst output frequency, Wherein 

displacement of one of said ?rst and second pieZoelec 
tric transducers relative to each other and thereby 
changes said ?rst output frequency, and said ?rst 
output frequency is used by said processor means to 
determine an indication of the magnitude of the 
displacement. 

8. An electronic apparatus according to claim 7, further 
comprising: 

f) sWitching means for periodically activating said push 
oscillator. 

9. An electronic Weighing apparatus according to claim 7, 
further comprising: 

f) a second SAW receiver on one of said ?rst and second 

substrates; 
g) a second SAW transmitter on the same substrate as the 

second SAW receiver; 

h) a second ampli?er having an input and an output, said 
input of said second ampli?er being coupled to said 
second SAW receiver and said output of said second 
ampli?er being coupled to said second SAW transmit 
ter, said second SAW ampli?er output being indicative 
of temperature. 

10. An electronic apparatus according to claim 9, further 
comprising: 

i) an adjustable oscillator having an output; 

a mixer having a ?rst input, a second input, and an 
output, said ?rst input being coupled to said output of 
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said adjustable oscillator, said second input being 
coupled to said output of said second SAW ampli?er, 
Wherein 

said output of said mixer provides an index frequency 
for said push oscillator. 

11. An electronic apparatus according to claim 9, Wherein: 

said push oscillator includes, 

i) an adjustable oscillator having an output, 

ii) a mixer having a ?rst input, a second input, and an 
output, said ?rst input being coupled to said output 
of said adjustable oscillator, said second input being 
coupled to said output of said second SAW ampli?er, 
and 

iii) a modulator having an input and an input, said input 
of said modulator being coupled to said mixer and 
said output of said modulator being the output of said 
push oscillator. 

12. An electronic Weighing apparatus according to claim 
9, further comprising: 

i) a thermistor having an output indicative of temperature; 
and 

comparison means coupled to said thermistor and said 
second SAW ampli?er for comparing the temperature 
indication of said thermistor With the temperature indi 
cation of said second SAW ampli?er. 

13. Amethod for improving the phase linearity of a SAW 
Wave oscillator in an electronic Weighing apparatus having 
a ?rst ampli?er having an input coupled to a ?rst SAW 
receiver and an output coupled to a ?rst SAW transmitter, 
said method comprising: 

periodically injecting an RF signal into the ?rst SAW 
receiver in order to change the mode of oscillation to 
the mode having the best phase linearity. 

14. A method according to claim 13, Wherein: 

the RF signal is approximately ten times stronger than the 
signal produced by the ?rst ampli?er. 

15. A method according to claim 13, Wherein: 

the RF signal is injected for approximately 0.01 second 
every time a Weight measurement is made. 

16. A method according to claim 13, Wherein the Weigh 
ing apparatus has a second ampli?er having an input coupled 
to a second SAW receiver and an output coupled to a second 
SAW transmitter With the output of the second ampli?er 
being indicative of temperature, said method further com 
prising: 

generating the RF signal by mixing the output of the 
second ampli?er With the output of a tunable oscillator. 

17. A method according to claim 16, further comprising: 

calibrating the RF signal by tuning the tunable oscillator. 
18. A method according to claim 16, further comprising: 

calibrating the output of the second ampli?er to the output 
of a thermistor. 

19. Amethod for improving the phase linearity of a SAW 
Wave oscillator in an electronic apparatus for measuring 
displacement having a ?rst ampli?er having an input 
coupled to a ?rst SAW receiver and an output coupled to a 
?rst SAW transmitter, said method comprising: 
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SAW transmitter With the output of the second ampli?er 
being indicative of temperature, said method further com 
prising: 

periodically injecting an RF signal into the ?rst SAW 
receiver in order to change the mode of oscillation to 
the mode having the best phase linearity. 

20. A method according to claim 19, Wherein: 

the RF signal is approximately ten times stronger than the 
signal produced by the ?rst ampli?er. 

21. A method according to claim 20, Wherein: 

the RF signal is injected brie?y every time a Weight 
measurement is made. 

22. A method according to claim 19, Wherein the appa 
ratus has a second ampli?er having an input coupled to a 
second SAW receiver and an output coupled to a second 

generating the RF signal by mixing the output of the 
second ampli?er With the output of a tunable oscillator. 

23. A method according to claim 22, further comprising: 

calibrating the RF signal by tuning the tunable oscillator. 
24. A method according to claim 22, further comprising: 

calibrating the output of the second ampli?er to the output 
of a thermistor. 


