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AWetsuit structure (10) having a Zipper (15) extending from 
a neck opening (14) of the Wetsuit and doWn that portion of 
the Wetsuit Which, in use, Will at least surround the upper 
part of the torso (11) of a Wearer of the Wetsuit. A barrier 
panel (16) of stretchable, substantially Water proof, material 
is attached Within the interior of the Wetsuit adjacent to, and 
underlying, at least a major portion of the length of the 
Zipper. The Wetsuit structure also has a detachable neck or 
collar (17) of stretchable, substantially Water proof, material 
adapted, in use, to be pulled over the head of the Wearer 
While stretching in the process, but then relaxing to ?t 
relatively tightly into sealing engagement around the neck of 
the Wearer, and a series of press studs or snaps (18, 19) to 
detachably connect the neck or collar to the body of the 
Wetsuit. The neck or collar (17) may be a simple neck or 
collar, or be formed as part of a hood Which, in use, Will ?t 
around the head of the Wetsuit Wearer With an opening 
therethrough in the facial region of the Wearer. 
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WETSUIT 

[0001] This invention relates to a Wetsuit, more particu 
larly, in one aspect of the invention, a Wetsuit incorporating 
a Zipper Which is openable to allow body access into and out 
of the interior of the Wetsuit. The second aspect of the 
invention is applicable to a Wetsuit having an improved 
manner of sealing the Wetsuit around the neck thereof to 
prevent, or at least minimize, the ingress of Water to the 
interior of the Wetsuit. 

BACKGROUND OF THE ART 

[0002] For Wetsuits With Zippers Which are openable to 
provide an opening large enough to alloW body access into 
and out of the interior of the Wetsuit, one problem encoun 
tered is hoW to prevent leakage (ingress) of Water through 
the Zipper to the Wearer’s body When the Zipper is closed. 

SUMMARY OF THE INVENTION 

[0003] Therefore, it is an object of one aspect of the 
invention to provide a Wetsuit structure Which prevents 
Water leakage through the closed Zipper from reaching the 
body of the Wearer. 

[0004] In accordance With the ?rst aspect of the invention 
there is provided a Wetsuit structure having a Zipper extend 
ing from a neck opening of the Wetsuit and doWn that portion 
of the Wetsuit Which, in use, Will at least surround the upper 
part of the torso of a Wearer of the Wetsuit, Wherein a barrier 
panel of stretchable, substantially Water proof, material is 
attached Within the interior of the Wetsuit adjacent to, and 
underlying, at least a major portion of the length of the 
Zipper. 
[0005] It is also a problem With many current Wetsuit 
structures, Whether having Zippers or even Without Zippers 
(so called Zipperless Wetsuits) as to hoW to prevent ingress 
of Water through the neck opening. 

[0006] In accordance With a second aspect of the inven 
tion, there is a provided a Wetsuit structure having a detach 
able neck or collar of stretchable, substantially Water proof, 
material adapted, in use, to be pulled over the head of the 
Wearer While stretching in the process, but then relaxing to 
?t relatively tightly into sealing engagement around the neck 
of the Wearer, and means to detachably connect the neck or 
collar to the boy of the Wetsuit. 

[0007] In accordance With the second aspect of the inven 
tion the neck or collar may be a simple neck or collar, or may 
be formed as part of a hood Which in use Will ?t around the 
head of the Wetsuit Wearer With an opening therethrough in 
the facial region of the Wearer. 

[0008] In one preferred embodiment of the invention the 
Wetsuit structure incorporates the ?rst and second aspects of 
the invention de?ned above, Whilst preferably the detach 
able neck or collar of the second aspect of the invention is 
attached to the barrier panel of the ?rst aspect of the 
invention and Within the interior of the Wetsuit to, together 
With the barrier panel, cover the entire length of the Zipper. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0009] One preferred embodiment, incorporating both the 
?rst and second aspect of the invention, Will noW be 
described With reference to the accompanying draWings; 
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[0010] FIG. 1 is a perspective vieW from the rear of the 
Wetsuit of this preferred embodiment, 

[0011] FIGS. 2a and 2b are rear and side vieWs of a 
detachable hood for the Wetsuit, 

[0012] FIG. 3 is a rear vieW of a simple detachable collar 
for the Wetsuit, 

[0013] FIG. 4 is a vieW of the panel to be attached Within 
the Wetsuit adjacent and underlying the Zipper of the Wetsuit, 
and 

[0014] FIGS. 5a and 5b shoW hoW the hood or simple 
collar of the second aspect of the invention is associated With 
the barrier panel in accordance With the ?rst aspect of the 
invention. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENT 

[0015] Turning to FIG. 1 of the draWings, the Wetsuit 
structure of this preferred embodiment of the invention, and 
generally indicated as 10, has a torso portion 11, a pair of 
legs 12, a pair of arms 13, and neck opening 14. The Wetsuit 
structure can be manufactured from any conventional mate 
rial for Wetsuits, or any other materials that become avail 
able. 

[0016] The Wetsuit has a Zipper 15 extending from the 
neck opening 14 and doWn that portion of the Wetsuit Which, 
in use, Will at least surround the upper part of the torso 
portion 11. 

[0017] In accordance With the ?rst aspect of the invention 
as suitably shaped barrier panel 16 of stretchable, substan 
tially Water proof, material is attached, such as by seWing or 
gluing along lines 16a, Within the interior of the Wetsuit 
adjacent to, and underlying, a major portion 15a of the 
length of the Zipper. The stretchability of the barrier panel 16 
alloWs body access to the interior of the Wetsuit When the 
Zipper is opened and the barrier panel stretched Whereby the 
Wearer can enter through the neck opening 14 and the 
opening provided by the opened Zipper, and Whereafter, 
When the Zipper is subsequently closed, the barrier panel 
relaxes and acts as a barrier to any Water leakage through the 
portion of the length of the Zipper Which it underlies. 

[0018] In accordance With this preferred embodiment of 
the invention, and With reference to FIGS. 3 and 5a of the 
draWings, Where both the ?rst and second aspects of the 
invention are combined, the remaining portion 15b of the 
length of the Zipper is closed by a neck or collar 17 of 
stretchable, substantially Water proof, material, and adapted, 
in use, to be pulled over the head of the Wearer Whilst 
stretching in the process, but then relaxing into relatively 
tight sealing engagement around the neck of the Wearer. The 
neck or collar 17 has a doWnWardly extending ?ap portion 
17a Which underlies the remaining portion 15b of the length 
of the Zipper, and is attached to the upper portion of the 
barrier panel 16. In this preferred embodiment the attach 
ment is by means of a series of press studs or snaps, the male 
studs or snap portions 18 of Which are spaced apart along 
either the inside or the outside of the ?ap portion 17a of the 
neck or collar 17, and the associated female studs or snap 
portions 19 of Which are spaced apart along, depending on 
the positioning of the male studs, the outside or the inside of 
the upper part of the barrier panel 16. 
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[0019] With reference to FIGS. 2a and 5b of the drawings, 
a variation of the second aspect of the invention Which, in 
this embodiment, is also incorporated With the ?rst aspect of 
the invention, the neck or collar 17 forms part of a hood 20 
Which in use Will ?t around the head of the Wetsuit Wearer 
and has an opening 21 therethrough Which Will be in the 
facial region of the Wearer. 

What is claimed is: 
1. A Wetsuit structure having a Zipper extending from a 

neck opening of the Wetsuit and doWn that portion of the 
Wetsuit Which, in use, Will at least surround the upper part of 
the torso of a Wearer of the Wetsuit, Wherein a barrier panel 
of stretchable, substantially Water proof, material is attached 
Within the interior of the Wetsuit adjacent to, and underlying, 
at least a major portion of the length of the Zipper. 

2. A Wetsuit structure having a detachable neck or collar 
of stretchable, substantially Water proof, rnaterial adapted, in 
use, to be pulled over the head of the Wearer Whilst stretch 
ing in the process, but then relaxing to ?t relatively tightly 
into sealing engagernent around the neck of the Wearer, and 
means to detachably connect the neck or collar to the body 
of the Wetsuit. 

3. The Wetsuit structure as claimed in claim 1, Wherein 
there is also provided a detachable neck or collar of stretch 
able, substantially Water proof, rnaterial adapted, in use, to 
be pulled over the head of the Wearer Whilst stretching in the 
process, but then relaxing to ?t relatively tightly into sealing 
engagernent around the neck of the Wearer, and means to 
detachably connect the neck or collar to the body of the 
Wetsuit. 

4. The Wetsuit structure of claim 2, Wherein the neck or 
collar is a simple neck or collar. 

5. The Wetsuit structure of claim 3, Wherein the neck or 
collar is a simple neck or collar. 

6. The Wetsuit structure of claim 2, Wherein the neck or 
collar is formed as part of the hood Which, in use, Will ?t 
around the head of the Wetsuit Wearer With an opening 
therethrough in the facial region of the Wearer. 

7. The Wetsuit structure of claim 3, Wherein the neck or 
collar is formed as part of the hood Which, in use, Will ?t 
around the head of the Wetsuit Wearer With an opening 
therethrough in the facial region of the Wearer. 

8. The Wetsuit structure of claim 2, Wherein the neck or 
collar has a doWnWardly extending ?ap portion Which is 
detachably connected to the body of the Wetsuit. 

9. The Wetsuit structure of claim 4, Wherein the neck or 
collar has a doWnWardly extending ?ap portion Which is 
detachably connected to the body of the Wetsuit. 

10. The Wetsuit structure of claim 6, Wherein the neck or 
collar has a doWnWardly extending ?ap portion Which is 
detachably connected to the body of the Wetsuit. 

11. The Wetsuit structure of claim 3, Wherein the neck or 
collar has a doWnWardly extending ?ap portion Which is 
detachably connected to the body of the Wetsuit. 
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12. The Wetsuit structure of claim 5, Wherein the neck or 
collar has a doWnWardly extending ?ap portion Which is 
detachably connected to the body of the Wetsuit. 

13. The Wetsuit structure of claim 7, Wherein the neck or 
collar has a doWnWardly extending ?ap portion Which is 
detachably connected to the body of the Wetsuit. 

14. The Wetsuit structure of claim 8, Wherein the doWn 
Wardly extending ?ap portion is detachably connected to an 
upper portion of the barrier panel. 

15. The Wetsuit structure of claim 9, Wherein the doWn 
Wardly extending ?ap portion is detachably connected to an 
upper portion of the barrier panel. 

16. The Wetsuit structure of claim 10, Wherein the doWn 
Wardly extending ?ap portion is detachably connected to an 
upper portion of the barrier panel. 

17. The Wetsuit structure of claim 11, Wherein the doWn 
Wardly extending ?ap portion is detachably connected to an 
upper portion of the barrier panel. 

18. The Wetsuit structure of claim 12, Wherein the doWn 
Wardly extending ?ap portion is detachably connected to an 
upper portion of the barrier panel. 

19. The Wetsuit structure of claim 13, Wherein the doWn 
Wardly extending ?ap portion is detachably connected to an 
upper portion of the barrier panel. 

20. The Wetsuit structure of claim 2, Wherein the means to 
detachably connect the neck or collar to the body of the 
Wetsuit are a series of press studs. 

21. The Wetsuit structure of claim 3, Wherein the means to 
detachably connect the neck or collar to the body of the 
Wetsuit are a series of press studs. 

22. The Wetsuit structure of claim 14, Wherein the means 
to detachably connect the neck or collar to the body of the 
Wetsuit are a series of press studs. 

23. The Wetsuit structure of claim 15, Wherein the means 
to detachably connect the neck or collar to the body of the 
Wetsuit are a series of press studs. 

24. The Wetsuit structure of claim 16, Wherein the means 
to detachably connect the neck or collar to the body of the 
Wetsuit are a series of press studs. 

25. The Wetsuit structure of claim 17, Wherein the means 
to detachably connect the neck or collar to the body of the 
Wetsuit are a series of press studs. 

26. The Wetsuit structure of claim 18, Wherein the means 
to detachably connect the neck or collar to the body of the 
Wetsuit are a series of press studs. 

27. The Wetsuit structure of claim 19, Wherein the means 
to detachably connect the neck or collar to the body of the 
Wetsuit are a series of press studs. 


