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BYTE EJI‘XNITI 0N ALUE 

A i Fram'mg byte ‘0x176 

A2 byte ions 

arr-a FTP-8 per S'l‘S-l as de?ned NIA 
Gil-253 

R it Rot: ID byte mt 8-bit byte of bit rate code that corresponds to a 
oftwue de?ned hitrate. Ell rates shouhl inchuh: ?bre 

noel, Gig~E, 1130 R1, 565 R2, Unavailable. 

R1 it Rate [D on: ccond 8-bit byte of hit rate code that corresponds to I 
more defined bitrato. Bit rates should include: Fibre 

Chonnzl, Gig-E, 1130 kl, 565 R2, Uoavaillbia. 

bits oi‘ the 14-bit ID code. 
III)! rhum identi?cation Byte m signi?cant 6 hits correspond to the most signi?cant 6 

In“: idcn??uthm om lLust significant 3 hits of the 14 Mi ID code. 

P3 Fran: identi?cation byte Fm! significant 3 bits correspond to STS# 0 through 7. 

In in hit ?xed stuff loo-F 

in lamina! sm? [our]? 
Pu [no on fixed mu: Imam 
K I bit on. 11% 
E IFibre Channelllihitdnh [MA 
in van-a2. 10 bit data In: 1129.84 Mbls, 1z=uuum| (Holormo?on bit) 

For $64.92 Mbls, l2=1ll1liiiii 

nun byte mama». 10m? => 1' byte = mpmo => P byte = l 
Iu?iag used to prevent 

over?ows 

IP11 1 stuff byte indication. BOxFF => P1 byu = ELMO => Pl byte =11 
tuning used to prevent 
O over?ows 

~bit stu? or R1 dependent on STS it. P sholl need to he I whoa 
coded to prevent l FIFO over?ow; otharwiae, it‘: ill. 

I?! 10-bit stuff I or R2 dependent on STS ti. P1 shall need to be 11 when 
oedod to prevent a FIFO DVDI?OW; otherwise, it's R2‘ 
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VRVH pseudo STS-3 Frame 

Al Al A1 A2 A2 A2 lR ANS 2R 3BIP-8 (X) [(n) D) R(a) E) R(b) (Y)I(n)FR(b) RG9 

BR BR! R R R R R 2R 3 R (x) [(n) (D) R(a) E) R(b) (Y) 1(n) R(b) (b) 

191 [D2 R23 R R R R R 2R 3 R (X) 1(11) (D) R(a) (E) R(b) (Y) I(n)|R(b) R(b) 

R R IR R IR R R R 2R 3R (X)I(n) D) R(a) (E) R(b) (Y)I(n)R(b) lR(b) 

R R ‘R R R R R R 2R 3 R )4) 1(11) D) R(a) (E) R(b) (Y)I(n)(V)R(b)or[R(b) 
(!V)I(n) 

R R R R R R R R 2R 3 R (X) I(n) D) R(a) (E) R(b) (Y) I(n) (K)R(b) or R(b) 
cKnrn) 

R R R R R R R R 2R 3 R x) I(n) (D) R(a) (E) R(b) (Y) 1(n) (H)R(b) 011167) 
!H)I(n) 

R R R R R R R R Z R 3 R (X) I01) 11(3) RG3) Kn) G)R(b) or (!G)I(n) IR 

R ‘R R R P“) "(QR ‘R R 3 R X>I<n> (D)R(a>(E)R(b) (Y)I(11)(S)R(b)or m) 
(!S)I(n) 

F: a 11 RE" ‘i 

Con?guration Parameters for each data rate 

Parameter Gigabit Fibre Channel 1.129984Gbps 1.1 141 12 Gbps 
Ethernet 

X 109 95 98 97 
n 0 1 2 2 
D 5 7 7 2 
a 0 0 0 - 0 

E 5 l4 2 9 
b l 2 2 2 
Y 108 89 98 96 
d 0 1 1 1 
V 1 1 1 1 
K 1 0 1 1 
H 1 0 1 0 
G 1 0 1 0 
S 1 O 0 0 
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Frame byte de?nitions 

[BYTE IDEFINITION VALUE 

Al Framing byte 0xF6 

A2 Framing byte 0x28 

HIP-8 BIP-S per ST 8-] as de?ned in N/A 
GR-253 

BR(1) Bit Rate ID byte 16-bits correspond to a software de?ned bitrate. Bitrates should 
include: Fibre Channel, Gig-E, 1130 RZ, 565 R2, Unavailable 

1131 Frame identi?cation Byte Least signi?cant 6 bits correspond to the most signi?cant 6 bits 
of the 14bit ID code. 

[D2 Frame identi?cation byte Least signi?cant 8 bits of the 14 bit ID code. 

[D3 Frame identi?cation byte Least signi?cant 3 bits correspond to STS# 0 through 7. 

R(0) 8 bit ?xed stuff OxFF 

R(l) 9 bit ?xed stuff OxlFF 

R(2) 10 bit ?xed stuff 0x3FF 

1(0) 9 bit data N/A 

1(1) Fibre Channel 10 bit data N/A 

1(2) VRH-RZ 10 bit data For 1129.84 Mb/s, I2=iiiiiiiiii (i=information bit) 
For 564.92 Mb/s, I2=l ll lliiiii 

Pl(0) P stu?~ byte indication. Stuf?ng OxFF => P byte = R1 , 
used to prevent FIFO over?ows. 0x00 => P byte = I 

Pl(l) Pl stuff byte indication. OXFF => Pl byte = R2, 
Stuffing used to prevent FIFO 0x00 => Pl byte = II 
over?ows. 

P(0) 9-bit stuff I or R1 dependent on STS #. P shall need to be I when needed to 
prevent a FIFO over?ow; otherwise, it's R1. 

P(1) 10-bit stuff 11 or R2 dependent on STS #. Pl shall need to be 11 when needed 
to prevent a FIFO over?ow; otherwise, it's R2. 

ANS Alarm Noti?cation Signal byte 0x00 => normal, 
OxFF => alarm 

Emma n 
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METHOD AND APPARATUS FOR PROVIDING A 
GIGABIT ETHERNET CIRCUIT PACK 

RELATED APPLICATION 

[0001] This application claims priority under 35 USC 
§119 to provisional application No. 60/269,225 entitled 
“Method and Apparatus for Providing a Gigabit Ethernet 
Circuit Pack” ?led on Feb. 14, 2001, and to provisional 
patent application entitled “System and Method for Recov 
ering RZ Formatted Data Using NRZ Clock and Data 
Recovery,” having inventors Nicholas J. Possley and David 
B. Upham, ?led May 9, 2001, the disclosures of each of is 
incorporated herein by reference for all purposes. 

BACKGROUND OF THE INVENTION 

[0002] 1. Field of the Invention 

[0003] The present invention relates to data netWork sys 
tems. In particular, the present invention relates to method 
and apparatus for providing transparently transporting 155 
Mb/s signals through a high speed data netWork. 

[0004] 2. Description of the Related Art 

[0005] Optical ?ber is a transmission medium that is Well 
suited to meet the increasing demand in data transmission in 
communication netWorks. Generally, optical ?ber has a 
much greater bandWidth than metal-based transmission 
medium such as tWisted copper pair or coaxial cable, and 
protocols such as the OC protocol have been developed for 
the transmission of data over optical ?bers. Typical com 
munications system based on optical ?bers include a trans 
mitter, an optical ?ber, and a receiver. The transmitter 
converts the data to be transported into an optical form using 
the proper protocol and then transmits the resulting optical 
signal over the optical ?ber to the receiver, Where the 
original data is recovered from the optical signal. 

[0006] While adding more optical ?ber to the existing 
communications netWork infrastructure is a costly option to 
meet the increasing demand for communication bandWidth, 
in some locations, expanding the existing netWork may not 
be a viable alternative. Additionally, given the high cost of 
installation and the extensive amount of time required, 
adding more optical ?ber is not alWays an attractive option 
to increase communications bandWidth. 

[0007] Due to the large bandWidth capability of optical 
?bers, this type of transmission medium is most ef?ciently 
utiliZed When multiple users share the medium. In general, 
a number of loW-speed data streams (“loW speed channels”) 
transmitted by different users may be combined into a single 
high-speed channel for transporting across the optical ?ber 
medium. At the opposite end of the communications net 
Work, When the high-speed channel reaches the destination 
for one of the loW-speed channels that it is transporting, the 
loW-speed channel must be extracted from the high-speed 
channel. 

[0008] Atypical optical communications netWork includes 
nodes (for example, central offices) Which transmit high 
speed channels to each other over optical ?bers. In addition 
to transporting loW-speed channels through the nodes (com 
monly referred to as the “pass-through” function) as part of 
high-speed channels passing through the nodes, nodes may 
also combine incoming loW-speed channels to the high 
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speed channel (i.e., the “add” function) and/or extract out 
going loW-speed channels from the high-speed channels (the 
“drop” function). These functions are commonly referred to 
as add-drop multiplexing 

[0009] For example, Wavelength division multiplexing 
(WDM) and time division multiplexing (TDM) are tWo 
knoWn approaches to combining loW-speed channels into a 
high-speed channel. In WDM and its counterpart dense 
Wavelength division multiplexing (DWDM), each loW 
speed channel is placed on an optical carrier of a different 
Wavelength and the different Wavelength carriers are com 
bined to form the high-speed channel. Crosstalk betWeen the 
loW-speed channels is a signi?cant concern in WDM, and 
thus the Wavelengths for the optical carriers must be spaced 
suf?ciently far apart (typically 50 GHZ or more) so that the 
different loW-speed channels are resolvable. 

[0010] In TDM, each loW-speed channel is compressed 
into a certain time slot and the time slots are then combined 
on a time basis to form the high-speed channel. For example, 
given a certain period of time, the high-speed channel may 
be capable of transporting 10 bits While each loW-speed 
channel may only be capable of transmitting 1 bit. In this 
case, the ?rst bit of the high-speed channel may be allocated 
to loW-speed channel 1, the second bit to loW-speed channel 
2, and so on, thus forming a high-speed channel containing 
10 loW-speed channels. Generally, TDM requires precise 
synchroniZation of the different channels on a bit-by-bit 
basis (or byte-by-byte basis, in the case of SONET), and a 
memory buffer is typically also required to temporarily store 
data from the loW-speed channels. 

SUMMARY OF THE INVENTION 

[0011] In vieW of the foregoing, a method of transporting 
data through a data netWork, in accordance With one 
embodiment of the present invention includes the steps of 
receiving an encoded data, mapping the received data to a 
predetermined data; and multiplexing the mapped predeter 
mined data. 

[0012] In particular, the encoded data may be an 8B/ 10B 
encoded data Which includes either a Gigabit Ethernet data 
and a Fiber Channel data. 

[0013] The receiving step may further include the step of 
determining a data rate of the received encoded data, and the 
step of recovering a clock signal from the received encoded 
data. 

[0014] The clock signal may have a rate one tenth of said 
data rate, Where the predetermined data may include a 9-bit 
data. In turn, the 9-bit data may include one of an arbitrary 
set of 9-bit data. 

[0015] The multiplexing step may include the step of 
synchroniZing the multiplexed predetermined data, Where 
the multiplexed predetermined data may be synchroniZed to 
a predetermined clock signal, and further, Where the prede 
termined clock signal may include a phase locked loop clock 
signal. 

[0016] An apparatus for providing data transport through 
a data netWork in accordance With another embodiment of 
the present invention includes a clock recovery unit con?g 
ured to receive an encoded data, a data translation unit 
coupled to the clock recovery unit, con?gured to translate 
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the received data to a predetermined data, and an inverse 
multiplexer coupled to the data translation unit, con?gured 
to inverse multiplex the translated predetermined data. 

[0017] The encoded data may include 8B/10B encoded 
data, and in particular, one of a Gigabit Ethernet data and a 
Fiber Channel data. 

[0018] The clock recovery unit may additionally detect a 
data rate of the received encoded data, and further, the clock 
recovery unit may be further con?gured to recover a clock 
signal from the received encoded data. 

[0019] The clock signal may have a rate one tenth of said 
data rate. 

[0020] Additionally, the predetermined data may include a 
9-bit data, Where the 9-bit data may include one of an 
arbitrary set of 9-bit data. 

[0021] The inverse multiplexer may be further con?gured 
to synchroniZe the multiplexed predetermined data to a 
predetermined clock signal, Where the predetermined clock 
signal may include a phase locked loop clock signal. 

[0022] Additionally, a modem may be coupled to the 
inverse multiplexer to receive the inverse multiplexed trans 
lated predetermined data for transmission. 

[0023] The inverse multiplexed translated predetermined 
data may include a plurality of STS-3 signals, Where the 
plurality of STS-3 signals may include eight STS-3 signals 
for transmission. 

[0024] An apparatus for providing data transport in a 
netWork in accordance With yet another embodiment of the 
present invention includes a demultiplexer con?gured to 
demultiplex received data, a data translation unit coupled to 
the multiplexer con?gured to translate the demultiplexed 
data to a predetermined data, and a serialiZer coupled to the 
data translation unit con?gured to receive the translated 
predetermined data and accordingly to generate a corre 
sponding encoded data. 

[0025] The received data may include a plurality of STS-3 
signals, Where the plurality of STS-3 signals may include 
eight STS-3 signals. 

[0026] Additionally, a plurality of FIFOs may be provided, 
each con?gured to frame align the STS-3 signals, the frame 
aligned STS-3 signals corresponding to the received signal. 

[0027] The demultiplexed data may include a 9-bit data, 
Where the 9-bit data may have a data rate of 1,125 Mbits/ 
second. 

[0028] The demultiplexer may be further con?gured to 
perform parity checks on the received data. 

[0029] The predetermined data may include a 10-bit data. 

[0030] The serialiZer may be con?gured to synchroniZe 
the translated predetermined data, Where the translated pre 
determined data may include a 10-bit data, and further, 
Where the 10-bit data may have a data rate of 1,250 
Mbits/second. 

[0031] The encoded data may include an 8B/10B encoded 
data. 

[0032] A method for providing data transport in a netWork 
in accordance With still another embodiment of the present 
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invention includes the steps of demultiplexing a received 
data, translating the demultiplexed data to a predetermined 
data, generating a corresponding encoded data based on the 
translated predetermined data. 

[0033] The received data may include a plurality of STS-3 
signals, Where the plurality of STS-3 signals may include 
eight STS-3 signals. 

[0034] The method may further include the step of frame 
aligning each of the STS-3 signals, the frame aligned STS-3 
signals corresponding to the received data for demultiplex 
ing. 

[0035] The demultiplexed data may include a 9-bit data, 
Where the 9-bit data may have a data rate of 1,125 Mbits/ 
second. 

[0036] Additionally, the method above may further 
include the step of performing parity checks on the received 
data, as Well as the step of synchroniZing the translated 
predetermined data. 

[0037] The translated predetermined data may include a 
10-bit data, Where the 10-bit data may have a data rate of 
1,250 Mbits/second. 

[0038] Finally, the encoded data may include an 8B/10B 
encoded data. 

[0039] In the manner described, the present invention 
discloses method and system for providing data transmission 
With transparency over the Gigabit Ethernet as Well as other 
data stream Which includes receiving the 10 bit code With a 
data rate of 1,250 Mbits/second from the encoded 8B/10B 
data and arbitrarily selecting 9 bit codes using a look-up 
translation table Which can fully represent the 10 bit codes 
received. The translated 9 bit codes With a data rate of 1,125 
Mbits/second is then provided to eight STS-3 inverse mul 
tiplexer Which inverse multiplexes the received codes into 
eight STS-3 data streams each With a data ate of 155.52 
Mbits/second Which are then provided to the modulator at 
the near end and demodulator at the far end. 

[0040] These and other features and advantages of the 
present invention Will be understood upon consideration of 
the folloWing detailed description of the invention and the 
accompanying draWings. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0041] FIG. 1 illustrates an overall system in the add 
direction in accordance With one embodiment of the present 
invention. 

[0042] FIG. 2 illustrates the overall system shoWn in FIG. 
1 in the drop direction in accordance With one embodiment 
of the present invention. 

[0043] FIG. 3 illustrates an overall system con?gured for 
transporting OC-48 optical signals in the add direction in 
accordance With one embodiment of the present invention. 

[0044] FIG. 4 illustrates the overall system shoWn in FIG. 
3 in the drop direction in accordance With one embodiment 
of the present invention. 

[0045] FIG. 5 is a tabular illustration of a pseudo STS-3 
frame for use in multiplexing Gigabit ethernet data in the 
overall system shoWn in FIGS. 1-4. 
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[0046] FIG. 6 is a tabular illustration of a pseudo STS-3 
frame for use in multiplexing Fiber channel data. 

[0047] FIG. 7 is a tabular illustration of a pseudo STS-3 
frame for use in multiplexing RZ data. 

[0048] FIG. 8 illustrates frame byte de?nitions for pseudo 
STS-3 frames shoWn in FIGS. 5-7. 

[0049] FIG. 9 illustrates a pseudo STS-3 con?gurable 
frame that can multiplex data at any rate in accordance With 
another embodiment of the present invention. 

[0050] FIG. 10 illustrates a table shoWing the con?gura 
tion parameters for each data rate for the con?gurable frame 
of FIG. 9. 

[0051] FIG. 11 illustrates frame byte de?nitions for the 
con?gurable frame of FIG. 9. 

[0052] FIG. 12 illustrates a ?oWchart for providing data 
translation in the add direction in accordance With one 
embodiment of the present invention. 

[0053] FIG. 13 illustrates a ?oWchart for providing data 
translation in the drop direction in accordance With one 
embodiment of the present invention. 

DETAILED ESCRIPTION OF THE PREFERRED 
EMBODIMENT 

[0054] FIG. 1 illustrates an overall system in the add 
direction in accordance With one embodiment of the present 
invention. Referring to FIG. 1, in the overall system 100, 
there is provided a clock recovery unit 110, a data translation 
unit 120, an STS-3 inverse multiplexer 130, and a phase 
lock loop (PLL) unit 150. Furthermore, the data translation 
unit 120 includes a 10 bit-to-9 bit translation table 121. In 
one aspect of the present invention, 8B/10B encoded data is 
provided to the clock recovery unit 110. For example, both 
Gigabit Ethernet and Fiber Channel signals are encoded 
using the 8B/ 10B encoding scheme. In particular, under this 
coding scheme, 8 data bits are translated into 10 bits for the 
purpose of transition density of data for the clock recoveries 
and parity information for additional error detection. 

[0055] Referring back to FIG. 1, in one embodiment, the 
clock recovery unit 110 is con?gured to recover clock 
signals from the received encoded data and to provide the 
recovered clock signal to the data translation unit 120 and 
the PLL unit 150. Moreover, the clock recovery unit 110 is 
also con?gured to provide the 10-bit data With a data rate of 
1,250 Mbits/second to the data translation unit 120. As 
shoWn, the clock signal from the clock recovery unit 110 in 
one embodiment may be at a tenth of the data rate of the 
encoded data received. Moreover, in one aspect of the 
present invention, the clock recovery unit 110 may be 
con?gured to receive the 8B/10B encoded data Without a 
clock signal, and to derive a clock signal using a phase lock 
loop (PLL) Within the clock recovery unit 110. The derived 
clock signal may then be used in the digital components of 
the overall system 100 to sample and process the data. 
Indeed, in one aspect, the PLL unit 150 may be con?gured 
to frequency translate the incoming clock frequency to a 
predetermined frequency to derive a synchronous 155.52 
MHZ OC-3 clock that may be used to interface With the 
system 100. 

[0056] As further shoWn, the data translation unit 120 is 
con?gured to translate the received 10-bit data to a corre 
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sponding 9-bit data. In particular, the system 100 queries the 
translation table 121 to determine the 9-bit data correspond 
ing to the received 10-bit data. In one aspect of the present 
invention, the 10-bit to 9-bit translation table 121 of the data 
translation unit 120 may include 464 unique 9-bit codes, 
each corresponding to a separate one of the received 10-bit 
data. Moreover, the 9-bit codes may be arbitrarily chosen. 
Additionally, as shoWn in the Figure, 10 bit data received 
from clock recovery unit 110 Which do not require transla 
tion is passed through the data translation unit 120 Which 
uses the translation table 121 to determine Whether the 
received data bit code is valid, and outputs the valid con 
?rmed 10 bit data to the 8><STS-3 inverse multiplexer 130. 

[0057] Furthermore, as Will be discussed beloW, any 10-bit 
data received Which does not map to one of the 464 9-bit 
codes in the translation table 121 may result in a /V/ code 
translation indicating an error. It should be noted that /V/ 
codes are 10-bit codes de?ned by IEEE to be used for error 
propagation. In particular, /V/ codes are inserted as data in 
the STS-3 frame When a LOSYN defect or LOS defect exists 
on the add direction input. In particular, in the case of 
Gigabit Ethernet or Fiber Channel data streams, for a 
LOSYN defect, as soon as a comma is detected, the /V/ code 
insertion ceases. 

[0058] The translated 9-bit data With a data rate of 1,125 
Mbits/second is provided to the inverse multiplexer 130 
Which, along With the phase lock looped clock signal from 
the PLL unit 150, inverse multiplexes the received 9-bit data 
into corresponding STS-3 signals. In one aspect, the phase 
lock looped clock signal from the PLL unit 150 is at 155.52 
MHZ With an offset A, Where the offset A is a 20 ppm (parts 
per million) or less offset. Indeed, With the incoming bit data 
determined, the PLL unit 150 locks onto the incoming data 
rate. An ADD PLL alarm may be con?gured to indicate the 
status of the PLL unit 150—Whether the PLL unit 150 is in 
locked or unlocked state. This permits the overall system to 
maintain the timing on the clock instead of the data. Fur 
thermore, in another embodiment, variable bit stuffing may 
be implemented as Will be discussed in further detail beloW. 
With both cases, since the add direction clock signal is 
locked onto the incoming data, the data Will ?t exactly into 
the data frames shoWn in FIGS. 5-7 discussed in further 
detail beloW. 

[0059] Moreover, in addition to inverse multiplexing the 
9-bit data into eight STS-3 signals, the inverse multiplexer 
130 is further con?gured to provide variable byte stuf?ng. 
Then, the eight STS-3 signals, each at a data rate of 155.52 
Mbits/second+offset A With all eight STS-3 signals synchro 
niZed and frame aligned, are provided to a modem 140 for 
transmission via the optical transmission line to the drop 
side. In particular, the modem 140 includes eight modulators 
one for each STS-3 signal output from the STS-3 inverse 
multiplexer 130. More speci?cally, each of the eight modu 
lators together comprising the modem 140 is similar to 
modulator as described in pending US. patent application 
Ser. No. 09/571,349, ?led May 16, 2000 by inventors David 
A. Pechner and Laurence J. NeWell entitled “Through 
Timing of Data Transmitted Across an Optical Communi 
cations System UtiliZing Frequency Division Multiplexing” 
assigned to the assignor of the present application, and the 
disclosure of Which is incorporated herein by reference for 
all purposes. 
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[0060] As discussed above, in accordance With one 
embodiment of the present invention, 8B/10B encoded data 
Which includes, for example, Gigabit Ethernet and Fiber 
Channel signals, may be fully represented by 9 bits and may 
be transported transparently to ensure that parity and special 
code functions are passed on to the customers. Furthermore, 
in one aspect of the present invention, the PLL unit 150 and 
the clock recovery unit 110 may be con?gured to permit the 
overall system 100 to “tune” to each of the signal rates, such 
as, for example, in the case of Gigabit Ethernet data Whose 
rate is approximately 1,250 Mb/s encoded and approxi 
mately 1,000 Mb/s decoded. 

[0061] FIG. 2 illustrates the overall system shoWn in FIG. 
1 in the drop direction in accordance With one embodiment 
of the present invention. Referring to FIG. 2, there is 
provided STS-3 multiplexer/9-bit demultiplexer 220 Which 
is con?gured to receive eight STS-3 signals from modem 
210. The modem 210 is similar to the modem 140 described 
above in FIG. 1 in the add direction of the communication 
path. Further shoWn in FIG. 2 is a data translation unit 230 
coupled to the STS-3 multiplexer/9-bit demultiplexer 220, 
as Well as a phase lock loop (PLL) unit 250 and a serialiZer 
240. The serialiZer 240 may be provided With translated 10 
bit data from the data translation unit 230 along With phase 
lock looped clock signal from the PLL unit 250 to regenerate 
the 8B/10B encoded data. Coupled betWeen the modem 210 
and the STS-3 multiplexer/9-bit demultiplexer 220 is a FIFO 
260 Which is con?gured to receive the eight STS-3s for 
frame aligning. In particular, under the control of a frame 
aligning state machine, FIFO 260 Which in one embodiment 
includes eight separate FIFOs for each of the received 
STS-3s, is con?gured to frame align each received STS-3s 
to line up the STS-3s Which are received from the modem 
210 With slight delay. 

[0062] In particular, in accordance With one aspect of the 
present invention, the STS-3 multiplxer/9-bit demultiplexer 
220 may be con?gured to perform parity checks and to 
demultiplex the 9 bits from the received eight STS-3 signals. 
The recovered 9-bit data With a data rate of 1,125 Mbits/ 
second is then provided to the data translation unit 230 
Which includes a 9-bit-to-10-bit translation table 231. In one 
embodiment, the system 200 may be con?gured to retrieve 
a corresponding 10-bit data for the recovered, received 9-bit 
data from the STS-3multiplexer/9-bit demultiplexer. As Will 
be discussed in further detail beloW, in one embodiment, the 
9-bit to 10-bit translation table 231 of the data translation 
unit 230 may be a look-up table stored in the data translation 
unit 230 under the control of a controller (not shoWn) of the 
data translation unit 230. In particular, the translation table 
231 may be, in one embodiment, stored in a storage unit 
Within the data translation unit 230, Where the storage unit 
may include a memory such as a random access memory. 

[0063] Referring back to FIG. 2, the PLL unit 250 is 
con?gured to receive a 19.44 MHZ clock signal from the 
STS-3 signal transmission from the modem 210, and is 
con?gured to recover a clock signal at a tenth of the data rate 
to provide the clock signal to the serialiZer 240, as Well as 
to the data translation unit 230 and the STS-3 Multiplxer/ 
9-bit demultiplexer 220. As discussed above, the serialiZer 
240 is con?gured to synchroniZe the translated 10-bit data 
With a data rate of 1,250 Mbits/second received from the 
data translation unit 230 With the clock signal received from 
the PLL unit 250 and to regenerate the 8B/ 10B encoded data. 
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In this manner, in accordance With one embodiment of the 
present invention, in the drop direction, the 8B/ 10B encoded 
data may be recovered from the received eight STS-3 
signals. 
[0064] FIG. 3 illustrates an overall system con?gured for 
transporting OC-48 optical signals in the add direction in 
accordance With one embodiment of the present invention. 
Referring to FIG. 3, there is provided a pair of Clock and 
Data Recovery (CDRs) 310 each con?gured to receive 
Gigabit ethernet data. Also shoWn in FIG. 3 are DeserialiZer 
(DES) 320 con?gured to receive the data and the clock 
signal from the corresponding CDR 310 and output a 10-bit 
data each. The clock signal from the CDR 310 is also 
provided to the divider 330 Which is con?gured to divide the 
clock signal from the CDR 310 by a factor of 10. The 10-bit 
data from the DES 320 is provided to the 10-bit to 9-bit 
translation unit 340 Which is con?gured to translate the 
10-bit data received from the DES 320 into a respective 
corresponding 9-bit data. The 9-bit data from each 10-bit to 
9-bit translation unit 340 is then provided to the elastic store 
unit 350. The elastic store 350 in one embodiment is 
con?gured to perform buffering of the data during the time 
the multiplexer is transmitting frame overhead or bit stuff 
mg. 

[0065] As further shoWn in FIG. 3, the clock signal 
divided by the divider 330 is provided to the 10-bit to 9-bit 
translation unit 340 as Well as to the elastic store unit 350. 
The 9-bit data from the elastic store unit 350 is provided to 
STS-48c Mapper/Scrambler 360 Which is also con?gured to 
receive a clock signal from the multiplexer clock 370. As 
further shoWn, the multiplexer clock is also provided to each 
elastic store units 350. Additionally, the STS-48c Mapper/ 
Scrambler 360 is also con?gured to receive overhead data 
from the STS-48c overhead generator 380 as Well as a 
155.52 MHZ clock signal. The 16-bit STS-48c data output 
from the STS-48c Mapper/Scrambler 360 is then provided to 
serialiZer/optical transceiver 390 Which is then con?gured to 
transmit OC-48c data to the remote side. 

[0066] FIG. 4 illustrates the overall system shoWn in FIG. 
3 in the drop direction in accordance With one embodiment 
of the present invention. Referring to FIG. 4, OC-48c signal 
is received by CDR/Optical transceiver 410 Which is con 
?gured to output 16-bit STS-48c data to the STS-48c 
LTE/PM Demultiplexer/descrambler 420. The CDR/optical 
transceiver 410 is also con?gured to transmit a 155 .52 MHZ 
clock signal to the STS-48c LTE/PM Demultiplexer/de 
scrambler 420. The 9-bit data output from the STS-48c 
LTE/PM Demultiplexer/descrambler 420 is provided to 
respective FIFO leak buffer 430. The FIFO leak buffer 430 
are also con?gured to receive the 155 .52 MHZ clock signal 
from the CDR/optical transceiver 410. 

[0067] The frame aligned 9-bit data from the respective 
FIFO leak buffer 430 is the provided to the respective elastic 
store units 440. More particularly, the FIFO leak buffer 430 
is con?gured to send the 155.52 clock signal in addition to 
the 9-bit data. The elastic store unit 440 is also con?gured to 
receive the 9-bit data from the FIFO leak buffer 430. The 
155.52 MHZ clock signal from the FIFO leak buffer 430 is 
also provided to the respective elastic store units 440 as Well 
as to a logical OR 490. 

[0068] Referring back to FIG. 4, as can be seen, the output 
of the OR 490 Which is a gapped clock signal, is provided 
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to the dynamic phase locked loop (DPLL) 450 Whose output 
is provided to the elastic store unit 440, the 9-bit to 10-bit 
translation unit 460 and to the PLL multiplier 470. The 
multiplication factor for the PLL multiplier 470 may in one 
embodiment include ten. As can be further seen from FIG. 
4, the 9-bit data provided from the elastic store unit 440 to 
the 9-bit to 10-bit translation unit 460 is translated and 
output as a corresponding 10-bit data. The 10-bit data from 
the 9-bit to 10-bit translation unit 460 as Well as the output 
from the PLL multiplier 470 is provided to the SER 480 
Which is con?gured to output gigabit ethernet data from the 
received information. In this manner, in accordance With one 
embodiment of the present invention, in the drop direction 
of a data transmission scheme, the data may be transported 
transparently in the data netWork. 

[0069] FIG. 5 is a tabular illustration of a pseudo STS-3 
frame for use in multiplexing Gigabit ethernet data in the 
overall system shoWn in FIGS. 1-4. Referring to FIG. 5, as 
can be seen, the Gigabit ethernet data pseudo STS-3 frame 
table 500 substantially corresponds to the STS-3 inverse 
multiplexer 130 of the overall system 100 shoWn in FIG. 1. 
Indeed, as shoWn, each of the eight sets of 9-bit codes is 
multiplexed into a pseudo STS-3 frame as shoWn in the 
Gigabit ethernet data pseudo STS-3 frame table 500. As can 
be seen from FIG. 5, the number of bits in each roW of the 
Gigabit ethernet data pseudo STS-3 frame table 500 is 
equivalent to the number of bits in a roW of an STS-3 signal 
since it has to run at the same data rate. The byte de?nition 
for each entry in the Gigabit ethernet data pseudo STS-3 
frame table 500 can be seen in FIG. 8 Which Will be 
discussed in further detail beloW. 

[0070] FIG. 6 is a tabular illustration of a pseudo STS-3 
frame for use in multiplexing ?ber channel data. Referring 
to FIG. 6, as can be seen, the ?ber channel data pseudo 
STS-3 frame table 600 substantially corresponds to the 
STS-3 inverse multiplexer 130 of the overall system 100 
shoWn in FIG. 1. In particular, the ?ber channel data pseudo 
STS-3 frame table 600 of FIG. 6 illustrates the pseudo 
STS-3 frame in the case of Fiber Channel signals. In 
particular, if the data is Fiber Channel data, the 10-bit codes 
are passed through With no translation since the data rate is 
much less as compared With the case Where the data is 
Gigabit Ethernet. Indeed, the 10-bit codes are inverse mul 
tiplexed into eight sets of 10-bit codes and multiplexed in to 
the pseudo STS-3 frame of FIG. 6. Again, the byte de?nition 
for each entry in the translation table 600 of FIG. 6 can be 
seen in FIG. 8. 

[0071] FIG. 7 is a tabular illustration of a pseudo STS-3 
frame for use in multiplexing VRH-RZ (Variable Rate High 
Speed-RZ) data. Referring to FIG. 7, for the 1,129.984 Mb/s 
RZ signal, the data is multiplexed into the pseudo STS-3 
frame for VRH-RZ data table 700 shoWn in FIG. 7 in blocks 
of 10-bits at 112.9984 MHZ. For the 564.992 Mb/s signal, 
the data is multiplexed into the pseudo STS-3 frame for 
VRH-RZ data table 700 shoWn in FIG. 7 in blocks of S-bits 
at 112.9984 MHZ. This alloWs the same clock and logic 
structure to be reused. Again, the byte de?nition of each of 
the entries in the pseudo STS-3 frame for VRH-RZ data 
table 700 of FIG. 7 can be found in FIG. 8. A skilled artisan 
Would have available a variety of methods to interface to RZ 
signals, several approaches of Which are disclosed in pend 
ing application entitled, “System and Method for Recover 
ing RZ Formatted Data Using NRZ Clock and Data Recov 
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ery,” having inventors Nicholas J. Possley and David B. 
Upham, ?led on May 9, 2001. 

[0072] FIG. 8 illustrates frame byte de?nitions for the 
pseudo STS-3 frames shoWn in FIGS. 5-7. Referring to FIG. 
8, the byte de?nition table 800 includes a corresponding 
de?nition of each byte entry of the pseudo STS-3 frame 
tables 500, 600, and 700 shoWn in FIGS. 5-7, respectively 
for Gigabit ethernet data, ?ber channel data and VRH-RZ 
data, as Well as their corresponding value. For example, 
bytes A1 and A2 corresponds to the framing byte With values 
of 0xF6 and 0x28, respectively. Moreover, bytes R, R1, and 
R2 correspond to the 8 bit ?xed stuff, 9 bit ?xed stuff and 10 
bit ?xed stuff, respectively, having values of 0xFF, 0x1FF 
and 0x3FF, respectively. 

[0073] Referring back to FIGS. 5-7, as can be seen, the 
STS-3 frames are scrambled using the standard SONET 
scrambler and sent to the modem 140 (FIG. 1). Further, the 
frame contains ?xed stuff bytes and variable stuff bytes 
Which are included due to data rate mismatch. Additionally, 
the STS-3 frames shoWn in FIGS. 5-7 contain parity BIP-8 
bytes used for performance monitoring and establishing 
Signal Degrade conditions over the data link. In particular, 
the parity is determined over each pseudo STS-1 Within each 
of the pseudo STS-3s. Moreover, as can be seen, the frame 
also contains ID bytes Which are used to authenticate the 
source of the data and order. In particular, if the order or 
authentication does not match, then a cross-connect fault 
may be declared on the drop side. Additionally, the frame 
further contains an Alarm Noti?cation Signal (ANS) byte 
Which is used to indicate to the far end drop-side that there 
is a near end add-side defect. Furthermore, for fault isola 
tion, LOS defect may be accumulated to provide a LOS 
fault, While LOL may be accumulated to provide a LOL 
fault. 

[0074] FIG. 9 illustrates a con?gurable STS-3 frame for a 
VRVH (Variable Rate Very High) circuit pack in accordance 
With another embodiment of the present invention, While 
FIG. 10 illustrates a table shoWing the con?guration param 
eters for each data rate for the con?gurable STS-3 frame of 
FIG. 9. 

[0075] In one embodiment, the VRVH circuit pack is 
con?gured to support non-standard signals in the range from 
565 Mb/s to 1,184.265 Mb/s. In particular, the STS-3 frame 
shoWn in FIG. 9 has the same number of bits per frame as 
an STS-3 data Which is 2,160 bits per roW. Furthermore, the 
VRVH circuit pack may be con?gured to provide the func 
tionality of transparently transporting the non-standard sig 
nals through the data netWork system. The data netWork 
system may be through-timed from the input signals, With 
the data being multiplexed into the STS-3 frame shoWn in 
FIG. 9. Furthermore, as shoWn, FIG. 10 illustrates the frame 
parameters for the various signal types as applied to the 
STS-3 frame shoWn in FIG. 9. 

[0076] FIG. 11 illustrates frame byte de?nitions for the 
frame for the STS-3 and the corresponding data rate for the 
various signal types as shoWn in FIGS. 9-10, respectively. 
Referring to the ?gure, it can be seen that, for example, bytes 
A1 and A2 correspond to framing bytes With values of 0xF6 
and 0x28, respectively. Moreover, bytes R(0), R(l), and 
R(2) correspond to 8, 9 and 10 bit ?xed stuff having values 
of 0xFF, 0x1FF, and 0x3FF, respectively. Furthermore, refer 
ring back to FIG. 10, the NEC1.12 parameters Were selected 
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based upon an 8 KHZ frame rate, and due to the PLL divider 
limitations, the frame rate may be slightly different. 

[0077] FIG. 12 illustrates a ?owchart for providing data 
translation in the add direction in accordance With one 
embodiment of the present invention. Referring to FIG. 12, 
in the add direction, at step 1210, the 8B/ 10B encoded data 
is received. Thereafter at step 1220, the clock signal from the 
received data is recovered and the data rate is detected. At 
step 1230, the 10-bit data is mapped to corresponding 9-bit 
code using a look-up table as shoWn in FIG. 1, and at step 
1240, the 9-bit code is inverse multiplexed to corresponding 
pseudo STS-3 signals Which are synchroniZed to the clock 
signal of the encoded data received at step 1210. 

[0078] FIG. 13 illustrates a ?oWchart for providing data 
translation in the drop direction in accordance With one 
embodiment of the present invention. Referring to FIG. 13, 
at step 1310, a plurality of STS-3 signals are received and at 
step 1320, the received STS-3 signals are multiplexed into 
9-bit data. Thereafter at step 1330, the multiplexed 9-bit data 
is mapped to corresponding 10-bit data. Finally, at step 
1340, the 8B/ 10B encoded data corresponding to the 10-bit 
data is regenerated after being synchroniZed With the 
received STS-3 signals. 

[0079] As discussed above, in accordance With one 
embodiment of the present invention, in the add direction, 
the Gigabit Ethernet, RZ signals, or Fiber Channel data is 
inverse multiplexed into eight pseudo STS-3 data streams. 
The data netWork system 100 then modulates and sums the 
data stream With all other data streams for transport over an 
optical ?ber connection. At the far end, the data netWork 
system 100 receives the eight pseudo STS-3 signals from the 
modem 140 and multiplexes the data back into the original 
high speed data stream. Pending US. Patent application 
entitled “Variable Rate High-Speed Input and Output in 
Optical Communication Network,” having inventors Tian 
Shen, Robert B. Clarke, Jr., Thomas J. Roman, David B. 
Upham, David A. Pechner, and Laurence J. NeWell, ?led on 
May 8, 2001, and assigned to the assignee of the present 
application, Kestrel Solutions, Inc., provides additional 
examples of variable rate high speed input and output in an 
optical netWork using optical frequency division multiplex 
ing, the disclosure of Which is incorporated in its entirety by 
reference for all purposes. 

[0080] In the drop direction, the data netWork system 100 
may be con?gured to receive both sets of eight data streams 
from each of the drop cross-connects. Accordingly, SONET 
framers may be used to frame-up each of the pseudo STS-3s, 
With the delay compensated for betWeen each of the pseudo 
STS-3’s in each set of eight data streams. It should be noted 
that the delay is compensated for betWeen the pseudo 
STS-3’s in a set. In one aspect, the maximum delay betWeen 
any pseudo STS-3 is approximately 26.3 us. Since this delay 
value is much less than the frame period of approximately 
125 ps, the alignment of the pseudo STS-3’s may occur 
Where the framing pulses are nearest to each other. More 
over, it should be noted that in both the add and drop 
directions, the system 100 may be con?gured to perform a 
predetermined level of performance monitoring and fault 
detection on the data stream. 

[0081] In one aspect of the present invention, a Gigabit 
Ethernet Circuit Pack proposed by the assignee of the 
present invention, Kestrel Solutions, is con?gured to pro 
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vide an additional interface added to the loW speed shelf, the 
added interfaces including 1250 Mbps Gigabit Ethernet, 
1062.5 Mbps Fiber Channel, 1129.984 Mb/s Return-to-Zero 
(RZ) data and 564.992 Mbps RZ data. The circuit pack is 
thus con?gured to provide the functionality of transparently 
transporting these signal formats through the backend of a 
data netWork Which is through-timed from the input signals. 

[0082] In particular, as discussed above, since both the 
Gigabit Ethernet and the Fiber Channel signals are encoded 
using the 8B/10B encoding scheme, the 8 bits are transmit 
ted into 10 bits for the purpose of transition density of data 
for the clock recoveries and parity information for additional 
error detection. Indeed, since the 8 bits are mapped into tWo 
sets of 10-bit codes, the tWo sets providing the parity 
information, it can be seen that only a maximum of 512 
different codes need be used. Furthermore, by examining the 
code table in IEEE 802.3 publication, it can be seen that 72 
of the 512 codes are duplicates, Which leaves 440 codes for 
the data. Additionally, apart from the data, IEEE 802.3 
publication de?nes 12 special codes used for various func 
tions such as start-of-packet, error propagation, end-of 
pocket, idle, and so on, With parity that gives 24 codes. 
Therefore, the total number of codes is 464 codes, Which can 
be fully represented by 9-bit codes. Indeed, in accordance 
With one aspect of the present invention, to ensure that parity 
and special code functions are passed onto the customers, 
the data may be transported transparently, as described 
above, for example, Where 9-bit codes can fully represent 
the data. 

[0083] In the manner described above, in accordance With 
the present invention, there is provided method and system 
for providing data transmission With transparency over the 
Gigabit Ethernet data stream Which includes receiving the 
10 bit code With a data rate of 1,250 Mbits/second from the 
encoded 8B/10B data and arbitrarily selecting 9 bit codes 
using a look-up translation table Which can fully represent 
the 10 bit codes received. The translated 9 bit codes With a 
data rate of 1,125 Mbits/second is then provided to eight 
STS-3 inverse multiplexer Which inverse multiplexes the 
received codes into eight STS-3 data streams each With a 
data rate of 155.52 Mbits/second+offset A Which are then 
provided to the modem at the far end. 

[0084] Various other modi?cations and alterations in the 
structure and method of operation of this invention Will be 
apparent to those skilled in the art Without departing from 
the scope and spirit of the invention. Although the invention 
has been described in connection With speci?c preferred 
embodiments, it should be understood that the invention as 
claimed should not be unduly limited to such speci?c 
embodiments. It is intended that the folloWing claims de?ne 
the scope of the present invention and that structures and 
methods Within the scope of these claims and their equiva 
lents be covered thereby. 

What is claimed is: 
1. A method of transporting data through a data netWork, 

comprising the steps of: 

receiving an encoded data; 

mapping said received data to a predetermined data; and 

multiplexing said mapped predetermined data. 
2. The method of claim 1 Wherein said encoded data 

includes 8B/10B encoded data. 
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3. The method of claim 2 wherein said encoded data 
includes one of a Gigabit Ethernet data and a Fiber Channel 
data. 

4. The method of claim 1 Wherein said step of receiving 
further includes the step of determining a data rate of said 
received encoded data. 

5. The method of claim 4 Wherein said step of receiving 
further includes the step of recovering a clock signal from 
said received encoded data. 

6. The method of claim 5 Wherein said clock signal has a 
rate one tenth of said data rate. 

7. The method of claim 1 Wherein predetermined data 
includes a 9-bit data. 

8. The method of claim 7 Wherein said 9-bit data includes 
one of an arbitrary set of 9-bit data. 

9. The method of claim 1 Wherein said multiplexing step 
includes the step of synchronizing said multiplexed prede 
termined data. 

10. The method of claim 9 Wherein said multiplexed 
predetermined data is synchronized to a predetermined clock 
signal. 

11. The method of claim 10 Wherein said predetermined 
clock signal includes a phase locked loop clock signal. 

12. An apparatus for providing data transport through a 
data network, comprising: 

a clock recovery unit con?gured to receive an encoded 

data; 
a data translation unit coupled to said clock recovery unit, 

con?gured to translate said received data to a prede 
termined data; and 

an inverse multipleXer coupled to said data translation 
unit, con?gured to inverse multiplex said translated 
predetermined data. 

13. The apparatus of claim 12 Wherein said encoded data 
includes 8B/10B encoded data. 

14. The apparatus of claim 13 Wherein said encoded data 
includes one of a Gigabit Ethernet data and a Fiber Channel 
data. 

15. The apparatus of claim 12 Wherein said clock recovery 
unit is further con?gured to detect a data rate of said 
received encoded data. 

16. The apparatus of claim 15 Wherein said clock recovery 
unit is further con?gured to recover a clock signal from said 
received encoded data. 

17. The apparatus of claim 16 Wherein said clock signal 
has a rate one tenth of said data rate. 

18. The apparatus of claim 12 Wherein predetermined data 
includes a 9-bit data. 

19. The apparatus of claim 18 Wherein said 9-bit data 
includes one of an arbitrary set of 9-bit data. 

20. The apparatus of claim 12 Wherein said inverse 
multipleXer is further con?gured to synchroniZe said multi 
pleXed predetermined data to a predetermined clock signal. 

21. The apparatus of claim 20 Wherein said predetermined 
clock signal includes a phase locked loop clock signal. 

22. The apparatus of claim 12 further including a modem 
coupled to said inverse multipleXer con?gured to receive 
said inverse multiplexed translated predetermined data for 
transmission. 

23. The apparatus of claim 22 Wherein said inverse 
multiplexed translated predetermined data includes a plu 
rality of STS-3 signals. 
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24. The apparatus of claim 23 Wherein said plurality of 
STS-3 signals includes eight STS-3 signals for transmission. 

25. An apparatus for providing data transport in a net 
Work, comprising: 

a demultipleXer con?gured to demultipleX received data; 

a data translation unit coupled to said multipleXer con 
?gured to translate said demultipleXed data to a prede 
termined data; and 

a serialiZer coupled to said data translation unit con?gured 
to receive said translated predetermined data and 
accordingly to generate a corresponding encoded data. 

26. The apparatus of claim 25 Wherein said received data 
includes a plurality of STS-3 signals. 

27. The apparatus of claim 26 Wherein said plurality of 
STS-3 signals includes eight STS-3 signals. 

28. The apparatus of claim 26 further including a plurality 
of FIFOs each con?gured to frame align said each of STS-3 
signals, said frame aligned STS-3 signals corresponding to 
said received signal. 

29. The apparatus of claim 25 Wherein said demultipleXed 
data includes a 9-bit data. 

30. The apparatus of claim 29 Wherein said 9-bit data has 
a data rate of 1,125 Mbits/second. 

31. The apparatus of claim 29 Wherein said demultipleXer 
is further con?gured to perform parity checks on said 
received data. 

32. The apparatus of claim 25 Wherein said predetermined 
data includes a 10-bit data. 

33. The apparatus of claim 25 Wherein said serialiZer is 
con?gured to synchroniZe the translated predetermined data. 

34. The apparatus of claim 33 Wherein said translated 
predetermined data includes a 10-bit data. 

35. The apparatus of claim 34 Wherein said 10-bit data has 
a data rate of 1,250 Mbits/second. 

36. The apparatus of claim 35 Wherein said encoded data 
includes an 8B/10B encoded data. 

37. A method for providing data transport in a netWork, 
comprising the steps of: 

demultipleXing a received data; 

translating said demultipleXed data to a predetermined 
data; and 

generating a corresponding encoded data based on said 
translated predetermined data. 

38. The method of claim 37 Wherein said received data 
includes a plurality of STS-3 signals. 

39. The method of claim 38 Wherein said plurality of 
STS-3 signals includes eight STS-3 signals. 

40. The method of claim 38 further including the step of 
frame aligning said each of STS-3 signals, said frame 
aligned STS-3 signals corresponding to said received data 
for demultipleXing. 

41. The method of claim 37 Wherein said demultipleXed 
data includes a 9-bit data. 

42. The method of claim 41 Wherein said 9-bit data has a 
data rate of 1,125 Mbits/second. 

43. The method of claim 41 further including the step of 
performing parity checks on said received data. 

44. The method of claim 37 Wherein said predetermined 
data includes a 10-bit data. 

45. The method of claim 37 further including the step of 
synchroniZing the translated predetermined data. 




