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EMBOLIC PROTECTION FILTER DELIVERY 
SHEATH 

CROSS-REFERENCES TO RELATED 
APPLICATIONS 

[0001] This application claims the bene?t of priority to 
co-pending provisional US. Patent Application Serial No. 
60/272,544, ?led Mar. 1, 2001 entitled DISTAL PROTEC 
TION FILTER DELIVERY SHATH, the entire disclosure of 
Which is herein incorporated by reference. 

FIELD OF THE INVENTION 

[0002] The present invention pertains generally to the ?eld 
of embolic distal protection. More particularly, the invention 
pertains to embolic and distal protection ?lters. 

BACKGROUND OF THE INVENTION 

[0003] Embolic protection ?lters can be used to collect 
debris dislodged When performing a procedure in a vessel. 
For example, an embolic protection ?lter can be placed 
distally of a lesion in a coronary artery When performing 
angioplasty. The embolic protection ?lter is ?rst placed 
distally of the lesion. An angioplasty catheter can then be 
advanced to the lesion. The lesion is then dilated. Debris 
dislodged by the dilation of the lesion can be captured by a 
?lter. After dilatation of the lesion, the angioplasty catheter 
is removed as Well as the ?lter containing the debris. 

SUMMARY OF THE INVENTION 

[0004] The present invention pertains to an embolic pro 
tection ?lter delivery sheath assembly. The present invention 
include an elongate sheath, an elongate shaft (e.g., a 
guideWire or ?lter Wire) adapted for being disposed With in 
the sheath, a ?lter coupled to the shaft, and a manifold 
coupled to the sheath. In some embodiments, the manifold 
including a sheath cutting blade. The sheath cutting blade 
can be used to split the sheath longitudinally, so that the 
sheath can be peeled aWay from the ?lter Wire. In some 
embodiments, the sheath may include a slit that can alloW 
the sheath to be spit Whether the cutting blade is present or 
absent. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0005] FIG. 1 is a cross-sectional vieW of an embodiment 
of an embolic protection ?lter delivery sheath assembly in 
accordance With the present invention. 

DETAILED DESCRIPTION 

[0006] The folloWing description should be read With 
reference to the draWings Wherein like reference numerals 
indicate like elements throughout the several vieWs. The 
detailed description and draWings illustrate example 
embodiments of the claimed invention. 

[0007] FIG. 1 is a cross-sectional vieW of an embolic 
protection ?lter delivery sheath assembly 10 in accordance 
With the present invention. Assembly 10 includes a tubular 
sheath 12 having a generally cylindrical larger diameter 
portion 14 and a proximal end 16. Sheath 12 may also 
include an opening 18 through a side Wall near proximal end 
16. An elongate shaft or Wire 20 having an embolic protec 
tion ?lter coupled thereto can be slidably disposed Within 
sheath 12. 
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[0008] It can be appreciated that sheath 12 is generally 
tubular and may comprise a number of different medical 
devices such as a catheter (e.g., a guide, diagnostic, or 
therapeutic catheter). Sheath 12 may be comprised of a 
polymer. For example, sheath 12 may be comprised of 
polyethylene (PE), polypropylene (PP), polyvinylchloride 
(PVC), polyether block amide (PEBA), or other suitable 
materials. Alternatively, sheath 12 may be comprised of a 
metal, metal alloy, or metal-polymer composite. In general, 
sheath 12 is comprised of materials having an appropriate 
amount of ?exibility, torquability, and pushability to alloW 
sheath 12 to be advanced through a blood vessel or other 
body lumen. 

[0009] Wire 20 may comprise a guideWire, ?lter Wire, or 
other suitable device. Wire 20 is generally metallic and may 
be comprised of, for example, stainless steel, nickel-titanium 
alloy, or other suitable materials. In embodiments Where 
Wire 20 is a guideWire, Wire 20 may includes a distal tip 24, 
for example including a coil or spring. In some embodi 
ments, a stop 26 is disposed on Wire 20 proximally of ?lter 
22. 

[0010] Filter 22 may be comprised of a polyurethane sheet 
disposed over a ?lter frame. The polyurethane sheet has at 
least one opening that may be, for example, formed by 
knoWn laser techniques. The holes or openings are siZed to 
alloW blood ?oW therethrough but restrict How of debris or 
emboli ?oating in the body lumen or cavity. In some 
embodiments, the ?lter frame may include one or more 
struts 25 extending betWeen ?lter 22 and Wire 20. 

[0011] Filter 22 is adapted to shift betWeen a ?rst generally 
closed collapsed con?guration and a second generally 
expanded con?guration for collecting debris in a body 
lumen. In some embodiments, ?lter 22 is biased to be in the 
expanded con?guration. Thus, ?lter 22 can be at least 
partially collapsed Within sheath 12 and may “self-expand” 
When sheath 12 is WithdraWn from ?lter 22. 

[0012] Embolic protection ?lter delivery sheath assembly 
10 includes a manifold housing 28 located at proximal end 
16 of sheath 12. Manifold housing 28 is available to the 
clinician for manipulating or otherWise actuating or holding 
assembly 10. It can be appreciated that modi?cations to the 
general shape or material composition of manifold housing 
28 can be substituted Without departing from the spirit of the 
invention. 

[0013] A hypotube 29 can be af?xed to and/or disposed 
Within manifold housing 28 (and/or Within a lumen de?ned 
by housing 28). Hypotube 29 may serve as a conduit for Wire 
20 to pass through or otherWise separate from sheath 12. 
Separation of sheath 12 and Wire 20 may be important 
because sheath 12 may need to be moved relative to Wire 20. 
Moving sheath 12 in the proximal direction relative to Wire 
20 may alloW ?lter 22 to shift from the collapsed con?gu 
ration to the expanded con?guration. 

[0014] A blade 30 can be affixed to or Within housing 28. 
Blade 30 may include a distally disposed cutting edge 32. 
Blade 30 is con?gured to cut or otherWise split sheath 12. In 
some embodiments, sheath 12 can be cut by pulling sheath 
12 across blade 30 and/or cutting edge 32. 

[0015] Aproximal portion of sheath 12 is disposed Within 
an opening 34 de?ned by manifold housing 28. Opening 34 
may de?ne a position Where sheath 12 and Wire 20 are 
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separated by manifold housing 28. A opening 34, sheath 12 
may curve or bend laterally (i.e., aWay from the longitudinal 
axis along the majority of the length of sheath 12). Wire 20 
generally continues in the direction of the longitudinal axis. 
Aportion of ?lter Wire 20 can extend longitudinally through 
hypotube 29 and can be held in place relative to manifold 28 
(and, thus, sheath 12) by a collet 36 threadably connected to 
housing 28. Housing 28 also includes a lure ?tting 38 for 
prepping sheath 10. 

[0016] Apull tab 40 is releasably connected to housing 28. 
Distal end 16 of sheath 12 is connected to pull tab 40 by 
adhesive or another method. Pull tab 40 and sheath 12 are 
connected at or near the portion of sheath 14 that curves 
laterally aWay from the longitudinal axis. Pull tab 40 may, 
for example, comprise a thumb ring, ?nger ring, or other 
graspable surface that can be pulled aWay from manifold 
housing 28. Because sheath 12 is connected to pull tab 40, 
pull tab 40 may be used to move sheath 12. Sheath 12 may 
be split, cut, opened, etc. by using pull tab 40 to pull sheath 
12 across blade 30. In embodiments Where sheath 12 
includes a slit, actuating pull tab 40 may alloW sheath 12 to 
become spit along the slit. 

[0017] Embolic protection ?lter delivery sheath 10 can be 
used in conjunction With ?lter 22 to provide embolic pro 
tection from embolism during procedures performed in a 
patient’s vasculature. For example, ?lter 22 can be delivered 
distally of a coronary lesion using assembly 10. Prior to 
delivery, ?lter 22 is positioned in sheath 12 as shoWn. Collet 
36 is tightened to ?x the position of ?lter 22 relative to 
manifold 28 (and sheath 12). Saline is introduced through 
lure ?tting 38 and hypotube 29 to ?ush air from sheath 12 
and distal larger diameter portion 14. When ?lter 22 is 
positioned as shoWn in FIG. 1, sheath 12 and ?lter 22 can 
be advanced through a blood vessel or body lumen to a 
location distal of the lesion to be treated. 

[0018] Once sheath 10 and ?lter 22 are advanced distally 
of the lesion, sheath 12 is “peeled aWay”, generally moved 
proximally, and/or removed from the blood vessel to deploy 
?lter 22. In some embodiments, sheath 12 is completed 
removed from assembly 10 (and, thus, the blood vessel). 
When sheath 12 is removed, an angioplasty catheter (or any 
other suitable guide, diagnostic, or therapeutic catheter) can 
be advanced over ?lter Wire 20 to the lesion. The lesion may 
then be dilated by the angioplasty catheter. The angioplasty 
catheter and ?lter assembly 10 may then removed. 

[0019] To remove sheath 10 from ?lter Wire 20 and ?lter 
22, pull tab 40 is pulled from manifold 28 generally in the 
direction of arroW A. This Will draW sheath 12 proximally as 
shoWn by arroWs B. As sheath 12 moves in the direction of 
arroWs B, sheath 12 is sliced longitudinally by cutting edge 
32 of blade 30. Thus, an elongate slit Will extend from side 
opening 18 and distal larger diameter portion 14 Will move 
proximally until it becomes disposed proximate manifold 
28. In some embodiments, collet 36 is loosened and mani 
fold 28 and larger diameter portion 14 may be removed 
proximally from ?lter Wire 20. Alternatively, pull tab 40 may 
be actuated until the entire length of sheath 12 is sliced open 
and can be removed from assembly 10 and/or the blood 
vessel. 
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[0020] It can be appreciated that a slit can be preformed in 
sheath 12 such that blade 32 Would not be necessary. 
Alternately, a narroW longitudinal region of sheath 12 could 
be thinned to peel aWay sheath 12 from Wire 20 Without the 
need of blade 30. 

[0021] By peeling or otherWise removing sheath 12 at 
least in part aWay from Wire 20 rather than removing it 
entirely over the proximal end Wire 20, a shorter ?lter Wire 
20 can be used. Thus, if sheath 12 is split along a suf?cient 
amount of its length, Wire 20 can be short enough to enable 
single operator removal of sheath 12. 

[0022] It should be understood that this disclosure is, in 
many respects, only illustrative. Changes may be made in 
details, particularly in matters of shape, siZe, and arrange 
ment of steps Without exceeding the scope of the invention. 
The invention’s scope is, of course, de?ned in the language 
in Which the appended claims are expressed. 

What is claimed is: 
1. An apparatus for delivering an intravascular ?lter, 

comprising 
an elongate sheath having a proximal end, a distal end, 

and a lumen extending therethrough; 

an elongate shaft having a proximal end and a distal end, 
the shaft adapted for being disposed Within the lumen 
of the sheath; 

a ?lter coupled to the shaft; 

a manifold coupled to the proximal end of the sheath; and 

a cutting blade coupled to the manifold. 
2. The apparatus in accordance With claim 1, Wherein the 

sheath has a ?ared distal end. 
3. The apparatus in accordance With claim 1, Wherein the 

manifold includes a hypodermic tube having a lumen con 
?gured for having the shaft disposed therein. 

4. The apparatus in accordance With claim 1, Wherein a 
collet for securing the shaft is coupled to the manifold. 

5. The apparatus in accordance With claim 1, Wherein the 
manifold further comprises a luer ?tting. 

6. The apparatus in accordance With claim 1, Wherein the 
blade includes a distally disposed cutting edge. 

7. An apparatus for delivering an intravascular ?lter, 
comprising 

an elongate sheath having a proximal end, a distal end, a 
longitudinal axis, and a lumen extending therethrough; 

Wherein the sheath includes a slit along at least a portion 
of the longitudinal axis of the sheath; 

an elongate shaft having a proximal end and a distal end, 
the shaft adapted for being disposed Within the lumen 
of the sheath; 

a ?lter coupled to the distal end of the shaft; 

a manifold coupled to the proximal end of the sheath; and 

a pull tab attached to the proximal end of the sheath, the 
pull tab releasably coupled to the manifold. 

8. The apparatus in accordance With claim 7, Wherein the 
sheath has a ?ared distal end. 

9. The apparatus in accordance With claim 7, Wherein the 
manifold includes a hypodermic tube having a lumen con 
?gured for having the shaft disposed therein. 
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10. The apparatus in accordance With claim 7, wherein a 
collet for securing the shaft is coupled to the manifold. 

11. The apparatus in accordance With claim 7, Wherein the 
manifold further comprises a luer ?tting. 

12. The apparatus in accordance With claim 7, further 
comprising a cutting blade coupled to the manifold. 

13. The apparatus in accordance With claim 12, Wherein 
the blade includes a distally disposed cutting edge. 

14. An apparatus for delivering an intravascular ?lter, 
comprising 

an elongate sheath having a proximal end, a distal end, a 
longitudinal axis, and a lumen extending therethrough; 

an elongate shaft having a proximal end and a distal end, 
the shaft adapted for being disposed Within the lumen 
of the sheath; 

a ?lter coupled to the distal end of the shaft; 

a manifold coupled to the proximal end of the sheath; 

a pull tab attached to the proximal end of the sheath, the 
pull tab releasably coupled to the manifold; and 

means for longitudinally opening the sheath. 
15. The apparatus in accordance With claim 14, Wherein 

means for longitudinally opening the sheath includes a slit 
along at least a portion of the longitudinal axis of the sheath. 

16. The apparatus in accordance With claim 14, Wherein 
means for longitudinally opening the sheath includes a 
cutting blade coupled to the manifold. 

17. A method of delivering an intravascular ?ltering 
device, comprising the steps of: 

providing a delivery catheter assembly including an outer 
sheath having a proximal end, a distal end, a longitu 
dinal axis, and a lumen extending therethrough; an 
elongate shaft having a proximal end and a distal end; 
a ?lter coupled to the shaft; 

advancing the delivery catheter through a blood vessel to 
an area of interest; and 

splitting the sheath along at least a portion of the longi 
tudinal axis thereof removal the sheath at least in part 
from the vessel. 

18. The method in accordance With claim 17, Wherein the 
?lter is con?gured to shift betWeen a ?rst generally col 
lapsed con?guration and a second generally expanded con 
?guration, and Wherein the step of removing the sheath from 
the blood vessel shifts the ?lter from the ?rst con?guration 
to the second con?guration. 
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19. The method in accordance With claim 17, Wherein the 
step of splitting the sheath along at least a portion of the 
longitudinal axis thereof occurs after advancing the delivery 
catheter through the blood vessel. 

20. A method of delivering an intravascular ?ltering 
device, comprising the steps of: 

providing a delivery catheter assembly including an outer 
sheath having a proximal end, a distal end, a longitu 
dinal axis, and a lumen extending therethrough; an 
elongate shaft having a proximal end and a distal end; 
a ?lter coupled to the distal end of the shaft; a manifold 
coupled to the distal end of the sheath; a pull tab 
attached to the proximal end of the sheath, the pull tab 
releasably coupled to the manifold; and a cutting blade 
coupled to the manifold; 

advancing the delivery catheter through a blood vessel to 
an area of interest; 

?xing the position of the shaft relative to the manifold; 
and 

actuating the pull tab so as to split the sheath along at least 
a portion of the longitudinal axis thereof. 

21. The method in accordance With claim 20, Wherein the 
?lter is con?gured to shift betWeen a ?rst generally col 
lapsed con?guration and a second generally expanded con 
?guration, and Wherein the step of actuating the pull tab so 
as to remove the sheath from the blood vessel shifts the ?lter 
from the ?rst con?guration to the second con?guration. 

22. The method in accordance With claim 20, Wherein 
sheath includes a longitudinal slit disposed along at least a 
portion of the longitudinal axis of the sheath, and Wherein 
the step of actuating the pull tab so as to split the sheath 
along at least a portion of the longitudinal axis thereof 
includes longitudinally splitting the sheath along the longi 
tudinal axis proximate the slit. 

23. The method in accordance With claim 20, Wherein the 
step of actuating the pull tab so as to split the sheath along 
at least a portion of the longitudinal axis thereof using the 
pull to pull the sheath across the cutting blade. 

24. The method in accordance With claim 20, Wherein the 
manifold includes a collet, and Wherein the step of ?xing the 
position of the shaft relative to the manifold includes secur 
ing the shaft to the manifold With the collet. 

25. The method in accordance With claim 20, further 
comprising the step of releasing the shaft relative to the 
manifold. 


