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(57) ABSTRACT 

An apparatus capable of scanning in documents is disclosed. 
According to one embodiment, a linear scanner is integrated 
With a portable computing device and exposed to a scanning 
document. An image is generated When there is a relative 
motion betWeen the linear scanner and the scanning docu 
ment. Texts in the image are reproduced by an OCR engine 
in the apparatus and can be displayed on a display screen of 
the portable computing device. The reproduced texts can be 
then ?lled in appropriate ?elds on records maintained in the 
device or transported to another device. 

108 

106 

110 



Patent Application Publication Sep. 19, 2002 Sheet 1 0f 9 US 2002/0131636 A1 

Scanning ..... .. 

116 

Figure 1 



Patent Application Publication Sep. 19, 2002 Sheet 2 0f 9 US 2002/0131636 A1 

Scanning ..... .. 

Figure 2A 



Patent Application Publication 

202 

Sep. 19, 2002 Sheet 3 0f 9 

E: 

L 

Name: 
Jane W. Dow 216 

Company: 
Gourmet Coffee Service 218 

phone: 650-550-4011 220 

e-mallz Jd0w@aol.com[3/2g 

print id: captured W/U224 

Jane W. Dow 
Gourmet Coffee SGI'VIGE 
phone: 650-550-401 1 
e-mall: jdow@aol cum 

C @ ® ) 

US 2002/0131636 A1 

206 

[ l—1 ] 

gFE )210 §E§ 

@313 212/\/ N 
8:1.6 

Figure 2B 



Patent Application Publication Sep. 19, 2002 Sheet 4 0f 9 US 2002/0131636 A1 

.0 Miami 
Nmm wwm 

0mm 

mO/EmwPZ mwwD 

oom 

mOwwwOOma 2N2 

em 

NE 

mom 



Patent Application Publication Sep. 19, 2002 Sheet 5 0f 9 US 2002/0131636 A1 

w 959E 
oow 

wow wow 



Patent Application Publication Sep. 19, 2002 Sheet 6 0f 9 US 2002/0131636 A1 

Name: 
Jane W. Dow 

Company: 
Gourmet Coffee Service 

510 
Con?rmedirmation: 
Acme Security Service 512 
Registered 01/25/2001 ; 

downioad complete 514 

==::;:i= Products and Price Lists 

|:| Store Locations 

E] Register for free gift 1 

Figure 5 



Patent Application Publication 

QB 

602 \ 

Sep. 19, 2002 Sheet 7 0f 9 

604 

US 2002/0131636 A1 

608 

WIRELESS 
NETWORK 

610 

Figure 6A 



Patent Application Publication Sep. 19, 2002 Sheet 8 0f 9 US 2002/0131636 A1 

634 630 632 

A. a 1. Q 

623 /~-/ 

j ‘“ , 628 

622 "v E i\ , 

626 S 
624 636 

Figure 6B 



Patent Application Publication Sep. 19, 2002 Sheet 9 0f 9 US 2002/0131636 A1 

W700 
708 

OCR /\/ 
PROCESSING 

724 

N I 
712 

G‘EXLEGREAL FINGER- TEMPLATE /\/ 
PROCESSING PRINT? MATCHlNG 

72s 

I 716 

GENERATE FP MATCH /\/ 
IMAGE SIGNATURE PROCESSING 

73s 
YES N 

FORWARD 
REQUEST TO 

CERTIFICATION 
AUTHORITY 

744 

/\J 740 
ERROR 
MESSAGE CONFIRMED? 
CODE 

74s 

YES/U 
DISPLAY ' 

> RECORDED/ _ 

> RETRIEvED DATA 

I Elo > Figure 7 



US 2002/0131636 A1 

PALM OFFICE ASSISTANTS 

BACKGROUND OF THE INVENTION 

[0001] 1. Field of the Invention 

[0002] The present invention relates to portable optical 
scanners, and more particularly to a method and system for 
capturing alphanumeric characters, symbols or biometric 
tokens (i.e., ?ngerprints) With loW cost point optical scan 
ners integrated With portable computing devices such as 
palm siZed computing devices, personal digital assistants 
(PDA’s), smart phones and cellular phones With digital 
netWork connectivity (i.e., WAP phones). 

[0003] 2. Description of the Related Art 

[0004] Personal Data Interchange (PDI) occurs every time 
tWo or more individuals communicate, in either a business 
or personal conteXt. Such interchanges frequently include 
the exchange of information containing alphanumeric char 
acters and symbols, such as business cards, purchase 
receipts, tickets, contracts, and other types of documents. To 
manage the amount of information gathered via PDI many 
individuals use portable hand-held computing devices such 
as handheld computers, personal digital assistants, smart 
phones and WAP enabled phones With limited user inter 
faces, limited poWer resources and limited computing and 
memory resources. 

[0005] Capturing the data into a portable computing 
device With limited user interfaces has alWays been a 
challenge. One of the popular portable computing devices 
(eg a palm handheld from Palm, Inc.) provides a Writing 
pad from Which a user can Write in teXts letter by letter. 
Typically, it takes minutes to input relevant information 
from a business card into such device. Although such input 
is tedious and laborious, a portable computing device pro 
vides more conveniences that have outWeighed the aWkWard 
input mechanism. 

[0006] Many business cards have a symbolic emblem or a 
graphic logo beside a name, a title, one or more phone 
numbers, an e-mail address. One of the purposes for such 
graphic logo on a business card is to leave a recipient of the 
business card a strong impression of the business entity/ 
relevant services/products implied in the business card. The 
above teXt-based input, hoWever, Would discard the graphic 
logo, Which is certainly not desirable by a business entity in 
a business card. 

[0007] There is therefore a need for a portable device that 
facilitates an easy input mechanism so that a user can read 
in teXt information as Well as graphic information. 

SUMMARY OF THE INVENTION 

[0008] To be Finished After your RevieW. 

[0009] The foregoing and other objects, features and 
advantages of the invention Will become more apparent from 
the folloWing detailed description of a preferred embodi 
ment, Which proceeds With reference to the accompanying 
draWings. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0010] The present invention Will be readily understood by 
the folloWing detailed description in conjunction With the 
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accompanying draWings, Wherein like reference numerals 
designate like structural elements, and in Which: 

[0011] FIG. 1 is a block diagram of a personal digital 
assistant having a connected pen scanner Which may be used 
to implement the method and system embodying the present 
invention; 
[0012] FIGS. 2A and 2B illustrate a Personal Digital 
Assistant having an integrated business card scanners Which 
may be used to implement the method and system embody 
ing the present invention; 

[0013] FIG. 3 illustrates a functional block diagram of the 
functional hardWare components associated With a repre 
sentative Wireless communications device Which may be 
used to implement the method and system embodying the 
present invention; 

[0014] FIG. 4 illustrates a functional block diagram of the 
functional softWare modules associated With a representa 
tive Wireless communications device Which may be used to 
implement the method and system embodying the present 
invention; 
[0015] FIG. 5 illustrates a representative screen display 
indicating the results of post capture processing of ?nger 
print information in accordance With an embodiment of the 
present invention; 

[0016] FIG. 6A shoWs a diagram in Which a palm office 
assistant may communicate With a personal computer, a 
Wireless netWork or a general computing device; 

[0017] FIG. 6B shoWs an exemplary contact image sensor 
that may be used in a linear scanner to be integrated With a 
portable computing device; 

[0018] FIG. 7 is How diagram of the process associated 
With the rule based processing of the captured components 
in accordance With an embodiment of the present invention. 

DETAILED DESCRIPTION OF THE 
INVENTION 

[0019] The invention pertains to portable devices 
equipped With methods and systems for capturing, process 
ing, storing and augmenting alphanumeric characters, sym 
bolic data, graphic and biometric representations resident on 
documents. The portable devices may include, but not be 
limited to, a palm siZed computing device, a personal digital 
assistant, a smart phone and a data netWork enabled cell 
phone. According to one aspect of the present invention, a 
linear scanner is integrated With a portable device and serves 
as an input mechanism for the portable device to scan in 
teXts, alphanumeric characters, symbolic data, graphic or 
biometric representations. Speci?cally, contents resident on 
documents are scanned in (i.e. captured), classi?ed and 
processed using type-speci?c softWare modules resident on 
the subject portable device or on accessible remote server 
devices. One of the advantages and bene?ts provided in the 
present invention is a portable or palm of?ce assistant, 
incorporating some of the basic of?ce utilities into a portable 
device. 

[0020] The detailed description of the invention is pre 
sented largely in terms of procedures, steps, logic blocks, 
processing, and other symbolic representations that directly 
or indirectly resemble the operations of data processing 
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devices coupled to networks. These process descriptions and 
representations are typically used by those skilled in the art 
to most effectively convey the substance of their Work to 
others skilled in the art. Reference herein to “one embodi 
ment” or “an embodiment” means that a particular feature, 
structure, or characteristic described in connection With the 
embodiment can be included in at least one embodiment of 
the invention. The appearances of the phrase “in one 
embodiment” in various places in the speci?cation are not 
necessarily all referring to the same embodiment, nor are 
separate or alternative embodiments mutually eXclusive of 
other embodiments. Further, the order of blocks in process 
?oWcharts or diagrams representing one or more embodi 
ments of the invention do not inherently indicate any par 
ticular order nor imply any limitations in the invention. 

[0021] Referring noW to the draWings, in Which like 
numerals refer to like parts throughout the several vieWs. 
FIG. 1 shoWs a basic system con?guration in Which the 
present invention may be implemented in accordance With a 
preferred embodiment. Personal Digital Assistant (also 
referred to as a PDA herein) 102 has connectivity to a 
Wireless communications data netWork (not shoWn) such as 
a Wireless Access Protocol netWork and is connected to 
ScanPen 106 via a serial connection port such as a USB port. 
It Would be understood by one of ordinary skill in the art that 
the present invention may be practiced using a personal 
digital assistant With an integrated scanning device or a 
scanning device connected to the personal digital assistant 
by a short range Wireless communications means (i.e., 
Bluetooth or Infrared). 

[0022] ScanPen 106 is a pen-siZed, beam scanning, infor 
mation collection device that includes a sensor and an 
associated optical apparatus that collects and focus lights 
re?ected from a document onto the sensor. ScanPen 106 may 
function as a 1D or 2D scanner depending on the con?gu 
ration of the sensor. In operation, a user holds ScanPen 106 
and moves it across a teXt printed on a document. As a result, 
an image of the teXt is then captured. The image may be 
transported to PDA 102 for Optical Character Recognition 
(OCR) if PDA 102 has enough computing resources. 
Optionally, ScanPen 106 has embedded language speci?c 
optical character recognition engin (i.e., an ASIC) Which 
performs onboard OCR processing thereby relieving PDA 
102 of a portion of the processing burden When processing 
characters. 

[0023] According to one embodiment of the present inven 
tion, document 110 containing teXt 112 and a graphic logo 
or ?ngerprint 114 may be scanned in using ScanPen 106. 
TeXt 112 is processed by the embedded OCR processing 
module resident Within ScanPen 106 and subsequently pro 
cessed by an application module resident on PDA 102. In 
other Words, teXts in the scanned image are ?rst optically 
recogniZed and then forWarded to PDA102. The application 
module in PDA 102 may parse the recogniZed teXts and then 
eXtract teXt sets in accordance With a set of prede?ned rules. 
When teXt 112 is off a business card, ?rst and last names, 
phone numbers, addresses and e-mail addresses can be 
extracted and ?lled into appropriate ?elds on a record. 

[0024] Graphic print 114 can be also scanned in and may 
be converted to a Fourier Transformed Image for identi? 
cation matching if it is a personal ?nger print. SoftWare 
modules resident on PDA 102 or a remotely accessible 
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server device may perform the Fourier processing. If graphic 
print 114 is a general graphic representation, the scanned 
image may be retained and placed in an appropriate ?eld, if 
there is one, in a record. 

[0025] According to one aspect of the present invention, a 
user could capture the content on a document of interest, 
store portions of that document in discrete applications (i.e., 
e-mail contact list, address books etc.) and de?nitively 
con?rm the recognition of the document by looking at a 
display screen 116 of PDA 102. Upon process initiation, 
softWare modules resident on the terminal device or embed 
ded as an applet or an application cause a series of screen 
displays and associated netWork interactive events (i.e., 
identity con?rmation) to occur. The captured images and 
event indications may be supplemented With validation 
information (i.e., a time stamp, a user speci?c electronic 
signature and validation information Which may take the 
form of alpha numeric character strings or machine readable 
marks) and then processed for storage and future display. 
This information may be stored locally and/or on a desig 
nated remote server device for future reference. 

[0026] It is de?ned Without the loss of generality that an 
interaction involves activities (i.e., display content, user 
input/output in response to What is being displayed in the 
subject terminal device) performed by a user With respect to 
the user interface of a terminal device that may or may not 
be netWorked. Some advantages of the present invention 
include the ability to archive documents of interest and the 
ability to validate the identity of those presenting the docu 
ments. Additionally, ScanPan 106, Which may be poWered 
by PDA 102, can be designed a lot simpler than those seen 
in the market to perform language translation. 

[0027] FIGS. 2A and 2B illustrate a PDA 202 having an 
integrated business card scanners 206 Which may be used to 
implement the method and system embodying the present 
invention. One of ordinary skill in the art Will comprehend 
that multiple types of integrated scanners (detachable or 
non-detachable) other than the business card con?guration 
shoWn may be used Without deviating from the principles or 
scope of the present invention. 

[0028] In FIG. 2A a business card 208 containing teXt 
210, a symbol 212 and a ?ngerprint 214 is passed through 
business card scanner 206. The content is captured and 
buffered for processing by application (or softWare) modules 
resident on PDA202 or on accessible remote server devices. 

The resolution (i.e., dpi) of the captured image components 
may be re-con?gurable depending on the scanning object. 
For eXample if Fourier identity con?rmation/?ngerprint 
analysis is required then the resolution requirements Will be 
higher than if only simple OCR is required. 

[0029] Referring to FIG. 2B, the image of the business 
card 224 has been captured and is optionally displayed on 
the screen of PDA 202. Upon OCR processing and subse 
quent template matching, some of the captured contents 
have been associated With particular ?eld types. <Jane W. 
DoW> Was recogniZed as a name, <Gourmet Coffee Ser 
vice> Was recogniZed as a company/service name, <650 
550-4011 > Was recogniZed as a phone number and 
idoW@aol.com Was recogniZed as an email address. Since 
these particular string types ?t a certain pro?le, some 
functionality may be applied to them. For eXample, icon 218 
is a link Which Will enable a phone call to be placed Without 
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having to dial the number, Icon 220 is a link Which Will 
automatically ?ll in the <To:> space for an e-mail. Addi 
tionally, icon 222 provides that a ?ngerprint image has been 
captured. The ?ngerprint image may be used for identity 
con?rmation as Will be further described beloW. 

[0030] FIG. 3 illustrates a functional block diagram of the 
functional hardWare components associated With a repre 
sentative Wireless communications device Which may be 
used to implement the method and system embodying the 
present invention. The device includes an integrated scanner 
304 as described above, a microprocessor such as an 
ARMTM processor 308, an LCD and associated control 
circuitry 312, a user interface 316 (i.e., keypad/keyboard and 
a pointing device), poWer management circuitry 320, 
memory 324 (RAM and ROM), a poWer supply 328 and a 
transceiver and associated circuitry for communication With 
Wireless data netWorks (i.e., GSM, TDMA, CDMA, PCS 
etc.). All of the parts may communicate through a data bus 
controlled by the microprocessor. The detailed designs of the 
bus as Well as respective interfaces of the parts to the bus are 
knoWn to those skilled in the art. 

[0031] FIG. 4 illustrates a functional block diagram of the 
functional softWare modules associated With a representa 
tive Wireless communications device Which may be used to 
implement the method and system embodying the present 
invention. System con?guration 400 includes a device driver 
404 Which facilitates communication betWeen the process 
ing circuitry and an attached scanning device, an application 
program interface (API) 408, a variable poWer management 
module 412 Which maXimiZes device alive time betWeen 
charges, scanner control module 416 Which controls the 
available scanning modes (i.e., 1D, 2D, maX resolution etc.) 
depending on the poWer management scheme implemented 
by variable poWer management module 412, and the various 
processing modules required to process distinct captured 
component types. 

[0032] Optionally, ?ngerprint recognition control module 
420 identi?es captured content types corresponding to 
images of ?ngerprints and transforms those images (i.e., 
Fourier Transformed images) to a format that can be pro 
cessed for identity con?rmation. Image compression module 
424 compresses the captured content so as to maXimiZe 
storage efficiency and transmission bandWidth utiliZation. 
OCR engine module 428 coordinates the activities of the 
embedded OCR processing element associated With the 
scanning mechanism (i.e., language selection, predictive 
teXt processing etc.). Template matching module 432 
matches distinct string types (i.e., names, phone numbers, 
email addresses) using pre-de?ned rules and implements 
usable links based on type classi?cation (i.e., speed dialing 
a phone number by interacting With a link). SoftWare module 
434 and 438 coordinate the con?guration of the sensing 
elements in accordance to optimiZed con?gurations for 
scanning components (teXt or images respectively). 

[0033] FIG. 5 illustrates a representative screen display 
indicating the results of post capture processing of ?nger 
print information in accordance With an embodiment of the 
present invention. In this illustrative example, captured 
?ngerprint image 506 is compared With previously stored 
transformed images housed at Trusted Third Party Service 
Provider (i.e., a certi?cation authority) and if a match is 
found, selected information may be returned to the request 
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ing entity. In the screen shot provided a picture of the 
individual 508, the identity of the certi?cation authority 510 
and links to some commercial material provided by the 
person associated With the business card. 

[0034] FIG. 6A shoWs a diagram 600 in Which a palm 
of?ce assistant 602 may communicate With a personal 
computer 606, a Wireless netWork 608 or a general comput 
ing device 610. Palm office assistant 602 may correspond to 
device 102 of FIG. 1 or device 202 of FIG. 2. One of the 
features in palm of?ce assistant 602 is the scanning mecha 
nism that facilitates image scanning of a scanning object that 
may include teXts and graphic representations. With the 
scanning mechanism, a user of palm of?ce assistant 602 can 
input lengthy teXts With ease, substantially solving the teXt 
input problem commonly seen on those portable devices 
Without a full functional keyboard. 

[0035] According to one embodiment, palm office assis 
tant (POA) 602 employs a contact image sensor 620 as 
shoWn in FIG. 6B. Referring noW to FIG. 6B, there is 
shoWn a cross section vieW of an exemplary contact image 
sensor module. A light source 622 provides illumination to 
a scanning object (not shoWn) under a cover glass 624. For 
color scanning, Light source 622 provides 3 different illu 
minations, e.g. red, green, and blue lights, to the scanning 
object. The scanning object, not shoWn in the ?gure, may be 
a sheet of paper (eg a business card) placed face up and 
scrolled or moved across the cover glass 624 such that the 
scanning side is illuminated by the light source 622. The 
cover glass 624 is transparent and provides a focus means 
for the paper to be properly scanned. When the light source 
622 emits light onto the paper as indicated by 626, the light 
re?ected from the paper through the cover glass 624 is 
directed at the optical lens 628 Which is generally an array 
of erect graded indeX micro to (cylindrical or rod) lens. It 
should be understood that the present invention is indepen 
dent of the optical lens and the light source. The use of the 
particular light source and the lens array in this con?guration 
facilitate the description of the present invention and impose 
no limitation thereof. Under the optical lens 628, there is an 
image sensor 630 comprising an array of photodetectors 
made of CMOS or CCD sensors. The array can be con?g 
ured as one-dimensional array or tWo-dimensional array, 
often referred to linear sensor or area sensor respectively. It 
should be noted that the description herein is based on the 
linear sensor, those skilled in the art Will appreciate that the 
principles of the present invention can be equally applied to 
the tWo-dimensional array as Well. The optical lens 628 
collects the re?ected light onto the photodetectors that 
convert the re?ected light to electronic signals proportion 
ally representing the intensity of the re?ected light. The 
electronic signals are then transferred to the data bus 632 
through a connector 634. 

[0036] For a scanning object under cover glass 624 to be 
completely scanned, the scanning object and image sensor 
630 have to move against each other. According to one 
embodiment, an optical encoder 636 is used to synchroniZe 
the motion of the scanning object With image sensor 630. In 
operation, a user may move a portable device integrated With 
a contact image sensor across one or more lines of teXt 

strings on a scanning object. A contact motion betWeen the 
scanning object and the contact image sensor causes optical 
encoder 636 to rotate so as to record the motion (i.e. speed). 
The recorded motion from optical encoder 636 is used to 
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synchronize the generation of the image data. The detailed 
designs of the synchronization circuitry With an optical 
encoder is knoWn to those skilled in the art and is not to be 
described herein to avoid obscuring aspects of the present 
invention. Alternatively, other motion mechanism may be 
used to cause a relative motion betWeen the scanner and a 

scanning object. 

[0037] Returning noW back to FIG. 6A, after POA 602 
receives the text information from the captured image(s), the 
text information may be transported via a cable (e.g. RS232) 
to a personal computer 606 that may operate an application 
to store the text information for other practical uses. For 
example, the application on personal computer 606 is 
Microsoft Outlook that includes a contacts database. When 
the text information is from a business card, the text infor 
mation may be parsed in POA 602 and appropriate contents 
are extracted and ?lled into related ?elds of a record. Hence 
POA 602 maintains the record for display When a user 
requests the record. The record can be then transported to the 
contacts database in personal computer 606 so that the 
contacts database is able to keep updated. 

[0038] In another embodiment, POA 602 is able to trans 
port recogniZed texts as Well as captured graphic represen 
tations to a remote device via a Wireless netWork 608. In this 
embodiment, POA 602 is equipped With a transceiver to 
communicate With Wireless netWork 608. In addition, POA 
602 may be equipped With various interfaces such as it can 
properly communicate With other computing devices 610. In 
one embodiment, POA 608 has an infrared (IR) port that can 
communicate With a printer or fax machine that is also 
equipped With an IR port. Through the infrared, data (eg 
recogniZed texts or graphic images) could be transported to 
the printer or the fax machine. In essence, POA 602, as the 
name suggests, provides some of the basic of?ce utilities. 

[0039] FIG. 7 is How diagram of the process 700 associ 
ated With the rule based processing of the captured compo 
nents in accordance With an embodiment of the present 
invention. At 704 a determination is made as to Whether a 
component being processed is comprised of character strings 
(i.e., text). If a text component is detected then it is pro 
cessed using optical character recognition (OCR) at 712 and 
matched to a template ?lter at 716 Where pre-de?ned string 
types (i.e., names, phone numbers and e-mail addresses, 
etc.) are identi?ed for special processing With the results of 
processing being displayed at 748. At 720 a determination is 
made as to Whether the captured component is a ?ngerprint. 
If the image is a ?ngerprint then a transform image (i.e., 
Fourier Transform image) is generated at 728 and if identity 
con?rmation is required (732) then the transformed image is 
forWarded to a certi?cation authority (736) for processing 
and a con?rmation message is generated at 740 With the 
results being displayed at 748. If the image is neither text nor 
a ?ngerprint image then it is processed as a general image at 
724 With the results being displayed as required at 748. 

[0040] The present invention has been described in suf? 
cient detail With a certain degree of particularity. It is 
understood to those skilled in the art that the present 
disclosure of embodiments has been made by Way of 
examples only and that numerous changes in the arrange 
ment and combination of parts may be resorted Without 
departing from the spirit and scope of the invention as 
claimed. While the embodiments discussed herein may 
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appear to include some limitations as to the presentation of 
the information units, in terms of the format and arrange 
ment, the invention has applicability Well beyond such 
embodiment, Which can be appreciated by those skilled in 
the art. Accordingly, the scope of the present invention is 
de?ned by the appended claims rather than the forgoing 
description of embodiments. 

We claim: 
1. A palm of?ce assistant comprising: 

a portable computing device; 

a scanner integrated With the portable computing device, 
the scanner exposing to a scanning object and gener 
ating an image thereof When the portable computing 
device and the scanning object have a relative motion; 
and 

Wherein the portable computing device includes an optical 
recognition engine that receives the image and pro 
duces texts therefrom. 

2. The palm office assistant of claim 1, Wherein the 
portable computing device includes a display screen for 
displaying the texts from the optical recognition engine. 

3. The palm of?ce assistant of claim 2, Wherein the optical 
recognition engine is a softWare module executing in the 
portable computing device. 

4. The palm office assistant of claim 1, Wherein the 
scanner is operatively controllable through the portable 
computing device. 

5. The palm of?ce assistant of claim 4, Wherein an image 
resolution of the scanner is re-con?gurable through the 
portable computing device. 

6. The palm office assistant of claim 1, Wherein the 
scanner includes an optical encoder that records the relative 
motion betWeen the portable computing device and the 
scanning object. 

7. The palm office assistant of claim 1, Wherein the 
scanner is a contact image sensor (CIS) including a linear 
sensor, an array of optical lenses, and an illumination source. 

8. A palm of?ce assistant comprising: 

a portable computing device including a display screen 
and an interface; 

a pen-style scanner communicating With the portable 
computing device through the interface, the pen-style 
scanner scanning in an image of texts on a document 
and reproducing the texts through a build-in OCR 
engine; and 

Wherein the texts are displayed on the display screen of 
the portable computing device. 

9. A palm of?ce assistant comprising: 

a portable computing device including a display screen; 

a linear scanner integrated With portable computing 
device and exposing to a scanning document, the linear 
scanner including a contact image sensor and generat 
ing an image When the linear scanner moves across an 

area of the scanning document, the area including texts, 
Wherein the image is processed in the portable com 
puting device executing an OCR engine to reproduce 
the texts; and 

Wherein the texts can be displayed on the display screen 
When requested. 
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10. The palm of?ce assistant of claim 9, wherein the linear 
scanner further includes an optical encoder to synchronize 
the image being generated in the linear scanner. 

11.The palm of?ce assistant of claim 9, Wherein the 
portable computing device executes one or more application 
to parse the teXts and ?ll in appropriate ?elds of one or more 
records maintained therein. 

12. The palm office assistant of claim 11, Wherein the 
portable computing device is able to transport the one or 
more records to another device via a communication link. 
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13. The palm of?ce assistant of claim 12, Wherein the 
communication link is either a Wired link or a Wireless link. 

14. The palm of?ce assistant of claim 9 Wherein the 
portable computing device includes telephonic functions. 

15. The palm of?ce assistant of claim 9, Wherein the area 
of the scanning document also includes a graphic represen 
tation. 


