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(57) ABSTRACT 

Semiconductor device 3 comprises semiconductor chip 11, 
Au ball bumps 21 formed on pad electrodes 12 With a stud 
bump method, and thermoplastic adhesive layer 22 provided 
on the surface of semiconductor chip 11 on Which pad 
electrodes 12 are formed, in Which the tops of Au ball bumps 
21 project from the surface of adhesive layer 22. Reliable 
bonding can be realized by forming the bumps for electrical 
connection and the adhesive resin having an adhesion func 
tion on the semiconductor chip. In addition, the present 
invention provides a method of bonding a copper foil to a 
semiconductor Wafer to form a Wiring pattern, a multi chip 
module in Which electrical connection is established by 
bumps bonded to each other through an adhesive layer, and 
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SEMICONDUCTOR DEVICE AND 
MANUFACTURING METHOD OF THE SAME 

BACKGROUND OF THE INVENTION 

[0001] 1. Field of the Invention 

[0002] The present invention relates to a semiconductor 
device and a manufacturing method thereof, and more 
particularly to a high-density type semiconductor device 
(HDP: High Density Package) of a ?ip-chip method, a 
semiconductor device (especially, CSP: Chip SiZe (Scale) 
Package) including an HDP mounted on an interposer and a 
multi chip module (MCM: Multi Chip Module, stacked 
MCP: Multi Chip Package) including a plurality of HDPs, 
and a manufacturing method thereof. 

[0003] 2. Description of the Related Art: 

[0004] In recent years, research and development Work 
has been conducted on a higher density of mounting in a 
semiconductor device, and a number of structures and 
methods have been proposed for package forms or mounting 
methods. The forms are transitioning from QFPs (Quad Flat 
Package) Which are a typical conventional semiconductor 
package to BGA (Ball Grid Array) packages of an area array 
type in response to the needs of an increase in number of 
pins and a reduction in siZe and Weight. A high-density 
semiconductor package called a CSP With a reduced package 
siZe substantially equal to a chip siZe has been employed 
often in electrical equipment of small siZe. 

[0005] At present, three kinds of interposers are mainly 
used in these BGA and CSP: a Wiring tape made of poly 
imide or the like, a printed circuit board of a printed Wiring 
board type made of glass epoxy or the like, and a ceramic 
substrate. The interposers serve to electrically and mechani 
cally connect a semiconductor chip With a substrate on 
Which the chip is to be mounted. 

[0006] A ?ip chip technique is an ideal technique for 
mounting semiconductor chips onto an interposer at a high 
density. Fig. 1(a) is a cross section of a conventional ?ip 
chip BGA using the ?ip chip technique. The ?ip chip 
technique employs semiconductor device 1 having bumps 
(projecting electrodes) 13 formed on electrodes 12 of semi 
conductor chip 11. Bumps 13 are made of Au, Cu, Pb—Sn 
or the like, and formed With photolithography and plating. 
Semiconductor device 1 is bonded face doWn to interposer 
14. At that point, bumps 13 are electrically connected 
through metal junction to bonding pads 16 formed at respec 
tive portions of copper Wiring 15 on the surface of interposer 
14. According to the ?ip chip technique, an increased 
number of pins, a reduced area for mounting, a higher speed 
of signal processing can be realiZed in semiconductor chips. 

[0007] In such ?ip chip mounting, hoWever, a difference in 
thermal expansion betWeen semiconductor chip 11 and 
interposer 14 may concentrate stress on the junctions 
betWeen semiconductor device 1 and interposer 14 to cause 
faulty connections When semiconductor device 1 is mounted 
on interposer 14. For this reason, sufficient reliability is 
dif?cult to ensure. It is thus essential that efforts are made to 
ensure reliability of mounting and a defective item after 
mounting can be replaced individually. 

[0008] To ensure such mounting reliability, an under?ll 
technique has been developed for ?lling a protection resin 
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betWeen semiconductor chip 11 and interposer 14. Fig. 1(b) 
is a cross section of a conventional ?ip chip BGA using the 
?ip chip technique and the under?ll technique. The under?ll 
technique is realiZed such that after semiconductor device 1 
is mounted on interposer 14, under?ll resin 17 such as an 
epoxy resin is ?lled betWeen semiconductor chip 11 and 
interposer 14 to protect the surface of semiconductor chip 11 
and to reinforce the surroundings of bumps 13, thereby 
achieving higher reliability of connection. 

[0009] The under?ll technique, hoWever, involves a prob 
lem in that a smaller pitch of electrodes 12 (?ne pitch), an 
accompanying smaller siZe of bumps 13, and a smaller gap 
betWeen semiconductor chip 11 and interposer 14 result in 
dif?culties in completely ?lling under?ll resin 17 betWeen 
semiconductor chip 11 and interposer 14 and in checking 
Whether or not any un?lled portion (void) is present after 
mounting. 

[0010] A method capable of solving such a problem is 
disclosed, for example, in Japanese Patent Laid-open Pub 
lication No. 5-3183. In the method disclosed in Japanese 
Patent Laid-open Publication No. 5-3183, as shoWn in FIG. 
2, bumps 13 are ?rst provided on electrodes 12 of many 
semiconductor chips 11 Which are allocated to semiconduc 
tor Wafer 20 (FIG. 2(b)). Next, a resin is applied to the 
surface of semiconductor Wafer 20 (semiconductor chip 11) 
to form protection ?lm 18. Then, protection ?lm 18 is cured 
(FIG. 2 Next, the back of semiconductor Wafer 20 
(semiconductor chip 11) is polished to thin the chip (FIG. 

Protection ?lm 18 is polished to expose the surfaces 
of bumps 13, thereby completing semiconductor device 2. 

[0011] When semiconductor device 2 is mounted on an 
interposer, bumps are provided also on the interposer for 
bonding to bumps 13. 

[0012] In this method, the surface of semiconductor chip 
11 is covered and protected securely. Only good items can 
be mounted on an interposer by performing electrical selec 
tion, and the method is suitable for providing a smaller 
thickness since the polishing of semiconductor Wafer 20 
(semiconductor chip 11) after the formation of protection 
resin 18 can produce a thin chip of up to approximately 50 
pm. In addition, even When any defect occurs after the 
mounting on an interposer, replacement is readily made 
individually since the device is not completely ?xed to the 
interposer by an epoxy resin or the like. 

[0013] On the other hand, Japanese Patent Laid-open 
Publication No. 11-26642 discloses a method in Which 
semiconductor device 70 having bumps 80, adhesive sheet 
98 having through-holes 102, and interposer 72B having 
connection holes 96 are manufactured individually before 
they are assembled. According to the method, after bumps 
80 are aligned With connection holes 96, adhesive sheet 98 
is interposed betWeen semiconductor device body 70 and 
interposer 72B such that through-holes 102 are interposed 
betWeen opposing bumps 80 and connection holes 96. 
Semiconductor device 70 is pressed against interposer 72B, 
bumps 80 are passed through through-holes 102 and con 
nected to connection holes 96, and they are bonded and ?xed 
to each other (see FIG. 3). 

[0014] In addition, Japanese Patent Laid-open Publication 
No. 11-26642 discloses a method in Which an anisotropic 
conductive ?lm is used instead of adhesive sheet 98. 
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[0015] Japanese Patent Laid-open Publication No. 
8-102474 discloses a method in Which after an adhesive is 
applied to a main surface of a semiconductor chip on Which 
electrodes are formed, part of the adhesive on the electrodes 
is removed to form holes in the adhesive layer through 
Which the electrodes are exposed, and then bumps are ?lled 
into the holes. According to the method, the adhesive layer 
is formed of a photosensitive resin such as polyimide or 
epoxy on the entire one surface of the semiconductor Wafer, 
and the holes are formed through chemical etching in the 
portions of the adhesive layer Where the electrode pads are 
to be exposed. Then, metal such as Au is ?lled into the holes 
through plating or the like. 

[0016] The aforementioned prior arts, hoWever, have the 
folloWing problems. 
[0017] In the method disclosed in Japanese Patent Laid 
open Publication No. 5-3183, bumps 13 and semiconductor 
chip 11 ?xed by protection ?lm 18 provide reliability in the 
junction surface of semiconductor chip 11 and bumps 13 at 
the time of mounting on a substrate. In mounting on various 
interposers, hoWever, suf?cient reliability cannot be ensured 
for bonding to such interposers. Also, thinner semiconductor 
chip 11 may cause thermal stress and Warp stress applied to 
semiconductor chip 11 from the junction to destroy semi 
conductor chip 11 itself. This is because thermal stress and 
mechanical stress at the time of mounting on various inter 
posers applied only to connection terminals (bumps) result 
in high dependence on the arrangement of the terminals, the 
number of pins, the siZe of a chip (package), the thickness 
of the chip and the like. 

[0018] To ensure reliability of the bonding, the need of 
injecting an under?ll resin arises. In this case, hoWever, the 
mounting structure is complicated and the number of mount 
ing steps is increased to cause a higher cost. In addition, as 
described above, it is dif?cult to inject the under?ll resin 
betWeen a semiconductor chip and an interposer, and espe 
cially for a number of pins of 1000 or more, voids occur 
frequently and an expensive substrate is readily changed to 
an unuseful material. 

[0019] According to the method disclosed in Japanese 
Patent Laid-open Publication No. 11-26642, if mounting is 
favorably performed, adhesive sheet 98 is adhered to both 
semiconductor device 70 and interpose 72B and reinforces 
the surroundings of bumps 80, thereby making it possible to 
ensure reliability of bonding. 

[0020] It is dif?cult, hoWever, to control the position of 
adhesive sheet 98 such that through-holes 102 are accurately 
placed betWeen opposing bumps 80 and connection holes 
96. Since such accurate arrangement is more dif?cult espe 
cially as a semiconductor device is miniaturiZed With a ?ner 
pitch of electrodes and smaller bumps, miniaturiZation of 
semiconductor devices is obstructed. Additionally, since a 
member for reinforcing the surroundings of bumps 80 from 
before mounting is desired but not present, a load is applied 
on bumps 80 at the pressing to readily cause faulty connec 
tion. While the positioning of the sheet is not required When 
an anisotropic conductive ?lm is used, a load applied on the 
bumps at the pressing also tends to cause faulty connection. 
Furthermore, in general, an anisotropic conductive ?lm is 
not so inexpensive. 

[0021] Thus, according to the method disclosed in Japa 
nese Patent Laid-open Publication No. 11-26642, it is dif 
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?cult to reliably mount at loW cost a semiconductor device 
With electrodes of high density, for example having 1000-pin 
electrodes formed in an area of 10 mm><10 mm. 

[0022] In the method disclosed in Japanese Patent Laid 
open Publication No. 8-102474, after the holes are formed in 
the adhesive layer on the main surface of the semiconductor 
chip on Which the electrodes are formed, the bumps are ?lled 
into the holes. Thus, a stud bump method, Which is an 
application of a Wire bonding technique cannot be used. The 
inability to use the Wire bonding technique presents a 
problem of failing to have the capability of dealing With 
individual cases and making it dif?cult to perform ?exible 
manufacturing. 

[0023] On the other hand, polyimide, BT resin, ceramic 
and the like as a base material of an interposer are expensive 
to raise concern about a high proportion of its cost to the 
product price. Thus, inexpensive alternative means or 
method is desired. 

[0024] A conventional BGA type semiconductor package 
of a ?ip chip method employs a build-up BT substrate as an 
interposer to support a signi?cantly small pad pitch of 200 
pm of a semiconductor chip. The build-up BT substrate, 
hoWever, is expensive to raise concern about a high propor 
tion of its cost to the product price. Thus, inexpensive 
alternative means or method is desired. 

SUMMARY OF THE INVENTION 

[0025] The present invention has been made in vieW of the 
aforementioned prior art problems, and it is an object thereof 
to enable reliably mounting of a high-density type semicon 
ductor device having a small pitch equal to a bare chip on an 
interposer or a mounting substrate (hereinafter referred to as 
“interposer”) With ?ip chip bonding for forming and con 
necting metal bumps betWeen electrodes (bonding pads) of 
a semiconductor chip and leads, and to provide a semicon 
ductor device at loW cost by providing a simpler mounting 
structure, easier mounting, a reduced number of mounting 
steps, and improved yields. 

[0026] It is another object of the present invention to 
facilitate replacement after mounting. 

[0027] It is a further object of the present invention to 
provide a semiconductor device at loW cost by some ideas 
for an interposer manufacturing method to reduce the num 
ber of steps and material cost. 

[0028] It is another object of the present invention to 
reliably provide at loW cost a multi chip module assembled 
by using a plurality of high-density type semiconductor 
device equal to a bare chip. 

[0029] To achieve the aforementioned objects, according 
to a ?rst aspect of the present invention, there is provided a 
semiconductor device comprising a semiconductor chip, a 
stud bump provided on an electrode of the semiconductor 
chip, and an adhesive layer provided on the surface of the 
semiconductor chip on Which the electrode is formed, 
Wherein the stud bump projects from a surface of the 
adhesive layer. 

[0030] According to the semiconductor device of the ?rst 
aspect of the present invention, since the stud bump is 
selected, the Wire bonding technique can be applied. Thus, 
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the semiconductor device has the advantage of the capability 
of dealing With individual cases to readily alloW ?exible 
manufacture. 

[0031] The stud bump can be thermocompression-bonded 
to a lead on an interposer or the like as it is (Without 
providing a bump on the lead) since the bump projects from 
the surface of the adhesive layer. Also, the adhesive layer 
reinforces the stud bump from the surroundings and no load 
is applied on the stud bump at the time of mounting. In 
addition, When the semiconductor device is mounted on an 
interposer or the like, the adhesive layer provides complete 
sealing betWeen the semiconductor chip and the interposer. 

[0032] Therefore, the semiconductor chip of the ?rst 
aspect has advantages of ensuring suf?cient reliability With 
out using an under?ll, alloWing easy mounting of a high 
density type semiconductor device having a small pitch 
equal to a bare chip on an interposer or the like With a simple 
structure and simple steps, providing improved yields, and 
enabling manufacture at loW cost. 

[0033] According to a second aspect of the present inven 
tion, there is provided a semiconductor device obtained by 
bonding the semiconductor device according to the ?rst 
aspect of the present invention to an interposer through 
thermocompression bonding. 
[0034] Thus, the semiconductor device according to the 
second aspect of the present invention has advantages of 
high reliability and loW cost as described above due to the 
use of the semiconductor device of the ?rst aspect of the 
present invention. When tWo or more semiconductor devices 
are bonded, an MCM of high-density packaging can be 
obtained. 

[0035] According to a third aspect of the present inven 
tion, there is provided a semiconductor device comprising a 
semiconductor chip, a protection resin layer provided on the 
surface of the semiconductor chip on Which an electrode is 
formed, a bump provided on the electrode of the semicon 
ductor chip and exposed at a surface of the protection resin 
layer, and an interposer adhered to the surface of the 
protection resin layer through a cured ?ux and electrically 
connected to the bump. 

[0036] Thus, the semiconductor device according to the 
third aspect of the present invention has the advantage of 
?xing the semiconductor chip securely to the interposer to 
ensure high reliability of bonding since the cured ?ux is 
provided betWeen the protection resin layer and the inter 
poser such that the ?ux is bonded to both of them. A 
thermosetting ?ux used for connection of the bump to the 
interposer adds no steps or need of an under?ll. 

[0037] According to a fourth aspect of the present inven 
tion, there is provided a semiconductor device obtained by 
providing a device hole in the interposer in the semicon 
ductor device of the second or third aspect of the present 
invention. 

[0038] The device hole refers to a hole provided in the 
surface of the interposer on Which the semiconductor chip is 
mounted, except the area on Which pad electrodes are 
mounted. 

[0039] Thus, the semiconductor device according to the 
fourth aspect of the present invention has the advantage of 
being capable of preventing damage to the interface betWeen 
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the interposer and the adhesive layer due to the popcorn 
phenomenon since the interposer is provided With the device 
hole, and the advantage of eliminating the need of ?lling or 
providing a protection resin such as an under?ll after the 
mounting of the semiconductor chip on the interposer since 
the surface of the semiconductor chip exposed through the 
device hole is resin-sealed by the adhesive layer. 

[0040] According to a ?fth aspect of the present invention, 
there is provided a semiconductor device comprising a 
semiconductor chip, an adhesive layer provided on the 
surface of the semiconductor chip on Which an electrode is 
formed, a bump provided on the electrode of the semicon 
ductor chip and exposed at a surface of the adhesive layer, 
a Wiring pattern adhered to the surface of the adhesive layer 
and partially bonded to the bump, and an insulating and 
covering layer for insulating and covering the Wiring pattern 
and selectively opening to form an external connecting 
portion. 
[0041] In the semiconductor device according to the ?fth 
aspect of the present invention, since only the Wiring pattern 
and the insulating and covering layer correspond to an 
interposer, an expensive material such as polyimide, BT 
resin, or ceramic used as a base material of the interposer is 
not used and it is possible to provide the function of the 
interposer, ie the function of being interposed betWeen the 
semiconductor chip and the mounting substrate to provide 
terminals arranged With a greater pitch than that of the pad 
electrodes for alloWing mounting on the mounting substrate. 
As a result, the semiconductor device has the advantage of 
eliminating the need of using an existing interposer to enable 
manufacture at loW cost. 

[0042] In addition, the semiconductor device has the 
advantage of ?xing the Wiring pattern With the adhesive 
layer to ensure high reliability of bonding. 
[0043] According to a sixth aspect of the present inven 
tion, there is provided a semiconductor device comprising a 
semiconductor chip, a protection resin layer provided on the 
surface of the semiconductor chip on Which an electrode is 
formed, a bump provided on the electrode of the semicon 
ductor chip and exposed at a surface of the protection resin 
layer, a Wiring pattern adhered to the surface of the protec 
tion resin layer through a cured ?ux and partially bonded to 
the bump, and an insulating and covering layer for insulating 
and covering the Wiring pattern and selectively opening to 
form an external connecting portion. 

[0044] In the semiconductor device according to the sixth 
aspect of the present invention, since only the Wiring pattern 
and the insulating and covering layer correspond to an 
interposer, an expensive material such as polyimide, BT 
resin, or ceramic used as a base material of the interposer is 
not used and it is possible to provide the function of the 
interposer, ie the function of being interposed betWeen the 
semiconductor chip and the mounting substrate to provide 
terminals arranged With a greater pitch than that of the pad 
electrodes for alloWing mounting on the mounting substrate. 
As a result, the semiconductor device has the advantage of 
eliminating the need of using an existing interposer to enable 
manufacture at loW cost. 

[0045] In addition, the semiconductor device has the 
advantage of ?xing the Wiring pattern With the cured ?ux to 
ensure high reliability of bonding. A thermosetting ?ux used 
for connection of the bump to the Wiring pattern adds no 
steps or need of an under?ll. 
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[0046] According to a seventh aspect of the present inven 
tion, there is provided a semiconductor apparatus (multi chip 
module) comprising, tWo or more semiconductor devices, 
each of the devices including a semiconductor chip, an 
adhesive layer provided on the surface of the semiconductor 
chip on Which an electrode is formed, and a bump provided 
on the electrode of the semiconductor chip and eXposed at a 
surface of the adhesive layer, Wherein part of the surface of 
one of the semiconductor devices on Which the adhesive 
layer is provided is bonded to part or all of the surface of 
another one of the semiconductor devices on Which the 
adhesive layer is provided and they are electrically con 
nected to each other With the bumps at the bonding surface. 

[0047] The semiconductor apparatus according to the sev 
enth aspect of the present invention is a multi chip module 
obtained by bonding the semiconductor chips such that the 
surfaces thereof on Which the electrodes are formed are 

bonded to each other, and has advantages of high packaging 
density and ensuring high reliability of bonding With the 
adhesive layer. It is possible that an interposer or the like is 
adhered to the surface of the semiconductor device on Which 
the adhesive layer is formed eXcept the bonding surface of 
the semiconductor chips to bond the bump to a lead of the 
interposer in that area for mounting. 

[0048] According to an eighth aspect of the present inven 
tion, there is provided a semiconductor apparatus (multi chip 
module) comprising, tWo or more stacked semiconductor 
devices, each of the devices including a semiconductor chip 
having electrodes formed on the front and back, an adhesive 
layer provided on the front or back of the semiconductor 
chip, and a bump provided on the electrode of the semicon 
ductor chip and eXposed at a surface of the adhesive layer, 
Wherein upper one of the semiconductor devices is bonded 
to loWer one of the semiconductor devices With the adhesive 
layer and the electrodes thereof are connected to each other 
through the bump. 

[0049] The semiconductor apparatus according to the 
eighth aspect of the present invention is a multi chip module 
obtained by bonding and stacking a plurality of the semi 
conductor chips and establishing electrical conduction 
through the bumps, and has advantages of high packaging 
density and ensuring high reliability of bonding With the 
adhesive layer. 

[0050] According to a ninth aspect of the present inven 
tion, there is provided a semiconductor device including a 
thermoplastic resin With adhesion as the adhesive layer in 
the semiconductor device according to the ?rst, second, 
?fth, seventh, or eighth aspect of the present invention. 

[0051] Thus, the semiconductor device according to the 
ninth aspect of the present invention has the advantage of 
alloWing individual replacement of a defective semiconduc 
tor chip after bonding since the adhesive layer is formed of 
the thermoplastic resin With adhesion and the semiconductor 
chip can be separated from the base material by heat applied 
to the adhesive layer. Particularly, since a defective item can 
be replaced even after a number of semiconductor chips are 
mounted on a single Wiring substrate, the Wiring substrate is 
not Wasted. 
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[0052] According to a tenth aspect of the present inven 
tion, there is provided a method of manufacturing a semi 
conductor device, comprising the steps of: 

[0053] forming a predetermined number of semicon 
ductor chips on a semiconductor Wafer and providing 
a bump on an electrode of each of the semiconductor 
chips; 

[0054] forming an adhesive layer on the surface on 
Which the bump is provided; 

[0055] etching an entire surface of the adhesive layer 
until the bump projects; and 

[0056] cutting the semiconductor Wafer for division 
into each of the semiconductor chips. 

[0057] Thus, the method of manufacturing a semiconduc 
tor chip according to the tenth aspect of the present invention 
alloWs manufacture of a semiconductor device With a simple 
process Which can readily realiZe reliable mounting to 
provide adhesion and electrical connection to the interposer 
or the like and to seal the junction. 

[0058] Since the adhesive layer is formed after the provi 
sion of the bump, it is not necessary to bore a hole in the 
adhesive layer and perform some processing. It is thus not 
necessary to form the adhesive layer through a number of 
processes such as mask design With a lithography technique, 
resist application, eXposure, development, and etching. 
Required processing is providing the adhesive layer and 
etching after the provision of the bump by using the Wire 
bonding technique. 
[0059] According to an eleventh aspect of the present 
invention, there is provided a method of manufacturing a 
semiconductor device, comprising the steps of: 

[0060] forming a predetermined number of semicon 
ductor chips on a semiconductor Wafer and providing 
a bump on an electrode of each of the semiconductor 
chips; 

[0061] forming an adhesive layer on the surface on 
Which the bump is provided; 

[0062] etching an entire surface of the adhesive layer 
until the bump projects; 

[0063] cutting the semiconductor Wafer for division 
into each of the semiconductor chips; and 

[0064] mounting one, or tWo or more of the semi 
conductor chips on a single Wiring substrate, and 
performing heating and pressing for adhesion to the 
Wiring substrate With the adhesive layer and electri 
cal connection to Wiring on the Wiring substrate With 
the bump. 

[0065] Thus, the method of manufacturing a semiconduc 
tor device according to the eleventh aspect of the present 
invention provides advantages similar to those from the 
tenth aspect of the present invention and advantages of a 
signi?cant reduction in the number of steps for manufactur 
ing a semiconductor package and a signi?cant reduction in 
the time required for the steps since the adhesion and 
electrical connection to an interposer are simultaneously 
performed to simultaneously achieve inner lead bonding of 
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all electrodes on the semiconductor chip, and adhesion of the 
semiconductor chip to the Wiring substrate and sealing of the 
junction surface. 

[0066] For example, When 30 semiconductor devices each 
With 1000-pin electrodes on a Wiring substrate are mounted, 
a conventional signal point bonding method takes a total of 
3000 seconds assuming that bonding takes 0.1 second per 
electrode. According to the eleventh aspect of the present 
invention, hoWever, bonding is completed in approximately 
10 to 20 seconds, and adhesion is also completed at the same 
time, thereby achieving great advantages in terms of time 
and economics. 

[0067] In addition, the adhesive layer can provide high 
reliability of bonding to eliminate the need of using an 
under?ll. 

[0068] It should be noted that the Wiring substrate corre 
sponds to a Wiring tape, a plastic substrate, a ceramic 
substrate, a lead frame or the like. 

[0069] According to a tWelfth aspect of the present inven 
tion, there is provided a method of manufacturing a semi 
conductor device, comprising the steps of: 

[0070] forming a predetermined number of semicon 
ductor chips on a semiconductor Wafer and providing 
a bump on an electrode of each of the semiconductor 
chips; 

[0071] forming a protection resin layer on the surface 
on Which the bump is provided; 

[0072] etching an entire surface of the protection 
resin layer until the bump projects; 

[0073] cutting the semiconductor Wafer for division 
into each of the semiconductor chips; 

[0074] for one, or tWo or more of the semiconductor 
chips, applying a thermosetting ?ux to the bump and 
the protection resin layer or to a Wiring substrate 
corresponding thereto; 

[0075] disposing the bump on Wiring of the Wiring 
substrate; and 

[0076] performing heating to solder the bump to the 
Wiring and cure the thermosetting ?ux. 

[0077] The method of manufacturing a semiconductor 
device according to the tWelfth aspect of the present inven 
tion provides advantages of a signi?cant reduction in the 
number of steps for manufacturing a semiconductor package 
and a signi?cant reduction in the time required for the steps 
similarly to the eleventh aspect of the present invention 
since the bump is bonded to the Wiring on the Wiring 
substrate With re?oW and the cured ?ux interposed betWeen 
the protection resin layer and the Wiring substrate bonds the 
semiconductor chip to the Wiring substrate to simultaneously 
achieve the adhesion and electrical connection to an inter 
poser. 

[0078] In addition, the cured ?ux can provide high reli 
ability of bonding to eliminate the need of using an under?ll. 
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[0079] According to a thirteenth aspect of the present 
invention, there is provided a method of manufacturing a 
semiconductor device, comprising the steps of: 

[0080] forming a predetermined number of semicon 
ductor chips on a semiconductor Wafer and providing 
a bump on an electrode of each of the semiconductor 
chips; 

[0081] forming an adhesive layer on the surface on 
Which the bump is provided; 

[0082] etching an entire surface of the adhesive layer 
until the bump projects; and 

[0083] bonding the semiconductor Wafer to a Wiring 
substrate through the adhesive layer and cutting the 
semiconductor chip along its perimeter for division 
into each of the semiconductor chips. 

[0084] The method of manufacturing a semiconductor 
device according to the thirteenth aspect of the present 
invention has the advantage of reducing tWo dicing steps for 
the semiconductor Wafer and for the Wiring substrate to one 
since the semiconductor chip is cut With the Wiring substrate 
bonded thereto. 

[0085] The method of manufacturing a semiconductor 
device according to the thirteenth aspect of the present 
invention alloWs simple manufacture of a CSP in Which a 
semiconductor chip and an interposer have the same area 
and are completely stacked. For manufacturing a ?ange type 
semiconductor package including an interposer With its area 
larger than that of a semiconductor chip, a semiconductor 
chip may be mounted on a Wiring substrate after division 
into each of semiconductor chips as in the eleventh aspect of 
the present invention. 

[0086] In addition, the adhesive layer can provide high 
reliability of bonding to eliminate the need of using an 
under?ll. 

[0087] According to a fourteenth aspect of the present 
invention, there is provided a method of manufacturing a 
semiconductor device, comprising the steps of: 

[0088] forming a predetermined number of semicon 
ductor chips on a semiconductor Wafer and providing 
a bump on an electrode of each of the semiconductor 
chips; 

[0089] forming an adhesive layer on the surface on 
Which the bump is provided; 

[0090] etching an entire surface of the adhesive layer 
until the bump projects; 

[0091] aligning the semiconductor Wafer With a Wir 
ing substrate through the adhesive layer, and per 
forming heating and pressing for adhesion to the 
Wiring substrate With the adhesive layer and electri 
cal connection to Wiring on the Wiring substrate With 
the bump; 

[0092] cutting the semiconductor chip along its 
perimeter for division into each of the semiconductor 
chips. 

[0093] The method of manufacturing a semiconductor 
chip according to the fourteenth aspect of the present 
invention provides advantages similar to those of the thir 
























