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(57) ABSTRACT 
A device for heating a ?rst article and cooling a second 
article. The device may include an enclosure With a hot 
compartment and a cold compartment. The device also may 
include a Stirling cooler With a hot end and a cold end. The 
hot end may be positioned in communication With the hot 
compartment so as to heat the ?rst article and the cold end 
may be positioned in communication With the cold com 
partment so as to cool the second article. 
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STIRLING-BASED HEATING AND COOLING 
DEVICE 

FIELD OF THE INVENTION 

[0001] The present invention relates generally to refrig 
eration and heating systems and more speci?cally relates to 
an apparatus driven by a Stirling cooler and having a heated 
area and a cooled area. 

BACKGROUND OF THE INVENTION 

[0002] KnoWn refrigeration systems generally have used 
conventional vapor compression Rankine cycle devices to 
chill a given space. In a typical Rankine cycle apparatus, the 
refrigerant in the vapor phase is compressed in a compressor 
so as to cause an increase in temperature. The hot, high 
pressure refrigerant is circulated through a heat exchanger, 
called a condenser, Where it is cooled by heat transfer to the 
surrounding environment. As a result, the refrigerant con 
denses from a gas back to a liquid. After leaving the 
condenser, the refrigerant passes through a throttling device 
Where the pressure and the temperature are reduced. The 
cold refrigerant leaves the throttling device and enters a 
second heat exchanger, called an evaporator, located in or 
near the refrigerated space. Heat transfer With the evaporator 
and the refrigerated space causes the refrigerant to evaporate 
or to change from a saturated mixture of liquid and vapor 
into a superheated vapor. The vapor leaving the evaporator 
is then draWn back into the compressor so as to repeat the 
refrigeration cycle. 

[0003] Attempts to use such a Rankine cycle system to 
refrigerate a portable device, hoWever, have been largely 
unsuccessful. The typical components of a Rankine cycle 
system are generally too large, too heavy, and too loud. 
Further, such systems generally contain noxious or green 
house gases. As a result, most Rankine cycle systems are 
used for stationary refrigeration devices. 

[0004] Similarly, attempts have been made to use the 
Waste heat generated in a Rankine cycle system to provide 
heat to a Warming compartment spaced apart from the 
refrigeration area. Although Waste heat is generated, the 
relatively large and cumbersome con?guration required by a 
Rankine cycle system, may make it dif?cult to transfer 
effectively the Waste heat to the Warming compartment. 
Separating the refrigeration components and the Warming 
compartment generally may lessen the ef?ciency of the 
system as a Whole. 

[0005] One alternative to the use of a Rankine cycle 
system is a Stirling cycle cooler. The Stirling cycle cooler is 
also a Well-knoWn heat transfer mechanism. Brie?y 
described, a Stirling cycle cooler compresses and expands a 
gas (typically helium) to produce cooling. This gas shuttles 
back and forth through a regenerator bed to develop much 
greater temperature differentials than may be produced 
through the normal Rankine compression and expansion 
process. Speci?cally, a Stirling cooler may use a displacer to 
force the gas back and forth through the regenerator bed and 
a piston to compress and expand the gas. The regenerator 
bed may be a porous element With signi?cant thermal 
inertia. During operation, the regenerator bed develops a 
temperature gradient. One end of the device thus becomes 
hot and the other end becomes cold. See David Bergeron, 
Heat Pump Technology Recommendation for a Terrestrial 
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Battery-Free Solar Refrigerator, September 1998. Patents 
relating to Stirling coolers include US. Pat. Nos. 5,678,409; 
5,647,217; 5,638,684; 5,596,875 and 4,922,722, all incor 
porated herein by reference. 

[0006] Stirling cooler units are desirable because they are 
nonpolluting, ef?cient, and have very feW moving parts. The 
use of Stirling coolers units has been proposed for conven 
tional refrigerators. See US. Pat. No. 5,438,848, incorpo 
rated herein by reference. The integration of a free-piston 
Stirling cooler into a conventional refrigerated cabinet, 
hoWever, requires different manufacturing, installation, and 
operational techniques than those used for conventional 
compressor systems. See D. M. BerchoWitZ et al., Test 
Results for Stirling Cycle Cooler Domestic Refrigerators, 
Second International Conference. As a result, the use of the 
Stirling coolers in refrigerators or similar devices is not Well 
knoWn. 

[0007] LikeWise, the use of Stirling coolers in portable 
refrigeration devices is not Well knoWn to date. Further, the 
use of Stirling coolers to heat and to cool simultaneously 
separate compartments of a device is not knoWn. A need 
exists therefore for adapting Stirling cooler technology to 
portable refrigeration and heating devices. 

SUMMARY OF THE INVENTION 

[0008] The present invention thus provides for a device for 
heating a ?rst article and cooling a second article. The device 
may include an enclosure With a hot compartment and a cold 
compartment. The device also may include a Stirling cooler 
With a hot end and a cold end. The hot end may be positioned 
in communication With the hot compartment so as to heat the 
?rst article and the cold end may be positioned in commu 
nication With the cold compartment so as to cool the second 
article. 

[0009] Speci?c embodiments of the present invention 
include the use of an insulated divider positioned betWeen 
the hot compartment and the cold compartment. The Stirling 
cooler may include a regenerator positioned betWeen the hot 
end and the cold end. The regenerator may be positioned 
Within the insulated divider. The enclosure may include a 
handle for carrying the enclosure. 

[0010] The cold end of the Stirling cooler may include a 
cold end heat exchanger. The cold compartment may include 
a Stirling cooler section With a fan, a product section With a 
product support for positioning the second article thereon, 
and an air?oW path for circulating air through the Stirling 
cooler section and the product section. The product support 
may include a number of apertures therein in communica 
tion With the air?oW path. 

[0011] The cold compartment may include a sensor for 
determining the temperature therein. The sensor may be in 
communication With a controller. The enclosure may include 
an external vent positioned adjacent to the cold compart 
ment. The controller may be in communication With the 
external vent so as to open the vent When the temperature 
Within the cold compartment drops beloW a predetermined 
temperature. 

[0012] The cold compartment also may include a divider 
positioned betWeen the Stirling cooler section and the prod 
uct section. The divider may include an internal vent therein. 
The internal vent may include a ?rst internal vent positioned 
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on a ?rst side of the divider and a second internal vent 
positioned on a second side of the divider. The enclosure 
may include a number of external vents positioned adjacent 
to the cold compartment. The controller may be in commu 
nication With the internal vent and the external vents so as 
to close the internal vent and so as to open the external vents 
When the temperature Within the cold compartment drops 
beloW a predetermined temperature and the ambient tem 
perature is beloW freezing. 

[0013] The hot end of the Stirling cooler may include a hot 
end heat exchanger. The hot compartment may include a 
Stirling cooler section With a fan, a product section With a 
product support for positioning the ?rst article thereon, and 
an air?oW path for circulating air through the Stirling cooler 
section and the product section. The hot compartment may 
include a sensor for determining the temperature therein. 
The enclosure may include an external vent positioned 
adjacent to the hot compartment. The sensor may be in 
communication With the external vent so as to open the vent 
When the temperature Within the hot compartment rises 
above a predetermined temperature. 

[0014] The device may further include a Wick extending 
from about the cold end of the Stirling cooler in the cold 
compartment to about the hot end of the Stirling cooler in the 
hot compartment. The cold compartment may include a 
condensate collector positioned adjacent to the cold end of 
the Stirling cooler and the Wick so as to collect condensate 
and Wick it to the hot compartment. 

[0015] Afurther embodiment of the present invention may 
provide for a Stirling cooler driven device for use With 
ambient temperatures above and beloW freezing. The device 
may include an enclosure. The enclosure may include a 
Stirling cooler section for positioning the Stirling cooler 
therein, a product section, and a divider positioned therebe 
tWeen. The divider may include an internal vent. The enclo 
sure may include a number of external vents positioned 
adjacent to the Stirling cooler section. 

[0016] The device also may include an internal tempera 
ture sensor positioned Within the enclosure and an external 
temperature sensor positioned on the enclosure. The sensors 
may be in communication With a controller. The controller 
may open at least a ?rst one of the external vents When the 
temperature Within the enclosure drops beloW a predeter 
mined temperature and the ambient temperature is above 
freezing. The controller may close the internal vent and open 
the external vents When the temperature Within the enclosure 
drops beloW the predetermined temperature and the ambient 
temperature is beloW freezing. The predetermined tempera 
ture may be beloW about thirty-tWo degrees Fahrenheit (zero 
degrees Celsius). 
[0017] Afurther embodiment of the present invention may 
provide for a device for heating a ?rst article With a hot end 
of a Stirling cooler and cooling a second article With a cold 
end of the Stirling cooler. The device may include a hot 
compartment With the hot end of the Stirling cooler posi 
tioned therein and a cold compartment With the cold end of 
the Stirling cooler positioned therein. A hot compartment 
vent may be positioned adjacent to the hot compartment and 
a cold compartment vent may be positioned adjacent to the 
cold compartment. A hot compartment sensor may be posi 
tioned Within the hot compartment. The hot compartment 
sensor may be in communication With the hot compartment 
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vent so as to open the vent When the temperature Within the 
hot compartment rises above a ?rst predetermined tempera 
ture. A cold compartment sensor may be positioned Within 
the cold compartment. The cold compartment sensor may be 
in communication With the cold compartment vent so as to 
open the vent When the temperature Within the cold com 
partments falls beloW a second predetermined temperature. 

[0018] A further embodiment of the present invention 
provides for a temperature-controlled device for use With an 
electrical receptacle of a vehicle. The device may include a 
portable enclosure. The portable enclosure may have an 
interior space to be heated or cooled, a Stirling cooler 
positioned about the enclosure for providing heating or 
cooling to the interior space, and an electrical line for 
poWering the Stirling cooler via the electrical receptacle. 

[0019] Afurther embodiment of the present invention may 
provide for a heating and cooling device. The device may 
include an enclosure With a Stirling cooler, a hot compart 
ment, and a cold compartment. The Stirling cooler may have 
a hot end heat exchanger positioned in communication With 
the hot compartment and a cold end heat exchanger posi 
tioned in communication With the cold compartment. The 
hot compartment may include a fan positioned adjacent to 
the hot end heat exchanger. The cold compartment may 
include a condensate collector positioned adjacent to the 
cold end heat exchanger so as to collect condensate from the 
cold end heat exchanger. The device also may include a 
Wick. The Wick may extend from the condensate collector in 
the cold compartment to the hot compartment so as to Wick 
condensate from the condensate collector to the hot com 
partment and so as to evaporate the condensate via an air 
stream produced by the fan. 

[0020] Other objects, features, and advantages of the 
present invention Will become apparent upon revieW of the 
folloWing speci?cation, When taken in conjunction With the 
draWings and the appended claims. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0021] 
[0022] FIG. 2 is an end plan vieW of the Stirling cooler 
unit of FIG. 1. 

[0023] FIG. 3 is a perspective vieW of the heating/cooling 
device of the present invention. 

[0024] FIG. 4 is a side cross-sectional vieW of the heating/ 
cooling device taken along line 4-4 of FIG. 3. 

FIG. 1 is a top plan vieW of a Stirling cooler unit. 

[0025] FIG. 5 is a side cross-sectional vieW of the heating/ 
cooling device taken along line 4-4 of FIG. 3 With the 
cooling compartment vent open. 

[0026] FIG. 6 is a side cross-sectional vieW of the heating/ 
cooling device taken along line 4-4 of FIG. 3 With the 
heating compartment vent open. 

[0027] FIG. 7 is a partial side cross-sectional vieW of an 
alternative embodiment of the heating/cooling device With 
the external vents closed and the internal vents open. 

[0028] FIG. 8 is a partial side cross-sectional vieW of the 
alternative embodiment of the heating/cooling device of 
FIG. 7 With one of the external vents open. 
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[0029] FIG. 9 is a partial side cross-sectional vieW of the 
alternative embodiment of the heating/cooling device of 
FIG. 7 showing the external vents open and the internal 
vents closed. 

[0030] FIG. 10 is a partial side cross-sectional vieW of an 
alternative embodiment of the present invention shoWing a 
condensate collection system. 

DETAILED DESCRIPTION OF THE 
INVENTION 

[0031] Referring noW to the draWings in Which like 
numerals indicate like elements throughout the several 
vieWs, FIGS. 1 and 2 shoW a Stirling cooler 100 for use With 
the present invention. As is Well knoWn, the Stirling cooler 
100 may include a cold end 110 and a hot end 120. A 
regenerator 130 may separate the cold end 110 and the hot 
end 120. The Stirling cooler 100 may be driven by a free 
piston (not shoWn) positioned Within a casing 140. The 
Global Cooling Company of Athens, Ohio may manufacture 
a Stirling cooler 100 suitable for use With the present 
invention. Any conventional type of free piston Stirling 
cooler 100, hoWever, may be used herein. Any numbers of 
the Stirling coolers 100 also may be used. The siZe and the 
number of the Stirling coolers 100 used herein may depend 
upon the siZe and the capacity of the refrigeration system as 
a Whole. 

[0032] A cold end heat exchanger 150 may be located on 
the cold end 110 of the Stirling cooler 100. The cold end heat 
exchanger 150 may be a cross-?ow ?nned heat exchanger or 
any conventional type of heat exchange device. The heat 
exchanger 150 may be made out of copper, aluminum, or 
similar types of materials. Ahot end heat exchanger 160 may 
be positioned on the hot end 120 of the Stirling cooler 100. 
The hot end heat exchanger 160 also may be a cross-?oW 
?nned heat exchanger or a similar type of device. The heat 
exchanger 160 also may be made out of copper, aluminum, 
or similar types of materials. The siZe of the heat exchangers 
150, 160 may depend upon the siZe of the Stirling cooler 100 
as a Whole. 

[0033] FIGS. 3-6 shoW a heating/cooling container 200 of 
the present invention. The heating/cooling container 200 
may include an insulated outer shell 210. The insulated outer 
shell 210 may be made out of expanded polystyrene foam, 
polyurethane foam, or similar types of insulated materials. 
The insulated outer shell 210 may include a number of doors 
220. For example, a hot compartment door 230 and a cold 
compartment door 240 are shoWn. The doors 220 may each 
have a handle 250 and may be attached to the insulated outer 
shell 210 by a conventional hinge 260 or a similar device. 
The insulated outer shell 210 also may have a handle 270 for 
carrying the heater/cooler container 200. The container 200 
also may have a poWer cord 280 to poWer the Stirling cooler 
or coolers 100 therein. The poWer cord 280 may plug into a 
conventional electric outlet or into an electrical receptacle 
such as, for example, an automobile lighter compartment. 
Alternatively, a conventional battery pack also may be used. 

[0034] A temperature sensor 285 may be positioned on the 
outer shell 210 so as to determine the ambient temperature. 
The sensor 285 may be a conventional temperature sensor 
such as a thermocouple, a thermistor, or similar types of 
devices. The sensor 285 also may be in communication With 
a controller as described in more detail beloW. 
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[0035] The container 200 may have a hot compartment 
290 and a cold compartment 300. The hot compartment door 
230 may be positioned adjacent to the hot compartment 290 
While the cold compartment door 240 may be positioned 
adjacent to the cold compartment 300. An insulated divider 
310 may separated the hot compartment 290 and the cold 
compartment 300. The insulated divider 310 may be out of 
expanded polystyrene foam, polyurethane foam, or similar 
types of materials With good insulating characteristics. 

[0036] The Stirling cooler 100 may be positioned Within 
the container 200 such that the hot end 120 and the hot end 
heat exchanger 160 are Within or adjacent to the hot com 
partment 290 While the cold end 110 and the cold end heat 
exchanger 150 are Within or adjacent to the cold compart 
ment 300. The regenerator 130 may be positioned, in Whole 
or in part, Within the insulated divider 310. 

[0037] The cold compartment 300 may have a non-insu 
lated divider 320 and a support plate 330 positioned therein. 
The non-insulated divider 320 may de?ne a Stirling cooler 
section 340 and a product section 350. The Stirling cooler 
section 340 may house the cold end 110 of the Stirling cooler 
100 While the product section 350 may house a number of 
products 355. The products 355 may include any item 
intended to be chilled, such as a beverage container. Like 
Wise, the support plate 330 also de?nes the product section 
350 and an air?oW path 360. The support plate 330 may have 
a number of apertures 370 therein that lead from the air?oW 
path 360 to the product section 350. The air?oW path 360 
may extend through the Stirling cooler section 340 and the 
product section 350. 

[0038] Positioned Within the Stirling cooler section 340 
may be a fan 380. Although the term “fan”380 is used 
herein, the fan may be any type of air movement device, 
such as a pump, a belloWs, a screW, and the like knoWn to 
those skilled in the art. The Stirling cooler section 340 also 
may include a shroud 390 positioned therein. The shroud 
390 may direct the How of air through the fan 380 and into 
the air?oW path 360. 

[0039] A vent 410 may be formed in the outer insulated 
shell 210 adjacent to the Stirling cooler section 340 of the 
cold compartment 300. The vent 410 may be an open or shut 
door type device With a door 412 and a movable hinge 414. 
The vent 410 may be in communication With a sensor 420. 
The sensor 420 may be a conventional temperature sensor 
such as a thermocouple, a thermistor, or similar types of 
devices. The vent 410 and the sensor 420 also may be in 
communication With a controller 430 so as to open or shut 

the vent 410 depending upon the temperature as sensed by 
the sensor 420 in relationship to the ambient temperature as 
sensed by the external sensor 285. The controller 430 may 
be a conventional microprocessor. The programming of the 
controller 430 may be in any conventional programming 
language. The controller 430 may be programmed so as to 
open the vent 410 if the temperature Within the cold com 
partment 300 drops beloW a given set point temperature. 

[0040] The hot compartment 290 also may include a 
non-insulated divider 450 and a support plate 460. The 
non-insulated divider 450 may de?ne a Stirling cooler 
section 470 and a product section 480 similar to that 
described above. The support plate 460 may de?ne an 
air?oW path 490 communicating betWeen the Stirling cooler 
section 470 and the product section 480. The Stirling cooler 
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section 470 may include a fan 500. As described above, 
although the term “fan”500 is used herein, the fan 500 may 
be any type of air movement device, such as a pump, a 
bellows, a screW, and the like knoWn to those skilled in the 
art. The fan 500 may circulate air through the hot end heat 
exchanger 160, into the product section 480, and back 
through the air ?oW path 490. A number of hot products 510 
may be positioned on the support plate 460. The hot products 
510 may include any item intended to be heated, such as a 
number of piZZa boxes or other types of hot food containers. 

[0041] The hot compartment 290 also may include a hot 
compartment vent 520. As described above With respect to 
vent 410, the vent 520 may be an open or shut type device 
With a door 522 and a movable hinge 524. The vent 520 may 
be in communication With a sensor 530 and the controller 
430. The sensor 530 may be similar to the sensor 420 
described above. The controller 430 may open the vent 520 
When the temperature as sensed by the sensor 530 rises 
above a given set point. 

[0042] In use, the cold products 355 that are either cold or 
intended to be chilled are positioned on the support plate 330 
Within the cold compartment 300. Once the cold products 
355 are positioned therein, the fan 380 directs a How of air 
through the cold end heat exchanger 150 into the air?oW 
path 360. The chilled air then ?oWs through the apertures 
370 of the support plate 330 and across the cold products 
355. The air then returns through the cold end heat 
exchanger 150. This How of air thus keeps the cold products 
355 chilled. 

[0043] If the sensors 420 determine that the temperature 
Within the cold compartment 300 drops beloW a given 
temperature, for example about 34 degrees Fahrenheit (1.1 
degrees Celsius), the controller 430 may open the vent 410 
to alloW ambient air to circulate through the cold compart 
ment 300 if the ambient air temperature as sensed by the 
external sensor 285 is above freezing. The vent 410 may 
remain open until the temperature therein again rises above 
the set point as determined by the sensor 420. Alternatively, 
the vent 410 may be opened proportionally to let in a varying 
amount of ambient air. This system as a Whole is designed 
for use Where the ambient temperature is above freezing. 

[0044] LikeWise, the hot products 510 or the products that 
are to be Warmed may be inserted onto the support plate 460 
Within the hot compartment 290. The fan 500 may circulate 
air through the hot end heat exchanger 160, into the product 
section 480, around the products 510, through the air ?oW 
path 490, and back through the fan 500. This How of air thus 
keeps the hot products 510 Warm. 

[0045] If the sensor 530 determines that the temperature 
Within the hot compartment 290 is above a given set point, 
for example about 150 degrees Fahrenheit (65.6 degrees 
Celsius), the controller 430 may open the vent 520 so as to 
alloW ambient air to circulate through the hot compartment 
290. The vent 520 may remain open until the temperature 
therein again falls beloW the set point as determined by the 
sensor 530. Alternatively, the vent 520 may be opened 
proportionally to let in a varying amount of ambient air. 

[0046] The container 200 as a Whole may be designed 
such that the heat leak betWeen the hot compartment 290 and 
the cold compartment 300, the heat leak from Within the 
insulated inner shell 210 and the ambient air, and the 
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refrigeration lift of the Stirling cooler 100 are about in 
balance. For example, the folloWing variables may be used: 

[0047] QH=Heat ?oW through the Wall 210 and the door 
230 from the hot compartment 290 to ambient; 

[0048] Qc=Heat ?oW through the Wall 210 and the door 
240 from ambient to the cold compartment 300; 

[0049] QD=Heat ?oW through the divider 310 from the 
hot compartment 290 to the cold compartment 300; 

[0050] QS=Heat pumped by the Stirling cooler 100 
from the cold compartment 300 to the hot compartment 
290; 

[0051] QW=Waste heat generated by the Stirling cooler 
100 and dumped into the hot compartment 290; 

[0052] QFH=Waste heat generated by the fan 500 and 
dumped into the hot compartment 290; and 

[0053] QFc=Waste heat generated by the fan 380 and 
dumped into the cold compartment 300. 

[0054] Given a cold compartment 300 temperature (Tc) of 
about 34 degrees Fahrenheit (1.1 degrees Celsius), a hot 
compartment temperature (TH) of about 150 degrees Fahr 
enheit (65.6 degrees Celsius), and an ambient temperature 
(TA) of about 75 degrees Fahrenheit (24 degrees Celsius), 
the insulation of the container 200 and the poWer level of the 
Stirling cooler 100 may be selected such that the folloWing 
relationship is in place: 

[0055] Speci?cally, the Stirling cooler 100 may have a 
capacity of about 40 Watts With a hot compartment 290 
having an area of about 2,000 cubic inches (about 32,744 
cm3) and a cold compartment 300 having an area of about 
1,000 cubic inches (about 16,387 cm3). Given these vari 
ables, the system as a Whole can be used in stabiliZed 
conditions With the hot compartment 290 and the cold 
compartment 300 at their respective set points With little or 
no need for opening the vents 410, 520. 

[0056] FIGS. 7-9 shoW an alternative embodiment of the 
present invention. The container 200 of FIGS. 3-6 may not 
be effective When the ambient air temperature is beloW 
freeZing. A container 550, hoWever, may be adapted to deal 
With such an environment. The container 550 may be 
identical to the container 200 With the exception that the 
non-insulated divider 320 is replaced With a ?rst divider 560 
and a second divider 570. The dividers 560, 570 may be 
made out of plastic, metal, or similar materials. The dividers 
560, 570 may form an air pathWay 580 therebetWeen. 

[0057] Positioned on one of the dividers 560, 570 may be 
a ?rst internal vent 590. Positioned on the other end of the 
dividers 560, 570 may be a second internal vent 600. When 
closed, the internal vents 590, 600 may separate the Stirling 
cooler section 340 from the product section 300. The Stirling 
cooler section 340 also may have an additional exterior vent 
610 positioned Within the insulated outer shell 210. The 
vents 410, 590, 600, 610 may all operate under the control 
of the controller 430 based upon the temperature as sensed 
by the sensor 420 and the external sensor 285. 

[0058] FIG. 7 shoWs the normal operating environment 
for the container 550. In this environment, the exterior vents 
410, 610 are closed While the internal vents 590, 600 are 



US 2002/0134090 A1 

opened. The cold compartment 300 thus operates as 
described above With respect to FIG. 4. Likewise, FIG. 8 
shoWs the con?guration of the container 500 When the 
ambient temperature is above freezing but the internal 
temperature is beloW the set point. In this case, one or both 
of the external vents 410, 610 may be open so as to allow 
ambient air to circulate Within the cold compartment 300 as 
shoWn in FIG. 6. 

[0059] FIG. 9 shoWs the con?guration of the container 
500 When the ambient temperature is beloW freezing and the 
temperature Within the cold compartment 300 is beloW the 
set point. In this situation, the external vents 410, 610 may 
be open While the internal vents 590, 600 are closed. Closing 
the internal vents 590, 600 effectively isolates the product 
section 350 from the Stirling cooler section 340. Air is thus 
draWn into the Stirling cooler section 340 by the fan 380 and 
is directed through the air pathWay 580 and through the cold 
end heat exchanger 150. The cold air is then circulated back 
out through the second exterior vent 610. In this case, the 
Stirling cooler 100 acts largely as a heat pump Without 
adding any additional refrigeration to the cold compartment 
300. 

[0060] FIG. 10 shoWs an alternative embodiment of the 
present invention having a condensate collection system 
700. The condensate collection system 700 may use the 
heating/cooling container 200 as described in detail herein 
With the Stirling cooler 100. The condensate collection 
system 700 also may include a condensate collector 710 
attached to the non-insulated divider 320. The condensate 
collector 710 may be made out of metal, plastic, or similar 
types of someWhat rigid materials. The condensate collector 
710 may extend from the non-insulated divider 320 along 
the length of cold end heat exchanger 150. 

[0061] The condensate collection system 700 also may 
have a Wick 720 positioned adjacent to the condensate 
collector 710. The Wick 720 may be made out of hydra 
chamois, polyester fabrics, synthetic sponge (polyvinyl 
alcohol), or similar materials With Wicking characteristics. 
The Wick 720 may extend from the condensate collector 
710, through the insulated divider 310, and into the hot 
compartment 290 adjacent to the hot end heat exchanger 
160. The condensate collector 710 may be angled someWhat 
doWnWard such that the condensate Will ?oW toWards the 
Wick 720. The Wick 720 may be mounted directly to the 
condensate collector 710 or to the inner Wall of the outer 
shell 210 so as to not interfere With the cold air stream. The 
Wick 720 may cover part of the condensate collector 710 so 
as to assist in absorption of the condensate. 

[0062] Any condensate developed in the cold compart 
ment 300 may form about the cold end heat exchanger 150. 
The condensate then may drip on to the condensate collector 
710. The condensate may ?oW doWn the condensate collec 
tor 710 toWards the Wick 720. The condensate may then be 
absorbed by the Wick 720. The Wick 720 may then carry the 
condensate through the insulated divider 310 and into the 
hot compartment 290 adjacent to the hot end heat exchanger 
160. The Wick 720 may move the condensate by capillary 
action. As such, the condensate is Wicked to the hot com 
partment 290 regardless of the orientation of the heating/ 
cooling container 200 as a Whole, i.e., normal gravity does 
not play a signi?cant role in the Wicking action. Once the 
condensate Within the Wick 720 reaches the hot compart 
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ment 290, the condensate may be evaporated via the hot air 
stream ?oWing through the hot end heat exchanger 160. 

[0063] It should be apparent that the foregoing relates only 
to the preferred embodiments of the present invention and 
that numerous changes and modi?cations may be made 
herein Without departing from the spirit and scope of the 
invention as de?ned by the folloWing claims. 

We claim: 
1. Adevice for heating a ?rst article and cooling a second 

article, said device comprising: 

an enclosure; 

said enclosure comprising a hot compartment and a cold 
compartment; and 

a Stirling cooler; 

said Stirling cooler comprising a hot end and a cold end 
and Wherein said hot end is positioned in communica 
tion With said hot compartment so as to heat said ?rst 
article and Wherein said cold end is positioned in 
communication With said cold compartment so as to 
cool said second article. 

2. The device of claim 1, Wherein said enclosure com 
prises an insulated divider positioned betWeen said hot 
compartment and said cold compartment. 

3. The device of claim 2, Wherein said Stirling cooler 
comprises a regenerator positioned betWeen said hot end and 
said cold end and Wherein said regenerator is positioned 
Within said insulated divider. 

4. The device of claim 1, Wherein said enclosure com 
prises a handle for carrying said enclosure. 

5. The device of claim 1, Wherein said cold end of said 
Stirling cooler comprises a cold end heat exchanger in 
communication thereWith. 

6. The device of claim 1, Wherein said cold compartment 
comprises a Stirling cooler section With a fan. 

7. The device of claim 6, Wherein said cold compartment 
comprises a product section With a product support for 
positioning said second article thereon. 

8. The device of claim 7, Wherein said cold compartment 
comprises an air?oW path for circulating air through said 
Stirling cooler section and said product section. 

9. The device of claim 8, Wherein said product support 
comprises a plurality of apertures therein in communication 
With said air?oW path. 

10. The device of claim 1, Wherein said cold compartment 
comprises a sensor for determining the temperature therein, 
said sensor in communication With a controller. 

11. The device of claim 10, Wherein said enclosure 
comprises an external vent positioned adjacent to said cold 
compartment and Wherein said controller is in communica 
tion With said external vent so as to open said external vent 
When the temperature Within said cold compartment drops 
beloW a predetermined temperature. 

12. The device of claim 10, Wherein said enclosure 
comprises an external sensor for determining the external 
temperature, said external sensor in communication With 
said controller. 

13. The device of claim 12, Wherein said cold compart 
ment comprises a Stirling cooler section, a product section, 
and a divider positioned therebetWeen. 

14. The device of claim 13, Wherein said divider com 
prises an internal vent therein, said internal vent comprising 
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an open position to allow communication between said 
Stirling cooler section and said product section and a closed 
position blocking communication betWeen said Stirling 
cooler section and said product section. 

15. The device of claim 14, Wherein said internal vent 
comprises a ?rst internal vent positioned on a ?rst side of 
said divider and a second internal vent positioned on a 
second side of said divider. 

16. The device of claim 14, Wherein the enclosure com 
prises a plurality of external vents and Wherein said con 
troller is in communication With said internal vent and said 
plurality of external vents so as to close said internal vent 
and so as to open said plurality of external vents When the 
temperature Within said cold compartment drops beloW a 
predetermined temperature and the ambient temperature is 
beloW freezing. 

17. The device of claim 1, Wherein said hot end of said 
Stirling cooler comprises a hot end heat exchanger in 
communication thereWith. 

18. The device of claim 1, Wherein said hot compartment 
comprises a Stirling cooler section With a fan. 

19. The device of claim 18, Wherein said hot compartment 
comprises a product section With a product support for 
positioning said ?rst article thereon. 

20. The device of claim 19, Wherein said hot compartment 
comprises an air?oW path for circulating air through said 
Stirling cooler section and said product section. 

21. The device of claim 1, Wherein said hot compartment 
comprises a sensor for determining the temperature therein. 

22. The device of claim 21, Wherein said enclosure 
comprises an external vent positioned adjacent to said hot 
compartment and Wherein said sensor is in communication 
With said external vent so as to open said external vent When 
the temperature Within said hot compartment rises above a 
predetermined temperature. 

23. The device of claim 1, further comprising a Wick 
extending from about said cold end of said Stirling cooler in 
said cold compartment to about said hot end of said Stirling 
cooler in said hot compartment. 

24. The device of claim 23, Wherein said cold compart 
ment comprises a condensate collector positioned adjacent 
to said cold end of said Stirling cooler and said Wick. 

25. A Stirling cooler driven device for use With ambient 
temperatures above and beloW freezing, comprising: 

an enclosure; 

said enclosure comprising a Stirling cooler section for 
positioning said Stirling cooler therein, a product sec 
tion, and a divider positioned therebetWeen; 

said divider comprising an internal vent therein; and 

said enclosure comprising a plurality of external vents 
positioned adjacent to said Stirling cooler section. 

26. The Stirling cooler driven device of claim 25, further 
comprising an internal temperature sensor positioned Within 
said enclosure in communication With a controller and an 
external temperature sensor positioned on said enclosure in 
communication With said controller, said controller in com 
munication With said interior vent and said plurality of 
external vents. 

27. The Stirling cooler driven device of claim 26, Wherein 
said controller opens at least a ?rst one of said plurality of 
external vents When the temperature Within said enclosure 
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drops beloW a predetermined temperature and the ambient 
temperature is above freezing. 

28. The Stirling cooler driven device of claim 26, Wherein 
said controller closes said internal vent and opens said 
plurality of external vents When the temperature Within said 
enclosure drops beloW a predetermined temperature and the 
ambient temperature is beloW freezing. 

29. The Stirling cooler driven device of claim 28, Wherein 
said predetermined temperature is beloW about thirty-tWo 
degrees Fahrenheit (zero degrees Celsius). 

30. The Stirling cooler driven device of claim 25, Wherein 
said internal vent comprising an open position to alloW 
communication betWeen said Stirling cooler section and said 
product section and a closed position blocking communica 
tion betWeen said Stirling cooler section and said product 
section. 

31. The Stirling cooler device of claim 30, Wherein said 
internal vent comprises a ?rst internal vent positioned on a 

?rst side of said divider and a second internal vent posi 
tioned on a second side of said divider. 

32. A device for heating a ?rst article With a hot end of a 
Stirling cooler and cooling a second article With a cold end 
of the Stirling cooler, said device comprising: 

a hot compartment With said hot end of said Stirling 
cooler positioned therein; 

a cold compartment With said cold end of said Stirling 
cooler positioned therein; 

a hot compartment vent positioned adjacent to said hot 
compartment; 

a cold compartment vent positioned adjacent to said cold 
compartment; 

a hot compartment sensor positioned Within said hot 
compartment, said hot compartment sensor in commu 
nication With said hot compartment vent so as to open 

said hot compartment vent When the temperature Within 
said hot compartment rises above a ?rst predetermined 
temperature; and 

a cold compartment sensor positioned Within said cold 
compartment, said cold compartment sensor in com 
munication With said cold compartment vent so as to 

open said cold compartment vent When the temperature 
Within said cold compartments falls beloW a second 
predetermined temperature. 

33. A temperature-controlled device for use With an 
electrical receptacle of a vehicle, comprising: 

a portable enclosure, 

said portable enclosure comprising an interior space to be 
heated or cooled; 

a Stirling cooler positioned about said enclosure and 
providing heating or cooling to said interior space; and 

an electrical line for poWering said Stirling cooler via said 
electrical receptacle. 
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34. A heating and cooling device comprising: 

an enclosure; 

said enclosure comprising a hot compartment and a cold 
compartment; 

a Stirling cooler; 

said Stirling cooler comprising a hot end heat exchanger 
positioned in communication With said hot compart 
ment and a cold end heat exchanger positioned in 
communication With said cold compartment; 

said hot compartment comprising a fan therein positioned 
adjacent to said hot end heat exchanger; 
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said cold compartment comprising a condensate collector 
therein positioned adjacent to said cold end heat 
exchanger so as to collect condensate from said cold 
end heat exchanger; and 

a Wick, said Wick extending from said condensate collec 
tor in said cold compartment to said hot compartment 
so as to Wick condensate from said condensate collector 
to said hot compartment and so as to evaporate said 
condensate via an air stream produced by said fan. 


