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(57) ABSTRACT 

Systems and methods for event driven baggage management 
are disclosed. Readers are used to detect and monitor the 
location of tags attached to baggage as the baggage moves 
from the point at Which a traveler drops of the baggage at the 
origin of a trip to the point at Which the traveler picks up the 
baggage at a destination location. Methods and systems that 
are capable of detecting When a bag has been lost or 
misdirected and searching for the lost or misdirected bag are 
also disclosed. Noti?cation may be sent directly to a traveler 
or the carrier When speci?ed baggage events occur. Addi 
tionally, systems and methods for communicating a desti 
nation of an object to a Wireless earphone device Worn by an 
object handler are also disclosed. 
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SYSTEMS AND METHODS FOR EVENT DRIVEN 
BAGGAGE MANAGEMENT 

CROSS REFERENCE TO RELATED 
APPLICATION 

[0001] Applicants claim the bene?t under 35 U.S.C. 
§119(e), based on prior-?led, copending provisional patent 
application No. 60/277,936, Filed Mar. 23, 2001, Which is 
relied on and incorporated herein by reference. 

DESCRIPTION OF THE INVENTION 

FIELD OF THE INVENTION 

[0002] The present invention relates to systems and meth 
ods for event driven baggage management. 

BACKGROUND OF THE INVENTION 

[0003] Lost or mishandled baggage is an obvious concern 
for travelers and transportation entities alike. Presently, 
baggage is recogniZed as lost or misdirected When a traveler 
attempts to pick up their baggage at the end of a trip and 
realiZes that the bag is not there. The traveler must then ?nd 
the appropriate baggage agent, sometimes Wait in long lines, 
and report the bag as missing. Generally, the transportation 
carrier is ?rst alerted that a bag has been lost When the 
traveler reports that the particular bag did not arrive along 
With other bags from the same ?ight. FolloWing this, an 
attempt is made to ?nd the bag With little or no information 
about its Whereabouts. The process generally involves 
attempting to match reports of lost baggage With reports of 
baggage that has not been claimed. For instance, in one city, 
a traveler may report a particular bag missing While in 
another city, baggage agents report having a bag on-hand 
that has not been claimed by its oWner. Eventually, it may be 
recogniZed that the missing bag and the on-hand bag are the 
same. Though the bag may eventually be reunited With the 
traveler, the process can be extremely time consuming for 
both the traveler and the transportation carrier. 

[0004] Therefore, there eXists a need for systems and 
methods that are able to recogniZe that a bag has been lost 
or misdirected much earlier and to notify both carriers and 
travelers of the location of a particular bag at any time to 
minimiZe the inconvenience related to lost or misdirected 
baggage. 

SUMMARY OF THE INVENTION 

[0005] The present invention provides a method for man 
aging objects comprising: associating a tag With an object; 
providing at least a ?rst and second reader, Wherein each 
reader is capable of detecting the tag; determining a location 
status of the object based on Whether or not the tag is 
detected by a reader other than the ?rst reader Within a 
prede?ned period of time. 

[0006] Additionally, the present invention provides a 
method for managing objects comprising: associating a tag 
With a traveler; associating the tag With an object; providing 
a plurality of readers capable of detecting the tag; determin 
ing Which readers among the plurality of readers the object 
is eXpected to pass; predicting a time for the object to travel 
to each one of such reader; determining, at the predicted 
time, Whether the tag has been detected by a reader; sending 
a message to the traveler indicating a location status of the 
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object; and sending a message to a transportation carrier 
indicating a location status of the object. 

[0007] Additionally, the present invention provides a sys 
tem for managing objects comprising: a tag associated With 
an object; at least a ?rst and second reader capable of 
detecting the tag, Wherein the ?rst and second readers are 
located along a travel path of the object; a server adapted to 
determine a location status of the object based on Whether or 
not the tag is detected by a reader other than the ?rst reader 
Within a prede?ned period of time. 

[0008] Further, the present invention provides a method 
for tracking the status of an object, comprising: registering 
travel information associated With a traveler in a central 
database, Wherein the travel information is associated With 
an identi?cation tag attached to an object that is associated 
With the traveler; monitoring the location of the object by 
detecting When the identi?cation tag passes by one or more 
checkpoints located betWeen an origin location Where the 
object is dropped off by the traveler, and a destination 
location Where the object is loaded onto a transportation 
vehicle; and performing a locating process When a central 
server recogniZes that the location tag has not passed 
through at least one of the one or more checkpoints Within 
a predetermined amount of time, Wherein the locating pro 
cess includes: sending a noti?cation message to the traveler 
indicating the status of the object’s location; and sending a 
noti?cation message to a transportation agent terminal indi 
cating the status of the object’s location. 

[0009] Additionally, the present invention provides a sys 
tem for managing the tracking of baggage, comprising: a 
travel industry site, comprising: one or more checkpoints 
located betWeen an origination location Where one or more 
objects are accepted from a traveler, and a destination 
location Where the one or more objects accepted from the 
travelers are intended to be directed to, Wherein the one or 
more checkpoints, origination location and destination loca 
tion include identi?cation tag detectors for detecting When a 
identi?cation tag attached to the one or more objects is 
located Within a predetermined distance of the respective 
detector; a central server including a central database for 
storing: registration information associated With the traveler 
and the identi?cation tag attached to the one or more objects, 
and location information associated With each checkpoint; 
Wherein each of the one or more checkpoints are con?gured 
to send location information to the central server for storage 
into the central database When the respective checkpoint 
detects the identi?cation tag Within a predetermined distance 
of a location tag detector, and Wherein the central server 
initiates a locating process When it determines that one of the 
one or more checkpoints do not detect the identi?cation tag 
Within a predetermined amount of time, Wherein the locating 
process includes generating a traveler status message that 
indicates the status of the location of the one or more objects, 
and generating a travel industry message that indicates the 
status of the location of the one or more objects including the 
last checkpoint the identi?cation tag Was detected. 

[0010] Additional features and advantages of the inven 
tion Will be set forth in part in the description Which folloWs, 
and in part Will be obvious from the description, or may be 
learned by practice of the invention. 

[0011] The accompanying draWings, Which are incorpo 
rated in and constitute a part of this speci?cation, illustrate 



US 2002/0134836 A1 

embodiments of the invention and together With the descrip 
tion, serve to explain the principles of the invention. 

[0012] It is to be understood that both the foregoing 
general description and the folloWing detailed description 
are exemplary and explanatory only and are not restrictive of 
the invention, as claimed. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0013] FIG. 1 is a block diagram of a baggage manage 
ment system according to the present invention. 

[0014] FIG. 2 is a How diagram of a process of registering 
a tag at an online Website according to the present invention. 

[0015] FIG. 3 shoWs an arrangement of readers along an 
exemplary expected travel path of a bag and the process of 
monitoring the location of a bag and tag according to the 
present invention. 

[0016] FIG. 4a is a How diagram of a simpli?ed process 
of determining a location status of an object, such as a bag, 
according to the present invention. 

[0017] FIG. 4b is a How diagram of a process of deter 
mining a location status of a bag according to the present 
invention. 

[0018] FIG. 5 is a How diagram of a baggage tracer 
routine according to the present invention. 

[0019] FIG. 6 is a block diagram illustrating noti?cation 
of a passenger and carrier of a speci?ed baggage event 
according to the present invention. 

[0020] FIG. 7 is a block diagram of a baggage manage 
ment system With an example illustrating certain features 
according to the present invention. 

[0021] FIG. 8 shoWs a tracer routine used in the example 
of FIG. 7. 

[0022] FIG. 9 shoWs a noti?cation process used in the 
example of FIG. 7. 

DESCRIPTION OF THE EMBODIMENTS 

[0023] Reference Will noW be made in detail to the present 
embodiments of the invention, examples of Which are illus 
trated in the accompanying draWings. 

[0024] Wherever possible, the same reference numbers 
Will be used throughout the draWings to refer to the same or 
like components or processes. 

[0025] The present invention is a system and method for 
event driven baggage management. FIG. 1 is a block 
diagram of the arrangement of the components and pro 
cesses of the present invention. The system comprises a 
baggage tag 10 affixed to or part of a bag 11, tWo or more 
readers 12, linked to a central server 20, capable of detecting 
the presence and identity of the baggage tag 10 as it travels 
along a path 13. The ability of the readers 12 to detect, 
identify and report the location a baggage tag 10 to the 
central server 20 facilitates many of the features of the 
present invention. The central server 20 has the ability to 
communicate With a Baggage Management System (BMS) 
21 that is linked to various transportation entities 22. The 
central server 20 can also receive tag registration 23 infor 
mation, travel reservation 24 information, and send baggage 
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status noti?cation 25 directly to a passenger 5 and to a 
transportation carrier 6. The details of these components and 
processes are discussed in greater detail beloW. 

[0026] The baggage tags 10 of the present invention have 
a unique numeric identi?er that alloWs the central server 20 
to recogniZe and access information associated With the 
baggage tag 10. The information associated With the bag 
gage tag 10 is gathered by a registration 23 process. Reg 
istration 23 establishes an association in the central server 20 
betWeen the unique numeric identi?er of a baggage tag 10 
and a traveler 5. Registration 23 may occur in a variety of 
Ways, including at a registration of?ce, such as a travel 
agency or airport, over the phone, or on-line at a Website 
af?liated With a central server as shoWn in FIG. 2. The 
traveler accesses the Web site (step 30) and enters the 
baggage tag identi?er number (step 31). The traveler then 
enters the requested traveler information (step 32), including 
but not limited to ?rst and last name and a phone number or 
Wireless device identi?er to Which noti?cations related to 
baggage location can be sent. Additionally, identity veri? 
cation may also be requested (step 33). This may require the 
traveler 5 to provide a biometric identi?er such as a voice 
print, iris scan, or ?ngerprint sample. The registration infor 
mation is transmitted to a central server 20 (step 34) that 
associates and stores the identi?er number of the tag 10 and 
traveler information as a traveler pro?le (step 35). 

[0027] After registration, the traveler can make travel 
reservations using a travel Website, a travel agent, or other 
booking entity. When booking travel, the traveler may 
identify themselves by the tag identi?er number, a biometric 
identi?er such as voice print, or by name. The information 
about the trip is sent to the central server 20 in the form of 
a passenger name record (PNR) 16 that is then associated 
With the traveler pro?le and tag identi?er number. The PNR 
represents information about a particular trip to be taken by 
the traveler 5. The PNR is con?gurable and may be used by 
any number of entities, including airline agents, travel 
agents, and travel and transportation entities. 

[0028] During travel, the central server 20 may use a 
variety of technologies to monitor the location of the bag 
gage tag 10. Examples of location detection technologies 
that could be used include radio frequency identi?cation 
(RFID), global positioning satellite (GPS), and bluetooth 
technologies. Optical location detection technologies, such 
as barcode tags and barcode readers could also be used. The 
tags may be externally or internally attached to or af?xed 
baggage or objects, may be an embedded feature of the bag 
or object or may be placed inside the baggage object. 

[0029] Though various technologies may be utiliZed, it is 
preferable that the location detection technology used in this 
invention enable a variety of Wireless devices to automati 
cally detect and communicate With each other. A location 
detection-enabled baggage tag 10 and reader 12 that auto 
matically discovers and identi?es the tag 10 and connects 
and communicates baggage location information to a central 
server 20 are presently preferred. Such baggage tags 10 and 
readers 12 may enable embedded RFID and Wireless com 
munications technologies such as bluetooth. Bluetooth is an 
existing Wireless communications speci?cation for small 
form factor, loW-cost, short-range radio links betWeen a 
variety of portable and mobile computing devices. Bluetooth 
devices operate in the unlicensed, 2.4 GHZ radio spectrum 
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using a spread spectrum, frequency hopping, full-duplex 
signal at up to 1600 hops/sec among 79 frequencies at 1 
MHZ intervals to give a high degree of interference immu 
nity. However, the baggage tags 10 may be associated With 
a number of different Wireless technologies that enable the 
baggage tags 10 to be tracked using scanning type devices 
associated With the baggage tags 10, and are not limited to 
the above eXemplary technologies. 

[0030] As shoWn in FIG. 3, a number of location-detec 
tion-enabled readers 12 are set up as “check-points” along 
the baggage travel path 13 from check-in 14 at the origin of 
the trip to pick-up 15 at the destination end of the trip. 

[0031] The readers 12 may for instance be placed at 
check-in counters, at various points along a baggage con 
veyor system, in baggage carts, With baggage handlers, in 
the baggage compartments of planes or other transportation 
vehicles, and at baggage carousels, and eXits of baggage 
claim areas. A baggage tag 10 attached to a bag 11 passes 
near the readers 12 as it travels along a path 13 from 
check-in 14 to pickup 15. When a bag 11 With the baggage 
tag 10 comes near a reader 12, the reader 12 detects and 
identi?es the baggage tag 10. The reader 12 sends a location 
update message 40 to the central server 20 indicating the 
baggage tag identi?er number, the location of the reader 12, 
and the date/time the tag 10 Was detected. Baggage location 
update messages are sent to the central server 20 each time 
the bag 11 passes a “check-point” reader 12. The central 
server 20 stores the location-update messages 40 for each 
bag. In this Way, the bag is tracked from the time it leaves 
the traveler at check-in 14 until it is back in the hands of the 
traveler at the ?nal destination pick-up 15. 

[0032] In addition to being able to track the location of 
baggage throughout the transportation process, the system 
has the ability to determine When a bag has been lost or 
misdirected. FIG. 4a shoWs a simpli?ed process of deter 
mining a location status of an object, such as a bag according 
to the present invention. First, the tag is associated With the 
object (step 41). A ?rst reader detects the tag at time (to) 
(step 42). The system predicts a time (t1) for the object to 
travel from the ?rst reader to a second reader (step 43). At 
the predicted time (t1), the system determines Whether the 
tag has been detected by the second reader (step 44). If the 
tag has not been detected, the location status of the object is 
uncertain (step 46). If the tag has been detected, the location 
status is on track (step 45). 

[0033] FIG. 4b shoWs in greater detail a process of 
determining a location status of an object, such as a bag 
according to the present invention. At check-in (step 14), a 
reader 12 detects the baggage tag 10 and sends a location 
update message 40 to the central server 20 (step 40). Then, 
the central server 20 determines the itinerary of the traveler 
from the PNR 16 associated With the tag 10 (step 50). The 
central server 20 determines the location of the plane on 
Which the passenger 5 and the bag 11 Will be traveling (step 
51) by interfacing With a Departure Control System (DCS). 
The DCS is an eXisting system that manages the How of 
departing ?ights, travelers, and baggage. The DCS, among 
other things, maintains information about the location of 
departing planes. The central server 20 uses the location of 
the departing plane and the check-in location along With 
airport speci?c baggage transit con?gurations to determine 
an eXpected travel path 13 in the form of a series of readers 
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12 the particular bag is eXpected to pass (step 52). Also using 
the airport speci?c baggage transit con?gurations, the cen 
tral server 20 determines times at Which the bag 11 is 
eXpected to pass each speci?ed reader 12 (step 53). For 
eXample, the central server may include a table that shoWs 
an acceptable time period for a bag to How from a ?rst 
location such as a particular check-in station to a second 
location such as the loading compartment of an airplane. The 
table may also include baggage transit time information for 
every possible combination of ?rst and second locations. 
After determining an eXpected bag travel path (step 52) and 
determining eXpected times betWeen readers (step 53), the 
central server 20 monitors for location-update messages 40 
(step 54). The central server 20 determines Whether the 
eXpected time has elapsed Without receiving a location 
update message (55). If the eXpected time has elapsed 
Without receiving a location-update message, the bag is 
determined to be lost or misdirected (step 56) and the central 
server 20 initiates a baggage trace routine (step 60). If the 
eXpected time has not elapsed, the central server 20 deter 
mines Whether the eXpected location-update message has 
been received (step 57). If not, the central server 20 con 
tinues to monitor for location-update messages (step 54). If 
an eXpected location-update has been received Within the 
eXpected time, the central server 20 determines Whether the 
bag has reached the pick-up area at the destination (step 58). 
This may be done by determining Whether a location-update 
message has been received from the last reader 12 on the 
eXpected travel path 13. The last reader may be on a baggage 
carousel in baggage claim or may be at the eXit of the 
baggage claim area. If the bag has reached its ?nal destina 
tion and been picked up by its oWner, the process ends. If the 
bag has not reached its ?nal destination, the central server 20 
continues to monitor for the neXt eXpected location-update 
message (step 54). Similarly, though not shoWn in FIG. 4b, 
if the central server 20 receives a location-update message 
40 from a reader 12 that is not located on the eXpected travel 
path 13 of the bag, the system recogniZes that the bag has 
been misdirected. In response to a bag lost or misdirected 
determination, the central server 20 automatically initiates 
the baggage tracer routine (step 60). 

[0034] Once a bag is determined not to be Where it Was 
eXpected, the central server 20 initiates a baggage tracer 
routine (step 60), as shoWn in FIG. 5. The central server 20 
interfaces With the BMS 21 to perform a tracer routine once 
the central server 20 determines that baggage associated 
With a traveler is lost or misdirected. The BMS refers to 
eXisting travel industry systems that manage checked bag 
gage. BMSs typically issue temporary identi?cation num 
bers to each bag. If a bag is reported lost, found, damaged, 
stolen, etc. an entry can be entered into the EMS and shared 
With relevant travel industry entities through a plurality of 
user terminals throughout the travel industry. The present 
invention utiliZes this eXisting system to alert travel industry 
entities to facilitate ?nding a lost or misdirected bag. The 
central server 20 preferably interfaces With the BMS 21 
using a J2EE-compliant (Java 2 Enterprise Edition) interface 
via a WAP (Wireless Application Protocol) gateWay plat 
form. The interface is suf?ciently generic to alloW the central 
server 20 to interface With a variety of different BMSs. The 
BMS 21 communicates With transportation entities 22, such 
as airlines, to facilitate a search for a lost baggage by 
automatically taking information from the PNR 16 associ 
ated With the lost or misdirected bag 11 in the central server 
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20 and formatting the information (step 61) into a “baggage 
lost/tracer” message 62 for the BMS 21. The message may 
include the name of the passenger, the baggage tag identi?er 
number, carrier, ?ight, date, origin, destination and the last 
knoWn location of the bag. The BMS 21 alerts the appro 
priate transportation entities 22 that the particular bag has 
been lost by transmitting the “baggage lost/tracer” message 
62. The transportation entities 22 then search for (step 64) 
and retrieve the bag (step 65) assisted by information of the 
bag’s last detected location. When the bag 11 is found, it 
reenters the baggage handling system (step 66) and its 
location is established by a location-update message 40 from 
the ?rst encountered reader 12 in the baggage handling 
system. In response to this location-update message 40, the 
central server 20 takes information from the PNR 16 in the 
central server 20 and formats the information (step 67) into 
a “baggage in system” message 68 for the BMS 21. The 
message may include the name of the passenger, the baggage 
tag identi?er number, carrier, ?ight, date, origin, and desti 
nation. The “baggage in system” message 68 is transmitted 
to appropriate entities 22, alerting them that the bag has been 
located, While simultaneously canceling the previous bag 
gage lost/tracer message 62. 

[0035] FIG. 6 shoWs that in addition to tracking baggage 
location and facilitating quickly ?nding lost and misdirected 
baggage, the present invention provides proactive customer 
service by providing a baggage status noti?cation 25 to 
travelers 5 and transportation entities, such as carriers 6, 
When speci?ed baggage events occur. Such baggage events 
may include a determination that the bag is lost or misdi 
rected, baggage has been found, or that baggage has arrived 
at a speci?ed location. When speci?ed baggage events 
occur, the central server 20 sends a baggage status noti? 
cation 25 to a carrier 6 by creating a meet and assist (MAAS) 
special service request (SSR) message 71 in PNR 16 asso 
ciated With the relevant bag. A customer service represen 
tative 72 may be noti?ed of the update to the PNR and page 
73 or meet 74 the arriving passenger and personally com 
municate the baggage status noti?cation 25. The message 
may include the bag number, a description of the baggage 
handling event, such as baggage delayed, When and Where 
the baggage Will arrive, and Where the traveler can pick up 
compensation to minimiZe the inconvenience of the delayed 
baggage. 
[0036] FIG. 6 also shoWs that the central server 20 may 
also provide a baggage status noti?cation 25 directly to a 
traveler 5. Contact information is retrieved from the traveler 
pro?le or PNR 16 associated With the tag 10. This informa 
tion is used to send baggage status noti?cation 25 to the 
passenger’s designated Wireless device such as mobile 
phone 75, pager 76, personal data assistant (PDA) 77, or 
voicemail 78. The noti?cation 25 could be a teXt message or 
a voice message generated by a teXt-to-speech translator. 
The message could include an apology or appeasement 
message containing the bag number, a description of the 
baggage handling event, such as baggage delayed, When and 
Where the baggage Will arrive, and Where the traveler may 
pick up compensation to minimiZe the inconvenience of the 
delayed baggage. 
[0037] The folloWing eXample illustrates the operation of 
some aspects of the present invention. 

[0038] As shoWn in FIG. 7, the traveler acquires a bag 
gage tag 10 (step 81) that enables embedded RFID and 
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Wireless communications technologies. The traveler regis 
ters the tag 10 by accessing a Website associated With the 
central server 20 (step 82). Information about the traveler, 
including name and mobile telephone number, is entered 
into the Website. Additionally, the traveler may be required 
to provide a biometric identi?er such as a voice print. This 
information is transmitted to the central server 20 Where it 
is associated With the unique numeric tag identi?er and 
stored as a traveler pro?le. After registration, travel reser 
vations can be made through a travel Website, a travel agent, 
or other method using the tag identi?er number, a biometric 
identi?er such as voice print, or name to identify the traveler 
(step 83). The information about the trip is sent to the central 
server 20 as a PNR 16 that is then associated With the 
traveler pro?le and tag identi?er number. 

[0039] On the day of travel, a Wireless bag tag reader 12 
at an airport check-in 14 counter automatically detects the 
tag 10 and communicates the check-in location and tag 
identi?er number to the central server 20 in a location update 
message 40. The traveler may then be required to supply a 
voice print or other biometric identi?er to verify that the 
traveler 5 is the person to Whom the tag 10 has been 
registered. If the biometric identi?er matches the sample 
stored in the traveler pro?le, the central server 20 determines 
the itinerary of the traveler from the appropriate PNR 16 
associated With the tag 10. Based on the check-in location 
and destination, the central server 20 determines an eXpected 
path 13 of travel for the bag and the series of readers 12 near 
Which the bag 11 Will pass. The central server 20 also 
calculates the eXpected time for the bag 11 to travel betWeen 
consecutive readers 12. 

[0040] Once the bag 11 has been checked, additional 
Wireless readers 12 track it at various checkpoints along the 
path from check in, to the aircraft, and back to the baggage 
claim area. Each reader 12 sends a location-update message 
40 to the central server 20 When it detects the baggage tag 
10 attached to the bag. The central server 20 records each 
location-update message 40. 

[0041] When a bag is handled by a baggage handling 
agent 83, the Wireless communications capability of the tag 
10 automatically detects and connects With Wireless ear 
phones 84 Worn by the baggage handling agent 83. The 
baggage tag 10 transmits a destination message 85 of the bag 
11, causing a teXt-to-speech module, preferably located in 
the earphones 84, to speak the intended ?nal destination to 
the agent 83. This reminds the agent 83 of the destination of 
the bag 11 and avoids mishandlings normally attributable to 
fatigue. 
[0042] If the bag 11 and attached tag 10 is not detected 
Within the eXpected time (step 86) or a location-update 
message is received from an unexpected reader 12, the 
central server 20 initiates a baggage tracer routine (step 60). 
As shoWn in FIG. 8, the tracer routine 60 determines the last 
knoWn location of the bag 11 (step 91) and alerts travel 
industry personnel anyWhere in the World that the bag is not 
Where it should be (step 92). The personnel search for (step 
93) and ?nd the bag 11 (step 94), and reenter it into the 
baggage handling system (step 95) Where a reader 12 detects 
the tag 10 (step 96) and sends a location-update message 
(step 40). 
[0043] The central server 20 alerts travel industry person 
nel that the bag is found and enroute to the destination 
speci?ed in the associated PNR (step 97). 
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[0044] As shown in FIG. 9, When a bag 11 has been 
delayed and Will not arrive on the same ?ight as the traveler, 
baggage agents at doWnline airports can be noti?ed that a 
delayed bag is on its Way. The central server 20 sends a 
message 101 that noti?es an agent 102 at the traveler’s 
destination to meet the passenger and notify the traveler that 
the bag has been delayed. The traveler may also receive a 
message 103 via the traveler’s Wireless devices 104, that the 
bag has been delayed, that the bag Will be arriving at a 
speci?ed time on a speci?ed ?ight, Where the bag Will arrive, 
and Where the traveler may pick up compensation for any 
inconvenience. For example, the verbal or text message 103 
may state: “This is a message from (carrier) Baggage 
Services to (name): your bag number (bag number) has been 
delayed but Will be arriving at (destination airport) at (arrival 
time) on (carrier) (?ight). A pre-paid debit card aWaits you 
at gate (current arrival gate), compliments of (carrier) to help 
minimiZe the inconvenience until . . . ” The traveler may be 

noti?ed again by the same methods When the baggage 
arrives at the destination. 

[0045] As described, systems and methods consistent With 
the present invention provide services that may reduce the 
costs to both airlines and travelers from lost baggage. These 
value-added services may motivate travelers to purchase 
their oWn bag tags 10, for either external attachment to their 
current baggage or as an embedded feature of their next 
baggage purchase. Through the implementation of methods 
and systems of the present invention, the check-in process at 
airline terminals may be made faster and more efficient and 
possibly be made self-servicing by the traveler, resulting in 
additional airline cost savings and traveler convenience. 

[0046] In addition to the above mentioned bene?ts, the 
bag tags 10 are reusable; there are value-added services for 
both travelers and airlines; and the bag tags 10 may be 
branded or offered as ‘perks’ by travel suppliers and agen 
cies to valued customers. Value-added services may include: 
faster baggage check-in, possibly self-servicing (no need to 
generate and attach today’s paper bag tags 10); earlier 
detection of baggage mishandlings and routing errors 
(enabling airlines to take corrective measures earlier and 
provide better customer service); noti?cation to a variety of 
Wireless handheld devices When a bag has arrived for 
pick-up at the carousel or that a bag has been delayed along 
With an appropriate customer service and/or appeasement 
message; alerts When a bag has moved outside of a pre 
de?ned con?gurable distance from its oWner, thereby reduc 
ing theft; on-demand baggage tracking via a Wireless or Web 
interface; on-demand baggage scanning to determine the 
oWner of an abandoned bag (to avoid today’s default pro 
cedure of treating the bag as a dangerous and/or explosive 
device) or to quickly locate bags to be removed from an 
aircraft When the passenger is not onboard (to improve 
airline on time performance); more accurate, dependable 
knoWledge of a bag’s location, thus enabling airlines to 
verify that a bag did arrive as intended to challenge fraudu 
lent claims of lost bags. 

[0047] Other embodiments of the invention Will be appar 
ent to those skilled in the art from consideration of the 
speci?cation and practice of the invention disclosed herein. 
It is intended that the speci?cation and examples be con 
sidered as exemplary only, With a true scope and spirit of the 
invention being indicated by the folloWing claims. 
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What is claimed is: 
1. A method for managing objects comprising: 

associating a tag With an object; 

providing at least a ?rst and second reader, Wherein each 
reader is capable of detecting the tag; 

determining a location status of the object based on 
Whether or not the tag is detected by a reader other than 
the ?rst reader Within a prede?ned period of time. 

2. The method for managing objects of claim 1, Wherein 
the object is an article of baggage. 

3. The method for managing objects of claim 1, Wherein 
the tag is a Wireless device capable of detecting and com 
municating With other devices. 

4. The method for managing objects of claim 3, Wherein 
the tag is capable of detecting and communicating a desti 
nation message to a Wireless device held or Worn by a 
handling agent. 

5. The method for managing objects of claim 4, Wherein 
the Wireless device is an earphone capable of receiving the 
destination message from the tag. 

6. The method for managing objects of claim 1, Wherein 
the tag comprises radio frequency identi?cation and Wireless 
communications technologies. 

7. The method for managing objects of claim 1, Wherein 
the tag is capable of detecting and communicating With each 
reader. 

8. The method for managing objects of claim 1, Wherein 
the tag is associated With a traveler by a registration process. 

9. The method for managing objects of claim 8, Wherein 
the registration process comprises registering on-line at a 
Website. 

10. The method for managing objects of claim 8, Wherein 
the registration process comprises collecting a biometric 
identi?er of the traveler. 

11. The method for managing objects of claim 1, further 
comprising determining an expected travel path of the object 
in consideration of airport speci?c baggage transit con?gu 
rations. 

12. The method for managing objects of claim 11 further 
comprising determining the object is misdirected if the tag 
is detected by a reader not located along the expected travel 
path. 

13. The method for managing objects of claim 1, Wherein 
the prede?ned time is a predicted time for the tag to travel 
to a reader other than the ?rst reader. 

14. The method for managing objects of claim 13, 
Wherein the prede?ned time is determined in consideration 
of airport speci?c baggage transit con?gurations 

15. The method for managing objects of claim 1 further 
comprising performing a tracer routine to locate the object 
if the tag is not detected by a reader other than the ?rst reader 
Within a prede?ned period of time. 

16. The method for managing objects of claim 15, 
Wherein the tracer routine comprises notifying at least one 
transportation entity that the tag Was not detected by a reader 
other than the ?rst reader Within a prede?ned period of time 
and providing the last-detected location of the tag. 

17. The method for managing objects of claim 16, 
Wherein the tracer routine further comprises notifying at 
least one transportation entity When the object has been 
located. 
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18. The method for managing objects of claim 1 further 
comprising sending a message to a communication device 
associated With a traveler When a speci?ed event occurs. 

19. The method for managing objects of claim 18, 
Wherein the speci?ed event is a failure to detect the tag 
Within a prede?ned period of time. 

20. The method for managing objects of claim 18, 
Wherein the speci?ed event is locating the tag after a failure 
to detect the tag Within a prede?ned period of time. 

21. The method for managing objects of claim 18, 
Wherein the speci?ed event is detection of the tag by a 
speci?ed reader. 

22. The method for managing objects of claim 18, 
Wherein the message comprises the location status of the 
object. 

23. The method for managing objects of claim 1 further 
comprising sending a message to a transportation carrier 
When a speci?ed event occurs. 

24. The method for managing objects of claim 23, 
Wherein the speci?ed event is a failure of a reader to detect 
the tag Within a prede?ned period of time. 

25. The method for managing objects of claim 23, 
Wherein the speci?ed event is locating the tag after a failure 
to detect the tag Within a prede?ned period of time. 

26. The method for managing objects of claim 23, 
Wherein the speci?ed event is the detection of the tag by a 
speci?ed reader. 

27. The method for managing objects of claim 23, further 
comprising a representative of the transportation carrier 
conveying the location status of the object to the traveler. 

28. A method for managing objects comprising: 

associating a tag With a traveler; 

associating the tag With an object; 

providing a plurality of readers capable of detecting the 
tag; 

determining Which readers among the plurality of readers 
the object is expected to pass; 

predicting a time for the object to travel to each one of 
such reader; 

determining, at the predicted time, Whether the tag has 
been detected by a reader; 

sending a message to the traveler indicating a location 
status of the object; and 

sending a message to a transportation carrier indicating a 
location status of the object. 

29. The method for managing objects of claim 28, further 
comprising determining the last detected location of the 
object and notifying a transportation entity of the last 
detected location, provided that the tag Was not detected by 
the reader Within the predicted time. 

30. A system for managing objects comprising: 

a tag associated With an object; 

at least a ?rst and second reader capable of detecting the 
tag, Wherein the ?rst and second readers are located 
along a travel path of the object; 

a server adapted to determine a location status of the 
object based on Whether or not the tag is detected by a 
reader other than the ?rst reader Within a prede?ned 
period of time. 
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31. The system for managing objects of claim 30, Wherein 
the object is an article of baggage. 

32. The system for managing objects of claim 30, Wherein 
the tag is a Wireless device capable of detecting and com 
municating With other devices. 

33. The system for managing objects of claim 32, Wherein 
the tag is capable of detecting and communicating a desti 
nation message to a Wireless device held or Worn by a 
handling agent. 

34. The system for managing objects of claim 33, Wherein 
the Wireless device is an earphone capable of receiving the 
destination message from the tag. 

35. The system for managing objects of claim 30, Wherein 
the tag comprises radio frequency identi?cation and Wireless 
communications technologies. 

36. The system for managing objects of claim 30, Wherein 
the tag is capable of detecting and communicating With the 
each reader. 

37. The system for managing objects of claim 30, Wherein 
the tag is associated With a traveler by a registration process. 

38. The system for managing objects of claim 37, Wherein 
the registration process comprises registering on-line at a 
Website. 

39. The system for managing objects of claim 37, Wherein 
the registration process comprises collecting a biometric 
identi?er of the traveler. 

40. The system for managing objects of claim 30, Wherein 
the server is adapted to determine an eXpected travel path of 
the object in consideration of airport speci?c baggage transit 
con?gurations. 

41. The method for managing objects of claim 40, 
Wherein the server is adapted to recogniZe the object is 
misdirected if the tag is detected by a reader not located 
along the eXpected travel path. 

42. The system for managing objects of claim 30, Wherein 
the prede?ned time is a predicted time for the tag to travel 
to a reader other than the ?rst reader. 

43. The system for managing objects of claim 42, Wherein 
the prede?ned time is determined in consideration of airport 
speci?c baggage transit con?gurations. 

44. The system for managing objects of claim 30, further 
comprising a tracer routine to locate the object if the tag is 
not detected by a reader other than the ?rst reader Within a 
prede?ned period of time. 

45. The system for managing objects of claim 44, Wherein 
the tracer routine comprises notifying at least one transpor 
tation entity that the tag Was not detected by a reader other 
than the ?rst reader Within a prede?ned period of time and 
providing the last-detected location of the tag. 

46. The system for managing objects of claim 45, Wherein 
the tracer routine further comprises notifying speci?ed trans 
portation entities When the object has been located. 

47. The system for managing objects of claim 30, Wherein 
the server is adapted to send a message to a communication 
device associated With the traveler When a speci?ed event 
occurs. 

48. The system for managing objects of claim 47, Wherein 
the speci?ed event is a failure to detect the tag Within a 
prede?ned period of time. 

49. The system for managing objects of claim 47, Wherein 
the speci?ed event is locating the tag after a failure to detect 
the tag Within a prede?ned period of time. 
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50. The system for managing objects of claim 47, wherein 
the speci?ed event is detection of the tag by a speci?ed 
reader. 

51. The system for managing objects of claim 47, Wherein 
the message comprises a location status of the object. 

52. The system for managing objects of claim 30, Wherein 
the server is adapted to send a message to a transportation 
carrier When a speci?ed event occurs. 

53. The system for managing objects of claim 52, Wherein 
the speci?ed event is a failure to detect the tag Within a 
prede?ned period of time. 

54. The system for managing objects of claim 52, Wherein 
the speci?ed event is locating the tag after a failure to detect 
the tag Within a prede?ned period of time. 

55. The system for managing objects of claim 52, Wherein 
the speci?ed event is detection of the tag by a speci?ed 
reader. 

56. The system for managing objects of claim 52, further 
comprising a representative of the transportation carrier that 
conveys a status of the tag to the traveler. 

57. A method for tracking the status of an object, com 
prising: 

registering travel information associated With a traveler in 
a central database, Wherein the travel information is 
associated With an identi?cation tag attached to an 
object that is associated With the traveler; 

monitoring the location of the object by detecting When 
the identi?cation tag passes by one or more checkpoints 
located betWeen an origin location Where the object is 
dropped off by the traveler, and a destination location 
Where the object is loaded onto a transportation vehicle; 
and 

performing a locating process When a central server 
recogniZes that the location tag has not passed through 
at least one of the one or more checkpoints Within a 
predetermined amount of time, Wherein the locating 
process includes: 

sending a noti?cation message to the traveler indicating 
the status of the object’s location; and 

sending a noti?cation message to a transportation agent 
terminal indicating the status of the objects location. 
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58. A system for managing the tracking of baggage, 
comprising: 

a travel industry site, comprising: 

one or more checkpoints located betWeen an origina 
tion location Where one or more objects are accepted 
from a traveler, and a destination location Where the 
one or more objects accepted from the travelers are 
intended to be directed to, Wherein the one or more 
checkpoints, origination location and destination 
location include identi?cation tag detectors for 
detecting When a identi?cation tag attached to the 
one or more objects is located Within a predeter 
mined distance of the respective detector; 

a central server including a central database for storing: 

registration information associated With the traveler and 
the identi?cation tag attached to the one or more 
objects, and 

location information associated With each checkpoint; 

Wherein each of the one or more checkpoints are con?g 
ured to send location information to the central server 
for storage into the central database When the respec 
tive checkpoint detects the identi?cation tag Within a 
predetermined distance of a location tag detector, and 
Wherein the central server initiates a locating process 
When it determines that one of the one or more check 
points do not detect the identi?cation tag Within a 
predetermined amount of time, Wherein the locating 
process includes generating a traveler status message 
that indicates the status of the location of the one or 
more objects, and generating a travel industry message 
that indicates the status of the location of the one or 
more objects including the last checkpoint the identi 
?cation tag Was detected. 

59. The system for claim 58, further including: 

a voice message generator that generates voice messages 
that indicate the destination location associated With the 
one or more objects, Wherein the voice messages is 
presented to a communications device associated With 
an object handler that is responsible for directing the 
one or more objects to the proper destination location. 

* * * * * 


