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(57) ABSTRACT 

One embodiment of the present invention provides a system 
that facilitates reliable execution in a computer system by 
periodically checkpointing Write operations to a main 
memory of the computer system. The system operates by 
receiving a Write operation directed to the main memory at 
a memory controller, Wherein the Write operation includes 
data to be Written to the main memory and a Write address 
specifying a location in the main memory into Which the 
data is to be Written. Next, the system looks up the Write 
address in a checkpoint store coupled to the memory con 
troller. If the Write address is not associated With any entry 
in the checkpoint store, the system creates an entry for the 
Write address in the checkpoint store, and Writes the data to 
be Written to the entry. The system then periodically per 
forms a checkpointing operation, Which transfers the data to 
be Written from the checkpoint store to the Write address in 
the main memory. 
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METHOD AND APPARATUS FOR 
CHECKPOINTING TO FACILITATE RELIABLE 

EXECUTION 

RELATED APPLICATION 

[0001] The subject matter of this application is related to 
the subject matter in a co-pending non-provisional applica 
tion by the same inventor(s) as the instant application and 
?led on the same day as the instant application entitled, 
“Method and Apparatus for Storing Prior Versions of Modi 
?ed Values to Facilitate Reliable Execution,” having serial 
number TO BE ASSIGNED, and ?ling date TO BE 
ASSIGNED (Attorney Docket No. SUN-PS947-RSH). 

BACKGROUND 

[0002] 1. Field of the Invention 

[0003] The present invention relates to reliability in com 
puter systems. More speci?cally, the present invention 
relates to a method and an apparatus for facilitating reliable 
execution in a computer system by keeping track of modi 
?cations to main memory in order to enable a rollback if an 
error condition arises. 

[0004] Related Art 

[0005] Reliability is critically important for some com 
puter systems, such as computer systems that process credit 
card transactions or computer systems that assist air traf?c 
controllers. These types of computer systems often include 
circuitry to detect error conditions. For example, computer 
systems often include circuitry that uses error correcting 
codes to detect and correct errors on-the-?y While a com 
puter system is executing. HoWever, providing additional 
circuitry to detect error conditions increases the complexity 
of a computer system, Which can greatly increase the amount 
of time required to design and build a computer system. 

[0006] Furthermore, even if an error is detected, it may not 
be possible to backtrack far enough to be able to resume 
execution from a prior error-free state. 

[0007] In order to remedy this problem, some computer 
systems periodically perform checkpointing operations to 
save the state of a computation so that the computation can 
be rolled back to a prior state and restarted When an error 
occurs. Performing a checkpointing operation typically 
involves executing softWare to save the state of an applica 
tion to an archival storage device. 

[0008] Unfortunately, performing a checkpointing opera 
tion can seriously degrade the performance of a computer 
system because performing the checkpointing operation 
typically requires the application to be halted While the 
entire state of the application is copied to archival storage. 
Hence, checkpointing operations are often impractical to 
perform for applications that require a signi?cant amount of 
computational performance. 
[0009] What is needed is a method and an apparatus that 
facilitates rolling back a computation Without spending a 
large amount of time performing checkpointing operations. 

SUMMARY 

[0010] One embodiment of the present invention provides 
a system that facilitates reliable execution in a computer 
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system by periodically checkpointing Write operations to a 
main memory of the computer system. The system operates 
by receiving a Write operation directed to the main memory 
at a memory controller, Wherein the Write operation includes 
data to be Written to the main memory and a Write address 
specifying a location in the main memory into Which the 
data is to be Written. Next, the system looks up the Write 
address in a checkpoint store coupled to the memory con 
troller. If the Write address is not associated With any entry 
in the checkpoint store, the system creates an entry for the 
Write address in the checkpoint store, and Writes the data to 
be Written to the entry. The system then periodically per 
forms a checkpointing operation, Which transfers the data to 
be Written from the checkpoint store to the Write address in 
the main memory. 

[0011] In one embodiment of the present invention, the 
system additionally receives a read operation at the memory 
controller, Wherein the read operation is directed to a read 
address specifying a location in the main memory to be read 
from. Next, the system looks up the read address in the 
checkpoint store. If the read address is associated With an 
entry in the checkpoint store, the system retrieves data from 
the entry in the checkpoint store to satisfy the read operation. 
OtherWise, if the read address is not associated With any 
entry in the checkpoint store, the system retrieves data from 
the read address in the main memory to satisfy the read 
operation. 

[0012] In one embodiment of the present invention, the 
checkpoint store is organiZed as a cache memory. 

[0013] In one embodiment of the present invention, if a 
neW entry is to be added to the checkpoint store and no room 
exists in the checkpoint store for the neW entry, the system 
performs a checkpointing operation to transfer the contents 
of the checkpoint store to the main memory. 

[0014] In one embodiment of the present invention, the 
system performs the checkpointing operation by: stopping 
execution of a central processing unit; storing an internal 
state of the central processing unit to the main memory; 
transferring the data to be Written from the checkpoint store 
to the Write address in the main memory; and recommencing 
execution of the central processing unit. 

[0015] In one embodiment of the present invention, the 
internal state of the central processing unit includes contents 
of internal registers in the central processing unit, and dirty 
cache lines associated With the central processing unit. 

[0016] In one embodiment of the present invention, the 
system additionally delays I/O operations so that the I/O 
operations are performed after a subsequent checkpoint 
operation. 

[0017] One embodiment of the present invention provides 
a system that facilitates reliable execution in a computer 
system by keeping track of Write operations to a main 
memory of the computer system in order to undo the Write 
operations if necessary. This system operates by receiving a 
Write operation directed to the main memory at a memory 
controller, Wherein the Write operation includes data to be 
Written to the main memory and a Write address specifying 
a location in the main memory into Which the data is to be 
Written. Next, the system examines a log bit associated With 
the Write address, Wherein the log bit indicates Whether an 
existing value from the Write address in main memory has 
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been copied to a checkpoint store. If the log bit is not set, the 
system creates a neW entry for the Write address in the 
checkpoint store; retrieves an existing value from the Write 
address in the main memory; and stores the existing value to 
the neW entry in the checkpoint store. The system then stores 
the data to be Written to Write address in the main memory. 
The system also periodically performs a checkpointing 
operation, Which clears all entries from the checkpoint store. 

[0018] In one embodiment of the present invention, upon 
receiving a read operation at the memory controller, the 
system retrieves data from the read address in the main 
memory to satisfy the read operation. 

[0019] In one embodiment of the present invention, the 
checkpoint store is organiZed as a ?rst-in-?rst-out (FIFO) 
buffer. 

[0020] In one embodiment of the present invention, if an 
error occurs during execution of the computer system, the 
system restores a state of the main memory to a preceding 
checkpoint by replacing values that have been modi?ed With 
prior values retrieved from the checkpoint store. The system 
also restores the internal state of the central processing unit 
from the main memory. 

BRIEF DESCRIPTION OF THE FIGURES 

[0021] FIG. 1 illustrates a computer system in accordance 
With an embodiment of the present invention. 

[0022] FIG. 2 illustrates the timing of checkpointing 
operations in accordance With an embodiment of the present 
invention. 

[0023] FIG. 3 illustrates hoW a cache-based implementa 
tion of a checkpoint store operates in accordance With an 
embodiment of the present invention. 

[0024] FIG. 4A is a How chart the process of performing 
a Write operation in accordance With the embodiment of the 
present invention illustrated in FIG. 3. 

[0025] FIG. 4B is a How chart illustrating the process of 
performing a read operation in accordance With the embodi 
ment of the present invention illustrated in FIG. 3. 

[0026] FIG. 5 is a How chart illustrating the process of 
performing a checkpointing operation in accordance With 
the embodiment of the present invention illustrated in FIG. 
3. 

[0027] FIG. 6 is a How chart illustrating the process of 
performing a rollback operation When an error occurs in 
accordance With an embodiment of the present invention. 

[0028] FIG. 7 illustrates hoW a ?rst-in-?rst-out (FIFO) 
buffer implementation of a checkpoint store operates in 
accordance With an embodiment of the present invention. 

[0029] FIG. 8A is a How chart illustrating the process of 
performing a Write operation for the embodiment of the 
present invention illustrated in FIG. 7. 

[0030] FIG. 8B is a How chart illustrating the process of 
performing a read operation for the embodiment of the 
present invention illustrated in FIG. 7. 

[0031] FIG. 9 is a How chart illustrating the process of 
performing a rollback operation When an error occurs in 
accordance With the embodiment of the present invention 
illustrated in FIG. 7. 
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DETAILED DESCRIPTION 

[0032] The folloWing description is presented to enable 
any person skilled in the art to make and use the invention, 
and is provided in the context of a particular application and 
its requirements. Various modi?cations to the disclosed 
embodiments Will be readily apparent to those skilled in the 
art, and the general principles de?ned herein may be applied 
to other embodiments and applications Without departing 
from the spirit and scope of the present invention. Thus, the 
present invention is not intended to be limited to the embodi 
ments shoWn, but is to be accorded the Widest scope 
consistent With the principles and features disclosed herein. 

[0033] The data structures and code described in this 
detailed description are typically stored on a computer 
readable storage medium, Which may be any device or 
medium that can store code and/or data for use by a 
computer system. This includes, but is not limited to, 
magnetic and optical storage devices such as disk drives, 
magnetic tape, CDs (compact discs) and DVDs (digital 
versatile discs or digital video discs), and computer instruc 
tion signals embodied in a transmission medium (With or 
Without a carrier Wave upon Which the signals are modu 
lated). For example, the transmission medium may include 
a communications netWork, such as the Internet. 

[0034] Computer System 

[0035] FIG. 1 illustrates a computer system 100 in accor 
dance With an embodiment of the present invention. Com 
puter system 100 includes processors 102-104, memory 
controller 116, checkpoint store 118 and main memory 120. 
Processors 102-104 can generally include any type of com 
putational device, such as a microprocessor. Processors 
102-104 operate on code and data stored Within main 
memory 120. Main memory 120 can generally include any 
type of random-access memory that can be used to store 
code and data. 

[0036] Processors 102-104 access main memory through 
memory controller 116. Memory controller 112 is coupled to 
processors 102-104 through L1 caches 106108, L2 caches 
110-112 and interconnection 114. L1 caches 106-108 are 
?rst-level caches for storing code and data for processors 
102-104, respectively. L2 caches 110-112 are second-level 
caches for storing code and data, for processors 102-104, 
respectively. Interconnection 114 can include any type of 
communication pathWay for routing communications 
betWeen processors 102-104 and memory controller 116. In 
one embodiment of the present invention, interconnection 
114 includes a bus. In another embodiment, interconnection 
114 includes a sWitching netWork. 

[0037] During Write operations to main memory 120, 
memory controller 116 stores data into checkpoint store 118. 
This enables computer system 100 to rollback to a previous 
checkpointed state When an error occurs during operation of 
computer system 100. The operation of checkpoint store 118 
is described in more detail beloW With reference to FIGS. 
3-9. 

[0038] Note that although the present invention is 
described in the context of a multi-processor system, the 
present invention can generally be applied to any type of 
computer system, including a uniprocessor system as Well as 
a multi-processor system. 
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[0039] Checkpoint Operations 
[0040] FIG. 2 illustrates the timing of checkpointing 
operations in accordance With an embodiment of the present 
invention. In this embodiment, checkpointing operations 
206-208 take place periodically betWeen active intervals 
202-204. Normal program execution takes place during 
active intervals 202-204, but is suspended While checkpoints 
206-207 take place. 

[0041] Cache-Based Implementation 

[0042] FIG. 3 illustrates hoW a cache-based implementa 
tion of checkpoint store 118 operates in accordance With an 
embodiment of the present invention. On the left-hand side 
of FIG. 3, memory controller 116 receives a value to be 
Written “X” as part of a Write operation directed to a location 
in main memory 120 presently containing the value “A”. 

[0043] Next, this value X is Written into checkpoint store 
118 as is illustrated in the middle portion of FIG. 3. In the 
embodiment of the present invention, checkpoint store 118 
is organiZed as a cache memory. For example, checkpoint 
store 118 can be organiZed as a 64-Way set-associative cache 
memory containing 16K entries, Wherein each entry is 128 
bytes in siZe. 

[0044] Unlike a conventional cache memory, checkpoint 
store 118 does not discard an old cache entry if there is no 
space for a neW cache entry, because doing so Would cause 
data to be lost. Instead, if no space is available for a neW 
cache entry, space is created by triggering a checkpointing 
operation, Which transfers data values from checkpoint store 
118 to main memory 120. 

[0045] During a subsequent checkpointing operation, the 
value X is transferred from checkpoint store 118 to the 
location containing the value Ain main memory 120, and the 
corresponding entry in checkpoint store 118 containing the 
value X is cleared. 

[0046] FIG. 4A is a flow chart the process of performing 
a Write operation in accordance With the embodiment of the 
present invention illustrated in FIG. 3. First, the system 
receives the Write operation at memory controller 116 (step 
402). This Write operation includes data to be Written as Well 
as a Write address specifying a location Within main memory 
120 that the Write operation is directed to. Next, the system 
looks up the Write address in checkpoint store 118 (step 
404). If no entry exists for the Write address in checkpoint 
store 118, the system creates an entry in checkpoint store 118 
(step 406). Note that if no room exists for the neW entry in 
checkpoint store 118, the system can create room by trig 
gering a checkpoint operation to ?ush to contents of check 
point store 118 to main memory 120. Next, the system Writes 
the data to be Written to the associated entry in checkpoint 
store 118 (step 408). The system also periodically performs 
a checkpointing operation to transfer data from checkpoint 
store 118 to main memory 120 (step 410). 

[0047] FIG. 4B is a flow chart illustrating the process of 
performing a read operation in accordance With the embodi 
ment of the present invention illustrated in FIG. 3. The 
system ?rst receives a read operation at memory controller 
116 (step 422). Next, the system looks up the read address 
in checkpoint store 118 (step 424). If the read address 
corresponds to an entry in checkpoint store 118, the system 
retrieves the read data from checkpoint store 118 (step 426). 
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OtherWise, if the read address is not found in checkpoint 
store 118, the system retrieves the read data from the read 
address in main memory (step 428). 

[0048] FIG. 5 is a flow chart illustrating the process of 
performing a checkpointing operation in accordance With 
the embodiment of the present invention illustrated in FIG. 
3. During a checkpointing operation, the system stops and 
synchroniZes all processors in the computer system (step 
502). Next, for all processors, the system saves internal 
registers and other internal processor state, including dirty 
cache lines, to main memory 120 (step 504). Note that this 
internal processor state may include information about 
Which translation lookaside buffer (TLB) entries have been 
locked. HoWever, other types of performance enhancing 
processor state, such as branch history table information, 
does not need to be saved. 

[0049] Next, the system commits the contents of check 
point store 118 to main memory (step 506). This involves 
copying entries from checkpoint store 118 to main memory 
120 and then Zeroing out the contents of checkpoint store 
118. 

[0050] The checkpointing operation is noW complete, and 
the system commences execution of the next active interval 
(step 508). 
[0051] FIG. 6 is a flow chart illustrating the process of 
performing a rollback operation When an error occurs in 
accordance With an embodiment of the present invention. 
Upon detecting an error (step 602), the system clears check 
point store 118 (step 604), and then restores the internal state 
of all of the processors from main memory (step 606). Note 
that this internal processor state Was stored to main memory 
during a preceding checkpointing operation. At this point, 
computer system 100 is restored to its state at the previous 
checkpoint and is able to recommence execution from the 
previous checkpoint. 

[0052] FIFO-Based Implementation 

[0053] FIG. 7 illustrates hoW a ?rst-in-?rst-out (FIFO) 
buffer implementation of checkpoint store 118 operates in 
accordance With an embodiment of the present invention. 

[0054] On the left-hand side of FIG. 7, memory controller 
116 receives a value to be Written “X” as part of a Write 
operation directed to a location in main memory 120 pres 
ently containing the value “A”. Note that each entry in main 
memory 120 is associated a log bit, Which indicates Whether 
a prior value contained in the entry has been copied to 
checkpoint store 1118. If so, the system knoWs that it does 
not have to copy the value to checkpoint store 118 again. 
Note that this log bit can reside Within memory controller 
1116, or alternatively Within main memory 120 itself. 

[0055] Next, if the log bit for the location in main memory 
120 has not been set, the system copies the prior value “A” 
from the Write address in main memory 120 into checkpoint 
store 118. 

[0056] After the prior value A has been copied to check 
point store 118, the system Writes the value X to the location 
in main memory 120 formerly containing the value A. 

[0057] During a subsequent checkpointing operation, 
checkpoint store 118 and the log bits 702-704 can simply be 
cleared. 
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[0058] In the embodiment illustrated in FIG. 7, check 
point store 118 is organized as a ?rst-in-?rst-out (FIFO) 
buffer. This allows data to be read out of the FIFO buffer in 
the order in Which it Was entered into the FIFO buffer. Also 
note that a FIFO buffer is signi?cantly simpler to implement 
than a cache memory. 

[0059] FIG. 8A is a How chart illustrating the process of 
performing a Write operation for the embodiment of the 
present invention illustrated in FIG. 7. First, the system 
receives the Write operation at memory controller 116 (step 
802). This Write operation includes data to be Written as Well 
as a Write address specifying a location Within main memory 
120 that the Write operation is directed to. Next, the system 
examines the log bit associated With the Write address (step 
804). If the log bit has not been set, no entry exists for the 
Write address in checkpoint store 118. In this case, the 
system creates an entry in checkpoint store 118 for the Write 
address, retrieves an existing value from the Write address in 
main memory 120, and stores the existing value to the neW 
entry (step 806). The system also sets the associated log bit. 

[0060] Note that if no room exists for the neW entry in 
checkpoint store 118, the system can create room by trig 
gering a checkpoint operation to clear the entries from 
checkpoint store 118. 

[0061] Next, the system stores the data to be Written to the 
Write address in main memory 120 (step 808). The system 
also periodically performs a checkpointing operation that 
clears prior values that have been saved in checkpoint store 
118 (step 810). 
[0062] FIG. 8B is a How chart illustrating the process of 
performing a read operation for the embodiment of the 
present invention illustrated in FIG. 7. The system ?rst 
receives a read operation at memory controller 116 (step 
814). Next, the system retrieves the read data from the read 
address in main memory (step 816). 

[0063] FIG. 9 is a How chart illustrating the process of 
performing a rollback operation When an error occurs in 
accordance With the embodiment of the present invention 
illustrated in FIG. 7. Upon detecting an error (step 902), the 
system restores main memory to a prior checkpoint by 
replacing modi?ed values in main memory 120 With prior 
values that have been saved in checkpoint store 118 (step 
904). The system also clears all of the log bits that have been 
set. Next, the system restores the internal state of the 
processors from main memory (step 906). At this point 
computer system 100 is restored to its state at the previous 
checkpoint and is able to recommence execution. 

[0064] The foregoing descriptions of embodiments of the 
present invention have been presented for purposes of 
illustration and description only. They are not intended to be 
exhaustive or to limit the present invention to the forms 
disclosed. Accordingly, many modi?cations and variations 
Will be apparent to practitioners skilled in the art. Addition 
ally, the above disclosure is not intended to limit the present 
invention. The scope of the present invention is de?ned by 
the appended claims. 

What is claimed is: 
1. A method for facilitating reliable execution in a com 

puter system by periodically checkpointing Write operations 
to a main memory of the computer system, comprising: 
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receiving a Write operation directed to the main memory 
at a memory controller, the Write operation including 
data to be Written to the main memory and a Write 
address specifying a location in the main memory into 
Which the data is to be Written; 

looking up the Write address in a checkpoint store coupled 
to the memory controller; 

if the Write address is not associated With any entry in the 
checkpoint store, creating an entry for the Write address 
in the checkpoint store; 

Writing to the data to be Written to the entry in the 
checkpoint store; and 

periodically performing a checkpointing operation, 
Wherein the checkpointing operation transfers the data 
to be Written from the checkpoint store to the Write 
address in the main memory. 

2. The method of claim 1, further comprising: 

receiving a read operation at the memory controller, the 
read operation being directed to a read address speci 
fying a location in the main memory to be read from; 

looking up the read address in the checkpoint store; 

if the read address is associated With an entry in the 
checkpoint store, retrieving data from the entry in the 
checkpoint store to satisfy the read operation; and 

if the read address is not associated With any entry in the 
checkpoint store, retrieving data from the read address 
in the main memory to satisfy the read operation. 

3. The method of claim 1, Wherein the checkpoint store is 
organiZed as a cache memory. 

4. The method of claim 1, Wherein if a neW entry is to be 
added to the checkpoint store and no room exists in the 
checkpoint store for the neW entry, the method further 
comprises performing a checkpointing operation to transfer 
the contents of the checkpoint store to the main memory. 

5. The method of claim 1, Wherein performing the check 
pointing operation involves: 

stopping execution of a central processing unit in the 
computer system; 

storing an internal state of the central processing unit to 
the main memory; 

transferring the data to be Written from the checkpoint 
store to the Write address in the main memory; and 

recommencing execution of the central processing unit. 
6. The method of claim 5, Wherein the internal state of the 

central processing unit includes: 

contents of internal registers in the central processing 
unit; and 

dirty cache lines associated With the central processing 
unit. 

7. The method of claim 1, further comprising delaying I/O 
operations so that the I/O operations are performed during a 
subsequent checkpoint operation. 

8. The method of claim 1, Wherein if an error occurs 
during execution of the computer system, the method further 
comprises rolling back to a preceding checkpoint by clearing 
the checkpoint store and restoring the internal state of the 
central processing unit from the main memory. 
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9. A computer-readable storage medium storing instruc 
tions that When executed by a computer cause the computer 
to perform a method for facilitating reliable execution in a 
computer system by periodically checkpointing Write opera 
tions to a main memory of the computer system, the method 
comprising: 

receiving a Write operation directed to the main memory 
at a memory controller, the Write operation including 
data to be Written to the main memory and a Write 
address specifying a location in the main memory into 
Which the data is to be Written; 

looking up the Write address in a checkpoint store coupled 
to the memory controller; 

if the Write address is not associated With any entry in the 
checkpoint store, creating an entry for the Write address 
in the checkpoint store; 

Writing to the data to be Written to the entry in the 
checkpoint store; and 

periodically performing a checkpointing operation, 
Wherein the checkpointing operation transfers the data 
to be Written from the checkpoint store to the Write 
address in the main memory. 

10. The computer-readable storage medium of claim 9, 
Wherein the method further comprises: 

receiving a read operation at the memory controller, the 
read operation being directed to a read address speci 
fying a location in the main memory to be read from; 

looking up the read address in the checkpoint store; 

if the read address is associated With an entry in the 
checkpoint store, retrieving data from the entry in the 
checkpoint store to satisfy the read operation; and 

if the read address is not associated With any entry in the 
checkpoint store, retrieving data from the read address 
in the main memory to satisfy the read operation. 

11. The computer-readable storage medium of claim 9, 
Wherein the checkpoint store is organiZed as a cache 
memory. 

12. The computer-readable storage medium of claim 9, 
Wherein if a neW entry is to be added to the checkpoint store 
and no room exists in the checkpoint store for the neW entry, 
the method further comprises performing a checkpointing 
operation to transfer the contents of the checkpoint store to 
the main memory. 

13. The computer-readable storage medium of claim 9, 
Wherein performing the checkpointing operation involves: 

stopping execution of a central processing unit in the 
computer system; 

storing an internal state of the central processing unit to 
the main memory; 

transferring the data to be Written from the checkpoint 
store to the Write address in the main memory; 

recommencing execution of the central processing unit. 
14. The computer-readable storage medium of claim 13, 

Wherein the internal state of the central processing unit 
includes: 

contents of internal registers in the central processing 
unit; and 
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dirty cache lines associated With the central processing 
unit. 

15. The computer-readable storage medium of claim 9, 
Wherein the method further comprises delaying I/O opera 
tions so that the I/O operations are performed after a 
subsequent checkpoint operation. 

16. The computer-readable storage medium of claim 9, 
Wherein if an error occurs during execution of the computer 
system, the method further comprises rolling back to a 
preceding checkpoint by clearing the checkpoint store and 
restoring the internal state of the central processing unit 
from the main memory. 

17. An apparatus that facilitates reliable execution in a 
computer system by periodically checkpointing Write opera 
tions to a main memory of the computer system, comprising: 

a memory controller coupled to the main memory; 

a receiving mechanism that is con?gured to receive a 
Write operation directed to the main memory at the 
memory controller, the Write operation including data 
to be Written to the main memory and a Write address 
specifying a location in the main memory into Which 
the data is to be Written; 

a checkpoint store, coupled to the memory controller, 
Which is con?gured to store Write operations directed to 
the main memory; 

a lookup mechanism that is con?gured to look up the 
Write address in the checkpoint store; 

Wherein the checkpoint store is con?gured to create an 
entry for the data to be Written and the Write address, if 
the Write address is not associated With any entry in the 
checkpoint store; 

a Writing mechanism that is con?gured to Write the data 
to be Written to the entry in the checkpoint store; 

a checkpointing mechanism that is con?gured to periodi 
cally perform a checkpointing operation, Wherein the 
checkpointing operation transfers the data to be Written 
from the checkpoint store to the Write address in the 
main memory. 

18. The apparatus of claim 17, 

Wherein the receiving mechanism is additionally con?g 
ured to receive a read operation, the read operation 
being directed to a read address specifying a location in 
the main memory to be read from; 

Wherein the lookup mechanism is additionally con?gured 
to look up the read address in the checkpoint store; and 

further comprising a reading mechanism that is con?g 
ured to perform the read operation; 

Wherein the reading mechanism is con?gured to retrieve 
data from the entry in the checkpoint store if the read 
address is associated With an entry in the checkpoint 
store; and 

Wherein the reading mechanism is con?gured to retrieve 
data from the read address in the main memory to 
satisfy the read operation if the read address is not 
associated With any entry in the checkpoint store. 

19. The apparatus of claim 17, Wherein the checkpoint 
store is organiZed as a cache memory. 
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20. The apparatus of claim 17, wherein if a neW entry is 
to be added to the checkpoint store and no room exists in the 
checkpoint store for the neW entry, the checkpointing 
mechanism is con?gured perform a checkpointing operation 
to transfer the contents of the checkpoint store to the main 
memory. 

21. The apparatus of claim 17, Wherein the checkpointing 
mechanism is con?gured to: 

stop execution of a central processing unit in the computer 
system; 

store an internal state of the central processing unit to the 
main memory; 

transfer the data to be Written from the checkpoint store to 
the Write address in the main memory; and to 

recommence execution of the central processing unit. 
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22. The apparatus of claim 21, Wherein the internal state 
of the central processing unit includes: 

contents of internal registers in the central processing 
unit; and 

dirty cache lines associated With the central processing 
unit. 

23. The apparatus of claim 17, further comprising an I/O 
processing mechanism that is con?gured to delay I/O opera 
tions so that the I/O operations are performed after a 
subsequent checkpoint operation. 

24. The apparatus of claim 17, further comprising a 
rollback mechanism, Wherein if an error occurs during 
execution of the computer system the rollback mechanism is 
con?gured to roll back to a preceding checkpoint by clearing 
the checkpoint store and restoring the internal state of the 
central processing unit from the main memory. 


