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(57) ABSTRACT 

A computer implemented method includes the steps of: a) 
generating a template PDL (page description language) 
speci?cation, the template speci?cation including template 
data and associated graphic attributes (i.e., graphic states) 

de?ning hoW the template data is to appear on a printed 
page, the template speci?cation including at least one vari 
able data identi?er; b) generating a plurality of sub-template 
PDL speci?cations, each sub-template speci?cation includ 
ing sub-template data and associated graphic attributes 
de?ning hoW the sub-template data is to appear on a portion 
of a printed page; c) interpreting the template speci?cation 
so as to generate a template bitmap or a plurality of template 
rendering commands (display list), and during the interpret 
ing step, identifying the variable data identi?er; d) saving the 
template bitmap or the plurality of template rendering com 
mands into memory; e) associating the variable data iden 
ti?er With the sub-template speci?cations; f) accessing a ?rst 
sub-template speci?cation from the plurality of sub-template 
speci?cations; g) processing the ?rst sub-template speci? 
cation so as to generate a sub-template bitmap or a plurality 
of ?rst sub-template rendering commands; h) accessing a 
copy of the template bitmap or the plurality of template 
rendering commands from memory; i) merging the copy of 
the template bitmap or template rendering commands With 
the sub-template bitmap or sub-template rendering com 
mands so as to provide a ?rst merged bitmap or ?rst merged 
plurality of rendering commands; generating a ?rst 
merged bitmap from the ?rst merged plurality rendering 
commands (if necessary); k) accessing a neXt sub-template 
speci?cation from the plurality of sub-template speci?ca 
tions; 1) processing the next sub-template speci?cation so as 
to generate a next sub-template bitmap or plurality of neXt 
sub-template rendering commands, m) accessing a copy of 
the template bitmap or template rendering commands from 
memory; n) merging the copy of the template bitmap or 
template rendering commands With the neXt sub-template 
bitmap or sub-template rendering commands so as to pro 
vide a neXt merged bitmap or neXt plurality of rendering 
commands; and o) generating a neXt merge bitmap from the 
neXt merged plurality of rendering commands, if necessary. 
The steps k-o may be repeated, as necessary, to generate a 
plurality of merged bitmaps. 
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[MergeFiles] N74 
merge ~ ‘l6: 

[merge] N '1 3‘ 

FiiePath = c:/c1ass/mrg?les/mydata04.mrg 

MergeType = delimited 

MergeHeader = yes 

RecordDelimiter = "\r\n" ,~-/ \7/ 

FieldDelimiter = "\t" 

[PageDescriptionLanguageFile] M (PU 

letter_master ~ (02 

all_maps ~ 64 

[1etter_master] "' M’ 
FilePath = cz/eiass/ps?les/dirmaii4ps 

[al1_maps] A" ("5 _ 

FilePath = cz/ciass/ps?les/mapslips 
7 o f SubTemplate = true ' 

/ Templates = South, East, West, Midwest 
'77. 
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Thanks so much! 
/ 90 a f a o L, 

<<fname>> <<lname>> 
80: ~_. <<company>> 
303/ <<address>> 

<<city>>l <<5tate>> <<Zip>> 
( i 6 

(60,” $0 :2 so? 90 j 
( I; 60L 

Dear <<pre?x>> <<lname>> / Thank you for visiting Vans and your interest in VariScript. As a printer in the <<reg|on>_>, you are undoubtedly 

in search of new ways to reduce your total job development time. Recent marketing phenomena in printing 
requires more frequent changes in the layout than ever before The result is the increased importance of 
keeping presentation (static layout) and data separate so those rapid changes can be accomplished 

{ Varis Corporation has a solution that will enable you to achieve these goats. 

1k/\ is this new system compatible with my current pre~press equipment and format, and is it available in <<c|ty>>7 

These are probably your ?rst questions. The answer to both is yes! The VariScript suite of products can be 
easily incorporated within your current pro-press equipment, and <<city>> is at the top of our list for our next 
product deiivery! L 801 

Remember mat a key advantage of VariScn'pt is the ability to make last—minute changes in text, graphics, 
layout or data‘ Pro-?ight information concerning your job's components is given to you via the Operator 
Display Terminal (ODT) before you place your printer on>line This gives you better control over production 
schedules and ensures on-time customer deliveries. 

With a minimal capital! investment, 
VariSci-ipt offers you the 
opportunity to reduce your cost of 
operation, optimize the use of your 
staff and equipment, and provide 
additional services to your 
company. 

Many of our customers are 
reporting astounding 
improvements in their production! 

We look forward to talking with you (apt/l 
about how the suite of Van'Script 
products can help you achieve / 
<<company>>'s goals. 

) <<region>> select 
\ 

51) v\ 82' 

FIG-(D 
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Thanlrs so much! 
@C, Shannon Janszen 

\ Golf World 

sad M 98626 Bannister Street 
Venice. FL 34293-9183 
( k 
are Eat 8% 

L _ 

f ‘be rag“ 
Dear Ms Janszen r 85) 

Thank you for visiting Vans and your interest in VanScnpt As a printer in the Saudi, you are undoubtedly 
in search of new ways to reduce your total 10b development time Recent marketing phenomena in printing 
requires more frequent changes in the layout than ever before. The result 15 the increased importance of 
keeping presentation (static layout) and data separate so those rapid changes can be accomplished‘ 

Varis Corporation has a solution thatwill enable you to achieve these goals I (56K 

is this new system compatible with my current pro-press equipment and format, and is it available in Venice’? 

These are probably your ?rst questions. The answer to both is yes! The VanScript suite of products can be 
easily incorporated within your current ore-press equipment, and Venice is at the top of our list for our next 
product delivery! L 8st 

Remember that a key advantage of Véri$i§ript is the ability to make last-minute changes in text, graphics, 
layout or data. Pro-?ight information concerning your job's components-is given to you via the Operator 
Display Terminal (CDT) before you place your printer on-line. VThi_s gives you better control over production 
schedules and ensures on-time customer deliveries. ‘ L ~ 

With a minimal capital investment, . 
VariScript offers you the 8% "‘ 
opportunity to reduce your cost of { 
operation, optimize the use of your 
staff and equipment, and provide _ 
additional services to your ' - 

company. 

1 ® . _ Many ofour customers are : ‘ A\! l A ‘f z A t :i : R 42 

reporting astounding 
improvements in their production! 

We look forward to talking with you 
about how the suite of VariScript 
products can help you achieve 
Golf World's goals. 

Flips?) 
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METHOD AND SYSTEM FOR MERGING 
VARIABLE TEXT AND IMAGES INTO BITMAPS 
DEFINED BY A PAGE DESCRIPTION LANGUAGE 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

[0001] The present patent application is a Continuation 
In-Part of US. patent application Ser. No. 08/896,899, ?led 
Jan. 18, 1997; Which is a Continuation-In-Part of US. patent 
application Ser. No. 08/373,582, ?led Jan. 18, 1995 and 
issued as US. Pat. No. 5,729,665. 

BACKGROUND OF THE INVENTION 

[0002] The present invention relates to the high-speed 
printing industry, and more particularly, to a system and 
method for merging variable data and images into a template 
image de?ned by a page description language ?le in a high 
speed printing environment. 

[0003] Application programs, such as Wordprocessors, 
illustrators, and computer aided design systems are softWare 
packages used to create a document (text and graphics) on 
a computer screen and to simultaneously generate a page 
description language (“PDL”) speci?cation, Which is to be 
transferred to the printer, or to any other type of raster device 
or output device for creating a hard copy or copies of the 
document. Alternatively a PDL speci?cation can be gener 
ated by a programmer Without the assistance of an applica 
tion program. 

[0004] The printer executes the PDL speci?cation to gen 
erate a bitmap of the document, or a raster-data representa 
tion of a document, and eventually transfers the bitmap or 
raster-data to a physical medium such as paper. A typical 
PDL language, such as PostScript (a registered trademark of 
Adobe Corporation) de?nes a page of the document as 
containing a number of data areas, Where each data area 
contains either graphic or alpha-numeric data. Each data 
area is de?ned by a “graphic state,” Which is a collection of 
parameters or attributes for controlling the representation 
and appearance of text and graphics. For example, the 
graphic state can include a set of text attributes such as scale 
factor, type font, etc. In postscript an example of a PDL 
command used to build a graphic state can be: 

[0005] 20 rotate/Times-Roman ?ndfont 14 scalefont 
setfont 

[0006] Examples of PDL commands used to de?ne the 
graphic or alpha-numeric data that is displayed in the data 
area include: 

[0007] 0 0 moveto and (ABC) shoW 

[0008] The entire group of PDL commands used to de?ne 
a document is hereinafter referred to as the “PDL speci? 
cation.” Furthermore, the entire graphic state, or any par 
ticular attribute or combination of attributes included in a 
graphic state, or any similar attribute contained in a PDL 
speci?cation for de?ning or controlling the representation, 
location and/or appearance of text and graphics in a ?nal 
bitmap or raster image is hereinafter referred to as “graphic 
attributes.” 

[0009] In variable data printing each printed document 
shares a common template and there is at least one area in 
the template that changes for each printing of the template. 
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Typical PDL languages are not designed for high-speed 
variable data printing because, With PDL languages and 
interpreters, even if a single item of data in the document 
changes, an entirely neW PDL speci?cation must be created 
and interpreted. For example, if 100,000 copies of a mass 
mailing advertisement Were to be printed (i.e., each copy of 
Which is identical except for the mailing address) it is 
typically necessary to generate a neW PDL speci?cation for 
each copy to be printed. Hence, to generate 100,000 adver 
tisements, it Would be necessary to generate 100,000 PDL 
speci?cations, even though each advertisement is virtually 
the same except for the variable data area. The processing 
time required to interpret and render 100,000 PDL speci? 
cations is enormous, signi?cantly sloWing the entire printing 
system. 

[0010] Furthermore, typical PDL languages do not include 
the capability of rapidly merging variable images or bitmaps 
(such as company logos, coupons, charts, and the like) along 
With variable text data into the template bitmaps. Accord 
ingly, there is a need for a high-speed printing operation 
having the ability to merge variable data (Which includes 
variable text data and bitmap images) into a template de?ned 
by a PDL speci?cation. 

SUMMARY OF THE INVENTION 

[0011] It is an object of the present invention to provide as 
system and method for merging variable text and bitmap 
images into a PDL speci?cation in high-speed printing 
operation. It is a further object of the present invention to 
provide the ability to generate a plurality of merged bitmaps, 
Which are each essentially a copy of the template, except for 
at least one portion of the template into Which the variable 
data has been merged. In this portion, each merged bitmap 
can contain a different set of variable data merged into it. 
The template is de?ned by a PDL speci?cation, and this 
template speci?cation only needs to be processed or inter 
preted once before creating all of the merged bitmaps, thus 
providing an extremely high-speed variable data printing 
operation. The variable images to be merged into the tem 
plate may also be de?ned by “sub-template” PDL speci? 
cations, Which also need only be processed or interpreted 
once. Such sub-template speci?cations may also alloW for 
variable data or images to be merged into them as Well, 
before being merged into the primary template. 

[0012] Acomputer implemented method for merging vari 
able data into an image de?ned by page description language 
speci?cation (“PDL speci?cation”), according to the present 
invention, generally comprises the steps of: processing 
(interpreting) the template PDL speci?cation to produce a 
template; processing the sub-template speci?cation (de?n 
ing the variable bitmap image) to produce a sub-template; 
identifying a variable data identi?er in the template speci 
?cation; associating the sub-template With the variable data 
identi?er; and merging the sub-template into a copy of a 
template to generate a merged bitmap. 

[0013] More speci?cally, a computer implemented 
method of the present invention comprises the steps of: a) 
generating a template PDL speci?cation, the template speci 
?cation including template data and associated graphic 
attributes (i.e., graphic states) de?ning hoW the template 
data is to appear on a printed page, the template speci?cation 
including at least one variable data identi?er; b) generating 
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a plurality of sub-template PDL speci?cations, each sub 
template speci?cation including sub-template data and asso 
ciated graphic attributes de?ning hoW the sub-template data 
is to appear on a portion of a printed page; c) interpreting the 
template speci?cation so as to generate a template bitmap or 
a plurality of template rendering commands (display list), 
and during the interpreting step, identifying the variable data 
identi?er; d) saving the template bitmap or the plurality of 
template rendering commands into memory; e) associating 
the variable data identi?er With the sub-template speci?ca 
tions; f) accessing a ?rst sub-template speci?cation from the 
plurality of sub-template speci?cations; g) processing the 
?rst sub-template speci?cation so as to generate a sub 
template bitmap or a plurality of ?rst sub-template rendering 
commands; h) accessing a copy of the template bitmap or the 
plurality of template rendering commands from memory; i) 
merging the copy of the template bitmap or template ren 
dering commands With the sub-template bitmap or sub 
template rendering commands so as to provide a ?rst merged 

bitmap or ?rst merged plurality of rendering commands; generating a ?rst merged bitmap from the ?rst merged 

plurality rendering commands (if necessary); k) accessing a 
neXt sub-template speci?cation from the plurality of sub 
template speci?cations; 1) processing the neXt sub-template 
speci?cation so as to generate a neXt sub-template bitmap or 
plurality of neXt sub-template rendering commands, m) 
accessing a copy of the template bitmap or template ren 
dering commands from memory; n) merging the copy of the 
template bitmap or template rendering commands With the 
neXt sub-template bitmap or sub-template rendering com 
mands so as to provide a neXt merged bitmap or neXt 
plurality of rendering commands; and o) generating a neXt 
merge bitmap from the neXt merged plurality of rendering 
commands, if necessary. The steps k-o may be repeated, as 
necessary, to generate a plurality of merged bitmaps. 

[0014] The method of the present invention is accom 
plished by executing a control task in conjunction With a 
PDL interpreter program. The control task generates a 
template display list based upon the PDL commands in the 
PDL speci?cation. The display list includes a plurality of 
rendering commands, Where each rendering command des 
ignates a particular data area or object to be rendered, the 
graphic states to be applied to the data area and the offset 
address at Which the rendered object, if any, in the data area 
is to be over Written onto the ?nal bitmap. The graphic states 
for each data area re set forth in the PDL speci?cation, and 
pertain to the print attributes that describe hoW particular 
graphic or alpha-numeric data is to appear on the printed 
page. These attributes can include siZe, font, position, ori 
entation, location and the like. The control task also gener 
ates display lists for each of the sub-template PDL speci? 
cations. 

[0015] The control task, during the PDL interpretation 
procedures, monitors the data areas de?ned by the PDL 
speci?cations to Watch for variable data identi?ers de?ned 
by the PDL code. If the control task identi?es a data area or 
object as being (or including) a variable data identi?er, it 
reserves the graphic states associated With that variable data 
identi?er in a cache and continues on With the interpretation 
procedure, preferably Without adding the rendering com 
mands for that variable data area into the display list. In this 
identi?cation step, the control task Will also Watch for 
attributes associated With the variable data identi?er. Such 
attributes may de?ne the variable data identi?er as identi 
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fying a sub-template bitmap, Which is to be merged into the 
bitmap represented by the PDL speci?cation. If the inter 
preter detects such an attribute, rather than saving off the 
graphic states associated With this variable data area, the 
control task Will instead store a “place holder” in the graphic 
states cache corresponding to the sub-template PDL speci 
?cation identi?ed in the variable data identi?er string. In 
certain embodiments of the invention, the control task may 
include certain graphic attributes associated With the vari 
able data identi?er in the cache, along With the place holder, 
such as a graphic attribute de?ning the location of the 
variable data identi?er (Which may be used to determine 
Where to merge the sub-template bitmap into the template 
bitmap). 
[0016] Once the interpreter program completes its inter 
pretation of the PDL speci?cations, the control task saves 
each display list in memory Without dispatching a bitmap of 
the template or sub-template to the printer. Subsequently, the 
merge task is initiated Which accesses a copy of the template 
display list from memory and begins processing the render 
ing commands in the display list to create a bitmap of the 
template. Also, the merge task accesses a variable data 
record from a merge ?le; associates the variable data record 
to the graphic states in the cache and creates bitmaps for the 
data in the variable data record by applying the reserved 
graphics states to the data in the variable data record these 
bitmaps may be merged into the template bitmap or rendered 
directly onto the template bitmap during, before, or after the 
rendering of the template bitmap. When the merge task 
reaches the place holder in the cache associated With the 
sub-template display list, the merge task Will access and 
begin processing the rendering commands in the sub-tem 
plate display list to create a bitmap of the sub-template, 
Which is then merged onto the template bitmap. When 
?nished With the rendering commands of the sub-template 
display list, the merge task Will return to the processing of 
the variable data record by applying the reserved graphic 
states thereto and merging the resulting bitmaps into the 
template bitmap. The merge task is repeated for each vari 
able data record in the merge ?le to create a plurality of the 
merged bitmaps. 

[0017] Therefore, the PDL speci?cations of the template 
and sub-templates need only be interpreted once, saving 
signi?cant processing time for the variable printing opera 
tion, because the reserved graphic states may be utiliZed 
over and over again to create the variable bitmaps for each 
variable data record contained in the merge ?le. Similarly 
the display lists of the templates and sub-templates may be 
used over and over again to create the multiple merged 
bitmaps. 

[0018] In its simplest form a sub-template is a collection 
of graphic states or graphic attributes taken from another 
source (such as a PDL speci?cation) and used collectively as 
a variable element inserted into a template PDL page. The 
sub-templates may be used to add variable graphics/logos, 
or other static images to a page; to add formatted pieces 
(such as graphs, charts, images, etc.), including any number 
of additional variable ?elds to a page, a page of variable 
coupons directly marketed to the end receiver, and the like. 
The sub-template is really just another PDL page used as an 
element draWn someWhere on another page. For eXample, 
one coulde have a PDL page that had a company logo draWn 
on it. One could then use that logo on demand Whenever a 
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printed page calls for it. Taken further, one could have 
several different logos, each draWn as a separate PDL page, 
Which one could add (or not) to any page printed during the 
processing job. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0019] FIG. 1 is a schematic, block diagram representa 
tion of a high-speed printing system according to the present 
invention; 
[0020] FIG. 2 is a schematic ?oW diagram illustrating the 
method of the control task according to the present inven 
tion; 
[0021] FIG. 3 is a schematic ?oW diagram representing 
the method of the merge task according to the present 
invention; 
[0022] FIG. 4 is an example of a job ticket ?le for use With 
the present invention; 

[0023] FIG. 5 is an eXample of a merge ?le for use With 
the present invention; 

[0024] FIG. 6 is an example of a sub-template ?le for use 
With the present invention. 

[0025] FIG. 7 is an eXample of a template ?le for use With 
the present invention; and 

[0026] FIG. 8 is an eXample of a merged page created by 
the process of the present invention using the PDL speci? 
cation of FIG. 7, the job ticket of FIG. 4, the sub-template 
speci?cations of FIG. 6 and the merge ?le of FIG. 5. 

DETAILED DESCRIPTION 

[0027] As shoWn in FIG. 1, a system for performing the 
method of the present invention includes a printer controller 
10 having access to a job ticket ?le 12 a page description 
language (“PDL”) ?le of a template 14, a plurality of PDL 
?les for sub-templates 15, a source of variable data such as 
a merge ?le 16 and an optional printer con?guration ?le 18. 
The system also contains an operator control terminal 20 for 
providing operator controls such as indicating the name and 
path of the job ticket ?le 12 for the speci?c print job. 

[0028] The job ticket ?le 12 contains the guidelines for the 
print job Which can include the names and locations of the 
PDL ?les 14, 15, the merge ?les 16, the con?guration ?les 
18, etc.; and may also include special instructions pertaining 
to the print job such as identifying and locating sub-tem 
plates, de?ning additional graphical attributes for variable 
data areas identi?ed during the process, and the like, all of 
Which is described in greater detail beloW. The PDL ?les 14, 
15 are preferably PostScript® speci?cations created by an 
application program such as a Wordprocessor, illustrator, or 
computer aided design system. The merge ?le 16 contains 
platform independent data, such as teXt data, image data, 
bar-code data and the like, Which is to merged into a 
template bitmap de?ned by the PDL template speci?cation 
14 or the PDL sub-template speci?cations 15 during the 
merging task, as Will be described in detail beloW. The 
con?guration ?le 18, de?nes the print engines and the post 
processing equipment and other options to be executed. 

[0029] Initially, the path and name of the job ticket ?le 12 
is speci?ed by the operator using the operator control 
terminal 20. The printer controller 10 retrieves the job ticket 
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?le 12 and then retrieves the PDL ?les 14, 15 speci?ed in the 
job ticket ?le. NeXt, the controller 10 initiates a control task 
22 in conjunction With a page description language inter 
preter program. 

[0030] The control task 22 interprets the PDL speci?ca 
tions from the PDL ?les 14, 15 and monitors data areas 
de?ned in the PDL speci?cations to Watch areas de?ned by 
the speci?cations to become variable. If the control task 
identi?es a data area as being a variable data area, it reserves 

the graphic states and/or other associated graphic attributes 
23 of that variable data area in a cache or memory 24 and 
then moves on to the neXt data area de?ned by the particular 
PDL speci?cation, usually Without alloWing any data 
de?ned by the variable data area to be added to the template 
bitmap. The control task also looks for predetermined 
attributes de?ned in the data areas to determine if the data 
area is de?ning the importation of a sub-template bitmap. If 
the control task detects such an attribute, rather than storing 
the graphic states associated With the data area in the cache 
24, it stores a placeholder 23‘ in memory, Which Will instruct 
the merge task that a sub-template is to be incorporated into 
the present template or sub-template bitmap during the 
merge task 28, and Will also include information identifying 
the one or a group of the sub-templates that may be merged 
into the present template or sub-template bitmap. Once the 
control task completes its processing of the particular PDL 
speci?cation, the control task saves the template display list 
25 or sub-template display list 27 in memory 26. The 
template and sub-template display lists 25, 27 Will include a 
plurality of rendering commands for the static data de?ned 
in their respective PDL speci?cations. Each rendering com 
mand designates a particular static data area or object to be 
rendered, the graphic states and/or graphic attributes to be 
applied to the static data area and the offset address at Which 
the rendered object, if any, in the static data area is to be over 
Written onto the ?nal bitmap. 

[0031] NeXt, a merge task 28, having access to the variable 
data records 17 from the merge ?le 16 is eXecuted to apply 
the reserved graphic states and/or graphic attributes 23 to the 
variable data records 17, creating rendering commands for 
that variable data record as de?ned by the graphic states. The 
merge task 28 retrieves a copy 25‘ of the template display list 
from the memory 26 and merges the variable data rendering 
commands With the template display list to create a merged 
display list 30. The merge task Will also look for place 
holders 23‘ among the graphic states stored in the memory 
24 during this merging operation. If a place holder 23‘ is 
detected, the merge task Will access a copy 27‘ of the display 
list of the sub-template corresponding to the place holder 
and Will then merge the rendering commands from the 
display list of the sub-template 27‘ With the merged display 
list 30. It is noted that the sub-template may also include an 
associated cache of graphic states and/or graphic attributes 
corresponding to variable data areas (or even additional 
levels of sub-templates) de?ned Within the sub-template. 
Therefore, if such a cache is present With a particular 
sub-template, the merge task Will apply such stored graphic 
states and/or graphic attributes to the present variable data 
?elds in the variable data record 17 linked to the graphic 
states to therefore create rendering commands for such 
variable data ?elds. These rendering commands are also 
merged into the display list 30. 
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[0032] Once the merged display list 30 is created, the 
controller 10 performs a rendering task 32 to render the 
merged display list 30 into a plurality of bitmap bands 34 for 
dispatching to at least one print engine 36. A general method 
for performing the above control task is described in US. 
Pat. No. 5,729,665, the disclosure Which is incorporated 
herein by reference. A method and system architecture for 
performing the above merging, banding and dispatching 
operations are respectively described in US. Pat. Nos. 
5,594,860 and 5,796,930, the disclosures of Which are also 
incorporated herein by reference. 

[0033] As shoWn in FIG. 2, a graphical ?oW diagram 
representation of the control task is illustrated. As discussed 
above, the primary function of the control task is to monitor 
a PDL interpreter program Which interprets the PDL speci 
?cations for the template (14) and the sub-templates 15 to 
create display lists 25, 27, containing the rendering com 
mands for the static data in the PDL speci?cations, and a 
cache of graphic states and/or graphic attributes correspond 
ing to the variable data areas identi?ed by the PDL speci 
?cations. While the PDL speci?cations are typically in the 
form of a list of PDL commands (as described above) the 
speci?cations 14, 15a and 15b shoWn in FIG. 2 are shoWn, 
for clarity, as they Would have appeared to the artist using 
the application program (such as QuarkXPress®) to create 
such PDL speci?cations. 

[0034] As shoWn in FIG. 2 the template PDL ?le 14 
includes a plurality of static data areas 38 and a plurality of 
variable data areas 40. The variable data areas are identi?ed 
by the control task as a teXt string surrounded by special 
characters, “<<” and “>>”. The phrase or Word Within the 
special characters corresponds to the ?eld name for the 
particular variable data area. These strings may also be 
folloWed by an attribute command string 42, Which may 
de?ne special attributes to be applied to the particular 
variable data area. With respect to the template PDL ?le 
shoWn in FIG. 2, the variable data identi?er With the ?eld 
name “PICTURE” is folloWed by the attribute command 
string “SELECT”, Which, as Will be discussed beloW, 
informs the control task that the particular variable data area 
corresponds to the insertion of a sub-template. 

[0035] As discussed above, the rendering commands for 
the static data areas 38 in the template PDL ?le are stored in 
a template display list 25 and the graphic states 23 of the 
variable data areas 40 are stored in a cache 24. As also 
discussed above, and as Will be discussed in detail beloW, the 
graphic state stored in the cache for the variable data area 
having the “select” attribute string is merely a place holder 
23‘, Which Will instruct the merge ?le to insert a sub 
template bit map into the template bit map being rendered. 

[0036] The control task Will also interpret the sub-template 
PDL ?les 15a, 15b, shoWn as sub-template “A” and sub 
template “B” in FIG. 2. Sub-template “A”15a includes tWo 
static data areas 38, and therefore a sub-template display list 
27a is created for the sub-template “A” PDL ?le, including 
the rendering commands for such static data areas. The 
sub-template “B” PDL ?le 15b includes a static data area 38 
and a variable data area 40. Therefore, the control task Will 
create a sub-template display list 27b, including the render 
ing command for the static data area and Will cache the 
graphic states 23‘ for the variable data area. It is noted here 
that the variable data identi?ers in the sub-template PDL 
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speci?cations may also include attribute strings for special 
processing, such as specifying additional levels of sub 
template ?les. For the purposes of simplicity, the present 
eXample is shoWn With only one level of sub-templates. 

[0037] As shoWn in FIG. 3, the merge task Will access a 
copy 25‘ of the template display list and Will also access a 
?rst record 46 from the merge ?le 16. Note that the ?rst 
record has record ?elds, in the form of teXt strings, for each 
of the ?eld names VARl, VAR2, VAR3 and VAR4. For the 
?eld name PICTURE, the record includes a name (in this 
eXample eitherA or B) corresponding to the sub-template to 
be inserted for the variable data identi?er having the ?eld 
name “PICTURE.” The merge task accesses the rendering 
commands from the copy of the template display list 25‘ to 
add to a merged display list 30. Such rendering commands 
Will be processed by the rendering task 32 to generate the bit 
maps 48 for the static data areas from the template PDL 
speci?cation 14 to appear in the merged bitmap 52. The 
merge task Will link the cached graphic states 23 to the to the 
record ?elds by matching the ?eld names associated With the 
cached graphic state to the ?eld names in the merge ?le. For 
eXample, the cached graphic states for the variable data 
identi?er 40 having the ?eld name “VARl” Will be linked to 
the record ?elds in the merge ?le under the ?eld name 
“VARl.” Once linked, the merge task Will apply the graphic 
states 23 to the data in the associated record ?eld to create 
rendering commands for such data, Which are to merged into 
the merged display list 30. Such rendering commands Will 
be processed by the rendering task 32 to generate the bit 
maps 50 in the merged bitmap 52. This is done for each of 
the graphic states in the cache. 

[0038] When the merge task reaches the place holder 23‘ 
in the template graphic states cache, it Will link the place 
holder 23‘ to the to the record ?elds by matching the ?eld 
name associated With the the place holder 23‘ to a ?eld name 
in the merge ?le. For example, the he place holder 23‘ for the 
variable data identi?er 40 having the ?eld name “PIC 
TURE” Will be linked to the record ?elds in the merge ?le 
under the ?eld name “PICTURE.” The ?eld name in the 
record Will identify Which of the sub-templates to merge into 
the merged display list 30 and eventually into the merged 
bitmap 52. Because the merge record 46 indicates that the 
sub-template “B” is to be used, the merge task accesses the 
sub-template display list 44b and merges its rendering 
commands into the merged display list 30. Such rendering 
commands Will be processed by the rendering task 32 to 
generate the bit maps 54 in the merged bitmap 52. The merge 
task also accesses the associated cache of graphic states for 
the sub-template, and applies the graphic states to the record 
?elds linked to the graphic states so as to generate rendering 
commands for the data of the record ?elds that are to be 
merged into the merged display list 30. Such rendering 
commands Will be processed by the rendering task 32 to 
generate the bit maps 56 in the merged bitmap 52. 

[0039] Note that if this sub-template “B” included a fur 
ther level of sub-templates, the cache graphic states for the 
sub-template Would also include a place holder, and the 
merge task Would access the sub-templates associated With 
this place holder for another level of sub-template process 
mg. 

[0040] The ?nal merged big map 52 includes the static 
data bitmaps 48 de?ned by the template PDL ?le 14, the 
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static data bitmaps 54 de?ned by the sub-template “B” PDL 
?le 15b, the variable data bitmaps 50 having the graphic 
attributes corresponding to the cached graphic states for the 
variable data identi?ers 40 in the template PDL ?le 50, and 
the variable data bitmaps 56 having the graphic attributes 
corresponding to the cached graphic states for the variable 
data identi?ers 40 in the sub-template “B” PDL ?le 15b. The 
location of the bit maps 54, 56 from the sub-template “B” 
PDL speci?cation can be de?ned by the job ticket ?le (see 
the Appendix to this disclosure). Furthermore, it is Within 
the scope of the invention to include a graphic state or 
graphic attribute With the place holder that corresponds to 
the location of the variable data identi?er (this graphic 
attribute may also include other information such as orien 
tation, siZe, etc.). This additional graphic attribute may be 
stored With the place holder and applied to the bit map data 
from the sub-template ?le during the merging operation. For 
example, a graphic state corresponding to the location of the 
variable data identi?er having the attribute 42 corresponding 
to the sub-template may be stored With the place holder in 
the graphic state cache to direct the merge task to place the 
bit maps from the sub-template in the merge bit map 52 in 
the location directed by the stored graphic state. 

[0041] An embodiment of the present invention is illus 
trated by Way of example in FIGS. 4-8. As illustrated in FIG. 
4, the job ticket ?le 12 contains a group header 60“[Page 
DescriptionLanguageFile]” indicating that the phrases 
beloW that group header 60 are the names of page descrip 
tion language ?les to be processed by the control task. In the 
present example, there are tWo page description language 
?les: a ?le “letter_master”62 and a ?le “all_maps”64. The 
job ticket ?le 12 includes a group header 66“[letter_mas 
ter],” under Which are de?ned the location and attributes for 
that PDL ?le. Note that With this PDL ?le no attributes are 
de?ned and only the path location for the ?le is indicated. 
Another group header “[all_maps]” de?nes the path and 
attributes for the all_maps PDL ?le. Note that an attribute 
string 70“SubTemplate=true” indicates that this ?le is a 
sub-template ?le and the attribute string 72“Templates= 
South, East, West, MidWest” indicates that the ?le includes 
four sub-templates, named South, East, West and MidWest. 

[0042] The job ticket also includes a group header 74“ 
[MergeFiles]” identifying the names of the merge ?les to be 
used in the merge task. In the present case a single merge ?le 
is named “merge.” BeloW that, a group header 78“[merge]” 
is given, under Which the attributes and location of the merge 
?le is set forth. The attribute strings for this merge ?le 
indicate that the merge ?le is delimited and includes merge 
headers. The attribute strings also indicate that the records 
are delimited by a carriage-return/line-feed character and the 
particular ?elds in each record are delimited by a tab 
character. A complete description of the different attributes 
that can be de?ned for the PDL ?les is described in detail in 
the Appendix beloW. 

[0043] As illustrated in FIG. 5, the merge ?le 16 has a 
platform-independent data ?le that contains the “variable” 
data to be merged into the path de?ned in the PDL speci 
?cation, and also includes names associated With the sub 
templates to be merged into the PDL speci?cation during the 
merge task. The merge ?le in the present example includes 
a plurality of roWs of merge records separated by carriage 
return/line space characters, Where each record includes the 
folloWing ?elds: “fname,”“lname,”“pre?x,”“title,”“com 
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pany, address, Zip,”“region,”“city” and “state.” As Will 
be described beloW, the data in the ?eld “region” doubles as 
variable data and also as a name of a sub-template to be 
merged into the ?nal bit maps. 

[0044] As illustrated in FIG. 6, the designer Will utiliZe an 
application program to create a document containing static 
data and variable data identi?ers. The application program 
Will then be directed to create a PDL speci?cation of the 
document by the designer. The variable data identi?ers 80 
each include a ?eld name surrounded by special characters, 
“<<” and “ >>”, and may also include an attribute string 82 
folloWing the ?eld name and special characters. The 
attribute string Will be described beloW. The PDL speci? 
cation generated by the application program Will include the 
graphic states of the variable data identi?ers 80. These 
graphic states can include the font siZe (i.e., 12 point), the 
type-font (i.e., Helvetica), the orientation (i.e., horiZontal), 
the location such as x and y coordinates, and the like. As 
discussed above, the control task Will create a display list 
With the rendering commands for the static data in the PDL 
speci?cation and Will cache the graphic states for the vari 
able data identi?ers Without transferring the rendering com 
mands for the variable data identi?ers to the display list. The 
variable data identi?er in the bottom center portion of the 
page includes the “select” attribute, indicating to the control 
task that a sub-template bit map is to be inserted into the 
document. The ?eld name “region” associated With this 
variable data identi?er indicates that the sub-template name 
Will be under the heading “region” in the merge ?le. 

[0045] Referring to FIG. 5, the regions named in the 
merge ?le are South, East, West and MidWest. Therefore, 
referring to FIG. 4, the sub-templates having the name 
South, East, West and MidWest are found in the PDL ?le 
de?ned under the “all_maps” group header (68) in the job 
ticket. Note that the attributes de?ned under the “all_maps” 
group header do not include an attribute directing the 
location of the sub-template. Therefore, the loWer left-hand 
corner of the sub-template merged into the ?nal document 
Will be directed by the locational graphic states of the 
variable data identi?er stored along With the place holder in 
the graphic state cache. 

[0046] FIG. 7 illustrates the sub-template PDL ?le 15, 
including the four sub-templates: South 84a, East 84b, West 
84c and MidWest 84d. The merge task Will access a variable 
data record 86 from the merge ?le 16 and a copy of the 
display list for the template PDL ?le 25. As discussed above, 
the merge task Will generate rendering commands for the 
variable data records in the merge ?le by applying the 
cached graphic states linked to the variable data records. 
These rendering commands Will be merged into the merged 
display list along With the rendering commands from the 
display list for the template PDL ?le. The merge task Will 
also merge the rendering commands from the display list of 
the sub-template named by the variable data records into the 
merged display list. The rendering task Will process the 
rendering commands in the merged display list to generate 
the ?nal merged bit map for the present variable data record 
86. This bit map appears in FIG. 8. 

[0047] Referring to FIGS. 5, 6 and 8, the merge task Will 
apply the cached graphic states linked to the variable data 
?elds in the variable data record 86 as folloWs. The ?rst 
graphic state in the cache Will be for the ?rst variable data 
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identi?er 80a. The ?eld name for this variable data identi?er 
80a is “fname,” Which in the particular variable data record, 
corresponds to “Shannon.” Therefore, the ?nal merged bit 
map Will include a bit map of the text, “Shannon”88a, 
having the graphic states for the variable data identi?er 80a. 
Likewise, the second cached graphic state Will be for the 
variable data identi?er 80b Which includes a ?eld name 
“lname,” corresponding to the term “JanZen” in the particu 
lar variable data record 86. Therefore, the ?nal merged bit 
map Will include a bit map of the text, “JanZen”88b, -15 
having the graphic states for the variable data identi?er 80b. 
Correspondingly, the remaining graphic states, except for 
those of variable data identi?er 88m, Which is the variable 
data identi?er including the sub-template attribute 82, Will 
be processed in the same Way resulting in bit maps 88c-88n 
in the merged bitmap. 

[0048] When the merge task reaches the place holder in 
the graphic state cache associated With the variable data 
identi?er 80m, it Will refer to the merge record for the name 
of the sub-template under the ?eld name “Region,” Which in 
the present example is “South.” Referring to FIG. 7, the 
sub-template having the name “South” is sub-template 84a. 
Accordingly, the merge ?le Will then merge the rendering 
commands from the display list of the sub-template 84a into 
the merged display list. Some or all of these rendering 
commands Will also be modi?ed by a graphic attribute 
corresponding to the location that the sub-template is to be 
merged into the merged bit map. As discussed above, this 
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graphic attribute may be taken from the graphic state of the 
variable data identi?er 80m or may be de?ned in the job 
ticket ?le. 

[0049] The present invention also provides for the ?oWing 
of sub-templates into a path de?ned by the template speci 
?cation. Such a feature is based upon the invention disclosed 
in US. patent application Ser. No. 08/897,467, ?led Jul. 18, 
1997. Speci?cally, the feature includes the steps of: associ 
ating a path de?ned by the template PDL speci?cation With 
the variable data identi?er With the “sub-template” attribute 
string; and merging the sub-template(s) into the path accord 
ing to the path boundary and according to a prede?ned ?oW 
rule (as Will be de?ned in the job ticket). The path may be 
associated With the attribute string, for example, by having 
the PDL command for the path immediately folloW the PDL 
command for the attribute string in the PDL speci?cation, or 
by having the PDL command for the path “grouped” With 
the PDL command for the attribute string using a GROUP 
command provided by the application program. 
[0050] The folloWing Appendix provides a preferred com 
pilation of commands and parameter de?nitions that can be 
speci?ed in the job ticket ?le 12 for the sub-template 
application as described above. Each entry provides a par 
ticular command header, the syntax for the command, any 
relevant remarks for the use of the command, examples, etc. 
As Will be appreciated by one of ordinary skill in the art, the 
present invention includes any and all additional functions, 
features and attributes detailed in the Appendix. 

APPENDIX 

[PageDescriptionLanguageFile] 

Syntax 

Remarks 

Explanation 

Example 

Syntax 

See Also 
Remarks 

A group that provides a list of tags Which you create to describe 
the PDL ?le(s) to be used in the print job. Each tag Will become 
a user-de?ned group to give additional information about a 
speci?c PDL ?le. 

[PageDescriptionLanguageFile] 
PDL File Tag A 
PDL File Tag B 

Required 
The number of tags listed equals the number of PDL ?les that 
VariScript is to interpret during the job. Every tag that appears 
under this initial [PageDescriptionLanguageFile] group Will 
become a neW group name in succeeding sections of the Job 
Ticket. 

PDL File Tag A 
Create a descriptive name for the ?rst PDL ?le used in the print 
job. This tag is for use Within the Job Ticket only and is not used 
outside of that context. 

PDL File Tag B 
Create a descriptive name for the next PDL ?le used in the print 
job. This tag is for use Within the Job Ticket only and is not used 
outside of that context. 

[PageDescriptionLanguageFile] 
Cover Form 
Contents Form 
Letter Form 

A user-de?ned tag name for a group that provides information 
about a PDL ?le and corresponds to a descriptive tag that you 
created under the initial [PageDescriptionLanguageFile] group. 

[PDL File Tag] 
File Path = 

<other host access parameters> 
<VariScript rendering parameters> 
Templates = 

Sub Template = 

Sub Template Area = 

Templates 
A separate [PDL File Tag] group is required for each descriptive tag 
listed under the initial [PageDescriptionLanguageFile] group. 



US 2002/0149792 A1 Oct. 17, 2002 

APPENDIX-continued 

Case sensitivity of the values that you de?ne depends on the host 
operating system. 

Explanation [PDL File Tag] 
Take the descriptive tag under the initial 
[PageDescriptionLanguageFile] group and Write it here as a 

group name Within brackets File Path = 

Write the drive, path, and ?le name for the PDL ?le being 
described. The format of your notation is dependent on your host 
computer. See the FilePath element description in Chapter 3. 
<other host access parameters> 
De?ne values for any other host access parameter for Which the 
default value is not accurate for access to this PDL ?le. See the 
element descriptions in Chapter 3. 
<VariScript rendering parameters> 
De?ne a value for any VariScript rendering parameter Which Will 
be applied to all of the templates in this speci?c PDL ?le. These 
elements include PSAnchor, PSLength, PSN Planes, 
PSOrientation, PSResX, PSResY, PSRotation, PSScale, 
PSScaleX, PSScaleY, PSTranslateX, PSTranslate Y, and 
PSWidth. See the element descriptions in Chapter 4. 
Applying a VariScript rendering parameter here Will override the 
de?nition of the same parameter in the con?guration ?le and in 
the [JobSetup] group This de?nition, in turn, can be overridden 
by the de?nition of the same parameter in the [Template Tag] 
group. 
Templates = 

See the Templates element description. 
SubTemplate = 

See the Sub Template element description. 
SubTemplate Area = 

See the Sub Template Area element description. 
Example [Cover Form] 

File pate = forms/cover.ps 
Templates = tempA, tempB, tempC, tempD 

TEMPLATES 
An element that provides a list of descriptive tags Which you 
create to represent the names of the templates in a PDL ?le. 

Syntax Templates = Template Tag A, Template Tag B, Template Tag Z 
Remarks Templates is an element Within the user-de?ned [PDL File Tag] group. 

NOTE: Each descriptive template tag that you create is for use Within 
the Job Ticket only and is not used outside of that context. 

The template tags mustbeunigueWithintheprintjob and must appear i_n 
theorder in Which the templates are de?ned in the PDL ?le(s). A 
template that requires no further de?nition can be represented by a blank 
tag. 
Each tag that appears as a parameter of Templates may become a user 
de?ned group name listed elseWhere in the Job Ticket. The Templates 
statement simply lets VariScript knoW that it is to look for user-de?ned 
groups and then provides the names (tags) of these groups. 
Therefore, in theory, a PDL ?le With ten pages could have up to ten 
template tags listed Within the Templates element. If any templates need 
not be named, the order of templates can be preserved by inserting blank 
template tags into the list. 

Explanation Template Tag A 
Create a descriptive name for the ?rst template in this PDL ?le. This 
tag is for use Within the Job Ticket. 
Template Tag B 
Create a descriptive name for the next template in this PDL ?le. This 
tag is for use Within the Job Ticket. 
And so on. 

Example Templates = tempA, tempB, ,tempD 
SUBTEMPLATE 

An element that identi?es the templates Within the speci?ed PDL ?le as 
being subtemplates. 

Syntax SubTemplate = {True I False} 
Remarks Optional. 

A subtemplate is a template or PDL page that is used as an object to be 
inserted on another page. 
A default value for SubTemplate is False. 

Explanation {True I False} 
If all (or most) of the templates Within the speci?ed PDL ?ie are to be 
identi?ed as subtemplates, type True; 
If all (or most) of the templates Within the speci?ed PDL ?le are NOT 
subtemplates, type False. 

Example SubTemplate = True 
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APPENDIX-continued 

SUBTEMPLATE AREA 
An element that assigns a subtemplate name and describes the portion of 
a template to be used as a subtemplate. 

Syntax SubTemplate Area = Name “<SubName>” X <Units> <Unit 
Type>\ 

Y<Units x Unit Type> Width <Units> <Unit Type>\ 
Height <Unit> <Unit Type> 

See Also SubTemplate 
Remarks Optional if SubTemplate = True. Ignored if SubTemplate = False. 

This element may be used to specify What part of a template should be 
used as a subtemplate and to give that extracted portion a subtemplate 
name. 

When this element is de?ned at a PDL ?le level, the system Will 
recognize the same extracted portion of each template in the ?le as being 
a subtemplate. 

Explanation Name “<SubName>” 
This value assigns a speci?c name to the subtemplate. 
Type the Word Name folloWed by a space. For “<SubName>”, type 
the name to be assigned to this subtemplate. Enclose the subtemplate 
name in double quotation marks (“”). 
NOTE: A subtemplate Will be knoWn by the o?icial name of the 

template, unless it is given another name through the 
SubTemplate Area element. 
The official template name is de?ned by the method of highest 
precedence. The template name of loWest precedence is the 
default system-generated template name, folloWed by the 
template name you physically de?ne on the PDL template. Of 
highest precedence is the template name de?ned using the 
NeWName element in the [Template Tag] group. 
Example: Name “mysub1” 

X<Unit> <Unit Type> 
This value identi?es the subtemplate’s offset, the horizontal distance 
betWeen the left side of the template and the area to be extracted. 
Type the character X folloWed by a space. For <Units>, type the 
horizontal distance from the template’s left side to the beginning of the 
area to be extracted. 

An X value of 0 represents a location flush along the left side of the 
template. Increasing the value of X locates the area to be extracted the 
de?ned distance to the right. 
This value is expressed in unitized format if the unit type is different 
from the default unit type de?ned in the Units element. Possible <Unit 
Type> values are: 
cm for centimeters 
dm for decimeters 
dots for dots 
ft for feet 

in for inch (default value) 
m for meters 

mils for mils 
mm for millimeter 

nm for nanometers 

pixels for pixels 
pts for points 
pulses for pulses 
yds for yards 
The default value for X is O. 

This value identi?es the vertical distance betWeen the bottom of the 
template and the area to be extracted. 
Type the character Y folloWed by a space. For <Units>, type the 
vertical distance from the bottom of the template to the beginning of the 
area to be extracted. 

AY value of 0 represents a location flush along the bottom of the 
template. Increasing the value of Y locates the area to be extracted the 
de?ned distance above the bottom of the template. 
The Y value is expressed in unitized format if the unit type is different 
from the default unit type de?ned in the Units element. Possible <Unit 
Type> values are listed above. 
The default value for Y is 0. 
Width <Unit> <Unit Type> 
This value identi?es the Width of the portion to be extracted (starting at 
the X, Y coordinates). 
Type the Word Width folloWed by a space. For <Units>, type the 
Width of area to be extracted from the template. This measurement is the 
X (horizontal) dimension of the area to be extracted. 
This default value for Width is equal to the Width of the template. 
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Heights <Units> <Unit Type> 
The value identi?es the height (length) of the portion to be extracted 
(starting at the X, Y coordinates). 
Type the Word Height followed by a space. For <Units>, type the 
height of the area to be extracted from the template. This measurement 
is the Y (vertical) dimension of the area to be extracted. 
This value is expressed in unitiZed format if the unit type is different 
from the default unit type de?ned in the Units element. Possible <Unit 
Type> values are listed above. 
The default value for Height is equal to the Width of the template. 

Example 
[PageDescriptionLanguageFile] 

ps1 
ps2 

[PS1] 
File Path = /mydir/myps?le.ps 
Templates = temp1, temp2 
PSScale = .8 

[PS2] 
File Path = /mydir/mysubtmp.ps 
SubTemplate = True 

Templates = temp3, temp4, temp5, temp6 
SubTemplate Area — X 1in Y 2in Width 3in Height 4in 

This example depicts tWo PDL ?les. 
File ps1 is a “normal” PDL ?le containing tWo “normal” templates 
File ps2 is identi?ed as a subtemplate ?le (SubTemplate = True). The 
same area (SubTemplateArea) on each template is ps2 Will be de?ned as 
a subtemplate. This area represents a 3-inch Wide by 4-inch long portion 
starting from 1 inch to the right and 2 inches above the loWer left corner 
of the template. Since no Name <SubName> value is given, each 
subtemplate Will take the of?cial name of its template. 

[TEMPLATE TAG] 
A user-de?ned tag name for a group that provides information about a 
template and corresponds to a descriptive tag that you create Within the 
Templates element. 

Syntax [Template Tag] 
<VariScript rendering parameters> 
NeW Name = <Template NeW Name> 
Sub Template = 
Sub Template Area = 

See Also Templates 
Remarks Optional. 

A separate [Template Tag] group is required for each descriptive tag 
listed in the Templates element Which you Will identify as a subtemplate 
or assign a neW template name or a template-level marketing parameter. 

Explanation [Template Tag] 
Take the descriptive tag Within the TempleNames element and Write it 

here as a group name Within brackets <VariScript rendering parameters> 

De?ne a value for any VariScript rendering parameter Which Will be 
applied to this speci?c template. These elements include PSAnchor, 
PSLength, PSNPlanes, PSOrientation, PSResX, PSResY, 
PSRotation, PSScale, PSScaleX; PSScale Y, PSTranslater X, 
PSTranslate Y, and PSWidth. See the element descriptions in Chapter 
4. 
A rendering parameter applied Within this group has the highest 
precedence. It Will override the de?nition of the same parameter in the 
con?guration ?le, in the [JobSetup] group, and in the [PDLFileTag] 
group. 
NeWName = 

See the NeWName element description 
SubTemplate = 

See the SubTemplate element description. 
SubTemplate Area = 

See the SubTemplate Area element description. 
Example [TempA] 

NeWName = lottoitikt 

PSScale = 0.8125 

SubTemplate = True 

NEWNAME 
An element that de?nes a neW name for the speci?ed template. This 
neW name overrides the system-generated default template name or the 
template name that you may have placed directly on this template Within 
the PDL ?le. 

Syntax NeWName = <TemplateNeWName> 
Remarks Optional. 
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The template receives its name in one of three Ways: 
The system automatically generates a default template name. 
(lowest precedence) 
You can physically name the template When you are Working in 
your design application (for example, QuarkXPress) before you 
output to a PDL ?le. 
You can de?ne a neW template name in the Job Ticket Within the 
NeWName element. (highest precedence) 

VariScript Will recognize only one template name for each template. 
Therefore, a template name assigned by using a method of higher 
precedence Will overWrite a name of loWer precedence. For example, a 
name de?ned directly on the template Will overWrite the system 
generated default, and, in turn, be overWritten by a name de?ned using 
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the NeWName element. 
The NeWName element does NOT have a default value. 
<TemplateNeWName> 
Specify the template’s neW name. 

Explanation 

Example NeWName = lottoitikt 
SUBTEMPLATE 

An element that identi?es this templates as being a subtemplate. 
Syntax SubTemplate = {True I False} 
Remarks Optional. 

A subtemplate is a template or PDL page that is used as an object to be 
inserted on another page. 
The default value for SubTemplate is False. 

Explanation {True I False} 
If this template is to be identi?ed as a subtemplate, type True. 
If this template is NOT a subtemplate, type False. 

Example SubTemplate = True 

[0051] While the forms of apparatus and procedure herein 
described constitute preferred embodiments of the inven 
tion, it is to be understood that the invention is not limited 
to such precise embodiments, and that variations can be 
made therein Without departing from the scope of the 
invention. 

What is claimed is: 
1. A method for generating a plurality of bitmaps com 

prising the steps of: 

(a) generating a template page description language speci 
?cation, the template speci?cation including template 
data and associated graphic attributes de?ning hoW the 
template data is to appear on a printed page, the 
template speci?cation including at least one variable 
data identi?er; 

(b) generating a plurality of sub-template page description 
language speci?cations, each sub-template speci?ca 
tion including sub-template data and associated graphic 
attributes de?ning hoW the sub-template data is to 
appear on a portion of a printed page; 

(c) interpreting the template speci?cation so as to generate 
a plurality of template rendering commands, and during 
the interpreting step, identifying the variable data iden 
ti?er; 

(d) saving the plurality of template rendering commands 
into memory; 

(e) associating the variable data identi?er With the plu 
rality sub-template speci?cations; 

(f) accessing a ?rst sub-template speci?cation from the 
plurality of sub-template speci?cations; 

(g) processing the ?rst sub-template speci?cation so as to 
generate a plurality of ?rst sub-template rendering 
commands; 

(h) accessing a copy of the plurality of template rendering 
commands from memory; 

(i) merging the copy of the plurality of template rendering 
commands With the plurality of ?rst sub-template ren 
dering commands so as to provide a ?rst merged 
plurality of rendering commands; 

generating a ?rst merged bitmap from the ?rst merged 
plurality of rendering commands; 

(k) accessing a next sub-template speci?cation from the 
plurality of sub-template speci?cations; 

(1) processing the next sub-template speci?cation so as to 
generate a plurality of ?rst sub-template rendering 
commands; 

(m) accessing a copy of the plurality of template render 
ing commands from memory; 

(n) merging the copy of the plurality of template rendering 
commands With the plurality of next sub-template 
rendering commands so as to provide a next merged 
plurality of rendering commands; and 

(o) generating a next merged bitmap from the next merged 
plurality of rendering commands. 

2. The method of claim 1, Wherein steps (k) through (0) 
are repeated for the remaining plurality of sub-template 
speci?cations. 

3. The method of claim 1, Wherein: 

the variable data identi?er includes a associated graphic 
attribute; 
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prior to the merging step (i), the graphic attribute asso 
ciated With the variable data identi?er is saved to 
memory; 

the merging step includes the steps of accessing the 
graphic attribute associated With the variable data iden 
ti?er from memory and applying it to the plurality of 
?rst sub-template rendering commands so that a bitmap 
generated by the plurality of ?rst sub-template render 
ing commands Will include the graphic attribute asso 
ciated With the variable data identi?er; and 

the merging step (p) includes the steps of accessing the 
graphic attribute associated With the variable data iden 
ti?er from memory and applying it to the plurality of 
neXt sub-template rendering commands so that a bit 
map generated by the plurality of neXt sub-template 
rendering commands Will include the graphic attribute 
associated With the variable data identi?er. 

4. The method of claim 1, Wherein the variable data 
identi?er includes an associated graphic attribute that is 
discarded during the processing step. 

5. The method of claim 1, Wherein: 

Wherein the associating step includes the step of referring 
to a ?le containing a name corresponding to at least one 
of the locations and identities of sub-template speci? 
cations; and 

the ?le includes a de?nition of a neW graphic attribute to 
be applied to the sub-template speci?cations associated 
With the name. 

6. The method of claim 5, Wherein the neW graphic 
attribute includes the location of sub-template bitmaps in 
merged bitmaps. 

7. The method of claim 5, Wherein the neW graphic 
attribute includes the siZe of sub-template bitmaps in merged 
bitmaps. 

8. A method for generating a plurality of bitmaps com 
prising the steps of: 

(a) generating a template page description language speci 
?cation, the template speci?cation including template 
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data and associated graphic attributes de?ning hoW the 
template data is to appear on a printed page, the 
template speci?cation including at least one variable 
data identi?er; 

(b) generating a plurality of sub-template page description 
language speci?cations, each sub-template speci?ca 
tion including sub-template data and associated graphic 
attributes de?ning hoW the sub-template data is to 
appear on a portion of a printed page; 

(c) processing the template speci?cation so as to generate 
a template bitmap, and during the processing step, 
identifying the variable data identi?er; 

(d) saving the template bitmap into memory; 

(e) associating the variable data identi?er With the plu 
rality of sub-template speci?cations; 

(f) accessing a ?rst sub-template speci?cation from the 
plurality of sub-template speci?cations; 

(g) processing the ?rst sub-template speci?cation so as to 
generate a ?rst sub-template bitmap; 

(h) accessing a copy of the template bitmap from 
memory; 

(i) merging the copy of the template bitmap With the ?rst 
sub-template bitmap so as to provide a ?rst merged 
bitmap; 
accessing a neXt sub-template speci?cation from the 

plurality of sub-template speci?cations; 

(k) processing the neXt sub-template speci?cation so as to 
generate a neXt sub-template bitmap; 

(l) accessing a copy of the template bitmap from memory; 
and 

(m) merging the copy of the template bitmap With the neXt 
sub-template bitmap so as to provide a neXt merged 
bitmap. 


