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(57) ABSTRACT 

The present invention concerns a ?shing rod support that has 
a base and a ?ll hole located on the base in communication 

With a cavity for receiving a Weight-adding material. Also 
included are a plurality of apertures extending through the 
base. The apertures are siZed to releasably retain a ?shing 
pole in an upright position. The base of the device may also 
include a plurality of legs Which support the base in an 
upright position. 
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FISHING ROD HOLDER 

BACKGROUND OF THE INVENTION 

[0001] The present invention relates to a novel device and 
method for storing and securing ?shing rods prior to and 
during cleaning. More speci?cally, the present invention 
provides a base With a plurality of apertures Which hold a 
?shing rod in place during storage and cleaning. 

SUMMARY OF THE INVENTION 

[0002] Fishing rods by design are dif?cult to store and 
clean due to their design. Their length and Weight distribu 
tion prevent a free standing operation and When rested 
against an object or surface such as a Wall, they are easily 
knocked over. These problems in securing and handling 
make it difficult to Wash and clean ?shing rods after use in 
order to maintain the life of the equipment. Often the poles 
are placed against a Wall or in a rack and Washed With the 
high probability that the force of the Water used in Washing 
Will knock over one or more poles. 

[0003] The present invention provides a device Which 
positively retains and secures a plurality of poles for storage 
and cleaning. The present invention includes a base de?ning 
an internal cavity in communication With a ?ll hole for 
adding Weight to the device. The base also includes a 
plurality of rod retention holes for releasably securing 
?shing rods and legs for holding the base above the support 
surface. 

DESCRIPTION OF THE DRAWINGS 

[0004] These and other features, objects and advantages of 
the present invention Will become apparent from the fol 
loWing description and draWings Wherein like reference 
numerals represent like elements in several vieWs, and in 
Which: 

[0005] FIG. 1 is a perspective vieW With portions removed 
to reveal various aspects of the invention. 

[0006] FIG. 2 is a perspective vieW shoWing hoW the 
present invention secures ?shing rods in an upright position. 

[0007] FIG. 3 is another perspective vieW of the present 
invention. 

[0008] 
FIG. 3. 

FIG. 4 is a top vieW of the embodiment shoWn in 

DESCRIPTION OF THE PREFERRED 
EMBODIMENT 

[0009] Set forth beloW is a description of What are cur 
rently believed to be the preferred embodiments or best 
eXamples of the invention claimed. Future and present 
alternatives and modi?cations to the preferred embodiments 
are contemplated. Any alternates or modi?cations in Which 
insubstantial changes in function, in purpose, in structure or 
in result are intended to be covered by the claims of this 
patent. 

[0010] As shoWn in FIG. 1, the present invention includes 
a base 10 de?ning an internal cavity 12 and a plurality of 
apertures 14-19 Which eXtend completely through base 10. 
A ?ll hole 20 is also provided Which is in communication 
With cavity 12. 
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[0011] Positioned at each corner of base 12 are legs Which 
raise bottom 30 of base 12 off of a support surface. Three of 
the legs are shoWn as numbers 22-24 With the fourth leg not 
shoWn. 

[0012] To economically manufacture the device by bloW 
molding, the present invention further includes a central 
base portion 50 as shoWn in FIGS. 3 and 4. Central base 50 
includes legs, internal cavity 12 and ?ll hole 20. Base 50 also 
includes opposingly located interior Walls 52 and 54 and 
apertures 55-60 Which eXtend through base 50. 

[0013] Opposingly located side panels 62 and 64 are 
connected to base 50 by hinges 66 and 68 Which may be 
molded into the device. Panels 62 and 64 include channels 
70-75 Which are molded in-betWeen internal faces 80 and 82 
and exterior faces 86 and 88. Channels 70-75 are positioned 
to align With apertures 55-60 to form apertures 14-19. Panels 
62 and 64 also include interior Walls 80 and 82. 

[0014] To fully assemble the device, panels 62 and 64 are 
urged upWardly until interior Walls 52 and 54 engage interior 
Walls or faces 80 and 82. Panels 62 and 64 may be perma 
nently af?Xed to central base 50 by sonic or heat Welding, 
adhesives, and in other Ways knoWn to those of skill in the 
art. 

[0015] In use, as shoWn in FIG. 2, ?shing rods 90 and 92 
are placed into apertures 14-19. Weight may be added to 
base 10 by ?lling internal cavity 12 With Water, sand or some 
other suitable substance through ?ll hole 20. 

[0016] As shoWn, poles are releasably secured in an 
upright position for storage and cleaning. When Washing 
poles, Water Will not collect in apertures 14-19 since they 
eXtend completely through base 10. In addition, the legs 
hold base 10 above the support surface so as not to interfere 
With Water drainage. 

[0017] While the preferred embodiments of the present 
invention have been illustrated and described, it Will be 
understood by those of ordinary skill in the art that changes 
and other modi?cations can be made Without departing from 
the invention in its broader aspects. Various features of the 
present invention are set forth in the folloWing claims. 

What is claimed is: 
1. A ?shing rod support comprising: 

a base; 

a ?ll hole located on said base in communication With a 
cavity for receiving a Weight-adding material; 

a plurality of apertures extending through said base; and 

said apertures siZed to releasably retain a ?shing pole in 
an upright position. 

2. The device of claim 1 Wherein said base further 
includes a plurality of legs Which support said base. 

3. A ?shing rod holder comprising: 

a central base having opposingly located sideWalls; 

a ?ll hole in communication With an internal cavity 
located on said base; 

said cavity siZed to receive a Weight adding material; 

a plurality of apertures located on said base; 
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opposingly located side panels having interior and eXte 
rior faces connected to said base by hinges; 

a plurality of channels located on said panels forrned 
in-betWeen interior faces and exterior faces; 

said channels align With said apertures of said base When 
said interior faces of said panels are adjacently located 
With respect to said sideWalls of said base to form 
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continuous apertures Which are siZed to releasably 
retain ?shing rods in an upright position. 

4. The device of claim 3 Wherein said base further 
includes a plurality of legs for supporting said base. 

5. The device of claim 3 Wherein said interior faces and 
said sideWalls are permanently af?Xed together. 

* * * * * 


