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(57) ABSTRACT 
A tube clamp is disclosed for optional opening and closing 
of tubes such as infusion tubes, an infusion pump, an 
infusion tube set and the combination thereof, the tube 
clamp comprising means for opening or closing the tube 
clamp Which interacts With a part of the infusion pump 
Which is a lever for locking and unlocking a door in the 
pump, Wherein an automatic opening and closing of the tube 
clamp can be realized Without a relative movement of the 
tube clamp and the tube. 
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TUBE CLAMP, AND TUBE CLAMP SET FOR USE 
WITH AN INFUSION PUMP 

CROSS-REFERENCES TO RELATED 
APPLICATIONS 

[0001] This application is a continuation of prior ?led 
copending PCT International application no. PCT/DE00/ 
03282, ?led Sep. 20, 2000. 

[0002] This application claims the priority of German 
Patent Application Serial No. 199 47 973.9, ?led Oct. 5, 
1999, the subject matter of Which is incorporated herein by 
reference. 

BACKGROUND OF THE INVENTION 

[0003] The invention relates, in general, to a combination 
of an infusion pump With an infusion tube set Wherein a tube 
is guided through a tube clamp for selectively closing and 
opening of tubes, for example infusion tubes, and in par 
ticular to a tube clamp essentially shaped as a shackle of 
U-shaped con?guration With rigid legs, Whose inner surface 
have projections con?gured With cooperating pinching 
edges and a ?exible Web by means of Which the legs may be 
spread apart into a diverging position; With the ?rst leg 
terminating in a ?exible de?ectable spring latch con?gured 
to point in a direction of the second leg and formed With an 
inner ledge surface for engagement of a free end of the 
second leg When the legs are squeeZed together, and Wherein 
the Web and the spring latch are provided With openings for 
guiding the infusion tube therethrough. 

[0004] The invention relates also to an infusion pump With 
a door that can be locked and unlocked for selective inser 
tion and removal of a tube Which has been placed in the tube 
clamp, and Wherein the tube clamp can be selectively 
opened or locked, or respectively may be engaged in a 
locked position. 

[0005] The invention also relates to an infusion tube set 
With a tube guided through the tube clamp for selectively 
opening and closing the tube. 

[0006] A tube clamp of the type as described in the 
foregoing paragraphs is for example knoWn from EP 0637 
456 A1. In an open position, such tube clamps are resting 
loosely at the tube, thereby not obstructing the How in the 
tube. When the legs of the clamp are pressed together until 
the spring latch engages, the clamp retains the locked 
position, in Which the tube is being ?rmly pinched together. 
The locked position is easily unlocked With one hand, 
Whereby the spring latch With the cam for engagement 
outside is bent back, thereby releasing the leg that has been 
locked in. 

[0007] Tube clamps of this type are used also in infusion 
sets as afore-described. 

[0008] From US. Pat. No. 5,817,116, a device is knoWn 
for use in a medical application Where removal of a tube, 
especially a fast removal of the device from the patient can 
be realiZed, for example during an earthquake or in a ?re. By 
means of the device, a medical tube, Which is connected to 
the patient, can be pinched-off at tWo points, so that the tube 
can be cut betWeen the tWo pinch-off points. 

[0009] In EP 0767 691 B1 an infusion set is described, 
shoWing slidable locking means, Which are disposed With an 
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opening for the tube. It is provided that, in a ?rst position, 
the tube is guided through an area of the opening With 
suf?ciently large dimension so as to alloW the How of the 
infusion matter through the tube, and in a second position 
the tube penetrates through an area of the opening With 
dimension substantially smaller than the tube diameter, so 
that the tube is thereby closed in liquid tight manner. A latch 
and an engaging hook are provided, Which are disposed in 
such a manner, that the locking means are sliding from the 
?rst to the second position When opening the infusion set and 
upon closing it, from the second to the ?rst position. 

[0010] AdraWback of this embodiment is that the tube and 
the locking means are moving relative to one another, Which 
can lead to an unWanted jamming of the tube. In addition, 
there is the draWback that this relative movement causes 
Wear and tear on the tube. 

SUMMARY OF THE INVENTION 

[0011] According to one aspect of the invention a tube 
clamp is provided, Wherein automatic locking and opening 
of the tube clamp can be realiZed Without the relative 
movement betWeen the tube clamp and the tube. As a further 
aspect a suitable infusion pump and an infusion tube set With 
an integrated tube clamp is provided. 

[0012] These aspects and others is realiZed in accordance 
With the invention by providing an improved combination of 
an infusion pump and an infusion tube set Wherein a tube is 
guided through a tube clamp Which is designed to obviate 
the afore-stated shortcomings and draWbacks and Which is 
con?gured for closing the tube When the tube clamp is 
engaged in a locked position; Wherein the infusion pump is 
provided With an actuating member for cooperative engage 
ment With a part of the tube clamp for closing or opening the 
tube clamp, and an infusion tube set Wherein the tube is 
guided through the tube clamp for a selective opening and 
closing of the tube; and Wherein the tube clamp comprises 
a shackle of generally U-shaped con?guration, said shackle 
having ?rst and second rigid legs provided With inside 
projections interacting With one another as pinch-off edges, 
and a ?exible Web interconnecting the legs and spreading the 
legs into a diverging position, said ?rst leg terminating in a 
?exible spring latch Which is con?gured to point in a 
direction of the second leg and formed With an undercut to 
de?ne an inner ledge surface for engagement of a free end 
of the second leg, When the legs are squeeZed together, and 
Wherein the Web and the spring latch are provided With 
openings for guiding the tube therethrough; the tube having 
actuating means responsive to a force exerted by the actu 
ating member of the infusion pump for moving the second 
leg into engagement With the ledge surface of the spring 
latch to thereby clamp the tube in conjunction With the 
pinch-off edges. 
[0013] In accordance With the invention the tube clamp is 
provided With means for closing the tube clamp and means 
for opening the tube clamp in such a manner, that by means 
of a force exerted by an actuating member upon the tube 
clamp opening or locking of the tube clamp is realiZed. 

[0014] In accordance With another aspect of the invention, 
it is provided that the means for closing the tube clamp is 
con?gured as an element disposed at the tube clamp, on 
Which a part of the pump can impart a vertical force upon the 
second leg of the tube clamp. 
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[0015] In accordance With one embodiment of the inven 
tion it is provided, that the means for closing the tube clamp 
is con?gured With an arched portion at the outer surface of 
the second leg, from Which at least one part of a lever of the 
infusion pump is able to perform a roll-off motion. 

[0016] It is an aspect of the present invention that the lever 
Which is already present for locking and unlocking the door 
can also be used for opening and closing the tube. Through 
suitable adaptation of the tube clamp, a cooperative inter 
action of the tube clamp With the lever can be realiZed. 

[0017] When opening the door, the lever carries out a 
rocking motion so that during this motion the end of the 
lever can roll off the arched portion at the outside of the 
second leg of the tube clamp and thereby brought into locked 
position. When locking the door, the process is reversed. 

[0018] Advantageously, the arched portion has a toothed 
surface for interacting With a complementary tooth surface 
of the rocking lever to thereby prevent a slipping betWeen 
the means Which are disposed at the leg of the tube clamp for 
engagement With the lever and the lever itself. 

[0019] It is Within the scope of the invention, that the tube, 
Which is placed in the tube clamp, is clamped liquid proof 
by means of the cooperative engagement With the closing 
means and the lever. 

[0020] In another aspect of the invention, the tube clamp 
is latched through the co-operative engagement of the clos 
ing means of the tube clamp With the lever. 

[0021] It is also Within the scope of the invention, that the 
means for opening the tube clamp at the spring latch are 
con?gured as an element for cooperative engagement With at 
least one part of the rocking lever of the infusion pump, 
Whereby the spring latch is being pushed aWay from the 
second leg. 

[0022] Also Within the scope of the invention, is an 
infusion pump With an infusion tube set, Wherein the infu 
sion pump is provided With a door activated for closing and 
opening by a lever, for inserting or removing a tube, Which 
tube is guided through a tube clamp for selectively opening 
or closing the tube, respectively for the tube clamp being in 
a locked position, and Wherein the infusion pump is pro 
vided With an actuating member by Which a force is exerted 
upon the tube clamp Whereby locking of the tube clamp is 
realiZed. 

[0023] Within the scope of the invention is also the use of 
an infusion tube set, Wherein a tube is guided through a tube 
clamp, by means of Which the tube may be selectively 
opened or closed, respectively the tube clamp can be 
engaged in a locked position in an infusion pump. 

[0024] One of the advantages of the invention is that it 
utiliZed the rocking lever already available, opening and 
closing of the tube can be realiZed in coordination With the 
locking respectively, the unlocking of the door Without the 
need for a relative movement betWeen the tube clamp and 
the tube. 

BRIEF DESCRIPTION OF THE DRAWING 

[0025] Other features and advantages of the present inven 
tion Will be more readily apparent upon reading the folloW 
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ing description of currently preferred exempli?ed embodi 
ments of the invention With reference to the accompanying 
draWing, in Which: 

[0026] In the folloWing paragraphs, the invention is 
described in connection With exemplary embodiments. It is 
shoWn in: 

[0027] FIG. 1 a tube clamp according to the invention; 

[0028] FIGS. 2a-2d the locking of the tube clamp accord 
ing to the invention by means of a lever; 

[0029] FIGS. 3a-3c further embodiments of a tube clamp 
according to the invention shoWn in a side vieW, in a 
sectional vieW and a top plan vieW; 

DETAILED DESCRIPTION OF PREFERRED 
EMBODIMENTS 

[0030] Throughout all the Figures, same or corresponding 
elements are generally indicated by same reference numer 
als. 

[0031] Turning noW to the draWing, and in particular to 
FIG. 1, there is shoWn a tube clamp 1 that has a ?rst leg 2 
and a second leg 3 With their respective inner surfaces 
con?gured as projections 4, 5 Which are acting as cooper 
ating pinching edges and Which are connected by means of 
a bending-elastic Web 6 by Which the legs 2, 3 can be 
brought in diverging position and spread apart. 

[0032] A bending-elastic spring latch 7, Which serves to 
keep the tube clamp 1 in the locked position, is connected to 
the free end of the ?rst leg and is curved in the direction of 
the second leg and disposed With an inWard pointing cam 8, 
Which the free end of the second leg engages in a locking 
position When the legs 2, 3 are pressed together. The Web 6 
and the spring latch 7 are provided With openings 9, 10 for 
guiding the tube therethrough. The second leg is provided at 
its outer surface With means 11 for locking the tube clamp 
Which is con?gured as an arched portion that corresponds in 
the present example With the shape of the lever and upon 
Which the end 14 of the lever 12 can roll off. 

[0033] FIGS. 2a-2d illustrate the cooperation of lever 12 
and the means 11 for locking the tube clamp and the means 
16 for opening the clamp. In its starting position (according 
to FIG. 2a) the shoulder 15 of lever 12 is resting on the 
element 16 of tube clamp 1 con?gured With a step for resting 
the shoulder 15, and Wherein element 16 is disposed 
approximately perpendicular to spring latch 7, and the tube 
13 extends through tube clamp 1 Without any particular 
pressure exerted by the projections 4, 5 onto the tube 13. The 
liquid can circulate Within tube 13. 

[0034] Starting from the positions shoWn in FIG. 2a, the 
lever 12 starts its rotational motion and exerts pressure upon 
the means 11 through end 14, for cooperating With lever 12, 
as shoWn the arched portion 11. The projections 4, 5 are 
beginning to pinch the tube 13. 

[0035] As seen in FIG. 2b, tube 13 has been pressed 
together ?rmly by means of the end 14 of lever 12, so that 
the tube is pinched liquid tight. Due to the roll off motion of 
the end 14 of lever 12 upon camber 11, the second leg 3 of 
the tube clamp 1 is being moved toWards the spring latch 7 
and pressed doWnWardly. Simultaneously, the Web 6 is 
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resiliently restored into its starting position because the 
shoulder 15 of lever 12 no longer presses upon element 16. 

[0036] FIG. 2c shoWs the moment Where the second leg 3 
engages in the projection 8 of spring latch 7, after the lever 
12 has been further rotated. 

[0037] As is shoWn in FIG. 2d, after locking the tube 
clamp 1, the lever 12 can be lifted. 

[0038] Due to considerations of storage, as a rule, the tube 
set Will be distributed With the tube clamp in open position. 
Prior to application, the user Will close the tube clamp and 
inserts the tube set into the pump. The pump must noW be 
ready to open the tube clamp. Opening of tube clamp 1 takes 
place in reverse order to the one shoWn in FIGS. 2a-2d. 
When opening, a force is applied approximately parallel to 
spring latch 7 upon the step of element 16 Whereby a torque 
is created Which leads to the expansion of the tube clamp. 

[0039] It should be noted, that instead of step 16 any other 
element can be provided at tube clamp 1 for cooperation 
With lever 12, so long as by this cooperation the spring latch 
7 can be pushed aWay by the second leg of the tube clamp. 
Likewise When closing the tube clamp, it is important that 
the pressure is being exerted in vertical direction upon the 
second leg 3 of the tube clamp. 

[0040] As is illustrated from FIGS. 3a to 3d, the tube 
clamp according to the invention can be so con?gured, that 
in lieu of the element 16 con?gured as a stepped shoulder, 
an inclined surface is provided upon Which the end of the 
second leg moves along before engaging under the cam 8 of 
spring latch 7. In this embodiment the counter part 15 on the 
infusion pump side is in contact only With the upper portion 
of the stepped shoulder of element 16. By means of effecting 
a force approximately parallel to the spring latch 7 upon the 
upper portion of element 16, a torque is created Which leads 
to the expansion of the tube clamp. 

[0041] It may be desirable that a small slip is created 
during the roll off motion of the lever 12 from the means 11, 
respectively 16 When closing, respectively opening the tube 
clamp. This can be realiZed for example by the cooperating 
surfaces of the lever and the means 11 respectively 16 by 
providing a friction-increasing layer, or by arranging for 
corresponding teeth betWeen them. 

[0042] With a tube clamp that is automatically operated 
through the infusion pump it is advantageous to provide 
means for detection of a tube clamp in the pump, for 
example by an optical scanning system or an electrical 
scanning system (eg by using an electrical conducting 
plastic for the tube clamp. 

[0043] While the invention has been illustrated and 
described as embodied in a tube clamp and infusion pump 
set, it is not intended to be limited to the details shoWn since 
various modi?cations and structural changes may be made 
Without departing in any Way from the spirit of the present 
invention. The embodiments Were chosen and described in 
order to best explain the principles of the invention and 
practical application to thereby enable a person skilled in the 
art to best utiliZe the invention and various embodiments 
With various modi?cations as are suited to the particular use 
contemplated. 
[0044] What is claimed as neW and desired to be protected 
by Letters Patent is set forth in the appended claims and their 
equivalents. 
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What is claimed is: 
1. Atube clamp for selectively opening and closing a tube, 

comprising a shackle of generally U-shaped con?guration, 
said shackle having ?rst and second rigid legs provided With 
inside projections interacting With one another as pinch-off 
edges, and a ?exible Web interconnecting the legs and 
spreading the legs into a diverging position, said ?rst leg 
terminating in a ?exible spring latch Which is con?gured to 
point in a direction of the second leg and formed With an 
inner ledge surface for engagement of a free end of the 
second leg, When the legs are squeeZed together, said second 
leg having actuating means responsive to an outside force 
for moving the second leg into engagement With the ledge 
surface of the spring latch to thereby clamp the tube in 
conjunction With the pinch-off edges. 

2. The tube clamp of claim 1, Wherein the second leg is 
formed With an inner undercut for engagement of the free 
end of the second leg. 

3. The tube clamp of claim 1, Wherein the Web and the 
spring latch are provided With openings for guiding the tube 
therethrough. 

4. The tube clamp of claim 1, Wherein the outside force is 
applied in a vertical direction onto the second leg. 

5. The tube clamp of claim 3, Wherein the actuating means 
is con?gured as an arched portion disposed at an outer 
surface of the second leg for interacting With a lever of the 
infusion pump. 

6. The tube clamp of claim 5, Wherein the arched portion 
has a toothed surface for interacting With a complementary 
tooth surface of the rocking lever. 

7. The tube clamp of claim 5, Wherein the tube is clamped 
by the pinch-off edges in response to the outside force in a 
liquid-tight manner. 

8. The tube clamp of claim 1, Wherein the second leg is 
urged into a locked engagement With the ledge surface of the 
spring latch in response to the outside force. 

9. The tube clamp of claim 1, Wherein the ?rst leg is 
formed With a projection in prolongation of the spring latch, 
said projection being responsive to an outside force for 
moving the spring latch aWay from the second leg to reverse 
the clamped action on the tube. 

10. The tube clamp of claim 9, Wherein said projection is 
con?gured as a stepped shoulder. 

11. The tube clamp of claim 9, Wherein said projection is 
con?gured as an inclined surface. 

12. An infusion tube clamp comprising: 

a shackle of generally U-shaped con?guration, said 
shackle having ?rst and second rigid legs provided With 
inside projections con?gured for interacting With one 
another as pinch-off edges; and 

a ?exible Web interconnecting the legs and spreading the 
legs into a diverging position, said ?rst leg terminating 
in a ?exible spring latch Which is con?gured to point in 
a direction of the second leg and formed With an inner 
ledge surface for engagement of a free end of the 
second leg, When the legs are squeeZed together; said 
Web and said spring latch are provided With openings 
for guiding a tube therethrough, said second leg having 
actuating means responsive to an outside force for 
moving the second leg into engagement With the ledge 
surface of the spring latch to thereby clamp the tube in 
conjunction With the pinch-off edges; and Wherein the 
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second leg is provided With means for application of a 
vertical force by a lever of the infusion pump for 
closing the tube clamp. 

13. The tube clamp of claim 12, Wherein the means for 
application of a vertical force is an arched portion provided 
at the second leg. 

14. Akit comprising an infusion tube, a tube clamp and a 
tube, the tube clamp comprising: 

a U-shaped shackle With ?rst and second rigid legs, the 
legs provided With inside projections interacting With 
one another as pinch-off edges; and 

a ?exible Web interconnecting the legs and spreading the 
legs into a diverging position, said ?rst leg terminating 
in a ?exible spring latch Which is con?gured to point in 
a direction of the second leg and formed With an inner 
ledge surface for engagement of a free end of the 
second leg, When the legs are squeeZed together, said 
second leg having actuating means responsive to an 
outside force for moving the second leg into engage 
ment With the ledge surface of the spring latch to 
thereby clamp the tube in conjunction With the pinch 
off edges. 

15. In combination, an infusion pump and an infusion 
tube set, the infusion pump comprising a lockable door for 
insertion and removal of a tube, said infusion tube set 
comprising a tube guided through the tube clamp for open 
ing and closing the tube, Wherein the infusion pump is 
provided With actuating means con?gured for so interacting 
With an arched surface of the tube clamp to thereby open 
respectively close the tube clamp. 
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16. The combination of claim 15, Wherein the actuating 
means is a lever. 

17. In combination, an infusion pump, an infusion tube set 
and a tube guided through a tube clamp, the infusion pump 
comprising a lockable door for insertion and removal of a 
tube, said tube guided through the tube clamp for opening 
and closing the tube When the tube clamp is engaged in a 
locking position; Wherein the infusion pump is provided 
With an actuating member for one of closing or opening the 
tube clamp, and for cooperative engagement With a part of 
the tube clamp, and the infusion tube set for guiding the tube 
through the tube clamp for selectively opening and closing 
the tube; and Wherein the tube clamp comprises a shackle of 
generally U-shaped con?guration, said shackle having ?rst 
and second rigid legs provided With inside projections 
interacting With one another as pinch-off edges, and a 
?exible Web interconnecting the legs and spreading the legs 
into a diverging position, said ?rst leg terminating in a 
?exible spring latch Which is con?gured to point in a 
direction of the second leg and formed With an undercut to 
de?ne an inner ledge surface for engagement of a free end 
of the second leg, When the legs are squeeZed together, and 
Wherein the Web and the spring latch are provided With 
openings for guiding the tube therethrough; said second leg 
having actuating means responsive to a force exerted by the 
actuating member of the infusion pump for moving the 
second leg into engagement With the ledge surface of the 
spring latch to thereby clamp the tube in conjunction With 
the pinch-off edges. 


