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This invention relates to buckles, and more 
particularly to a slide buckle and eye buckle for 
use on a garter band- ' 

One object of this invention is to provide a 
slide buckle and an eye buckle of the above na 
ture which may be quickly and easily assembled 
upon a garter webbing without the necessity of 
threading the~.,webbing lengthwise through one 
or more slots in the buckles. ' 
A further object'is to provide a slide buckle of 

the above nature having three cross-bars sep 
arated by a pair of elongated slots, the central 
bar being ?rst transversely split at its mid point, 
and ‘the sides then being bent up at right-angles, 
whereby the webbing maybe looped and assem 
bled vertically upon the buckle and secured in 
position by thereafter bending the upright sec 
tions down upon the webbing. 
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A further object isto providé an eye buckle of 
the above nature having a wide central hook 
engaging body and a pair of end cross-bars, said 
cross-bars being transversely split at their mid 
points and bent upright from the'plane of said 
buckle, whereby the end of the garter webbing 
may be looped and assembled vertically upon the 
buckle and secured in position by thereafter. 
bending the upright sections of said cross-bar 
down upon said webbing. 
A further object isto provide a slide buckle 

and an eye buckle of the above nature which will 
be simple in construction, inexpensive to manu 
facture, easy to assemble and manipulate, com 
pact, ornamental in appearance, and very e?i 
cient and durable in use. ‘ ‘ 

With these and other objects in view there 
have been illustrated on the accompanying draw 
ing, two forms in which the invention may be 
conveniently embodied in practice. 
In the drawing: 
Fig. 1 represents a perspective view of an ad 

justable garter band embodying the invention. 
Fig. 2 is an enlarged perspective view of the eye 

buckle of the garter as it appears before assem 
bly to the garter webbing. 

Fig. 3 is a perspective view of the same on a 
somewhat reduced scale,‘ showing the manner in 
which the eye buckle is assembled to the 
webbing. v 

Fig. 4 shows the. appearance of the completed 
eye buckle as it appears when assembled to one 
end of the garter band. _ 

Fig. 5 is an enlarged perspective view similar to 
Fig. 2 of the garter slide buckle, as it appears be 
fore assembly to the garter webbing. 

Fig. 6 is a perspective view of the same, similar 

(Cl. 241-5) 
to ‘Fig. 3, showing the appearance of the looped 
garter webbing after it has been assembled verti 
cally between the buckle prongs. 

Fig. '7 is a perspective view of the completed 
slide buckle, showing the prongs bent down upon 
the webbing. 

Fig. 8 is a longitudinal perspective view of the 
garter band as completely assembled. 
Referring now to the drawing in which like 

reference numerals denote corresponding parts 
throughout the several ,views, the numeral I 0 in 
dicates a strip of elastic webbing of sufficient 
length to form the leg band of a garter, and upon 
which is assembled a hook plate II, a hook-en 
gaging eyev buckle l2, and a slide buckle l3, the 
two latter members constituting the subject of 
this invention. 

Eye buckle 

The eye buckle l2 consists of a relatively wide 
body portion l4, and is initially provided with a 
mind one-piece cross-bars l5 and I6 spaced 
from the central body portion by means of a pair 
of slots l1, H, the initial and ?nal positions of said 
bars l5 and I6 being shown in dotted outlines in 
Fig. 2. The ends of the bars l5 and I6 are con 
nected to the body H by inclined curved arms l8, 
I8, having offset shoulders I 9, I 9, whereby the 
crossbars l5 and IE will lie in a diiferent plane 
from the body l4. 
In order to assemble the eye buckle l2 to the 

webbing strip l0 without threading operations, 
' the bars l5 and I6 are sheared at their mid points 
along the dotted lines 20, 20 in Fig. 2. The sec 
tions of the split bars I5 and [6 are then bent up 
wardly at right-angles to the body portion H at 
the ends of the buckle to form four vertical prongs 
2|. One edge of the body section M of the buckle 
I2 is provided with an intermediate semicircular 

‘o?set eye section 22 having a recess 23 for detach 
ably receiving a hook 23a. on the hook plate II. 
The method of assembling the strip ID to the 

eye buckle I2 is illustrated in Fig. 3. Thus, the 
end of said strip is ?rst formed into a loop 24, and 
is provided‘with a metal clip 25. The section of 
the loop 24 opposite from the clip 25 will then be 
positioned vertically upon the body portion I 4 of 
the eye buckle l2 between the upright prongs 2| 
thereof, and the clip 25 will be placed above it. 
The upper portion of the loop 24 will then be 
forced to one side, and the prongs 2| will be 
pressed down ?at upon the webbing into their in 
itial positions by any suitable tools not shown. 
By then pulling on“ the free end of the strip H), 
the large loop 24 may be drawn tightly about the 

5 

80 



10 

15 

35 

2 
eye buckle l2 until the’ parts assume the appear 
ance shown in Figs. 4 and 8, leaving only the body 
portion l4 thereof exposed. a ‘ 

Slide buckle ‘ _ 

The slide buckle 13 which is illustrated in Figs. 
5-8 consists of a substantially rectangular frame 
16 having a pair of end cross-bars 21. and 28,’and 
said frame 26 is initially formed with an integral 
one-piece central cross-bar 29, as shown in dotted 
outline in Fig. 5, said bar 29 being separated from 
the end bars 21 and 28 by a pair of longitudinal 
slots 30 and 3|. To assemble the slide buckle 
upon the garter band “I, the central bar 29 will 
?rst be sheared at its mid point, as indicated-by 
the dotted line 32 in Fig. 5. ~ The sections of said 
central bar 24 will then be bent up at right-angles . 
at the sides of said frame 26 to form a pair of op 
posed upright prongs 33 and 34. ~ 
In assembling thestrap ill to the slide buckle l3, 

the end of the strap opposite from the eye vbuckle 
I! will be provided with a metal end clip 35. A 
substantially large loop 36 will then be formed 
which will include the hook plate ll, previously 
assembled upon the strap Ill. The loop 36 may 
then be laid vertically upon the slide buckle l3 
between the upright prongs ‘33 and 34 with the 
double thickness of the overlapped ends of the 
loop 33 resting upon.- the side bars 21 and 28, as 
shown in Fig. 6. " / p 

The upper part of the loop 36 will then be forced 
to one side and the prongs 33 and 34 pressed down 
wardly by suitable tools, not shown. 'As shown in 
Fig. 7, the prongs 33 and 34 are preferably offset 
downwardly at 31 and 38 adjacent their frame 
ends to cause said prongs 33 and 34 to lie in a dif 
ferent plane than the frame 26 and permanently 
hold the webbing frictionally within the slots of 
the slide buckle. ' . 

While there have been disclosed in this speci? 

2,002,940 
cation two forms in which the invention may be 
embodied, it is to be understood that these forms 
are shown for the purpose of illustration only, and 
that the invention is not to be limited to the spe 
cific disclosures but may be modified and em 
bodied in various other forms without departing 
from its spirit. Inshort, the invention includes 
all the modi?cations and embodiments coming 
within the scope of the following claims. 
Having thus fully described the invention, what 

is claimed as new and for which it is desired to se 
cure Letters Patent, is: ' 

1. The method of assembling an eye buckle hav 
ing upright prongs formed at each corner, a slide 
buckle having a pair of upright prongs formed at 
opposite ends, and a hook plate, to a longitudinal 
webbing strap to produce an adjustable band gar 
ter, which consists of forming one end of the strap. 
into a loop, assembling said loop vertically upon 
said eye buckle with-the end-of said strap posi 
tioned between said prongs, bending said corner 
prongs downwardly upon said strap, threading 
said hook plate upon'the opposite end of said 
strap,lforming the hook platenend of said strap 
into a loop including said hook plate, moving said 
latter loop vertically down upon said slide buckle 
and bending the prongs thereof down upon said 
strap in such a manner as to include the double 
thickness of said strap. 

2. The method of assembling an eye buckle hav 
ing upright prongs formed at each corner to an 
elongated looped garter webbing strap having a 
metal clip at the end thereof which consists of 
placing said'loop vertically upon' said eye buckle 
with said clip positioned between said prongs on 
the inside of said loop, bending said corner prongs 
downwardly upon said strap, and tightening said 
loop about said eye buckle, whereby all longitudi 
nal threading operations are avoided. ' 

J QSEPH' JACOBS. 
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