
US 20030000180A1 

(12) Patent Application Publication (10) Pub. No.: US 2003/0000180 A1 
(19) United States 

Singer (43) Pub. Date: Jan. 2, 2003 

(54) VACUUM SEALER FOR A BAG 

(76) Inventor: Alec Singer, Western Cape (ZA) 

Correspondence Address: 
LADAS & PARRY 
26 WEST 61ST STREET 
NEW YORK, NY 10023 (US) 

Publication Classi?cation 

(51) Int. Cl? . B65B 31/00 
(52) U.S. c1. .............................................................. ..53/512 

(57) ABSTRACT 

A vacuum sealer is disclosed Which makes use of a ?exible 21 A l. N .: 10 182 415 
( ) pp 0 / ’ ?ap (24.2) secured along one of its edges to a base plate 
(22) PCT Filed. Feb 5 2001 (12.2). The base plate (12.2) on Which the bag (B) to be 

’ evacuated and sealed is placed has a vacuum port (16.2) in 
(86) PCT No; PCT/ZA01/00010 it so that air can be sucked out from betWeen the base plate 

(12.2) and ?ap (24.2). A groove (36.2) is provided in the 
(30) Foreign Application Priority Data base plate (12.2). This assists in keeping the bag mouth from 

being sucked shut before evacuation is complete. An anvil 
Feb. 4, 2000 (ZA) ........................................ .. 2000/0513 (26.2) and a sealer bar (14.2) form a Weld across the bag 

Dec. 13, 2000 (ZA) ........................................ .. 2000/7732 adjacent its open mouth after evacuation. 

4+ 36 
@515 I 3 5 . ) 

’Z_O . 
. , [5 
l / 

_ 4 

7 _ __ I v‘asqv r5 

---5~-___{*_- ’—‘-\ ,t/A .,0‘. ‘a’, 19 
l, ( :_\ \ M/e “?jfndvl 4', A 

w ‘L \ l: \_ ‘~~_ .-~----- ~_ ___-. _.__.___._——:I_ .- - 

L. 55 Z 
l/ a Q, 



Patent Application Publication Jan. 2, 2003 Sheet 1 0f 5 US 2003/0000180 A1 

2?- Hr 1o 



Patent Application Publication Jan. 2, 2003 Sheet 2 0f 5 US 2003/0000180 A1 



Patent Application Publication Jan. 2, 2003 Sheet 3 0f 5 US 2003/0000180 A1 



Patent Application Publication Jan. 2, 2003 Sheet 4 0f 5 US 2003/0000180 A1 



Patent Application Publication Jan. 2, 2003 Sheet 5 0f 5 US 2003/0000180 A1 

‘L3 (32" 
\ / 

kl/ 



US 2003/0000180 A1 

VACUUM SEALER FOR A BAG 

BACKGROUND TO THE INVENTION 

[0001] It is common practice to pack perishable goods in 
an evacuated bag of synthetic plastics material. There are 
tWo Widely used procedures for evacuating and then sealing 
a bag. In the ?rst procedure the packed but open bag is 
placed in a chamber With its open mouth lying on an anvil. 
The lid of the chamber is closed and this brings a heatable 
sealer bar into close proximity With the upper face of the 
bag. The chamber is evacuated and hence the bag ?attens. 
Once the pressure in the chamber has fallen to a pre-set 
pressure, the sealer bar moves doWn toWards the anvil. The 
bag is gripped betWeen the anvil and the sealer bar and then 
current is supplied to a Wire running along the sealer bar to 
Weld the tWo Walls of the bag together along a line adjacent 
the bag’s mouth. The sealer bar moves aWay from the bag 
and anvil, the pressure in the chamber is alloWed to rise to 
atmospheric and the lid is opened so that the evacuated and 
sealed bag can be removed from the chamber. 

[0002] This procedure is initiated by pressing a start 
button once the lid is closed and the procedure Which 
folloWs is fully automatic. 

[0003] Adisadvantage of this type of vacuum sealer is that 
the entire volume of the chamber must be evacuated regard 
less of the volume of the bag. 

[0004] The second common method employs a vacuum 
sealer Which has an anvil of resilient material and a sealer 
bar Which can be loWered to grip the mouth region of the bag 
betWeen itself and the anvil. Avacuum pipe passes betWeen 
the anvil and sealer bar and enters the bag. Pneumatic 
cylinders press the sealer bar against the anvil and the sealer 
bar itself presses the part of the pipe Which is betWeen the 
anvil and sealer bar into the resilient material of the anvil. 
The air in the bag is sucked out through the pipe. Thereafter 
the pipe is WithdraWn from the bag and from betWeen the 
anvil and the sealer bar. The space left by the pipe as it 
WithdraWs is immediately closed-up by the material of the 
anvil Which expands resiliently to ?ll the space and maintain 
the mouth of the bag sealed. 

[0005] PoWer is then applied to the resistance Wire of the 
sealer bar to Weld the tWo faces of the bag together and form 
the seal Which closes the bag. 

[0006] Unless care is taken to place the inlet end of the 
pipe close to the product being packed, the bag can be 
sucked onto the pipe inlet end. Once the pipe inlet end is 
obstructed the time taken to evacuate the bag increases and 
a poor vacuum is obtained, there usually being residual air 
left in the bag. 

[0007] In another form an internally ribbed bag is used, the 
ribbing being intended to provide a series of channels Which 
prevent the bag being sucked closed thereby inhibiting 
WithdraWal of air from the bag. Such bags are expensive and 
the vacuum sealers that they operate With cannot be used on 
inexpensive bags comprising tWo juxtaposed ?lms. 

[0008] The present invention seeks to provide a vacuum 
sealer Which does not have the disadvantages set out above. 

BRIEF DESCRIPTION OF THE INVENTION 

[0009] According to one aspect of the present invention 
there is provided a vacuum sealer Which comprises a base 
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plate onto Which a bag of synthetic plastics material to be 
evacuated and sealed can be placed, a ?exible ?ap Which can 
be displaced from a position in Which it lies on the base plate 
and a lifted position in Which it is clear of the base plate, a 
heating element for forming a seal to close the bag, and a 
port through Which a vacuum pump can be connected to the 
space betWeen the base plate and the loWered ?ap. 

[0010] According to a further aspect of the present inven 
tion there is provided a vacuum sealer Which comprises a 
base plate onto Which a bag to be evacuated and sealed can 
be placed, a port in said base plate for connection to a source 
of suction so that air can be draWn from above the base plate 
through said port, a ?exible ?ap having a raised position in 
Which it is clear of the base plate and a loWered position in 
Which it lies on the base plate to con?ne a bag receiving 
space betWeen itself and the base plate, elongate sealing 
means betWeen the ?ap and the base plate for forming an 
elongate Weld line across an evacuated bag to seal its mouth 
closed, and a groove in said base plate running transversely 
of said elongate means, said groove being in communication 
With said vacuum port. The base plate can have one or more 
grooves in it into Which the loWer ?lm of a bag being 
evacuated is sucked thereby to leave one or more channels 
betWeen said loWer ?lm and an upper ?lm of the bag. 

[0011] A separator in the form of a plate Which is ?xed 
along one edge can be provided, the separator being spaced 
from and overlying the base plate Whereby a bag can be 
positioned With one ?lm of the bag above the separator and 
beloW the ?ap, and the other ?lm of the bag betWeen the 
separator and the base plate and overlying the groove. 

[0012] Said sealing means is preferably an anvil carried on 
the underside of said ?ap and an electrically conductive Wire 
carried by said base. 

[0013] In a speci?ed form said Wire is carried by a sealer 
bar Which is in slot of said base plate, said bar being secured 
to a diaphragm Which divides a chamber into tWo compart 
ments, an upper compartment communicating With said 
groove through said slot and a loWer compartment being 
connectable selectively to a source of vacuum or to atmo 

sphere. 

[0014] In a preferred form the ?ap is ?xed along one edge 
and has a stiffening frame along its other edges. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0015] For a better understanding of the present invention, 
and to shoW hoW the same may be carried into effect, 
reference Will noW be made, by Way of example, to the 
accompanying draWings in Which:— 

[0016] FIG. 1 is a diagrammatic top plan vieW of a 
vacuum sealer; 

[0017] FIG. 2 is a side elevation of the vacuum sealer of 
FIG. 1 

[0018] FIG. 3 is a cross section shoWing a detail of a 
modi?ed form of a sealing structure; 

[0019] FIG. 4 is a diagrammatic section taken at right 
angles to the section of FIG. 3; 

[0020] FIG. 5 illustrates the Way in Which a bag and a 
groove co-operate; 
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[0021] FIG. 6 is a section similar to that of FIG. 2 and 
showing a further form of vacuum sealer; 

[0022] FIG. 7 is a section illustrating a further form of 
vacuum sealer; 

[0023] FIG. 8 is a diagrammatic section illustrating 
another form of vacuum sealer; 

[0024] FIG. 9 is a diagrammatic top plan vieW of the base 
plate and separator of the sealer of FIG. 8; 

[0025] FIGS. 10 and 11 shoW tWo Ways in Which the 
vacuum sealer of FIGS. 8 and 9 can be used; and 

[0026] FIG. 12 shoWs a modi?ed form of separator. 

DETAILED DESCRIPTION OF THE DRAWINGS 

[0027] The vacuum sealer 10 illustrated in FIGS. 1 and 2 
comprises a base plate 12 Which is rectangular in plan vieW 
and has a sealer bar 14 mounted on the top surface thereof. 
A port 16 is provided in the base plate 12, the port being 
connected to a vacuum pump (not shoWn) by a vacuum pipe 
(not shoWn). The poWer supply leads to the heating Wire 18 
of the sealer bar 14 pass through the base plate 12 from 
beloW and are diagrammatically shoWn at L. 

[0028] Along the rear edge of the base plate 12 ( the right 
hand edge in FIG. 2) there is a fastening strip 20 Which is 
secured to the base plate by a roW of fastening elements 22. 
One edge of a rectangular ?exible ?ap 24 of, for example, 
Neoprene is secured by the strip 20 and studs 22 to the base 
plate 12. 

[0029] The ?ap 24 is large enough to cover the entire area 
of the top surface of the base plate 12. An anvil 26 in the 
form of a “Te?on” strip is secured to the underside of the ?ap 
24. 

[0030] In use the ?ap 24 is lifted aWay from the base plate 
12 to the position shoWn in dotted lines in FIG. 2 to enable 
a packed bag B to be placed on the base plate. The bag B is 
closed along three sides and has an open mouth at M. The 
bag is placed so that the sealer bar 14 runs across the bag B 
parallel to, and adjacent, the open mouth M. 

[0031] The ?ap 24 is then pulled back to a position in 
Which it overlies the base plate 12 and the bag B lying on it. 
Because the ?ap 24 is ?exible it takes up a position in Which 
it closely folloWs the contours of the bag and its contents and 
lies against the base plate around the bag. The mouth region 
of the bag is noW trapped betWeen the sealer bar 14 and strip 
26. 

[0032] The vacuum pump is then actuated and air is draWn 
out of the thin space betWeen the top face of the base plate 
and the ?ap. Because the ?ap has been alloWed to fall onto 
the base plate and the ?lled bag and takes up a closely 
conforming shape, the volume of air trapped betWeen the 
?ap and the base plate is small. Thus evacuation of What 
little air there is a quick procedure thereby speeding up the 
cycle time. 

[0033] Once the bag has been evacuated the Wire 18 has 
current supplied there to heat it and form the seal. It Will be 
understood that atmospheric pressure presses the strip 26 
against the sealer bar and that the pneumatic cylinders 
conventionally used for this purpose are not required. 
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[0034] At the end of the pre-set period during Which the 
Wire 18 is supplied With current, the port 16 is opened to 
atmosphere to release the vacuum. The ?ap 24 can then be 
lifted to enable the evacuated and sealed bag to be removed 
and the next cycle started. 

[0035] Experimental Work has shoWn that it is possible in 
some circumstances for the mouth of the bag to be sucked 
closed at the beginning of air evacuation thereby trapping air 
in the bag and resulting in a poor vacuum. To avoid this a bar 
28 can span across the base plate betWeen the ?ap 24 and the 
base plate. The bar 30, in the upper position illustrated, 
prevents the ?ap pressing doWn on the mouth region of the 
bag and closing it prematurely. Just before the end of the 
evacuation portion of the sealing cycle the bar 28 moves to 
the loWer position illustrated in dotted lines in FIG. 2 and 
the ?ap 24 is sucked doWn onto the bag. 

[0036] In FIG. 2 the ?ap 24 is shoWn as deforming to a 
curving shape When it is in the lifted position (shoWn in 
dotted lines). This simple form can be used if the ?ap and 
base are relatively large compared With the dimensions of 
the bag. Even though the bag underneath the ?ap deforms it 
the edges of the ?ap still fall ?at on the base plate. HoWever, 
if the bag is relatively large compared With the ?ap and base 
plate, then the distortions caused by the bag can reach the 
edge of the ?ap as ridges. The gap beloW the ridges prevent 
sealing taking place. To prevent this a frame 30 can be 
provided. This extends along the three sides of the ?ap 24 
Which are not connected to the strip 20. The part of the frame 
30 Which is parallel to the strip 20 is shoWn on the left hand 
side of FIG. 2. 

[0037] In the sealing structure of FIGS. 3 and 4 the sealer 
bar 14 is secured to one side of a diaphragm 32. The 
diaphragm 32 divides a chamber 34 into tWo compartments 
35.1 and 35.2. The compartment 35.1 communicates With 
the space under the ?ap 24 and the compartment 35.2 is 
connected to the suction side of the pump. The heating Wire 
18 runs along the bar 14. The shape of the diaphragm is such 
that it adopts the illustrated position in Which the sealer bar 
14 is loWered When the pressures in the compartments 35.1, 
35.2 are the same. 

[0038] The base plate 12 is formed With at least one 
groove 36 Which extends the full Width of the base plate 
from the port 16 to a position close to that edge of the base 
plate Which is remote from strip 20. There can be a number 
of parallel grooves 36. 

[0039] In FIGS. 1 and 2 the anvil 26 is on the underside 
of the ?ap 24. In FIGS. 3 and 4 the anvil 26.1 in the form 
of a strip is mounted on tWo columns 38 (see FIG. 4), the 
columns 38 being in sockets 40 of the base plate. Springs 42 
push the columns 38 and anvil 26 upWardly. 

[0040] The base plate 12 has a thicker edge Zone Which 
provides a raised platform 44. The bar 14 is in a slot 46 
Which opens through the top surface of the platform 44. The 
compartment 35.1 communicates With the groove through 
the slot 46. 

[0041] When the vacuum cycle starts, both compartments 
34.1 and 34.2 are evacuated. The diaphragm 32 holds the 
sealer bar 14 in the retracted position shoWn. At the end of 
the evacuation cycle the compartment 34.2 is connected to 
atmosphere so that the sealer bar 14 is pushed up against the 
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underside of the bag. Sealing then takes place by feeding 
current to the Wire 18 to heat it. The vacuum under the ?ap 
24 is then released. 

[0042] If reference is made to FIG. 5 this diagrammati 
cally illustrates the groove 36, a ?lm F1 constituting the 
loWer Wall of the bag, and a ?lm F2 constituting the upper 
Wall of the bag. Experimental Work has shoWn that the loWer 
?lm F1 is sucked into the groove 36 as diagrammatically 
illustrated. The ?lm F1 stretches someWhat and shifts some 
What With respect to ?lm F2. Because the ?ap 24 presses on 
?lm F2, the ?lm F2 has less freedom of movement than ?lm 
F1. Hence it tends not to folloW ?lm F1 into the groove(s) 
and thus one or more channels C remain Which run to the 
bottom of the bag. Thus the bag ?lms F1 and F2 do not suck 
into such close proximity as to close-off the bag leaving air 
trapped inside. 

[0043] To enable bags of greater volume to be handled, the 
part of the base plate Which is to the right of the platform 44 
can be in the form of a resiliently ?exible sheet. A ?lled bag 
placed on it creates a depression in the sheet in Which the bag 
lies. Thus only a part of the bag protrudes above the level of 
the ?exible sheet, and this reduces the siZe of the hump that 
must be created in the ?ap 24 When it is loWered onto the 
bag. 
[0044] Turning noW to FIG. 6, the vacuum sealer illus 
trated comprises many features Which are also found in the 
sealers of FIGS. 1 to 5. Where applicable the same reference 
numerals have been used With the addition of the suf?x 
“0.1”. 

[0045] In this form there is a hinge 48 one leaf of Which 
is mounted on the strip 20.1 and the other leaf of Which is 
mounted on a plate 50. The sealing Wire 18.1 is mounted on 
the underside of the plate 50. 

[0046] The ?ap 24.1 in this form does not overlie the 
entire bag but only extends a short Way beyond the free edge 
of the plate 50. The advantage of this form is that the 
contents of the bag can be seen, and collapse of the bag as 
it evacuates can be Watched. The ?ap 24.1 extends the full 
Width of the plate 12.1, or across suf?cient of the Width of 
the plate to cover the entire bag. If a visible bag is not a 
required feature then the ?ap 24.1 can extend over the Whole 
area of the base plate. 

[0047] The groove 26.1 ensures that a passageWay into the 
bag is maintained open during evacuation there to ensure 
that the bag is totally evacuated. The sequence of operations 
is as described above in relation to FIGS. 1 and 2. 

[0048] A gripping handle, shoWn diagrammatically at 52, 
can be provided for lifting the plate 50 and hence the ?ap 
24.1. 

[0049] As the ?ap 24.1 does not extend over the ?lled part 
of the bag, it does not require a frame around three of its 
edges. 

[0050] The vacuum sealer of FIG. 7 differs from that of 
FIG. 6 in that the ?ap, designated 24.2, covers the entire 
area of the base plate, designated 12.2, and is carried by a 
rectangular frame 54. In this form the plate 50.2 is ?xed to 
the strip 20.2 and not connected to it-by a hinge. The frame 
is mounted so that it can pivot, as shoWn by the arroWs A, 
to lift the ?ap 24.2 aWay from the base plate 12.2. The frame 
54 can be ?xed to the underside of a dome-like cover 56 
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Which is provided purely for aesthetic purposes. It Will be 
understood that only the space under the ?ap 24.2 is evacu 
ated and not the space, under the cover 56. The frame 54 
ensures that all three unattached edges of the ?ap 24.2 lie ?at 
on the base plate 12.2. 

[0051] In FIGS. 8 and 9 parts Which are also found in 
earlier Figures have been designated With like reference 
numerals With the addition of the suf?x “0.3”. 

[0052] In this form a separator 58 in the form of a thin 
plate having a castellated edge (FIG. 9) to provide ?ngers 60 
is mounted on a strip 62 Which is close to the strip 20.3. 
Once the ?ap 24.3 has been lifted, the separator 58 is 
inserted into the bag by sliding the bag to the left as shoWn 
in FIG. 8. This separates the bottom ?lm F1 from the top 
?lm F2 and holds the mouth of the bag open. When vacuum 
is applied to the space under the ?ap 24.3 via the port 16.3, 
the ?lm Fl is sucked into the groove 28.3. 

[0053] As Will be seen from FIG. 9, there are vacuum 
ports 62 in addition to the port 16.3. Vacuum applied via 
these ports sucks the loWer ?lm F2 against the base plate 
12.3 and prevents inadvertent movement of the bag. 

[0054] As shoWn in FIGS. 8 and 9, the separator 58 is 
intended to be inserted into the bag to separate the ?lms F1 
and F2. HoWever, experimental Work has shoWn that even if 
both ?lms F1, F2 of the bag are inserted beloW the separator 
(see FIG. 11) satisfactory evacuation and sealing occurs. 

[0055] The ?ap 24.3 in FIGS. 8 and 9 does not require a 
frame as it does not cover the ?lled part of the bag. 

[0056] In the form of FIG. 12 there is a protrusion 64 
running from front to rear on the separator 58. This protru 
sion 64 presses the ?lm F2, or both ?lms F1 and F2, into the 
groove 28.3. The dimensions of the protrusion 64 are 
insufficient to hold the ?lms F1, F2 in face-to-face contact 
and close off the passageWay leading into the bag. 

1. A vacuum sealer Which comprises a base plate onto 
Which a bag of synthetic plastics material to be evacuated 
and sealed can be placed, a ?exible ?ap Which can be 
displaced betWeen a loWered position in Which it lies on the 
base plate and a lifted position in Which it is clear of the base 
plate, a heating element for forming a seal to close the bag, 
and a port through Which a source of suction can be 
connected to the space betWeen the base plate and the 
loWered ?ap. 

2. Avacuum sealer according to claim 1, Wherein the base 
plate has one or more grooves in it into Which the loWer ?lm 
of a bag being evacuated is sucked thereby to leave one or 
more channels betWeen said loWer ?lm and an upper ?lm of 
the bag. 

3. A vacuum sealer Which comprises a base plate onto 
Which a bag to be evacuated and sealed can be placed, a port 
in said base plate for connection to a source of suction so that 
air can be draWn from above the base plate through said port, 
a ?exible ?ap having a raised position in Which it is clear of 
the base plate and a loWered position in Which it lies on the 
base plate to con?ne a bag receiving space betWeen itself 
and the base plate, elongate sealing means betWeen the ?ap 
and the base plate for forming an elongate Weld line across 
an evacuated bag to seal its mouth closed, and a groove in 
said base plate running transversely of said elongate means, 
said groove being in communication With said vacuum port. 
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4. A vacuum sealer as claimed in claim 3, and including 
a plurality spaced apart parallel grooves in said base plate. 

5. A vacuum sealer as claimed in claim 3 or 4 and 

including a separator in the form of a plate Which is ?xed 
along one edge, the separator being spaced from and over 
lying the base plate Whereby a bag can be positioned With 
one ?lm of the bag above the separator and beloW the ?ap, 
and the other ?lm of the bag betWeen the separator and the 
base plate and overlying the groove. 

6. A vacuum sealer as claimed in claim 3, Wherein said 
sealing means comprises an anvil carried on the underside of 
said ?ap and an electrically conductive Wire carried by said 
base. 
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7. A vacuum sealer as claimed in claim 6, Wherein said 
Wire is carried by a sealer bar Which is in slot of said base 
plate, said bar being secured to a diaphragm Which divides 
a chamber into tWo compartments, an upper compartment 
communicating With said groove through said slot and a 
loWer compartment being connectable selectively to a 
source of vacuum or to atmosphere. 

8. Avacuum sealer as claimed in claim 1, Wherein the ?ap 
is ?Xed along one of its edges and has a stiffening frame 
along its other edges. 

9. Avacuum sealer as claimed in claim 3, Wherein the-?ap 
is ?Xed along one of its edges and has a stiffening frame 
along its other edges. 

* * * * * 


