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METHOD FOR FILLING RECESSED 
MICRO-STRUCTURES WITH METALLIZATION 

IN THE PRODUCTION OF A MICROELECTRONIC 
DEVICE 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

[0001] Not Applicable 

STATEMENT REGARDING FEDERALLY 
SPONSORED RESEARCH OR DEVELOPMENT 

[0002] Not Applicable 

BACKGROUND OF THE INVENTION 

[0003] In the production of semiconductor integrated cir 
cuits and other microelectronic articles from semiconductor 
Wafers, it is often necessary to provide multiple metal layers 
on a substrate to serve as interconnect metalliZation Which 

electrically connects the various devices on the integrated 
circuit to one another. Traditionally, aluminum has been 
used for such interconnects, hoWever, it is noW recognized 
that copper metalliZation may be preferable. 

[0004] Modern semiconductor manufacturing processes, 
especially those used for advanced logic devices, make use 
of multiple layers of metal interconnects. As the length of 
metal interconnects increases and the cross-sectional area 
and spacing betWeen them decreases, the RC delay caused 
by the interconnect Wiring also increases. With the drive 
toWard decreasing interconnect siZe and the increasing 
demands placed on the interconnects, the current aluminum 
interconnect technology becomes de?cient. Copper inter 
connects can help alleviate many of the problems experi 
enced in connection With the current aluminum technology. 

[0005] In vieW of the limitations of aluminum interconnect 
technology, the industry has sought to use copper as the 
interconnect metalliZation by using a damascene and/or 
patterned plating electroplating process Where holes, more 
commonly called vias, trenches and other recesses are used 
to produce the desired copper patterns. In the damascene 
process, the Wafer is ?rst provided With a metallic seed layer 
and barrier/adhesion layer Which are disposed over a dielec 
tric layer into Which trenches are formed. The seed layer is 
used to conduct electrical current during a subsequent metal 
electroplating step. Preferably, the seed layer is a very thin 
layer of metal Which can be applied using one of several 
processes. For example, the seed layer of metal can be laid 
doWn using physical vapor deposition or chemical vapor 
deposition processes to produce a layer on the order of 1000 
angstroms thick. The seed layer can also be formed of 
copper, gold, nickel, palladium, and most or all other metals. 
The seed layer is formed over a surface Which is convoluted 
by the presence of the trenches, or other device features, 
Which are recessed into the dielectric substrate. 

[0006] In single damascene processes using electroplat 
ing, a process employing tWo electroplating operations is 
generally employed. First, a copper layer is electroplated 
onto the seed layer in the form of a blanket layer. The 
blanket layer is plated to an extent Which-forms an overlying 
layer, With the goal of completely providing a copper layer 
that ?lls the trenches that are used to form the horiZontal 
interconnect Wiring in the dielectric substrate. The ?rst 
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blanket layer is then subject, for example, to a chemical 
mechanical polish step in Which the portions of the layer 
extending above the trenches are removed, leaving only the 
trenches ?lled With copper. A further dielectric layer is then 
provided to cover the Wafer surface and recessed vias are 
formed in the further dielectric layer. The recessed vias are 
disposed to overlie certain of the ?lled trenches. A further 
seed layer is applied and a further electroplated copper 
blanket layer is provided that extends over the surface of the 
further dielectric layer and ?lls the vias. Again, copper 
extending above the level of the vias is removed using, for 
example, chemical mechanical polishing techniques. The 
vias thus provide a vertical connection betWeen the original 
horiZontal interconnect layer and a subsequently applied 
horiZontal interconnect layer. Electrochemical deposition of 
copper ?lms has thus become an important process step in 
the manufacturing of high-performance microelectronic 
products. 
[0007] Alternatively, the trenches and vias may be etched 
in the dielectric at the same time in What is commonly called 
a “dual damascene” process. These features are then pro 
cessed, as above, With barrier layer, seed layer and ?ll/ 
blanket layer Which ?lls the trenches and vias disposed at the 
bottoms of the trenches at the same time. The excess 
material is then polished, as above, to produce inlaid con 
ductors. 

[0008] The electrical properties of the copper metalliZa 
tion are important to the performance of the associated 
microelectronic device. Such devices may fail if the copper 
metalliZation exhibits excessive electromigration that ulti 
mately results in an open circuit condition in one or more of 
the metalliZation structures. One factor that has a very large 
in?uence on the electromigration resistance of sub-micron 
metal lines is the grain siZe of the deposited metal. This is 
because grain boundary migration occurs With a much loWer 
activation energy than trans-granular migration. 

[0009] To achieve the desired electrical characteristics for 
the copper metalliZation, the grain structure of each depos 
ited blanket layer is altered through an annealing process. 
This annealing process is traditionally thought to require the 
performance of a separate processing step at Which the 
semiconductor Wafer is subject to an elevated temperature of 
about 400 degrees Celsius. 

[0010] The present inventors have recogniZed substantial 
improvements over the foregoing processes employing the 
elevated temperature annealing. To this end, the present 
inventors have disclosed herein a process for ?lling vias, 
trenches, and the like using an electrochemical metal depo 
sition process that does not require a subsequent elevated 
temperature annealing step or, in the alternative, that uses a 
subsequent elevated temperature annealing process that 
takes place at temperatures that are traditionally used in the 
copper metalliZation process and are compatible With loW 
temperature semiconductor processing. 

BRIEF SUMMARY OF THE INVENTION 

[0011] A method for ?lling recessed micro-structures at a 
surface of a semiconductor Wafer With metalliZation is set 
forth. In accordance With the method, a layer is deposited 
into the micro-structures With a process, such as an electro 
plating process, that generates grains that are suf?ciently 
small so as to substantially ?ll the recessed micro-structures. 
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The deposited metal is subsequently subjected to an anneal 
ing process at a temperature below about 100 degrees 
Celsius, and may even take place at ambient room tempera 
ture. 

[0012] One embodiment of the method comprises provid 
ing a semiconductor Wafer With a feature that is to be 
connected With copper metalliZation. At least one dielectric 
layer is applied over a surface of the semiconductor Wafer 
including the feature. Recessed micro-structures are then 
provided in the at least one dielectric layer. A surface of the 
Wafer, including the recessed micro-structures, is provided 
With barrier/adhesion layer and a seed layer for subsequent 
electrochemical copper deposition. Copper metalliZation is 
electrochemically deposited on the surface of the Wafer to 
substantially ?ll the recessed micro-structures. The present 
inventors have found that such an electrochemically depos 
ited layer may be annealed at temperatures that are substan 
tially loWer than the temperatures typically thought neces 
sary for such annealing. Various methods are set forth that 
take advantage of this ?nding. 

[0013] In a further embodiment of the disclosed method, 
the electrochemically deposited copper layer is alloWed to 
self-anneal at ambient room temperature for a predetermined 
period of time before removing copper metalliZation from 
the surface of the Wafer that eXtends beyond the recessed 
features. 

[0014] In accordance With a still further embodiment of 
the disclosed method, subsequent Wafer processing, includ 
ing removal of selected areas of the copper metalliZation, 
takes place Without an intermediate elevated temperature 
annealing step and may, for eXample, take place before 
self-annealing is alloWed to occur. 

[0015] In accordance With a still further embodiment of 
the method, the electrochemically deposited copper is sub 
ject to an elevated temperature annealing process. HoWever, 
that annealing process takes place at a temperature beloW 
about 100 degrees Celsius or at a temperature beloW Which 
an applied loW-K dielectric layer suffers degradation in its 
mechanical and electrical properties 

BRIEF DESCRIPTION OF THE SEVERAL 
VIEWS OF THE DRAWINGS 

[0016] FIG. 1 illustrates one embodiment of a plating 
apparatus that may be used to apply an electrochemically 
deposited copper metalliZation layer to the surface of a 
semiconductor Wafer in accordance With the disclosed meth 
ods. 

[0017] FIGS. 2A-2G illustrate the various steps used in 
one embodiment of the disclosed method. 

[0018] FIG. 3 is a graph shoWing the sheet resistance of 
an electrochemically deposited layer that has been deposited 
in accordance With the disclosed method as a function of 
time. 

[0019] FIGS. 4 and 5 are graphs of various X-ray scanning 
parameters associated With an electrochemically deposited 
layer that has been deposited in accordance With the dis 
closed method. 
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DETAILED DESCRIPTION OF THE 
INVENTION 

[0020] FIG. 1 shoWs various components of a processing 
station 10 suitable for electroplating a metal, such as copper, 
onto a semiconductor Wafer in accordance With the disclosed 
method. The tWo principal parts of processing station 10 are 
a processing head, shoWn generally at 15, and an electro 
plating boWl assembly 20. It Will be recogniZed, hoWever, 
that a Wide variety of processing station con?gurations may 
be used to implement the disclosed method and that the 
speci?c construction of the station 10 is merely exemplary. 
To this end, such a processing station may merely comprise 
an anode, one or more Wafer contacts to render the Wafer a 

cathode, a plating chamber having a plating bath that con 
tacts both the Wafer and the anode, and a source of plating 
poWer. Various con?gurations of these elements may be 
employed. 
[0021] As shoWn in FIG. 1, the electroplating boWl 
assembly 20 includes a cup assembly 25 Which is disposed 
Within a reservoir container 30. Cup assembly 25 includes a 
?uid cup portion 35 holding the chemistry for the electro 
plating process. The cup assembly of the illustrated embodi 
ment also has a depending skirt 40 Which extends beloW the 
cup bottom 45 and may have ?utes open therethrough for 
?uid communication and release of any gas that might 
collect as the chamber of the reservoir assembly beloW ?lls 
With liquid. The cup is preferably made from polypropylene 
or other suitable material. 

[0022] A loWer opening in the bottom Wall of the cup 
assembly 25 is connected to a polypropylene riser tube 50 
Which, for eXample, is adjustable in height relative thereto 
by a threaded connection. A ?rst end of the riser tube 50 is 
secured to the rear portion of an anode shield 55 Which 
supports anode 60. A ?uid inlet line 165 is disposed Within 
the riser tube 50. Both the riser tube 50 and the ?uid inlet 
line are secured With the processing boWl assembly 20 by a 
?tting 70. The ?tting 70 can accommodate height adjustment 
of both the riser tube and line 65. As such, the connection 
betWeen the ?tting 70 and the riser tube 50 facilitates vertical 
adjustment of the anode position. The inlet line 65 is 
preferably made from a conductive material, such as tita 
nium, and is used to conduct electrical current to the anode 
60, as Well as supply ?uid to the cup. 

[0023] Process ?uid is provided to the cup through ?uid 
inlet line 65 and proceeds therefrom through ?uid inlet 
openings 75. Plating ?uid then ?lls the chamber 35 through 
openings 75 as supplied by a plating ?uid pump (not shoWn) 
or other suitable supply. 

[0024] The upper edge of the cup sideWall 80 forms a Weir 
Which limits the level of electroplating solution Within the 
cup. This level is chosen so that only the bottom surface of 
Wafer W is contacted by the electroplating solution. EXcess 
solution pours over this top edge surface into an over?oW 
chamber 85. 

[0025] The out?oW liquid from chamber 85 is preferably 
returned to a suitable reservoir. The liquid can then be 
treated With additional plating chemicals or other constitu 
ents of the plating or other process liquid and used again. 

[0026] In preferred use of the apparatus for electroplating, 
the anode 60 is a consumable anode used in connection With 
the plating of copper or other metals onto semiconductor 
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materials. The speci?c anode may alternatively be an inert 
anode, the anode used in station 10 varying depending upon 
the speci?cs of the plating liquid and process being used. 

[0027] The embodiment of the station shoWn in FIG. 1 
also employs a diffuser plate 90 Which is disposed above the 
anode 60 for providing a more even distribution of the ?oW 
of the ?uid plating bath across the surface of Wafer W. Fluid 
passages are provided over all or a portion of the diffuser 
plate 90 to alloW ?uid communication therethrough. The 
height of the diffuser plate Within the cup assembly may be 
adjustable using height adjustment mechanisms 95. 

[0028] The anode shield 55 is secured to the underside of 
the consumable anode 60 using anode shield fasteners 100 
to prevent direct impingement by the plating solution as the 
solution passes into the processing chamber 35. The anode 
shield 55 and anode shield fasteners 100 are preferably made 
from a dielectric material, such as polyvinylidene ?uoride or 
polypropylene. The anode shield serves to electrically iso 
late and physically protect the backside of the anode. 

[0029] The processing head 15 holds a Wafer W Within the 
processing chamber 35. In the disclosed embodiment of 
station 10, the head 15 is constructed to rotate the Wafer W 
Within chamber 35. To this end, the processing head 15 
includes a rotor assembly 150 having a plurality of Wafer 
engaging contact ?ngers 105 that hold the Wafer against 
features of the rotor. Fingers 105 are preferably adapted to 
conduct current betWeen the Wafer and a plating electrical 
poWer supply and may be constructed in accordance With 
various con?gurations. 

[0030] The processing head 15 is supported by an head 
operator 115. Head operator 115 includes an upper portion 
120 Which is adjustable in elevation to alloW height adjust 
ment of the processing head. Head operator 115 also has a 
head connection shaft 125 Which is operable to pivot about 
a horiZontal pivot axis 130. Pivotal action of the processing 
head using operator 115 alloWs the processing head to be 
placed in an open or face-up position (not shoWn) for 
loading and unloading Wafer W. FIG. 1 illustrates the 
processing head pivoted into a face-doWn position in prepa 
ration for processing. It Will be recogniZed that such ?ipping 
of the Wafer is not necessary to the performance of the 
disclosed methods. 

[0031] FIGS. 2A-2G illustrate one method of ?lling a 
trench and via formed on the surface of a semiconductor 
Wafer Wherein the electrochemically deposited copper layer 
may be applied using the apparatus described in connection 
With FIG. 1. FIG. 2A illustrates a base 400 having an area 
405 Which is to be connected by copper metalliZation. In 
FIG. 2B a layer 410 of dielectric material, such as silicon 
dioxide or a loW-K dielectric material, is deposited over the 
base 400 including over area 405. Through a photoresist 
process and reactive ion etch or the like, selective portions 
of layer 410 are removed to form, for example, a trench 415 
and via 420 into Which copper metalliZation is to be depos 
ited. The end structure is shoWn in the perspective vieW of 
FIG. 2C Wherein the via 420 overlies connection area 405 
and trench 415 overlies via 420. Connection area 405 may 
be, for example, a metalliZation feature above the substrate. 

[0032] As shoWn in FIG. 2D, a barrier layer 423 and seed 
layer 425 may be disposed on the surface of dielectric layer 
410. The barrier layer may be, for example, tantalum or 
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titanium nitride. The barrier layer 423 is typically used When 
the structure 405 is susceptible to contamination from cop 
per or the seed layer metal, and/or When the seed layer metal 
or copper may readily migrate through the dielectric layer 
410 and contaminate other portions of the microelectronic 
circuit. As such, barrier layer 423 should be suf?ciently thick 
along the contour of the trenches and vias to act as a 
diffusion barrier. Layer 423 may also function as an adhe 
sion layer to facilitate binding betWeen the seed layer 425 
and the dielectric 410. If, hoWever, the structure 405 is not 
susceptible to such contamination, there is suf?cient adhe 
sion, and the dielectric layer 410 itself acts as a barrier layer, 
then a separate barrier layer 423 may not be necessary. The 
seed layer 425 may, for example, be a copper layer or other 
conductive metal layer and is preferably at least 200 Ang 
stroms thick at its thinnest point. SideWalls 430 of the trench 
415 and via 420 as Well as the bottom of via 420 should be 
covered by the seed layer 425 and barrier layer 423 to 
facilitate a subsequent electrochemical copper deposition 
step. The seed layer 425 may be deposited through, for 
example, a CVD or PVD process. 

[0033] The semiconductor Wafer With the seed layer 425 is 
subject to a subsequent electrochemical copper deposition 
process. The electrochemical copper deposition process is 
executed so as to form numerous nucleation sites for the 
copper deposition to thereby form grain siZes that are 
substantially smaller than the characteristic dimensions of 
the via 420 and trench 415. An exemplary structure having 
such characteristics is illustrated in FIG. 4E Wherein layer 
440 is a layer of copper metalliZation that has been deposited 
using an electrochemical deposition process. 

[0034] As shoWn in FIG. 2E, the copper metalliZation 440 
formed in the electrochemical deposition process is depos 
ited over the seed layer 425 and extends a distance above the 
surface of dielectric layer 410. Since the only features that 
are to contain the metalliZation are the via 420 and trench 
415, excess copper above the dielectric layer 410 must be 
removed. Removal of the excess copper above the upper 
surface of the dielectric layer 410 may be executed using a 
chemical mechanical polish technique. An exemplary struc 
ture in Which such removal has taken place is illustrated in 
FIG. 2F. After such removal, a capping barrier layer 445 
may be disposed, for example, over the entire surface of the 
Wafer, or the processes set forth in FIGS. 2A-2F may be 
repeated Without a capping barrier layer 445 Whereby the 
trench 415, noW ?lled With copper metalliZation, corre 
sponds to the structure 405 that further copper metalliZation 
is to contact. 

[0035] A comparison betWeen FIGS. 4E and 4F reveals 
that an increase in the grain siZe of the copper layer 440 has 
taken place. Traditionally, the change in the grain siZe has 
been forced through an annealing process. In such an 
annealing process, the Wafer is subject to an elevated tem 
perature that is substantially above the ambient temperature 
conditions normally found in a clean room. For example, 
such annealing usually takes place in a furnace having a 
temperature generally around or slightly beloW 400 degrees 
Celsius, or about half of the melting temperature of the 
electrodeposited copper. Annealing steps are normally per 
formed at a temperature of at least 25 percent of the melting 
point temperature of the material as measured on an absolute 
temperature scale. As such, a separate annealing step is 
performed on the Wafer using a separate piece of capital 
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equipment. Such an annealing step is usually performed for 
each layer of metalliZation that is deposited on the Wafer. 
These additional steps increase the cost of manufacturing 
devices from the Wafer and, further, provide yet another step 
in Which the Wafer may be mishandled, contaminated, or 
otherWise damaged. 

[0036] Absent such an annealing step, the traditional vieW 
is that the substantial number of grains per given volume in 
such sub-micron structures signi?cantly decreases the elec 
tromigration resistance of the metal lines that are produced 
and gives the material a higher resistivity. This is due to the 
fact that grain boundary migration occurs With a much loWer 
activation energy than trans-granular migration. As such, 
conventional Wisdom dictates that a separate annealing step 
is required. 

[0037] The present inventors have found that such a 
separate annealing step in Which the electrochemically 
deposited copper is subject to a subsequent high temperature 
annealing process (e. g., at about 400 degrees Celsius) is not, 
in fact, necessary. Rather, electrochemically deposited cop 
per metalliZation having grain siZes substantially smaller 
than the sub-micron structures that they ?ll may be subject 
to an annealing process in Which the annealing of the copper 
metalliZation takes place at, for example, room temperature 
or at temperatures substantially beloW 400 degrees Celsius 
Where the annealing process is more easily controlled and 
throughput is increased. 

[0038] In accordance With one embodiment of the dis 
closed method, the electrochemical deposition of the copper 
layer 440 takes place in the apparatus set forth in FIG. 1. 
The processing chamber 110 is con?gured so that the top of 
the diffuser 90 is approximately betWeen 0.5 cm-5 cm 
(preferably 2.0 cm) from the top of the cup 25. The distance 
betWeen the top of the diffuser 90 and the top of the anode 
60 is betWeen 0.5 cm-10 cm (preferably 1.6 cm) but alWays 
greater than the diffuser to cup distance. 

[0039] The electrochemical plating solution may be 
Enthone-OMI Cu Bath M Make-up Solution having 67 g/l of 
CuSO4, 170 g/l of H2SO4, and 70 ppm of HCl. The additive 
solutions utiliZed may be Enthone-OMI Cu Bath M-D (6.4 
ml/l-make-up) and Enthone-OMI Cu Bath M LO 70/30 
Special (1.6 ml/l make-up). The How rate through the cup 25 
of this solution may be approximately 1.0-10 GPM (pref 
erably 5.5 GPM) and the plating temperature may be 
betWeen about 10-40 degrees Celsius (preferably 25 degrees 
Celsius). The plating bath could alternatively contain any of 
a number of additives from manufacturers such as Shipley 
(Electroposit 1100), Lea Ronal (Copper Gleam PPR), or 
polyethylene glycol (PEG). 
[0040] The electrochemical process of the disclosed 
embodiment may be used to electroplate a copper metalli 
Zation layer onto the Wafer at a thickness suf?cient to at least 
?ll the trenches and/or vias. Generally stated, the embodi 
ment disclosed herein may be divided into ?ve sub-pro 
cesses. A dWell (pre-plate) sub-process takes place When the 
Wafer is ?rst introduced to the electroplating bath. At that 
time, no plating current is provided. Rather, the surface of 
the Wafer that is to be plated is exposed to the plating bath 
for a predetermined period of time Without plating poWer, 
such as for ?ve seconds. 

[0041] After the dWell cycle, a loW current initiation 
sub-process may ensue. During the loW current initiation 

Mar. 6, 2003 

sub-process, a loW plating current is provided betWeen the 
anode and the Wafer. In accordance With the disclosed 
embodiment, a direct current With a current density of 
approximately 3.2 mA/cm2 is utiliZed. The loW current 
process may proceed, for example, for a predetermined 
period of time such as 30 seconds. 

[0042] After the loW current initiation sub-process is com 
pleted, a high current plating sub-process is initiated. It is 
during this sub-process that a majority of the copper is plated 
onto the Wafer. During this step, a high plating current is 
provided for the electroplating operations. The plating 
Waveform may be a constant voltage or current, a forWard 
only pulsed voltage or current, or a forWard and reverse 
voltage or current. In accordance With the disclosed embodi 
ment, and average cathode current density of approximately 
20 mA/cm2 is used With a current Waveform that is direct 
current, forWard pulsed, or reverse pulsed. Preferably a 
direct current or forWard only pulsed current is utiliZed With 
a frequency betWeen 1 and 1000 HZ. More preferably, the 
frequency is betWeen 5 and 20 HZ, With a duty cycle betWeen 
50 percent and 95 percent. More preferably, the duty cycle 
is betWeen 65 percent and 85 percent. The time duration of 
the high current plating sub-process is dependent on the 
nominal thickness of the copper metalliZation layer that is to 
be applied to the Wafer. For a copper metalliZation layer 
having a nominal thickness of 1.5 microns, the high current 
sub-process proceeds for approximately three minutes and 
40 seconds. During both the loW current initiation and high 
current plating sub-processes, the Wafer is preferably spun 
on the rotor at a rate of betWeen about 1-100 rpm (preferably 
20 rpm). 

[0043] Once the desired amount of copper has been plated 
onto the Wafer, the Wafer is lifted from contact With the 
plating solution. This process takes approximately tWo sec 
onds, after Which the Wafer is spun on the rotor to remove 
the plating solution. For example, the Wafer may be spun at 
200-2000 rpm (preferably 500 rpm) for a time period of ?ve 
seconds to remove the majority of the electroplating solution 
from the surface of the Wafer. Subsequent rinsing and drying 
steps may be executed on the Wafer in, for example, other 
processing chambers dedicated to such functions. 

[0044] The foregoing process generates nucleation sites, 
grain groWth mechanisms, and copper grain siZes that are 
suf?ciently small so as to ?ll trenches and vias With Widths 
as loW or less than 0.3 micron and aspect ratios greater than 
4-to-1. Initial grain siZe may be varied depending upon the 
plating Waveform used and/or the additives used in the 
plating solution. Despite the small copper grain siZe that 
results from these processes, the resulting copper metalli 
Zation layer may be annealed at substantially loWer tem 
peratures than traditionally suggested to form substantially 
larger copper grains thereby providing the copper With 
enhanced electrical characteristics When compared to copper 
deposition processes that do not promote self-annealing. 

[0045] FIGS. 3-5 are derived from experimental data 
obtained by the present inventors on tWo different Wafers 
shoWing that copper metalliZation deposited in a process in 
Which the initial grain siZe of the copper crystals is suf? 
ciently small so as to ?ll sub-micron dimension trenches and 
vias undergoes a self-annealing process at room tempera 
ture. FIG. 3 is a graph of the sheet resistance, Rs, over time 
of a 1.5 micron copper ?lm deposited in the manner stated 
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above. As illustrated, the sheet resistance begins to decrease 
approximately eight hours after the copper metalliZation has 
been electrochemically deposited on the Wafer. After about 
20 hours, a substantial decrease in the sheet resistance takes 
place until, ultimately, the sheet resistance is stabiliZed at a 
time betWeen 40 and 80 hours after the deposition. Such 
measurements Were made using a 4-point probe such as a 
PrometriX RS30. 

[0046] FIGS. 4 and 5 relate to X-ray diffraction scanning 
of the electrochemically deposited copper layer. With 
respect to FIG. 4, the area under each curve is proportional 
to the volume of the copper ?lm With crystals having their 
[111] crystal plane directions perpendicular to the plane of 
the exposed surface of the copper layer. As illustrated, line 
510 represents the measurements taken immediately after 
the copper metalliZation layer Was deposited onto the Wafer. 
Line 520 represents the measurements taken hours after the 
metalliZation layer Was deposited. A comparison betWeen 
the curves represented by lines 510 and 520 indicates that 
the number of re-oriented crystals has increased over time. 

[0047] In the Rocking Curves of FIG. 5, line 530 repre 
sents the Rocking Curve of the copper metalliZation layer 
immediately after it has been deposited on the Wafer, While 
line 540 represents the Rocking Curve of the copper met 
alliZation layer hours after it has been deposited. The Width 
of the curve designated by line 530 at half its height, When 
compared to that of the curve designated by line 540, 
indicates that the copper crystals are becoming more aligned 
and that the grain siZes of the copper crystals have increased. 

[0048] Pursuant to the foregoing ?ndings, one embodi 
ment of the present method requires that the copper metal 
liZation be alloWed to self-anneal for a predetermined period 
of time prior to chemical mechanical planariZation thereof. 
At room temperatures, this predetermined period of time 
may range, for eXample, betWeen 20 and 80 hours. In 
accordance With a further embodiment of the method, 
chemical mechanical planariZation may take place before 
the self-annealing is completed (e.g., before the end of the 
predetermined period) and, further, may enhance the self 
annealing process by imparting activation energy to the 
metalliZation layer during the process. 

[0049] In accordance With a still further embodiment of 
the method, the copper metalliZation layer may be annealed 
before or after chemical mechanical polishing at an elevated 
temperature Which is substantially beloW the temperature 
used in the annealing processes that have been traditionally 
employed. To this end, the Wafer having the metalliZation 
layer may be placed in an oven having a temperature that is 
substantially beloW the 400 degrees Celsius traditionally 
thought to be necessary to promote the annealing process of 
copper having such small grain siZes. At a loW temperature 
of about 60 degrees Celsius, the annealing process may be 
completed in about 15 minutes. At temperatures above 100 
degrees Celsius, the annealing times become so short (<1 
minute) so as to make annealing at higher temperatures 
unWarranted and Wasteful. 

[0050] Each of the disclosed embodiments of the method 
is particularly suitable for providing a copper metalliZation 
layer in combination With a loW-K dielectric material. Many 
loW-K dielectric materials become unstable if subject to 
temperatures greater than about 250-300 degrees Celsius. As 
such, annealing at the traditional temperatures close to about 
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400 degrees Celsius may destroy these dielectrics. Since the 
method of the present invention suggests the annealing of 
the copper metalliZation layer at temperatures substantially 
beloW 400 degrees Celsius (even ambient room tempera 
tures typically found in clean room environments), the 
method is particularly suitable for use in manufacturing 
semiconductor devices using both copper metalliZation and 
loW-K dielectric materials. With respect to the ?rst and 
second embodiments of the method noted above, the Wafer 
is not subject to any elevated temperature process to anneal 
the copper layer. With respect to the third embodiment 
discussed above, the copper metalliZation may be annealed 
at an elevated temperature that is high enough to substan 
tially accelerate the self-annealing process While being loW 
enough so as not to corrupt the loW-K dielectric material. 
LoW-K dielectric materials suitable for use With such copper 
metalliZation layers include, but are not limited to, ?uori 
nated silicon dioXide, polyimides, ?uorinated polyimides, 
siloXanes, parylenes, Te?on AF, nanofoams, aerogels, Xero 
gels. Such loW-K dielectrics include commercially available 
organic polymer dielectrics such as: Avatrel (B. F. Goo 
drich); BCB and PFCB (DoW Chemical); Flare 1.0 and Flare 
1.5 (Allied Signal); PAE2 (Schumacher); and PQ100 and 
PQ600 (Hitachi). In such instances, the annealing process 
may also be combined With the baking process required for 
the loW-K dielectric. 

[0051] The process illustrated in FIGS. 2A-2G indicate 
that the via 420 and trench 415 are formed together. HoW 
ever, it Will be recogniZed that the structures may be 
generally formed and ?lled separately in accordance With 
the single-damascene process described above. In such 
instances, the via 420 is ?rst plated in accordance With the 
steps set forth in FIGS. 2A-2F While the trench 415 is 
subsequently plated in accordance With the steps set forth in 
FIGS. 2A-2F after plating of the via 420 has been com 
pleted. In effect, the via 420 corresponds to the structure 405 
during plating of the trench 415. The methods disclosed 
herein are suitable for both the single-damascene and dual 
damascene processes described herein. 

[0052] It is also possible to plate micro recessed structures 
other than those set forth above and employ the foregoing 
loW temperature annealing processes. For eXample, recessed 
structures forming a pattern in a photoresist layer may be 
plated pursuant to other processes used to form copper 
micro-metalliZation layers and structures. In such processes, 
the seed/barrier layer is preferably only provided at the 
bottoms of the micro-structures and does not cover the 
photoresist sideWalls. After the plating of the recessed 
micro-structures, the copper is subject to annealing at room 
temperature or at an elevated temperature beloW about 100, 
substantially beloW the 400 degrees typically employed. 

[0053] Numerous modi?cations may be made to the fore 
going system Without departing from the basic teachings 
thereof. Although the present invention has been described 
in substantial detail With reference to one or more speci?c 

embodiments, those of skill in the art Will recogniZe that 
changes may be made thereto Without departing from the 
scope and spirit of the invention as set forth in the appended 
claims. 
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1. A method for ?lling recessed micro-structures at a 
surface of a semiconductor workpiece With copper metalli 
Zation comprising the steps of: 

depositing a copper layer into the micro-structures With a 
process generating copper grains that are suf?ciently 
small so as to substantially ?ll the recessed microstruc 

tures; 

subjecting the deposited copper to an annealing process at 
a temperature beloW about 100 degrees Celsius. 

2. A method as claimed in claim 1 Wherein the copper is 
deposited using an electroplating process. 

3. A method as claimed in claim 1 Wherein an electro 
plating Waveform is used, at least in part, to ensure suf? 
ciently small copper grain siZe. 

4. A method as claimed in claim 1 Wherein an electro 
plating solution additive is used, at least in part, to ensure 
sufficiently small copper grain siZe. 

5. A method as claimed in claim 1 Wherein the annealing 
process is carried out at ambient room temperature. 

6. A method for ?lling recessed micro-structures at a 
surface of a semiconductor Workpiece With metalliZation 
comprising the steps of: 

depositing a metal layer into the micro-structures With a 
process generating copper grains that are suf?ciently 
small so as to substantially ?ll the recessed microstruc 

tures; 

subjecting the deposited metal to an annealing process at 
a temperature beloW about 100 degrees Celsius. 

7. A method as claimed in claim 6 Wherein the metal is 
deposited using an electroplating process. 

8. A method as claimed in claim 6 Wherein an electro 
plating Waveform is used, at least in part, to ensure suf? 
ciently small metal grain siZe. 

9. A method as claimed in claim 6 Wherein an electro 
plating solution additive is used, at least in part, to ensure 
sufficiently small metal grain siZe. 

10. A method as claimed in claim 6 Wherein the annealing 
process is carried out at ambient room temperature. 

11. A method for ?lling recessed micro-structures at a 
surface of a semiconductor Workpiece With copper metalli 
Zation comprising the steps of: 

providing a semiconductor Workpiece With a feature that 
is to be connected With copper metalliZation; 

applying at least one dielectric layer over a surface of the 
semiconductor Workpiece including the feature; 

providing recessed micro-structures in the at least one 
dielectric layer; 

preparing a surface of the Workpiece including the 
recessed micro-structures With a seed layer for subse 
quent electrochemical copper deposition; 

electrochemically depositing a copper layer to the surface 
of the Wafer to substantially ?ll the recessed micro 
structures; 

alloWing the electrochemically deposited copper layer to 
self-anneal for a predetermined period of time at ambi 
ent room temperature; 

removing copper metalliZation from the surface of the 
Workpiece eXcept from the recessed micro-structures, 
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said removing step occurring after the predetermined 
period of time has elapsed. 

12. A method as claimed in claim 11 Wherein the prede 
termined period is greater than about 20 hours. 

13. A method as claimed in claim 11 Wherein the step of 
preparing a surface of the Workpiece comprises: 

applying at least one barrier layer over the dielectric layer; 
and 

applying a seed layer over the barrier layer. 
14. A method as claimed in claim 13 Wherein the step of 

applying the seed layer is de?ed by applying the seed layer 
using a chemical vapor deposition process. 

15. A method as claimed in claim 13 Wherein the step of 
applying the seed layer is de?ned by applying the seed layer 
using a physical vapor deposition process. 

16. A method as claimed in claim 11 Wherein the step of 
preparing a surface of the Workpiece comprises: 

applying at least one adhesion layer over the dielectric 
layer; and 

applying a seed layer over the adhesion layer. 
17. A method as claimed in claim 11 Wherein the step of 

removing the copper metalliZation is de?ned by removing 
the copper metalliZation using a chemical mechanical polish 
technique. 

18. A method for ?lling recessed micro-structures at a 
surface of a semiconductor Workpiece With copper metalli 
Zation comprising the steps of: 

providing a semiconductor Workpiece With a feature that 
is to be connected With copper metalliZation; 

applying at least one dielectric layer over a surface of the 
semiconductor Workpiece including the feature; 

providing recessed micro-structures in the at least one 
dielectric layer; 

preparing a surface of the Workpiece including the 
recessed micro-structures With a seed layer for subse 
quent electrochemical copper deposition; 

electrochemically depositing a copper layer to the surface 
of the Wafer to substantially ?ll the recessed micro 
structures; 

removing copper metalliZation from the surface of the 
Workpiece eXcept from the recessed micro-structures; 

alloWing the electrochemically deposited copper layer to 
self-anneal at ambient room temperature Without sub 
jecting the Workpiece to a separate and distinct elevated 
temperature annealing process. 

19. A method as claimed in claim 18 Wherein the step of 
preparing a surface of the Workpiece comprises: 

applying at least one adhesion layer over the dielectric 
layer; and 

applying a seed layer over the adhesion layer. 
20. A method as claimed in claim 18 Wherein the step of 

preparing a surface of the Workpiece comprises: 

applying at least one barrier layer over the dielectric layer; 
and 

applying a seed layer over the barrier layer. 
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21. A method as claimed in claim 20 wherein the step of 
applying the seed layer is de?ned by applying the seed layer 
using a chemical vapor deposition process. 

22. A method as claimed in claim 20 Wherein the step of 
applying the seed layer is de?ned by applying the seed layer 
using a physical vapor deposition process. 

23. A method as claimed in claim 18 Wherein the step of 
removing the copper metalliZation is de?ned by removing 
the copper metalliZation using a chemical mechanical polish 
technique. 

24. A method for ?lling recessed micro-structures at a 
surface of a semiconductor Workpiece With copper metalli 
Zation comprising the steps of: 

providing a semiconductor Workpiece With a feature that 
is to be connected With copper metalliZation; 

applying at least one dielectric layer over a surface of the 
semiconductor Workpiece including the feature; 

providing recessed micro-structures in the at least one 
dielectric layer; 

preparing a surface of the Workpiece, including the 
recessed micro-structures, With a seed layer for subse 
quent electrochemical copper deposition; 

electrochemically depositing a copper layer to the surface 
of the Wafer to substantially ?ll the recessed micro 
structures; 

subjecting the electrochemically deposited copper layer to 
an annealing process at a temperature beloW about 100 
degrees Celsius. 

25. A method as claimed in claim 24 Wherein the step of 
preparing a surface of the Workpiece comprises: 

applying at least one adhesion layer over the dielectric 
layer; and 

applying a seed layer over the adhesion layer. 
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26. A method as claimed in claim 24 Wherein the step of 
preparing a surface of the Workpiece comprises: 

applying at least one barrier layer over the dielectric layer; 
and 

applying a seed layer over the barrier layer. 
27. A method as claimed in claim 26 Wherein the step of 

applying the seed layer is de?ned by applying the seed layer 
using a chemical vapor deposition process. 

28. A method as claimed in claim 26 Wherein the step of 
applying the seed layer is de?ned by applying the seed layer 
using a physical vapor deposition process. 

29. A method as claimed in claim 24 Wherein the step of 
removing the copper metalliZation is de?ned by removing 
the copper metalliZation using a chemical mechanical polish 
technique. 

30. A method for ?lling recessed micro-structures at a 
surface of a semiconductor Workpiece With copper metalli 
Zation comprising the steps of 

providing a semiconductor Workpiece With a feature that 
is to be connected With copper metalliZation; 

applying at least one loW-K dielectric layer over a surface 
of the semiconductor Workpiece including the feature; 

providing recessed micro-structures in the at least one 
loW-K dielectric layer; 

preparing a surface of the Workpiece, including the 
recessed micro-structures, With a seed layer for subse 
quent electrochemical copper deposition; 

electrochemically depositing a copper layer to the surface 
of the Wafer to substantially ?ll the recessed micro 
structures; 

subjecting the electrochemically deposited copper layer to 
an annealing process at a temperature beloW Which the 
loW-K dielectric layer substantially degrades. 

31. A method as claimed in claim 30 Wherein the anneal 
ing step takes place at a temperature corresponding to a 
baking temperature of the loW-K dielectric. 

* * * * * 


