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MEDICINAL 
FLUID A 

(57) ABSTRACT 

A pump used to infuse a ?uid into a patient is controlled in 
accordance With an algorithm that enables a microprocessor 
to monitor and adjust each pump cycle to compensate for a 
differential pressure betWeen the pump’s inlet and outlet. 
The algorithm de?nes a ?uid delivery protocol that is 
applied in controlling the operation of the pump to achieve 
a desired rate, volume, and timing of the ?uid infusion. Fluid 
is delivered by the pump When a plunger compresses an 
elastomeric membrane overlying a ?uid chamber. Due to the 
small volume of the chamber, an incremental change in the 
plunger position before the delivery stroke produces a 
signi?cant change in the delivery pressure. At the beginning 
of a pump cycle, the microprocessor determines the differ 
ential pressure betWeen the inlet and outlet of the pump, and 
adjusts the plunger position before the delivery stroke to 
compensate for the differential pressure. A retraction of the 
plunger from the home position decreases the delivery 
pressure of the ?uid, and an advancement of the plunger 
increases it. After the position of the plunger is adjusted to 
compensate for the differential pressure, the pump cycle 
proceeds. Following the plunger stroke, the outlet pressure 
is used to determine the actual volume of ?uid delivered. 
The duration of the plunger stroke in the neXt pump cycle is 
adjusted to compensate for any volume delivery error pro 
duced by the differential pressure compensation. 
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METHOD FOR COMPENSATING FOR PRESSURE 
DIFFERENCES ACROSS VALVES IN CASSETTE 

TYPE IV PUMP 

FIELD OF THE INVENTION 

[0001] The present invention generally relates to a method 
and apparatus used for compensating pressure differences 
betWeen an inlet and outlet of a pump, and more speci?cally, 
to a method and apparatus for compensating pressure dif 
ferences across the inlet and the outlet of a cassette type 
infusion pump used to deliver medicinal ?uids intravascu 
larly. 

BACKGROUND OF THE INVENTION 

[0002] Various types of pumps are used by medical per 
sonnel to infuse drugs into a patient’s body. Of these, 
cassette infusion pumps are often preferred because they 
provide a more accurately controlled rate and volume of 
drug infusion than other types of infusion pumps. Acassette 
pump employs a disposable plastic cassette coupled in a 
?uid line extending betWeen a drug reservoir and the 
patient’s body. 
[0003] In one prior art design of a cassette infusion pump, 
the cassette comprise a plastic shell or housing having a 
front section joined to a back section. A thin elastomeric 
sheet or membrane is encapsulated betWeen the tWo sec 
tions. Fluid ?oWs from one of tWo selectable inlet ports into 
a pumping chamber de?ned by a concave depression in one 
of the sections through passages formed in the housing. The 
cassette is inserted into an appropriate receptacle of a pump 
chassis that includes a microprocessor controller and a 
motor actuated driver. Aplunger actuated by the motor in the 
pump driver displaces the elastomeric membrane to force 
?uid from the pumping chamber toWard an outlet port under 
pressure. The pump chassis thus provides the driving force 
that pumps ?uid through the cassette. The microprocessor 
control is programmable to deliver a selected volume of 
?uid to the patient at a selected rate of ?oW. In addition, the 
pump chassis may include one or more pressure sensors and 
air bubble sensors used to monitor the drug infusion process 
to protect against potential problems that may arise during 
the drug delivery. 

[0004] Both single and multi-channel cassette pumps are 
available. A multi-channel cassette pump alloWs more than 
one type of medicinal ?uid to be selectively delivered to a 
patient using a single pump cassette. Such pumps are 
frequently used in association With intravenous (IV) drug 
delivery therapies. 
[0005] When the pump inlet and outlet pressure conditions 
are approximately equal, cassette type infusion pumps are 
quite accurate. HoWever, When the pressures at the pump 
inlet and outlet vary substantially, the delivery accuracy of 
cassette pumps degrade. If the delivery rate is relatively loW, 
as is often the case in pediatric applications, and if the 
differential pressure exceeds 3 psi, accuracy is signi?cantly 
impaired, and retrograde ?oW can occur. In retrograde ?oW, 
?uid moves from the patient’s vascular system toWards the 
pump, Which can result in blood from a patient being draWn 
out of the patient’s body and into the IV line. Even if such 
retrograde ?oW occurs only brie?y, and the accuracy of the 
delivery rate is not severely impaired, the visual impact of 
even a small amount of blood in an IV line can be extremely 
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disturbing to care providers, patients, and visitors. Retro 
grade ?oW is more likely to occur if the pump ?uid source 
is loWer in elevation than the entry site of an IV line into the 
patient’s body, because the inlet pressure is then loWer than 
the outlet pressure due to the head pressure. 

[0006] The effect that a differential pressure has on the 
accuracy of the ?oW rate of a cassette pump depends on 
Whether the pressure at the pump inlet is higher or loWer 
than the pressure at the pump outlet. A higher pump inlet 
pressure, Which is typically due to an increased elevation of 
the ?uid reservoir relative to the pump (i.e., the reservoir 
head pressure), often causes the ?oW rate to exceed the 
desired setting, Which the pump is programmed to deliver. 
Conversely, a higher pump outlet pressure, Which can be 
caused by a partially restricted ?uid line connected to the 
pump outlet or by the entry site into the patient being 
disposed higher than the pump inlet, can cause the ?oW rate 
to decrease beloW the desired value. 

[0007] In a balanced pressure environment, cassette 
pumps tend to act like constant displacement pumps, so that 
each pumping cycle delivers the same volume of ?uid. The 
delivery rate of the ?uid is controlled by varying the number 
of pumping cycles per unit of time; thus, higher delivery 
rates require more pumping cycles to be executed during a 
given time interval than loWer delivery rates. The pumping 
cycle of the prior art cassette pump brie?y described above 
corresponds to a plunger de?ecting the elastomeric mem 
brane into the chamber in Which the constant volume of ?uid 
is contained, thereby forcing the ?uid from the chamber 
through an outlet valve. The position of the plunger is 
controlled by a microprocessor. It is possible to change the 
delivery pressure of the constant volume of ?uid to be 
delivered into the ?uid line that is coupled to the patient’s 
body by adjusting the position of the plunger at the begin 
ning of each pumping cycle. Because the ?uid volume 
delivered during each cycle (and hence the volume of the 
chamber in Which the ?uid is contained) is relatively small 
(generally about 333 pl of ?uid is delivered per cycle), a very 
small change in the initial plunger position Will have a 
signi?cant impact on the pumping chamber pressure. 

[0008] Clearly, it Would be desirable to provide a cassette 
pump in Which a pressure compensated pumping cycle is 
used to minimiZe the effect of differential pressures betWeen 
the inlet and outlet of the pump. A cassette pump achieving 
this bene?t and having accurate ?oW rates under varying 
pressure conditions is not disclosed in the prior art. Prefer 
ably, such a system Would use a multi-component pressure 
kinetic model to determine the pressure compensation 
required due to a differential pressure betWeen the inlet and 
outlet of the cassette pump. Such a system Would preferably 
use real-time measurements of pressure at both the pump 
inlet and pump outlet to determine the differential pressure, 
and then use an empirically determined algorithm to deter 
mine the extent to Which the position of the plunger should 
be adjusted to either increase or decrease the delivery 
pressure. The delivery rate can further be optimiZed by 
changing the rate of the pumping cycles as a function of the 
actual volume delivered during each pump cycle. Preferably 
such a model Would be used to pressure compensate the 
delivery of medicinal ?uids for single or multi-channel 
cassette pumps. It Will thus be apparent that accurately 
controlling the administration of medicinal ?uids under 
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varying pressure conditions using a pressure compensation 
model Would provide signi?cant advantages over the prior 
art. 

SUMMARY OF THE INVENTION 

[0009] In accord With the present invention, a pressure 
compensated pump is de?ned for maintaining an accurate 
delivery of ?uid to a patient When a differential pressure 
exists betWeen an inlet and outlet of the pump. The pump 
includes a ?uid drive unit that is adapted to couple With a 
?uid line and to force ?uid from a source for infusion into 
the patient through the ?uid line. A control unit is coupled 
to the ?uid drive unit to control its operation. A?rst pressure 
sensor monitors the inlet pressure to the pump, and a second 
pressure sensor monitors the outlet pressure of the pump. 
Both the ?rst and the second pressure sensors are electrically 
coupled to the control unit. The control unit is programmed 
to determine a differential pressure betWeen the inlet and the 
outlet of the pump, and the control unit uses an algorithm 
stored in a memory to determine a correction factor to be 
applied to compensate for the differential pressure betWeen 
the inlet and the outlet, thus ensuring accurate delivery of the 
?uid to the patient. In addition to correcting for pressure 
differences across the valves of the pump, the algorithm can 
include a correction factor that compensates for calibration 
differences betWeen multiple pressure sensors, as Well as a 
correction factor that compensates for differences betWeen 
targeted intake ?uid volumes and an actual intake ?uid 
volumes, as Well as for differences betWeen targeted delivery 
?uid volumes and actual delivery ?uid volumes. 

[0010] Preferably, the control unit includes a micropro 
cessor responsive to program steps stored in a memory 
included in the control unit. The pump includes a user 
interface coupled to the control unit to enable an operator to 
enter at least one parameter for controlling the delivery of 
the ?uid to the patient, corresponding to either a rate of ?uid 
?oW, a volume of ?uid ?oW, a time of ?uid ?oW, and/or a 
duration of ?uid ?oW. 

[0011] Also preferably, the correction factor changes a 
delivery pressure of the ?uid, and/or a duration of time 
betWeen successive cycles of the pump. The algorithm used 
to determine the correction factor is empirically determined. 
In a preferred embodiment, the ?uid drive unit includes an 
elastomeric membrane overlying a chamber in the pump. 
The chamber is in ?uid communication With the source and 
the patient. A driven member that is coupled to a motor 
exerts a force on the elastomeric membrane, displacing it 
into the chamber, thereby causing ?uid to be expelled from 
the chamber into the patient. The correction factor deter 
mined by the algorithm is expressed as a position of the 
driven member relative to the elastomeric membrane. In this 
embodiment, the corrected position of the driven member 
relative to the elastomeric membrane that is determined by 
the algorithm corresponds to a corrected position for the 
driven member at the start of a pump cycle, i.e., before the 
driven member exerts the force on the elastomeric mem 
brane that causes the ?uid to be expelled from the chamber 
into the patient. 

[0012] When the control unit determines that the pressure 
at the outlet of the pump is greater than the pressure at the 
inlet, the control unit advances the driven member into the 
chamber to a position determined by the algorithm, and 
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When the control unit determines that the pressure at the 
outlet is loWer than the pressure at the inlet, the control unit 
retracts the driven member aWay from the chamber to a 
position determined by the algorithm. In either case, the 
driven member is alWays in contact With the elastomeric 
membrane during any segment of a pump cycle. 

[0013] The algorithm employs a ?rst lookup table in 
Which a ?rst value is indicated as a function of a pressure 
measured by the sensor monitoring the inlet pressure, and a 
second lookup table in Which a second value is indicated as 
a function of a pressure measured by the sensor monitoring 
the outlet pressure. The correction factor is determined by 
combining the ?rst value and the second value obtained 
from the ?rst and second lookup tables. The lookup tables 
are preferably empirically determined. The algorithm pref 
erably uses a pressure measured by the sensor monitoring 
the outlet pressure after the driven member has exerted a 
force on the elastomeric membrane and the ?uid has been 
displaced and forced into the ?uid line toWard the patient, in 
determining the correction factor for the next pump cycle. 

[0014] After the driven member has exerted a force on the 
elastomeric membrane and the ?uid is forced from the 
chamber, the control unit uses the algorithm to determine the 
actual ?uid volume delivered to the patient, and then cal 
culates a correction factor that determines hoW the timing of 
the next pump cycle is to be modi?ed to maintain a desired 
delivery rate of the ?uid to the patient. The pump preferably 
includes an inlet valve and an outlet valve. 

[0015] The correction factor that corresponds to a differ 
ence betWeen a targeted intake ?uid volume, and an actual 
intake ?uid volume is determined by sampling a ?rst pres 
sure proximate the inlet port after the chamber has been 
?lled With the targeted intake volume by moving the driven 
member to a ?rst position, and then moving the driven 
member to a second position, such that the volume of the 
chamber is decreased. The inlet pressure sensor determines 
a second pressure proximate the inlet port that exceeds the 
?rst pressure proximate the inlet port by a predetermined 
amount. The algorithm determines the actual intake ?uid 
volume as a function of the ?rst pressure proximate the inlet 
port, the second pressure proximate the inlet port, the ?rst 
position of the driven member, and the second position of 
the driven member; and determines a difference betWeen the 
targeted intake ?uid volume and the actual intake ?uid 
volume. Preferably, the predetermined amount is about 1 psi. 
The difference betWeen the targeted intake ?uid volume and 
the actual intake ?uid volume is used to increase the 
accuracy of the ?uid infusion by adding the difference 
betWeen the targeted intake ?uid volume and the actual 
intake ?uid volume to a targeted intake ?uid volume of a 
subsequent pump cycle. Preferably, the functional relation 
ships betWeen the intake ?uid volume, the proximate pres 
sure, and the position of the driven member are empirically 
determined. 

[0016] The algorithm can compensate for calibration dif 
ferences betWeen an inlet pressure sensor and an outlet 
pressure sensor. The steps employed to accomplish this 
function include opening the inlet valve While the outlet 
valve is closed, thus ?lling the pumping chamber With ?uid, 
and closing the inlet valve When the chamber is ?lled With 
a desired volume of ?uid. The next step determines a 
pressure proximate the inlet port and a pressure proximate 
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the outlet port using the inlet and outlet pressure sensors. A 
position of the elastomeric membrane is adjusted such that 
a pressure of the ?uid Within the chamber is equivalent to the 
pressure proximate the outlet port; and the outlet valve is 
then opened. Next, the outlet pressure sensor is used to 
determine if a pressure spike accompanies the opening of the 
outlet valve (the pressure spike being indicative of a cali 
bration difference betWeen the inlet pressure sensor and the 
outlet pressure sensor). The pressure spike is used by the 
algorithm to compensate for the calibration difference in the 
next pump cycle. 

[0017] In an alternate embodiment, the pump includes 
only a pressure sensor in ?uid communication With an outlet 
side of the pump, and a ?rst pump cycle is uncompensated. 
TWo outlet pressure readings are taken during each cycle— 
one at a beginning of the pump cycle When the chamber is 
full of ?uid, and one just as the ?uid is ?nishing being 
expelled from the chamber. In the next pump cycle, the 
position of the driven member is adjusted relative to the 
chamber to compensate for any differential pressure betWeen 
the tWo readings taken in the previous pump cycle. 

[0018] Another aspect of the present invention is directed 
to a method that includes steps generally consistent With the 
functions implemented by the components of the apparatus 
described above. A further aspect of the present invention is 
directed to an algorithm that includes steps also generally 
consistent With the description set forth above. 

BRIEF DESCRIPTION OF THE DRAWINGS 
FIGURES 

[0019] The foregoing aspects and many of the attendant 
advantages of this invention Will become more readily 
appreciated as the same becomes better understood by 
reference to the folloWing detailed description, When taken 
in conjunction With the accompanying draWings, Wherein: 

[0020] FIG. 1 is a schematic block diagram of a multi 
channel, pressure compensated cassette pump in accord With 
the present invention; 

[0021] FIG. 2A is a schematic block diagram of the 
multi-channel pressure compensated cassette pump of FIG. 
1, shoWing a driven plunger in a home (uncompensated) 
position relative to an elastomeric membrane covered pump 
ing chamber, as Would be appropriate When pressure com 
pensation is not required; 

[0022] FIG. 2B is a schematic block diagram of the 
multi-channel pressure compensated cassette pump of FIG. 
1, shoWing the driven plunger in a retracted (compensated) 
position relative to the elastomeric membrane covered 
pumping chamber, thus compensating for a proximal pres 
sure that is greater than a distal pressure; 

[0023] FIG. 2C is a schematic block diagram of the 
multi-channel pressure compensated cassette pump of FIG. 
1, shoWing the driven plunger in an advanced position 
relative to the elastomeric membrane covered pumping 
chamber, thus compensating for a proximal pressure that is 
loWer than a distal pressure; 

[0024] FIG. 3 is a valve cycle diagram for a pressure 
compensated single channel pump, in accord With the 
present invention; 
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[0025] FIG. 4 is a valve cycle diagram for a pressure 
compensated multi-channel pump, in accord With the 
present invention; 

[0026] FIG. 5 is a graph shoWing the driven plunger 
position as a function of the distal pressure; 

[0027] FIG. 6 is a graph shoWing the driven plunger 
position as a function of the distal suspend pressure (the 
proximal pressure calibrated relative to the distal pressure); 

[0028] FIG. 7 is a graph shoWing the volume of the 
elastomeric pumping chamber With the driven plunger at the 
+169 step position as a function of the distal pressure; 

[0029] FIG. 8 is a graph shoWing the volume of the 
elastomeric pumping chamber With the driven plunger at the 
home position as a function of the distal suspend pressure; 

[0030] FIG. 9 is a graph shoWing the nominal cassette 
volume as a function of the driven plunger position; and 

[0031] FIG. 10 is a graph shoWing the driven plunger 
position as a function of a target intake volume. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENT 

[0032] OvervieW of the Present Invention 

[0033] The present invention employs an algorithm to 
compensate for a differential pressure betWeen the inlet and 
outlet of a cassette type infusion pump to enhance the 
accuracy of the pump, particularly at loW ?oW rates. A 
preferred embodiment of the present invention Will be 
incorporated in Abbott Laboratories’ PLUM A+TM Infusion 
Pump, Which Will be used in conjunction With its PLUMTM 
Cassette. The algorithm used in this embodiment has been 
empirically determined for these speci?c products. HoW 
ever, it should be noted that a similar algorithm can be 
empirically determined for other designs of infusion cas 
settes and infusion pumps. The present invention is thus not 
in any Way limited to the speci?c design of the pump and 
cassette discussed beloW. 

[0034] The terms “proximal” and “inlet” as used herein in 
connection With the folloWing description and the claims 
that folloW synonymously refer to the portion of the cassette 
that is coupled in ?uid communication With a ?uid line (or 
lines) adapted to be coupled to a ?uid supply or reservoir of 
?uid. The terms “distal” and “outlet” similarly synony 
mously refer to the portion of the cassette that is coupled in 
?uid communication With a ?uid line adapted to be con 
nected to a patient. 

[0035] Since the folloWing description of a preferred 
embodiment of the present invention relates to its use With 
the PLUM A+Pump and PLUM Cassette, certain aspects are 
determined by its operating speci?cations. For example, a 
deliverable volume per pump cycle in this embodiment is 
from 0-500 pl, With a preferred volume being about 333 pl. 
The uncompensated delivery rate is variable from 0-999 
ml/hr, and the compensated delivery rate is variable from 
01-500 m/hr. The range of operable distal and proximal 
pressures is about —11.0 psi to 14.0 psi. In general, the 
pressure sampling occurs for about 2 ms/sample, over 
approximately a 50 ms sampling period. The plurality of 
samples are averaged to minimiZe any pressure sensing 
variations. 
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[0036] This embodiment of the present invention provides 
for monitoring the distal (outlet) and proximal (inlet) pres 
sures of the pump cassette, determining the differential 
pressure betWeen the tWo, and adjusts the pumping cycle to 
compensate for this differential pressure. The pumping cycle 
is adjusted by increasing or decreasing the pressure of the 
medicinal ?uid Within the pump cassette, and if required, 
changing the timing of the pump cycle. Prior to the initiation 
of each pump cycle, the differential pressure is again deter 
mined. A correction factor is determined by the algorithm, 
and the pressure of the medicinal ?uid Within the pump 
cassette is adjusted accordingly. As the ?uid leaves the pump 
cassette, its pressure is also used to determine the actual 
volume of ?uid being delivered by the current pump cycle. 
This information is used by the algorithm to determine hoW 
the timing of the next pump-cycle should be varied to 
achieve a desired ?oW rate. Preferably, the timing is changed 
by varying the duration of the delivery stroke of the pump. 
This pressure compensation process is repeated for each 
cycle. Further details of the preferred embodiment are as 
folloWs. 

[0037] Details of a Preferred Embodiment 

[0038] With reference to FIG. 1, a multi-channel cassette 
infusion pump 10 that implements the present invention is 
shoWn. A source 12 of medicinal ?uid A and a source 14 of 
medicinal ?uid B are both coupled in ?uid communication 
With a proximal end 16 of a cassette 15. The ?oW of 
medicinal ?uid A into the cassette is selectively controlled 
by a supply valve 20, and the ?oW of medicinal ?uid B is 
selectively controlled by a supply valve 18. If cassette 15 is 
to be used to pump only one of these tWo medicinal ?uid at 
a time, only the appropriate supply valve 18 or 20 is opened 
to select the medicinal ?uid to be pumped. The selected 
medicinal ?uid (or ?uids) then ?oW(s) through an air sensor 
22 and into a mixing chamber 26. The air sensor and mixing 
chamber are common features of cassette type infusion 
pumps. The purpose of the air sensor is to detect air bubbles 
that may be entrained in medicinal ?uid A and/or B before 
the ?uid is passed on into the pumping chamber and to the 
patient. Excess air bubbles entering a patient’s bloodstream 
can cause an air embolism With potentially harmful conse 

quences. Aproximal (or inlet) pressure sensor 24 is disposed 
Within mixing chamber 26. The selected medicinal ?uid or 
?uids exit the mixing chamber through an inlet valve 28, 
When the inlet valve is in its open position, and into a 
pumping chamber 30. Details of suitable pressure sensors 
for use With the present invention and of other aspects of the 
cassette are disclosed in commonly assigned US. Pat. No. 
5,554,115, the speci?cation and draWings of Which are 
hereby speci?cally incorporated herein by reference. 

[0039] Cassette style infusion pumps are constant dis 
placement pumps. The volume of medicinal ?uid in chamber 
30 is therefore generally the same for each pump cycle. The 
differential pressure betWeen the proximal and distal sides of 
the cassette can be compensated by increasing or decreasing 
the pressure of the constant volume of ?uid Within pumping 
chamber 30, as appropriate. As noted above, the preferable 
delivery volume of the medicinal ?uid contained Within 
chamber 30 is 333 pl—for this particular embodiment. 
Because of the small volume of the chamber, only a very 
small change in the relative volume of chamber 30 is 
required to provide an increase or decrease in the pressure of 
the medicinal ?uid Within the chamber. One side of chamber 
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30 is covered With an elastomeric membrane 29. Medicinal 
?uid is forced from pumping chamber 30 (When inlet valve 
28 is closed and an outlet valve 32 is opened), by the action 
of a plunger 42 (schematically shoWn in FIGS. 2A-2C) 
acting on the elastomeric membrane, forcing the elastomeric 
membrane into the chamber to displace the ?uid contained 
therein. Adjusting the pressure Within chamber 30 can easily 
be accomplished With an incremental change in the position 
of the plunger relative to the chamber before the start of a 
pumping cycle. In the preferred embodiment, the plunger 
position is variable from —489 steps to +220 steps, Where a 
home position is de?ned to be at 0 steps. A nominal stroke 
distance for plunger 42 to deliver 333 pl of ?uid is +169 
steps. 

[0040] Inlet valve 28 and outlet valve 32 are formed in the 
cassette and are closed When rods (not shoWn) driven by 
drive unit 19 act on the elastomeric membrane to close off 
?oW through the ?uid passage of the cassette. Details of this 
mechanism are not disclosed herein, but are Well knoWn to 
those of ordinary skill in this art. When outlet valve 32 is in 
its open position, the medicinal ?uid forced from the cham 
ber ?oWs through past a distal pressure sensor 34, through 
a distal air sensor 36, and exits the cassette to be conveyed 
to a patient 40. Multi-channel infusion pump 10 also 
includes a control unit 17 and a drive unit 19. Control unit 
17 preferably includes a microprocessor and a memory (not 
separately shoWn); hoWever, it Will be understood that the 
control unit can alternatively use other types of logic devices 
for implementing the algorithm, such a hardWired logic 
control, an application speci?c integrated circuit, etc. The 
algorithm is stored as a plurality of machine language 
instructions and data Within the memory. The microproces 
sor receives information from distal pressure sensor 34 and 
proximal pressure sensor 24, and implements the algorithm 
to determine Whether the plunger position should be 
advanced or retracted to compensate for the differential 
pressure (see FIGS. 2A-2C). Drive unit 19 includes a prime 
mover (an electrical motor—not speci?cally shoWn) that is 
drivingly coupled to plunger 42, Which forces ?uid from 
chamber 30. 

[0041] The algorithm compensates for a differential pres 
sure detected betWeen proximal end 16 and a distal end 38 
of the cassette pump primarily by changing the position of 
the plunger relative to chamber 30 to increase or decrease 
the pressure Within the chamber before the actual pumping 
stroke occurs. The algorithm can also change the timing of 
the pump cycle by controlling drive unit 19. Further details 
of the algorithm are discussed beloW. 

[0042] FIGS. 2A-2C illustrate hoW a change in the posi 
tion of the plunger relative to the chamber affects the volume 
of chamber 30, and thus the pressure of the ?uid Within the 
chamber during a pump cycle. For simplicity, only medici 
nal ?uid A is shoWn in these ?gures. HoWever it should be 
understood that alternatively, the present invention can be 
applied to compensate for a differential pressure of medici 
nal ?uid B, or for a combination of medicinal ?uid A and 
medicinal ?uid B that is passing through multi-channel 
cassette infusion pump 10. In FIG. 2A, plunger 42 is shoWn 
in a home position (at the 0 step position). This position 
corresponds to the initiation of a pump cycle in Which no 
differential pressure compensation is needed. Note that 
plunger 42 is in contact With the elastic membrane of 
pumping chamber 30, causing a slight de?ection of the 
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membrane. At the beginning of a pump cycle, plunger 42 is 
in an extend position at +169 steps, outlet valve 32 is closed, 
inlet valve 28 is open, and supply valve 20 is in the open 
position (for selection only of medicinal ?uid A). Pumping 
chamber 30 is ?lled With the appropriate amount of medici 
nal ?uid for the cassette pump, preferably about 333 pl for 
this embodiment, by retracting plunger 42. 

[0043] When the algorithm determines that to properly 
compensate for a differential pressure, the delivery pressure 
must be reduced (i.e., because the proximal pressure is 
greater than the distal pressure), the plunger is retracted 
(While both inlet valve 28 and outlet valve 32 are closed) by 
the number of steps determined by the algorithm. Note that 
drive unit 19 preferably comprises a stepping motor (not 
separately shoWn), and it is therefore appropriate to refer to 
the displacement of plunger 42 in terms of steps of the 
stepping motor. FIG. 2B shoWs plunger 42 retracted to 
compensate for this differential pressure condition. Inlet 
valve 28 and outlet valve 32 are in their closed position, and 
it Will be apparent that the volume of pumping chamber 30 
has been increased (relative to its volume in FIG. 2A) due 
to the retraction of the plunger. Consequently, the pressure 
Within pumping chamber 30 is effectively reduced before the 
plunger is displaced by the number of steps necessary to 
pump a nominal 333 pl of ?uid. 

[0044] Conversely, When the algorithm determines that the 
delivery pressure needs to be increased to compensate for 
the proximal pressure being loWer than the distal pressure, 
the plunger is initially advanced into the chamber by an 
increment determined in accord With the algorithm. FIG. 2C 
clearly shoWs that When the plunger is in this advanced 
position, pressure chamber 30 has a reduced volume. There 
fore, the pressure of the medicinal ?uid Within pumping 
chamber 30 Will be increased under these conditions. 

[0045] FIG. 3 provides details of a pumping cycle timing 
chart for multi-channel cassette pump 10 in Which only a 
single medicinal ?uid supply is being infused. While the 
infusion pump is being operated in this manner, supply valve 
20 for medicinal ?uid A is in its open position at all times, 
and supply valve 18 for medicinal ?uid B is in its closed 
position at all times. Of course, it is also possible for a user 
to desire to deliver only medicinal ?uid B, rather than 
medicinal ?uid A, in Which case the positions of the valves 
Would be altered accordingly. As shoWn in FIG. 3, a single 
cycle of the cassette infusion pump has four separate parts 
When only a single medicinal ?uid supply is being infused. 
In Part 1 of each pump cycle, inlet valve 28 is initially in its 
open position and then closes rapidly. Outlet valve 32 is in 
its closed position, and plunger 42 is initially in a home 
position 44. At this point, medicinal ?uid A has ?lled 
chamber 30, and after the inlet valve closes, the chamber is 
isolated, so that any change in position of plunger 42 Will 
affect the pressure of the ?uid trapped Within the chamber. 
Plunger home position 44 corresponds to the desired posi 
tion of plunger 42 if the proximal and distal pressures are 
substantially equivalent (i.e., When no compensation is 
required). 

[0046] Plunger 42 remains in home position 44 until the 
microprocessor in control unit 17 has received pressure 
readings from both proximal pressure sensor 24 and distal 
pressure sensor 34. Once the microprocessor in control unit 
17 has received these pressure readings, the pressure read 
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ings are used by the algorithm stored in the memory of 
control unit 17 to determine any differential pressure 
betWeen the tWo readings, and a correction factor is deter 
mined. This correction factor is expressed as a step change 
in the position of the plunger 42. In the exemplary pump 
cycle time chart illustrated in FIG. 3, it is assumed the 
algorithm has determined that the plunger is to be retracted 
to cause the delivery pressure to be reduced (as is illustrated 
in FIG. 2B). Once this correction factor has been deter 
mined, control unit 17 Will cause drive unit 19 to retract the 
plunger the desired number of steps to a pressure compen 
sated plunger position 46 (illustrated in Part 1 of FIG. 3). In 
this preferred embodiment, the maximum plunger extension 
is +229 steps from plunger home, and the maximum retract 
position is —220 steps from plunger home. The nominal 
delivery extension stroke for the plunger is +169 steps from 
plunger home. When the distal and proximal pressures are 
equal, the nominal plunger extension stroke of 169 steps Will 
deliver the desired 333 pl of the selected medicinal ?uid to 
the patient. 

[0047] Preferably, the distal and proximal pressures used 
by the algorithm to determine the correct plunger position 
Will be an average of multiple pressure readings. The 
folloWing functional relationship converts a series of pres 
sure data samples into an average pressure and ?lters out 
small variations in pressure. The Average Filter Pressure 
(P Ave) transform is: 

Z PA7-(t : n - 5 msec) 
:0 

PAVE : "f 

[0048] For Part 1, as inlet valve 28 is closing, the proximal 
pressure is preferably measured every motor step, and the 
Proximal Suspend Pressure is calculated by averaging the 
?rst 8 data samples using Equation 

[0049] An exception to the above equation exists When the 
pressure sensor is sampled once per motor step, Which could 
differ from 5 msec. An alternate Way to ?lter small variations 
from multiple pressure sample reading is to use an Expo 
nential Filter Pressure transform. This functional relation 
ship converts a series of pressure data samples into an 
exponential ?lter pressure (PFm). The Exponential Filter 
Pressure transform is: 

[0050] Where 0<(X<1.0. The a coef?cient is selected based 
on an expected settling time constant. 

[0051] In Part 1 of FIG. 3, the pressure readings are input 
to the algorithm to determine the correct position adjustment 
for plunger 42. As noted above, the algorithm is empirically 
determined based on a particular type of cassette and pump 
to Which the present invention is applied. FIGS. 5 and 6 are 
graphs shoWing empirically derived relationships speci? 
cally determined for the pump and cassette described above. 
The data shoWn in these graphs are preferably stored as 
lookup tables in the memory of control unit 17, and are thus 
available to be accessed by the microprocessor to be used in 
conjunction With the algorithm and the average pressure data 
as discussed above. TWo lookup tables are required, as one 
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lookup table expresses plunger position as a function of the 
average distal pressure, and the other lookup table expresses 
plunger position as a function of the average distal suspend 
pressure (a calculated equivalent of the proximal pressure, as 
Will be described beloW). 

[0052] FIG. 5 provides the correct number of steps that 
plunger 42 is to be moved based on a particular distal 
pressure reading and shoWs plunger 42 positioned as a 
function of the distal pressure. Note that a distal pressure 
reading of 0 psi corresponds to a data point 62, Which in turn 
corresponds to a plunger position adjustment of 0 steps (as 
Would be expected, no compensation is required for a 0 psi 
pressure). With reference to the graph of FIG. 5, if the distal 
pressure reading is 7 psi, the plunger position should be 
advanced 7 steps, as indicated by a data point 64. Likewise, 
if the distal pressure reading is 16 psi, the plunger position 
should be advanced slightly more than 13 steps; as indicated 
by a data point 66. 

[0053] As noted above, the lookup table based on FIG. 5 
must be used in conjunction With the lookup table based on 
FIG. 6, Which shoWs the plunger position as a function of 
the Distal Suspend Pressure, to determine the corrected 
plunger position. In the ?rst pump cycle, immediately after 
energiZing the pump, the proximal pressure is used in 
determining the correction. Subsequent pump cycles use the 
Distal Suspend Pressure rather than the proximal pressure 
for this purpose, to avoid the effect of any calibration 
differences (or error) betWeen proximal pressure sensor 24 
and distal pressure sensor 34. For instance, in the ?rst pump 
cycle, a distal pressure reading might be 5 psi, and a 
proximal pressure reading might 2 psi, yielding an apparent 
differential pressure of 3 psi. The algorithm Will use both 
lookup tables (FIGS. 5 and 6) to determine the correct 
position for plunger 42 to compensate this differential pres 
sure. It Would be expected then, that after outlet valve 32 is 
opened, the distal pressure sensor Would not record a pres 
sure spike, since the differential pressure has been compen 
sated. HoWever, in practice, a pressure spike is often sensed 
by distal pressure sensor 34, indicating that some differential 
pressure still exists. The primary cause of this phenomenon 
is that the distal and proximal pressure sensors are slightly 
out of calibration relative to one another. For instance, a 
pressure spike of 1 psi indicates that the calibration of the 
distal and proximal pressure sensors disagree by 1 psi. So, 
after the initial pump cycle, the Distal Suspend Pressure, 
Which incorporates a correction for the pressure spike seen 
after outlet valve 32 opens, is used. 

[0054] The folloWing functional relationships are used to 
determine the Distal Suspend Pressure (PDXSUS) for use With 
the data in FIG. 6. The ?rst relationship is the transfer 
characteristic of the proximal pressure sensor reading (PPX 
Sus), Which is calibrated to the Distal Suspend Pressure 
(PDXSUS), for the current cycle 

[0055] In the ?rst cycle, the Distal Suspend Pressure is set 
equal to the proximal pressure sensor reading (PPXSUS). For 
subsequent pump cycles, PDXAdJ-(n), Which is the Distal 
Spike Amplitude, is required to solve Equation 3 to deter 
mine the Distal Suspend Pressure. The Distal Spike Ampli 
tude can be obtained using the Distal Spike Amplitude 
transform. This functional relationship converts a series of 
pressure data samples into a representative spike amplitude. 
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These pressure data samples are taken at the distal pressure 
sensor 34, during Part 2 of FIG. 3, and these values 
represent a Distal Pressure Spike 50 that occurs immediately 
after outlet valve 32 opens. Preferably, this spike is less than 
0.5 psi in magnitude, in Which case, the accuracy of the 
delivery rate Will be acceptable. Especially during the ?rst 
pump cycle, When the calibration differences betWeen the 
distal and proximal pressure sensors have not been cor 
rected, Distal Pressure Spike 50 is often greater than 0.5 psi. 
The baseline pressure is the average of the ?rst feW data 
points in the set used to establish the pre-disturbance pres 
sure. The Distal Spike Amplitude (PDXSpk) transform, for the 
current cycle (n) is: 

nil . nil . (5) l pszg 50pszg 
PDxAdjW) = g; 0.020 V 

[0057] 
[0058] VDXiSpk(n) is the Distal Spike Pressure mea 

sured approximately 100 msec after outlet valve 32 
is opened; 

Where: 

[0059] 0.020 V/psig is an empirically derived slope 
of the linear relationship betWeen the spike voltage 
versus the sensor’s offset pressure (PPX—PDX); and 

[0060] 0.043V is the offset (in psig) of the linear 
relationship betWeen the spike voltage versus the 
sensor’s offset pressure (PPX—PDX). 

[0061] Thus, for FIG. 6, in the ?rst pump cycle, the 
microprocessor of control unit 17 uses the proximal pressure 
reading (averaged per Equation 1 above) to determine the 
position correction for plunger 32. In subsequent cycles, the 
microprocessor of control unit 17 uses the Distal Suspend 
Pressure as calculated per the above equations. Note that a 
Distal Suspend Pressure reading of 0 psi corresponds to a 
data point 72 in FIG. 6, Which in turn corresponds to a 
plunger position adjustment of 0 steps (since, as Would be 
expected, no compensation is required for 0 psi pressure). If 
the Distal Suspend Pressure reading is —6.5 psi, the plunger 
position should be advanced 9 steps, as indicated by a data 
point 68 in FIG. 6. LikeWise if the Distal Suspend Pressure 
reading is —3 psi, the plunger position should be advanced 
slightly more than 3.5 steps; as indicated by a data point 70. 
Again, it should be noted that FIG. 6 is empirically deter 
mined for the speci?c combination of pump and cassette 
used. 

[0062] Returning noW to Part 1 of FIG. 3, pressure 
compensated plunger position 46 is determined as Will be 
further explained beloW, using the averaged pressure read 
ings (per Equation 1) from distal pressure sensor 34, the 
lookup table based on the data of FIG. 5, averaged pressure 
readings (per Equation 1) from proximal pressure sensor 24, 
and the lookup table based on the data of FIG. 6. Note that 
for subsequent cycles, Equations 2, 3, and 4 are used to 
determine the Distal Suspend Pressure, Which includes a 
correction factor for calibration differences betWeen the 
distal and proximal pressure sensors, as described above. 
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[0063] Assuming that the average Distal Pressure reading 
Was —2 psi, the corresponding plunger position correction 
Would be approximately —2.5 steps, or a retraction of 2.5 
steps from the home position. This relationship can be 
clearly seen by referring to data point 61 of FIG. 5. Further, 
assuming that the average Proximal Pressure reading Was 3 
psi, referring to data point 74 of FIG. 6, the corresponding 
plunger position correction Would be approximately —3.5 
steps, or a retraction of 3.5 steps from the home position. 
Combining these tWo corrections results in a net plunger 
position correction of —6 steps, or a retraction of 6 steps. 
Pressure compensated plunger position 46 in FIG. 3 is thus 
retracted from the home position by this amount. Such a 
retraction enables the elastomeric membrane to draW back 
from chamber 30, thus increasing the siZe of chamber 30, 
and decreasing the pressure of the medicinal ?uid Within the 
chamber. When outlet valve 32 is opened, the delivery 
pressure of the medicinal ?uid Will be reduced from What it 
Would have been in an uncompensated pump cycle. 

[0064] Because in this example, the proximal pressure is 
greater than the distal pressure, loWering the delivery pres 
sure is a logical compensation. The relationship betWeen the 
?nal corrected plunger position 46 and the lookup tables 
based on the data of FIGS. 5 and 6 can be described by the 
folloWing equation: 

XDX_EQ(n)=TABPxEq(PDxSus)+TABDxEq(PDxDe1) (6) 
[0065] Part 2 of the valve cycle timing illustrated in FIG. 
3 starts When outlet valve 32 begins to open, at Which time, 
distal pressure sensor 34 records a Distal Pressure Spike 50. 
The pressure is preferably sampled at 2 ms/sample, for 50 
ms. These pressure samples are not averaged, as the peak 
pressure, not the average pressure, is desired. The Distal 
Spike Amplitude (PDXSpk) transform is used (Equations (4) 
and to convert the distal pressure samples to a Distal 
Pressure Spike. Distal Pressure Spike 50 as shoWn in FIG. 
3 is a positive pressure spike, but it could equally as Well be 
a negative pressure spike. As noted above, this pressure 
spike is primarily caused by differences in the calibration of 
the distal and proximal pressure sensors. HoWever, there are 
other causes of this pressure spike, including pressure ?uc 
tuations Within the ?uid lines leading to the patient or from 
the source to the cassette. At the beginning of Part 2, a Distal 
Pressure Spike 50 of 1.5 psi Was recorded by distal pressure 
sensor 34, indicating that the distal pressure sensor and the 
proximal pressure sensor are mis-calibrated relative to each 
other by about 1.5 psi. This information is used during the 
next pump cycle, described above With respect to FIG. 6 and 
the equations relating to the Distal Suspend Pressure. As 
noted above, When the pressure spike measured in Part 2 of 
the pump cycle is less than 0.5 psi, then the accuracy of the 
medicinal ?uid delivery Will be acceptable. 

[0066] Plunger 42 is moving in Part 2 of the pump cycle 
illustrated in FIG. 3. The plunger position is advanced to 
+169 steps, to a position 48. It should be noted that the actual 
movement of the plunger Will not be 169 steps, but instead 
Will be 169 steps plus the number of steps the plunger Was 
retracted during Part 1 of the valve cycle (6 steps in the 
above example). If the plunger Were advanced in Part 1 of 
the valve cycle, the actual distance the plunger Will move 
Will be 169 steps minus the number of steps the plunger Was 
advanced. The +169 step position 48 represents the nominal 
stroke of the plunger that is required to deliver the 333 pl of 
medicinal ?uid contained in chamber 30 When the proximal 
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and distal pressures are in equilibrium. It should be noted 
that the time required for the plunger to move from pressure 
compensated plunger position 46 to the +169 steps of 
position 48 is a function of the pressure Within the pumping 
chamber in the extended position of the previous cycle 
(TabEXTJ(PDXPc[n—1])), and the pressure of the pumping 
chamber in the home position (TabHOMiV(PDXSuS)). 

[0067] The folloWing functional relationship describes the 
required time, Which is indicated as a time segment 45 in 
Part 2 of FIG. 3. 

TDe1=f{TabEx\iV(PDxPC[n_1]): TabHOMiVO’DXJHQ} (7) 
[0068] A longer duration extend stroke of the plunger 
sloWs the delivery rate (note that the volume being delivered 
remains constant at 333 pl, plus or minus small variations). 
The timing change is calculated using the functional rela 
tionships and empirically determined lookup tables 
described beloW. 

[0069] An equilibrated plunger Extend Step Period is 
needed to deliver a stroke volume of ?uid While maintaining 
an expected delivery rate, and the Equilibration Step Period 
transform is de?ned by the folloWing equation (refer also to 
FIGS. 3 and 4, and time segments 45, 45a, and 45b): 

[0070] Where: 

[0071] TEXt(n—1) is the time stamp When the last 
cycle plunger extend stroke ended (+169 steps 48); 

0072 T is the time stam of the current lun er NOW P P g 
position, just before extension of the plunger; 

[0073] 333 pl is the nominal plunger stroke volume at 
0 psig; 

[0074] THOmiV(PDXSuS) is the value from the error 
volume lookup table (FIG. 8) at the plunger home 
position, as a function of proximal pressure (cali 
brated to the distal pressure); 

[0075] TABEXLV(PDXPC[n—1]) is the value from the 
error volume lookup table (FIG. 7) at +169 steps, as 
a function of distal pressure from the previous cycle; 

[0076] RDel is the user speci?ed delivery rate; 

[0077] +169 steps is the nominal plunger extend 
position (+169 steps at position 48); 

[0078] XD'XEq is the plungerposition, after equilibra 
tion and Just before extension; and 

[0079] the plunger Extend Step Period, T 
greater than 2 ms. 

step 15 

[0080] The expected delivery rate is maintained by keep 
ing the time period TEXt(n)—TEXt(n—1) constant. There are 
tWo plunger extend stroke error volume lookup tables (TAB 
HOHLV, based on the data shoWn in FIG. 8, and TABEXLV, 
based on the data shoWn in FIG. 7), Which are functions of 
the pressure in the chamber, and relate to the time segment 
as described in Equation The data for these tWo tables 
are derived empirically. The tables relate to differential 
pressures When inlet valve 28 is closed after an intake stroke 
(PDXSUS), and When the outlet valve 32 is closed after the 
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extend stroke (PDXPC) of the plunger. These tWo differential 
pressures occur at the plunger home position 44 and at the 
+169 steps, at position 48. 

[0081] Based on the results of the above relationships, 
plunger 42 is moved to the extend position (the +169 step 
position) in the calculated time segment (time segments 45, 
45a, 45b, etc.) As noted above, the pressure readings are also 
used to calculate parameters relating to the intake stroke of 
plunger 42. FolloWing the extend stroke, the Actual Volume 
Delivered is computed. The Actual Volume Delivered is 
computed by using the folloWing functional relationship: 

3 3 3 :“1+TABHomiV(PDxSux)+TABExtiV(PDxPC[n_ 1 1) (1 O) 

[0082] Where: 

[0083] 333 pl is the nominal plunger stroke volume at 
0 psig; 

[0084] TABHOHLV(PDXSUS) is the value from the error 
volume lookup table (FIG. 8) at the plunger home 
position, as a function of proximal pressure (cali 
brated to the distal pressure); and 

[0085] TABEXLV(PDXPC[n—1]) is the value from the error 
volume lookup table (FIG. 7) at +169 steps, as a function of 
distal pressure from the previous cycle. 

[0086] Equation (10) is related to the Equilibration Step 
Period transform described above, as can be seen from 
Equation 

[0087] After the Actual Volume Delivered has been cal 
culated as described above, the pump cycle advances to Part 
3, as shoWn in FIG. 3. Inlet valve 28 remains in its closed 
position, While outlet valve 32 moves from its open position 
to its closed position. Plunger 42 remains at the +169 steps 
of position 48. Control unit 17 measures the distal pressure 
using distal pressure sensor 34 to determine the ?nal pres 
sure in pump chamber 30 after the outlet valve has closed. 
Preferably, this measurement is accomplished by monitoring 
the distal pressure at every valve motor step and determining 
the ?nal pressure by applying the Average Filter Pressure 
transform (Equation to the ?rst eight data samples. 

[0088] Part 4 begins With inlet valve 28 moving from its 
closed position to its open position. The plunger moves from 
the +169 steps extension, at position 48, to home position 
44. This full stroke is directly proportional to the volume of 
medicinal ?uid A that is required to be draWn into chamber 
30, Which in this preferred embodiment is 333 pl. Aproximal 
pressure spike 51 is recorded as inlet valve 28 opens; 
hoWever, this pressure spike is not used for any compensa 
tion calculations relating to the present invention. The 
timing of the retraction is preferably as quickly as the 
stepper motor can move the plunger. 

[0089] At the end of Part 4, the ?rst pump cycle is 
complete. Any de?ciency in the Actual Volume Delivered 
(calculated in Part 2 as described above) is corrected by 
changing the timing of the pump cycles, to compensate for 
any variations betWeen the desired delivery rate and the 
actual delivery rate. Because cassette type infusion pumps 
are constant displacement pumps, the delivery rate of the 
medicinal ?uid is changed by changing the number of pump 
cycles per unit time. Thus, the length of time betWeen pump 
cycle n and pump cycle n+1 is a function of the desired 
delivery rate that Was programmed into the control unit of 
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the pump, and the actual volume delivered. Ahigher medici 
nal ?uid delivery rate requires less time betWeen successive 
pump cycles. 

[0090] When the control unit has determined that the 
appropriate amount of time has passed and a neW pump 
cycle is to begin, the process generally described above is 
repeated for the next pump cycle. The process for the next 
(second) pump cycle is essentially identical to that described 
for the ?rst pump cycle; hoWever in this second pump cycle, 
and all subsequent cycles, instead of using the pressure 
measured by the proximal pressure sensor in Part 1 as an 
input to the algorithm to determine the correction position of 
the plunger, the Distal Suspend Pressure (Which corrects for 
any calibration differences betWeen the distal and proximal 
pressure sensors) is used, as described in detail above. Thus, 
pressure compensated plunger positions 46a and 46b for the 
second and third pump cycles may be different than pressure 
compensated plunger position 46, Which Was determined 
during the ?rst pump cycle. The magnitudes (absolute 
values) of Distal Pressure Spikes 50a and 50b should be 
much less than the magnitude of Distal Pressure Spike 50, 
due to the correction applied. Also, the magnitude of sub 
sequent proximal pressure spike 51a may vary from the 
value for proximal pressure spike 51 in the ?rst pump cycle. 

[0091] FIG. 4 illustrates the pump cycle for the multi 
channel cassette pump 10 shoWn in FIG. 1 using both 
medicinal ?uid Afrom source 12 and medicinal ?uid B from 
source 14. Because medicinal ?uid is noW being draWn from 
both ?uid sources, a complete pump cycle consists of six 
parts rather than the four part pump cycle described in 
connection With FIG. 3. In Part 1, supply valve 20 is in its 
open position, and supply valve 18 is in its closed position. 
Inlet valve 28 is initially in its open position and rapidly 
closes at the beginning of Part 1. Outlet valve 32 is in its 
closed position and remains in the closed position through 
out Part 1. Plunger 42 is initially in its home position 44. At 
the beginning of Part 1, the microprocessor of control unit 
17 uses proximal pressure sensor 24 and distal pressure 
sensor 34 to measure the pressures at the inlet and the outlet 
of the pump, respectively. Based on these pressures, the 
algorithm determines the adjustment required to the position 
of plunger 42 to compensate for the differential pressure, 
using the lookup tables based on the data illustrated in 
FIGS. 5 and 6, in the same manner as has been described 
above With respect to Part 1 of FIG. 3. Similarly, during Part 
1, plunger 42 moves to pressure compensated plunger posi 
tion 46 in FIG. 4, Which represents a retraction of the 
plunger from the chamber. This retraction of the plunger 
indicates that the proximal pressure Was found to be greater 
than the distal pressure. If the distal pressure had been 
greater than the proximal pressure, the plunger Would have 
been advanced toWard the chamber, compared to home 
position 44 of the plunger. 

[0092] Part 2 in the pump cycle of FIG. 4 starts With the 
opening of outlet valve 32. As soon as outlet valve 32 opens, 
Distal Pressure Spike 50 is detected by distal pressure sensor 
34. As described above, in future pump cycles, the spike 
pressure measured for the previous cycle is used by the 
algorithm to determine a correction for calibration differ 
ences of the distal and proximal pressure sensors, and this 
correction is employed to determine the position of the 
plunger, i.e., Whether the plunger should be either advanced 
or retracted. When forcing ?uid from the chamber, plunger 
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42 moves from either the advanced or retracted pressure 
compensated plunger position 46 (as determined by the 
algorithm) to +169 steps (position 48). Outlet valve 32 
remains open throughout Part 2. Time segment 45 is deter 
mined using the Equilibration Step Period transform rela 
tionship (Equations (8) and described above in reference 
to FIG. 3. Also as described above in reference to FIG. 3, 
the Actual Volume Delivered is computed (Equation (10)). 

[0093] At the beginning of Part 3 in the pump cycle shoWn 
in FIG. 4, outlet valve 32 returns to its closed position. 
Plunger 42 maintains its eXtended position at +169 steps, at 
position 48. Supply valve 20 remains in its open position, 
While medicinal ?uid B supply valve 18 remains closed, for 
both Parts 3 and 4. Inlet valve 28 remains in its closed 
position. Control unit 17 measures the distal pressure using 
distal pressure sensor 34 to determine the ?nal pressure in 
pump chamber 30 after the outlet valve has closed. Prefer 
ably, this measurement is accomplished by monitoring the 
distal pressure at every valve motor step and determining the 
?nal pressure by applying the Average Filter Pressure trans 
form (Equation to the ?rst 8 data samples. 

[0094] The major differences betWeen the four part pump 
cycle described in connection With FIG. 3, and the siX part 
pump cycle of FIG. 4, occur in Parts 4, 5 and 6 of the siX 
part pump cycle. In Part 4, plunger 42 does not fully return 
to home position 44, but rather to an intermediate position 
that corresponds to ?lling chamber 30 With a calculated 
volume of medicinal ?uid A. In Part 5, a Cassette Compli 
ance transform (described in detail beloW) is used in con 
junction With a plunger movement that results in a 1.0 psi 
pressure change. The values obtained Will be used in Part 6 
to calculate the Actual Intake Volumes for medicinal ?uids 
A and B. Plunger 42 returns to home position 44, and in 
doing so, ?lls chamber 30 With the medicinal ?uid B. As Will 
be described in detail beloW, plunger 42 alWays returns to 
home position 44. It is possible that the movement of 
plunger 42 from the intermediate position of Part 4 (required 
to ?ll chamber 30 With the correct volume of medicinal ?uid 
A) to home position 44 Will not result in the desired Target 
Intake Volume for medicinal ?uid B (see Equation (13) 
described beloW) being delivered to pump chamber 30. 
Furthermore, the Actual Intake Volume for medicinal ?uid A 
from Part 4 may have been different than the Target Intake 
Volume due to pressure conditions. Thus in Part 6, the 
Actual Intake Volumes for medicinal ?uids A and B are 
determined for use With the algorithm in the neXt pump 
cycle, so that any de?ciencies in either Actual Intake Vol 
umes for medicinal ?uids A or B can be made up in 
subsequent pump cycles. 

[0095] Part 4 begins With inlet valve 28 moving from its 
closed position to its open position. The plunger moves from 
the +169 steps eXtension, at position 48, to an intake position 
49a for medicinal ?uid A. This partial stroke is directly 
proportional to the volume of medicinal ?uid A that is 
required to be draWn into chamber 30, Which is calculated 
using the Plunger Reference Position transforms as dis 
cussed beloW. After the proper volume of medicinal ?uid A 
has entered pump chamber 30, supply valve 20 (for medici 
nal ?uid A) is closed. This step is different than as described 
above in relation to the four part pump cycle of FIG. 3, 
because in the four part pump cycle, supply valve 20 Was 
alWays open, While supply valve 18 (for medicinal ?uid B) 
Was alWays closed. Because the siX part pump cycle of FIG. 
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4 involves both medicinal ?uids A and B, supply valves 18 
and 20 must cycle on and off during the pump cycle. As With 
the single ?uid four part pump cycle, a proXimal pressure 
spike 51 is recorded as inlet valve 28 opens. As described 
above, this pressure spike is not used for any compensation 
calculations relating to the present invention. 

[0096] It should be noted that an improvement in the 
accuracy of the delivery rate can be achieved When admin 
istering both medicinal ?uid A and medicinal ?uid B if the 
intake sequence for the medicinal ?uids is alternated. For 
eXample, if in a ?rst pump cycle medicinal ?uid A is 
introduced into pump chamber 30, and then medicinal ?uid 
B is introduced into pump chamber 30, in the neXt pump 
cycle, medicinal ?uid B is preferably introduced into pump 
chamber 30 ?rst, folloWed by medicinal ?uid A. By alter 
nating the sequence in Which a medicinal ?uid is ?rst 
introduced into pump chamber 30, any delivery rate errors 
that are a function of the order in Which medicinal ?uids are 
introduced into pump chamber 30 Will be minimiZed. It does 
not matter Whether the sequence is alternated every other 
pump cycle, or some other pattern (such as every third, 
fourth or ?fth cycle), as long as medicinal ?uid B is 
introduced into pump chamber 30 ?rst for substantially the 
same number of pump cycles as medicinal ?uid A. 

[0097] The timing of the plunger retraction is preferably as 
quickly as the stepper motor can move the plunger. The 
Plunger Reference Position is the position of plunger 42 
required, to achieve a medicinal ?uid A Target Intake 
Volume needed for the neXt pump cycle. The medicinal ?uid 
A Target Intake Volume consists of a nominal target intake 
and any EXtend De?ciency Volume for medicinal ?uid A 
from the previous cycle. As inlet valve 28 is opened, 
proximal pressure sensor 24 monitors a pressure spike 51. 
Because this pressure spike is on the proximal side of the 
pump, it does not affect the delivery rate of the medicinal 
?uid to the patient, and is therefore is not used by the 
algorithm to compensate for a differential pressure (as is 
Distal Pressure Spike 50, discussed above). 

[0098] The folloWing equation is used to determine the 
Plunger Reference Position (XRef relative to +169 steps) 
needed to deliver the Target Intake Volume (VAiTgt and 
VBiTgt), for the current cycle The Target Intake Volume 
consists of a nominal target intake and an EXtend De?ciency 
Volume (see Equations (14) and (15) beloW) from the 
previous cycle. There is a plunger Retract Steps lookup table 
TABRtrct (based on the data of FIG. 10), Which is a function 
of Target Intake Volume and is derived empirically. When 
the ?rst intake is of medicinal ?uid A from source 12, the 
Plunger Reference Position transform is determined from 
the folloWing equations: 

[0099] Where: 

[0100] +169 steps is the nominal plunger eXtend 
position; 

[0101] VA]Tgt is the Target Intake Volume for 
medicinal ?uid A. 

[0102] R AiDel is the user speci?ed delivery rate for 
medicinal ?uid A; 




















