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(57) ABSTRACT 
Abassinet arrangement is detachably mounted on a playpen 
Which includes a frame body having a top opening de?ning 
a surrounding supporting side edge and a storage chamber 
communicating With the top opening. The bassinet arrange 
ment includes a fabric boundary having a ?rst compartment, 
a second compartment adjacent thereto and a surrounding 
edge holder encirclingly provided on the fabric boundary for 
detachably mounting on the supporting side edge of the 
frame body of the playpen. The bassinet arrangement further 
includes a fastening unit provided on the edge holder and the 
frame body of the playpen for securely mounting the fabric 
boundary on the playpen and a bassinet adapted for sub 
stantially disposed in the second compartment. Therefore, 
the parent is able to accommodate his baby in the bassinet 
that is selectively supported on the playpen at home and 
carried everyWhere. 
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BASSINET ARRANGEMENT 

BACKGROUND OF THE INVENTION 

[0001] 1. Field of Invention 

[0002] The present invention relates to baby accessories, 
and more particularly to a bassinet arrangement Which is 
adapted for accommodating a child therein While being cost 
effective. 

[0003] 2. Description of Related Arts 

[0004] Bassinet and playpen, Which become necessities to 
every family having a young child or baby, are considered 
as conveniences tools to carry and accommodate the baby 
respectively. 
[0005] It is no doubt that the bassinet is lightWeight and 
portable. HoWever, at home, the parents may pull their 
children to the infant bed rather than in the bassinet. It is 
because the parents must ?nd a safe surface to support the 
bassinet. OtherWise, the bassinet has an adverse effect of 
rocking and shaking. So, the baby may feel uncomfortable 
and unsafe When the bassinet is shaking. Furthermore, the 
infant bed has relative larger storage space than the bassinet. 
Therefore, the bassinet Will be stored someWhere in the 
house, Which is a Waste of the luXury space. Thus, When the 
child groWs up, the parent may merely keep purchasing all 
the baby’s accessories, such as a playpen and bed having a 
bigger siZe, individually that occupy all the luxury space at 
home. 

[0006] The playpen is normally used to restrict the move 
ment of the baby or young child Who is able to trail or Walk 
When the parents cannot alWays keep their eyes on their 
babies. Since the playpen can provide an absolutely safe 
boundary for the children, the playpen must be constructed 
rigidly and the depth of the playpen must be deep enough to 
prevent the children from climbing out of the playpen. 
HoWever, it is a hassle for the parent to pull and take a small 
child in the playpen. Therefore, there is a headache for the 
parents that hoW to accommodate their child at home safety. 

SUMMARY OF THE PRESENT INVENTION 

[0007] A main object of the present invention is to provide 
a bassinet arrangement Which is adapted for accommodating 
a child therein While being cost effective. 

[0008] Another object of the present invention is to pro 
vide a bassinet arrangement Which substantially increases 
the supporting area of the playpen to rigidly support the 
bassinet thereon. Thus, the infant bed can be provided on the 
supporting area of the playpen. In other Words, the bassinet 
arrangement of the present invention ?ts for any age of a 
child from infant up to ?ve years olds. 

[0009] Another object of the present invention is to pro 
vide a bassinet arrangement, Which is adapted to incorporate 
With a playpen Without altering the original structural design 
of the playpen, so as to minimiZe the manufacturing cost of 
the playpen incorporating With the bassinet arrangement. 

[0010] Another object of the present invention is to pro 
vide a bassinet arrangement, Wherein the attachment 
betWeen the bassinet and the playpen is easy and fast, that 
is simply by tightly fastening the edge holder of the fabric 
pocket on the opening edge of the playpen. 
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[0011] Another object of the present invention is to pro 
vide a bassinet arrangement, Wherein no eXpensive or com 
plicate structure is required to employ in the present inven 
tion in order to achieve the above mentioned objects. 
Therefore, the present invention successfully provides an 
economic and efficient solution for selectively using as a 
bassinet supporter, an infant bed, and the playpen. 

[0012] Accordingly, in order to accomplish the above 
objects, the present invention provides a bassinet arrange 
ment adapted for detachably mounting on a playpen Which 
comprises a frame body having a top opening de?ned a 
surrounding supporting side edge and a storage chamber 
communicating With the top opening. 

[0013] The bassinet arrangement, comprising: 

[0014] a fabric boundary having a ?rst compartment 
and a second compartment adjacent to the ?rst 
compartment and a surrounding edge holder 
eXtended along on the fabric boundary for detach 
ably mounting on the supporting side edge of the 
frame body of the playpen; 

[0015] a fastening unit provided on the edge holder 
and the frame body of the playpen for securely 
mounting the fabric boundary on the playpen; and 

[0016] a bassinet shaped and siZed to be able to 
substantially dispose in the second compartment. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0017] FIG. 1 is a perspective vieW of a bassinet arrange 
ment incorporated With a playpen according to a preferred 
embodiment of the present invention. 

[0018] FIG. 2 is a perspective vieW of a fabric boundary 
of the bassinet arrangement according to the above preferred 
embodiment of the present invention. 

[0019] FIG. 3 is a sectional vieW of the fabric boundary of 
the bassinet arrangement according to the above preferred 
embodiment of the present invention. 

[0020] FIG. 4 is an exploded perspective vieW of the 
bassinet arrangement according to the above preferred 
embodiment of the present invention. 

[0021] FIG. 5 is a perspective vieW of a foldable bassinet 
stand of the bassinet arrangement according to the above 
preferred embodiment of the present invention. 

[0022] FIG. 6 is a perspective vieW of the bassinet 
mounted on the foldable bassinet stand according to the 
above preferred embodiment of the present invention. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENT 

[0023] Referring to FIGS. 1 and 2 of the draWings, a 
bassinet arrangement 2 incorporated With a playpen 1 
according to a preferred embodiment of the present inven 
tion is illustrated. The playpen 1 comprises a frame body 10 
comprising four supporting posts 101 to support a boX 
shaped fabric made boundary shelter 11 therebetWeen. The 
boundary shelter 11 has four surrounding Walls 111 and a 
bottom Wall 112 to form a top opening 12 and de?ned a 
surrounding supporting side edge 13 and a storage chamber 
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14 de?ned between the surrounding Walls 111 and commu 
nicating With the top opening 12. 

[0024] The bassinet arrangement 2 comprises a fabric 
boundary 20 having a ?rst compartment 201 and a second 
compartment 202 adjacent to the ?rst compartment 201 
Wherein a depth of the ?rst compartment 201 is smaller than 
that of the second compartment 202 and a surrounding edge 
holder 23 eXtended along on the fabric boundary 20 for 
detachably mounting on the supporting side edge 13 of the 
frame body 10 of the playpen 1. 

[0025] The bassinet arrangement 2 further comprises a 
fastening unit 30 provided on the edge holder 23 and the 
frame body 10 of the playpen 1 for securely mounting the 
fabric boundary 20 on the playpen 1, and a bassinet 40 
shaped and siZed to be able to substantially dispose in the 
second compartment 202. 

[0026] According to the preferred embodiment, the fabric 
boundary 20 comprises a ?rst pocket 21 having four ?rst 
surrounding sheets 211 and a ?rst bottom sheet 212 to form 
the ?rst compartment 201 having a boX shaped and a second 
pocket 22 having four second surrounding sheets 221 and a 
second bottom sheet 222 to form the second compartment 
202 having a boX shaped, Wherein one of the ?rst surround 
ing sheets 211 is overlapped With one of the second sur 
rounding sheets 221 such that the ?rst pocket 21 is posi 
tioned adjacent to the second pocket 22. The fabric boundary 
20 further comprises tWo cushion layers 24 disposed in the 
?rst and second compartments 201, 202 respectively for 
providing a softly and comfortly support for the baby. 

[0027] Besides, each of the ?rst surrounding sheets 221 
having a vertical length shorter than a vertical length of each 
of the second surrounding sheets 221 such that the depth of 
the ?rst compartment 201 is smaller than that of the second 
compartment 202. 

[0028] The fabric made edge holder 23 having a rectan 
gular shaped is ?rmly attached to a top portion of the fabric 
boundary 20, Which is encircling With the ?rst and second 
pockets 21, 22, Wherein the edge holder 23, having a 
U-shaped cross section, has an outer Wall 231 and an inner 
Wall 232 to de?ne a positioning groove 233 that opens 
doWnWard for receiving the supporting side edge 13 of the 
frame body 10. Preferably, the edge holder 23 should be 
constructed With a cushion pad that provides a softness and 
comfortably and prevents any unWanted injury to the baby. 

[0029] In order to form the edge holder 23, the outer Wall 
231 is formed by folding the top edge portion of the fabric 
boundary 20 to an outer surface thereof overlappedly so as 
to de?ne the positioning 233 betWeen the inner Wall 232 and 
the outer Wall 231. 

[0030] In order to ?ttedly mount the edge holder 23 on the 
supporting side edge 13 of the frame body 10, the edge 
holder 23 further has four U-shaped corner openings 234 
provided at four corners of the outer Wall 231 of the edge 
holder 23 for holding around the four supporting posts 101 
of the playpen 1. 

[0031] The fastening unit 30 comprises a plurality of ?rst 
fastener units 31 provided on the outer Wall 231 at the comer 
openings 234 respectively and a plurality of second fastener 
units 32 provided at four upper comers of the frame body 10 
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for detachably fastening With the ?rst fastener units 31 
respectively so as to securely mount the fabric boundary 20 
on the frame body 10. 

[0032] Accordingly, each of the ?rst fastener units 31 
comprises tWo buckle plugs positioned at tWo ends of the 
respective corner opening 234 and each of the second 
fastener units 32 comprises a buckle socket having tWo 
opposed socket inlets 321 to detachably fasten With the tWo 
?rst fastener units 31 positioned at the respective comer 
opening 234 respectively as shoWn in FIG. 3. 

[0033] The fastening unit 30 further comprises a plurality 
of positioning straps 33 transversely mounted on the outer 
Wall 231 and extended from one comer opening 234 to 
another comer opening 234 Wherein each of the positioning 
straps 33 has tWo free ends for ?rmly attaching tWo adjacent 
?rst fastener units 31 respectively as shoWn in FIG. 3. 
Moreover, the positioning straps 33 can enhance the tight 
mounting engagement betWeen the edge holder 23 and the 
supporting side edge 13 of the frame body 10 so as to secure 
the fabric boundary 20 on the playpen 1. 

[0034] As shoWn in FIG. 4, in order to rigidly support the 
user in the bassinet 40, the bassinet 40 comprises a boundary 
frame 41, a fabric made bassinet shelter 42 supported 
thereon to de?ne a supporting cavity 421, a supporting board 
43 disposed in the supporting cavity 421, a pair of U-shaped 
folding arms 44 each having tWo upper ends pivotally 
connected to the boundary frame 41, and at least a pair of 
locking members 45 mounted on the supporting board 43 for 
detachably locking With the folding arms 44 respectively 
Wherein each of the folding arms 44 has a height equals to 
a depth of the supporting cavity 421, in such a manner that 
When the folding arms 44 are locked at the supporting board 
43, a doWnWard force of the user’s Weight can be evenly 
distributed to the boundary frame 41 through the folding 
arms 43, so as to substantially support the user in the 
bassinet 40. 

[0035] As shoWn in FIG. 5, the bassinet arrangement 2 
further comprises a foldable bassinet stand 50 for rigidly 
supporting the bassinet 40 individually Wherein the bassinet 
stand 50 comprises a U-shaped ?rst stand frame 51 having 
a pair of ?rst frame legs 511, a U-shaped second stand frame 
52 having a pair of second frame legs 521 pivotally con 
nected to the ?rst frame legs 511 of the ?rst stand frame 51 
respectively, and a pair of folding joints 53 each having tWo 
pivot arms 531 pivotally connected to the ?rst and second 
frame legs 511, 521 respectively for retaining a rotational 
movement betWeen the ?rst and second stand frames 51, 52. 
Therefore, the bassinet 40 is adapted for rigidly supporting 
on the bassinet stand 50 betWeen the ?rst and second stand 
frame 51, 52, as shoWn in FIG. 6. 

[0036] Accordingly, each of the folding joints 53 com 
prises a joint member 532 Wherein the tWo pivot arms 531 
has one end pivotally connected to the joint member 532 and 
another end pivotally connected to an upper portion of one 
of the ?rst and second frame legs 511, 521. The bassinet 
stand 50 further comprises at least tWo supporting pillars 54 
rigidly mounted on the ?rst and second stand frames 51, 52 
Wherein one of the supporting pillars 54 is mounted betWeen 
the tWo ?rst frame legs 511 of the ?rst stand frame 51 and 
another supporting pillar 54 is mounted betWeen the tWo 
second frame legs 521 of the second frame stand 52, so as 
to form a rigid structure of the bassinet stand 50. 
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[0037] Furthermore, a U-shaped side opening 110 is pro 
vided on one of the surrounding Walls 111 of the boundary 
shelter 11 such that the playpen 1 can be formed as a storage 
for storing the baby’s accessories such as diaper When the 
fabric boundary 20 is mounted on the playpen 1. In other 
Words, the present invention occupies minimized space for 
storing the baby’s accessories at home. 

[0038] It is Worth to mention that the infant is able to 
accommodate on the bassinet 40 that can support by either 
the fabric boundary 20 or the bassinet stand 50 such that the 
parent can carry the infant by the basinet 40 everyWhere at 
home. Thus, it is convenient for the parent that the infant can 
lay in the ?rst compartment 201 for changing diaper When 
the bassinet 40 is supported in the second compartment 201. 
When the infant groWs up, the second compartment 202 can 
be used as a bed for the baby sleeping therein. Moreover, the 
fabric boundary 20 can be detached from the playpen 1 such 
that the parent can pull his or her young child in the playpen 
1 to restrict the movement of the young child. In other 
Words, the parent is able to keep using the bassinet arrange 
ment 2 of the present invention for his or her baby from 
infant to a young child up to ?ve years olds. 

What is claimed is: 
1. Abassinet arrangement for a playpen Which comprises 

a frame body having a top opening de?ned a surrounding 
supporting side edge and a storage chamber communicating 
With the top opening, Wherein said bassinet arrangement 
comprises: 

a fabric boundary having a ?rst compartment, a second 
compartment adjacent to said ?rst compartment, and a 
surrounding edge holder eXtended along said fabric 
boundary for detachably mounting on said supporting 
side edge of said frame body of said playpen; 

a fastening unit provided on said edge holder and said 
frame body of said playpen for securely mounting said 
fabric boundary on said playpen; and 

a bassinet shaped and siZed to be able to substantially 
dispose in said second compartment. 

2. The bassinet arrangement, as recited in claim 1, 
Wherein said edge holder is ?rmly attached along a top 
portion of said fabric boundary, Wherein said edge holder, 
having a U-shaped cross section, has an outer Wall and an 
inner Wall to form a positioning groove that opens doWn 
Ward for receiving said supporting side edge of said frame 
body. 

3. The bassinet arrangement, as recited in claim 2, 
Wherein said edge holder further has four U-shaped corner 
openings provided at four corners of said outer Wall of said 
edge holder for holding around four supporting posts of the 
playpen. 

4. The bassinet arrangement, as recited in claim 3, 
Wherein said fastening unit comprises a plurality of ?rst 
fastener units provided on said outer Wall at said corner 
openings respectively and a plurality of second fastener unit 
provided at four upper comers of said frame body for 
detachably fastening With said ?rst fastener unit respectively 
so as to securely mount said fabric boundary on said frame 
body. 

5. The bassinet arrangement, as recited in claim 4, 
Wherein each of said ?rst fastener units comprises tWo 
buckle plugs positioned at tWo ends of said respective comer 
opening and each of said second fastener units comprises a 
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buckle socket having tWo opposed socket inlets to detach 
ably fasten With said tWo buckle plugs positioned at said 
respective comer opening respectively. 

6. The bassinet arrangement, as recited in claim 5, 
Wherein each of said ?rst fastener units comprises tWo 
buckle plugs positioned at tWo ends of said respective corner 
opening and each of said second fastener units comprises a 
buckle socket having tWo opposed socket inlets to detach 
ably fasten With said tWo buckle plugs positioned at said 
respective comer opening respectively. 

7. The bassinet arrangement, as recited in claim 1, 
Wherein said fabric boundary comprises a ?rst pocket having 
four ?rst surrounding sheets and a ?rst bottom sheet to form 
said ?rst compartment having a boX shaped, and a second 
pocket having four second surrounding sheets and a second 
bottom sheet to form said second compartment having a boX 
shaped, Wherein one of said ?rst surrounding sheets is 
overlapped With one of said second surrounding sheets such 
that said ?rst pocket is positioned adjacent to said second 
pocket. 

8. The bassinet arrangement, as recited in claim 7, 
Wherein each of said ?rst surrounding sheets having a 
vertical length shorter than a vertical length of each of said 
second surrounding sheets such that a depth of said ?rst 
compartment is smaller than that of said second compart 
ment. 

9. The bassinet arrangement, as recited in claim 4, 
Wherein said fabric boundary comprises a ?rst pocket having 
four ?rst surrounding sheets and a ?rst bottom sheet to form 
said ?rst compartment having a boX shaped, and a second 
pocket having four second surrounding sheets and a second 
bottom sheet to form said second compartment having a boX 
shaped, Wherein one of said ?rst surrounding sheets is 
overlapped With one of said second surrounding sheets such 
that said ?rst pocket is positioned adjacent to said second 
pocket. 

10. The bassinet arrangement, as recited in claim 9, 
Wherein each of said ?rst surrounding sheets having a 
vertical length shorter than a vertical length of each of said 
second surrounding sheets such that a depth of said ?rst 
compartment is smaller than that of said second compart 
ment. 

11. The bassinet arrangement, as recited in claim 6, 
Wherein said fabric boundary comprises a ?rst pocket having 
four ?rst surrounding sheets and a ?rst bottom sheet to form 
said ?rst compartment having a boX shaped, and a second 
pocket having four second surrounding sheets and a second 
bottom sheet to form said second compartment having a boX 
shaped, Wherein one of said ?rst surrounding sheets is 
overlapped With one of said second surrounding sheets such 
that said ?rst pocket is positioned adjacent to said second 
pocket. 

12. The bassinet arrangement, as recited in claim 11, 
Wherein each of said ?rst surrounding sheets having a 
vertical length shorter than a vertical length of each of said 
second surrounding sheets such that a depth of said ?rst 
compartment is smaller than that of said second compart 
ment. 

13. The bassinet arrangement, as recited in claim 2, 
Wherein said bassinet comprises a boundary frame, a fabric 
made bassinet shelter supported thereon to de?ne a support 
ing cavity, a supporting board disposed in said supporting 
cavity, a pair of U-shaped folding arms each having tWo 
upper ends pivotally connected to said boundary frame, and 
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at least a pair of locking members mounted on said sup 
porting board for detachably locking With said folding arms 
respectively Wherein each of said folding arms has a height 
equals to a depth of said supporting cavity. 

14. The bassinet arrangement, as recited in claim 4, 
Wherein said bassinet comprises a boundary frame, a fabric 
made bassinet shelter supported thereon to de?ne a support 
ing cavity, a supporting board disposed in said supporting 
cavity, a pair of U-shaped folding arms each having tWo 
upper ends pivotally connected to said boundary frame, and 
at least a pair of locking members mounted on said sup 
porting board for detachably locking With said folding arms 
respectively Wherein each of said folding arms has a height 
equals to a depth of said supporting cavity. 

15. The bassinet arrangement, as recited in claim 11, 
Wherein said bassinet comprises a boundary frame, a fabric 
made bassinet shelter supported thereon to de?ne a support 
ing cavity, a supporting board disposed in said supporting 
cavity, a pair of U-shaped folding arms each having tWo 
upper ends pivotally connected to said boundary frame, and 
at least a pair of locking members mounted on said sup 
porting board for detachably locking With said folding arms 
respectively Wherein each of said folding arms has a height 
equals to a depth of said supporting cavity. 

16. The bassinet arrangement, as recited in claim 12, 
Wherein said bassinet comprises a boundary frame, a fabric 
made bassinet shelter supported thereon to de?ne a support 
ing cavity, a supporting board disposed in said supporting 
cavity, a pair of U-shaped folding arms each having tWo 
upper ends pivotally connected to said boundary frame, and 
at least a pair of locking members mounted on said sup 
porting board for detachably locking With said folding arms 
respectively Wherein each of said folding arms has a height 
equals to a depth of said supporting cavity. 

17. The bassinet arrangement, as recited in claim 1, 
further comprising a foldable bassinet stand for rigidly 
supporting said bassinet individually Wherein said bassinet 
stand comprises a U-shaped ?rst stand frame having a pair 
of ?rst frame legs, a U-shaped second stand frame having a 
pair of second frame legs pivotally connected to said ?rst 
frame legs of said ?rst stand frame respectively, and a pair 
of folding joints each having tWo pivot arms pivotally 
connected to said ?rst and second frame legs respectively for 
retaining a rotational movement betWeen said ?rst and 

Apr. 17, 2003 

second stand frames, so as to rigidly support said bassinet 
betWeen said ?rst and second stand frames of said bassinet 
stand. 

18. The bassinet arrangement, as recited in claim 4, 
farther comprising a foldable bassinet stand for rigidly 
supporting said bassinet individually Wherein said bassinet 
stand comprises a U-shaped ?rst stand frame having a pair 
of ?rst frame legs, a U-shaped second stand frame having a 
pair of second frame legs pivotally connected to said ?rst 
frame legs of said ?rst stand frame respectively, and a pair 
of folding joints each having tWo pivot arms pivotally 
connected to said ?rst and second frame legs respectively for 
retaining a rotational movement betWeen said ?rst and 
second stand frames, so as to rigidly support said bassinet 
betWeen said ?rst and second stand frames of said bassinet 
stand. 

19. The bassinet arrangement, as recited in claim 11, 
further comprising a foldable bassinet stand for rigidly 
supporting said bassinet individually Wherein said bassinet 
stand comprises a U-shaped ?rst stand frame having a pair 
of ?rst frame legs, a U-shaped second stand frame having a 
pair of second frame legs pivotally connected to said ?rst 
frame legs of said ?rst stand frame respectively, and a pair 
of folding joints each having tWo pivot arms pivotally 
connected to said ?rst and second frame legs respectively for 
retaining a rotational movement betWeen said ?rst and 
second stand frames, so as to rigidly support said bassinet 
betWeen said ?rst and second stand frames of said bassinet 
stand. 

20. The bassinet arrangement, as recited in claim 12, 
further comprising a foldable bassinet stand for rigidly 
supporting said bassinet individually Wherein said bassinet 
stand comprises a U-shaped ?rst stand frame having a pair 
of ?rst frame legs, a U-shaped second stand frame having a 
pair of second frame legs pivotally connected to said ?rst 
frame legs of said ?rst stand frame respectively, and a pair 
of folding joints each having tWo pivot arms pivotally 
connected to said ?rst and second frame legs respectively for 
retaining a rotational movement betWeen said ?rst and 
second stand frames, so as to rigidly support said bassinet 
betWeen said ?rst and second stand frames of said bassinet 
stand. 


