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(57) ABSTRACT 

EyeWear is disclosed for use in sports and the like Which 
captures air?ow impinging on the front of the eyeWear, 
?lters it through baf?ing or a particulate ?lter to prevent the 
ingress of particulate matter, and then directs it through the 
dead space betWeen the lenses and the Wearer’s eyes. The 
eyeWear includes a frame shaped to ?t a Wearer’s face 
including a front-facing ventilation opening, one or tWo 
lenses mounted in the frame, and a ventilation liner Which 
includes ?ltered upper ventilation grooves extending 
through the top and bottom surface of the eyeWear to alloW 
air to How through the dead space behind the lens. Acushion 
can be attached to the rear surface of the ventilation liner for 
cushioning the eyeWear against the user’s face. 
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EYEWEAR WITH FILTERED VENTILATION 

TECHNICAL FIELD OF THE INVENTION 

[0001] This invention relates generally to eyeWear for use 
in sports and the like; and more particularly to eyeWear 
Which is ventilated to reduce or prevent fogging, increase 
comfort and protect from the Wind. 

BACKGROUND OF THE INVENTION 

[0002] EyeWear used for sports is typically designed to 
Wrap around the user’s face and is sufficiently close to the 
skin to create a dead air space betWeen the glasses and the 
user’s face (hereinafter referred to as the “dead space”). As 
the user engages in strenuous activity, the heat and moisture 
can build up in the dead space, making the glasses uncom 
fortable to Wear and producing condensation on the inside 
surface of the lenses Which can partially or entirely obstruct 
the vision of the Wearer. This phenomenon is commonly 
knoWn as “fogging.” 

[0003] There have been many prior art methods attempted 
to reduce or eliminate fogging. Some devices, such as that 
described in US. Pat. No. 4,707,863, describe chemical 
coatings Which can be applied to the inside surface of a lens 
to alleviate fogging. Such coatings, hoWever, tend to 
enhance ?ngerprints caused by handling, and are typically 
not durable, tending to scratch and Wear off When the user 
cleans the lenses. 

[0004] Therefore, different types of ventilation have been 
relied upon to alleviate fogging. Many prior art sunglasses 
and protective glasses or goggles provide openings in the 
frame above and beloW the lenses to alloW air to How in and 
out. These are not believed to be particularly effective at 
preventing fogging When a Wearer is engaged in particularly 
strenuous activity, since there is nothing to cause the air to 
actually ?oW through the dead space, unless the Wearer tilts 
his head doWnWard toWards the ground as he is moving 
forWard to alloW the passing air to How through the perfo 
rations in the frame. This is not particularly desirable When 
the Wearer is moving forWard at great speed (for eXample, 
When riding a motorcycle) because such action Will take the 
Wearer’s eyes off the space in front of his vehicle and may 
result in an unfortunate accident. Moreover, open apertures 
Will typically alloW the ingress of dust and particulate matter 
into the dead space Where it can be bloWn into the unpro 
tected eyes by the How of air, Which is also very undesirable. 

[0005] US. Pat. Nos. 5,191,364 and 5,428,411 substan 
tially reduced or eliminated the ingress of dust and particu 
late matter into the dead space by covering the ventilation 
apertures With permeable foam, and further addressed the 
fogging problem With coated and/or double lenses. HoW 
ever, these glasses still suffer from the lack of a motivating 
force for causing a How of air through the ventilating 
apertures Without causing the Wearer to take his eyes off his 
direction of travel. Moreover, When the Wearer is no longer 
engaged in active sports, and Wishes to simply Wear a pair 
of casual sunglasses to protect the eyes from the effects of 
sunlight While Walking or driving in a closed vehicle, the 
foam surrounding the eyes combined With decreased air?oW 
may cause an uncomfortable heat build up Which discour 
ages the user from Wearing such eyeWear for casual pur 
poses. 
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[0006] British Patent Speci?cation 364,970 addressed the 
problem of controlling a How of air through the dead space 
by providing a valve Which may be adjusted by loosening a 
screW, rotating an inlet regulating disc to a desired position, 
and then tightening the screW. This device is not desirable 
because the user must remove the glasses, produce a screW 

driver, loosen the screW, rotate the disc, tighten the screW, 
put the glasses back on and use them at the desired speed to 
determine if the disc has been rotated to a position Which 
Will produce the desired ?oW under the speci?c conditions 
of use. If not, the procedure must be repeated over and over 
again until the desired How is obtained. 

[0007] Accordingly, the need eXists for sunglasses and 
protective glasses Which automatically generate a How of 
?ltered air through the dead space and protects the eyes from 
particulate matter in the airstream When the user is engaged 
in active sports. 

SUMMARY OF THE INVENTION 

[0008] In one embodiment, the present invention provides 
eyeWear for use in sports and the like having a frame shaped 
to ?t a Wearer’s face, the frame having an inner surface, an 
outer surface, a pair of orbital openings for surrounding the 
eyes of a Wearer, a nose bridge connecting the orbital 
openings and having a ?ltered ventilation opening, a lens 
mounting surface mounting a lens over each orbital opening, 
and a surface on each side of the frame for attaching temple 
bars or a strap for supporting the frame on the Wearer’s head, 
and a ventilation liner having a pair of orbital openings 
connected by a nose bridge of substantially the same siZe 
and shape as the orbital openings and nose bridge of the 
frame, the ventilation liner including a front surface 
mounted to closely engage the inner surface of the frame, a 
rear surface, and a channel formed in the nose bridge of the 
ventilation liner for diverting air?oW from the ventilation 
opening of the frame across an inner surface of each lens, the 
ventilation liner further including a plurality of ?ltered upper 
ventilation grooves across an upper portion of the front 
surface of each orbital opening of the ventilation liner and a 
plurality of ?ltered loWer ventilation grooves across a loWer 
portion of the front surface of each orbital opening of the 
ventilation liner, also for creating air?oW across the inner 
surface of each lens, and a cushion covering said rear surface 
of said ventilation liner for engaging a Wearer’s skin around 
the eyes. 

[0009] In another embodiment, the present invention pro 
vides eyeWear including a frame shaped to ?t a Wearer’s face 
having an inner surface, an outer surface, a lens mounting 
surface for mounting a lens for protecting a Wearer’s eyes, 
at least one lens mounted on said lens mounting surface, a 
nose bridge for supporting said frame on said Wearer’s face, 
a ?ltered ventilation opening through a front surface of said 
frame, and, a surface on each side of the frame for attaching 
temple bars or a strap for supporting the frame on the 
Wearer’s head, and a ventilation liner mounted to the inner 
surface of the frame, the ventilation liner having at least one 
eye aperture of substantially the same siZe and shape of the 
aperture formed by the lens mounting surface of the frame 
for forming a deadspace betWeen the lens and the Wearer’s 
eyes, the ventilation liner further having a front surface 
closely engaging the inner surface of the frame and eXtend 
ing above a top surface of said frame, the front surface of the 
ventilation liner including a plurality of ?ltered upper and 
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lower ventilation grooves, and a channel for directing a How 
of air from the ?ltered ventilation opening in said frame into 
the deadspace, and said ventilation liner further including a 
cushion mounted across a rear surface of the ventilation liner 
for engaging a Wearer’s skin to seal the area around the 
Wearer’s eyes. 

[0010] Other and further objects, features, advantages and 
embodiments of the present invention Will become apparent 
to one skilled in the art from reading the Detailed Descrip 
tion of the Invention together With the draWings. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0011] FIG. 1 is a perspective front vieW of eyeWear of the 
present invention; 

[0012] FIG. 2 is a perspective top vieW of the eyeWear of 
FIG. 1; 

[0013] FIG. 3 is a front vieW of the eyeWear of FIG. 1 
Without the cushion; 

[0014] FIG. 4 is a side vieW of the eyeWear of FIG. 1 
Without the cushion; 

[0015] FIG. 5 is a perspective back vieW of the eyeWear 
of FIG. 1 Without the cushion; 

[0016] FIG. 6 is a perspective top vieW of a ventilation 
liner of the present invention shoWing ?ltering media in 
place; 
[0017] FIG. 7 is a front vieW of the ventilation liner of 
FIG. 6; and, 

[0018] FIG. 8 is a partial cross-section taken through line 
8-8 of FIG. 4. 

DETAILED DESCRIPTION OF THE 
INVENTION 

[0019] As shoWn in FIGS. 1-5, eyeWear of the present 
invention includes a frame 10, Which is preferably formed 
from a resilient material such as plastic. Metal frames, While 
less desirable, can also be used. The frame 10 includes an 
aperture for the eyes of the Wearer Which is circumscribed by 
a lens mounting surface 12, on Which one or more lenses 14 
are mounted. 

[0020] Lenses 14, 14‘ are conventionally mounted to the 
lens mounting surface, and may be tinted or coated to 
provide protection against the rays of the sun, and/or may be 
corrective lenses to correct the vision of far-sighted or 
near-sighted Wearers. Most preferably, the frames 10 are 
provided With tWo eye apertures, a right eye aperture 15‘ 
aligned With the Wearer’s right eye and a left eye aperture 15 
aligned With the Wearer’s left eye. HoWever, as shoWn in 
US. Pat. No. 6,233,342, Which is incorporated herein by 
reference, the frame may also be constructed to provide a 
single aperture for both eyes, Which is covered With a single 
lens. 

[0021] Frame 10 is most preferably curved to closely ?t 
against the Wearer’s face and to provide for substantially 
unobstructed peripheral vision. Frame 10 is also preferably 
provided With a nose bridge 17 to support the eyeWear on the 
bridge of the user’s nose. Nose bridge 17 provides a con 
venient location on the front surface of the frame 10 Which 
can be perforated for ventilation if desired. In the preferred 
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embodiment, shoWn in FIG. 1, a single ventilation opening 
18 is provided Which is covered on the outer surface 19 by 
a perforated vent cover 20. While less preferred, it Would 
also be possible to place one or more ventilation openings at 
other locations on the front surface of the frame 10. While 
even less preferred, ventilation opening 18 may be omitted 
entirely. 

[0022] The ventilation opening 18 is preferably ?ltered to 
prevent the ingress of particulate matter. Most preferably, a 
?ltering element 24 (shoWn in FIG. 8) can be placed directly 
in the ventilation opening 18. Filter element 24 can be 
formed from any material capable of preventing the ingress 
of particulate matter Without unduly obstructing the How of 
air. Most preferably, ?lter element 24 is formed from air 
permeable foam placed inside the opening 18 for ?ltering 
the air as it passes through ventilation opening 18. If opening 
18 is too small for a ?ltering element 24, it may be possible 
to place a ?lter element at a different location further 
doWnstream before the airstream enters the deadspace, such 
as, for eXample, in inlet channel 44. While not preferred, 
opening 18 can be left un?ltered if desired. The air Which 
enters through opening 18 Will encounter the Wall in inlet 
channel 44, and be forced to turn 90 degrees before entering 
into the dead space, Which should prevent most if not all 
Windborne particulate matter from being bloWn into the 
eyes. 

[0023] The inside of frame 10 is most preferably ?tted 
With a ventilation liner 42 contoured to ?t a Wearer’s face 
closely While spacing the lenses from the Wearer’s face to 
create a dead space 26 betWeen the user’s eyes and the 
lenses. Ventilation liner 42 can be constructed from the same 
material as the frame 10 and is provided With a front surface 
43 Which abuts the inside of frame 10, and a rear surface 44 
Which is preferably covered With a cushioning material 45 to 
comfortably seal the eyeWear against the user’s face and 
prevent the ingress of dust and particulate matter through the 
space betWeen the periphery of the glasses and the user’s 
face. The cushion 45 can be attached about the periphery of 
the rear surface 44 of ventilation liner 42, or cushion 45 can 
be formed as a gasket Which Wraps around the rear surface 
44 starting at the top of the ventilation liner 42 and Wrapping 
across the rear surface 44 to the bottom of the ventilation 
liner 42. Cushion 45 can be formed from any material 
suitable for both cushioning and providing an air permeable 
seal; hoWever, air permeable foam is preferred. While far 
less preferable, ventilation liner 42 in its simplest form can 
be simply a plate Which includes inlet channel 44 Which is 
mounted to the inside surface of frame 10 to connect the tWo 
deadspaces 26, 26‘ and to divert the air ?oW from ventilation 
opening 18 through the deadspaces 26, 26‘, With orbital 
cushions, if any, attached directly to the frame 10. 

[0024] For the preferred embodiment, fasteners, such as, 
for eXample, screWs 47, 47‘ are preferably used to attach 
ventilation liner 42 to the frame. Alternatively, any conven 
tional means for mounting the ventilation liner 42 to the 
frame can be used such as, for eXample, adhesives for 
permanent mounting, or mechanical fasteners or clips or 
hook and pile type fasteners for removable mounting. 

[0025] As shoWn most clearly in FIGS. 6 and 7, ventila 
tion liner 42 can also be provided With a plurality of upper 
grooves 50, 50‘, loWer grooves 50“, 50“‘ Which, in combi 
nation With inlet channel 44, provide dynamic ventilation in 
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the assembled eyeWear. As shown in FIGS. 3 and 4, 
ventilation liner 42 may be mounted to frame 10 so that the 
upper surface 30 of ventilation liner 42 extends slightly 
above the upper surface 32 of the frame 10. This provides a 
ventilated surface for catching and directing the Wind 
through upper grooves 50, 50‘ doWn into the dead space 26 
betWeen the lenses and the eyes. To prevent particulate 
matter from being bloWn into the dead space, a ?ltering 
element 28 is preferably placed into each of channels 46, 46‘, 
46“, 46“‘, shoWn most clearly in FIGS. 6 and 7. Filtering 
element 28 can be any air-permeable material capable of 
effectively removing most particulate matter such as dust, 
sleet, and snoW, but preferably is an air-permeable foam 
gasket formed to ?t snugly inside the channels 46, 46‘, 46“, 
46“‘ and to obstruct grooves 50, 50‘, 50“, 50‘“ so that air 
passing through grooves 50, 50‘, 50“, 50“‘ must pass through 
a ?lter element 28. While it Would be possible to eliminate 
channels 46, 46‘, 46“, 46“‘ and simply place ?ltering ele 
ments in each individual groove 50, 50‘, 50“, 50‘“, or to 
cover the eXterior of the individual grooves 50, 50‘, 50“, 50“‘ 
With a ?ltering cover, this is not preferred as it provides a 
greater obstruction to, and accordingly reduces, the air?oW 
across the inner surface of each lens. In most instances, We 
prefer to use the smallest possible ?ltering element Which 
Will provide effective ?ltering, since this provides the least 
obstruction to the free How of air through the deadspace and 
the smallest Weight for the assembled eyeWear. 

[0026] Inlet channel 44 of ventilation liner 42 is positioned 
immediately behind the inlet opening 18 of frame 10 When 
ventilation liner 42 is mounted to the frame 10. While a 
?ltering element could be placed in channel 44, it is pref 
erably not. Channel 44 is preferably left unobstructed, With 
?ltering of the airstream most preferably provided by a ?lter 
element 24 placed in inlet opening 18. As inlet channel 44 
provides a channel for effective cross-?oW of air betWeen the 
dead spaces 26 in front of the user’s eyes, it is present even 
if frame 10 is not provided With an inlet opening 18. 

[0027] This arrangement provides for a dynamic How of 
air in the preferred embodiment through both the inlet 
opening 18 and grooves 50, 50‘, the air through grooves 50, 
50‘ being ?ltered preferably by a ?lter element 28, 28‘ placed 
in the channels 46, 46‘. As the air passes through the ?lter 
element 24 in the inlet opening 18, it encounters channel 44, 
Which directs the air ?oW into the dead space around each 
eye. This air?oW Will then encounter the ?ltered air from the 
grooves 50, 50‘, and the tWo airstreams can ?oW doWnWards 
across the inside surfaces of lenses 14, 14‘ and out through 
the grooves 50“, 50“‘. Of course, the air?oW through the 
dead space can change depending upon the position of the 
Wearers head, but remains effective in providing ventilation 
for the dead space. The dynamic movement of air through 
the deadspace 26 prevents a buildup of Warm, moist air as 
the Wearer engages in active sports Which could otherWise 
produce fogging or discomfort. 

[0028] A pair of temple bars 52, 52‘, shoWn in FIGS. 1 
and 2, or an adjustable elastic strap 56 (as shoWn in US. Pat. 
No. 6,233,342, Which has been incorporated herein by 
reference), can be conventionally used to support the frames 
10 on the user’s head. A surface 21, 21‘ at each end of the 
frame 10 is conventionally provided for connecting the 
temple bars 52, 52‘ or strap 56 to the frame. Temple bars 52, 
52‘ are preferably connected conventionally to the surface 
20, 20‘ to alloW the bars 52, 52‘ to pivot around a hinge pin 
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54, 54‘ for selectively folding the bars 52, 52‘ to a closed 
position toWards the inner surface of the frame or to an open 
position for mounting on the Wearer’s head in the Well 
knoWn conventional fashion. Temple bars 52, 52‘ may be 
permanently mounted for such pivoting movement, or may 
be removably mounted using Well-knoWn, bayonet type 
mounts Which alloW for removal of the temple bars 52, 52‘ 
and replacement by a strap. Likewise, a strap may be 
permanently or removably mounted to the rear surface 21, 
21‘. The length of the strap can be conventionally adjusted 
using a buckle or other adjustment means to provide a snug 
?t against the Wearer’s face. 

[0029] In use the present invention is particularly advan 
tageous to users Who Wish to use sportsglasses for vigorous 
activities, such as skiing or riding motorcycles, snoWmobiles 
or the like, Which involve speed, and thus require both 
ventilation and protection against airborne particulate matter 
such as dust, sleet or snoW. For vigorous activities involving 
speed, the user puts the sportsglasses on and begins the 
sports activity. As the user moves, air is directed through 
both ventilation opening 18 and through grooves 50, 50‘ 
Where any particulate matter is trapped by ?lter elements 28, 
28‘. As the air passes through ventilation opening 18, it 
encounters channel 44 Which splits the airstream in tWo, 
directing it to the right and the left across the inner surface 
of each lens, Where it encounters the airstream ?oWing 
through upper ventilating grooves 50, 50‘. This air?oW 
alleviates any tendency to fog and constantly changes the air 
in the dead space to prevent a buildup of heat or humidity as 
the user exercises. Filtering elements are preferably also 
placed in channels 46“, 46“‘ to prevent particulate matter 
being introduced into the deadspace through loWer ventilat 
ing grooves 50“, 50‘“. 

[0030] One skilled in the art Will recogniZe at once that it 
Would be possible to construct the present invention from a 
variety of materials and in a variety of different Ways. While 
the preferred embodiments have been described in detail, 
and shoWn in the accompanying draWings, it Will be evident 
that various further modi?cation are possible Without depart 
ing from the scope of the invention as set forth in the 
appended claims. 

What is claimed is: 
1. EyeWear for use in sports and the like, comprising: 

a frame shaped to ?t a Wearer’s face having an inner 
surface, an outer surface, a lens mounting surface for 
mounting a lens means for protecting a Wearer’s eyes, 
at least one lens mounted on said lens mounting sur 
face, a nose bridge for supporting said frame on said 
Wearer’s face, and, a surface on each side of the frame 
for attaching a means for supporting the frame on the 
Wearer’s head; 

a ventilation liner mounted to the inner surface of said 
frame, said ventilation liner having an aperture of 
substantially the same siZe and shape as the lens 
mounting surface of the frame for providing a ?rst 
deadspace betWeen said lens and a ?rst of said Wearer’s 
eyes and a second deadspace betWeen said lens and a 
second of said Wearer’s eyes, said ventilation liner 
further having a front surface closely engaging the 
inner surface of said frame, said front surface including 
a plurality of ?ltered upper ventilation grooves for 
directing a How of air through said ?rst and second 
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deadspace, said ventilation liner further including a 
channel connecting said ?rst and said second deadspace 
for alloWing air to How betWeen said ?rst and said 
second deadspace, said ventilation liner further includ 
ing ?ltered loWer ventilation grooves for alloWing air to 
How through said ?rst and said second deadspace, said 
ventilation liner further including a cushion rnounted 
across a rear surface of said ventilation liner for engag 
ing a Wearer’s skin around the Wearer’s eyes. 

2. The eyeWear of claim 1 additionally comprising a 
ventilation opening through a front surface of said frame, 
and Wherein said channel of said ventilation liner is posi 
tioned to divert a How of air from said ventilation opening 
in said frame into said ?rst and said second deadspace. 

3. The eyeWear of claim 2 Wherein ventilation opening 
includes a ?lter element. 

4. The eyeWear of claim 1 Wherein said ventilation liner 
is mounted to eXtend above a top surface of said frame to 
eXpose said plurality of upper ventilation grooves on said 
front surface of said ventilation liner for directing a How of 
air from said ?ltered upper ventilation grooves into said ?rst 
and said second deadspace. 

5. The eyeWear of claim 1 Wherein said cushion is formed 
from air perrneable foam. 

6. The eyeWear of claim 2 Wherein said ventilation 
opening through said front surface of said frame is located 
in said nose bridge. 

7. The eyeWear of claim 6 Wherein said ventilation 
opening is ?ltered to prevent the ingress of particulate matter 
by placing a ?lter element in said ventilation opening and 
covering an outside of said ventilation opening With a 
perforated vent cover to prevent loss of the ?lter element. 

8. The eyeWear of claim 7 Wherein said ?ltering element 
is formed from air perrneable foam. 

9. The eyeWear of claim 1 Wherein said ventilation liner 
includes a channel intersecting each said ventilating groove, 
said channel mounting a ?lter element for preventing the 
ingress of particulate matter into said deadspace through 
said ventilating grooves. 

10. The eyeWear of claim 1 Wherein the lens mounting 
surface de?nes tWo apertures, one for each eye of a Wearer. 

11. The eyeWear of claim 10 Wherein each aperture is 
covered by a lens. 

12. The eyeWear of claim 1 Wherein the lens mounting 
surface de?nes a single aperture for both eyes of a Wearer, 
and said aperture is covered by a single lens. 

13. The eyeWear of claim 1 Wherein said means for 
mounting the frame to the head of the Wearer comprises a 
temple bar hingedly mounted at each end of said frame, said 
ternple bar shaped to ?t a user’s head in a region above and 
behind the Wearer’s ears. 

14. The eyeWear of claim 1 Wherein said means for 
mounting the frame to the head of the Wearer comprises an 
elastic strap having a ?rst and a second end, said ?rst end 
rernovably mounted to a ?rst end of said frame, and said 
second end rernovably mounted to a second end of said 
frame. 

15. EyeWear for use in sports activities, comprising: 

a frame shaped to ?t a Wearer’s face, said frame having an 
inner surface, an outer surface, a pair of orbital open 
ings for surrounding the eyes of a Wearer, a nose bridge 
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connecting said pair of orbital openings, said nose 
bridge including a ventilation opening, a lens mounting 
surface mounting a lens over each orbital opening, and 
a surface on each side of the frame for attaching a 
means for supporting the frame on the Wearer’s head; 
and a ventilation liner including a channel mounted to 
divert air ?oWing through said ventilation opening to 
the space located betWeen each lens and said Wearer’s 
face. 

16. The eyeWear of claim 15 Wherein said ventilation liner 
additionally includes a pair of orbital openings connected by 
a nose bridge of substantially the same siZe and shape as said 
orbital openings and nose bridge of said frame, a front 
surface mounted to closely engage the inner surface of said 
frame, a rear surface, a plurality of ?ltered upper ventilation 
grooves across an upper portion of the front surface of each 
orbital opening of said ventilation liner and a plurality of 
?ltered loWer ventilation grooves across a loWer portion of 
the front surface of each orbital opening of said ventilation 
liner, and a cushion covering said rear surface of said 
ventilation liner for engaging a Wearer’s skin around the 
eyes, and Wherein said channel is formed in said nose bridge 
of said ventilation liner in a position to be aligned With said 
ventilation opening of said frame for diverting an air?oW 
from said ventilation opening across an inner surface of each 
said lens. 

17. The eyeWear of claim 16 Wherein said cushion is 
formed from air perrneable foarn. 

18. The eyeWear of claim 16 Wherein said upper and loWer 
ventilation grooves are each intersected by a ?lter channel 
containing a ?lter element. 

19. The eyeWear of claim 18 Wherein said ?lter channel 
substantially perpendicularly intersects said ventilation 
grooves. 

20. The eyeWear of claim 15 Wherein said means for 
mounting the frame to the head of the Wearer comprises a 
temple bar hingedly mounted to the each said surface of each 
side of said frame, said ternple bar shaped to ?t the Wearer’s 
head in a region above and behind a Wearer’s ears. 

21. The eyeWear of claim 15 Wherein said means for 
mounting the frame to the head of the Wearer comprises an 
elastic strap having a ?rst and a second end, said ?rst end 
mounted to a ?rst surface at one side of said frame, and said 
second end mounted to a second surface at an opposite side 
of said frame. 

22. The eyeWear of claim 16 Wherein a top surface of said 
ventilation liner eXtends above a top surface of said frame, 
Whereby said upper ventilation grooves of said ventilation 
liner are eXposed to an air?oW against the Wearer’s face, 
creating in conjunction With the air?oW through the venti 
lation opening in the nosebridge, an air?oW across a rear 
surface of each said lens Which passes through said bottom 
ventilation grooves. 

23. The eyeWear of claim 15 Wherein said ventilation 
opening in said nose bridge is ?ltered by placing a ?lter 
element within said ventilation opening. 

24. The eyeWear of claim 23 Wherein said ventilation 
opening is covered by a perforated vent cover to prevent loss 
of said ?lter elernent. 


