
US 20030114181A1 

(12) Patent Application Publication (10) Pub. No.: US 2003/0114181 A1 
(19) United States 

Lee et al. (43) Pub. Date: Jun. 19, 2003 

(54) METHOD FOR TRANSMITTING POWER 
CONTROL INFORMATION FOR HS-SCCH 
MOBILE COMMUNICATION SYSTEM 

(76) Inventors: Young-Dae Lee, Kyungki-Do (KR); 
J in-Young Park, Kyungki-Do (KR) 

Correspondence Address: 
FLESHNER & KIM, LLP 
P.O. BOX 221200 
CHANTILLY, VA 20153 (US) 

Publication Classi?cation 

(51) Int. Cl.7 . ........ .. H04Q 7/20; H04B 7/00 

(52) US. Cl. ......................... .. 455/522; 455/450; 455/436 

(57) ABSTRACT 
A method for controlling transmission poWer of shared 
control channel for high speed doWnlink shared channel 
(HS-SCCH) in an UMTS system adopting a high speed 
doWnlink packet access (HSDPA) is disclosed in Which a 
poWer offset value for poWer control of HS-SCCH is deter 
mined by a serving radio network controller and transmitted 
as a control frame or message type to a base station. A ?rst 

(21) APPL NO; 10/294,895 PO ?eld for transmitting a PO value for non-handover or soft 
handover of a dedicated physical control channel, a second 

(22) Filed; Nov, 15, 2002 PO ?eld for transmitting a PO value used for the primary cell 
and a third PO ?eld for transmitting a PO value used for the 

(30) Foreign Application Priority Data non-primary cell are selectively implemented in the control 
frame or message type, so that the transmission poWer of 

Nov. 16, 2001 ..................................... .. 71202/2001 HS-SCCH can be suitably controlled according to changes 
Nov. 19, 2001 ..................................... .. 71787/2001 in environment or circumstances of the radio link. 

Uu Iub Iur Iu 

MSC/VLR 
UE BS DRNC SRNC V SGSN 

RRC RAN AP 
RRC - NBAP NBAP RNSAP RNSAP RAN AP 

TRANSPORT NETWORK 



Patent Application Publication Jun. 19, 2003 Sheet 1 0f 7 US 2003/0114181 A1 

FIG. 1 
RELATED ART 

Tslot O MDATA 

SLOT #0 SLOT #1 SLOT #2 

1 HS-PDSCH SUBFRAMEITI IZmS 

RELATED ART 

DPDCH DPCCH OPBcII DPCCH 

DATA 1 TPC TFCI DATA 2 PILOT 
IIIILI BITS NTPC BITS Nm BITS NILE BITS ' NPLI BITS 

SLOT #0 SLOT #1 SLOT #1 SLOT #14 

ONE RADIO FRAMETI :10ms 

FIG. 3 ' 
RELATED ART 

TSlOi =256O CIIIPSAO BITS 

DATA 

SLOT #O SLOT #1 SLOT #2 

1 HS~DSCH SUBFRAME: Tf:2II1S 



Patent Application Publication Jun. 19, 2003 Sheet 2 0f 7 US 2003/0114181 A1 

FIG. 4 
RELATED ART 

NODE B UE 

DOWNLINK DPCH 

SHARED CONTROL CHANNEL #1(HS—SCCH #1) 

SHARED CONTROL CHANNEL #2(HS—SCCH #2) 

SHARED CONTROL CHANNEL #M(HS—$CCH #M) 

FIG. 5 
RELATED ART 

Tslot(0. 
DOWNLINK DPCH I 1 { 1 - ' I 
(“MAXIMUM EARLY") I 

DOWNLINK DPCH I 

("MAXIMUM LATE") A | I J H | I J 

"WES:DSQEEQEIQL 

THS- DSCH-CONTROL 



Patent Application Publication Jun. 19, 2003 Sheet 3 0f 7 US 2003/0114181 A1 

FIG. 6 
RELATED ART 

coRE NETWORK I110 

UTRAN' ‘ 

éRNs __________ IA 

1 

RELATED ART 

1 __________________ __\_1 1 __________________ __ 

118 K 7 \120 
ME r122 

FIG. '7 

NUMBER OF 
ocTETs 

7 0 
RADIO INTERFACE PARAMETER UPDATA FLAGS 1 ‘ 

15 14 1:1 11 10 9 a 
RADIO INTERFACE PARAMETER UPDATA FLAGS 1 

7 6 5 3 2 1 0 7 

(MN 1 PAYLOAD(>:4 BYTES) 
7 b DPC 
SPARE MODE TPC PO 1 

sPARE EIITENsIoN 0-32 J 



Patent Application Publication Jun. 19, 2003 Sheet 4 0f 7 US 2003/0114181 A1 

Uu Iub Iur Iu 

MSC VLR 
UE BS DRNC SRNC SGSA/J 

RRC NBAP NBAP RNSAP _ RNSAP RRC RANAP RANAP 

TRANSPORT NETWORK 

Uu Iub [ur in 

MSC/VLR 
UE - BS DRNC SRNC 'SGSN 

PDCP 1 FR 
PDCP Iub FP Iub FP Iur FP Iur FP ‘1 in FF 

TRANSPORT NETWORK 



Patent Application Publication Jun. 19, 2003 Sheet 5 0f 7 US 2003/0114181 A1 

NUMBEROF 
I BYTES 

7 0 
mm INTERFACE PARAMETER UPDATA FLAGS 1 ‘ 

15 14 13 12 11 10 9 8 
RARE INTERFACE PARAMETER UPDATA FLAGS 1 

'7 6 5 4 3 2 I 0 

(TN 1 >PAYLOAD25 BYTES 

SPARE BITS DPC ' ' ' 

6-? MODE TPC PO _ 1' 

SPARE HS-SCCH P0 0.32) 

SPARE EXTENSION 

NUMBER OF 
BYTES 

7 0 

CAN 1 

SPARE HS—SCCH PO 1 PAYLOAD22 BYTES 

SPARE EXTENSION 0.. 32 



Patent Application Publication Jun. 19, 2003 Sheet 6 0f 7 US 2003/0114181 A1 

NUMBER OF 
BYTES 

7 0 
RADIO INTERFACE PARAMETER UPDATA FLAGS 1 ‘ 

15 14 13 12 11 10 9 8 
RADIO INTERFACE PARAMETER UPDATA FLAGS 1 

7 6 5 4 3 2 I 0 

cm 1 I 

SPARE BITS DPC _ . PAYLOAD26 BYTES 
6—? MODE TPC PO 1 

SPARE HS—SCCH P0 1 

SPARE HS-SCCH PO_PRIMARY 1 

SPARE EXTENSION _ O32 

NUMBER OF 
BYTES 

7 . 0 

(:IN 1 

SPARE HS-SCCH PO 1 PAYLOAD23 BYTES 

SPARE IISPSccII PO_PRIMARY 1 

SPARE EXTENSION O32 



Patent Application Publication Jun. 19, 2003 Sheet 7 0f 7 US 2003/0114181 A1 

NUMBER OF 
BYTES 

7 0 
RADIO INTERFACE PARAMETER UPDATA FLAGS 1 

15 14 13 12 11 10 9 a 
RADIO INTERFACE PARAMETER UPDATA FLAGS I 

7 6 5 4 3 2 I 0 

(TN 1 

SPARE BITS DPC , . 
* ~ TPc P0 1 1 

6‘? MODE RPAYLOADZ? BYTES 

SPARE HS'SCCH PO 1 

SPARE HS-SCCH PO_PRIMARY _ 1 

SPARE HS—SCCH P0_N0N_PRIMARY 1 

SPARE EXTENSION 0.32 

NUMBER OF 
BYTES 

7 0 

CFN I 

SPARE HS-SCCH P0 1 

SPARE HS-SCCH PILPRIMARY 1 PAYLOAD24 BYTES 

SPARE RSlSccII PO_NON_PRIMARY 1 

SPARE EXTENSION 0.32 J 



US 2003/0114181 A1 

METHOD FOR TRANSMITTING POWER 
CONTROL INFORMATION FOR HS-SCCH 
MOBILE COMMUNICATION SYSTEM 

BACKGROUND OF THE INVENTION 

[0001] 1. Field of the Invention 

[0002] The present invention relates to a 3GPP universal 
mobile telecommunication system (UMTS) system and, 
more particularly, to method for transmitting control infor 
mation of a high speed shared control channel (HS-SCCH). 

[0003] 2. Background of the Related Art 

[0004] In general, a UMTS system of third generation 
partnership project (3GPP) supports a neW high speed 
doWnlink shared channel (HS-DSCH) in order to support a 
high speed packet data service. The HS-DSCH is used in a 
system folloWing a Release 5 Which speci?es a high speed 
doWnlink packet access (HSDPA) among the technical 
speci?cations of 3GPP. 

[0005] Unlike a W-CDMA system of the eXisting 3GPP 
Release 99/Release 4, the HS-DSCH uses a short transmis 
sion time interval (TTI) (3 slot, 2 ms) and supports diverse 
modulation code sets (MCS) and hybrid ARQ (HARQ) 
techniques in order to support a high data rate. 

[0006] The HS-DSCH, a transport channel, of the HSDPA 
system, is mapped onto HS-PDSCH (High Speed Physical 
DoWnlink Shared Channel). The HS-PDSCH has been 
devised to transmit high speed user data to different users 
through each sub-frame. 

[0007] FIG. 1 illustrates the construction of the HS 
PDSCH. As shoWn in FIG. 1, the HS-PDSCH is constructed 
With 2 ms sub-frame and different users can share it for use 
through each sub-frame. 

[0008] In order for a user equipment (UE=terminal) to 
receive a user data through the HS-DSCH, a shared control 
channel for HS-DSCH (HS-SCCH) and a dedicated physical 
channel (DPCH) should be constructed. 

[0009] FIG. 2 illustrates a structure of a frame of a 
physical channel constructed in the dedicated physical chan 
nel (DPCH). With reference to FIG. 2, the DPCH is con 
structed With 10 ms—period (Tf) radio frame, and each 
frame includes 15 slots (Slot #0~Slot #14). One slot length 
(Tslot) is 2560 chips, and a dedicated physical data channel 
(DPDCH) and a dedicated physical control channel 
(DPCCH) are alternately inserted in each slot. 

[0010] In the DPCH, in turn from left, Ndata1 bit data 
(Datal) is included in the ?rst DPDCH, a TPC (NTPC bit) 
and a TFCI (NTFCI) bit) are included in the ?rst DPCCH, 
Ndata2 bit data (Data2) is included in the second DPDCH, 
and an Npilot bit pilot signal is included in the second 
CPCCH. The TFCI ?eld includes siZe information of a data 
transmitted to a data ?eld. 

[0011] The HS-SCCH, a physical channel, is a type of a 
doWnlink common control channel to support the HS 
DSCH. HS-SCCH transmits a UE ID (Identi?cation) and 
control information so that the terminal can receive the 
HS-DSCH transmitting the high speed user data. 

[0012] The UE ID and the control information are trans 
mitted through each sub-frame (2 ms) of the HS-SCCH. The 
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control information transmitted through the HS-SCCH is 
generated by a Node B (a base station) to Which a cell 
transmitting the HS-DSCH belongs. The UE monitors the 
UE ID transmitted through the HS-SCCH to recogniZe 
Whether there is a data to be received by itself and then 
receives a user data transmitted through HS-DSCH by using 
control information transmitted through HS-SCCH. 

[0013] FIG. 3 is a structure of a sub-frame of HS-SCCH. 

[0014] As shoWn in FIG. 3, HS-SCCH is constructed With 
a 2 ms sub-frame and different users can share it for use 

through each sub-frame. The control information that HS 
SCCH transmits is roughly divided into transport format and 
resource related information (TFRI) and HARQ related 
information. The TFRI includes information related to a 
HS-DSCH transport channel set siZe, modulation, a coding 
rate and the number of multicodes, and the HARQ related 
information includes information such as a block number, a 
redundancy version. Besides, UE ID information represent 
ing user information is transmitted. 

[0015] Each UE has an associated doWnlink DPCH, and as 
shoWn in FIG. 4, the terminal can receive maXimum 4 
HS-SCCHs. 

[0016] FIG. 5 is a draWing illustrating a transmission 
timing of the HS-SCCH and the HS-DSCH. As shoWn in 
FIG. 5, after the UE ID and the control information are 
transmitted through the HS-SCCH, a data is transmitted 
through the HS-DSCH. The UE reads the control informa 
tion transmitted through HS-SCCH and restores an HS 
DSCH data. At this time, by enlarging an overlapping 
interval of the tWo channels as much as possible, a trans 
mission delay can be reduced. 

[0017] As mentioned above, in the case that a high speed 
user data is provided to different users through the HS 
DSCH proposed in the HSDPA technique, at least one or 
more HS-SCCHs are con?gured in one cell. Especially, if 
there are many HSDPA terminals, con?guration of plural 
HS-SCCHs in one cell ensures providing of an effective data 
service. 

[0018] FIG. 6 illustrates a structure of a conventional 
UMTS radio access netWork (UTRAN). With reference to 
FIG. 6, UTRAN 112 has a structure that a serving RNC 
(SRNC) 114 and a drift RNC (DRNC) control base stations 
(Node B), respectively, and in soft handover, the UE (=mo 
bile station) maintains a traf?c channel With the base stations 
118 and 120 located in the SRNC 114 and the DRNC 116. 

[0019] A plurality of base stations (Node B) are placed 
under the SRNC 114 and the DRNC 116, and in occurrence 
of soft handover, the UE 122 can be simultaneously con 
nected With each base station belonging to the SRNC 114 
and the DRNC 116. The base station (Node B), SRNC 114 
and DRNC 116 are connected through an Tub interface, and 
SRNC 114 and DRNC 116 are connected through an Iur 
interface. An interface betWeen SRNC 114 and core netWork 
(CN) 110 is called ‘Iu’. 

[0020] In general, the radio netWork controller (RNC) 
includes a control RNC (CRNC) (not shoWn) managing a 
common radio resource and a serving RNC (SRNC) 114 
managing a dedicated radio resource allocated to each UE 
122. The DRNC 116, eXisting in a drift radio netWork 
subsystem (DRNS), is a control station of a destination 
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Which provides a radio resource to the UE 122 if the UE 122 
goes beyond the SRNC 114 and moves into its area. 

[0021] In the UMTS system, transmission poWer of a 
common channel is determined by the CRNC, Which man 
ages a common radio resource. The poWer of the common 
channel determined by the CRNC is included in the data 
frame and transmitted to the base station (Node B) and the 
base station sets transmission poWer of the common channel 
on the basis of the transmission poWer value included in the 
data frame. MeanWhile, transmission poWer of a dedicated 
channel is determined by an SRNC Which manages a 
dedicated radio resource. The poWer of dedicated channel as 
determined in the SRNC is included in a control frame and 
transmitted to the base station (Node B), and the base station 
sets transmission poWer of the dedicated channel on the 
basis of the transmission poWer value included in the control 
frame. 

[0022] FIG. 7 illustrates a structure of a control frame 
used for updating a radio interface parameter in the UTRAN. 
With reference to FIG. 7, the control frame consists of a 2 
byte ?ag ?eld indicating Whether there is a parameter, a 1 
byte connection frame number (CFN), a 5 bit transmit poWer 
control (TPC) poWer offset (PO) and a 1 bit doWnlink poWer 
control (DPC) mode information ?eld and is constructed 
With more than a 4 byte payload overall. 

[0023] As stated above, in the current system, poWer of the 
common channel is controlled by the CRNC. HS-SCCH, a 
kind of the common channel, transmits information of 
different terminals through each sub-frame. Like the current 
system, if the CRNC manages poWer of HS-SCCH, the 
common channel, it is not possible for the CRNC to control 
poWer of HS-SCCH suitably to radio channel of each 
terminal. The reason is at least because the CRNC can not 
be aWare of the radio channel condition of each terminal. 
Therefore, the current system can not effectively control 
poWer of HS-SCCH. 

[0024] The above references are incorporated by reference 
herein Where appropriate for appropriate teachings of addi 
tional or alternative details, features and/or technical back 
ground. 

SUMMARY OF THE INVENTION 

[0025] An object of the invention is to solve at least the 
above problems and/or disadvantages and to provide at least 
the advantages described hereinafter. 

[0026] Therefore, an object of the present invention is to 
provide a control information transmitting method of a 
mobile communication system that is capable of controlling 
transmission poWer of an HS-SCCH. 

[0027] Another object of the present invention is to pro 
vide a control information transmitting method of a mobile 
communication system that is capable of transmitting a 
poWer offset (PO) value of an HS-SCCH. 

[0028] Still another object of the present invention is to 
provide a novel control message and frame structure for 
transmitting a poWer offset value of an HS-SCCH to a base 
station. 

[0029] Yet another object of the present invention is to 
provide a control message and a frame structure that are 
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capable of selectively transmitting a PO value of an HS 
SCCH according to a radio link environment or change in 
circumstances. 

[0030] Another object of the present invention is to pro 
vide a control information transmitting method of a mobile 
communication system in Which an SRNC determines a 
poWer offset (PO) value relative to a DPCCH and transmits 
it to a base station. 

[0031] To achieve at least the above objects in Whole or in 
parts, there is provided a control information transmitting 
method of a mobile communication system including: a step 
in Which a radio netWork controller (RNC) determines a 
poWer offset (PO) value of a shared control channel for 
HS-DSCH (HS-SCCH); a step in Which the determined PO 
value is transmitted to a base station through a radio access 
interface protocol; and a step in Which a transmission poWer 
of the HS-SCCH is determined by using the transmitted PO 
value. 

[0032] In the control information transmitting method of a 
mobile communication system of the present invention, 
preferably, the RNC is a serving RNC (SRNC) managing a 
dedicated radio resource allocated to each UE. 

[0033] In the control information transmitting method of a 
mobile communication system of the present invention, 
preferably, the radio access interface protocol is a control 
plane or a user plane, and the transmission poWer of HS 
SCCH is determined by a poWer offset value for each ?eld 
poWer of a dedicated physical control channel (DPCCH). 

[0034] In the control information transmitting method of a 
mobile communication system of the present invention, 
preferably, if the radio access interface protocol is the 
control plane protocol, the poWer offset (PO) value is 
transmitted as a message type, While if the radio access 
interface protocol is a user plane protocol, the poWer offset 
value is transmitted as a control frame type. 

[0035] In the control information transmitting method of a 
mobile communication system of the present invention, 
preferably, the message is a radio netWork subsystem appli 
cation part (RNSAP) message used betWeen the SRNC and 
drift RNCs and a Node B application part (NBAP) used 
betWeen the SRNC and a base station. 

[0036] In the control information transmitting method of a 
mobile communication system of the present invention, 
preferably, the control frame includes a PO ?eld for trans 
mitting one PO value. 

[0037] In the control information transmitting method of a 
mobile communication system of the present invention, 
preferably, the control frame includes a PO ?eld transmitting 
a PO value for non-handover or soft handover. 

[0038] In the control information transmitting method of a 
mobile communication system of the present invention, 
preferably, the control frame includes a ?rst PO ?eld trans 
mitting a PO value for non-handover or soft handover; and 
a second PO ?eld transmitting a PO value for HS-SCCH 
used in a primary cell. 

[0039] In the control information transmitting method of a 
mobile communication system of the present invention, 
preferably, the control frame includes a ?rst PO ?eld trans 
mitting a PO value for non-handover or soft handover; a 
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second PO ?eld transmitting a PO value for HS-SCCH used 
in a primary cell; and a third PO ?eld transmitting a PO 
value used in a non-primary cell. 

[0040] To achieve at least these advantages in Whole or in 
parts, there is further provided a control information trans 
mitting method of a mobile communication system in Which 
transmission poWer of a shared control channel for HS 
DSCH (HS-SCCH) transmitted from a base station to a UE 
is determined by using a poWer offset (PO) value relative to 
a dedicated physical control channel (DPCCH), Wherein the 
poWer offset value is determined in a serving radio netWork 
controller (SRNC) and transmitted to the base station 
through a radio access interface protocol. 

[0041] In the control information transmitting method of a 
mobile communication system of the present invention, 
preferably, if the radio access interface protocol is a control 
plane protocol, the poWer offset (PO) value is transmitted as 
a message or as a control frame type. 

[0042] In the control information transmitting method of a 
mobile communication system of the present invention, 
preferably, the message is a radio netWork subsystem appli 
cation part (RNSAP) message used betWeen the SRNC and 
drift RNCs; and a Node B application part (NBAP) used 
betWeen the SRNC and a base station. 

[0043] In the control information transmitting method of a 
mobile communication system of the present invention, 
preferably, the control frame includes a PO ?eld for trans 
mitting one PO value. 

[0044] In the control information transmitting method of a 
mobile communication system of the present invention, 
preferably, the control frame includes a PO ?eld transmitting 
a PO value for non-handover or soft handover. 

[0045] In the control information transmitting method of a 
mobile communication system of the present invention, 
preferably, the control frame includes a ?rst PO ?eld trans 
mitting a PO value for non-handover or soft handover; and 
a second PO ?eld transmitting a PO value for HS-SCCH 
used in a primary cell. 

[0046] In the control information transmitting method of a 
mobile communication system of the present invention, 
preferably, the control frame includes a ?rst PO ?eld trans 
mitting a PO value for non-handover or soft handover; a 
second PO ?eld transmitting a PO value for HS-SCCH used 
in a primary cell; and a third PO ?eld transmitting a PO 
value used in a non-primary cell. 

[0047] To achieve at least these advantages in Whole or in 
parts, there is further provided a control information trans 
mitting method of a universal mobile communication sys 
tem (UMTS) in Which transmission poWer of a high speed 
shared control channel (HS-SCCH) transmitted from a base 
station to a UE is determined by a poWer offset (PO) value 
relative to a dedicated physical control channel (DPCCH), 
Wherein the poWer offset value is determined in a serving 
radio netWork controller (SRNC) and transmitted as a con 
trol frame or as a message type to the base station through 
a radio access interface protocol. 

[0048] In the control information transmitting method of a 
UMTS of the present invention, preferably, the message is a 
radio netWork subsystem application part (RNSAP) message 
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used betWeen the SRNC and drift RNCs; and a Node B 
application part (NBAP) used betWeen the SRNC and a base 
station. 

[0049] In the control information transmitting method of a 
UMTS of the present invention, preferably, the control 
frame includes a PO ?eld for transmitting one PO value. 

[0050] In the control information transmitting method of a 
UMTS of the present invention, preferably, the control 
frame includes a PO ?eld transmitting a PO value for 
non-handover or soft handover. 

[0051] In the control information transmitting method of a 
UMTS of the present invention, preferably, the control 
frame includes a ?rst PO ?eld transmitting a PO value for 
non-handover or soft handover; and a second PO ?eld 
transmitting a PO value for HS-SCCH used in a primary 
cell. 

[0052] In the control information transmitting method of a 
UMTS of the present invention, preferably, the control 
frame includes a ?rst PO ?eld transmitting a PO value for 
non-handover or soft handover; a second PO ?eld transmit 
ting a PO value for HS-SCCH used in a primary cell; and a 
third PO ?eld transmitting a PO value used in a non-primary 
cell. 

[0053] Additional advantages, objects, and features of the 
invention Will be set forth in part in the description Which 
folloWs and in part Will become apparent to those having 
ordinary skill in the art upon examination of the folloWing 
or may be learned from practice of the invention. The objects 
and advantages of the invention may be realiZed and attained 
as particularly pointed out in the appended claims. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0054] The invention Will be described in detail With 
reference to the folloWing draWings in Which like reference 
numerals refer to like elements Wherein: 

[0055] FIG. 1 illustrates a structure of a sub-frame of a 
high speed physical doWnlink shared channel (HS-PDSCH); 

[0056] FIG. 2 illustrates a frame structure of a physical 
channel constructed in a doWnlink (DL) dedicated physical 
channel (DPCH); 

[0057] FIG. 3 illustrates a sub-frame structure of a high 
speed shared control channel (HS-SCCH); 

[0058] FIG. 4 illustrates one eXample the a UE simulta 
neously receives HS-SCCHs from a base station (Node B); 

[0059] FIG. 5 illustrates a signaling of HS-SCCH and a 
transmission timing of HS-SCCH and HS-DSCH to transmit 
control information; 

[0060] FIG. 6 illustrates a structure of a UMTS radio 
access netWork (UTRAN); 

[0061] FIG. 7 illustrates a control frame structure used for 
updating a radio interface parameter in the UTRAN of FIG. 

a 

[0062] FIG. 8 illustrates a control plane protocol of 
UTRAN; 

[0063] FIG. 9 illustrates a user plane protocol of UTRAN; 
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[0064] FIG. 10 illustrates a format construction of a radio 
interface parameter update control frame to control poWer of 
HS-SCCH used for HS-DSCH in accordance With a ?rst 
embodiment of the present invention; 

[0065] FIG. 11 illustrates a format construction of a fresh 
control frame to control poWer of HS-SCCH used for 
HS-DSCH in accordance With a second embodiment of the 
present invention; 

[0066] FIG. 12 illustrates a format construction of a radio 
interface parameter update control frame to control poWer of 
HS-SCCH used for HS-DSCH in accordance With a third 
embodiment of the present invention; 

[0067] FIG. 13 illustrates a format construction of a fresh 
control frame to control poWer of HS-SCCH used for 
HS-DSCH in accordance With a fourth embodiment of the 
present invention; 

[0068] FIG. 14 illustrates a format construction of a radio 
interface parameter update control frame to control poWer of 
HS-SCCH used for HS-DSCH in accordance With a ?fth 
embodiment of the present invention; and 

[0069] FIG. 15 illustrates a format construction of a fresh 
control frame to control poWer of HS-SCCH used for 
HS-DSCH in accordance With a siXth embodiment of the 
present invention. 

DETAILED DESCRIPTION OF PREFERRED 
EMBODIMENTS 

[0070] In general, HS-SCCH is divided into a plurality of 
sub-frames (e.g., Tfmme=2 ms), and each sub-frame trans 
mits control information dedicated to a speci?c UE. Using 
such characteristics, in embodiments according to the 
present invention, unlike a general common control channel, 
each sub-frame of HS-SCCH is transmitted With required 
poWer for each UE (e.g., UE #l-UE #4). 

[0071] For this purpose, in embodiments according to the 
present invention, preferably the poWer control of HS 
SCCH is performed by using the poWer control of DPCH for 
each UE. That is, the transmission poWer of HS-SCCH can 
be controlled by using a poWer offset (PO) value relative to 
the transmission poWer of a doWnlink (DL) DPCH. More 
speci?cally, a PO value for transmission poWer of a pilot 
?eld of a DPCCH can be used. 

[0072] In general, a radio access interface protocol is 
divided into a control plane for transmitting a control signal 
and a user plane for transmitting data information. The user 
plane is a region to Which user traf?c information is trans 
mitted such as transmission of a voice or an IP packet, and 
the control plane is a region to Which control information for 
managing a netWork interface or call is transmitted. 

[0073] FIG. 8 illustrates a control plane protocol of a 
UTRAN, and FIG. 9 illustrates a user plane protocol of the 
UTRAN. 

[0074] With reference to FIG. 8, the control plane proto 
col can include a radio resource control (RRC) protocol used 
betWeen a mobile station (=UE) and an RNC, a Node B 
application part (NBAP) protocol used betWeen a base 
station (Node B) and the RNC, a radio netWork subsystem 
application part (RNSAP) protocol used betWeen RNCs, and 
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a radio access netWork application part (RANAP) protocol 
used betWeen the RNC and core netWork (CN). 

[0075] The control plane protocol eXists under a client 
server principle environment, and in the Iu interface, a 
UMTS radio access netWork 112 and the core netWork 110 
serve as a server and a client, respectively. Likewise, in the 
Iub interface, the base station serves as a server and the RNC 
serves as a client. In the Iur interface, the DRNC serves as 
a server and the SRNC serves as a client Which requests a 

control service for remote base stations. 

[0076] The NBAP, RNSAP and RANAP protocols may 
contain various control message for a radio access bearer 
betWeen the base station and RNC, betWeen RNCs and 
betWeen the core netWork and RNC. At this time, When the 
control message is transmitted to the user plane, it is 
transmitted as a control frame type, While if the control 
message is transmitted to the control plane, it is transmitted 
as an NBAP or RNSAP message. 

[0077] Preferably in the present invention, When the base 
station receives a transmit poWer control (TPC) command 
from the mobile station (=UE), it sets transmission poWer of 
the DL DPCH on the basis of the received poWer control 
command and determines transmission poWer of HS-SCCH 
transmitted to a mobile station by using a poWer offset (PO) 
value relative to the transmission poWer of the DL DPCH. 

[0078] At this time, the poWer offset (PO) value for the 
poWer control of HS-SCCH is determined by the radio 
netWork controller (RNC), and more speci?cally, by the 
SRNC, and transmitted to the base station. In the conven 
tional system, the transmission poWer of the common chan 
nel is determined by the CRNC. HoWever, since the speci?c 
sub-frame of HS-SCCH needs only to receive a speci?c UE, 
the PO value of HS-SCCH is determined by the SRNC and 
transmitted to the base station, and the base station deter 
mines transmission poWer of HS-SCCH. 

[0079] In case of the user plane, the PO value determined 
by the SRNC is transmitted as a control frame type, While in 
case of the control plane, the PO value is transmitted as an 
NBAP or RNSAP message type. 

[0080] That is, as shoWn in FIGS. 8 and 9, the SRNC 
determines the PO value for HS-SCCH and transmits a 
control frame or a message (RNSAP) containing the HS 
SCCH PO value to the DRNC through the Iur interface. 
Then, the DRNC transmits the control frame or the message 
(NBAP) to the base station (BS) through the Iub interface. 
Thus, the base station adjusts the transmission poWer of 
HS-SCCH by using the HS-SCCH PO value contained in the 
received control message or the message (NBAP or 

RNSAP). 
[0081] FIG. 10 illustrates a control frame structure for 
transmitting a PO value of HS-SCCH through the user plane 
in accordance With a ?rst embodiment of the present inven 
tion. 

[0082] As shoWn in FIG. 10, a control frame in accor 
dance With a ?rst embodiment of the present invention 
additionally includes a ?eld (HS-SCCH PO) for transmitting 
the HS-SCCH PO value relative to the control frame as 
illustrated in FIG. 7. 

[0083] At this time, the control frame includes a HS 
SCCH PO ?eld, Which can be 7 bits of 1 byte. The 
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HS-SCCH PO ?eld is variable. If the HS-SCCH PO ?eld is 
7 bit, it is constructed as a format containing 1 spare bit so 
that the overall payload can be above 5 bytes. 

[0084] FIG. 11 illustrates a control frame structure in 
accordance With a second embodiment of the present inven 
tion. The second embodiment of the present invention is 
preferably a different type than the frame structure of the 
?rst embodiment. 

[0085] As shoWn in FIG. 11, the control frame in accor 
dance With the second embodiment includes or consists of a 
1 byte CFN ?eld, a 7 bit HS-SCCH PO ?eld and a spare 
extension ?eld. The length of the HS-SCCH PO ?eld is 
variable and the overall payload can exceed 2 bytes. 

[0086] The control frame in accordance With the ?rst and 
second embodiments of the present invention can serve to 
transmit a PO value determined in the SRNC to the base 
station in non-handover state or soft handover state. 

[0087] Therefore, the base station can effectively control 
the transmission poWer of the HS-SCCH on the basis of the 
PO value of the SCCH transmitted through the HS-SCCH 
PO ?eld of the control frame in non-handover or even if a 
radio link condition changes such as soft handover. 

[0088] Generally, in the 3GPP WCDMA, in order to 
minimiZe interference occurrence possibly caused due to 
DPCH transmitted from a plurality of cells in soft handover, 
a site selection diversity transmit (SSDT) technique is used. 

[0089] In the SSDT technique, the UE selects a cell With 
a highest received signal poWer code (RSCP) value of 
common pilot channel (CPICH) among active cells, and 
designates the remaining active cells as non-primary cells 
and transmits an ID of primary cell to the active cells. 

[0090] Thereafter, the primary cell transmits the DPCH 
data While the non-primary cells temporarily stops transmis 
sion of the DPCH data. The UE periodically measures the 
RSCP of CPICH and periodically transmits SSDT ID of the 
primary cell to every active cell. At this time, the UE 
transmits the primary cell ID through a feedback informa 
tion (FBI) ?eld of DPCCH. 

[0091] Accordingly, in embodiments of the present inven 
tion, by utiliZing the SSDT method, even Whether a base 
station cell transmitting HS-SCCH is primary or non-pri 
mary, as Well as Whether the DPCCH is in soft handover, is 
considered. This method can use only an uplink signaling 
through the FBI ?eld used in the SSDT, irrespective of 
Whether DPCH is operated by the SSDT method. 

[0092] For this purpose, the SRNC should selectively 
transmit a poWer offset value (PO) for the case of soft 
handover, a poWer offset value (PO _primary) for the case of 
primary cell and a poWer offset value (PO_nonprimary) for 
the case of non-primary cell through the Iur and Iub. 

[0093] FIG. 12 illustrates a control frame structure in 
accordance With a third embodiment of the present inven 
tion. 

[0094] As shoWn in FIG. 12, a control frame in accor 
dance With the third embodiment of the present invention 
includes a ?eld for transmitting a poWer offset value 
(PO _primary) for a primary cell (HS-SCCH PO _primary) in 
addition to the ?rst embodiment of the present invention as 
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illustrated in FIG. 10. The HS-SCCH PO _primary ?eld can 
be 7 bits but can be variable, and the overall payload is more 
than 5 bytes. 

[0095] In other Words, the control frame in accordance 
With the third embodiment of the present invention serves to 
transmit a PO value for soft handover and a PO _primary 
value for a primary cell to the base station. Then, the base 
station selects one of the tWo poWer offset values according 
to Whether the DPCCH is in soft handover and according to 
Whether it is a primary cell in case of the soft handover by 
using the SSDT cell ID that the UE transmits thereto, and 
determines transmission poWer of HS-SCCH. 

[0096] FIG. 13 illustrates a format construction of a 
control frame to control poWer of HS-SCCH used for 
HS-DSCH in accordance With a fourth embodiment of the 
present invention. 

[0097] As shoWn in FIG. 13, a control frame in accor 
dance With the fourth embodiment of the present invention 
includes or consists of a 1 byte CFN ?eld, a 7 bit HS-SCCH 
PO ?eld, an HS-SCCH PO _primary ?eld and a spare exten 
sion ?eld. The CFN ?eld can be excluded. The length of the 
HS-SCCH PO ?eld and the HS-SCCH PO _primary ?eld is 
variable and the overall payload can be more than 3 bytes. 

[0098] As stated above, the control frame in accordance 
With the third and fourth embodiments of the present inven 
tion serves to transmit the PO value for soft handover and 
the PO _primary value for a primary cell to the base station. 
Accordingly, the base station selects one of the tWo poWer 
offset values transmitted through the control frame of FIGS. 
12 and 13 according to Whether the DPCCH is in soft 
handover and according to Whether the base station cell is 
primary in case that the DPCCH is in soft handover by using 
the SSDT cell ID that the UE transmits thereto, and deter 
mines transmission poWer of HS-SCCH. 

[0099] FIG. 14 illustrates a format construction of a radio 
interface parameter update control frame to control poWer of 
HS-SCCH used for HS-DSCH in accordance With a ?fth 
embodiment of the present invention. 

[0100] As shoWn in FIG. 14, a control frame in accor 
dance With the ?fth embodiment of the present invention 
includes a ?eld for transmitting a poWer offset value 
(PO_nonprimary) (HS-SCCH PO-nonprimary) for the case 
of a non-primary cell, in addition to the third embodiment as 
illustrated in FIG. 12. The HS-SCCH PO-nonprimary ?eld 
is shoWn as 7 bits but can be variable. The overall payload 
can be 7 bytes. 

[0101] FIG. 15 illustrates a format construction of a 
control frame to control poWer of HS-SCCH used for 
HS-DSCH in accordance With a sixth embodiment of the 
present invention. 

[0102] The control frame in accordance With the sixth 
embodiment includes a 1 byte CFN ?eld, a 7 bit HS-SCCH 
PO ?eld, an HS-SCCH PO _primary ?eld, HS-SCCH 
PO_nonprimary ?eld and a spare extension ?eld. The CFN 
?eld can be excluded. The length of the HS-SCCH PO ?eld, 
the HS-SCCH PO _primary ?eld and the HS-SCCH 
PO_nonprimary ?eld is variable and the overall payload can 
exceed 3 bytes. 

[0103] That is, the control frame in accordance With ?fth 
and sixth embodiments serves the PO value for soft han 
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dover, the PO _primary value for a primary cell and 
PO_nonprimary value for a nonprimary cell to the base 
station. Accordingly, the base station selects one of the three 
poWer offset values transmitted through the control frame of 
FIGS. 14 and 15 according to Whether the DPCCH is in soft 
handover and according to Whether it is a primary cell in 
case of the soft handover by using the SSDT cell ID that the 
UE transmits thereto, and determines transmission poWer of 
HS-SCCH. 

[0104] The control frame structure for transmitting the 
HS-SCCH PO value in the user plane has been described. 

[0105] In embodiments of the present invention, the poWer 
control of the HS-SCCH can be performed by adding a 
poWer offset parameter for HS-SCCH to the NBAP message 
or the RNSAP message used in the control plane. That is, 
When a radio link environment or circumstances are changed 
such as soft handover of an associated DPCCH, as shoWn in 
FIG. 8, the HS-SCCH PO value determined in the SRNC is 
inserted into the NBAP message or RNSAP message and 
transmitted to the base station, thereby performing the 
poWer control of the HS-SCCH in the control plane. 

[0106] In the above embodiments, the control message or 
the control frame can be used betWeen the base station and 
the RNC or betWeen RNCs, and the HS-DSCH control 
information is transmitted to the user plane through the 
control frame or transmitted as an NBAP or RNSAP mes 

sage type to the control plane. 

[0107] The control frame and the control message are used 
to control poWer of the shared control channel in case that 
the HS-DSCH associated dedicated physical control channel 
(DPCCH) is in soft handover or in case that a radio link 
condition changes. 

[0108] As so far described, embodiments of the present 
invention can use a control frame and message transmitted 
betWeen the base station and RNC and RNCs, through Which 
the poWer offset value for poWer control on the shared 
control channel (HS-SCCH) is transmitted from the RNC to 
the base station. Accordingly, the poWer control of the 
HS-SCCH for the HS-DSCH can be effectively performed in 
the 3GPP asynchronous system and the UE. 

[0109] In addition, by using the control frame and mes 
sage, a poWer offset (PO) value can be suitably determined 
according as a radio link is set, according to movement of 
the UE, according to change in the number of radio links or 
according to according to a cell status (e.g., primary cell or 
nonprimary cell) in the base station that transmits a shared 
control channel, and then, the information is transmitted to 
the base station, Whereby the performance of HS-DSCH can 
be improved. 

[0110] In other Words, in embodiments of the present 
invention, the ?rst PO ?eld for transmitting a PO value for 
non-handover or soft handover of the DPCCH, the second 
PO ?eld for transmitting a PO value used for the primary cell 
and the third PO ?eld for transmitting a PO value used for 
the non-primary cell are selectively implemented in the 
control frame, so that the transmission poWer of HS-SCCH 
can be suitably controlled according to change in the radio 
link condition. 

[0111] The foregoing embodiments and advantages are 
merely exemplary and are not to be construed as limiting the 
present invention. The present teaching can be readily 
applied to other types of apparatuses. The description of the 
present invention is intended to be illustrative, and not to 
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limit the scope of the claims. Many alternatives, modi?ca 
tions, and variations Will be apparent to those skilled in the 
art. In the claims, means-plus-function clauses are intended 
to cover the structures described herein as performing the 
recited function and not only structural equivalents but also 
equivalent structures. 

What is claimed is: 
1. A control information transmitting method of a mobile 

communication system comprising: 

determining a poWer offset (PO) value of a shared control 
channel for high speed doWnlink shared channel (HS 
SCCH) using a radio netWork controller (RNC); 

transmitting the determined PO value to a base station 
through an interface protocol betWeen RNC and a base 
station; and 

determining a transmission poWer of the HS-SCCH by 
using the transmitted PO value. 

2. The method of claim 1, Wherein the RNC is a serving 
RNC (SRNC) managing a dedicated radio resource allocated 
to each UE. 

3. The method of claim 1, Wherein the interface protocol 
betWeen RNC and a base station is a control plane or a user 
plane. 

4. The method of claim 1, Wherein the transmission poWer 
of HS-SCCH is determined by a poWer offset value for each 
?eld poWer of a dedicated physical control channel 

(DPCCH). 
5. The method of claim 1, Wherein if the radio access 

interface protocol is the control plane protocol, the poWer 
offset value is transmitted as a message type. 

6. The method of claim 5, Wherein the message is a radio 
netWork subsystem application part (RNSAP) message used 
betWeen the SRNC and drift RNCs; and a Node B applica 
tion part (NBAP) used betWeen the RNC and a base station. 

7. The method of claim 1, Wherein if the radio access 
interface protocol is a user plane protocol, the poWer offset 
value is transmitted as a control frame type. 

8. The method of claim 7, Wherein the control frame 
comprises: 

a radio interface parameter update ?ag ?eld indicating 
existence or non-existence of a parameter; and 

a PO ?eld for transmitting a PO value for poWer control 
of HS-SCCH. 

9. The method of claim 8, Wherein the control frame 
further comprising: a connection frame number (CFN) ?eld. 

10. The method of claim 8, Wherein the PO ?eld transmits 
a PO value for non-handover or soft handover of dedicated 
physical control channel (DPCCH). 

11. The method of claim 7, Wherein the control frame 
comprises: 

a connection frame number (CFN) ?eld Which is selec 
tively included; and 

a PO ?eld for transmitting a PO value for non-handover 
or soft handover of DPCCH. 

12. The method of claim 7, Wherein the control frame 
comprises: 

a radio interface parameter update ?ag ?eld indicating 
existence or non-existence of a parameter; 

a connection frame number (CFN) ?eld; 
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a transmit power control (TPC) power offset (PO) ?eld; 

a downlink power control (DPC) mode information ?eld; 

a ?rst PO ?eld for transmitting a PO value for soft 
handover of DPCCH; and 

a second PO ?eld for transmitting a PO value for HS 
SCCH used for a primary cell. 

13. The method of claim 7, wherein the control frame 
comprises: 

a connection frame number (CFN) ?eld which is selec 
tively included; 
a ?rst PO ?eld for transmitting a PO value for soft 

handover of DPCCH; and 

a second PO ?eld for transmitting a PO value for 
HS-SCCH used for a primary cell. 

14. The method of claim 7, wherein the control frame 
comprises: 

a radio interface parameter update ?ag ?eld indicating 
existence or non-existence of a parameter; 

a connection frame number (CFN) ?eld; 

a transmit power control (TPC) power offset (PO) ?eld; 

a downlink power control (DPC) mode information ?eld; 

a ?rst PO ?eld for transmitting a PO value for soft 
handover of DPCCH; 

a second PO ?eld for transmitting a PO value for HS 
SCCH used for a primary cell; and 

a third PO ?eld for transmitting a PO value of HS-SCCH 
used for a nonprimary cell. 

15. The method of claim 7, wherein the control frame 
comprises: 

a connection frame number (CFN) ?eld which is selec 
tively included; 
a ?rst PO ?eld for transmitting a PO value for soft 

handover of DPCCH; 

a second PO ?eld for transmitting a PO value for 
HS-SCCH used for a primary cell; and 

a third PO ?eld for transmitting a PO value of HS 
SCCH used for a non-primary cell. 

16. A control information transmitting method in a mobile 
communication system (UMTS) in which transmission 
power of a shared control channel for HS-DSCH (HS 
SCCH) transmitted from a base station to a UE is determined 
by using a power offset (PO) value relative to a dedicated 
physical control channel (DPCCH), 

wherein the power offset value is determined in a serving 
radio network controller (SRNC) and transmitted to the 
base station through an interface protocol between 
RNC and a base station. 

17. The method of claim 16, wherein the interface pro 
tocol between RNC and a base station is a control plane or 
a user plane. 

18. The method of claim 16, wherein if the radio access 
interface protocol is the control plane protocol, the power 
offset value is transmitted as a message type. 

19. The method of claim 16, wherein a message is a radio 
network subsystem application part (RNSAP) message used 
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between the SRNC and drift RNCs; and a Node B applica 
tion part (NBAP) used between the RNC and a base station. 

20. The method of claim 16, wherein if the interface 
protocol between RNC and a base station is a user plane 
protocol, the power offset value is transmitted as a control 
frame type. 

21. The method of claim 20, wherein the control frame 
includes a PO ?eld for transmitting a PO value for non 
handover or soft handover of DPCCH. 

22. The method of claim 20, wherein the control frame 
comprises: 

a ?rst PO ?eld for transmitting a PO value for non 
handover or soft handover of the DPCCH; and 

a second PO ?eld for transmitting a PO value for HS 
SCCH used in a primary cell. 

23. The method of claim 20, wherein the control frame 
comprises: 

a ?rst PO ?eld transmitting a PO value for non-handover 
or soft handover of the DPCCH; 

a second PO ?eld transmitting a PO value for HS-SCCH 
used in a primary cell; and 

a third PO ?eld transmitting a PO value used in a 
non-primary cell. 

24. A control information transmitting method of a uni 
versal mobile communication system (UMTS) in which 
transmission power of a shared control channel for HS 
DSCH (HS-SCCH) transmitted from a base station to a UE 
is determined by a power offset (PO) value relative to a 
dedicated physical control channel (DPCCH), 

wherein the power offset value is determined in a serving 
radio network controller (SRNC) and transmitted as a 
control frame or as a message type to the base station 
through a radio access interface protocol. 

25. The method of claim 24, wherein the message is a 
radio network subsystem application part (RNSAP) message 
used between the SRNC and drift RNCs; and a Node B 
application part (NBAP) used between the RNC and a base 
station. 

26. The method of claim 24, wherein the control frame 
includes a PO ?eld for transmitting a PO value for non 
handover or soft handover of the DPCCH. 

27. The method of claim 24, wherein the control frame 
comprises: 

a ?rst PO ?eld transmitting a PO value for non-handover 
or soft handover of the DPCCH; and 

a second PO ?eld transmitting a PO value for HS-SCCH 
used in a primary cell. 

28. The method of claim 24, wherein the control frame 
comprises: 

a ?rst PO ?eld transmitting a PO value for non-handover 
or soft handover of the DPCCH; 

a second PO ?eld transmitting a PO value for HS-SCCH 
used in a primary cell; and 

a third PO ?eld transmitting a PO value used in a 
non-primary cell. 

* * * * * 


