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(57) ABSTRACT 

An optical device for receiving an optical signal of one or 
more Wavelengths comprises an n-Way optical coupler, 
Where n is any integeriZ, to split the optical signal by an 
intensity ratio into n branch signals. The device also com 
prises an arrayed Waveguide grating, Which includes a ?rst 
optical slab having n input ports, Where each branch signal 
is coupled to a different input port and a Waveguide array 
structure including a plurality of Waveguides. The 
Waveguides have incrementally different path lengths. The 
device further comprises a second optical slab coupled to 
each of the plurality of Waveguides of the Waveguide array 
structure. In the second optical slab, the n branch signals are 
each demultiplexed. With this con?guration, the demulti 
pleXed signals of each branch signal do not substantially 
overlap With the demultiplexed signals of another branch 
signal at an output face of the second optical slab. 
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MULTI-OUTPUT ARRAYED WAVEGUIDE 
GRATING DEMULTIPLEXER 

BACKGROUND OF THE INVENTION 

[0001] 1. Field of the Invention 

[0002] This invention generally relates to the ?eld of 
optical devices, and more particularly to devices that com 
bine demultiplexing With splitting, switching, or monitoring 
functionality. 
[0003] 2. Description of the Related Art 

[0004] In the rapidly evolving ?eld of Dense Wavelength 
Division Multiplexing (DWDM), there is an increasing need 
to monitor, manage and protect optical Wavelength signals 
as they propagate throughout different netWork elements. 
This monitoring/management ensures the reliability of the 
?nal signal and of the netWork system as a Whole. Conven 
tionally, this monitoring/management is achieved through 
the use of tWo separate devices: a demultiplexer and a tap 
monitor array. At present, these tWo elements are taken as 
separate devices because their fundamental physical mecha 
nisms are different. Traditionally, there have been a number 
of Ways to implement these tWo devices. 

[0005] The most Widely used demultiplexing device is the 
arrayed Waveguide grating (AWG). AWGs, in particular, are 
suitable for handling a large number of Wavelengths (or 
channels). Conventional AWGs are planar devices having a 
plurality of substantially parallel Waveguides, each differing 
in length from its nearest neighbors, coupling tWo opposing 
star couplers, such as shoWn in, e.g., US. Pat. No. 5,002,350 
and US. Pat. No. 6,266,464. 

[0006] A tap monitor array is conventionally provided in 
one of tWo knoWn devices. In a ?rst conventional device, 
each output of an AWG is coupled to a 1x2 coupler, Which 
pull tap signals off each of the demultiplexed output signals. 
In an alternative conventional device a single 1><2 direc 
tional coupler pulls a tap signal from the primary signal. The 
primary signal is demultiplexed by a ?rst AWG, While the 
tap signal is demultiplexed by an additional AWG, such as 
shoWn in US. Pat. No. 5,617,234. In a similar conventional 
device, the tap signal is demultiplexed instead by a single 
channel tunable ?lter. This tunable ?lter serially selects 
individual Wavelengths from the tap signal in the time 
domain. 

[0007] Due to the conventional requirement that the func 
tions of a demultiplexer and a tap array be performed by tWo 
separate devices, conventional devices have the problem of 
inef?cient use of optical poWer and of space. In addition, due 
to fabrication differences betWeen multiple AWGs, or among 
a plurality of directional couplers, the relative intensities of 
the demultiplexed tap signals may be different than the 
demultiplexed primary signals. 
[0008] There remains a need for an optical device that 
ef?ciently provides multiple sets of demultiplexed signals 
from a single multiplexed input signal. 

SUMMARY OF THE INVENTION 

[0009] According to one aspect of the present invention, 
an optical device for receiving a primary optical signal 
having one or more Wavelengths is provided. The optical 
device includes an n-Way optical coupler, Where n is an 
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integeri2, the n-Way optical coupler having one input and 
n outputs, the n-Way optical coupler directing the optical 
signal into at least one of the outputs of the n-Way optical 
coupler; and an arrayed Waveguide grating. The arrayed 
Waveguide grating includes a ?rst optical slab having an 
exterior face and an interior face, the exterior face having n 
ports, each of the n ports being coupled to an output of the 
n-Way optical coupler, each port receiving the optical signal 
emerging from the corresponding output of the n-Way opti 
cal coupler. The arrayed Waveguide grating also includes a 
Waveguide array structure including a plurality of 
Waveguides, each of the Waveguides having a ?rst end 
coupled to the interior face of the ?rst optical slab, each of 
the Waveguides having an second end. The arrayed 
Waveguide grating further includes a second optical slab 
having an interior face and an exterior face, the interior face 
being coupled to the second end of each of the plurality of 
Waveguides of the Waveguide array structure, the exterior 
face having a plurality of ports. In this optical device, the 
optical signal emerging from each of the outputs of the 
n-Way coupler is demultiplexed to a corresponding set of 
demultiplexed main diffraction order signals in the second 
optical slab. The n ports of the ?rst optical slab that are 
coupled to the n-Way optical coupler are spaced in relation 
to one another such that for each of the outputs of the n-Way 
coupler, the demultiplexed main diffraction order signals 
corresponding to an optical signal emerging from that output 
of the n-Way coupler do not substantially overlap With the 
demultiplexed main diffraction order signals corresponding 
to an optical signal emerging from any other of the outputs 
of the n-Way optical coupler at the exterior face of the 
second optical slab. The n ports of the ?rst optical slab that 
are coupled to the n-Way optical coupler are also spaced in 
relation to one another such that demultiplexed signals of 
one Wavelength do not substantially overlap With demulti 
plexed signals of another Wavelength at the exterior face of 
the second optical slab. 

[0010] In another aspect of the present invention, an 
optical device for receiving a primary optical signal having 
one or more Wavelengths is provided. The optical device 
includes an n-Way optical coupler, Where n is an integeri2, 
the n-Way optical coupler having one input and n outputs, 
the n-Way optical coupler directing the optical signal into at 
least one of the outputs of the optical coupler, one of the 
outputs of the n-Way optical coupler being coupled to a port 
of the ?rst optical slab, another of the outputs of the n-Way 
optical coupler being coupled to a port of the second optical 
slab, and an arrayed Waveguide grating. The arrayed 
Waveguide grating includes a ?rst optical slab having an 
exterior face and an interior face, the exterior face having a 
plurality of ports; a Waveguide array structure including a 
plurality of Waveguides, each of the Waveguides having a 
?rst end coupled to the interior face of the ?rst optical slab, 
each of the Waveguides having an second end; and a second 
optical slab having an interior face and an exterior face, the 
interior face being coupled to the second end of each of the 
plurality of Waveguides of the Waveguide array structure, the 
exterior face having a plurality of ports. In this device, an 
optical signal coupled into a port of the ?rst optical slab is 
demultiplexed to a set of demultiplexed main diffraction 
order signals in the second optical slab, and an optical signal 
coupled into a port of the second optical slab is demulti 
plexed to a set of demultiplexed main diffraction order 
signals in the ?rst optical slab. 
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[0011] The present invention results in a number of advan 
tages over prior art devices and methods. For example, the 
devices of the present invention may be used to construct 
compact and poWer ef?cient devices providing both demul 
tiplexing and switching, splitting or monitoring functional 
ity. 

[0012] Other advantages and innovations of the present 
invention Will become apparent to those skilled in the art 
from the detailed description Which folloWs and the accom 
panying ?gures. Furthermore, the preceding summary and 
the folloWing description are illustrative only and do not 
restrict the present invention as claimed. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0013] The accompanying draWings, Which are incorpo 
rated herein and form part of the speci?cation, illustrate the 
present invention and, together With the description, further 
serve to explain the principles of the invention and to enable 
one skilled in the art to make and use the invention. 

[0014] FIG. 1 is a schematic diagram of an n-Way optical 
coupler coupled to an arrayed Waveguide grating according 
to an embodiment of the present invention. 

[0015] FIG. 2 is a schematic of an alternative arrangement 
for the n-Way optical coupler using a Y Waveguide optical 
coupler according to an alternative embodiment of the 
present invention. 

[0016] FIG. 3 is a schematic of another alternative 
arrangement for the n-Way optical coupler using a Mach 
Zehnder interferometer according to an alternative embodi 
ment of the present invention. 

[0017] FIG. 4 is a schematic of another alternative 
arrangement for the n-Way optical coupler using a direc 
tional coupler according to an alternative embodiment of the 
present invention. 

[0018] FIG. 5 is a schematic of another alternative 
arrangement for the n-Way optical coupler using a semi 
transparent mirror according to an alternative embodiment 
of the present invention. 

[0019] FIG. 6 is a schematic of another alternative 
arrangement for the n-Way optical coupler using a polariZa 
tion beam splitter according to an alternative embodiment of 
the present invention. 

[0020] FIG. 7 is a schematic diagram of a device in Which 
the branch signals are coupled to partially overlapping sets 
of Waveguides. 

[0021] FIG. 8 is a schematic diagram of a device in Which 
the branch signals are coupled to non-overlapping sets of 
Waveguides. 

[0022] FIGS. 9 and 10 are schematic diagrams demon 
strating diffraction of branch signals into multiple diffraction 
orders. 

[0023] FIG. 11 is a schematic diagram of an embodiment 
of the invention in Which demultiplexed adjacent diffraction 
order signals do not overlap With demultiplexed main dif 
fraction order signals. 

[0024] FIG. 12 is a schematic diagram of an embodiment 
of the invention in Which demultiplexed adjacent diffraction 
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order signals overlap With the corresponding Wavelengths of 
the demultiplexed main diffraction order signal. 

[0025] FIG. 13 is a schematic of an alternative con?gu 
ration of a Waveguide array structure that includes a plurality 
of controllable variable path length elements according to an 
alternative embodiment of the present invention. 

[0026] FIG. 14 is a schematic diagram of a device of the 
present invention in Which the input and output faces of the 
?rst and second optical slabs are shaped to have multiple 
focal points. 

[0027] FIG. 15 is a schematic diagram of a device of the 
present invention in Which one output of the n-Way optical 
coupler is coupled to the ?rst optical slab, and another output 
of the n-Way optical coupler is coupled to the second optical 
slab. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENTS 

[0028] Generally, the present invention relates to an opti 
cal device Which combines demultiplexing With splitting, 
sWitching, or monitoring functionality. 

[0029] FIG. 1 shoWs an optical device 100 according to a 
?rst embodiment of the present invention. The device 100 
can be fabricated as a planar Waveguide from conventional 
materials such as silica, glass, silicon, III-V semiconductors, 
or polymeric materials, and can be integrated on a substrate 
(not shoWn), as Would be apparent to one of ordinary skill 
in the art given the present description. 

[0030] An n-Way optical coupler 10 receives an input 
primary optical signal 5 from Waveguide 7. The primary 
optical signal 5 can comprise one or more Wavelengths, such 
as a multiplexed (WDM or DWDM) optical signal having 
Wavelengths )tl-kp. Preferably, n-Way optical coupler 10 
splits the primary signal 5 into n branch signals 11-1 to 11-n. 
N-Way optical coupler 10 can be any one of a number of 
optical devices Which split a primary optical signal into 
separate branch signals by a selected intensity ratio so that 
each branch signal has a selected intensity. In the example 
depicted in FIG. 1, the primary signal 5 is split into tWo 
branch signals 11-1 and 11-2, both having Wavelengths 
)tl-kp. The coupler 10 can split signal 5 into branch signals 
11-1 and 11-2 With a desired intensity ratio (e.g. 50:50, 
90:10, 95:5) depending on the coupler design. In the 
example depicted in FIG. 2, n-Way optical coupler 10 is 
shoWn for simplicity as a 2-Way optical coupler. HoWever, 
the optical device of the present invention is not limited to 
a 2-Way optical coupler, and the system shoWn in FIG. 1 can 
be modi?ed to include an n-Way optical coupler 10 having 
n greater than tWo to provide more than tWo branching 
signals. 
[0031] FIGS. 2-6 shoW examples of optical devices that 
can be used as n-Way optical coupler 10. FIG. 2 shoWs a Y 
Waveguide coupler 110. Primary signal 5 enters the Y 
Waveguide coupler 110 through Waveguide 7. The Y 
Waveguide coupler splits primary signal 5 into branch sig 
nals With a 50:50, 90:10, or other desired intensity ratio. In 
an alternative embodiment, shoWn in FIG. 3, the n-Way 
optical coupler may be a Mach Zehnder interferometer 
splitter 210, Which splits the input signal 5 into tWo branch 
signals 11-1 and 11-2 according to knoWn beam interference 
principles. Alternatively, as shoWn in FIG. 4, the n-Way 
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optical coupler may be a directional coupler 260. FIG. 5 
shoWs another alternative embodiment, in Which a semi 
transparent mirror 310 is used as n-Way optical coupler 10, 
Whereby signal 5 enters the semi-transparent mirror 310 via 
Waveguide 7 and encounters partially re?ecting surface 9. 
As a result of encountering partially re?ecting surface 9, a 
portion of signal 5 is transmitted as branch signal 11-1, and 
a portion is re?ected as beam 12-1. Beam 12-1 is then 
re?ected by totally re?ecting surface 13 and is subsequently 
split by surface 9 into transmitted branch signal 11-2 and 
re?ected beam 12-2. This process of transmission and re?ec 
tion continues creating a plurality of branch signals 11-1 to 
11-n. As shoWn in FIG. 6, a polariZation beam splitter 330 
can be utiliZed to split the optical signal into different 
branches on the basis of polariZation. As the skilled artisan 
Will appreciate, multiple 2-Way optical couplers, such as 
Mach Zehnder interferometers, directional couplers, and Y 
Waveguide couplers, can be cascaded to yield an n-Way 
optical coupler. In addition, as Would be apparent to one of 
ordinary skill in the art given the present description, other 
alternative devices can be employed as an n-Way optical 
coupler 10. 

[0032] The n-Way optical coupler may be controllable to 
alter the ratio of the intensities of the branch signals. Such 
control may be achieved using, for example, a thermo-optic 
or an electro-optic effect, as Would be apparent to the skilled 
artisan. Returning to FIG. 1, a controller 80 can be coupled 
to n-Way optical coupler 10 in order to control the intensity 
ratio of the resultant branch signals and/or the number of 
resultant branch signals 11-1 to 11-n. Because system 
requirements can be subject to change, the controller 80 can 
be designed to further include sufficient programmable 
memory (e.g., EPROMs and the like) to receive and imple 
ment additional operating softWare and/or commands from 
a system controller or netWork management system (not 
shoWn). For example, in a ?rst state, the controller can set 
the intensity ratio (betWeen the branch signals) to be a ?rst 
intensity ratio, or it can set the number of resultant branch 
signals to be a ?rst number (e.g., 2, 3, etc.). In a second state, 
the controller can set the intensity ratio to be a different 
intensity ratio or can set the number of resultant branch 
signals to be a different number. The n-Way optical coupler 
can alternatively be operative to sWitch substantially all of 
the intensity of the primary optical signal betWeen the n 
outputs of the n-Way optical coupler. Such sWitches are 
familiar to the skilled artisan, and may be based on MEMS, 
thermo-optic, electro-optic, pieZoelectric and other devices. 

[0033] In the embodiment shoWn in FIG. 1, the outputs of 
the 2-Way optical coupler 10 are coupled to the ports 15a and 
15b of the ?rst optical slab 20 by Waveguides 14-1 and 14-2. 
As is understood in the art and used herein, an optical slab 
comprises an area in Which light is guided in the direction 
perpendicular to the plane of the slab, but is not guided 
Within the plane of the slab. In this exemplary embodiment, 
the ?rst optical slab 20 is con?gured as a star coupler, With 
the exterior face 22 of the optical slab having a plurality of 
ports 15. According to this embodiment, the branch signals 
enter the optical slab 20 via ports 15a and 15b. Ports 15a and 
15b have at least one other port 15 betWeen them. Hence, 
ports 15a and 15b are said to be non-adjacent. As Will be 
described more fully beloW, the spacing of the ports of the 
?rst optical slab has an impact on the function of the device. 
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[0034] The ?rst optical slab has an interior face 23, to 
Which the ?rst ends of the Waveguides 35-1 to 35-m of a 
Waveguide array structure 35 are coupled. In the embodi 
ment of FIG. 1, each of the Waveguides of the Waveguide 
array structure has a different optical path length from the 
other Waveguides. For example, Waveguide 35-1 can have 
an optical path length of l, Waveguide 35-2 can have an 
optical path length of l+Aa', and Waveguide 35-mcan have an 
optical path length of l+(m—1)Ad. The Waveguide array 35 
can include, for example, 128 or 256 Waveguides, as is 
knoWn in conventional AWGs. The second end of each 
Waveguide 35-1 to 35-m of the Waveguide array structure is 
coupled to the interior face 62 of a second optical slab 60. 
The second optical slab also includes an exterior face 63, 
and ports 70 spaced along the exterior face. In the embodi 
ment of FIG. 1, the second optical slab is likeWise con?g 
ured as a star coupler. 

[0035] In the embodiment shoWn in FIG. 1, the tWo 
branch signals 11-1 and 11-2 (each having Wavelengths 
)tl-kp) emerging from the 2-Way optical coupler 10 are 
coupled to the exterior face of a ?rst optical slab 20 of the 
AWG via non-adjacent ports 15a and 15b, and alloWed to 
expand or fan out in the plane of the slab. The spatially 
expanded branch signals 11-1 and 11-2 are each coupled to 
a plurality of the Waveguides of the Waveguide array struc 
ture. Each branch signal may be coupled to substantially all 
of the Waveguides 35-1 to 35-m of the Waveguide array 
structure 35, as shoWn in FIG. 1. Alternatively, each branch 
signal may be coupled to less than all of the Waveguides of 
the Waveguide array structure. For example, as shoWn in 
FIG. 7, the branch signals may be coupled to overlapping 
subsets of the Waveguides of the Waveguide array. In another 
embodiment, as shoWn in FIG. 8, the branch signals may be 
coupled to non-overlapping subsets of the Waveguides of the 
Waveguide array. 
[0036] After passing through Waveguide array structure 
35, the signals from the Waveguides of the Waveguide array 
structure are coupled to the second optical slab 60. As in 
conventional AWG devices, the phase shifted signals emerg 
ing from the outputs of the Waveguides 35-1 to 35-m of the 
Waveguide array structure interact With one another in 
second optical slab 60. The difference in path length of the 
Waveguides of the Waveguide array as Well as in the dis 
tances traveled by the beams in the ?rst and second optical 
slabs impart a different phase delay on the signals propa 
gating in each Waveguide of the Waveguide array structure. 
Thus, the ends of the Waveguides of the Waveguide array 
structure act as a diffraction grating, focusing different 
Wavelengths on different parts of the exterior face of the 
second optical slab, as is consistent With knoWn AWG 
techniques. As a result of this interaction, a set of demulti 
plexed signals resulting from the main diffraction order 
diffraction of each branch signal is coupled to the exterior 
face 63 of the second optical slab. As used herein, the main 
diffraction order is the diffraction order having the largest 
intensity of diffracted signal. For example, as shoWn in FIG. 
1, a set of main diffraction order demultiplexed signals 66-1 
to 66-p (having Wavelengths )tl-kp, respectively) corre 
sponding to branch signal 11-1, as Well as a set of demul 
tiplexed signals 67-1 to 67-p (also having Wavelengths 
)tl-kp) corresponding to branch signal 11-2 are coupled to 
the exterior face of the second optical slab. These sets of 
demultiplexed signals are coupled to ports 64-1 to 64-p and 
65-1 to 65-p of the second optical slab 60. The ratios of 
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intensities of the sets of demultiplexed signals is determined 
in part by the intensity ratio of the n-Way optical coupler 10. 
In the devices of the present invention, the n ports of the ?rst 
optical slab that are coupled to the outputs of the n-Way 
optical coupler are spaced so that the demultiplexed main 
diffraction order signals corresponding to different outputs 
of the n-Way coupler do not substantially overlap With one 
another. As used herein, signals substantially overlap if, at a 
speci?ed point, the intensity of light is less than about 90% 
due to a single signal. 

[0037] As the skilled artisan Will appreciate, each branch 
signal may be diffracted into more than one diffraction order. 
For example, as shoWn in FIG. 9, branch signal 11-1 may 
have most of its intensity diffracted into the main diffraction 
order, and a small amount of its intensity diffracted into an 
adjacent diffraction order. Thus, the demultiplexed main 
diffraction order signals 66-1 to 66-p arising from branch 
signal 11-1 are coupled to ports 64-1 to 64-p of the second 
optical slab 60, While the corresponding demultiplexed 
adjacent diffraction order signals are coupled to ports 74-1 
to 74-p of the second optical slab. Likewise, as shoWn in 
FIG. 10, branch signal 11-2 may have most of its intensity 
in a main diffraction order, With a small amount of intensity 
in an adjacent diffraction order. Thus, demultiplexed main 
diffraction order signals 67-1 to 67-p arising from branch 
signal 11-2 are coupled to ports 65-1 to 65-p of the second 
optical slab, While the corresponding demultiplexed adjacent 
diffraction order signals are coupled to ports 75-1 to 75-p of 
the second optical slab. 

[0038] In the devices of the present invention, the ports of 
the ?rst optical slab that are coupled to the n-Way optical 
coupler are spaced so that demultiplexed signals of different 
Wavelengths corresponding to different branch signals do 
not substantially overlap With one another at the exterior 
face of the second optical slab. For example, as shoWn in 
FIG. 11, the demultiplexed adjacent diffraction order signals 
are coupled to different ports than those illuminated by the 
demultiplexed main diffraction order signals. Demultiplexed 
main diffraction order signals arising from branch signal 
11-1 are coupled to ports 64-1 to 64-p of the second optical 
slab, While the corresponding demultiplexed adjacent dif 
fraction order signals are coupled to ports 74-1 to 74-p of the 
second optical slab. Demultiplexed main diffraction order 
signals arising from branch signal 11-2 are coupled to ports 
65-1 to 65-p of the second optical slab, While the corre 
sponding demultiplexed adjacent diffraction order signals 
are coupled to ports 75-1 to 75-p of the second optical slab. 
Alternatively, as shoWn in FIG. 12, the demultiplexed 
adjacent diffraction order signals of branch signal 11-1 may 
overlap With the corresponding demultiplexed main diffrac 
tion order signals of branch signal 11-2, and vice versa. 
Here, the demultiplexed main diffraction order signals 66-1 
to 66-parising from branch signal 11-1 and the demulti 
plexed adjacent diffraction order signals 77-1 to 77-p arising 
from branch signal 11-2 are coupled to ports 64-1 to 64-p of 
the second optical slab. Likewise, the demultiplexed main 
diffraction order signals 67-1 to 67-p arising from branch 
signal 11-2 and the demultiplexed adjacent diffraction order 
signals 76-1 to 76-parising from branch signal 11-1 are 
coupled to ports 65-1 to 65-p of the second optical slab. It 
is noted that each port receives signals of a substantially 
single Wavelength. For example, port 64-1 receives signal 
67-1 and signal 76-1, each having Wavelength M. The 
splitting ratio of the n-Way optical coupler 10 as Well as the 
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intensity and position of any adjacent diffraction order 
diffraction Will determine the ratio of the intensities of the 
sets of demultiplexed signals received by the ports of the 
second optical slab. AWG design techniques familiar to the 
skilled artisan may be used to select the appropriate spacing 
of the n ports of the ?rst optical slab and the ports of the 
second optical slab to prevent the overlap of demultiplexed 
main diffraction order signals corresponding to different 
outputs of the n-Way coupler as Well as the overlap of 
different Wavelengths corresponding to different outputs of 
the n-Way coupler. 

[0039] In a preferred aspect of this invention, 2-Way 
optical coupler 10 splits primary optical signal 5 into tWo 
signals having at least about a 90:10 intensity ratio, such that 
a ?rst branch signal is at least about nine times as intense as 
a second branch signal. Thus, When the demultiplexed 
signals reach the exterior face of the second optical slab, the 
intensity (over all Wavelengths) of the ?rst set of demulti 
plexed signals Will be much larger than the intensity (over all 
Wavelengths) of the second set of demultiplexed signals. In 
this embodiment, the ?rst set of demultiplexed signals may 
be passed on to a conventional optical communication 
system, While the second set of demultiplexed signals may 
be coupled to a photodetector array and used to monitor 
signal integrity. This type of intensity distribution can alloW 
for adequate monitoring of the individual Wavelengths of the 
primary signal Without having to tap a portion of each 
primary signal Wavelength individually. Having a large 
difference in intensities betWeen branch signals is also 
advantageous in that it minimiZes the effects of destructive 
interference betWeen Wavelength-overlapping diffraction 
orders of different branch signals. Use of a polariZation 
beam splitter as the n-Way optical coupler Will also minimiZe 
the effects of interference betWeen branch signals. 

[0040] In another preferred embodiment of the present 
invention, n-Way optical coupler 10 may function to sWitch 
substantially all of the primary optical signal betWeen the n 
outputs of the n-Way optical coupler. For example, n-Way 
optical coupler may be a 1x2 thermo-optic sWitch. In such 
a device, the primary optical signal Will be demultiplexed, 
and the demultiplexed main diffraction order signals Will be 
coupled to one set of ports of the second optical slab. By 
sWitching the n-Way optical coupler 10, the demultiplexed 
signals may be sWitched betWeen sets of ports of the second 
optical slab 60. As such, this exemplary device can provide 
both demultiplexing and sWitching functions. In order to 
reduce crosstalk, it may be preferable to have demultiplexed 
adjacent diffraction order signals corresponding to one out 
put of the n-Way coupler not overlap With demultiplexed 
main diffraction order signals arising from another output of 
the n-Way coupler. 

[0041] In one embodiment of the present invention, shoWn 
in FIG. 13, at least one of the Waveguides of the Waveguide 
array includes a path section 605 With a controllable path 
length. Such devices are described in commonly oWned and 
copending U.S. Pat. application Ser. No. 09/930,722, ?led 
Aug. 15, 2001 and entitled “Demultiplexer/Multiplexer With 
a Controlled Variable Path Length Device,” incorporated 
herein by reference. In this device, the channel spacing of 
the demultiplexer may be changed by controlling the path 
length of the path sections of one or more of the path length 
elements. 
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[0042] As described above in connection With FIG. 8, the 
ports of the ?rst optical slab may be spaced such that signals 
emanating therefrom illuminate non-overlapping subsets of 
Waveguides of the Waveguide array structure. In such a 
device, the ?rst and second optical slabs may be shaped so 
that their interior and exterior faces have a plurality of focal 
points. For example, as shoWn in FIG. 14, the ?rst and 
second slabs may be bifocal. Each of the exterior and 
interior faces of the optical slabs (22, 23, 62 and 63) include 
tWo arc sections, each having a different focal point. As the 
skilled artisan Will appreciate, not all of the faces of the 
optical slabs must be multi-focal. The number of focal points 
may be varied With the number of ports of the ?rst optical 
slab. 

[0043] In another embodiment of the present invention, 
shoWn in FIG. 15, a device 800 for receiving a primary 
optical signal includes the arrayed Waveguide grating device 
and the n-Way optical coupler described above. In this 
embodiment, one output of the n-Way optical coupler is 
coupled to a port 815a of the exterior face of the ?rst optical 
slab, While another output of the n-Way optical coupler is 
coupled to a port 815b of the exterior face of the second 
optical slab. In the example of FIG. 15, branch signal 811-1 
enters the ?rst optical slab 20 via port 815a, is coupled to the 
Waveguides of the Waveguide array 35, and is demultiplexed 
in the second optical slab 60 to give a ?rst set of demulti 
plexed main diffraction order optical signals 866-1 to 866-p, 
Which are coupled to ports 846-1 to 864-}? of the second 
optical slab. Branch signal 811-2 enters the second optical 
slab via port 815b, is coupled to the Waveguides of the 
Waveguide array 35, and is demultiplexed in the ?rst slab to 
give a second set of demultiplexed main diffraction order 
optical signals 867-1 to 867-p, Which are coupled to ports 
865-1 top 865-p of the second optical slab. In this device, 
there is little chance that the main diffraction order demul 
tiplexed signals from the different branch signals Will over 
lap With each other, as they are demultiplexed in different 
optical slabs. It is preferable that demultiplexed main dif 
fraction order signals or any demultiplexed adjacent diffrac 
tion order signals are not coupled into the ports 815a and 
815b coupled to the n-Way optical coupler. 

[0044] The device of FIG. 15 may be designed to provide 
signal redundancy in an optical communication system by 
using a 2-Way optical coupler With an approximately 50:50 
splitting ratio. Alternatively, the device of FIG. 15 may be 
used to provide both demultiplexing and monitoring func 
tionality by using a 2-Way optical coupler With a splitting 
ratio of about 90:10 or greater. The set of ports correspond 
ing to the stronger branch signal can be coupled to an 
external communication system, While the set of ports 
corresponding to the can be coupled to a set of photodetec 
tors for use as a channel poWer monitor. As the skilled 
artisan Will appreciate, the n-Way coupler may also be 
operative to sWitch the demultiplexed main diffraction order 
signals betWeen sets of ports. 

[0045] The devices of the present invention have been 
described in connection With demultiplexing applications. 
As the skilled artisan Will recogniZe, the devices of the 
present invention may also be used in multiplexing appli 
cations by reversing the ?oW of the optical signals through 
the device. LikeWise, the devices of the present invention 
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may be designed by the skilled artisan to simultaneously 
demultiplex an incoming optical signal and multiplex an 
outgoing optical signal. 
[0046] The use of the present invention, Which can com 
bine demultiplexing With other functions such as sWitching, 
splitting and tap monitoring, can result in better utiliZation 
of physical system space and optical poWer. Alternative 
applications Will be apparent to those of skill in the art given 
the present description. For example, the n-Way optical 
coupler may split the primary signal into three substantially 
equal branch signals, Which are then demultiplexed. Each 
single Wavelength signal may be sent to a different node in 
an optical communication system. 

[0047] While the above provides a full and complete 
disclosure of the preferred embodiments of the present 
invention, various modi?cations, alternate constructions, 
and equivalents may be employed Without departing from 
the scope of the invention. Therefore, the above description 
and illustration should not be construed as limiting the scope 
of the invention, Which is de?ned by the appended claims. 

What is claimed is: 
1. An optical device for receiving a primary optical signal 

having one or more Wavelengths, the optical device com 
prising: 

an n-Way optical coupler, Where n is an integerZZ, the 
n-Way optical coupler having one input and n outputs, 
the n-Way optical coupler directing the optical signal 
into at least one of the outputs of the n-Way optical 
coupler; and 

an arrayed Waveguide grating including 

a ?rst optical slab having an exterior face and an 
interior face, the exterior face having n ports, each of 
the n ports being coupled to an output of the n-Way 
optical coupler, each port receiving the optical signal 
emerging from the corresponding output of the 
n-Way optical coupler; 

a Waveguide array structure including a plurality of 
Waveguides, each of the Waveguides having a ?rst 
end coupled to the interior face of the ?rst optical 
slab, each of the Waveguides having an second end; 
and 

a second optical slab having an interior face and an 
exterior face, the interior face being coupled to the 
second end of each of the plurality of Waveguides of 
the Waveguide array structure, the exterior face hav 
ing a plurality of ports, Wherein the optical signal 
emerging from each of the outputs of the n-Way 
coupler is 

demultiplexed to a corresponding set of demultiplexed 
main diffraction order signals in the second optical slab, 

Wherein the n ports of the ?rst optical slab that are 
coupled to the n-Way optical coupler are spaced in 
relation to one another such that for each of the outputs 
of the n-Way coupler, the demultiplexed main diffrac 
tion order signals corresponding to an optical signal 
emerging from that output of the n-Way coupler do not 
substantially overlap With the demultiplexed main dif 
fraction order signals corresponding to an optical signal 
emerging from any other of the outputs of the n-Way 
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optical coupler at the exterior face of the second optical 
slab, and Wherein the n ports of the ?rst optical slab that 
are coupled to the n-Way optical coupler are spaced in 
relation to one another such that dernultiplexed signals 
of one Wavelength do not substantially overlap With 
dernultiplexed signals of another Wavelength at the 
exterior face of the second optical slab. 

2. The optical device according to claim 1, Wherein the 
n-Way optical coupler splits the primary optical signal into 
at least tWo branch signals, each branch signal being coupled 
to a different output of the n-Way optical coupler. 

3. The optical device according to claim 2, Wherein the 
ratio of the intensities of a ?rst branch signal to the intensity 
of a second branch signal is at least about 90:10. 

4. The optical device according to claim 2 Wherein the 
ratio of the intensities of the branch signals is variable. 

5. The optical device according to claim 4, further corn 
prising a controller operatively coupled to the n-Way optical 
coupler to vary the ratio of intensities of the branch signals. 

6. The optical device according to claim 1, Wherein the 
n-Way optical coupler is operative to sWitch substantially all 
of the primary optical signal betWeen the n outputs of the 
n-Way optical coupler. 

7. The optical device according to claim 6, further corn 
prising a controller operatively coupled to the n-Way optical 
coupler to sWitch the optical signal betWeen the n outputs of 
the n-Way optical coupler. 

8. The optical device according to claim 1, Wherein the 
exterior face of the ?rst optical slab further includes at least 
one additional port, the port being betWeen tWo of the n ports 
that are coupled to the n-Way optical coupler. 

9. The optical device according to claim 1, Wherein the 
n-Way optical coupler is selected from the group consisting 
of a Y Waveguide optical coupler, a Mach Zehnder interfer 
orneter, a directional coupler, a device having a semi 
transparent mirror and a polariZation beam splitter. 

10. The optical device according to claim 1 Wherein the 
n-Way optical coupler comprises a plurality of cascaded 1><2 
couplers. 

11. The optical device of claim 1 Wherein at least one of 
the faces of at least one of the optical slabs is shaped to have 
more than one focal point. 

12. An optical device for receiving a primary optical 
signal having one or more Wavelengths, the optical device 
comprising: 

an arrayed Waveguide grating including 

a ?rst optical slab having an exterior face and an 
interior face, the exterior face having a plurality of 
ports, 

a Waveguide array structure including a plurality of 
Waveguides, each of the Waveguides having a ?rst 
end coupled to the interior face of the ?rst optical 
slab, each of the Waveguides having an second end; 
and 

a second optical slab having an interior face and an 
exterior face, the interior face being coupled to the 
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second end of each of the plurality of Waveguides of 
the Waveguide array structure, the exterior face hav 
ing a plurality of ports; and 

an n-Way optical coupler, Where n is an integeri2, the 
n-Way optical coupler having one input and n outputs, 
the n-Way optical coupler directing the optical signal 
into at least one of the outputs of the optical coupler, 
one of the outputs of the n-Way optical coupler being 
coupled to a port of the ?rst optical slab, another of the 
outputs of the n-Way optical coupler being coupled to 
a port of the second optical slab, 

Whereby an optical signal coupled into a port of the ?rst 
optical slab is dernultiplexed to a set of dernultiplexed 
rnain diffraction order signals in the second optical slab, 
and an optical signal coupled into a port of the second 
optical slab is dernultiplexed to a set of dernultiplexed 
rnain diffraction order signals in the ?rst optical slab. 

13. The optical device according to claim 12, Wherein the 
n-Way optical coupler splits the primary optical signal into 
at least tWo branch signals, each branch signal being coupled 
to a different output of the n-Way optical coupler. 

14. The optical device according to claim 12 Wherein the 
ratio of the intensities of the branch signals is variable. 

15. The optical device according to claim 14, further 
comprising a controller operatively coupled to the n-Way 
optical coupler to vary the ratio of intensities of the branch 
signals. 

16. The optical device according to claim 12, Wherein the 
n-Way optical coupler is operative to sWitch substantially all 
of the primary optical signal betWeen the n outputs of the 
n-Way optical coupler. 

17. The optical device according to claim 12, Wherein the 
n-Way optical coupler is selected from the group consisting 
of a Y Waveguide optical coupler, a Mach Zehnder interfer 
orneter, a directional coupler, a device having a semi 
transparent mirror and a polariZation beam splitter. 

18. The optical device of claim 12 Wherein the n-Way 
optical coupler splits the primary optical signal into tWo 
branch signals of about equal intensity, and Wherein a ?rst 
set of dernultiplexed rnain diffraction order signals are 
coupled into a set of ports of the second optical slab, and a 
second set of dernultiplexed rnain diffraction order signals 
are coupled into a set of ports of the ?rst optical slab. 

19. The optical device of claim 12 Wherein the n-Way 
optical coupler splits the primary optical signal into tWo 
branch signals having a at least a 90:10 intensity ratio, and 
Wherein a ?rst set of dernultiplexed rnain diffraction order 
signals corresponding to the stronger branch signal are 
coupled into a set of ports of the second optical slab, and a 
second set of dernultiplexed rnain diffraction order signals 
corresponding to a Weaker branch signal are coupled into a 
set of ports of the ?rst optical slab. 

20. The optical device of claim 19 Wherein the set of ports 
of the ?rst optical slab is coupled to an array of photode 
tectors. 


