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(57) ABSTRACT 

Aprocess of forming a silicon thin ?lm includes the steps of: 
irradiating a pulsed rectangular ultraviolet beam on an 
amorphous or polycrystalline silicon layer formed on a base 
body, to thereby form a silicon thin ?lm composed of a 
group of silicon single crystal grains Which are each 
approximately rectangular-shaped and Which are arranged in 
a grid pattern on the base body. In this process, the moved 
amount of a ultraviolet beam irradiating position in a period 
from completion of an irradiation of the rectangular ultra 
violet beam to starting of the neXt irradiation of the rectan 
gular-ultraviolet beam is speci?ed at 40 pm or less, and a 
ratio of the moved amount to a Width of the rectangular 
ultraviolet beam measured in the movement direction 
thereof is in a range of 0.1 to 5%. Further, a selected 
orientation of the silicon single crystal grains to the surface 
of the base body is approximately the <100> direction. 
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SILICON THIN FILM, GROUP OF SILICON 
SINGLE CRYSTAL GRAINS AND FORMATION 
PROCESS THEREOF, AND SEMICONDUCTOR 

DEVICE, FLASH MEMORY CELL AND 
FABRICATION PROCESS THEREOF 

BACKGROUND OF THE INVENTION 

[0001] The present invention relates to a neW silicon thin 
?lm, a group of silicon single crystal grains, and formation 
processes thereof, and a semiconductor device, a ?ash 
memory cell, and fabrication processes thereof. 

[0002] A silicon thin ?lm composed of a group of silicon 
single crystal grains formed on a base body has been used 
for various kinds of semiconductor devices such as a thin 
?lm transistor (hereinafter, referred to as a “TFT”) and a 
semiconductor device based on a SOI (Silicon On Insulator) 
technique, and for solar cells; and it is being examined to be 
applied to production of micromachines. 

[0003] In the ?eld of semiconductor devices, for example, 
a stacked SRAM using TFTs as load elements has been 
proposed. TFTs have been also used for LCD (Liquid 
Crystal Display) panels. And, in general, a silicon thin ?lm 
composed of a group of silicon single crystal grains is used 
for a TFT required to be enhanced in electric characteristics 
such as a carrier mobility (,u), conductivity (0), on-current 
characteristic, subthreshold characteristic, and on/off current 
ratio. Concretely, efforts are being made to improve char 
acteristics of SRAMs and TFTs by increasing siZes of silicon 
single crystal grains in combination With reduction in den 
sity of tWin crystals for loWering a trap density in the silicon 
single crystal grains. 
[0004] The enlargement in siZe (up to 1 pm) of silicon 
single crystal grains for improving the electric characteris 
tics of such a silicon thin ?lm has been examined by a SPC 
(Solid Phase Crystallization, solid phase crystalliZation from 
amorphous silicon) technique or an ELA (Excimer Laser 
Anneal, liquid phase crystalliZation using excimer laser). 
One process of forming a silicon thin ?lm using the ELA 
technique has been knoWn, for example, from a document 
[“Dependence of Crystallization Behaviors of Excimer 
Laser Annealed Amorphous Silicon Film on the Number of 
Laser Shot”, B. Jung, et al., AM-LCD 95, PP. 177-120]. This 
document describes that a silicon thin ?lm composed of 
silicon single crystal grains Whose selected orientation is 
approximately the <111> direction can be formed by repeat 
edly irradiating excimer laser beams on an amorphous 
silicon layer. Another process of forming a silicon thin ?lm 
using the ELA technique has been also knoWn, for example, 
from a document [“Crystal forms by solid-state recrystalli 
Zation of amorphous Si ?lm on SiOZ”, T. Noma, Appl. Phys. 
Lett. 59 (6), Aug. 5, 1991,pp. 653-655]. This document 
describes that silicon single crystal grains are oriented in the 
<110> direction, and they include ?ne {111} tWin crystals. 

[0005] A process of forming a silicon thin ?lm by gra 
phoepitaxial groWth using a strip-heater has been knoWn, for 
example, from a document [Silicon graphoepitaxy using a 
strip-heater oven”, M. W. Geis, et al., Appl. Phys. Lett. 
37(5), Sep. 1, 1980, pp. 454-456]. This document describes 
that a silicon thin ?lm formed on SiO2 is composed of a 
(100) aggregation structure. 

[0006] A silicon thin ?lm composed of a group of silicon 
single crystal grains has been also formed by a chemical 
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vapor deposition (CVD) process or a random solid-phase 
groWth process. For example, the formation of polysilicon 
crystal grains by CVD has been knoWn from Japanese Patent 
Laid-open Nos. Sho 63-307431 and Sho 63-307776. In the 
techniques disclosed in these documents, the selected ori 
entation of silicon single crystal grains is the <111> direc 
tion. Incidentally, in the case Where a silicon thin ?lm 
composed of a group of silicon single crystal grains having 
large siZes is formed by a normal chemical vapor deposition 
process, it cannot satisfy a uniform quality, a reduced leak, 
and a high mobility. In the random solid-phase groWth 
process, it is possible to form a silicon thin ?lm composed 
of a group of silicon single crystal grains having an average 
grain siZe of 1 pm or more; hoWever, it is difficult for silicon 
single crystal grains to selectively groW. Further, in the TFT 
using the silicon thin ?lm formed by such a process, since 
grain boundaries tend to be present in a TFT active region, 
there occurs a problem that TFT characteristics are varied 
depending on the presence of the grain boundaries, to 
thereby shorten the life time of the TFT. 

[0007] In all of the techniques disclosed in the above 
described references, any attempt has been not made to 
regularly arrange a group of silicon single crystal grains on 
an insulating ?lm. If a group of silicon single crystal grains 
can be regularly arranged on an insulating ?lm, the TFT 
characteristics can be highly controlled and equaliZed, and 
also one TFT can be formed in each of the silicon single 
crystal grains. This is expected to further develop the SOI 
technique. 

[0008] A process of arranging silicon nuclei or crystal 
nuclei at desired positions and forming silicon single crystal 
grains having large siZes on the basis of the silicon nuclei or 
crystal nuclei has been knoWn, for example, from Japanese 
Patent Laid-open Nos. Hei 3-125422, Hei 5-226246, Hei 
6-97074, and Hei 6-302512. In the technique disclosed in 
Japanese Patent Laid-open No. Hei 3-125422, micro-siZed 
silicon nuclei or crystal nuclei must be formed by patterning 
using a lithography process; hoWever, there is a limitation to 
accurately form these micro-siZed silicon nuclei or crystal 
nuclei by the present lithography technique. In the case 
Where the siZes of silicon nuclei or crystal nuclei are large, 
polycrystals tend to be formed With tWin crystals and 
dislocations easily produced, resulting in the reduced 
throughput. In the techniques disclosed in Japanese Patent 
Lid-open Nos. Hei 5-226246, Hei 6-97074, and Hei 
6-302512, it is necessary to irradiate an energy beam 
enabling ?ne convergence and direct scanning onto an 
amorphous silicon layer or to carry out ion implantation. 
Accordingly, these techniques have problems that not only 
the step of forming silicon single crystal grains is compli 
cated, but also it takes a lot of time to form silicon single 
crystal grains because of the necessity of a solid phase 
groWth step, resulting in the reduced throughput. 

[0009] On the other hand, non-volatile memories are being 
extensively developed at present. In particular, a ?ash 
memory having a ?oating gate structure is being examined 
from the vieWpoint of the reduced siZe of the memory cell 
and the loWered voltage. In a ?ash memory, data is Written 
or erased by injecting or discharging an electric charge into 
or from the ?oating gate. Of various electric charge injecting 
methods, a channel hot electron injection method or a 
method of alloWing a FoWler-Nordheim’s tunnel current to 
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?oW by applying a high electric ?eld (for example, 8 MV/cm 
or more) on a tunnel oxide ?lm are generally used. 

[0010] In such a ?ash memory cell, it has been known that 
a threshold voltage after erasion of data is varied depending 
on variations in siZes of polycrystalline silicon grains form 
ing a ?oating gate, for example, from a document [“Non 
volatile Memory and Its Scaling”, Journal of Japan Society 
of Electron Information Communication, Vol. 9, No. 5, pp. 
469-484 (May, 1996)]. Further, as one means for realiZing a 
future ?ne ?ash memory cell operated at a loW voltage, a 
?ash memory including a ?oating gate composed of silicon 
nanocrystals has been proposed in a document [“A silicon 
nanocrystal based memory”, S. TiWari, et al., Appl. Phys. 
Lett. 68 (10), 4, pp. 1377-1379, Mar. 4, 1996]. Additionally, 
as one form of a non-volatile memory to lead the next 

generation over the present semiconductor device, a single 
electron memory operated at a loW voltage using a small 
storage electric charge (electron) has been proposed in a 
document [“A Room-temperature Single-Electron Memory 
Device Using Fine-Grain Polycrystalline Silicon”, K. Yano, 
et. al., IEDM93, PP. 541-544]. 

[0011] To realiZe a ?ash memory cell hard to be varied in 
a threshold voltage after erasion of data, it is necessary to 
make as small as possible variations in siZes of silicon 
crystal grains forming a ?oating gate. Also, to realiZe a ?ne 
?ash memory cell operated at a loW voltage, it is necessary 
to regularly form ?ne silicon crystal grains on a thin insu 
lating ?lm (tunnel oxide ?lm) With an excellent controlla 
bility. 

SUMMARY OF THE INVENTION 

[0012] An object of the present invention is to provide a 
process of easily, effectively forming a group of silicon 
single crystal grains in a grid pattern on a base body With the 
reduced variations in grain siZe, and a group of silicon single 
crystal grains formed by the process. 

[0013] Another object of the present invention is to pro 
vide a process of easily, effectively forming a silicon thin 
?lm composed of a group of silicon single crystal grains 
Which are arranged in a grid pattern on a base body With the 
reduced variations in grain siZe, and a silicon thin ?lm 
formed by the process. 

[0014] A further object of the present invention is to 
provide a process of fabricating a semiconductor device 
using the above silicon thin ?lm or the above group of 
silicon single crystal grains, and a semiconductor device 
fabricated by the process. 

[0015] An additional object of the present invention is to 
provide a process of fabricating a ?ash memory cell using 
the above silicon thin ?lm or the above group of silicon 
single crystal grains, and a ?ash memory cell fabricated by 
the process. 

[0016] To achieve the above object, according to the 
present invention, there is provided a process of forming a 
silicon thin ?lm, including the step of: irradiating a pulsed 
rectangular ultraviolet beam on an amorphous or polycrys 
talline silicon layer formed on a base body, to thereby form 
a silicon thin ?lm composed of a group of silicon single 
crystal grains on the base body; Wherein the moved amount 
(L) of a ultraviolet beam irradiating position in a period from 
completion of an irradiation of the rectangular ultraviolet 
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beam to starting of the next irradiation of the rectangular 
ultraviolet beam is speci?ed at 40 pm or less, and a ratio 
(R=L/W) of the moved amount to a Width of the 
rectangular ultraviolet beam measured in the movement 
direction thereof is in a range of 0.1 to 5%, preferably, in a 
range of 0.5 to 2.5%, Whereby forming a silicon thin ?lm 
composed of a group of silicon single crystal grains Which 
are each approximately rectangular-shaped and Which are 
arranged in a grid pattern on the base body, a selected 
orientation of the silicon single crystal grains to the surface 
of the base body being approximately the <100> direction. 

[0017] According to the present invention, there is pro 
vided a silicon thin ?lm including a group of silicon single 
crystal grains Which are each approximately rectangular 
shaped and Which are arranged in a grid pattern on a base 
body, Wherein a selected orientation of the silicon single 
crystal grains to the surface of the base body is approxi 
mately the <100> direction. 

[0018] To achieve the above object, according to the 
present invention, there is provided a process of fabricating 
a semiconductor device, including the steps of: irradiating a 
pulsed rectangular ultraviolet beam on an amorphous or 
polycrystalline silicon layer formed on a base body, to form 
a silicon thin ?lm composed of a group of silicon single 
crystal grains on the base body; and forming a source/drain 
region and a channel region in the silicon thin ?lm or the 
silicon single crystal grains; Wherein the moved amount (L) 
of a ultraviolet beam irradiating position in a period from 
completion of an irradiation of the rectangular ultraviolet 
beam to starting of the next irradiation of the rectangular 
ultraviolet beam is speci?ed at 40 pm or less, and a ratio 
(R=L/W) of the moved amount to a Width of the 
rectangular ultraviolet beam measured in the movement 
direction thereof is in a range of 0.1 to 5%, preferably, in a 
range of 0.5 to 2.5%, Whereby forming a silicon thin ?lm 
composed of a group of silicon single crystal grains Which 
are each approximately rectangular-shaped and Which are 
arranged in a grid pattern on the base body, a selected 
orientation of the silicon single crystal grains to the surface 
of the base body being approximately the <100> direction. 

[0019] According to the present invention, there is pro 
vided a semiconductor device including a source/drain 
region and a channel region formed in a silicon thin ?lm 
composed of a group of silicon single crystal grains Which 
are each approximately rectangular-shaped and Which are 
arranged in a grid pattern on a base body or formed in the 
silicon single crystal grains, Wherein a selected orientation 
of the silicon single crystal grains to the surface of the base 
body is approximately the <100> direction. 

[0020] As the semiconductor device of the present inven 
tion or the semiconductor device fabricated by the process of 
fabricating a semiconductor device of the present invention, 
there may be exempli?ed a top gate type or a bottom gate 
type thin ?lm transistor used for LCD panels, a semicon 
ductor device based on the SOI technique (for example, a 
thin ?lm transistor as a load element of a stacked SRAM), 
and a MOS type semiconductor device. The silicon thin ?lm 
and the formation process thereof according to the present 
invention can be applied not only to fabrication of these 
semiconductor devices but also to production of solar cells 
and to fabrication of micromachines. 

[0021] In the silicon thin ?lm and the formation process 
thereof, and the semiconductor device and the fabrication 
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process thereof according to the present invention, a length 
of one side of a silicon single crystal grain approximately 
rectangular-shaped may be 0.05 pm or more, preferably, 0.1 
pm or more. Here, the Wording “a silicon single crystal grain 
approximately rectangular-shaped” means not only a per 
fectly rectangular silicon single crystal grain but also an 
imperfectly rectangular silicon single crystal grain having a 
chipped corner. The length of one side of an imperfectly 
rectangular silicon single crystal grains having a chipped 
corner means the length of one side of a virtual rectangular 
single crystal grain obtained by ?lling up the chipped corner. 
The same shall apply hereinafter. The average thickness of 
a silicon thin ?lm may be in a range of 1x10‘8 m to 1x10-7 
m, preferably, in a range of 1x10“8 m to 6x10“8 m, more 
preferably, in a range of 1><10—8 m to 4x10“8 m. When the 
average thickness of a silicon thin ?lm is less than 1x10-8 
m, there is a dif?culty in fabrication of a semiconductor 
device using the silicon thin ?lm. On the other hand, When 
it is more than 1x10“7 m, the thickness of an amorphous or 
polycrystalline silicon layer required to ensure the thickness 
of the silicon thin ?lm is excessively thick, and conse 
quently, the selected orientation of the silicon single crystal 
grains is possibly out of approximately the <100> direction. 
The average thickness of a silicon thin ?lm may be measured 
by an ellipsometer, interference spectrometer, or the like. 

[0022] In the silicon thin ?lm and the semiconductor 
device using the silicon thin ?lm according to the present 
invention, a group of silicon single crystal grains constitut 
ing the silicon thin ?lm may be formed by irradiating a 
pulsed rectangular ultraviolet beam on an amorphous or 
polycrystalline silicon layer formed on a base body, and the 
moved amount (L) of a ultraviolet beam irradiating position 
in a period from completion of an irradiation of the rectan 
gular ultraviolet beam to starting of the next irradiation of 
the rectangular ultraviolet beam may be speci?ed at 40 pm 
or less, and a ratio (R=L/W) of the moved amount to a Width 
(W) of the rectangular ultraviolet beam measured in the 
movement direction thereof may be in a range of 0.1 to 5%, 
preferably, in a range of 0.5 to 2.5%. In the silicon thin ?lm 
and the formation process thereof, and the semiconductor 
device and the fabrication process thereof according to the 
present invention, opposed sides of the silicon single crystal 
grain approximately rectangular-shaped may be approxi 
mately in parallel to the movement direction of the ultra 
violet beam irradiating position or intersect the movement 
direction of the ultraviolet beam irradiating position at 
approximately 45°. Crystal planes constituting these tWo 
sides are the {220} planes. That is, a crystal plane consti 
tuting one side of a silicon single crystal grain approxi 
mately rectangular-shaped is the {220} plane. 
[0023] To achieve the above object, according to the 
present invention, there is provided a process of forming a 
group of silicon single crystal grains including: a step (a) of 
irradiating a pulsed rectangular ultraviolet beam on an 
amorphous or polycrystalline silicon layer formed on a base 
body, to thereby form a silicon thin ?lm composed of a 
group of silicon single crystal grains Which are each 
approximately rectangular-shaped and Which are arranged in 
a grid pattern on the base body, a selected orientation of the 
silicon single crystal grains to the surface of the base body 
being approximately the <100> direction; and a step (b) of 
separating adjacent ones of the silicon single crystal grains 
to each other; Wherein the moved amount (L) of a ultraviolet 
beam irradiating position in a period from completion of an 
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irradiation of the rectangular ultraviolet beam to starting of 
the next irradiation of the rectangular ultraviolet beam is 
speci?ed at 40 pm or less, and a ratio (R=L/W) of the moved 
amount to a Width of the rectangular ultraviolet beam 
measured in the movement direction thereof is in a range of 
0.1 to 5%, preferably, 0.5 to 2.5%. 

[0024] According to the present invention, there is pro 
vided a group of silicon single crystal grains, including a 
plurality of silicon single crystal grains Which are each 
approximately rectangular-shaped and Which are arranged in 
a grid pattern on a base body, Wherein a selected orientation 
of the silicon single crystal grains to the surface of the base 
body is approximately the <100> direction, and adjacent 
ones of the silicon single crystal grains are separated from 
each other. 

[0025] To achieve the above object, according to the 
present invention, there is provided a process of fabricating 
a ?ash memory cell, including: a step (a) of irradiating a 
pulsed rectangular ultraviolet beam on an amorphous or 
polycrystalline silicon layer formed on a tunnel oxide ?lm, 
to form a silicon thin ?lm composed of a group of silicon 
single crystal grains Which are each approximately rectan 
gular-shaped and Which are arranged in a grid pattern on the 
tunnel oxide ?lm, a selected orientation of the silicon single 
crystal grains to the surface of the tunnel oxide ?lm is 
approximately the <100> direction; and a step (b) of sepa 
rating adjacent ones of the silicon single crystal grains to 
each other, Whereby forming a ?oating gate composed of the 
group of silicon single crystal grains; Wherein the moved 
amount (L) of a ultraviolet beam irradiating position in a 
period from completion of an irradiation of the rectangular 
ultraviolet beam to starting of the next irradiation of the 
rectangular ultraviolet beam is speci?ed at 40 pm or less, 
and a ratio (R=L/W) of the moved amount to a Width (W) of 
the rectangular ultraviolet beam measured in the movement 
direction thereof is in a range of 0.1 to 5%, preferably, 0.5 
to 2.5%. 

[0026] According to the present invention, there is pro 
vided a ?ash memory cell including a ?oating gate com 
posed of a plurality of silicon single crystal grains Which are 
each approximately rectangular-shaped and Which are 
formed on a tunnel oxide ?lm, a selected orientation of the 
silicon single crystal grains to the surface of the tunnel oxide 
?lm being approximately the <100> direction; Wherein the 
silicon single crystal grains are arranged in a grid pattern on 
the tunnel oxide ?lm and adjacent ones of the silicon single 
crystal grains are separated from each other. In addition, the 
thickness of each of the silicon single crystal grains sepa 
rated’7from each other may be in a range of 1x10“8 m to 
1x10 m, preferably, 1x10‘8 m to 8><l0_m, more preferably, 
in a range of 2x10“8 m to 5x10“8 m. 

[0027] The ?ash memory cell of the present invention or 
the ?ash memory cell fabricated by the process of fabricat 
ing a ?ash memory cell of the present invention basically 
includes a source/drain region and a channel region formed 
in a semiconducting substrate or a silicon layer, a tunnel 
oxide ?lm formed thereon, a ?oating gate formed on the 
tunnel oxide ?lm, an insulating ?lm covering the ?oating 
gate, and a control gate. 

[0028] In the group of silicon single crystal grains or the 
?ash memory cell using the same according to the present 
invention, the group of silicon single crystal grains may be 
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formed by a process including: a step (a) of irradiating a 
pulsed rectangular ultraviolet beam on an amorphous or 
polycrystalline silicon layer formed on the base body (or 
tunnel oxide ?lm), to thereby form a silicon thin ?lm 
composed of a group of silicon single crystal grains Which 
are each approximately rectangular-shaped and Which are 
arranged in a grid pattern on the base body (tunnel oxide 
?lm), a selected orientation of the silicon single crystal 
grains to the surface of the base body (tunnel oxide ?lm) 
being approximately the <100> direction; and a step (b) of 
separating adjacent ones of the silicon single crystal grains 
to each other; Wherein the moved amount (L) of a ultraviolet 
beam irradiating position in a period from completion of an 
irradiation of the rectangular ultraviolet beam to starting of 
the next irradiation of the rectangular ultraviolet beam is 
speci?ed at 40 pm or less, and a ratio (R=L/W) of the moved 
amount to a Width of the rectangular ultraviolet beam 
measured in the movement direction thereof is in a range of 
0.1 to 5%, preferably, in a range of 0.5 to 2.5%. 

[0029] In the group of silicon single crystal grains and the 
formation process thereof, and the ?ash memory cell and the 
fabrication process thereof according to the present inven 
tion, the step (b) of separating adjacent ones of the silicon 
single crystal grains to each other preferably includes a step 
of oxidiZing the silicon thin ?lm formed in the step (a) to 
form each region made of silicon oxide betWeen the adjacent 
ones of the silicon single crystal grains. Alternatively, the 
step (b) of separating adjacent ones of the silicon single 
crystal grains to each other preferably includes a step of 
etching the silicon thin ?lm formed in the step (a) to form 
each space betWeen the adjacent ones of the silicon single 
crystal grains. The length of one side of each of the approxi 
mately rectangular-shaped silicon single crystal grains in the 
silicon thin ?lm formed in the step (a) is preferably as short 
as possibly; hoWever, it is preferably 0.05 pm or more from 
a practical standpoint. The average thickness of the silicon 
thin ?lm formed in the step (a) may be in a range of 1x10“8 
m to 1x10“7 m, preferably, 1><10_8 m to 6x10“8 m, more 
preferably, 1><10_8 m to 4x10‘8 m. The opposed sides of 
each of the approximately rectangular-shaped silicon single 
crystal grains in the silicon thin ?lm formed in the step (a) 
may be approximately in parallel to the movement direction 
of the ultraviolet beam irradiating position or intersect the 
movement direction of the ultraviolet beam irradiating posi 
tion at approximately 45°. Crystal planes constituting these 
tWo sides are the {220} planes. That is, a crystal plane 
constituting one side of a silicon single crystal grain 
approximately rectangular-shaped is the {220} plane. 

[0030] As the base body or the tunnel oxide ?lm in the 
present invention, there may be exempli?ed, While not 
exclusively, silicon oxide (SiOZ), silicon nitride (SiN), 
SiON, a stacked structure of SiOZ-SiN, and a stacked 
structure of SiO2-SiN-SiO2. The base body or the tunnel 
oxide ?lm may be formed by oxidiZation or nitriZation of the 
surface of a silicon semiconducting substrate, or may be 
formed of a suitable ?lm on a semiconducting substrate, a 
layer, or an interconnection layer by CVD or the like. 

[0031] As a ultraviolet beam, there may be exempli?ed a 
XeCl excimer laser having a Wavelength of 308 nm and a 
full-solid ultraviolet laser. The Width of a rectangular 
ultraviolet beam measured in the movement direction is 
preferably in a range of 40 pm to about 1 mm. The length of 
a rectangular ultraviolet beam measured in the direction 
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perpendicular to the movement direction may be freely 
selected. It is desired to use a ultraviolet beam having an 
extremely sharp rise in energy at an edge portion. As a 
ultraviolet beam source for generating such a ultraviolet 
beam, there may be exempli?ed, While not exclusively, a 
combination of a XeCl excimer laser source, and attenuator, 
a beam homogeniZer for equalizing a rectangular beam, and 
a re?ection mirror. 

[0032] When the moved amount (L) of a ultraviolet beam 
irradiating position in a period from completion of an 
irradiation of a rectangular ultraviolet beam to stating of the 
next irradiation of the rectangular ultraviolet beam is more 
than 40 pm or a ratio (R=L/W) of the moved amount to the 
Width of the ultraviolet beam measured in the move 
ment direction of the ultraviolet beam irradiating position is 
more than 5%, there is a fear that a group of silicon single 
crystal grains Which are each approximately rectangular 
shaped and Which are arranged in a grid pattern on a base 
body are not formed, or that the selected orientation of the 
silicon single crystal grains to the surface of the base body 
is out of approximately the <100> direction. Further, When 
the movement ratio (R=L/W) is less than 0.1% of the Width 
(W) of the ultraviolet beam measured in the movement 
direction of the ultraviolet beam irradiating position, the 
throughput becomes excessively loW. In addition, the base 
body may be moved With the ultraviolet beam source kept 
?xed; the ultraviolet beam source may be moved With the 
base body kept ?xed; or both the ultraviolet beam source and 
the base body may be moved. 

[0033] In the case Where 30% or more of silicon single 
crystal grains constituting a group of silicon single crystal 
grains are selectively oriented approximately in the <100> 
direction With respect to the surface of a base body, the 
selected orientation of the silicon single crystal grains con 
stituting the group of silicon single crystal grains to the 
surface of a base body is speci?ed as approximately the 
<100> direction. In addition, the approximately <100> 
direction of silicon single crystal grains contains the case 
that the <100> direction of the silicon single crystal grains 
is not strictly in parallel to the direction perpendicular to the 
surface of a base body. The selected orientation is sometimes 
called “a preferred orientation”. A polycrystalline structure 
in the form of a ?lm or the like in Which crystals are not 
random-oriented but a large number of the crystals have a 
crystal axis, crystal plane and the like oriented in a speci?ed 
direction, is called “an aggregate structure” or “a ?ber 
structure”. In this structure, the oriented crystal axis is called 
the selected orientation. 

[0034] In the present invention, as described above, by 
specifying the moved amount (L) of a ultraviolet beam 
irradiating position in a period from completion of an 
irradiation of a rectangular ultraviolet beam to starting of the 
next irradiation of the rectangular ultraviolet beam to be 40 
pm or less, and also specifying a ratio (R=L/W) of the 
moved amount to the Width of the ultraviolet beam 
measured in the movement direction of the ultraviolet beam 
irradiating position to be in a range of 0.1 to 5%, there can 
be formed a silicon thin ?lm composed of a group of silicon 
single crystal grains Which are each approximately rectan 
gular-shaped and Which are arranged in a grid pattern on a 
base body, a selected orientation of the silicon single crystal 
grains being approximately the <100> direction. The reason 
for this is unclear, but it may be considered as folloWs: 
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namely, by irradiating a pulsed rectangular ultraviolet beam 
(having extremely sharp rise in energy at an edge portion) in 
a certain region of an amorphous or polycrystalline silicon 
layer While overlapping and slightly shifting the ultraviolet 
beams, there is established a repetition of a thermal equi 
librium state by heat reservation and a cooling (solidifying) 
state, to thereby form a group of these silicon single crystal 
grains. Also, the reason Why the selected orientation of 
silicon single crystal grains to the surface of a base body is 
approximately the <100> direction may be considered to be 
due to the free energy on the surface of Si to the base body 
made of, for example, SiO2. 

[0035] According to the present invention, there can be 
easily, effectively formed a silicon thin ?lm composed of a 
group of silicon single crystal grains arranged in a grid 
pattern on a base body (insulating ?lm), a selected orienta 
tion of the silicon single crystal grains to the surface of the 
base body being approximately the <100> direction. 
Accordingly, it becomes possible to highly control and 
equaliZe characteristics of a TFT formed of the silicon thin 
?lm or to improve a semiconductor device bases on the SOI 
technique by forming a TFT in a ?ne silicon single crystal 
grain. Further, since the crystallinity of the silicon thin ?lm 
is improved in terms of macro-structure, characteristics of a 
TFT used for LCD panels and the like can be enhanced. 
Also, there can be realiZed a ?ash memory cell (nano dot 
memory) capable of being operated at a loW voltage by 
directly applying a tunneling effect and electron accumula 
tion. Additionally, by forming a ?oating gate of a ?ash 
memory cell of a silicon thin ?lm of the present invention, 
variations in siZes of silicon grains forming the ?oating gate 
can be reduced, so that there can be realiZed a ?ash memory 
cell hard to be varied in threshold voltage after erasion of 
data. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0036] FIG. 1A is a schematic vieW illustrating a process 
of forming a silicon thin ?lm in Example 1, and FIGS. 1B 
and 1C are schematic sectional vieWs of the silicon thin ?lm 
formed on a base body; 

[0037] FIG. 2 is a transmission type electron microscopic 
photograph of the silicon thin ?lm obtained in Example 1; 

[0038] FIG. 3 is a copy of an AFM photograph of the 
surface of the silicon thin ?lm obtained in Example 1; 

[0039] FIG. 4 is a copy of another AFM photograph of the 
surface of the silicon thin ?lm obtained in Example 1; 

[0040] FIG. 5 is a copy of an AFM photograph of the 
surface of a silicon thin ?lm obtained in Comparative 
Example 1; 

[0041] FIG. 6 is a copy of an AFM photograph of the 
surface of a silicon thin ?lm obtained in Comparative 
Example 2; 

[0042] FIGS. 7A to 7C are schematic sectional vieWs of 
a silicon thin ?lm formed on a base body, illustrating a 
process of fabricating a semiconductor device in Example 2; 

[0043] FIG. 8 is a schematic sectional vieW of a bottom 
gate type thin ?lm transistor in Example 2; 

[0044] FIG. 9 is a graph shoWing evaluation results of 
characteristics of n-type thin ?lm transistors of a bottom gate 
type in Examples 2, 3 and Comparative Example 2; 

Jul. 31, 2003 

[0045] FIGS. 10A to 10C are schematic sectional vieWs of 
a silicon thin ?lm formed on a tunnel oxide ?lm, illustrating 
a process of fabricating a ?ash memory cell in Example 4; 
and 

[0046] FIGS. 11A and 11B are schematic sectional vieWs, 
continued to FIGS. 10A to 10C, illustrating the process of 
fabricating a ?ash memory cell in Example 4; and 

[0047] FIG. 12 is a schematic sectional vieW shoWing one 
example in Which a ?oating gate of a ?ash memory cell is 
formed of the silicon thin ?lm of the present invention. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENTS 

[0048] Hereinafter, the present invention Will be described 
in detail using the folloWing examples With reference to the 
accompanying draWings. 

EXAMPLE 1 

[0049] This example concerns a silicon thin ?lm and a 
formation process thereof according to the present inven 
tion. In this example, a silicon thin ?lm composed of a group 
of silicon single crystal grains Was formed on a base body 
made of SiO2 by irradiating a pulsed ultraviolet beam on an 
amorphous silicon layer formed on the base body. The 
irradiation conditions of the ultraviolet beam and the like are 
shoWn in Table 1. 

TABLE 1 

XeCl excimer laser 
ultraviolet beam (Wavelength: 308 nm) 

irradiated amount 320 mJ/cm2 
pulse Width about 26 nano seconds 
frequency about 200 HZ 
beam shape rectangular shape: 400 ,um 

(Width, W) x 150 mm (length) 
moved amount L 4 [urn 
movement ratio R 1% (= 4 ,um/4OO ,um x 100) 

[0050] Concretely, a SiN ?lm 11 having a thickness of 50 
nm Was formed on a substrate 10 made of quartZ and a base 
body 12 made of SiO2 Was formed on the SiN ?lm 11 to a 
thickness of 100 nm. Then, an amorphous silicon layer 13 
having a thickness of 30 nm Was formed on the base body 
12 by PECVD. This state is shoWn by a schematic sectional 
vieW of FIG. 1A. Next, a pulsed ultraviolet beam Was 
irradiated on the amorphous silicon layer 13 formed on the 
base body 12 in the conditions shoWn in Table 1. This state 
is shoWn by a schematic sectional vieW of FIG. 1B. In FIG. 
1E, 21 region of the silicon layer 13 on Which the preceding 
ultraviolet beam Was irradiated is shoWn by the dotted line, 
and a region of the silicon layer 13 on Which the present 
ultraviolet beam Was irradiated is shoWn by the chain line. 
In this example, since the movement ratio (R=L/W) is 1%, 
a certain point of the amorphous silicon layer 13 is 100 times 
exposed to the pulsed ultraviolet beam. Although the sub 
strate 10 Was moved With a ultraviolet beam source kept 
?xed in this example, the ultraviolet beam source may be 
moved With the substrate 10 kept ?xed, or both the substrate 
10 and the ultraviolet beam source may be moved. A 
schematic sectional vieW of a silicon thin ?lm 14 thus 
obtained is shoWn in FIG. 1C. In FIG. 1C, grain boundaries 
are shoWn by the dotted line. Each of the silicon single 
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crystal grains has a sectional shape in Which the central 
portion is recessed and the peripheral portion projects. 

[0051] The silicon thin ?lm thus obtained Was observed by 
a transmission type electron microscope. The result is shoWn 
by an electron microscopic photograph in FIG. 2. In addi 
tion, a sample for microscopic observation is only a silicon 
thin-?lm obtained by etching the substrate 10, SiN ?lm 11 
and base body 12 using a mixed solution of HF/H2O=1/2. As 
can be seen from the photograph of FIG. 2, the silicon thin 
?lm thus obtained is composed of a group of silicon crystal 
grains Which are approximately rectangular-shaped. The 
selected orientation of the silicon single crystal grains to the 
surface of the base body Was approximately the <100> 
direction. The length of one side of the silicon single crystal 
grain approximately rectangular-shaped Was 0.1 pm or 
more. The opposed tWo sides of the silicon single crystal 
grain approximately rectangular-shaped Were approximately 
in parallel to the movement direction of the ultraviolet beam 
irradiating position. Crystal planes constituting the tWo sides 
Were the {220} planes. Depending on the observation points, 
the opposed tWo sides of the silicon single crystal grain 
approximately rectangular-shaped intersected the movement 
direction of the ultraviolet beam irradiating position at 
approximately 45°. 

[0052] When a polycrystalline silicon is perfectly non 
oriented, a ratio of a refraction intensity I111 at the {111} 
plane to a refraction intensity I220 at the {220} plane Was 
I111:I220=5 :3. Besides, the ratio of I111}220 in the silicon thin 
?lm obtained in this example Was 1:4. From the analysis of 
the refraction intensity ratio, it is revealed that the selection 
orientation of the silicon single crystal grains to the surface 
of the base body is approximately the <100> direction. In 
addition, about 30% of the silicon single crystal grains 
constituting the group of silicon single crystal grains in the 
silicon thin ?lm Were selectively orientated in the <100> 
direction to the surface of the base body, and the remaining 
silicon single crystal grains Were oriented at random to the 
surface of the base body. Also, it Was frequently observed 
that the adjacent ones in a unit constituted of several silicon 
single crystal grains correspond to each other in the crystal 
orientation. 

[0053] The surface of the silicon thin ?lm obtained in this 
example Was observed and measured by an AFM (Atomic 
Force Microscope). The measured results are shoWn in Table 
3, and the surface observation photographs are shoWn in 
FIGS. 3 and 4. In addition, the observation ?eld in FIG. 3 
is 3 pm><3 pm, and the observation ?eld in FIG. 4 is 20 
pm><20 pm. As can be seen from FIGS. 3 and 4, the silicon 
thin ?lm is composed of a group of silicon single crystal 
grains arranged in a grid pattern on the base body. That is, 
the silicon single crystal grains are regularly arranged in a 
checkerboard pattern. Also, in FIG. 4, there are observed 
some linear stripes Which leftWard, doWnWard extend from 
the right, upper portion. A gap betWeen the stripe is about 4 
pm, Which substantially corresponds to the moved amount L 
of the ultraviolet beam irradiating position. The opposed tWo 
sides of the silicon single crystal grain approximately rect 
angular-shaped Were approximately in parallel to the move 
ment direction of the ultraviolet beam irradiating position or 
intersected the movement direction of the ultraviolet beam 
irradiating position at approximately 45° 
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Comparative Example 1 

[0054] A silicon thin ?lm Was formed on a base body in 
the same manner as in Example 1, except that the moved 
amount L and the movement ratio R Were different from 
those in Example 1. The moved amount L and the movement 
ratio R are shoWn in Table 2. 

[0055] The surfaces of the silicon thin ?lms obtained in 
Comparative Example 1 Were observed and measured. The 
measured results are shoWn in Table 3, and the surface 
observation photographs are shoWn in FIG. 5 (Comparative 
Example 1A) and FIG. 6 (Comparative Example 1B). In 
addition, the observation ?eld in each of FIGS. 5 and 6 is 
3 pm><3 pm. As can be seen from FIGS. 5 and 6, for each 
of the silicon thin ?lms obtained With the moved amount L 
set at 40 pm or more, single crystal grains are not arranged 
in a grid pattern on the base body. Further, it is revealed that 
as the moved amount L is made larger, the number of 
irregularities of the silicon thin ?lm is made smaller. 

[0056] Further, experiments Were repeated With the irra 
diated amount of the XeCl excimer laser beam changed into 
280 mJ/cm2, 320 mJ/cm2, 340 mJ/cm2 and 360 mJ/cm2; 
hoWever, any silicon thin ?lm composed of silicon single 
crystal grains selectively oriented in the <100> direction to 
the surface of the base body Was not formed. 

TABLE 2 

moved amount L (urn) movement ratio R (%) 

Comparative 40 10 
Example 1A 
Comparative 200 50 
Example 1B 
Comparative 400 100 
Example 1C 

[0057] 

TABLE 3 

movement ratio R Ra (urn) RMS (urn) 

Example 1 1% 11.71 14.50 
Comparative 
Example 1A 10% 8.66 10.83 
Comparative 
Example 1B 50% 4.81 5.98 
Comparative 
Example 1C 100% 5.21 6.30 

EXAMPLE 2 

[0058] This example concerns a semiconductor device and 
a fabrication process thereof according to the present inven 
tion. In this example, an n-type thin ?lm transistor having a 
bottom gate structure Was fabricated using the process of 
forming a silicon thin ?lm described in Example 1. An 
insulating layer 21 made of SiO2 Was formed on the surface 
of a glass substrate 20, and a polycrystalline silicon layer 
doped With an impurity Was deposited over the surface by 
CVD. The polycrystalline silicon layer Was patterned, to 
form a gate electrode 22. Next, a base body 23 made of SiO2 
Was formed over the surface by CVD. The base body 23 also 
functions as a gate oxide ?lm. 
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[0059] As in Example 1, an amorphous silicon layer 24 
having a thickness of 40 nm Was formed on the base body 
23 made of SiO2 by PECVD, as shoWn in FIG. 7A. Next, a 
pulsed ultraviolet beam Was irradiated on the amorphous 
silicon layer 24 thus formed (see FIG. 7B), to form a silicon 
thin ?lm 25 composed of a group of silicon single crystal 
grains on the base body (see FIG. 7C). The irradiation 
conditions of the ultraviolet beam and the like are the same 
as those shoWn in Table 1. In addition, a region of the silicon 
layer 24 on Which the preceding ultraviolet beam Was 
irradiated is shoWn by the dotted line, and a region of the 
silicon layer 24 on Which the present ultraviolet beam Was 
irradiated is shoWn by the chain line. 

[0060] An impurity Was doped in a source/drain region 
forming area of the silicon thin ?lm 25 by ion implantation, 
folloWed by activation of the impurity thus doped, to form 
a source/drain region 26 and a channel region 27. An 
insulating layer 28 made of SiO2 Was then deposited by 
CVD, and opening portions Were formed in the insulating 
layer 28 at positions over the source/drain region 26 by 
lithography and RIE. An interconnection material layer 
made of an aluminum alloy Was deposited on the insulating 
layer 28 including the opening portions by sputtering, fol 
loWed by patterning of the interconnection material layer, to 
form an interconnection 29 on the insulating layer 28 (see 
FIG. 8). The interconnection 29 is connected to the source/ 
drain region 26 via the interconnection material layer buried 
in the opening portions. 

EXAMPLE 3 

[0061] An n-type thin ?lm transistor having a bottom gate 
structure Was fabricated in the same manner as in Example 
2, except that the moved amount L and the moved amount/ 
beam Width R Were different from those in Example 2. The 
moved amount L and the moved amount/beam Width R in 
each of Examples 2 and 3 are shoWn in Table 4. 

Comparative Example 2 

[0062] An n-type thin ?lm transistor having a bottom gate 
structure Was fabricated in the same manner as in Example 
2, except that the moved amount L and the moved amount/ 
beam Width R Were different from those in Example 2. The 
moved amount L and the moved amount/beam Width R in 
Comparative Examples 2 are shoWn in Table 4. 

[0063] The characteristics of the n-type thin ?lm transis 
tors of a bottom gate type obtained in Examples 2, 3 and 
Comparative Examples 2A, 2B Were evaluated by measur 
ing a drain current (ION) With Vd=10 V and Vg=15 V. The 
results are shorn in FIG. 9. As can be seen from FIG. 9, 
When the movement R is 5% or less, the drain current (ION) 
becomes higher. 

TABLE 4 

moved amount L (,urn) movement ratio R (%) 

Example 2 4 1 
Example 3 20 5 
Comparative 
Example 2A 40 10 
Comparative 
Example 2B 360 90 
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EXAMPLE 4 

[0064] This example concerns a group of silicon single 
crystal grains and a formation process thereof, and a ?ash 
memory cell and a fabrication process thereof according to 
the present invention. Hereinafter, this example Will be 
described With reference to FIGS. 10 and 11. 

[0065] First, element isolation regions 31 having a 
LOCOS structure Was formed in a silicon semiconducting 
substrate 30, folloWed by ion implantation for Well forma 
tion, channel stop, and threshold value adjustment. The 
element isolation region may be of a trench structure. After 
that, ?ne particles and metal impurities on the surface of the 
silicon semiconducting substrate 30 Were removed by RCA 
cleaning, and then the surface of the silicon semiconducting 
substrate 30 Was cleaned by a solution of 0.1% hydro?uoric 
acid. Next, a tunnel oxide ?lm (equivalent to a base body) 
32 having a thickness of 3 nm Was formed on the exposed 
surface of the silicon semiconducting substrate 30 by a 
knoWn oxidation process. 

[0066] After that, as shoWn in FIG. 10A, an amorphous 
silicon layer 33 having a thickness of about 40 nm Was 
formed on the tunnel oxide ?lm 32 by PECVD, as in 
Example 1. Apulsed ultraviolet beam Was irradiated on the 
amorphous silicon layer 33 (see FIG. 10B), to form a silicon 
thin ?lm 34 composed of a group of silicon single crystal 
grains on the tunnel oxide ?lm 32 (see FIG. 10C). The 
irradiation conditions of the ultraviolet beam and the like are 
the same as those shoWn in Table 1. In FIG. 10B, 21 region 
of the silicon layer 33 on Which the preceding ultraviolet 
beam Was irradiated is shoWn by the dotted line, and a region 
of the silicon layer on Which the present ultraviolet beam 
Was irradiated is shoWn by the chain line. 

[0067] The silicon thin ?lm thus obtained Was observed by 
a transmission type electron microscope and an AFM. It Was 
observed that silicon single crystal grains 35 each having an 
approximately rectangular shape (length of one side: about 
0.3 pm) Were arranged in a grid pattern on the base body. 
The selected orientation of the silicon single crystal grains to 
the surface of the base body Was approximately the <100> 
direction. In addition, about 30% of the silicon single crystal 
grains constituting the group of the silicon single crystal 
grains Were oriented in the <100> direction to the surface of 
the base body, the remaining silicon single crystal grains 
Were random-oriented to the surface of the base body. Also, 
in some silicon single crystal grains, the <100> direction 
Was not strictly in parallel to the direction perpendicular to 
the surface of the base body. Further, it Was frequently 
observed that the adjacent ones in a unit constituted of 
several silicon single crystal grains correspond to each other 
in the crystal orientation. Additionally, opposed tWo sides of 
the silicon single crystal grain approximately rectangular 
shaped Were approximately in parallel to the movement 
direction of the ultraviolet beam irradiating position or 
intersected the movement direction of the ultraviolet beam 
irradiating position at approximately 45°. 

[0068] After that, the adjacent silicon single crystal grains 
35 Were separated from each other. Concretely, the silicon 
thin ?lm thus obtained Was oxidiZed in an oxygen gas 
atmosphere under the temperature condition of 1000° C.><20 
min to form each region 36 made of silicon oxide (SiO2) 
betWeen the adjacent silicon single crystal grains 35A (see 
FIG. 11A). The average thickness of the silicon single 
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crystal grain 35A thus oxidized Was about 10 nm, and the 
size thereof Was 7-13 nm. These silicon single crystal grains 
35A, spaced at intervals (about 0.3 pm), Were arranged in a 
arid pattern on the tunnel oxide ?lm (base body 32. That is, 
the silicon single crystal grains Were regularly arrange in a 
checkerboard pattern. Thus, a ?oating gate 37 composed of 
a plurality of the silicon single crystal grains 35A Was 
formed. In general, the oxidation of silicon preferentially 
proceeds from grain boundaries. The silicon single crystal 
grains 35 Was selectively orientated approximately in the 
<100> direction to the surface of the tunnel oxide ?lm (base 
body) 32, so that the thicknesses and the siZes of the silicon 
single crystal grains can be preferably adjustable. 

[0069] After that, the regions 36 made of SiO2 Were 
patterned, to remove the unnecessary regions 36 made of 
SiO2 and the silicon single crystal grains 35A. Then, an 
insulating ?lm 38 Was formed over the entire surface by 
CVD, and a polycrystalline silicon layer doped With an 
impurity Was formed on the insulating ?lm 38 by CVD, 
folloWed by patterning of the polycrystalline silicon layer 
and the insulating ?lm 38. Thus, a control gate 39 formed of 
the polycrystalline silicon layer Was formed. 

[0070] After that, an impurity Was doped in a source/drain 
region forming area of the exposed silicon semiconducting 
substrate 30 by ion implantation, folloWed by activation of 
the impurity thus doped, to form a source/drain region 40 
and a channel region 41 (see FIG. 11B). Then, an insulating 
?lm made of, for example SiO2 Was deposited over the entire 
surface by CVD, and opening portions Were formed in the 
insulating layer at positions over the source/drain region 40 
by photolithography and RIE. An interconnection material 
layer made of an aluminum alloy Was then deposited on the 
insulating layer including the opening portions by sputter 
ing, folloWed by patterning of the interconnection material 
layer, to accomplish an interconnection on the insulating 
layer. The interconnection is connected to the source/drain 
region 40 via the interconnection material layer buried in the 
opening portions. Thus, a ?ash memory cell (nano dot 
memory) Was fabricated. 

[0071] While the present invention has been described 
With reference to the examples, such description is for 
illustrative purposes only, and it is understood that many 
changes may be made Without departing from the scope of 
the present invention. For example, although the amorphous 
silicon layer Was formed on the base body in the examples, 
a polycrystalline silicon layer may be formed on the base 
body. When a pulsed ultraviolet beam is irradiated on an 
amorphous or polycrystallinbe silicon layer, the base body 
may be heated. The surface of a silicon thin ?lm may be 
planariZed by etching-back. Additionally, in the semicon 
ductor device and the fabrication process thereof according 
to the present invention, one transistor element can be 
fabricated from one silicon single crystal grain formed on a 
base body by forming a source/drain region and a channel 
region in the silicon single crystal grain. In this case, the 
adjacent silicon single crystal grains may be separated from 
each other by patterning a silicon thin ?lm by lithography 
and etching for removing the unnecessary silicon single 
crystal grains. Alternatively, the adjacent silicon single crys 
tal grains may be separated from each other by oxidiZing a 
silicon thin ?lm formed on a base body made of a material 
having an etching selection ratio to silicon oxide, for 
example, silicon nitride, to form each region made of silicon 
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oxide betWeen the adjacent silicon single crystal grains, and 
etching the silicon oxide. Further, as shoWn by a schematic 
sectional vieW of FIG. 12, a ?oating gate of a ?ash memory 
cell may be formed of a silicon thin ?lm according to the 
present invention or a ?oating gate of a ?ash memory cell 
may be formed on the basis of the process of forming a 
silicon thin ?lm according to the present invention. 

What is claimed is: 
1. Aprocess of forming a silicon thin ?lm, comprising the 

step of: 

irradiating a pulsed rectangular ultraviolet beam on an 
amorphous or polycrystalline silicon layer formed on a 
base body, to thereby form a silicon thin ?lm composed 
of a group of silicon single crystal grains on said base 
body; 

Wherein the moved amount of a ultraviolet beam irradi 
ating position in a period from completion of an 
irradiation of said rectangular ultraviolet beam to start 
ing of the next irradiation of said rectangular ultraviolet 
beam is speci?ed at 40 pm or less, and a ratio of said 
moved amount to a Width of said rectangular ultraviolet 
beam measured in the movement direction thereof is in 
a range of 0.1 to 5%, Whereby forming a silicon thin 
?lm composed of a group of silicon single crystal 
grains Which are each approximately rectangular 
shaped and Which are arranged in a grid pattern on said 
base body, a selected orientation of said silicon single 
crystal grains to the surface of said base body being 
approximately the <100> direction. 

2. A process of forming a silicon thin ?lm according to 
claim 1, Wherein a length of one side of said silicon single 
crystal grain approximately rectangular-shaped is 0.05 pm 
or more. 

3. A process of forming a silicon thin ?lm according to 
claim 1, Wherein an average thickness of said silicon thin 
?lm is in a range of 1x10“8 m to 1x10“7 m. 

4. A process of forming a silicon thin ?lm according to 
claim 1, Wherein said base body is made of silicon oxide or 
silicon nitride. 

5. A process of forming a silicon thin ?lm according to 
claim 1, Wherein opposed sides of said silicon single crystal 
grain approximately rectangular-shaped are approximately 
in parallel to the movement direction of the ultraviolet beam 
irradiating position or intersect the movement direction of 
the ultraviolet beam irradiating position at approximately 
45°. 

6. A process of forming a group of silicon single crystal 
grains comprising: 

a step (a) of irradiating a pulsed rectangular ultraviolet 
beam on an amorphous or polycrystalline silicon layer 
formed on a base body, to thereby form a silicon thin 
?lm composed of a group of silicon single crystal 
grains Which are each approximately rectangular 
shaped and Which are arranged in a grid pattern on said 
base body, a selected orientation of said silicon single 
crystal grains to the surface of said base body being 
approximately the <100> direction; and 

a step (b) of separating adjacent ones of said silicon single 
crystal grains to each other; 

Wherein the moved amount of a ultraviolet beam irradi 
ating position in a period from completion of an 
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irradiation of said rectangular ultraviolet beam to start 
ing of the next irradiation of said rectangular ultraviolet 
beam is speci?ed at 40 pm or less; and a ratio of said 
moved amount to a Width of said rectangular ultraviolet 
beam measured in the movement direction thereof is in 
a range of 0.1 to 5%. 

7. A process of forming a group of silicon single crystal 
grains according to claim 6, Wherein said step (b) of sepa 
rating adjacent ones of said silicon single crystal grains to 
each other comprises a step of oxidiZing said silicon thin 
?lm formed in said step (a) to form each region made of 
silicon oxide betWeen the adjacent ones of said silicon single 
crystal grains. 

8. A process of forming a group of silicon single crystal 
grains according to claim 6, Wherein a length of one side of 
each of said approximately rectangular-shaped silicon single 
crystal grains in said silicon thin ?lm formed in said step (a) 
is 0.05 pm or more. 

9. A process of forming a group of silicon single crystal 
grains according to claim 6, Wherein an average thickness of 
said silicon thin ?lm formed in said step (a) is in a range of 
1x10“8 m to 1x10“7 m. 

10. Aprocess of forming a group of silicon single crystal 
grains according to claim 6, Wherein said base body is made 
of silicon oxide or silicon nitride. 

11. Aprocess of forming a group of silicon single crystal 
grains according to claim 6, Wherein opposed sides of each 
of said approximately rectangular-shaped silicon single 
crystal grains in said silicon thin ?lm formed in said step (a) 
are approximately in parallel to the movement direction of 
the ultraviolet beam irradiating position or intersect the 
movement direction of the ultraviolet beam irradiating posi 
tion at approximately 45°. 

12. Asilicon thin ?lm comprising a group of silicon single 
crystal grains Which are each approximately rectangular 
shaped and Which are arranged in a grid pattern on a base 
body, Wherein a selected orientation of said silicon single 
crystal grains to the surface of said base body is approxi 
mately the <100> direction. 

13. A silicon thin ?lm according to claim 12, Wherein a 
length of one side of said silicon single crystal grain approxi 
mately rectangular-shaped is 0.05 pm or more. 

14. A silicon thin ?lm according to claim 12, Wherein an 
average thickness of said silicon thin ?lm is in a range of 
1x10 m to 1x10“7 m. 

15. Asilicon thin ?lm according to claim 12, Wherein said 
base body is made of silicon oxide or silicon nitride. 

16. Asilicon thin ?lm according to claim 12, Wherein said 
group of silicon single crystal grains are formed by irradi 
ating a pulsed rectangular ultraviolet beam on an amorphous 
or polycrystalline silicon layer formed on said base body, 
and 

Wherein the moved amount of a ultraviolet beam irradi 
ating position in a period from completion of an 
irradiation of said rectangular ultraviolet beam to start 
ing of the next irradiation of said rectangular ultraviolet 
beam is speci?ed at 40 pm or less, and a ratio of said 
moved amount to a Width of said rectangular ultraviolet 
beam measured in the movement direction thereof is in 
a range of 0.1 to 5%. 

17. A silicon thin ?lm according to claim 16, Wherein 
opposed sides of said silicon single crystal grain approxi 
mately rectangular-shaped are approximately in parallel to 
the movement direction of the ultraviolet beam irradiating 
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position or intersect the movement direction of the ultravio 
let beam irradiating position at approximately 45°. 

18. A group of silicon single crystal grains, comprising a 
plurality of silicon single crystal grains Which are each 
approximately rectangular-shaped and Which are arranged in 
a grid pattern on a base body, Wherein a selected orientation 
of said silicon single crystal grains to the surface of said base 
body is approximately the <100> direction, and adjacent 
ones of said silicon single crystal grains are separated from 
each other. 

19. A group of silicon single crystal grains according to 
claim 18, Which are formed by a process comprising: 

a step (a) of irradiating a pulsed rectangular ultraviolet 
beam on an amorphous or polycrystalline silicon layer 
formed on a base body, to thereby form a silicon thin 
?lm composed of a group of silicon single crystal 
grains Which are each approximately rectangular 
shaped and Which are arranged in a grid pattern on said 
base body, a selected orientation of said silicon single 
crystal grains to the surface of said base body being 
approximately the <100> direction; and 

a step (b) of separating adjacent ones of said silicon single 
crystal grains to each other; 

Wherein the moved amount of a ultraviolet beam irradi 
ating position in a period from completion of an 
irradiation of said rectangular ultraviolet beam to start 
ing of the next irradiation of said rectangular ultraviolet 
beam is speci?ed at 40 pm or less, and a ratio of said 
moved amount to a Width of said rectangular ultraviolet 
beam measured in the movement direction thereof is in 
a range of 0.1 to 5%. 

20. A group of silicon single crystal grains according to 
claim 19, Wherein said step (b) of separating adjacent ones 
of said silicon single crystal grains to each other comprises 
a step of oxidiZing said silicon thin ?lm formed in said step 
(a) to form each region made of silicon oxide betWeen the 
adjacent ones of said silicon single crystal grains. 

21. A group of silicon single crystal grains according to 
claim 19, Wherein a length of one side of each of said 
approximately rectangular-shaped silicon single crystal 
grains in said silicon thin ?lm formed in said step (a) is 0.05 
pm or more. 

22. A group of silicon single crystal grains according to 
claim 19, Wherein an average thickness of said silicon thin 
?lm formed in said step (a) is in a range of 1x10“8 m to 
1x10 m. 

23. A group of silicon single crystal grains according to 
claim 19, Wherein opposed sides of each of said approxi 
mately rectangular-shaped silicon single crystal grains in 
said silicon thin ?lm formed in said step (a) are approxi 
mately in parallel to the movement direction of the ultra 
violet beam irradiating position or intersect the movement 
direction of the ultraviolet beam irradiating position at 
approximately 45°. 

24. A group of silicon single crystal grains according to 
claim 18, Wherein said base body is made of silicon oxide or 
silicon nitride. 

25. A process of fabricating a semiconductor device, 
comprising the steps of: 

irradiating a pulsed rectangular ultraviolet beam on an 
amorphous or polycrystalline silicon layer formed on a 






