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(57) ABSTRACT 

A system and method of processing a digital image for user 
assessment of an output image product intended to be 
generated using the digital image. The method comprises the 
steps of: (a) accessing the digital image using an imaging 
device having a vieWing member; (b) selecting the output 
image product intended to include the digital image; (c) 
digitally modifying at least a portion of the digital image 
using the imaging device to produce a substantially accurate 
representation of at least a portion of the output image 
product; and (d) displaying, using the vieWing member, for 
assessment by the user, the substantially accurate represen 
tation of the at least a portion of the output image product. 
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FIG. 2 
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FIG. 3 
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FIG. 4 
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Captured digital image is displayed in camera display, 
the display having a predetermined resolution, the 
captured digital image having a test area comprised 
of at least a portion of the captured digital image 

test area is displayed at (l) the predetermined resolution 
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two times the predetermined resolution, to provide 
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SYSTEM AND METHOD OF PROCESSING A 
DIGITAL IMAGE FOR USER ASSESSMENT OF AN 

OUTPUT IMAGE PRODUCT 

FIELD OF THE INVENTION 

[0001] The present invention relates generally to the ?eld 
of digital image processing. More particularly, the present 
invention relates to processing of digital information output 
in a manner that provides a user With information for 
assessment of an output image product. 

BACKGROUND OF THE INVENTION 

[0002] Digital images can be captured using a digital 
image capture device, such as a digital camera. Alterna 
tively, a ?lm scanner can be used to convert a visual image 
into a digital image. The digital image can be manipulated 
using computer softWare, With the manipulation of the 
digital image including Zooming, cropping, and image mag 
ni?cation Whereby the original image is converted into an 
output image intended for an output image product. The 
output image product can be a hardcopy print produced by 
means of an appropriate printer, such as an optical printer, 
digital printer, inkjet printer, thermal printer, or other knoWn 
printer system. The output image product can also be a mug, 
tee-shirt, CD, or other product comprising an image. 

[0003] The output image product is dependent on several 
factors, including the ?lm scanner resolution, the resolution 
of the digital image capture device, the resolution of the 
output device, and the output image product being produced. 
In addition, the original image in its manipulated form is 
displayed on a computer monitor or display. This displayed 
image is dependent on the resolution of the display, and may 
not be an accurate representation of the output image 
product. 
[0004] It is often not apparent to a user of image process 
ing softWare What selection of image processing parameters 
(i.e., Zoom, crop, magni?cation) Will cause the resultant 
output image product to be degraded to the point at Which 
the reproduced image is considered unsatisfactory; at least 
not until the output image product is produced, at Which time 
the output media is Wasted and the user is dissatis?ed With 
the service. Nor does the unsatisfactory appearance of the 
output image product give any indication to the user that an 
alternative image parameter setting can produce a satisfac 
tory output image product. 

[0005] It is knoWn that images Which reside on negatives 
of knoWn formats require knoWn magni?cations to produce 
standard siZe photographic prints. US. Pat. No. 6,018,397 
(Cloutier et al.) discloses an apparatus and method for 
providing to a user an assessment of hardcopy output image 
quality by establishing a boundary level of acceptable hard 
copy print quality level based on selected image print siZe 
and printing magni?cation. While this apparatus and method 
has achieved certain degrees of success in particular appli 
cations, the apparatus and method is based on a grain and 
sharpness model of photographic negatives of a knoWn input 
format, such as 110 and 35 mm. 

[0006] In addition, content speci?c user preferences need 
to be accounted for. That is, While an image may appear 
unacceptable to a disinterested third party, the same image 
may be more than satisfactory to a user of the image due to 
the content of the image. 
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[0007] With digital images, the digital image data may or 
may not be available in a knoWn or standard format. For 
eXample, an enlargement from a mega-pixel digital camera 
Will most likely differ in quality than an enlargement from 
a loW resolution digital camera at VGA quality. 

[0008] In addition, the digital image processing history 
may not be knoWn. That is, the digital image may have been 
previously digitally manipulated, for eXample, by limiting 
the color palette or by compressing the ?le in a manner that 
is not visually lossless. Artifacts may be incorporated into 
the image as a byproduct of the compression technique. 
Accordingly, it may be dif?cult to provide a numerical 
evaluation of “quality” as the system may not be able to 
assess/comprehend the eXtent of the manipulations previ 
ously made as compared to the original image. 

[0009] Still further, the resolution of the output device can 
affect the perceived quality of the output image product. The 
output device may also limit the output siZe Without repli 
cating or modifying the original image, for eXample, by 
piXel replication, padding, enhancement, or interpolation. 

[0010] Yet further, another factor is the subject matter of 
the digital image. For eXample, in certain circumstances, a 
poor quality reproduction may be preferred to none at all. 
For eXample, When the user has strong emotional ties With 
an image because of the subject matter of the image. In 
addition, a poor quality reproduction may be the Wish of the 
user if the desire is to convey comedic effect. 

[0011] Accordingly, a need continues to eXist for a system 
and method of processing a digital image for user assess 
ment of an output image product Which recogniZes that the 
appreciation of image quality may differ betWeen users. 
Such a system and method should be suitable for images 
scanned from a ?lm negative, images captured digitally, and 
images Which may have been previously digitally manipu 
lated. The system and method needs to recogniZe that the 
selected output format has an effect on image quality. The 
system and method should be suitable for an imaging device 
(such as a Kodak Picture Maker manufactured by Eastman 
Kodak Company) as Well as a digital image capture device 
such as a digital camera. 

SUMMARY OF THE INVENTION 

[0012] An object of the present invention is to provide a 
system and method of processing a digital image for user 
assessment of an output image product. 

[0013] Another object of the present invention is to pro 
vide such a system and method Which recogniZes that the 
appreciation of image quality differs from user to user. 

[0014] A further object of the present invention is to 
provide such a system and method Which is suitable for 
images scanned from ?lm negatives, images captured digi 
tally, and images Which may have been previously digitally 
manipulated. 

[0015] Still another object of the present invention is to 
provide such a system and method Which is suitable for an 
imaging device and a digital image capture device. 

[0016] These objects are given only by Way of illustrative 
eXample. Thus, other desirable objectives and advantages 
inherently achieved by the disclosed invention may occur or 
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become apparent to those skilled in the art. The invention is 
de?ned by the appended claims. 

[0017] According to one aspect of the invention, there is 
provided an imaging system for processing a digital image 
for user assessment of an output image product intended to 
be generated using the digital image. The imaging system 
comprises (a) means for accessing the digital image; (b) 
means for selecting the output image product intended to 
include the digital image; (c) a processor for digitally 
modifying at least a portion of the digital image to produce 
a substantially accurate representation of at least a portion of 
the output image product; and (d) a vieWing member for 
displaying, for assessment by the user, the substantially 
accurate representation of the at least a portion of the output 
image product. 

[0018] According to another aspect of the invention, there 
is provided a method of processing a digital image for user 
assessment of an output image product intended to be 
generated using the digital image. The method comprises the 
steps of: (a) accessing the digital image using an imaging 
device having a vieWing member; (b) selecting the output 
image product intended to include the digital image; (c) 
digitally modifying at least a portion of the digital image 
using the imaging device to produce a substantially accurate 
representation of at least a portion of the output image 
product; and (d) displaying, using the vieWing member, for 
assessment by the user, the substantially accurate represen 
tation of the at least a portion of the output image product. 

[0019] According to a further aspect of the invention, 
there is provided a method of processing a digital image for 
user assessment of an output image product intended to be 
generated using the digital image. The method comprises the 
steps of: (a) accessing the digital image using an imaging 
device having a vieWing member comprising a ?rst and 
second display portion; (b) selecting the output image prod 
uct intended to include the digital image; (c) digitally 
modifying at least a portion of the digital image using the 
imaging device to produce a substantially accurate repre 
sentation of at least a portion of the output image of the 
output image product; (d) displaying, in the ?rst display 
portion, for assessment by the user, the substantially accu 
rate representation of the at least a portion of the output 
image; and (e) displaying, in the second display portion, a 
reference image for comparative assessment by the user. 

[0020] According to yet another aspect of the invention, 
there is provided a method of processing a digital image 
captured using a digital camera Wherein a resolution of the 
captured digital image is higher than a display of the digital 
camera so as to provide a user With a representation of the 
captured image for image assessment. The method com 
prises the steps of: (a) displaying the captured digital image 
in a display of the digital camera, the display having a 
predetermined resolution, the captured digital image having 
a test area comprised of at least a portion of the captured 
digital image; and (b) displaying, using the display, the test 
area at a resolution betWeen about one-half to about tWo 
times the predetermined resolution to provide the user With 
a representation of an output image Which Would be pro 
duced using an output device. 

[0021] According to yet a further aspect of the invention, 
there is provided a method of processing a digital image 
captured using a digital camera Wherein a resolution of the 
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captured digital image is higher than a display of the digital 
camera so as to provide a user With a representation of the 
captured image for image assessment. The method com 
prises the steps of (a) displaying the captured digital image 
in a display of the digital camera, the display having a 
predetermined resolution, the captured digital image having 
a test area comprised of at least a portion of the captured 
digital image; and (b) displaying, using the display, the test 
area at the predetermined resolution to provide the user With 
a representation of an output image Which Would be pro 
duced using an output device. 

[0022] According to yet still another aspect of the inven 
tion, there is provided a method of processing a digital 
image captured using a digital camera to provide a user With 
a representation of the captured image for image assessment. 
The method comprises the steps of (a) displaying the cap 
tured digital image in a display of the digital camera, the 
captured digital image having a test area comprised of a 
portion of the captured digital image, the display having a 
predetermined display resolution and a ?rst and second 
display portion; (b) displaying, in the ?rst display portion, 
the test area at the predetermined display resolution to 
provide the user With a representation of an output image 
Which Would be produced using an output device; and (c) 
displaying a reference image in the second display portion 
for comparative assessment by the user. 

[0023] The present invention provides a system and 
method of processing a digital image for user assessment of 
an output image product Which recogniZes that the appre 
ciation of image quality may differ betWeen users. The 
invention also provides a system and method of processing 
a digital image for user assessment of an output image 
product Which recogniZes that the selected output format has 
an effect on image quality. The system and method is 
suitable for images scanned from a ?lm negative, images 
captured digitally, and images Which may have been previ 
ously digitally manipulated. The system and method is 
suitable for an imaging device and a digital image capture 
device such as a digital camera. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0024] The foregoing and other objects, features, and 
advantages of the invention Will be apparent from the 
folloWing more particular description of the preferred 
embodiments of the invention, as illustrated in the accom 
panying draWings. 
[0025] FIG. 1 shoWs a schematic of an imaging device 10 
for processing a digital image for user assessment of an 
output image product intended to be generated using the 
digital image in accordance With the present invention. 

[0026] 
kiosk. 

[0027] FIG. 3 shoWs a How diagram of a ?rst method in 
accordance With the present invention of processing a digital 
image for user assessment of an output image product 
intended to be generated using the digital image. 

[0028] FIG. 4 shoWs a How diagram of a second method 
in accordance With the present invention of processing a 
digital image for user assessment of an output image product 
intended to be generated using the digital image Wherein a 
comparative image is provided. 

FIG. 2 shoWs an imaging device illustrated as a 
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[0029] FIG. 5 shows a rear view of a digital camera 
wherein a captured image is shown in the viewing member. 

[0030] FIG. 6 shows a How diagram of a third method in 
accordance with the present invention of processing a digital 
image for user assessment of an output image product 
intended to be generated using a digital image captured and 
viewed using a digital camera. 

[0031] FIG. 7 shows a How diagram of a fourth method in 
accordance with the present invention of processing a digital 
image for user assessment of an output image product 
intended to be generated using a test area of the captured 
digital image. 

[0032] FIG. 8 shows the rear view of the digital camera of 
FIG. 5 wherein a test area is displayed in the viewing 
member. 

[0033] FIG. 9 shows a How diagram of a ?fth method in 
accordance with the present invention of processing a digital 
image for user assessment of an output image product 
intended to be generated using the digital image wherein the 
digital camera selects the test area in accordance with 
predetermined parameters. 

[0034] FIG. 10 shows a How diagram of a siXth method in 
accordance with the present invention of processing a digital 
image for user assessment of an output image product 
intended to be generated using the digital image wherein the 
digital camera provides a reference image. 

[0035] FIG. 11 shows the rear view of the digital camera 
of FIG. 5 wherein the viewing member comprises a ?rst and 
second display portion. 

[0036] FIG. 12 shows a viewing member illustrating an 
“exploded” representation superimposed on the captured 
image. 

DETAILED DESCRIPTION OF THE 
INVENTION 

[0037] The following is a detailed description of the 
preferred embodiments of the invention, reference being 
made to the drawings in which the same reference numerals 
identify the same elements of structure in each of the several 
?gures. 

[0038] FIG. 1 provides a schematic of an imaging device 
10 for processing a digital image for user assessment of an 
output image product intended to be generated using the 
digital image in accordance with the present invention. The 
digital image to be processed can be accessed by imaging 
device 10 by a variety of input means. A visual image can 
be scanned using a scanner 12 and the scanned signals 
converted into digital image data. Alternatively, scanner 12 
can scan a ?lm strip and convert the scanned signals into 
digital image data. Other possible input devices include a 
digital ?le reader 14 which may read digital data from a 
variety of sources, including a digital camera, CD, Zip disc, 
memory card, removable media, or a ?oppy disc. Alterna 
tively, the digital image could be accessed by means of a 
communications network 16 which receives digital ?le data 
from a remote, central source or service. 

[0039] Imaging device 10 might include an order entry 
station input device 18 which scans a user’s ?lm and accepts 
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order instructions, including print aspect ratio, siZe, Zoom, 
crop and magni?cation instructions. 

[0040] Imaging device 10 may include selection means, 
such as a data entry device or keyboard 20, for receiving 
instructions or information from a user. Keyboard 20 can be 
used to select an output image product intended to include 
the digital image. The output image product can be a product 
comprising an image. For example, a hardcopy print pro 
duced by means of an appropriate printer, such as an optical 
printer, digital printer, ink jet printer, thermal printer, or 
other known printer system. The output image product can 
also be a mug, tee-shirt, CD, or other product comprising an 
image. 
[0041] Imaging device 10 further includes a processor 22 
and a display or viewing member 24. Processor 22 receives 
the digital image and processes at least a portion of the 
digital image, as will be described in detail below. Viewing 
member 24, for eXample a monitor or other display screen, 
displays the processed digital image. Alternatively, viewing 
member 24 can be a printer adapted to produce a hardcopy 
print. 
[0042] If an output image product is to be produced, an 
output image product production device 26 is directly acces 
sible from processor 22, or indirectly by means of a com 
munications network 28. 

[0043] One eXample of imaging device 10 is a digital 
camera. Another eXample of imaging device 10 is a kiosk, 
such as a Kodak Picture Maker manufactured by Eastman 
Kodak Company, generally illustrated in FIG. 2. As illus 
trated in FIG. 2, imaging device 10 further includes a 
delivery area 30 for delivering an output image product to a 
user. Those skilled in the art will recogniZe that a home 
computer may be employed. Further, the home computer 
may be networked to a server or other remote device to 

practice the present invention. 

[0044] Therefore, imaging device 10 for processing a 
digital image for user assessment of an output image product 
intended to be generated using the digital image, comprises 
(a) input means for accessing the digital image; (b) selection 
means for selecting the output image product intended to 
include the digital image; (c) processing means for digitally 
modifying at least a portion of the digital image using the 
imaging device to produce a substantially accurate repre 
sentation of at least a portion of the output image product; 
and (d) a viewing member for displaying the substantially 
accurate representation of the at least a portion of the output 
image product for assessment by the user. Imaging device 10 
can further comprise query means for querying the user as 
to whether to generate the output image product. 

[0045] FIG. 3 shows a How diagram of a ?rst method in 
accordance with the present invention of processing a digital 
image for user assessment of an output image product 
intended to be generated using the digital image. As indi 
cated above imaging device 10 includes viewing member 
24. Auser accesses a digital image using imaging device 10 
having viewing member 24 (step 100). As disclosed above, 
the step of accessing the digital image can be accomplished 
by scanning a visual image or ?lmstrip to produce the digital 
image, or by downloading the digital image over commu 
nications network 16. In addition, the step of accessing the 
digital image can be accomplished by accessing the digital 
image from a removable medium, such as a memory card. 
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[0046] It is understood that, if imaging device 10 is a 
kiosk, a digital camera can be in communication With 
imaging device 10. Then, the step of accessing the digital 
image can be accomplished by accessing the digital image 
from the digital camera in communication With the imaging 
device. Similarly, if imaging device 10 is a digital camera, 
the step of accessing the digital image can be accomplished 
by capturing the digital image using the digital camera. 

[0047] At step 102, the user selects the output image 
product intended to include the digital image. The output 
image product can include prints, reprints, poster, ?oppy 
disc, a mug, tee-shirt, CD, or other product comprising the 
image. The output image product may be limited to a digital 
image ?le for storage, Which is typically the situation When 
capturing an image using a digital camera. 

[0048] The user selects the output image product since the 
quality of the outputted image on the output image product 
Will be affected by the output product. For example, if the 
output product is an 8x10 print, and the printer is a dot 
matrix printer (i.e., the output image product production 
device) of a loW quality (i.e., small number of dots per inch), 
the image quality Will not be as high as if the printer is of a 
high quality (i.e., a higher number of dots per inch). Simi 
larly, a dot matrix printer Will yield a different quality than, 
for example, a thermal printer. HoWever, if the output image 
product is a mug, as compared to a print, the output image 
product production device may have a limited effect on the 
output image product since the limits of the output image 
product are dependent on the output medium. 

[0049] Processor 22 then digitally modi?es at least a 
portion of the digital image to produce a substantially 
accurate representation of at least a portion of the selected 
output image product (step 104). That is, processor 22 
creates a substantially accurate representation of the output 
image product that Would be created using the digital image. 
Not all of the output image product need be created; only a 
portion may be created. 

[0050] At step 106, the substantially accurate representa 
tion of the output image product is displayed, using vieWing 
member 24. The user is then able to vieW the display to make 
an assessment. The user can assess the substantially accurate 

representation of the output image product for a variety of 
conditions, for example, overall quality, sharpness, content, 
color, tone scale, contrast, saturation, artifacts (such as dust, 
red-eye, scratches, clipping, anomalies from compression or 
other forms of digital processing), density (lightness/dark 
ness), dynamic range, and composition. The user can assess 
the attributes of the image to determine if the quality of the 
image is satisfactory. For example, the manipulation of the 
image may entail “Zooming in” to a small portion of the 
image. The user can vieW the manipulated portion of the 
image and assess if the sharpness or focus of the image is 
adequate for the user’s needs. 

[0051] One means for creating the substantially accurate 
representation is to display pixels of the captured digital 
image at the resolution of vieWing member 24. For example, 
if the captured digital image has a resolution of 1000x1000, 
and the resolution of vieWing member 24 is 100x100, then 
vieWing member 24 Will shoW 1/100 of the pixels of the full 
captured digital image. The term “substantially” indicates 
that there may be a variance, possibly up to 10 percent of the 
captured digital image, betWeen the captured digital image 
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and the representation displayed in vieWing member 24. 
Note that in this example, the output image product selected 
is a digital ?le representing the scene. This may be the 
default output image product selection of the digital camera. 

[0052] It is understood that mismatches betWeen color 
encoding from capture to display may necessitate the pixels 
as displayed on vieWing member 24 be modi?ed slightly 
from the manner in Which they are captured. The captured 
digital image and the substantially accurate representation 
need not be a literal 1-to-1 match. The arrangement of 
colored pixels of the capture means is often different than the 
arrangement of colored pixels of the vieWing member. Thus, 
a true 1-to-1 may not be possible or desirable. 

[0053] The method diagramed in FIG. 3 can be employed 
With an image Which has been previously manipulated. 
Since the user assesses the representation, the method rec 
ogniZes that appreciation of image quality may differ 
betWeen users. In addition, the method is suitable for images 
scanned from a ?lm negative, images captured digitally, and 
images Which may have been previously digitally manipu 
lated. 

[0054] The user may desire to have a reference image by 
Which to compare the substantially accurate representation. 
FIG. 4 shoWs a How diagram of a second method in 
accordance With the present invention of processing a digital 
image for user assessment of an output image product 
intended to be generated using the digital image Wherein a 
comparative image is provided. At step 200, the digital 
image is accessed using imaging device 10. Imaging device 
10 includes vieWing member 24 comprising a ?rst and 
second display portion. The output image product intended 
to include the digital image is selected (step 202). Processor 
22 is used to digitally modify at least a portion of the digital 
image to produce the substantially accurate representation of 
at least a portion of the output image of the output image 
product (step 204). The substantially accurate representation 
of the at least a portion of the output image is displayed in 
the ?rst display portion, for assessment by the user (step 
206). A reference image is displayed in the second display 
portion for comparative assessment by the user (step 208). 
The user can compare the attributes of the reference image 
to the attributes of the captured image to determine if the 
quality of the captured image is satisfactory. For example, 
the manipulation of the captured image may entail “Zooming 
in” to a small portion of the captured image. The reference 
image can be a small portion of an image that Was taken by 
a skilled photographer under good conditions. The user can 
compare his/her captured image to the reference image and 
assess if the sharpness or focus of the captured image is 
adequate for the user’s needs. Note that the reference image 
need not represent the absolute highest quality of Which the 
device is capable, but rather, could represent an example of 
characteristic quality in the hands of a semi-skilled user. 

[0055] Alternatively, the reference image may be dis 
played time sequentially With the manipulated portion of the 
captured image. For example, the vieWing member may 
alternate displaying the manipulated portion of the captured 
image and the reference image. 

[0056] The reference image can be supplied by the user, or 
by a manufacturer of imaging device 10. If the reference 
image is supplied by the user, it may be an image selected 
by the user from among satisfactory images accessed by the 
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imaging device 10. A selection means such as an interactive 
software application can be provided. 

[0057] Using object recognition softWare, the reference 
image can be of a similar content/subject/object as the 
captured image. For example, if the captured image contains 
the face of a person, the reference image could also contain 
a face. If the image is a close-up of a face, the reference 
image may be an image of an eye. The reference image may 
be selected by the user or by an application running on 
imaging device 10 that attempts to assess the content of the 
captured image. 

[0058] Alternatively, the reference image can be derived 
from a computer-generated object. That is, a computer 
model of an object similar to the captured image may be 
used to construct a reference image that represents an image 
captured by a photographic expert using the capture device 
Which in this case is imaging device 10. 

[0059] The reference image can comprise an acceptable 
image quality, thereby providing the user With a level of 
quality by Which to compare/assess the representation. This 
acceptable image quality may not be the highest quality 
possible using the imaging device, but rather of a quality 
typically found acceptable by users of the imaging device. 

[0060] For ease of comparison, the reference image can 
comprise substantially similar content to the content of the 
digital image, or be of similar color/hue. Image recognition 
softWare, knoWn to those skilled in the art, could be 
employed to discern the image content and color/hue. The 
reference image may also be of geometric patterns similar to 
those detected in the captured image. 

[0061] As disclosed above, imaging device 10 can be a 
digital camera (i.e., a digital image capture device). Digital 
cameras typically have a small display of loW resolution. 
When the entire captured image is displayed, it is often 
dif?cult to determine if the captured image is in focus. If the 
digital camera has been moved during the capture, the 
display may shoW an image that looks acceptable While in 
fact it is blurred. This blurring might not be detected via the 
display of the entire captured image. 

[0062] FIG. 5 generally shoWs a rear vieW of a digital 
camera Wherein a captured image is shoWn in vieWing 
member 24. Auser initiates capture of the image by pressing 
an activation member 31, such as a shutter button, on the 
digital camera. The image is captured by the digital camera 
using methods knoWn to those skilled in the art, and stored 
in memory. 

[0063] The resolution of a captured image stored in the 
memory can be higher than the resolution of vieWing 
member 24 of the digital camera. As such, When the captured 
image is displayed in vieWing member 24, it may not be at 
the resolution Which Would be provided as an output image 
product. Accordingly, to provide a user With a representation 
of the captured image for image assessment, a method, 
shoWn in the How diagram in FIG. 6, is provided using the 
illustration of FIG. 5. 

[0064] In step 300 of FIG. 6, the user presses shutter 
button 31, Wherein the digital camera captures the image 
(step 302). The captured image is then displayed in vieWing 
member 24, as illustrated in FIG. 5 (step 304). VieWing 
member 24 has a predetermined resolution. In addition, the 

Aug. 7, 2003 

captured digital image has a test area comprised of at least 
a portion of the captured digital image. Using vieWing 
member 24, the test area is displayed at either (1) the 
predetermined resolution or (2) a resolution betWeen about 
one-half to about tWo times the predetermined resolution 
(step 306) so as to provide a substantially accurate repre 
sentation of at least a portion of the output image product. 
This display of the test area provides the user With a 
representation of an output image Which Would be produced 
using an output device. 

[0065] The test area can comprise any portion of the 
captured image. For example, the test area can comprise a 
center portion of the captured image, the method of Which 
is illustrated in FIG. 7. In step 400 of FIG. 7, the user 
presses shutter button 31, Wherein the digital camera cap 
tures the image (step 402). The captured image is then 
displayed in vieWing member 24 (step 404). The user 
indicates the desire to obtain a substantially accurate repre 
sentation of the image captured, and indicates this desire by 
pressing a “check” button, “Zoom-check” button, or other 
activation member to continue the method of the present 
invention (step 406). Alternatively, the digital camera may 
automatically default to a “check” condition. The default test 
area is the center pixels of the captured image, accordingly, 
the digital camera reads the digital image ?le and displays 
the center pixels at either (1) the predetermined resolution or 
(2) a resolution betWeen about one-half to about tWo times 
the predetermined resolution (step 408), so as to provide the 
user With a representation of an output image Which Would 
be produced using an output device. 

[0066] The method of FIG. 7 is shoWn by example in 
FIGS. 5 and 8. FIG. 5 shoWs a captured image of a person 
in a nature scene (captured at step 402 and displayed at step 
404). FIG. 8 displays the center pixels of the captured image 
(step 408), that is, a portion of the person. 

[0067] The test area need not be limited to the center 
pixels. For example, the test area can be selected by the user. 
If selected by the user, the selection may be affected by the 
image Which Was captured. That is, the user may con?gure 
the test area to comprise the focal point of the captured 
image. 

[0068] Alternatively, the digital camera can select the test 
area in accordance With predetermined parameters. If 
selected by the digital camera, the parameters could include 
color, hue, contrast, and object recognition. Object recog 
nition softWare might select a test area having a highest 
frequency content, or select a test area that comprises What 
is most likely a face by detecting likely ?esh-tones or other 
means of face recognition. 

[0069] This method is illustrated in FIG. 9. In step 500 of 
FIG. 9, the user presses shutter button 31, Wherein the 
digital camera captures the image (step 502). The captured 
image is then displayed in vieWing member 24 (step 504). 
The user indicates the desire to obtain a substantially accu 
rate representation of the image captured, and indicates this 
desire by pressing a “check” button, “Zoom-check” button, 
or other activation member to continue the method of the 
present invention (step 506). The test area is determined by 
the digital camera, based on prede?ned parameters (step 
508). Accordingly, the digital camera reads the digital image 
?le and displays the pixels of the test area at either (1) the 
predetermined resolution or (2) a resolution betWeen about 
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one-half to about tWo times the predetermined resolution 
(step 510), so as to provide the user With a representation of 
an output image Which Would be produced using an output 
device. 

[0070] As an optional feature, the digital camera may 
provide an indication to the user of the resolution at Which 
the image is being displayed. For example, an indication that 
the test area is being displayed at the predetermined reso 
lution, and/or identify the predetermined resolution. Such an 
indication may be provided using vieWing member 24 or 
other means knoWn to those skilled in the art. The indication 
may be of numerical value, or may visually demonstrate the 
portion of the image that is being substantially accurately 
represented. 

[0071] When imaging device 10 is a digital camera, the 
user may desire to have a reference image by Which to 
compare the substantially accurate representation. FIG. 10 
shoWs a How diagram of a method in accordance With the 
present invention of processing a digital image Wherein the 
digital camera provides such a reference image. In step 600, 
the user presses shutter button 31, Wherein the digital camera 
captures the image (step 602). The captured image is then 
displayed in vieWing member 24 (step 604). The user 
indicates the desire to obtain a substantially accurate repre 
sentation of the image captured, and indicates this desire by 
pressing a “check” button, “Zoom-check” button, or other 
activation member to continue the method of the present 
invention (step 606). The test area is determined by the 
digital camera, based on prede?ned parameters (step 608). 
Accordingly, the digital camera reads the digital image ?le 
and displays the test area in one portion of vieWing member 
24 (step 610), and displays a reference image in a second 
portion of vieWing member 24 (step 612). 

[0072] The method of FIG. 10 is shoWn by example using 
FIGS. 5 and 11. As illustrated, vieWing member 24 has a 
predetermined display resolution, a ?rst display portion 32, 
and a second display portion 34. The captured digital image 
is displayed in vieWing member 24, as illustrated in FIG. 5. 
Then, When the user activates the activation member 31, the 
test area is displayed in ?rst display portion 32, and the 
reference image is displayed in second display portion 34. 

[0073] As disclosed above, the test area can comprise any 
portion of the captured image, including for example, the 
user selecting the test area, the test area comprising a center 
portion of the captured image, and the digital camera select 
ing the test area in accordance With predetermined param 
eters. 

[0074] In addition, the reference image can be supplied by 
the user, comprise an acceptable image quality, comprise 
substantially similar content to the content of the digital 
image, be supplied by a manufacturer of the imaging device, 
be derived from a computer generated object, comprise a 
resolution substantially equal to the predetermined display 
resolution, and/or comprise a resolution ranging from about 
minus (—) 20 percent to about plus (+) 20 percent of the 
predetermined display resolution. 

[0075] An alternative to displaying the substantially accu 
rate representation solely in vieWing member 24, is to 
“explode” the representation from the captured image, and 
superimpose the representation on the captured digital 
image, such as illustrated in FIG. 12. In FIG. 12, a balloon 
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box 36 displays the representation. In this manner the 
“check” image is displayed at the same time as a substantial 
portion of the entire captured image. Such an arrangement 
may provide the user With a better or more comprehensive 
appreciation of the portion of the captured image from 
Which the “chec ” image has been derived. 

[0076] Further, imaging device 10 may be con?gured to 
display a plurality of representations, Wherein each repre 
sentation is of a different portion of the captured image. The 
displayed representations might be displayed in vieWing 
member 24 in a random or predetermined manner. 

[0077] Accordingly, there are various limiting factors: (1) 
the input is resolution limited, (2) the output is resolution 
limited, (3) the display screen is resolution limited, and (4) 
the output image product may cause a distortion. 

[0078] An example of limited input resolution is the 
enlargement of a photograph from a Wallet siZe photo to a 
20x30 inch siZe. For example, if a Wallet siZe photo is 
scanned at a kiosk and the user selects a 20x30 siZe output, 
a portion of the scanned image is manipulated such that a 
representation of a portion of the 20x30 output is displayed 
on vieWing member 24. The vieWing member shoWs a 7x7 
portion of the resulting output, Which is resolution limited 
due to the enlarging of the input image by a factor of 10. The 
7><7 representation of the resulting output Will, by necessity, 
shoW large pixels or a very blurry representation of the 
original image. 
[0079] An example of limited output resolution is the 
transfer of an image to a tee shirt. For example, if an 8x10 
photo is scanned at a kiosk and the user selects a tee shirt 
output, a portion of the scanned image is manipulated such 
that a representation of a portion of the tee shirt output is 
displayed on vieWing member 24. The vieWing member 
shoWs a 7x7 portion of the resulting output, Which is 
resolution limited due to the loW resolution of the tee shirt 
transfer process. The 7><7 representation of the resulting 
output Will by necessity shoW a representation of the original 
image that is more blurry than the original. 

[0080] An example of the display screen being limited is 
a loW resolution monitor. This situation is similar to the 
camera examples described above. 

[0081] An example of the output image product causing 
distortion is the creation of a mug. For example, if a 4x6 
photo is scanned at a kiosk and the user selects a mug output, 
a portion of the scanned image is manipulated such that a 
representation of a portion of the mug output is displayed on 
vieWing member 24. The vieWing member shoWs the result 
ing output as it Will appear on the mug, Which is resolution 
limited due to the loW resolution of the mug transfer process. 
Additionally, the representation Will shoW the image dis 
torted as it Will be by the cylindrical shape of the mug. 
Furthermore the dynamic range of the scanned image Will be 
decreased due to the limited dynamic range of the mug 
transfer process. 

[0082] A computer program product may include one or 
more storage medium, for example; magnetic storage media 
such as magnetic disk (such as a ?oppy disk) or magnetic 
tape; optical storage media such as optical disk, optical tape, 
or machine readable bar code; solid-state electronic storage 
devices such as random access memory (RAM), or read 
only memory (ROM); or any other physical device or media 
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employed to store a computer program having instructions 
for controlling one or more computers to practice the 
method according to the present invention. A computer 
storage product having at least one computer storage 
medium having instructions stored therein can cause one or 
more computers to perform any of the methods disclosed 
herein. 

[0083] The invention has been described in detail With 
particular reference to a presently preferred embodiment, 
but it Will be understood that variations and modi?cations 
can be effected Within the spirit and scope of the invention. 
The presently disclosed embodiments are therefore consid 
ered in all respects to be illustrative and not restrictive. The 
scope of the invention is indicated by the appended claims, 
and all changes that come Within the meaning and range of 
equivalents thereof are intended to be embraced therein. 

Parts List 

[0084] 10 imaging device 

[0085] 12 scanner 

[0086] 14 digital ?le reader 

[0087] 16 communications netWork 

[0088] 18 order entry station input device 

[0089] 20 data entry device; keyboard 

[0090] 22 processor 

[0091] 24 vieWing member 

[0092] 26 output image product production device 

[0093] 28 communications netWork 

[0094] 30 delivery area 

[0095] 31 shutter button; activation member 

[0096] 32 ?rst portion 

[0097] 34 second portion 

[0098] 36 balloon boX 

What is claimed is: 
1. A method of processing a digital image for user 

assessment of an output image product intended to be 
generated using the digital image, comprising the steps of: 

(a) accessing the digital image using an imaging device 
having a vieWing member; 

(b) selecting the output image product intended to include 
the digital image; 

(c) digitally modifying at least a portion of the digital 
image using the imaging device to produce a substan 
tially accurate representation of at least a portion of the 
output image product; and 

(d) displaying, using the vieWing member, for assessment 
by the user, the substantially accurate representation of 
the at least a portion of the output image product. 

2. The method of claim 1, Wherein the imaging device is 
a digital camera, and the step of accessing the digital image 
is accomplished by capturing the digital image using the 
digital camera. 
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3. The method of claim 1, Wherein the imaging device is 
a kiosk, and the step of accessing the digital image is 
accomplished by accessing the digital image from a remov 
able medium. 

4. The method of claim 1, Wherein the step of accessing 
the digital image is accomplished by scanning a visual 
image to produce the digital image. 

5. The method of claim 1, Wherein the step of accessing 
the digital image is accomplished by doWnloading the digital 
image over a communications netWork. 

6. The method of claim 1, Wherein the step of accessing 
the digital image is accomplished by accessing the digital 
image from a removable media. 

7. The method of claim 1, Wherein the step of accessing 
the digital image is accomplished by accessing the digital 
image from a digital camera in communication With the 
imaging device. 

8. The method of claim 1, Wherein the vieWing member 
is a display. 

9. The method of claim 1, Wherein the vieWing member 
is a printer adapted to produce a hardcopy print. 

10. The method of claim 1, Wherein the imaging device is 
a digital camera, and the step of selecting the output image 
product is accomplished by defaulting to storing a captured 
image in the digital camera. 

11. A method of processing a digital image for user 
assessment of an output image product intended to be 
generated using the digital image, comprising the steps of: 

(a) accessing the digital image using an imaging device 
having a vieWing member comprising a ?rst and second 
display portion; 

(b) selecting the output image product intended to include 
the digital image; 

(c) digitally modifying at least a portion of the digital 
image using the imaging device to produce a substan 
tially accurate representation of at least a portion of the 
output image of the output image product; 

(d) displaying, in the ?rst display portion, for assessment 
by the user, the substantially accurate representation of 
the at least a portion of the output image; and 

(e) displaying, in the second display portion, a reference 
image for comparative assessment by the user. 

12. The method of claim 11, Wherein the reference image 
is supplied by the user. 

13. The method of claim 11, Wherein the reference image 
comprises an acceptable image quality. 

14. The method of claim 11, Wherein the reference image 
comprises substantially similar content to the content of the 
digital image. 

15. The method of claim 11, Wherein the reference image 
is supplied by a manufacturer of the imaging device. 

16. The method of claim 11, Wherein the reference image 
is derived from a computer generated object. 

17. The method of claim 11, Wherein the imaging device 
is a digital camera, and the step of selecting the output image 
product is accomplished by defaulting to storing a captured 
image in the digital camera. 

18. Amethod of processing a digital image captured using 
a digital camera Wherein a resolution of the captured digital 
image is higher than a display of the digital camera so as to 
provide a user With a representation of the captured image 
for image assessment, comprising the steps of: 
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(a) displaying the captured digital image in a display of 
the digital camera, the display having a predetermined 
resolution, the captured digital image having a test area 
comprised of at least a portion of the captured digital 
image; and 

(b) displaying, using the display, the test area at a reso 
lution betWeen about one-half to about tWo times the 
predetermined resolution to provide the user With a 
representation of an output image Which Would be 
produced using an output device. 

19. A method of processing a digital image captured using 
a digital camera Wherein a resolution of the captured digital 
image is higher than a display of the digital camera so as to 
provide a user With a representation of the captured image 
for image assessment, comprising the steps of: 

(a) displaying the captured digital image in a display of 
the digital camera, the display having a predetermined 
resolution, the captured digital image having a test area 
comprised of at least a portion of the captured digital 
image; and 

(b) displaying, using the display, the test area at the 
predetermined resolution to provide the user With a 
representation of an output image Which Would be 
produced using an output device. 

20. The method of claim 19, further comprising the step 
of providing an indication to the user that the test area is 
being displayed at the predetermined resolution. 

21. The method of claim 19, Wherein the indication is 
provided using the display. 

22. The method of claim 19, further comprising the step 
of the user selecting the test area. 

23. The method of claim 19, Wherein the test area com 
prises a center portion of the captured image. 

24. The method of claim 19, further comprising the step 
of the digital camera selecting the test area in accordance 
With predetermined parameters. 

25. A method of processing a digital image captured using 
a digital camera to provide a user With a representation of the 
captured image for image assessment, comprising the steps 
of: 

(a) displaying the captured digital image in a display of 
the digital camera, the captured digital image having a 
test area comprised of a portion of the captured digital 
image, the display having a predetermined display 
resolution and a ?rst and second display portion; 

(b) displaying, in the ?rst display portion, the test area at 
the predetermined display resolution to provide the user 
With a representation of an output image Which Would 
be produced using an output device; and 

(c) displaying a reference image in the second display 
portion for comparative assessment by the user. 

26. The method of claim 25, Wherein the reference image 
comprises an acceptable image quality. 
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27. The method of claim 25, Wherein the reference image 
comprises a resolution substantially equal to the predeter 
mined display resolution. 

28. The method of claim 25, Wherein the reference image 
comprises a resolution ranging from about —20 percent to 
about +20 percent of the predetermined display resolution. 

29. A method of processing a digital image for user 
assessment of an output image product intended to be 
generated using the digital image, comprising the steps of: 

(a) accessing the digital image using an imaging device 
having a vieWing member; 

(b) selecting the output image product intended to include 
the digital image; 

(c) digitally modifying at least a portion of the digital 
image using the imaging device to produce a substan 
tially accurate representation of at least a portion of the 
output image product; 

(d) displaying, using the vieWing member, for assessment 
by the user, the substantially accurate representation of 
the at least a portion of the output image product; and 

(e) displaying, using the vieWing member, a reference 
image for comparative assessment by the user. 

30. The method of claim 29, Wherein the substantially 
accurate representation and the reference image are dis 
played simultaneously. 

31. The method of claim 29, Wherein the substantially 
accurate representation and the reference image are alter 
nately displayed. 

32. A computer storage product having at least one 
computer storage medium having instructions stored therein 
causing one or more computers to perform the method of 
claim 1. 

33. An imaging device for processing a digital image for 
user assessment of an output image product intended to be 
generated using the digital image, comprising: 

(a) input means for accessing the digital image; 

(b) selection means for selecting the output image product 
intended to include the digital image; 

(c) processing means for digitally modifying at least a 
portion of the digital image using the imaging device to 
produce a substantially accurate representation of at 
least a portion of the output image product; and 

(d) a vieWing member for displaying the substantially 
accurate representation of the at least a portion of the 
output image product for assessment by the user. 

34. The imaging device of claim 33, further comprising 
query means for querying the user as to Whether to generate 
the output image product. 

* * * * * 


