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(57) ABSTRACT 
In a Wireless communication apparatus Which has the func 
tions of both ASK modulation and QPSK modulation, Which 
can be manufactured at a loW cost, and Which is small in 
siZe, an output terminal (5D) of a QPSK modulator (5) is 
connected to a carrier Wave input terminal (1A) of an ASK 
modulator (1) via a sWitch (15). Also, an antenna (4) is 
connected to an output terminal (1C) of the ASK modulator 
(1) via a sWitch (16). Furthermore, a mixer (13) is provided 
betWeen the sWitches (15) and (16). The sWitch (15) con 
nects the QPSK modulator (5) and the ASK modulator (1) at 
the time of a transmission, Whereas it connects the QPSK 
modulator (5) and the mixer (13) at the time of a reception. 
The sWitch (16) connects the ASK modulator (1) and the 
antenna (4) at the time of a transmission, Whereas it connects 
the antenna (4) and the mixer (13) at the time of a reception. 
Thus, at the time of a transmission, an ASK-modulated Wave 
or a QPSK-modulated Wave is output using the ASK modu 
lator (1) and the QPSK modulator At the time of a 
reception, a sine Wave is output by the QPSK modulator (5) 
and a data signal is down-converted, detected, or demodu 
lated by the mixer (13). 
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WIRELESS COMMUNICATION APPARATUS 

FIELD OF THE INVENTION 

[0001] The present invention relates to Wireless commu 
nication apparatuses for digital Wireless communications, 
and particularly to a Wireless communication apparatus 
Which has functions of both amplitude modulation (Ampli 
tude Shift Keying: hereinafter referred to as ASK modula 
tion) and quadrature phase modulation (Quadrature Phase 
Shift Keying: hereinafter referred to as QPSK modulation). 

BACKGROUND OF THE INVENTION 

[0002] Generally, in Wireless communication apparatuses, 
various modulation methods are used, such as ASK modu 
lation in Which the amplitude of a carrier Wave is modulated 
in accordance With an ASK data signal, and QPSK modu 
lation in Which the phase of a carrier Wave is modulated into 
four phases using an I-signal (in-phase signal) and a Q-sig 
nal (quadrature signal) in accordance With a QPSK data 
signal. 
[0003] In a knoWn Wireless communication apparatus, 
modulators in accordance With both of the modulation 
methods, such as an ASK modulator and a QPSK modulator, 
are attached, and each modulator, together With a high 
frequency signal source for supplying a carrier Wave, a 
mixer for mixing a reception Wave and a carrier Wave for 
receiver detection, etc., constitutes an RF unit for handling 
high-frequency signals. 

[0004] In the Wireless communication apparatus according 
to the related art described above, in order to alloW both 
ASK modulation and QPSK modulation, tWo RF units must 
be provided in the single Wireless communication apparatus 
in accordance With the tWo modulation methods, respec 
tively. 
[0005] That is, an RF unit for ASK modulation and an RF 
unit for QPSK modulation must be separately provided, 
Which incurs a higher manufacturing cost compared With a 
Wireless communication apparatus having only one of the 
modulation functions. In particular, if the high-frequency 
signal source, the mixer, etc. are implemented using expen 
sive ICs composed of GaAs, etc., the manufacturing cost is 
considerably raised. In addition, because tWo RF units are 
provided, the RF units have a larger footprint and occupy a 
larger space, increasing the overall siZe of the Wireless 
communication apparatus. 

[0006] Addressing these concerns, the present invention 
provides a Wireless communication apparatus Which is 
capable of both ASK modulation and QPSK modulation, 
Which can be manufactured at a loW cost, and Which is small 
in siZe. 

SUMMARY OF THE INVENTION 

[0007] The present invention provides a Wireless commu 
nication apparatus including an ASK modulator for ASK 
modulating a carrier Wave using a data signal; and a QPSK 
modulator for QPSK-modulating a carrier Wave using an 
I-signal and a Q-signal; Wherein an output terminal of the 
QPSK modulator is connected to a carrier Wave input 
terminal of the ASK modulator. Accordingly, both a QPSK 
modulated Wave and an ASK-modulated Wave can be output 

Without having to connect separate high-frequency signal 
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sources respectively to the ASK modulator and the QPSK 
modulator as in the related art. That is, it suf?ces to connect 
a high-frequency signal source only to the QPSK modulator. 
Thus, the number of components is reduced, serving to 
loWer the manufacturing cost and to reduce the overall siZe 
of apparatus. 

[0008] The Wireless communication apparatus according 
to the present invention may further include a mixer; and a 
sWitch provided betWeen the QPSK modulator and each of 
the mixer and the ASK modulator, the sWitch connecting the 
ASK modulator and the QPSK modulator at the time of a 
transmission, and connecting the mixer and the QPSK 
modulator at the time of a reception; Wherein the QPSK 
modulator outputs a sine Wave for serving as a carrier Wave 
at the time of a reception. Accordingly, at the time of a 
transmission, the sWitch connects the ASK modulator and 
the QPSK modulator, so that an ASK-modulated Wave or a 
QPSK-modulated Wave can be output. At the time of a 
reception, the sWitch connects the mixer and the QPSK 
modulator, and the QPSK modulator outputs a sine Wave, so 
that the mixer mixes a reception Wave and the sine Wave, so 
that the reception Wave is demodulated into a data signal. 

[0009] In the Wireless communication apparatus according 
to the present invention, the arrangement may be such that 
When outputting a QPSK-modulated Wave at the time of a 
transmission, the QPSK modulator QPSK-modulates a car 
rier Wave using an I-signal and a Q-signal to output a 
QPSK-modulated Wave, and the ASK modulator ampli?es 
the QPSK-modulated Wave by a constant gain; that is, a 
QPSK modulated Wave can be output using the ASK modu 
lator as an ampli?er. 

[0010] The arrangement may also be such that When 
outputting an ASK-modulated Wave at the time of a trans 

mission, the QPSK modulator outputs a sine Wave, and the 
ASK modulator ASK-modulates the sine Wave using a data 
signal; that is, an ASK-modulated Wave can be output using 
the QPSK modulator as a high-frequency signal source. 

[0011] In the Wireless communication apparatus according 
to the present invention, the arrangement may be such that 
When outputting a QPSK-modulated Wave at the time of a 
transmission, the QPSK modulator receives input of data 
signals respectively as an I-signal and a Q-signal and outputs 
a QPSK-modulated Wave, and the ASK modulator receives 
an input signal having a constant voltage as a data signal and 
ampli?es the QPSK-modulated Wave by a constant gain. 

[0012] In the Wireless communication apparatus according 
to the present invention, the arrangement may be such that 
When outputting an ASK-modulated Wave at the time of a 
transmission, the QPSK modulator receives input of signals 
having the same ?xed phase difference and ?xed amplitudes 
respectively as an I-signal and a Q-signal and outputs a sine 
Wave, and the ASK modulator receives input of a data signal 
and ASK-modulates the sine Wave to output an ASK 
modulated Wave. 

[0013] In the Wireless communication apparatus according 
to the present invention, the arrangement may be such that 
When outputting an ASK-modulated Wave at the time of a 
transmission, the QPSK modulator receives input of signals 
based on a QPSK data signal “00” as an I-signal and a 
Q-signal and performs a 31/4 shift QPSK operation to output 
a sine Wave, and the ASK modulator receives input of a data 
signal and ASK-modulates the sine Wave to output an 
ASK-modulated Wave. 
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[0014] In the Wireless communication apparatus according 
to the present invention, the arrangement may be such that 
the QPSK modulator receives an input carrier Wave having 
a frequency Which is loWer than a predetermined frequency 
by a transmission rate/4~HZ and performs a 31/4 shift QPSK 
operation to output a sine Wave having the predetermined 
frequency. Accordingly, even if the frequency of an output 
signal is raised by the transmission rate/4~HZ relative to the 
frequency of the carrier Wave due to a 31/4 shift QPSK 
operation of the QPSK modulator, the QPSK modulator 
outputs a sine Wave having the predetermined frequency. 

[0015] In the Wireless communication apparatus according 
to the present invention, the arrangement may be such that 
When outputting a QPSK-modulated Wave at the time of a 
transmission, the QPSK modulator QPSK-modulates a car 
rier Wave using an I-signal and a Q-signal to output a 
QPSK-modulated Wave, and the ASK modulator ampli?es 
the QPSK-modulated Wave by a constant gain, Whereas 
When outputting an ASK-modulated Wave at the time of a 
transmission, the QPSK modulator receives input of data 
signals having the same ?xed phase difference, and ampli 
tudes thereof changing identically in time respectively as an 
I-signal and a Q-signal, and outputs an ASK-modulated 
Wave, and the ASK modulator receives an input signal 
having a constant voltage as a data signal and ampli?es the 
ASK-modulated Wave by a constant gain. Accordingly, an 
ASK-modulated Wave can be output even if the ASK 
modulator does not operate normally. 

[0016] The Wireless communication apparatus according 
to the present invention may further include an up-mixer for 
raising frequency, connected betWeen the ASK modulator 
and the QPSK modulator. Accordingly, even if, for example, 
a high frequency is used for communications, it suf?ces for 
the QPSK modulator to output a loW-frequency signal. Thus, 
compared With a case Where a high-frequency signal is 
output directly by the QPSK modulator, the QPSK modu 
lator can be readily manufactured using inexpensive mate 
rials. 

[0017] Furthermore, in the Wireless communication appa 
ratus according to the present invention, the ASK modulator, 
the mixer, and the sWitch may be integrated as an RF block. 
Accordingly, the RF block can be readily used in a com 
munication apparatus Which is capable of both ASK modu 
lation and QPSK modulation, such as the one according to 
the present invention, and can also be used in a communi 
cation apparatus Which requires only ASK modulation func 
tion. Thus, the RF blocks can be manufactured in a large 
quantity, serving to loWer manufacturing cost. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0018] FIG. 1 is an overall block diagram of a Wireless 
communication apparatus according to a ?rst embodiment of 
the present invention; 
[0019] FIG. 2 is a block diagram of a QPSK modulator 
shoWn in FIG. 1; 

[0020] FIG. 3 is a block diagram shoWing the Wireless 
communication apparatus according to the ?rst embodiment 
in a state for outputting a QPSK-modulated Wave at the time 

of a transmission; 

[0021] FIG. 4 is a block diagram shoWing the Wireless 
communication apparatus according to the ?rst embodiment 
in a state for outputting an ASK-modulated Wave at the time 

of a transmission; 
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[0022] FIG. 5 is a block diagram shoWing the Wireless 
communication apparatus according to the ?rst embodiment 
at the time of a reception; 

[0023] FIG. 6 is an overall block diagram of a Wireless 
communication apparatus according to a second embodi 
ment; 

[0024] FIG. 7 is an overall block diagram of a Wireless 
communication apparatus according to a third embodiment; 

[0025] FIG. 8 is an overall block diagram of a Wireless 
communication apparatus according to a fourth embodi 
ment; and 

[0026] FIG. 9 is an overall block diagram of a Wireless 
communication apparatus according to a ?fth embodiment. 

DETAILED DESCRIPTION OF EMBODIMENTS 
OF THE INVENTION 

[0027] Wireless communication apparatuses according to 
several embodiments of the present invention Will noW be 
described in detail With reference to the accompanying 
draWings. 
[0028] First Embodiment 

[0029] FIGS. 1 to 5 shoW a Wireless communication 
apparatus according to a ?rst embodiment. Referring to 
FIGS. 1 to 5, an ASK modulator 1 has a carrier Wave input 
terminal 1A to Which a carrier Wave is input, and a data input 
terminal 1B to Which a digital data signal D(t) is input. The 
ASK modulator 1 amplitude-modulates (ASK-modulates) 
the carrier Wave input to the carrier Wave input terminal 1A 
based on the data signal D(t) input to the data input terminal 
1B, outputting an ASK-modulated Wave from an output 
terminal 1C. 

[0030] Furthermore, a QPSK modulator 5 is connected to 
the carrier Wave input terminal 1A of the ASK modulator 1 
via a sWitch 15 to be described later. Furthermore, an 
ampli?er 2 is connected to the output terminal 1C of the 
ASK modulator 1. To the output of the ampli?er 2, a 
bandpass ?lter 3 and an antenna 4 are connected via a sWitch 
16 to be described later. 

[0031] The QPSK modulator 5 has a carrier Wave input 
terminal 5A to Which a carrier Wave is input, an I-signal 
input terminal 5B and a Q-signal input terminal SC to Which 
an I-signal I(t) (in-phase signal) and a Q-signal Q(t) (quadra 
ture signal) in accordance With a QPSK data signal are 
respectively input, and an output terminal 5D from Which an 
output signal S1(t) in the form of a QPSK-modulated Wave, 
etc. is output. 

[0032] Furthermore, as shoWn in FIG. 2, the QPSK modu 
lator 5 includes bandpass ?lters 6 and 7 connected respec 
tively to the I-signal input terminal 5B and the Q-signal 
input terminal 5C, mixers 8 and 9 connected respectively to 
the outputs of the bandpass ?lters 6 and 7, and an adder 10 
for adding signals output from the mixers 8 and 9. 

[0033] The mixer 8 associated With the I-signal input 
terminal 5B is directly connected to the carrier Wave input 
terminal 5A, Whereas the mixer 9 associated With the 
Q-signal input terminal 5C is indirectly connected to the 
carrier Wave input terminal 5A via a 90° phase shifter 11. 
The carrier Wave input terminal 5A of the QPSK modulator 
5 is connected to a high-frequency signal source 12 to be 
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described later. Thus, a sine Wave (sin out) is input to the 
mixer 8 from the high-frequency signal source 12 to be 
described later, and a cosine Wave (cos out) is input to the 
mixer 9. Furthermore, the output terminal 5D is alloWed to 
be selectively connected to the ASK modulator 1 or a mixer 
13 via the sWitch 15 to be described later. 

[0034] The high-frequency signal source 12 is connected 
to the carrier Wave input terminal 5Aof the QPSK modulator 
5, as shoWn in FIG. 1. The high-frequency signal source 12 
outputs a sine Wave (sin out) having a frequency on the order 
of, for example, 1 to 10 GHZ. 

[0035] The mixer 13 is a mixer for reception, and it has a 
reception Wave input terminal (not shoWn) Which is con 
nected to the antenna 4 via an ampli?er 14, the sWitch 16, 
and the bandpass ?lter 3. The mixer 13 also has a carrier 
Wave input terminal (not shoWn) Which is connected to the 
output terminal SD of the QPSK modulator 5 via the sWitch 
15. The mixer 13 mixes a reception Wave input from the 
antenna 4 and a sine Wave input from the QPSK modulator 
5 as a carrier Wave, detecting or demodulating an ASK data 
signal, etc. to output an IF signal. 

[0036] The sWitches 15 and 16 are sWitched for transmis 
sion and reception. The sWitches 15 and 16 connect the ASK 
modulator 1 betWeen the QPSK modulator 5 and the antenna 
4 at the time of a transmission, Whereas they connect the 
mixer 13 betWeen the QPSK modulator 5 and the antenna 4 
at the time of a reception. 

[0037] The operation of the Wireless communication appa 
ratus according to the ?rst embodiment Will noW be 
described With reference to FIGS. 1 to 5. 

[0038] As shoWn in FIG. 3, When outputting a QPSK 
modulated Wave at the time of a transmission, the sWitches 
15 and 16 connect the QPSK modulator 5 to the ASK 
modulator 1 and also connect the ASK modulator 1 to the 
antenna 4. 

[0039] In this state, a carrier Wave output from the high 
frequency signal source 12 is input to the carrier Wave input 
terminal of the QPSK modulator 5, and an I-signal I(t) and 
a Q-signal Q(t) based on four digital codes (00, 01, 10, and 
11) or four symbols of a QPSK data signal as expressed by 
equations (1) beloW are input respectively to the I-signal 
input terminal and the Q-signal input terminal. 

Q(l)=0l2(l)Sin ¢ (1) 

[0040] ot1(t) and ot2(t) are set to 1 or —1 in accordance With 
each of the symbols of QPSK data signal (ot1(t), ot2(t) e{1, 
—1}). The phase 4) is set to a ?xed value on the order of, for 
example, 45° (TE/4 [rad]). 

[0041] The QPSK modulator 5 mixes each of the I-signal 
I(t) and the Q-signal Q(t) With the carrier Wave (sin out) from 
the high-frequency signal source 12 (see FIG. 2) and adds 
the results, outputting an output signal S1(t) expressed by 
equation (2) beloW: 

+OLZ(Z)S11'1 4) cos (nt=:sin((nt:¢) (2) 

[0042] The output signal S1(t) is thus sWitched among 
four phases With phase shifts of 45°, 135°, 225°, and 315° 
relative to the carrier Wave, corresponding to the four 
symbols of the QPSK data signal. That is, the QPSK 
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modulator 5 outputs the output signal S1(t) in the form of a 
QPSK-modulated Wave (:sin(u)t:q))). 

[0043] At this time, a constant voltage V is input to the 
data input terminal 1B of the ASK modulator 1 as a data 
signal D(t). Thus, the ASK modulator 1 ampli?es the output 
signal S1(t) output from the QPSK modulator 5 by a 
constant gain. That is, the ASK modulator 1 ampli?es the 
QPSK-modulated Wave (:sin(u)t:q))) to output an output 
signal S2(t) expressed by equation (3) beloW: 

S2(t)=D(t)S1(t)=:V sin((nt:¢) (3) 
[0044] As shoWn in FIG. 4, When outputting an ASK 
modulated Wave at the time of a transmission, the sWitches 
15 and 16 connect the QPSK modulator 5 to the ASK 
modulator 1 and also connect the ASK modulator 1 to the 
antenna 4, similarly to FIG. 3. 

[0045] In this state, a carrier Wave (sin cut) output from the 
high-frequency signal source 12 is input to the carrier Wave 
input terminal of the QPSK modulator 5, and an I-signal I(t) 
and a Q-signal Q(t) expressed by equations (4) beloW are 
input respectively to the I-signal input terminal and the 
Q-signal input terminal. The phases of the I-signal I(t) and 
the Q-signal Q(t) are set to the same ?xed value 4), for 
example, 45° (TE/4 [rad]), and the amplitudes thereof are also 
set to the same ?xed value A. 

1(t)=A cos 4) 

Q(l)=A Sin 4) (4) 

[0046] The QPSK modulator 5 mixes each of the I-signal 
I(t) and the Q-signal Q(t) With the carrier Wave (sin out) from 
the high-frequency signal source 12 and adds the results, 
outputting an output signal S1(t) expressed by equation (5) 
beloW. That is, the QPSK modulator 5 outputs the output 
signal S1(t) in the form of a sine Wave (A sin(u)t+q))). 

[0047] At this time, a discretiZed ASK data signal D(t) 
e{0, 1} is input to the data input terminal of the ASK 
modulator 1 as a data signal D(t). Thus, the ASK modulator 
1 ASK-modulates the output signal S1(t) in the form of the 
sine Wave output from the QPSK modulator 5 using the data 
signal D(t). That is, the ASK modulator 1 outputs an output 
signal S2(t) in the form of an ASK modulated Wave (D(t)A 
sin((u)t+q))) as expressed by equation (6) beloW: 

S2(t) = D(nsm) (6) 

[0048] As shoWn in FIG. 5, at the time of a reception, the 
sWitches 15 and 16 connect the QPSK modulator 5 to the 
mixer 13 and also connect the mixer 13 to the antenna 4. 

[0049] In this state, a carrier Wave (sin cut) output from the 
high-frequency signal source 12 is input to the carrier Wave 
input terminal of the QPSK modulator 5. Furthermore, an 
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I-signal I(t) and a Q-signal Q(t), the phases thereof being set 
to the same ?xed value 4), for example, 45° (TE/4 [rad]) and 
the amplitudes thereof being set to the same ?xed value A, 
are input respectively to the I-signal input terminal and the 
Q-signal input terminal. Thus, similarly to the case of 
outputting an ASK-modulated Wave, the QPSK modulator 5 
outputs an output signal S1(t) in the form of a sine Wave 

[0050] Then, the mixer 13 mixes a reception Wave 
received by the antenna 4 and the output signal S1(t) output 
from the QPSK modulator 5, thereby doWn-converting the 
reception Wave into a data signal IF. 

[0051] As described above, according to the ?rst embodi 
ment, the output terminal SD of the QPSK modulator 5 is 
connected to the carrier Wave input terminal 1A of the ASK 
modulator 1. Thus, When outputting a QPSK-modulated 
Wave, the QPSK modulator 5 outputs a QPSK-modulated 
Wave, and the ASK modulator 1 ampli?es the QPSK 
modulated Wave by a constant gain for output. 

[0052] On the other hand, When outputting an ASK 
modulated Wave, the QPSK modulator 5 outputs a sine 
Wave, and the ASK modulator 1 ASK-modulates the sine 
Wave using a data signal D(t), Whereby an ASK-modulated 
Wave is output. 

[0053] Thus, according to the ?rst embodiment, in contrast 
to the related art, separate high-frequency signal sources 
need not be connected respectively to the ASK modulator 1 
and the QPSK modulator 5. That is, it suf?ces only to 
connect the high-frequency signal source 12 to the QPSK 
modulator 5. Thus, the number of parts is reduced, serving 
to loWer manufacturing cost and to reduce the siZe of 
Wireless communication apparatus. 

[0054] The sWitch 15 provided betWeen the QPSK modu 
lator 5 and each of the mixer 13 and the ASK modulator 1 
connects the ASK modulator 1 and the QPSK modulator 5 
at the time of a transmission, Whereas it connects the mixer 
13 and the QPSK modulator 5 at the time of a reception. 
Furthermore, the QPSK modulator 5 outputs a sine Wave at 
the time of a reception. Accordingly, the mixer 13 mixes a 
reception Wave received by the antenna 4 and an output 
signal S1(t) output from the QPSK modulator 5, thereby 
detecting, demodulating, or doWn-converting the reception 
Wave into a data signal. 

[0055] Second Embodiment 

[0056] FIG. 6 shoWs a Wireless communication apparatus 
according to a second embodiment. The second embodiment 
is characteriZed in that an ASK-modulated Wave is output by 
a QPSK modulator. In the folloWing description of the 
second embodiment, the same components as in the ?rst 
embodiment are designated by the same characters, and 
descriptions thereof Will be omitted. 

[0057] Referring to FIG. 6, a QPSK modulator 21 is 
constructed similarly to the QPSK modulator 5 in the ?rst 
embodiment. More speci?cally, the QPSK modulator 21 has 
a carrier Wave input terminal, an I-signal input terminal, a 
Q-signal input terminal, and an output terminal (none of 
them shoWn). The output terminal of the QPSK modulator 
21 is alloWed to be selectively connected to the ASK 
modulator 1 or the mixer 13 by the sWitch 15. 
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[0058] The operation of the Wireless communication appa 
ratus according to the second embodiment Will noW be 
described. The operation is the same as in the ?rst embodi 
ment When outputting a QPSK-modulated Wave at the time 
of a transmission and for reception, and thus descriptions of 
these cases Will be omitted. 

[0059] When outputting an ASK-modulated Wave at the 
time of a transmission, similarly to the ?rst embodiment, the 
sWitches 15 and 16 connect the QPSK modulator 21 to the 
ASK modulator 1 and also connect the ASK modulator 1 to 
the antenna 4. 

[0060] In this state, a carrier Wave (sinuut) output from the 
high-frequency signal source 12 is input to the carrier Wave 
input terminal of the QPSK modulator 21, and an I-signal 
I(t) and a Q-signal Q(t) expressed by equations (7) beloW are 
input respectively to the I-signal input terminal and the 
Q-signal input terminal. The phases of the I-signal I(t) and 
the Q-signal Q(t) are set to the same ?xed value 4), for 
example, 45° (TE/4 [rad]), and the amplitudes ot(t) thereof 
change identically in time in accordance With ASK data 

[0061] The QPSK modulator 21 mixes each of the I-signal 
I(t) and the Q-signal Q(t) With the carrier Wave (sin out) from 
the high-frequency signal source 12 and adds the results, 
thereby outputting an output signal S1(t) expressed by 
equation (8) beloW. That is, the QPSK modulator 21 ASK 
modulates the carrier Wave based on the amplitude ot(t), 
thereby outputting the output signal S1(t) in the form of an 
ASK-modulated Wave (ot(t)sin(u)t+q))) 

[0062] At this time, a signal having a constant voltage V 
is input to the data input terminal of the ASK modulator 1 
as a data signal D(t). Thus, the ASK modulator 1 ampli?es 
the output signal S1(t) output from the QPSK modulator 21 
by a constant gain. That is, the ASK modulator 1 ampli?es 
the ASK-modulated Wave (ot(t)sin(u)t+q))) to output an out 
put signal S2(t) expressed by equation (9) beloW. 

S2(t) = D(nsm) (9) 

[0063] As described above, the second embodiment 
achieves the same operation and advantages as the ?rst 
embodiment. Furthermore, according to the second embodi 
ment, because an ASK-modulated Wave is output using the 
QPSK modulator 21, an ASK-modulated Wave can be output 
even if, for example, the data signal D(t) cannot be correctly 
modulated due to a malfunction in the ASK modulator 1. 
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[0064] Third Embodiment 

[0065] FIG. 7 shows a Wireless communication apparatus 
according to a third embodiment. The third embodiment is 
characteriZed in that a QPSK modulator outputs a sine Wave 
by a QPSK operation With a shift of 313/4. In the following 
description of the third embodiment, the same components 
as in the ?rst embodiment are designated by the same 
characters, and descriptions thereof Will be omitted. 

[0066] A QPSK modulator 31 is constructed similarly to 
the QPSK modulator 5 in the ?rst embodiment. More 
speci?cally, the QPSK modulator 31 has a carrier Wave input 
terminal, an I-signal input terminal, a Q-signal input termi 
nal, and an output terminal (none of them shoWn). The 
output terminal of the QPSK modulator 31 is alloWed to be 
selectively connected to the ASK modulator 1 or the mixer 
13 by the sWitch 15. 

[0067] A high-frequency signal source 32 is constructed 
similarly to the high-frequency signal source 12 in the ?rst 
embodiment, and is connected to the carrier Wave input 
terminal of the QPSK modulator 31. The oscillation fre 
quency f1 of the high-frequency signal source 32 is set in 
advance to a value Which is loWer than a frequency f0 to be 
used for ASK modulation, the frequency of a carrier Wave 
input to the modulator When a QPSK modulation Without a 
313/4 shift is performed, or the frequency of a carrier Wave 
input to the modulator When a quadrature modulation is 
performed, as expressed by equation (10) beloW: 

f1=?)—(R/4) (10) 
[0068] Where the unit of frequency is HZ. 

[0069] R represent the transmission rate of QPSK data 
signals Which are input to the QPSK modulator 31. Thus, the 
high-frequency signal source 32 outputs a sine Wave (sin 
uult) corresponding to the frequency f1. 

[0070] The operation of the Wireless communication appa 
ratus according to the third embodiment Will noW be 
described. The operation is the same as in the ?rst embodi 
ment When outputting a QPSK-modulated Wave at the time 
of a transmission and for reception, and thus descriptions of 
these cases Will be omitted. 

[0071] When an ASK-modulated Wave is output at the 
time of a transmission, similarly to the ?rst embodiment, the 
sWitches 15 and 16 connect the QPSK modulator 31 to the 
ASK modulator 1 and also connect the ASK modulator 1 to 
the antenna 4. 

[0072] In this state, a carrier Wave (sin uult) output from 
the high-frequency signal source 32 is input to the carrier 
Wave input terminal of the QPSK modulator 31, and an 
I-signal Ik and a Q signal Qk expressed by equations (11) 
beloW are input respectively to the I-signal input terminal 
and the Q-signal input terminal. The phase (1)1 of the I-signal 
Ik and the Q-signal Qk is set, for example, to 45° (TE/4 [rad]) 
correspondingly to the symbol “00” of a QPSK data signal. 
Ik-1 and Qk-1 represent an I-signal and a Q-signal one 
symbol time before, respectively. 

Ik=Ik-1 cos ¢1—Qk—1 sin ¢1 

Qk=1k—1 sin ¢1+Qk—1 cos ¢1 (11) 

[0073] The QPSK modulator 31 mixes each of the I-signal 
Ik and the Q-signal Qk With the carrier Wave (sin uult) from 
the high-frequency signal source 32 and adds the results. 
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Thus, the QPSK modulator 31 performs a 313/4 shift QPSK 
operation in Which the phase is rotated by 313/4 [rad] in each 
symbol time (tWo bits of QPSK data signal). 

[0074] As a result, the QPSK modulator 31 outputs an 
output signal S1(t) in the form of a sine Wave (sin uu0t), the 
frequency f0 thereof (f0=uu0/(2J'c)) being a value (f0=f1+R/4) 
Which is higher than the frequency f1 of the carrier Wave (sin 
uult) output from the high-frequency signal source 32 by the 
transmission rate R/4'HZ of QPSK data signals. Thus, the 
QPSK modulator 31 outputs, as the output signal S1(t), a 
sine Wave (sin uu0t) corresponding to the frequency f0 Which 
is used for ASK modulation. 

[0075] At this time, a discretiZed ASK data signal D(t) 
e{0, 1} is input to the data input terminal of the ASK 
modulator 1 as a data signal D(t). Thus, the ASK modulator 
1 ASK-modulates the output signal S1(t) in the form of the 
sine Wave output from the QPSK modulator 31 using the 
data signal D(t), thereby outputting an output signal S2(t) in 
the form of an ASK-modulated Wave (D(t)sin uu0t) 
expressed in equation (12) beloW: 

[0076] As described above, the third embodiment achieves 
the same operation and advantages as the ?rst embodiment. 

[0077] Furthermore, as described above, according to the 
third embodiment, a carrier Wave having a frequency f1 
Which is loWer than a predetermined frequency f0 to be used 
for ASK modulation by a transmission rate R/4'HZ is input 
to the QPSK modulator 31. Thus, even if the frequency f0 
of an output signal S1(t) output from the QPSK modulator 
31 is raised by the transmission rate R/4'HZ due to a 313/4 shift 
QPSK operation, the QPSK modulator 31 outputs a sine 
Wave having the predetermined frequency f0. Thus, the ASK 
modulator 1 ASK-modulates the sine Wave having the 
frequency f0 using the data signal D(t), thereby outputting 
an ASK-modulated Wave. 

[0078] Although the operation in this embodiment is the 
same as in the ?rst embodiment When outputting a QPSK 
modulated Wave at the time of a transmission and for 
reception, for example, When outputting a QPSK-modulated 
Wave, the QPSK modulator 31 may perform a 313/4 shift 
QPSK operation. Furthermore, at the time of a reception, the 
QPSK modulator 31 may output a sine Wave by a 313/4 shift 
QPSK operation, similarly to the case of outputting an 
ASK-modulated Wave. 

[0079] Fourth Embodiment 

[0080] FIG. 8 shoWs a Wireless communication apparatus 
according to a fourth embodiment. The fourth embodiment 
is characteriZed in that a mixer for raising frequency (here 
inafter referred to as an up-mixer) is connected betWeen an 
ASK modulator and a QPSK modulator. In the folloWing 
description of the fourth embodiment, the same components 
as in the ?rst embodiment are designated by the same 
characters, and descriptions thereof Will be omitted. 

[0081] Referring to FIG. 8, an up-mixer 41 is connected 
betWeen the QPSK modulator 5 and the sWitch 15. One input 
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terminal of the up-miXer is connected to the output terminal 
of the QPSK modulator 5, and the other input terminal of the 
up-miXer 41 is connected to a high-frequency signal source 
42 for raising frequency. An output terminal of the up-miXer 
41 is connected to the sWitch 15 via a bandpass ?lter 43. 

[0082] In order to raise the frequency of an output signal 
S1(t) output from the QPSK modulator 5 by a predetermined 
frequency, the high-frequency signal source 42 outputs a 
sine Wave (sin (out) having a frequency in accordance With 
the frequency difference betWeen a signal S1‘(t) input to the 
ASK modulator 1, etc. and the output signal S1(t). 

[0083] The frequency of the output signal S1(t) from the 
QPSK modulator 5 is raised by the up-miXer 41, etc., so that 
the signal S1‘(t) With a frequency having been raised by the 
frequency of the sine Wave (sin (out) from the high-fre 
quency signal source 42 can be selectively supplied to the 
ASK modulator 1 or the miXer 13. 

[0084] As described above, the fourth embodiment 
achieves the same operation and advantages as the ?rst 
embodiment. Furthermore, according to the fourth embodi 
ment, because the up-miXer 41 for raising frequency is 
connected betWeen the ASK modulator 1 and the QPSK 
modulator 5, even if, for eXample, the radio frequency is as 
high as 5 GHZ or above, it suf?ces for the QPSK modulator 
5 to output an output signal S1(t) With a frequency as loW as 
1 GHZ or beloW. Thus, in contrast to a case Where a 
high-frequency signal is output directly by the QPSK modu 
lator 5, Which requires use of an expensive material such as 
GaAs (gallium arsenide) for the QPSK modulator 5 and 
high-precision processes, according to the fourth embodi 
ment, the QPSK modulator 5 can be implemented relatively 
easily using an inexpensive material such as silicon. Thus, 
the QPSK modulator 5 can be readily manufactured at a loW 
cost. 

[0085] Fifth Embodiment 

[0086] FIG. 9 shoWs a Wireless communication apparatus 
according to a ?fth embodiment. The ?fth embodiment is 
characteriZed in that an ASK modulator, a miXer, etc. are 
integrally formed as an RF block. In the folloWing descrip 
tion of the ?fth embodiment, the same components as in the 
?rst embodiment are designated by the same characters, and 
descriptions thereof Will be omitted. 

[0087] Referring to FIG. 9, an up-miXer unit 51 is con 
nected betWeen the QPSK modulator 5 and the sWitch 15. 
The up-miXer unit 51 includes an up-miXer 51A and an 
ampli?er 51B connected to the output of the up-miXer 51A. 
One input terminal of the up-miXer 51A is connected to the 
output terminal of the QPSK modulator 5, and the other 
input terminal of the up-miXer 51A is connected to a 
high-frequency signal source 52 for raising frequency. An 
output terminal of the up-miXer 51A is connected to the 
sWitch 15 via the ampli?er 51B and a bandpass ?lter 53. 

[0088] An RF block 54 integrates components Which 
alloW ASK modulation operation in the Wireless communi 
cation apparatus, for eXample, in the form of an IC or an RF 
module component. The RF block 54 includes the ASK 
modulator 1, the miXer 13, the ampli?ers 2 and 14, and the 
sWitches 15 and 16. Aterminal of the RF block 54 associated 
With the sWitch 15 is connected to the QPSK modulator 5 via 
the bandpass ?lter 53, etc., and a terminal of the RF block 
54 associated With the sWitch 16 is connected to the antenna 
4 via the bandpass ?lter 3. 
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[0089] The Wireless communication apparatus according 
to the ?fth embodiment achieves the same operation and 
advantages as the ?rst embodiment. Furthermore, according 
to the ?fth embodiment, because the ASK modulator 1, the 
miXer 13, the sWitches 15 and 16, etc. are integrated as the 
RF block 54, the RF block 54 can be applied to a Wireless 
communication apparatus according to the present inven 
tion, Which is capable of both ASK modulation and QPSK 
modulation, and can also be applied to a Wireless commu 
nication apparatus Which requires only ASK modulation 
function. Thus, the RF block 54 can be manufactured in a 
large quantity, serving to reduce manufacturing cost. 

[0090] Although the up-miXer unit 51 and the bandpass 
?lter 53 are connected betWeen the ASK modulator 1 and the 
QPSK modulator 5 in the ?fth embodiment, the up-miXer 
unit 51 and the bandpass ?lter 53 may be omitted similarly 
to the ?rst to the third embodiments. 

[0091] Although the present invention has been described 
in relation to particular embodiments thereof, many other 
variations and modi?cations and other uses Will become 
apparent to those skilled in the art. Therefore, the present 
invention is not limited by the speci?c disclosure herein. 

[0092] As described hereinabove, a Wireless communica 
tion apparatus according to the present invention can be 
manufactured at a loW cost and is small in siZe, and thus can 
be suitably used in digital Wireless communications. 

What is claimed is: 
1. A Wireless communication apparatus comprising: 

an ASK modulator for ASK-modulating a carrier Wave 
using a data signal; and 

a QPSK modulator for QPSK-modulating a carrier Wave 
using an I-signal and a Q-signal; 

Wherein an output terminal of said QPSK modulator is 
connected to a carrier Wave input terminal of said ASK 
modulator. 

2. A Wireless communication apparatus according to 
claim 1, further comprising: 

a miXer; and 

a sWitch provided betWeen said QPSK modulator and 
each of said miXer and said ASK modulator, said sWitch 
connecting said ASK modulator and said QPSK modu 
lator at the time of a transmission, and connecting said 
miXer and said QPSK modulator at the time of a 
reception; 

Wherein said QPSK modulator outputs a sine Wave as a 
carrier Wave to said miXer at the time of a reception. 

3. A Wireless communication apparatus according to 
claim 1 or claim 2, 

Wherein When outputting a QPSK-modulated Wave at the 
time of a transmission, said QPSK modulator QPSK 
modulates a carrier Wave using an I-signal and a 
Q-signal to output a QPSK-modulated Wave, and said 
ASK modulator ampli?es the QPSK-modulated Wave 
by a constant gain, and 

When outputting an ASK-modulated Wave at the time of 
a transmission, said QPSK modulator outputs a sine 
Wave, and said ASK modulator ASK-modulates the 
sine Wave using a data signal. 
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4. A Wireless communication apparatus according to 
claim 3, 

Wherein When outputting a QPSK-modulated Wave at the 
time of a transmission, said QPSK modulator receives 
input of data signals respectively as an I-signal and a 
Q-signal and outputs a QPSK-modulated Wave, and 
said ASK modulator receives input of a signal having 
a constant voltage as a data signal and ampli?es the 
QPSK-modulated Wave by a constant gain. 

5. A Wireless communication apparatus according to 
claim 3 or claim 4, 

Wherein When outputting an ASK-modulated Wave at the 
time of a transmission, said QPSK modulator receives 
input of signals having the same ?xed phases and ?xed 
amplitudes respectively as an I-signal and a Q-signal 
and outputs a sine Wave, and said ASK modulator 
receives input of a data signal and ASK-modulates the 
sine Wave to output an ASK-modulated Wave. 

6. A Wireless communication apparatus according to 
claim 3 or claim 4, 

Wherein When outputting an ASK-modulated Wave at the 
time of a transmission, said QPSK modulator receives 
input of signals based on a QPSK data signal “00” as 
an I-signal and a Q-signal and performs a 31/4 shift 
QPSK operation to output a sine Wave, and said ASK 
modulator receives input of a data signal and ASK 
modulates the sine Wave to output an ASK-modulated 
Wave. 

7. A Wireless communication apparatus according to 
claim 6, 

Wherein said QPSK modulator receives input of a carrier 
Wave having a frequency Which is loWer than a prede 
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termined frequency by a transmission rate/4~HZ and 
performs a 31/4 shift QPSK operation to output a sine 
Wave having the predetermined frequency. 

8. A Wireless communication apparatus according to 
claim 1 or claim 2, 

Wherein When outputting a QPSK-modulated Wave at the 
time of a transmission, said QPSK modulator QPSK 
modulates a carrier Wave using an I-signal and a 

Q-signal to output a QPSK-modulated Wave, and said 
ASK modulator ampli?es the QPSK-modulated Wave 
by a constant gain, and 

When outputting an ASK-modulated Wave at the time of 
a transmission, said QPSK modulator receives input of 
data signals having the same ?xed phases and ampli 
tudes thereof changing identically in time respectively 
as an I-signal and a Q-signal and outputs an ASK 
modulated Wave, and said ASK modulator receives 
input of a signal having a constant voltage as a data 
signal and ampli?es the ASK-modulated Wave by a 
constant gain. 

9. AWireless communication apparatus according to one 
of claims 1 to 8, further comprising an up-mixer for raising 
frequency, connected betWeen said ASK modulator and said 
QPSK modulator. 

10. AWireless communication apparatus according to one 
of claims 2 to 8, 

Wherein said ASK modulator, said mixer, and said switch 
are integrated as an RF block. 


