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A pad is provided for monitoring administration of medical 
products to a patient, each of the medical products including 
a Radio Frequency Identi?cation (RFID) tag for storing data 
related to the respective medical product. The pad includes 
an RF antenna for reading RFID tags associated With 
medical products placed in close proximity to the pad to 
obtain data stored in the RFID tags. A processor coupled to 
the antenna compares the data With data associated With a 
patient to verify that the patient is intended to receive the 
medical products. The pad may include an output device that 

(22) Filed; Feb 26’ 2002 is activated When the processor detects a mismatch betWeen 
the data from the RFID tags and the patient data. Optionally, 

Publication Classi?cation the patient data may be accessed by a remote computer 
device communicating With the processor to verify that the 
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Pharmacy receives shipment of medical products “f 310 

i 
Information in the RFID tag of each of the received medical \_/\ 320 

products is read into the pharmacy terminal 

t 
Pharmacy terminal transmits the read information to the \/\ 330 

management computer 

Management computer uses the information received from the 
pharmacy terminal to update the pharmacy inventory in the \/ 

database 

i 
The database receives information of the medical products \f 350 

shipped to the healthcare facility 

l 
Management computer compares the information of the medical \/\ 360 
products shipped to the healthcare facility with the information 
received from the pharmacy terminal to verify that all of the 

medical products shipped to the healthcare facility were received 
by the pharmacy 

340 

FIG. 3 
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Dispensing terminal reads the RF'lD tags inside the dispensing 
unit before the dispensing unit receives the medical products f 510 

from the pharmacy 

Healthcare worker places the medical products from the \f 520 
pharmacy in the dispensing unit 

Dispensing terminal reads the RFID tags inside the dispensing \f‘ 530 
unit after the medical products are placed in the dispensing unit 

Dispensing terminal compares the RFID tag readings taken 
before and after the medical products are placed in the \f 540 

dispensing unit to identify the medical products placed in the 
dispensing unit 

l 
Dispensing terminal transmits information of the medical products \/'\ 550 

received by the dispensing unit to the management computer 

i 
Management computer verifies that the dispensing unit received w 560 

all of the medical products withdrawn from the pharmacy for 
transport to the dispensing unit by comparing the medical 

products received by the dispensing unit with the record of the 
medical products withdrawn from the pharmacy 

FIG. 5 
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Healthcare worker loegins a round f 610 

Healthcare worker logs onto the dispensing unit terminal of 620 

Healthcare worker pulls up information of the patients assigned to \/ 630 
him or her in ‘the round ‘ 

i 
Healthcare worker removes the medical products to be \/~ 640 

administered to the patients in the round from the dispensing unit 

l 
Despensing terminal identifies the medical products removed \f 650 

from the dispensing unit by the healthcare worker 

t 
Dispensing terminal verifies that the healthcare worker removed \/ 660 
only those medical products from the dispensing unit that he or 

she was authorized to remove 

FIG. 6 
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Bedside terminal identi?es the patient to be administered the \/\ 810 
medical products 

l 
Healthcare worker takes out the medical products that he or she \f 820 

intends to administer to the patient 

Healthcare worker reads the RFID tags of the medical products \/ 830 
into the bedside terminal 

Bedside terminal verifies that the healthcare worker intends to 
administer the correct medical products to the patient by \f‘ 840 
comparing the information read from the RFID tags with 

information of the medical products to be administered to the 
patient 

‘ 

\/\ 850 

Bedside terminal indicates to the healthcare worker whether to 
administer the medical products to the patient based on the 

above veri?cation 

FIG. 8 
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SYSTEMS AND METHODS FOR TRACKING 
PHARMACEUTICALS WITHIN A FACILITY 

FIELD OF THE INVENTION 

[0001] The present invention relates generally to systems 
and methods for administering or dispensing medical prod 
ucts, and more particularly to systems and methods for 
administering, dispensing, monitoring, and/or tracking the 
delivery of pharmaceuticals or other medical products to 
individuals in order to minimiZe or avoid adverse events. 

BACKGROUND OF THE INVENTION 

[0002] In healthcare facilities, e.g., hospitals, medical 
products prescribed to patients may be temporarily stored in 
medication-dispensing units. Typically, a healthcare facility 
has one or more medication-dispensing units located on each 
?oor and/or nursing station of the healthcare facility for 
storing medical products prescribed to patients on that ?oor. 
Each of the medication-dispensing units may include lock 
able storage compartments to limit access of the medical 
products contained therein to authoriZed healthcare Workers. 
Controlled substances, such as morphine, may be segregated 
into individual storage compartments in a medication-dis 
pensing unit to control access to these substances. 

[0003] A healthcare Worker, e.g., nurse, may log onto a 
medication-dispensing unit before administering medical 
products to patients. In order to authenticate the healthcare 
Worker logging on, the dispensing unit may require the 
healthcare Worker to scan an identi?cation badge. Alterna 
tively, the healthcare Worker may gain access to the medical 
products in the dispensing unit With an electronic or manual 
key. Once logged on, the healthcare Worker may pull up a 
list of patients assigned to him or her, including the medical 
products to be administered to the patients. The healthcare 
Worker may then remove the medical products identi?ed in 
the list of patients from the dispensing unit. In a further 
alternative, the dispensing unit may automatically grant the 
healthcare Worker access to one or more individual storage 

compartments including medical products. 

[0004] The inventory of medical products in a medication 
dispensing unit may be monitored manually by requiring 
healthcare Workers logged onto the dispensing unit to per 
form inventory checks of medical products in the dispensing 
unit, e.g., by counting the quantities of the medical products 
in the dispensing unit. The healthcare Workers may then 
manually report their inventory checks to the dispensing 
unit, e.g., by entering inventory counts into the dispensing 
unit With a keypad or other input device. The healthcare 
Workers may perform the manual inventory checks before 
and/or after removing medical products from the dispensing 
unit. 

[0005] One problem With a manual approach for monitor 
ing the inventory of medical products in a dispensing unit is 
that it relies on the accuracy of healthcare Workers to 
manually check and report the inventory of medical products 
in the dispensing unit, Which introduces human error. 
Another problem With a manual approach is that it may not 
prevent a dishonest healthcare Worker from removing one or 
more unauthoriZed medical products, e.g., a controlled sub 
stance, from the dispensing unit. When this occurs, an 
unauthoriZed removal of a medical product may not be 
detected until another healthcare Worker performs an inven 
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tory check of the medical product in the dispensing unit and 
detects a discrepancy. In this case, the healthcare Worker 
detecting the discrepancy may report it to a healthcare 
administrator so that the administrator may investigate the 
discrepancy, e.g., by tracking doWn all of the healthcare 
Workers that have logged onto the dispensing unit Within a 
certain period of time. A problem With this approach is that 
a feW days may pass before the unauthoriZed removal is 
detected, making it dif?cult to track doWn all of the health 
care Workers. This may be especially troublesome if some of 
the healthcare Workers are roaming nurses Who only occa 
sionally visit the healthcare facility in question. 

[0006] Accordingly, automated systems and methods for 
tracking and/or monitoring removing medical products from 
a medication-dispensing unit Would be considered useful. 

SUMMARY OF THE INVENTION 

[0007] The present invention is directed to systems and 
methods for monitoring or inventorying medical products 
Within a healthcare facility, e.g., a hospital. This may include 
systems and methods for monitoring medical products enter 
ing and/or leaving a pharmacy, for dispensing medical 
products from a medication-dispensing unit, and/or for 
delivering medical products to individuals Within the facil 

[0008] In accordance With one aspect of the present inven 
tion, an apparatus is provided for tracking medical products, 
each of the medical products having a Radio Frequency 
Identi?cation (RFID) tag uniquely associated thereWith. The 
apparatus includes a casing including one or more compart 
ments for receiving one or more medical products therein. 
One or more readers are provided for reading the RFID tags 
associated With the medical products in the compartment. 
For eXample, a single reader may read the RFID tags of all 
of the medical products in the casing, or one or more readers 
may be provided for each compartment. 

[0009] A processor is coupled to the reader for receiving 
and processing readings of the RFID tags in the compart 
ment to identify the medical products in the compartment. 
The processor may identify a medical product removed from 
the compartment by determining a difference betWeen read 
ings of the RFID tags in the compartment taken before and 
after the medical product is removed from the compartment. 
Optionally, the processor may verify that the medical prod 
uct removed from the compartment is authoriZed to be 
removed, e.g., by comparing a product identi?er associated 
With the RFID tag of the removed medical product to a 
product identi?er of a medical product authoriZed to be 
removed from the compartment. The product identi?er may 
include at least one of a product name, a product serial 
number, a product lot number, and a patient identi?er. 

[0010] The apparatus may also include a display coupled 
to the processor for displaying a mismatch noti?cation on 
the display When the processor detects a mismatch betWeen 
the product identi?er read from the RFID tag of the removed 
medical product and the product identi?er of the medical 
product authoriZed to be removed. Optionally, the apparatus 
may include an input device coupled to the processor for 
identifying a patient to be associated With one or more 
medical products being removed from the compartment. 

[0011] The apparatus may also include a return compart 
ment for returning unused medical products, and a reader for 
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reading an RFID tag of any returned medical product placed 
in the return compartment, the processor coupled to the 
reader for identifying the returned medical product. 

[0012] In accordance With another aspect of the present 
invention, a method is provided for monitoring removal of 
medical products stored in a medication-dispensing unit, 
each of the medical products comprising a Radio Frequency 
Identi?cation (RFID) tag uniquely associated thereWith. The 
RFID tags of the medical products in an individual com 
partment or in the dispensing unit may be read before 
removing one or more medical products from the dispensing 
unit. One or more medical products may be removed from 
the dispensing unit, and then the RFID tags of the medical 
products remaining in the individual compartment or dis 
pensing unit may be read after the one or more medical 
products are removed from the dispensing unit. Adifference 
betWeen the readings of the RFID tags taken before and after 
the one or more medical products are removed from the 
dispensing unit may be determined to identify the one or 
more medical products removed from the dispensing unit. 

[0013] Optionally, the dispensing unit may automatically 
verify that the one or more medical products removed from 
the dispensing unit are authoriZed to be removed from the 
dispensing unit. For eXample, a product name identi?ed by 
an RFID tag removed from the dispensing unit may be 
compared With a product name authoriZed to be removed 
from the dispensing unit. In addition or alternatively, a 
patient may be identi?ed, and a product name identi?ed by 
the RFID tag removed from the dispensing unit may be 
compared With a list of medical products scheduled for 
deliver to the identi?ed patient. 

[0014] In another option, the dispensing unit may transmit 
an inventory notice from the dispensing unit When a quantity 
of RFID tags stored Within the dispensing unit falls beloW a 
threshold and/or to provide a current inventory of the 
contents of the dispensing unit. 

[0015] In yet another option, a medical product may be 
returned to the dispensing unit, and the RFID tags of the 
medical products in the dispensing unit may be read before 
and after the medical product is returned to the dispensing 
unit. A difference betWeen the readings of the RFID tags 
taken before and after the medical products are returned to 
the dispensing unit may be used to identify the medical 
product returned to the dispensing unit. In addition, an 
intended patient for the returned medical product may be 
identi?ed, and a notice may be sent, e.g., to a pharmacy, 
doctor, administrator, and the like, that the intended patient 
did not receive the returned medical product. 

[0016] It Will be appreciated that any of these procedures, 
e.g., identifying medical products removed or returned to a 
dispensing unit, inventorying contents, and/or identifying 
intended patients, may be performed separately from one 
another or together. 

[0017] In accordance With yet another aspect of the 
present invention, an apparatus is provided for monitoring 
administration of medical products to a patient, each of the 
medical products including a Radio Frequency Identi?cation 
(RFID) tag for storing data related to the respective medical 
product. The apparatus includes a reader for substantially 
simultaneously reading RFID tags associated With a plural 
ity of medical products to obtain the data stored in the RFID 
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tags, and a processor coupled to the reader for comparing the 
data obtained from the RFID tags With data associated With 
a patient to verify that the patient is intended to receive the 
medical products. In a preferred embodiment, the reader is 
an antenna in a read pad for reading the RFID tags associ 
ated With the medical products When the medical products 
are placed in close proximity to the read pad, e.g., When the 
medical products are placed on a surface of the read pad. 

[0018] Optionally, the apparatus may include an output 
device coupled to the processor; the processor activates the 
output device When the processor detects a mismatch 
betWeen the data obtained from the RFID tags and the data 
associated With the patient. 

[0019] During use, one or more medical products may be 
placed in close proximity to a RF antenna, e.g., the reader, 
and the Radio Frequency Identi?cation (RFID) tags associ 
ated With the medical products may be read using the RF 
antenna to obtain the data stored in the RFID tags. Each of 
the plurality of medical products may be identi?ed based 
upon the data obtained from the RFID tags. Optionally, data 
associated With a patient may be accessed, and the processor 
or a computer device communicating With the processor 
may verify that the patient is intended to receive the medical 
product by comparing the data obtained from the RFID tag 
With the data associated With the patient. 

[0020] Other objects and features of the present invention 
Will become apparent from consideration of the folloWing 
description taken in conjunction With the accompanying 
draWings. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0021] FIG. 1A shoWs a delivery device including an 
RFID tag, in accordance With the present invention. 

[0022] FIG. 1B shoWs a medical container including an 
RFID tag, in accordance With the present invention. 

[0023] FIG. 2 shoWs an embodiment of a system for 
tracking and monitoring medical products, in accordance 
With the present invention. 

[0024] FIG. 3 is a ?oWchart, shoWing a method for 
tracking the inventory of medical products in a pharmacy, in 
accordance With the present invention. 

[0025] FIG. 4 shoWs an embodiment of a medication 
dispensing unit, in accordance With the present invention. 

[0026] FIG. 5 is a ?oWchart, shoWing a method for 
verifying that a medication-dispensing unit receives medical 
products, in accordance With the present invention. 

[0027] FIG. 6 is a ?oWchart, shoWing a method for 
verifying that a healthcare Worker only removes medical 
products from the dispensing unit that he or she is authoriZed 
to remove, in accordance With the present invention. 

[0028] FIG. 7 shoWs an embodiment of a bedside termi 
nal, in accordance With the present invention. 

[0029] FIG. 8 is a ?oWchart, shoWing a method for 
verifying that a healthcare Worker intends to administer the 
correct medical products to a patient, in accordance With the 
present invention. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

[0030] The present invention provides systems and meth 
ods for tracking and monitoring medical products Within a 
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healthcare facility, e.g., a hospital, clinic, or the like. The 
medical products may include vaccines, pharmaceuticals, or 
other therapeutic or diagnostic agents. 

[0031] The medical products may be placed in drug deliv 
ery devices, such as syringes or other injection devices. FIG. 
1A illustrates an eXemplary drug delivery device 12 in the 
form of a syringe. Each of the drug delivery devices 12 may 
contain a unit dose of the medical product, such as a 
pre-?lled syringe or ampoule. In addition, or alternatively, 
each of the delivery devices 12 may include a holder (not 
shoWn) Within Which a syringe or other medical cartridge 
may be received and/or a needle guard device (not shoWn) 
that may be attached to a syringe or medical cartridge. In a 
further alternative, the medical products may be placed in 
medical containers, such as bottles, vials, IV bags, pouches, 
and the like, or packaging (not shoWn) from Which the 
medical products may be removed and administered to 
patients. FIG. 1B illustrates an exemplary medical container 
15 in the form of a vial. 

[0032] The medical products are tracked Within the health 
care facility by attaching a radio frequency identi?cation 
(RFID) tag 20 to each of the delivery devices 12 and/or 
medical containers 15 containing the medical products, as 
eXplained further beloW. FIGS. 1A and 1B shoW an eXem 
plary RFID tag 20 attached to a delivery device 12 and a 
medical container 15, respectively. Each of the RFID tags 20 
includes a Write/read memory (not shoWn) for storing infor 
mation and a built-in antenna (not shoWn) for communicat 
ing With a RF reader/Writer. A RF reader may include an 
antenna for reading information stored in the RFID tag 20, 
e.g., by transmitting an RF interrogation signal to induce the 
RFID tag 20 to transmit its information to the RF reader, 
Which is detected by the antenna. The RFID tag 20 may be 
active, i.e., poWered by an internal poWer source, or passive, 
i.e., poWered by a RF signal transmitted from the RF reader. 

[0033] The RFID tag 20 attached to each of the delivery 
devices 12, medical containers 15, and/or packaging (not 
shoWn) stores information related to the medical product 
contained therein. The information in the RFID tag 20 may 
include product information, such as a serial number and/or 
a National Drug Code (NDC) associated With the medical 
product, a product name, a manufacture’s name, a lot 
number, and/or an expiration date. Alternatively, the infor 
mation in the RFID tag 20 may include a product identi?er 
uniquely associated With one or more entries in a database 
that may be accessed to obtain information related to the 
medical product. The information in the RFID tag 20 may 
also include dosage information, identifying the amount 
and/or concentration of the medical product, and/or a patient 
identi?er identifying a patient intended to receive the medi 
cal product. Other optional information may include admin 
istration requirements, instructions for use and/or product 
Warning, such as possible allergic reactions or adverse 
interaction of the product With other medical products. Other 
information that may be stored in the RFID tag 20 is given 
beloW. Information may be Written into the RFID tag 20 by 
the manufacturer of the medical product and/or the health 
care facility receiving the medical product. Some or all of 
the information in the RFID tag 20 may also be printed on 
the outer surface of the RFID tag 20 so that a healthcare 
Worker may visually read the information. 

[0034] Each of the RFID tags 20 may be made thin and 
?exible, alloWing the RFID tag 20 to be attached to a 
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delivery device 12, medical container 15, and/or packaging 
(not shoWn) so that it does not interfere With using the 
delivery device 12 or medical container 15. For eXample, an 
RFID tag 20 may be af?Xed around the barrel of a syringe 
12, as illustrated in FIG. 1A. 

[0035] RFID tags 20 offer several advantages over con 
ventional barcode tags. For eXample, a RF reader does not 
require a line of sight betWeen itself and a RFID tag 20 to 
read the information in the RFID tag 20. In addition, a RF 
reader may read many RFID tags 20 at a time, While a 
barcode reader or scanner can only read one barcode tag at 

a time. Furthermore, RFID tags 20 may be smaller, more 
accurate, more durable, and may be capable of storing more 
information than barcode tags. 

[0036] FIG. 2 is a diagram illustrating a system 110 for 
tracking and monitoring medical products according to an 
eXemplary embodiment of the invention. The system 110 
may be implemented at a healthcare facility, such as a 
hospital, a nursing home, a clinic, or the like. 

[0037] The system 110 includes a healthcare management 
computer 115 and a healthcare database 120. The healthcare 
management computer 115 manages and stores information 
related to the operation of the healthcare facility in the 
healthcare database 120. The management computer 115 
may be a central computer and/or a netWork of computers 
and may or may not be physically located on the premises 
of the healthcare facility. The system 110 also includes a 
pharmacy terminal 130 coupled to a RF reader/Writer 135 
and a medication dispensing terminal 140 coupled to a RF 
reader 145. The system 110 further includes a bedside 
terminal 150 coupled to a RF reader 155, Which may be 
located at or near the bedside of a patient (not shoWn). Each 
of the terminals 130,140,150 preferably includes a proces 
sor, memory, an input device, and an output device (all not 
shoWn) for performing the tasks described beloW. In addi 
tion, each of the RF readers 135,145,155 may be built into 
their respective terminal 130,140,150. Each of the terminals 
130,140,150 may be linked to the management computer 
115 via communications links 160,165,170, respectively. 
The communications links 160,165,170 may be cable links, 
optical links, and/or Wireless links, e.g., short-range RF 
links. Preferably, each of the terminals 130,140,150 may 
access patient and/or medical product information stored in 
the healthcare database 120 via the communications links 
160,165,170. 

[0038] The information stored in the healthcare database 
120 may include a patient ?le uniquely associated With each 
individual patient admitted in the healthcare facility. Each of 
the patient ?les may include the patient’s name, address, 
social security number, and/or patient ID, Which may be 
assigned to the patient upon admission to the healthcare 
facility. Each of the patient ?les may also include the 
medical products prescribed to the respective patient and/or 
a record of the medical products administered to the respec 
tive patient, including dates and time of administration, the 
healthcare Who administered the medical products, and the 
like. Each of the patient ?les may also include the current 
location of the respective patient Within the healthcare 
facility, e.g., the ?oor and/or room number of the patient in 
the healthcare facility. The information in the database 120 
may further include insurance billing information for each 
individual patient, including the name, telephone number, 
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billing address, and/or group ID of the patient’s insurer. In 
addition, the information in the database 120 may include a 
healthcare Worker ?le associated With each individual 
healthcare Worker Working at the healthcare facility. Each of 
the healthcare Worker ?les may include reports re?ecting the 
Work performance of the healthcare Worker, as explained 
further beloW. Additional information that may be stored in 
the database 120 is given beloW. 

[0039] Turning to FIG. 3, a method for tracking the 
inventory of medical products in a pharmacy of the health 
care facility Will noW be described according to an embodi 
ment of the invention. The healthcare database 120 in this 
embodiment includes a pharmacy inventory of the medical 
products stored in the pharmacy. 

[0040] In step 310, the pharmacy receives a shipment of 
medical products. Preferably, each of the medical products 
may be identi?ed by an RFID tag 20, Which may be attached 
to a delivery device 12 and/or medical container 15 con 
taining the medical product. Each of the RFID tags 20 may 
include product information for the associated medical prod 
uct, including a serial number and/or a NDC, the product 
name, the manufacturer’s name, a lot number, and/or an 
expiration date. Alternatively, or in addition, each of the 
RFID tags 20 may include a product identi?er uniquely 
associated With one or more entries in a database that may 
be accessed to obtain information related to the associated 
medical product. 

[0041] In step 320, the product information in the RFID 
tags 20 of the received medical products is read into the 
pharmacy terminal 130 using the RF reader 135. In step 330, 
the pharmacy terminal 130 transmits the product informa 
tion read from the RFID tags 20 of the received medical 
products to the management computer 115 via the commu 
nications link 160. In step 340, the management computer 
115 uses the received information to update the pharmacy 
inventory in the database 120 accordingly. The pharmacy 
inventory may be updated to include the product name, 
amount, and/or expiration date of each of the medical 
products received by the pharmacy. 

[0042] In an optional step 350, the database 120 receives 
information of the medical products shipped to the health 
care facility from the manufacturer. This information may be 
doWnloaded into the database 120 from a remote manufac 
turer database (not shoWn) via, e.g., an Internet link, from a 
CD-ROM disc included With the medical product shipment, 
or the like. The information of the medical products shipped 
to the healthcare facility may include the serial number, 
NDC, and product name of each of the medical products 
shipped to the healthcare facility. 

[0043] In step 360, the management computer 115 com 
pares the information of the medical products shipped to the 
healthcare facility With the information received from the 
pharmacy terminal 130 to verify that all of the medical 
products shipped to the healthcare facility Were received by 
the pharmacy. This comparison may be carried out, e.g., by 
having the management computer 115 compare the serial 
numbers of the medical products shipped to the healthcare 
facility With the serial numbers read from the RFID tags 20 
of the received medical products. If the management com 
puter 115 detects a mismatch betWeen the medical products 
shipped to the healthcare facility and the medical products 
received by the pharmacy in step 360, the management 
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computer 115 may transmit a noti?cation of the detected 
mismatch to the pharmacy terminal 130. The noti?cation 
may then be displayed to a healthcare Worker at the phar 
macy, e.g., via a display (not shoWn) at the pharmacy 
terminal 130. The noti?cation may include speci?c infor 
mation of the mismatch, such as the identity of any shipped 
medical products missing from the pharmacy. 

[0044] In one embodiment, the management computer 115 
automatically orders a medical product from a manufacturer 
and/or Wholesaler When the amount of the medical product 
stored in the pharmacy 130 drops beloW a predetermined 
minimal level. This may be done, e.g., by having the 
management computer 115 monitor the amount of the medi 
cal product in the pharmacy using the pharmacy inventory in 
the database 120. When the amount of the medical product 
in the pharmacy inventory drops beloW the minimal level, 
the management computer 115 may place an electronic order 
for the medical product to a manufacturer computer, e.g., via 
an Internet link. 

[0045] When a physician prescribes a medical product to 
a patient, the prescription is forWarded to the pharmacy, e. g., 
electronically or in the form of a handWritten prescription. 
The prescription may include the frequency, dosage, and 
duration that the medical product is to be administered to the 
patient. The prescription may also be sent to the manage 
ment computer 115 to be included in the associated patient 
?le in the healthcare database 120. A pharmacist at the 
pharmacy may prepare the prescribed medical product for 
administration to the patient in accordance With the pre 
scription. This may involve transferring and/or admixing 
unit doses of the prescribed medical product from a bulk 
medical container into separate delivery devices 12. Prefer 
ably, each of the delivery devices 12 has a RFID tag 20 
attached thereon into Which information related to the medi 
cal product contained therein may be Written using the RF 
Writer 135. The Written information may include the product 
name and dosage of the medical product in the delivery 
device, and/or the name, patient ID and/or the location of the 
patient intended to receive the medical product. In addition, 
the Written information may include the identity of the 
pharmacist or other health care Worker preparing the medi 
cal product and/or the date and time that the medical product 
Was prepared. 

[0046] Alternatively, or in addition, the prescribed medi 
cal product may be shipped to the pharmacy from the 
manufacturer in unit-dose delivery devices 12 or medication 
containers 15, e.g., vials, bottles, bags, and the like. In this 
case, the pharmacist may use the RF Writer 135 to Write 
additional information into each of the RFID tags 20 
attached to the delivery devices 12 and/or medication con 
tainers 15, including the name, patient ID and/or location of 
the patient intended to receive the medical product. Option 
ally, individual delivery devices 12 and/or medication con 
tainers 15 may be assigned to individual patients as they are 
removed from a dispensing unit (not shoWn), as described 
further beloW. 

[0047] After the medical product is prepared for the 
patient, the medical product may be grouped With other 
prepared medical products for transport to a medication 
dispensing unit. As the medical products are WithdraWn 
from the pharmacy for transportation to the medication 
dispensing unit, the information in the RFID tags 20 of the 
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medical products may be read into the pharmacy terminal 
130 using the RF reader 135. For example, all of the medical 
products may be identi?ed by passing a cart or other device 
carrying the medical products into close proximity With the 
RF reader 135, thereby simultaneously reading all of the 
RFID tags 20 identifying the medical products. For example, 
the RF reader 135 may be mounted to a doorWay of the 
pharmacy for automatically reading the RFID tags 20 of the 
medical products as they are WithdraWn from the pharmacy. 
The pharmacy terminal 130 may also identify the medica 
tion-dispensing unit intended to receive the medical prod 
ucts. This may be done by having a healthcare Worker 
manually enter the identity of the dispensing unit into the 
pharmacy terminal 130, and/or reading a RFID tag identi 
fying the dispensing unit using the RF reader 135. This may 
also be done by reading a patient identi?er and/or location 
from the RFID tags 20 of the medical products into the 
pharmacy terminal 130 and having the pharmacy terminal 
130 access a database matching the patient identi?er and/or 
location With an assigned dispensing unit. The pharmacy 
terminal 130 may also identify the healthcare Work trans 
porting the medical products to the dispensing unit. This 
may be done by having the healthcare Worker enter a code 
and/or pin number uniquely associated With the healthcare 
Worker into the pharmacy terminal 130, and/or reading a 
RFID tag identifying the healthcare Worker using the RF 
reader 135. 

[0048] The pharmacy terminal 130 may then transmit the 
information read from RFID tags 20 of the medical products 
to the management computer 115 via the communications 
link 160. The pharmacy terminal 130 may also transmit the 
identity of the dispensing unit to receive the medical prod 
ucts and/or the identity of the healthcare Worker transporting 
the medical products to the dispensing unit. The manage 
ment computer 115 uses the received information to record 
the medical products being WithdraWn from the pharmacy in 
the database 120 and to update the pharmacy inventory in 
the database 120 accordingly. The record of the medical 
products being WithdraWn from the pharmacy may include 
the product name and amount of each of the medical product 
being WithdraWn. The record may also include the date and 
time that the medical products are WithdraWn from the 
pharmacy, the identity of the dispensing unit to receive the 
medical products, and/or the identity of the healthcare 
Worker transporting the medical products to the dispensing 
unit. 

[0049] Medication-dispensing unit may be placed 
throughout the medical facility for temporarily storing medi 
cal products and for dispensing the medical products to 
healthcare Workers, e.g., nurses, assigned to administer the 
medical products to patients. Each of the medication-dis 
pensing units, e.g., stationary medication stations and/or 
movable medication carts, may be located on the same ?oor, 
Wing, and the like of the healthcare facility as the patients 
intended to receive the medical products stored therein. 

[0050] FIG. 4 illustrates an exemplary medication-dis 
pensing unit 410 according to an embodiment of the inven 
tion. The dispensing unit 410 includes a casing 435 includ 
ing one or more and preferably a plurality of storage 
compartments 440 for storing medical products therein. 
Each of the storage compartments 440 may store medical 
products for an individual patient or for general use. The 
dispensing unit 410 may include lockable doors for control 
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ling access to the storage compartments 440. Alternatively, 
or in addition, the dispensing unit 410 may include lockable 
draWers that may be pulled out from the storage compart 
ments 440. 

[0051] The dispensing unit further includes a medication 
dispensing terminal 140 and a RF reader 145 (not shoWn in 
FIG. 4). The dispensing terminal 140 further includes a 
display 420, e.g., a monitor, and an input device 430, e.g., a 
touch screen or keypad, as illustrated in FIG. 4. 

[0052] Preferably, the RF reader 145 is con?gured to read 
the RFID tags 20 inside the storage compartments 440 of the 
dispensing unit 410. To accomplish this, the RF reader 145 
may be made up of a plurality of RF readers, each of the RF 
readers con?gured to read the RFID tags 20 in one of the 
storage compartments 440. Alternatively, a single RF reader 
may be used to read the RFID tags 20 of the entire contents 
of the dispensing unit 410. 

[0053] Optionally, the dispensing unit 410 may include 
one or more return compartments or bins (not shoWn) for 
unused medical products, as explained further beloW. Each 
return bin may include a slot or draWer (not shoWn) for 
placing one or more medical products therein, e.g., such that 
the medical products cannot be removed from the return bin 
Without gaining authoriZation to override a lock and open 
the return bin. Each return bin may include a RF reader for 
reading the RFID tags of any returned medical products 
placed in the return bin, e.g., to inventory returned medical 
products. Alternatively, a single RF reader of the dispensing 
unit 410 may read any RFID tags of medical products in the 
return bin, along With the RFID tags of medical products in 
the other compartments. 

[0054] Turning to FIG. 5, a method for verifying that the 
medical products transported to the dispensing unit 410 from 
the pharmacy are received by the dispensing unit 410 is 
described according to a preferred embodiment. In this 
embodiment, the healthcare database 120 includes a dis 
pensing unit inventory of the medical products in the dis 
pensing unit 410. 

[0055] In step 510, the dispensing terminal 140 reads the 
RFID tags 20 inside the dispensing unit 410 before the 
dispensing unit 410 receives the medical products from the 
pharmacy. In step 520, a healthcare Worker places the 
medical products from the pharmacy in the dispensing unit 
410. In step 530, the dispensing terminal 140 reads the RFID 
tags 20 inside the dispensing unit 410 after the medical 
products are placed in the dispensing unit 410. In step 540, 
the dispensing terminal 140 identi?es the medical products 
placed in the dispensing unit 410 by determining the differ 
ence betWeen the RFID tag readings taken before and after 
the medical products are placed in the dispensing unit 410. 
Alternatively, the dispensing terminal 140 may transmit the 
RFID tag readings to the management computer 115 so that 
the management computer 115 may identify the medical 
products placed in the dispensing unit. In step 550, the 
dispensing terminal 140 transmits information of the medi 
cal products received by the dispensing unit 410 to the 
management computer 115 via the communications link 
165. This information may include the product information 
read from the RFID tags 20 of the received medical prod 
ucts. The management computer 115 uses the information 
received from the dispensing terminal 130 to update the 
dispensing unit inventory in the database 120 accordingly. 
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[0056] In step 560, the management computer 115 may 
verify that the dispensing unit 410 received all of the 
medical products WithdraWn from the pharmacy for trans 
port to the dispensing unit 410 by, e.g., comparing the 
medical products received by the dispensing unit 410 With 
the record of the medical products WithdraWn from the 
pharmacy. If the management computer 115 detects a mis 
match betWeen the medical products received by the dis 
pensing unit 410 and the medical products WithdraWn from 
the pharmacy, the management computer 115 may transmit 
a noti?cation of the detected mismatch to the dispensing 
terminal 140 via communications link 165. The dispensing 
terminal 140 may then notify the healthcare Worker at the 
dispensing unit 410 of the mismatch, e.g., via the display. 
The noti?cation may include speci?c information of the 
mismatch, such as the identity of any medical products 
missing from the dispensing unit 410. The dispensing ter 
minal 140 may then give the healthcare Worker an oppor 
tunity to correct the mismatch, e.g., by repeating the above 
steps 520 through 560. The management computer 115 may 
include a report of the mismatch in the associated healthcare 
Worker ?le, including Whether the healthcare Worker cor 
rected the mismatch and/or speci?c information of the 
mismatch, such as the identity of missing medical products. 
If the healthcare Worker fails to correct the mismatch, the 
management computer 115 may notify a healthcare admin 
istrator via a terminal display (not shoWn) linked to the 
management computer 115 so that the healthcare adminis 
trator may take appropriate action. 

[0057] In one embodiment, the management computer 115 
periodically performs an inventory check of the medical 
products in the dispensing unit 410 to detect any unautho 
riZed removal of medical products from the dispensing unit 
410. The management computer 115 may check the inven 
tory of the dispensing unit 410 by transmitting a request to 
the dispensing terminal 130, via the communications link 
160, to read the RFID tags 20 of the medical products inside 
the dispensing unit 410. After reading the RFID tags 20, the 
dispensing terminal 130 may transmit information from the 
read RFID tags 20 to the management computer 115. The 
management computer 115 may then compare the informa 
tion from the read RFID tags 20 With the dispensing unit 
inventory stored in the database 120. If the management 
computer 115 detects a mismatch, then the management 
computer 115 may notify a healthcare administrator of the 
mismatch via a terminal display (not shoWn) linked to the 
management computer 115. The noti?cation may include the 
identity of any medical products missing from the dispens 
ing unit 410. In a further embodiment, a healthcare Worker 
at a terminal (not shoWn) linked to the management com 
puter 115 may remotely request the management computer 
115 to perform an inventory check of the dispensing unit 
410, e.g., to seek a dispensing unit for a needed or missing 
medical product. 

[0058] Turning to FIG. 6, a method for verifying that a 
healthcare Worker, e.g., nurse, only removes those medical 
products from the dispensing unit 410 for the patients 
assigned to him or her Will noW be described. 

[0059] In step 610, the healthcare Worker may begin or 
resume a round, in Which he or she is to administer medical 
products to patients assigned to him or her in the round. In 
step 620, the healthcare Worker may log onto the dispensing 
terminal 140, eg by sWiping an electronic card, by entering 
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a PIN number uniquely associate With the healthcare Worker 
into the input device, or by reading an RFID tag Worn by the 
healthcare Worker. In step 630, once the healthcare Worker 
is logged on, he or she may pull up information of the 
patients assigned to him or her in the round, Which is 
displayed on the display. The information may include the 
patients’ names and the medical products to be administered 
to the patients in the round. The information may be 
preloaded in the dispensing terminal 140, or doWnloaded 
into the dispensing terminal 140 from the associated patient 
?les in the database 120 via the communications link 165. 

[0060] In step 640, the healthcare Worker removes the 
medical products to be administered to the patients in the 
round from the dispensing unit 410. The healthcare Worker 
may gain access to the medical products by having the 
dispensing unit 410 automatically open the doors to the 
storage compartments 440 containing the medical products 
to be removed. Alternatively, the healthcare Worker may use 
an electronic or manually key to gain access to the storage 
compartments 440 containing the medical products to be 
removed. In step 650, the dispensing terminal 140 identi?es 
the medical products removed from the dispensing unit 410 
by the healthcare Worker. The dispensing terminal 140 may 
do this, e.g., by reading the RFID tags 20 inside the 
dispensing unit before and after the healthcare Worker 
removes the medical products from the dispensing unit 410. 
The dispensing terminal 140 may then determine the differ 
ence betWeen the tWo RFID tag readings to detect removal 
of the RFID tags 20, and consequently the medical products 
having the RFID tags 20, from the dispensing unit 410, and 
thereby identify the medical products removed from the 
dispensing unit 410. 

[0061] In step 660, the dispensing terminal 140 may verify 
that the healthcare Worker removed only those medical 
products that he or she Was authoriZed to remove. The 
dispensing terminal 140 may do this, e.g., by comparing the 
medical products removed from the dispensing unit 410 With 
the medical products to be administered in the round. For 
eXample, the dispensing terminal 140 may compare the 
product names and/or dosages of the removed medical 
products With the product names and/or dosages of the 
medical products to be administered in the round. The 
dispensing terminal 140 may obtain the names and/or dos 
ages of the removed medical products from the RFID tag 
reading taken before the medical products are removed from 
the dispensing unit 410. The product names and dosages of 
the medical products to be administered in the round may be 
doWnloaded from the associated patient ?les in the database 
120. Alternatively, or in addition, the dispensing terminal 
140 may compare the intended patients of the removed 
medical products With the patients to be administered in the 
round. 

[0062] If the dispensing terminal 140 detects a mismatch 
betWeen the medical products removed from the dispensing 
unit and the medical products to be administered during the 
round, the dispensing terminal 140 may notify the healthcare 
Worker of the detected mismatch via the display 420. Alter 
natively, or in addition, the dispensing terminal 140 may 
notify the healthcare Worker using an audio indicator, e.g., 
buZZer, and/or a visual signal indicator, e.g., a ?ashing light. 
The dispensing terminal 140 may provide the healthcare 
Worker, via the display 420, With the speci?cs of the detected 
mismatch, such as the identity of medical products that the 
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healthcare Worker Was not authorized to remove from the 
dispensing unit 410. The dispensing terminal 140 may then 
give the healthcare Worker an opportunity to correct the 
mismatch, e.g., by returning an unauthoriZed medical prod 
uct to the dispensing unit 410 and repeating steps 640-650. 
The unauthoriZed medical product(s) may be returned to the 
compartment(s) from Which it(they) Were removed, or may 
be placed in a return bin, speci?cally intended for returned 
medical products. 

[0063] The dispensing terminal 140 may transmit infor 
mation of the medical products removed from the dispensing 
unit 410 to the management computer 115 via the commu 
nications link 160. The information may include the product 
information and intended patients of the removed medical 
products. The management computer 115 may use the 
received information from the dispensing terminal 140 to 
update the dispensing unit inventory in the database 120 
accordingly. The received information may also include any 
detected mismatch that occurred during removal of the 
medical products from the dispensing unit 410. If a mis 
match occurs, the management computer 115 may include a 
report of the mismatch in the associated healthcare Worker 
?le, including speci?c information of the mismatch and 
Whether the healthcare Worker corrected the mismatch. Such 
a report may alloW the healthcare facility administration to 
evaluate the Work performance and/or honesty of the health 
care Worker. 

[0064] After retrieving the medical products from the 
dispensing unit 410, the healthcare Worker may visit the 
patients assigned to him or her in the round to administer the 
medical products. While visiting each patient in the round, 
the healthcare Worker may administer the medical products 
prescribed to that patient. 

[0065] Each of the patients may be provided With a 
bedside terminal 150 for verifying that the patient receives 
the correct medical products during the round. FIG. 7 
illustrates an eXemplary bedside terminal 150 according to 
an embodiment of the invention. The bedside terminal 150 
may include a RF read pad 710 having a built-in RF reader 
155 (not shoWn in FIG. 7), an input device 720, e.g., a 
keypad or a touch screen, and an output device 730, e.g., an 
LCD display, or a sound or visual indicator. The RF reader 
150 may be con?gured to read the RFID tags 20 of medical 
products placed onto the RF read pad 710. Alternatively, the 
RF reader 155 may be a separate device coupled to the 
bedside terminal 150, e.g., via a direct or Wireless link. For 
eXample, the RF reader 155 may be a separate device located 
at an entrance, e.g., doorWay, of a patient’s room for 
automatically reading the RFID tags 20 of medical products 
as a healthcare Worker carrying the medical products enters 
the patient’s room. 

[0066] Turning noW to FIG. 8, a method for verifying that 
the healthcare Worker administers the correct medical prod 
ucts to a patient at the patient’s bedside Will noW be 
described. 

[0067] In step 810, the bedside terminal 150 identi?es the 
patient to be administered the medical product. This may be 
done manually by having the healthcare Worker enter patient 
identi?cation information, e.g., patient ID, into the bedside 
terminal 150 using a keypad. The patient identi?cation 
information may be provided to the healthcare Worker by a 
chart at the patient’s bedside or a Wristband Worn by the 
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patient. Alternatively, the patient identi?er may be provided 
in a patient RFID tag read by the RF reader 155 of the 
bedside terminal 150. The patient RFID tag may be attached 
to a chart or a Wristband Worn by the patient. In still another 
alternative, the patient identi?er may be preloaded into the 
memory of the bedside terminal 150. 

[0068] In step 820, the healthcare Worker takes out the 
medical products he or she intends to administer to the 
patient. In step 830, the healthcare Worker may read the 
RFID tags 20 of these medical products into the bedside 
terminal 150 using the RF reader 155. This may be done, 
e.g., by placing the medical products in close proximity to 
the RF reader 155. Alternatively, the RF reader 155 may be 
located at an entrance, e.g., a doorWay, of the patient’s room 
for automatically reading the RFID tags 20 of these medical 
products as the healthcare Worker enters the patient’s room 
carrying these medical products. 

[0069] In step 840, the bedside terminal 150 veri?es that 
the patient present is the correct patient to receive the 
medical products proposed by the healthcare Worker. The 
bedside terminal 150 may do this by comparing the medical 
product information read from the RFID tags 20 With 
information of the medical products to be administered to 
the patient, Which may be doWnloaded to the bedside 
terminal 155 from the associated patient ?le in the database 
120. The comparison may include comparing dosage infor 
mation read from the RFID 20 tags With dosage information 
from the associated patient ?le to con?rm that the patient is 
receiving the correct dosage. Alternatively, or in addition, 
the bedside terminal 150 may compare intended patient 
information, e.g., patient ID, read from the RFID tags 20 
With the patient identi?er in the bedside terminal 150. The 
bedside terminal 130 may also check for any adverse drug 
interaction betWeen the medical products brought for the 
patient and medical products administered to the patient 
earlier by consulting a drug interaction database. The bed 
side terminal 130 may determine that the medical products 
should not be administered to the patient if it detects a 
mismatch in any one of these comparisons and/or an adverse 
drug interaction. Alternatively, the management computer 
115 may perform the veri?cation step by having the bedside 
terminal 150 transmit the information read from the RFID 
tags 20 to the management computer 115. 

[0070] In step 850, the bedside terminal 150 indicates to 
the healthcare Worker Whether to proceed With administra 
tion of the medical products based on the above veri?cation, 
e.g., by transmitting a “go/no go” signal to the healthcare 
Worker. The “go/no go” signal may be transmitted to the 
healthcare Worker using a variety of output devices, includ 
ing LCD displays, LEDs, and the like. For eXample, the “go” 
signal may be a green light emitted from a light indicator and 
the “no go” signal may be a red light emitted from a light 
indicator. In addition, the “no go” signal may be a buZZing 
sound emitted from a buZZer. 

[0071] When the bedside terminal 150 indicates to the 
healthcare Worker not to proceed With administration, the 
bedside terminal 150 may provide the healthcare With the 
speci?cs of any detected mismatch via a display 730, such 
as the identity of a medical product not to be administered 
to the patient. The bedside terminal 150 may then give the 
healthcare Worker an opportunity to correct the mismatch by 
repeating steps 820-850. In addition, the bedside terminal 
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150 may transmit information of the mismatch to the man 
agement computer 115 so that the management computer 
115 may include a report of the mismatch in the associated 
healthcare Worker ?le and/or patient ?le. The report may 
include speci?c information of the mismatch, including 
incorrect medical products, incorrect dosage, and the like. 
The administrators of the healthcare facility may use the 
report to evaluate the Work performance of the healthcare 
Worker, including looking for any patterns in medication 
errors made by the healthcare Worker. The administrators 
may also pool together and evaluate the reports from dif 
ferent healthcare Worker ?les to look for any system-Wide 
pattern in medication errors at the healthcare facility. 
Optionally, the healthcare Worker may take the improper or 
unused medical product(s) to a return bin, e.g., in the 
original dispensing unit, to a different dispensing unit, or in 
a separate return medication station, as explained further 
beloW. 

[0072] When the bedside terminal 150 indicates to the 
healthcare Worker to proceed With administration, the bed 
side terminal 150 may record information related to the 
administration of the medical products to the patient. This 
information may include the product names and dosages of 
the medical products administered to the patient, the date 
and time of administration and/or the identity of the health 
care Worker administering the medical products. The bed 
side terminal 150 may transmit the recorded administration 
information to the management computer 115 to be included 
in the associated patient ?le in the database 120. In addition, 
the management computer 115 may automatically enter the 
administration information into an electronic medication 
administration record (MAR) associated With the patient, 
Which may be stored in the database 120. This has the 
advantage of not relying on the healthcare Worker adminis 
tering the medical products to the patient to record manually 
the administration of the medical products in a MAR, Which 
may be prone to human error. In addition, this has the 
advantage of providing up-to-the-minute updates to the 
MAR and standardiZing the documentation in the MAR. The 
management computer 115 may also enter the administra 
tion information into the billing record of the patient in order 
to bill the patient’s insurer for the medical products admin 
istered to the patient. This may help ensure that the patient’s 
insurer is timely billed for only those medical products 
actually administered to the patient. 

[0073] In one embodiment, the bedside terminal 150 may 
include an input device 720, e.g., a keypad or touch screen, 
to enable a healthcare Worker to enter observations of the 
patient into the bedside terminal, such as the condition of the 
patient at time of administration of the medical products and 
the like. The bedside terminal 150 may then transmit these 
observations to the management computer 115 to be 
included in the patient ?le and/or MAR associated With the 
patient. 

[0074] In another embodiment, after the healthcare Worker 
has completed a round, the healthcare Worker may indicate 
to the management computer 115 that he or she has com 
pleted the round, e.g., via a checkout terminal (not shoWn) 
linked to the management computer 115. The management 
computer 115 may then verify that the healthcare Worker has 
administered all of the medical products to the patients 
assigned to him or her in that round. The management 
computer 115 may do this by comparing the medical prod 
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ucts that the healthcare Worker removed from the dispensing 
unit With the medical products administered to the patients 
assigned to him or her in the round. If the management 
detects a mismatch, then the management computer 115 may 
immediately notify the healthcare Worker of the detected 
mismatch via a terminal linked to the management computer 
115. This may occur, for example, if the healthcare Worker 
becomes distracted by an emergency during the round and 
forgets to administer medical products to one or more of his 
or her patients. The noti?cation may include speci?c infor 
mation of the mismatch, such as the identity of any medical 
products that Were removed from the dispensing unit but not 
administered to the intended patient. 

[0075] In many cases, it is critical that medical products 
are administered to a patient Within a period of time after 
they are removed from the dispensing unit 410. For 
example, certain medical products, e.g., chemotherapy 
drugs, quickly loss their potency When placed in an aqueous 
solution. To address this, the management computer 115 
according to an embodiment may monitor the time period 
betWeen the time that a medical product is removed from the 
dispensing unit 410 and the time that the medical product is 
administered to a patient. In this embodiment, When a 
medical product is removed from the dispensing unit, the 
dispensing terminal 140 may record the time that the medi 
cal product is removed from the dispensing unit 410 and 
transmit the recorded time to the management computer 115. 
When the healthcare Worker, e.g., nurse, is ready to admin 
ister the medical product to the intended patient at the 
patient’s bedside, the bedside terminal 150 may consult With 
the management computer 115 Whether to proceed With the 
administration. This may be done, e.g., by having the 
bedside terminal 150 transmit medical product information 
read from the RFID tags 20 to the management computer 
115. The management computer 115 may then retrieve the 
recorded time that the medical products Were removed from 
the dispensing unit 410 using the received medical product 
information. The management computer 115 may then com 
pute the time difference betWeen the time of administration 
and the time that the medical product Were removed from the 
dispensing unit 150. If the time difference exceeds a prede 
termined time limit for administering the medical product to 
the patient, then the management computer 115 may notify 
the bedside terminal 150 not to proceed With the adminis 
tration of the medical product. The predetermined time limit 
may be based on a limited stability of the potency of the 
medical product. 

[0076] When the time limit for administering a medical 
product is exceeded, the healthcare Worker may contact a 
physician or pharmacist, e.g., via a phone, to make a 
judgement call on Whether to administer the medical product 
to the patient. In this embodiment, the physician or phar 
macist may vieW the time difference betWeen administration 
and removal of the medical products from the dispensing 
unit 410 on a terminal, e.g., a personal computer, linked to 
the management computer 115. If the physician or pharma 
cist determines that it is acceptable to administer the medical 
product, then he or she may transmit an override command 
to the management computer 115 to alloW the healthcare 
Worker to proceed With administering the medical product to 
the patient. 

[0077] If a decision is made not deliver a medical product 
to a patient, the unused medical product may be taken to a 
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return bin of a dispensing unit, e.g., the unit from Which it 
Was originally removed, another units, or a special medica 
tion station for returned medical products. The RFID tags of 
the medical products in the return bin (or in the entire 
dispensing unit) may be read before and after the medical 
product (or products) is (are) placed in the return bin. A 
difference betWeen the readings of the RFID tags taken 
before and after the medical product is returned to the 
dispensing unit may be used to identify the medical product 
returned to the dispensing unit. In addition, the processor of 
the dispensing unit may identify a patient intended to receive 
the returned medical product, and a notice may be sent, e.g., 
to the pharmacy, the patient’s doctor, a facility administrator, 
and the like, that the intended patient did not receive the 
returned medical product. Thus, if the failure to deliver the 
medical product Was mistaken, action may be taken to 
correct the mistake. If the medical product Was not deliv 
ered, and it is con?rmed that delivery should not be resumed, 
any administrative action that had been taken assuming that 
the medical product Was being delivered may be adjusted. 
Thus, the patient’s record, billing, and the like may be 
corrected to accurately indicate the medical products that 
Were actually delivered to the patient. 

[0078] In addition or alternatively, the processor may 
transfer an inventory of returned medical products via a 
communications link to a central database, e.g., maintained 
by the facility’s management computer. For example, if a 
particular medical product is missing, all of the return bins 
in the facility may be inventoried or searched to determine 
Whether the medical product has been returned to a return 
bin in one of the dispensing units. Thus, the location and 
status of virtually all of the medical products in the facility 
may be tracked. 

[0079] Therefore, the invention provides a closed-loop 
system for tracking and monitoring medical products Within 
a healthcare facility, from the time that the medical products 
are received by the pharmacy to the time that they are 
administered to patients. The system of the invention pro 
vides up-to-the-minute inventories of the medical products 
in the pharmacy and medication-dispensing units of the 
healthcare facility. In addition, the system tracks the delivery 
of medical products from the pharmacy to the medication 
dispensing units placed throughout the healthcare facility by 
verifying that the dispensing units receive medical products 
WithdraWn from the pharmacy. Furthermore, the system 
monitors the removal of medical products from the dispens 
ing units by verifying that healthcare Workers only remove 
those medical products to be administered to patients 
assigned to the healthcare Workers. The system also tracks 
the delivery of medical products from the dispensing unit to 
patients by verifying that healthcare Workers administer all 
of the medical products removed from the dispensing unit to 
the intended patients. The system also monitors the admin 
istration of the medical products to patients by verifying that 
the patients receive the correct medical products before 
administration, thereby reducing the risk of adverse drug 
events. In addition, the system reduces the risk of lost or 
stolen medical products by immediately notifying healthcare 
Workers and/or administrators of any missing medical prod 
ucts so that they may take appropriate action to recover 
and/or investigate the missing medical products. 

[0080] While the invention is susceptible to various modi 
?cations, and alternative forms, speci?c examples thereof 
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have been shoWn in the draWings and are herein described 
in detail. It should be understood, hoWever, that the inven 
tion is not to be limited to the particular forms or methods 
disclosed, but to the contrary, the invention is to cover all 
modi?cations, equivalents and alternatives falling Within the 
spirit and scope of the appended claims. 

What is claimed is: 
1. An apparatus for monitoring administration of medical 

products to a patient, each of the medical products compris 
ing a Radio Frequency Identi?cation (RFID) tag for storing 
data related to the respective medical product, the apparatus 
comprising: 

a reader for substantially simultaneously reading RFID 
tags associated With a plurality of medical products to 
obtain the data stored in the RFID tags; and 

a processor coupled to the reader for comparing the data 
obtained from the RFID tags With data associated With 
a patient to verify that the patient is intended to receive 
the medical products. 

2. The apparatus of claim 1, further comprising a memory 
coupled to the processor for storing the data associated With 
the patient. 

3. The apparatus of claim 1, Wherein the processor com 
pares product identi?ers from the data obtained from the 
RFID tags With product identi?ers from the data associated 
With the patient. 

4. The apparatus of claim 3, Wherein the product identi 
?ers comprise at least one of product names and dosages. 

5. The apparatus of claim 1, further comprising a display 
coupled to the processor, and Wherein the processor controls 
the display to display a mismatch noti?cation When the 
processor detects a mismatch betWeen the data obtained 
from the RFID tags and the data associated With the patient. 

6. The apparatus of claim 1, further comprising an output 
device coupled to the processor, and Wherein the processor 
activates the output device When the processor detects a 
mismatch betWeen the data obtained from the RFID tags and 
the data associated With the patient. 

7. The apparatus of claim 6, Wherein the output device 
comprises at least one of a light indicator and an audio 
indicator. 

8. The apparatus of claim 1, Wherein the reader is con 
?gured to read the RFID tags associated With the medical 
products When the medical products pass through an 
entrance to the patient’s room. 

9. The apparatus of claim 1, further comprising a read pad, 
and Wherein the reader comprises an antenna in the read pad 
for reading the RFID tags associated With the medical 
products When the medical products are placed in close 
proximity to the read pad. 

10. The apparatus of claim 9, Wherein the read pad 
comprises a surface onto Which the medical products may be 
placed. 

11. An apparatus for monitoring administration of medical 
products to a patient, each of the medical products compris 
ing a Radio Frequency Identi?cation (RFID) tag for storing 
data related to the respective medical product, the apparatus 
comprising: 

a reader for reading the RFID tags associated With a 
plurality of medical products placed in close proximity 
to the reader to obtain the data stored in the RFID tags; 
and 



US 2003/0160698 A1 

a processor coupled to the reader for processing the data 
obtained from the RFID tags to identify the medical 
products. 

12. The apparatus of claim 11, further comprising a 
display coupled to the processor, and Wherein the processor 
controls the display to display the identi?ed medical prod 
ucts. 

13. The apparatus of claim 11, further comprising a 
netWork interface coupled to the processor, and Wherein the 
processor is con?gured for transmitting the data obtained 
from the RFID tags using the netWork interface. 

14. The apparatus of claim 13, Wherein the processor is 
con?gured for receiving a noti?cation via the netWork 
interface, in response to the transmission, indicating Whether 
to administer the identi?ed medical products. 

15. The apparatus of claim 14, further comprising a 
display coupled to the processor, and Wherein the processor 
is con?gured for displaying the received noti?cation on the 
display. 

16. The apparatus of claim 14, further comprising an 
output device coupled to the processor, and Wherein the 
processor activates the output device When the received 
noti?cation indicates that the identi?ed medical products 
should not be administered. 

17. The apparatus of claim 16, Wherein the output device 
comprises at least one of a light indicator and an audio 
indicator. 

18. The apparatus of claim 11, Wherein the reader com 
prises an antenna mounted in an entrance to the patient’s 
room, the antenna con?gured to read the RFID tags associ 
ated With the medical products When the medical products 
pass through the entrance. 

19. The apparatus of claim 11, further comprising a read 
pad, and Wherein the reader comprises an antenna in the read 
pad for reading the RFID tags associated With the medical 
products When the medical products are placed in close 
proximity to the read pad. 

20. The apparatus of claim 11, Wherein the reader is 
con?gured for substantially simultaneously reading a plu 
rality of RFID tags associated With a plurality of medical 
products placed in close proximity to the reader. 

21. A method for monitoring administration of a medical 
product to a patient, the medical product comprising a Radio 
Frequency Identi?cation (RFID) tag for storing data related 
to the medical product, the method comprising: 

reading the RFID tag associated With the medical product 
to obtain the data stored in the RFID tag; 

accessing data associated With a patient; and 

verifying that the patient is intended to receive the medi 
cal product by comparing the data obtained from the 
RFID tag With the data associated With the patient. 

22. The method of claim 21, Wherein the verifying step 
further comprises comparing a product identi?er from the 
data obtained from the RFID tag With a product identi?er 
from the data associated With the patient. 

23. The method of claim 22, Wherein the product identi?er 
comprises at least one of a product name, a dosage, and a 
product serial number. 
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24. The method of claim 21, further comprising display 
ing a mismatch noti?cation When there is a mismatch 
betWeen the data obtained from the RFID tag and the data 
associated With the patient. 

25. The method of claim 21, further comprising activating 
an output device When there is a mismatch betWeen the data 
obtained from the RFID tag and the data associated With the 
patient. 

26. The method of claim 21, further comprising reading 
the RFID tag associated With the medical product When the 
medical product passes through an entrance to the patient’s 
room. 

27. The method of claim 21, further comprising reading 
the RFID tag associated With the medical product When the 
medical product is placed in close proximity to a read pad. 

28. The method of claim 21, further comprising recording 
administration of the medical product to the patient When 
there is a match betWeen the data obtained from the RFID 
tags and the data associated With the patient. 

29. The method of claim 21, Wherein the reading step 
comprises substantially simultaneously reading RFID tags 
associated With a plurality of medical products, and Wherein 
the verifying step comprises verifying that each of the 
plurality of medical products is intended for the patient. 

30. A method for identifying a plurality of medical 
products, each of the medical products comprising a for 
storing data related to the respective medical product, the 
method comprising: 

placing the plurality of medical products in close prox 
imity to a RF antenna; 

reading Radio Frequency Identi?cation (RFID) tags asso 
ciated With the medical products using the RF antenna 
to obtain the data stored in the RFID tags; and 

identifying each of the plurality of medical products based 
upon the data obtained from the RFID tags. 

31. The method of claim 30, further comprising recording 
administration of the identi?ed medical products to a 
patient. 

32. The method of claim 30, Wherein the identifying step 
comprises accessing a database to obtain data associated 
With the medical products based upon the data obtained from 
the RFID tags. 

33. The method of claim 32, Wherein the data obtained 
from the RFID tags comprises location identi?ers, and 
Wherein the identifying step comprises accessing locations 
in the database identi?ed by respective location identi?ers to 
obtain product identi?ers identifying respective medical 
products. 

34. The method of claim 30, further comprising verifying 
that the patient is intended to receive the plurality of medical 
products by comparing the data obtained from the RFID tags 
With the data associated With the patient. 


