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METHOD OF OPERATING A TICKETING 
SYSTEM 

[0001] The invention relates to a method of operating a 
ticketing system. In particular but not exclusively the inven 
tion relates to a method of operating a ticketing system for 
a transport service. 

[0002] Ticketing and check-in procedures of public trans 
port providers are on the Whole, implemented With paper 
documentation. Using the eXample of an airline journey, a 
passenger either through a travel agent or the airline books 
and pays for a journey and is issued With a paper ticket 
and/or boarding pass as proof of carriage. The ticket/board 
ing pass contains information identifying the passenger and 
the journey. The information on the ticket/boarding pass is 
veri?ed at the airport by an airline employee before the 
passenger is alloWed to board the ?ight. Commonly, an 
airline employee using a computer, Which is connected to a 
database on Which the passenger’s reservation details are 
stored, manually veri?es the information on the ticket/ 
boarding pass. There are several problems With this process. 
For instance, manual veri?cation can be sloW and hence 
inconvenient to the passenger. Furthermore, the process 
relies on pre-printed paper tickets, Which are tedious to deal 
With, and prone to being lost. 

[0003] Some effort has been made to automate the check 
in procedure at airports. For instance, some airlines noW 
issue tickets or boarding passes, Which have ticket informa 
tion, stored on a magnetic sWipe strip. This information is 
veri?ed at the airport pre-boarding by sWiping the card 
through a sWipe reader, Which automatically reads the 
information on the strip. Whereas, the use of sWipe strips 
and sWipe readers does speed up the check-in process it is 
not Without its disadvantages. In particular, sWipe card 
readers and also the printers needed to print the ticket/ 
boarding pass With the necessary sWipe stripe are expensive 
to install and cumbersome to use. 

[0004] The present invention aims to alleviate these prob 
lems. 

[0005] According to the invention there is provided a 
method of operating a ticketing system for users, the method 
comprising: generating data Which represents ticket infor 
mation to alloW said ticket data to be used by a user of the 
system; transmitting said ticket data such that said data is 
received by a mobile station over a mobile communications 
netWork link; receiving said ticket data from said user or 
from said mobile station; and using said ticket data received 
from said user or from said mobile station to verify a 
transaction With said user. 

[0006] According to the invention there is also provided a 
method of operating a ticketing system for users, the method 
comprising: generating data Which represents ticket infor 
mation to alloW said ticket data to be used by a user of the 
system; transmitting said ticket data such that said data is 
received by a computer over a communications netWork 
link, to alloW said data to be Written to a portable electronic 
device; receiving said ticket data from said portable elec 
tronic device; and using said ticket data received from said 
portable electronic device to verify a transaction With said 
user. 

[0007] According to the invention there is also provided a 
method of using a mobile station as a ticket, the method 
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comprising: receiving at said mobile station data transmitted 
over a mobile communications netWork, said data represent 
ing ticket information; and making said data received by 
said mobile station available for use in verifying a transac 
tion. 

[0008] According to the invention there is also provided 
apparatus for receiving data sent over a communications 
netWork, the apparatus comprising: means for receiving the 
data in a ?rst presentation format, Which is not specially 
adapted to be machine readable; means for converting the 
data from said ?rst presentation format into a second pre 
sentation format Which is specially adapted to be machine 
readable; and means for displaying data in said second 
presentation formation. 

[0009] The above and further features of the invention are 
set forth With particularity in the appended claims and 
together With advantages thereof Will become clearer from 
consideration of the folloWing detailed description of eXem 
plary embodiments of the invention given With reference to 
the accompanying draWings. 

[0010] 
[0011] FIG. 1 is a block diagram schematically illustrating 
a system embodying the invention. 

[0012] FIG. 2 is a block diagram schematically illustrat 
ing a telecommunications mobile station. 

[0013] FIG. 3 is a How diagram illustrating a procedure 
carried out in an embodiment of the present invention. 

[0014] FIG. 4 is a How diagram illustrating another pro 
cedure carried out in an embodiment of the present inven 
tion. 

In the draWings: 

[0015] FIG. 5a is a diagram of a bar-code. 

[0016] FIG. 5b is a diagram of a 2-D dot-code. 

[0017] FIG. 6 is an illustration of a mobile station display 
screen. 

[0018] FIG. 1 is a schematic diagram of a system embody 
ing the invention. For the purposes of illustration only, the 
embodiment is described With reference to an airline tick 
eting system. 

[0019] A ?ight reservation centre 1 is connected to an 
airline computer system 2 and also to a message generator 
3. Ticket details of a booking made for a passenger at the 
reservation centre 1 are stored on the computer system 2. 
Furthermore, a message containing the ticket details is 
generated by the message generator 3 and sent over com 
munications link 4 to a mobile station 5 of a passenger. The 
mobile station 5 has a display screen (not illustrated) and is 
arranged to present the ticket details as an optical code, for 
eXample a bar-code on the screen, for scanning at the airport 
by an optical code reader 6 as part of the check-in procedure. 
The optical code reader 6 is connected to the computer 
system 2 and validates the ticket details read from the mobile 
station 5 by comparing the details With those stored on the 
computer system 2. If validation is successful the passenger 
is authorised to continue the journey. 

[0020] The system Will noW be described in more detail. 

[0021] A passenger Wishing to reserve a ?ight does so by 
contacting the reservation centre 1. Typically, the ?ight 
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reservation centre I is the booking centre of a particular 
airline or private company (eg a travel agency) acting for 
an airline. Reservations can be made in any number of 
standard Ways, for eXample by attending the reservation 
centre 1 in person, by mail, by phone or over the Internet. 

[0022] When a ?ight reservation is made, the reservation 
centre 1 creates a computer record containing the relevant 
booking details. For example, this record may comprise 
some or all the folloWing information: 

[0023] Customer name 

[0024] Flight number 
[0025] Departure airport and terminal 

[0026] Departure time 

[0027] Gate number 

[0028] Seat allocation number 

[0029] Destination airport/city 

[0030] Arrival time. 

[0031] The reservation centre 1 also creates for each 
booking a unique identi?cation code commonly knoWn in 
the airline industry as a Passenger Name Record (PNR) 
Which can be used to identify and retrieve the computer 
record of the booking. As is knoWn in the art each PNR is 
coded as a unique set of siX alphanumeric characters for 
eXample, TQR 8LR. 

[0032] Previously, in knoWn booking systems, the PNR 
has been printed on the paper tickets or boarding passes 
issued to a passenger by the airline. As part of the check-in 
or boarding procedure at the airport, the PNR shoWn on the 
ticket or boarding pass is entered into the airline computer 
reservation system Which then retrieves the computer record 
of the booking details associated With the PNR. The infor 
mation from the computer record can then be checked 
against that shoWn on the ticket before the passenger is 
authorised to continue With the journey. 

[0033] In this embodiment of the invention, rather than 
printing the PNR code onto a ticket or boarding pass With 
Which a passenger is then issued the PNR code is sent direct 
to a mobile station 5 associated With the passenger. As Will 
be described in more detail beloW the mobile station holding 
the PNR code can be used as an electronic ticket apparatus 
for the check-in and boarding procedures at the airport 
thereby negating the need for paper tickets. 

[0034] Once created, the PNR relating to a booking and 
also the associated booking details are stored on the airline 
computer system 2. In addition to this, the PNR and pref 
erably some or all of the associated booking details are sent 
to message generating unit 3 for transmission over the 
communications netWork 4 to the mobile station 5. For 
illustration purposes only the communications netWork 4 
illustrated in FIG. 1 is a GSM (Global System for Mobile 
Communications) digital cellular radio netWork. To transmit 
the PNR code and the booking details to the mobile station 
5 the short message service (SMS) data transfer mechanism 
is employed. The SMS data transfer mechanism is a data 
transfer teleservice de?ned in, inter alia, GSM Technical 
Speci?cation 03.40. 

[0035] The generating unit 3, preferably a suitably pro 
grammed computer system, is used to generate a correctly 
formatted SMS message including the PNR and any of the 
above mentioned booking details that are to be sent to the 
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passenger With the PNR. The SMS message also comprises 
a header, or ?ag, Which identi?es the message as one, Which 
contains booking or ticket information. Once generated the 
SMS message is sent over the communications netWork 4 to 
the destination address of the mobile station 5 of the 
passenger, the relevant mobile telephone number of the 
passenger having been provided to the reservation centre 1 
at the time of the booking. The SMS message can be sent to 
the passenger at any time betWeen the time of booking and 
the beginning of the check-in procedure at the airport. It is 
envisaged that the passenger Will be able to contact the SMS 
generating means 3 and request that the message is sent at 
a time convenient to the passenger. 

[0036] Referring to FIG. 2 of the accompanying draWings 
there is shoWn in more detail the mobile station 5 to Which 
the SMS message is sent and Which is arranged to process 
the message. Only those components of the mobile station S 
necessary to describe the invention are illustrated 

[0037] The mobile station 5 comprises a receive/transmit 
aerial 6, a processor circuit 7 for controlling the operation of 
the station 5, a memory 8 for storing data, a display 9 
capable of displaying bit map images and an input device 
(keypad) 10. 

[0038] The mobile station 5 is provided With a SIM 11 
(Subscriber Identity Module). SIMs Which contain the Inter 
national Mobile Subscriber Identity (IMSI) and other such 
user information are Well knoWn in the art. The SIM 11 is 
further provided With a stored application program (eg a 
SIM application tool kit program) for processing SMS 
messages Which contain ticket information, and controlling 
the displaying of such messages by the mobile station 5. 

[0039] FIG. 3 illustrates a procedure carried out by the 
phone under the control of the application programme When 
receiving an SMS message containing ticket information. 
After the phone receives the SMS message the phone checks 
using the ?ag in the SMS message that the SMS message 
contains booking information, step 22. If the SMS message 
does contain booking information the message is stored in a 
special directory reserved for booking messages, Which may 
be located either in the phone memory 8 or in memory 
provided on the SIM 11, step 23. Normal SMS messages not 
containing ticket information are stored in a normal SMS 
directory, step 24. 

[0040] FIG. 4 illustrates a procedure by Which the PNR 
code contained in the SMS message may be converted into 
an optical code format, for eXample a bar-code and dis 
played for veri?cation on the mobile station’s display 9. 
First, the passenger is prompted, for eXample by a particular 
icon on the display 9 of the mobile station 5 Which indicates 
that an SMS ticket message is ready to be displayed, step 31. 

[0041] The application programme is arranged to instruct 
the mobile phone to provide a selectable menu option 
including a display ticket information option step, 33 With 
Which the passenger can request via the keypad 10 that the 
PNR code be displayed. 

[0042] In response to this selection the application pro 
gramme causes the PNR code to be retrieved from storage, 
step 33 and then converted, from the teXt format in Which it 
is received by the mobile station 5 into a bit map bar-code 
format, step 34. Once the PNR code is converted into 
bar-code format the application programme commands the 
phone to display the optical code on the display screen 10, 
step 35. Referring back to FIG. 1, When the passenger 
Wishes to check-in for or board a ?ight the PNR code is 
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displayed as a bar-code on the mobile station’s display 
thereby allowing a checking agent at the airport to perform 
the check-in procedure by scanning the bar-code With bar 
code reader 6. Bar-code readers are knoWn in the art and 
have the advantage of being reliable and relatively easy to 
use. The bar-code reader 6 is connected to the airline 
reservation computer 2 and if the PNR code read by the 
reader 6 is checked successfully against the relevant reser 
vation details stored on the airline computer system 2 the 
passenger is alloWed to continue the journey. 

[0043] It can thus be seen that the check-in/boarding 
procedure is simpli?ed, made quicker and generally more 
convenient both for the passenger and the airline. The need 
for the airline to issue paper documentation is reduced and 
conveniently all the ticket information required for the 
passenger to make the journey is held on the passenger’s 
mobile station. In effect the mobile station acts as an 
electronic ticket device Which provides proof of carriage for 
the passenger. 

[0044] TWo suitable optical code formats into Which the 
PNR can be converted for display are illustrated in FIG. 5. 
Each of these optical codes has a presentation format Which 
is specially adapted for reading by a machine (Whereas other 
presentation formats, such as text, are not specially adapted 
in said manner). In FIG. 5a the optical code 40 is a standard 
bar-code. Such bar-codes can represent around 40 characters 
Which is more than suf?cient to be able to represent a 6 
character PNR code. In FIG. 5b the optical code 41 is a 2-D 
dot-code. Such 2-D dot-codes are able to represent up to 
2000 characters. Therefore, in addition to the PNR, the 
application programme may be arranged to encode in the 
optical code other ticket information contained in the origi 
nal SMS message. In principle, all of the ticket information 
listed on page 4 may be included in the message and 
encoded for display in a 2-D dot-code such as the one 
illustrated in FIG. 5b. 

[0045] Advantageously, the original SMS message may 
also include a hidden security code for encoding into the 
optical code to render counterfeiting of PNR optical codes 
more dif?cult. 

[0046] Mobile phones having screen displays capable of 
displaying optical codes as bit map images With high enough 
resolution for reliable scanning are knoWn, for instance, the 
Nokia 7110 Which has a monochrome screen With a reso 
lution of 96*65 pixels. 

[0047] In addition to converting the PNR code into optical 
code format and commanding the mobile station to display 
the optical code, the application programme may also per 
form other processes With the PNR code or any other 
booking information received in the SMS message. For 
instance, referring to FIG. 6 of the draWings, the application 
programme may be arranged to command the phone 50 to 
display on the screen 51 the PNR code in teXt format 52 as 
Well as in bar-code format 53. Displaying the PNR in teXt 
format alloWs a checking agent to manually check the PNR 
in instances Where the automatic reading of the optical code 
fails. 

[0048] Furthermore, the programme may be arranged to 
command the phone 50 to display as teXt any other booking 
information contained in the SMS message, for instance, the 
passenger’s reserved seat number or the relevant ?ight 
number. As an eXample, the mobile station illustrated in 
FIG. 6 in addition to being instructed to display the PNR 
code in bar-code format 53 and the PNR in teXt format 52, 
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the station has also been instructed to display in teXt the seat 
number 54 that has been allocated to the passenger. 

[0049] It Will be appreciated that the invention is not 
limited to embodiments in Which the ticket information is 
sent to the mobile station as a teXt message using SMS. The 
message may also be sent in other message formats, for 
instance as a pager message. In a further embodiment (not 
illustrated) the ticket information is received by a mobile 
station using Wireless Application Protocol technol 
ogy. WAP enabled phones are knoWn in the art and have a 
micro Web broWser capable of displaying specially Written 
Web pages doWnloaded to the station from a Web site via a 
mobile communications netWork. In this embodiment, at the 
time or soon after the booking is made, the resultant PNR 
code and the booking information associated thereWith are 
listed on a Web page personal to the passenger and Which is 
located on a secure Web site co-ordinated by the airline. The 
passenger is provided With a passWord Which alloWs access 
to the Web page. When the passenger Wishes to check-in at 
the airport the passenger launches the WAP broWser of the 
mobile station and access’s the personal Web page. The 
passenger then selects to display the PNR code and if 
required the booking information associated With the PNR 
code. As With the embodiment described above the mobile 
station is arranged to display the PNR code as an optical 
code for reading by an optical code reader. In this embodi 
ment the PNR code may be included in the Web page in 
optical code format and received for display by the mobile 
station directly in this format. Alternatively, the PNR code 
may be received by the mobile station in teXt format and 
converted at the phone into optical code format for display. 
In an alternative arrangement the PNR and the associated 
booking details are sent to a computer associated With the 
passenger for eXample the passenger’s home PC. The infor 
mation may be sent to the computer in any number of knoWn 
Ways. For eXample, the details may be sent to the computer 
as an e-mail or alternatively the details may be listed on a 
secure Web set to Which the passenger is given access. Once 
stored on the computer the details are then doWnloaded on 
to the memory of a Digital Personal Assistant, a mobile 
station or any other portable electronic device that may be 
taken to the airport and Which can present the ticket infor 
mation in a manner that alloWs the information to be 
veri?ed. 

[0050] In the above-described embodiments the ticket 
information is displayed as a bar code or a dot-code. 
HoWever, it is envisaged that alternative machine- readable 
formats in Which the information may be displayed Will be 
apparent to the skilled person. 

[0051] Although in the above described embodiments the 
ticket information held on the mobile station or other such 
device is veri?ed by means of an optical scanner, it is 
envisaged that other veri?cation mechanisms may be 
employed. For eXample, at the airport the information may 
be transmitted from a mobile station or other device on 
Which it is held to a suitable veri?cation device by means of 
a communications cable, an infra-red link or a Wireless 
radio-link for eXample using the so called Bluetooth uni 
versal radio interface. Advantageously if a radio interface 
such as Bluetooth is used for transmitting the ticket infor 
mation from a mobile station (or other device) to the 
veri?cation device then the mobile station and the veri?ca 
tion device can be arranged so that the information is 
automatically transmitted in response to the mobile station 
being brought Within a predetermined distance of the veri 
?cation device. This obviates the need for user interaction 
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and could for instance allow a user to pass a check-in point 
provided With a veri?cation device Without having to stop 
for the ticket information to be transmitted to the veri?cation 
device. 

[0052] Finally, although the invention has been described 
in detail With respect to a ticketing system for a transport 
service, it Will be appreciated that the invention may also be 
used in respect of other activities that require ticket based 
authorisation, for example attending the theatre or attending 
sporting events. 

[0053] Having thus described the present invention by 
reference to preferred embodiments, it is to be Well under 
stood that the embodiments in question are exemplary only 
and that modi?cations and variations such as Will occur to 
those possessed of appropriate knoWledge and skills may be 
made Without departure from the spirit and scope of the 
invention as set forth in the appended claims and equivalents 
thereof. 

1. A method of operating a ticketing system for users, the 
method comprising: 

generating data Which represents ticket information to 
alloW said ticket data to be used by a user of the system; 

transmitting said ticket data such that said data is received 
by a mobile station over a mobile communications 
netWork link; 

receiving said ticket data from said user or from said 
mobile station; and 

using said ticket data received from said user or from said 
mobile station to verify a transaction With said user. 

2. A method according to claim 1, comprising storing 
system data in said system corresponding to said ticket data, 
and subsequently accessing said system data When said 
ticket data is received from said user or said mobile station. 

3. A method according to claim 1 or 2, the method 
comprising sending the data in a teXt message format to the 
mobile station. 

4. A method according to claim 3, Wherein the teXt 
message is an SMS message. 

5. A method according to any preceding claim, compris 
ing receiving said ticket data by reading said data from a 
display on the mobile station using an optical reader. 

6. A method according to claim 5, Wherein the optical 
reader is a bar-code or pin code reader. 

7. Amethod according to any preceding claim, the method 
further comprising: 

storing the ticket after generation in a storage device 
accessible via said mobile communications netWork; 
and 

transmitting the ticket data over the mobile communica 
tions netWork link on request. 

8. A method according to claim 7, Wherein the ticket data 
is transmitted in broWser-readable format. 

9. Amethod according to any of claims 1 to 6 comprising 
transmitting the ticket data over the mobile communications 
netWork link Without request. 

10. A method according to any preceding claim, Wherein 
the ticket information relates to a transport service. 
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11. A system according to claim 10, Wherein the ticket 
data is received from said user or said mobile station at a 
location at Which access to a transport service is provided. 

12. A method according to any preceding claim the 
method comprising: 

transmitting said ticket data in one presentation format; 
and 

receiving said ticket data in a second different presenta 
tion format. 

13. Amethod of operating a ticketing system for users, the 
method comprising: 

generating data Which represents ticket information to 
alloW said ticket data to be used by a user of the system; 

transmitting said ticket data such that said data is received 
by a store over a communications netWork link, to 
alloW said data to be Written from the store to a portable 
electronic device; 

receiving said ticket data from said portable electronic 
device; and 

using said ticket data received from said portable elec 
tronic device to verify a transaction With said user. 

14. Amethod according to claim 13, Wherein said portable 
electronic device is a personal digital assistant or a mobile 
station. 

15. A method of using a mobile station as a ticket, the 
method comprising: 

receiving at said mobile station data transmitted over a 
mobile communications netWork, said data represent 
ing ticket information; and 

making said data received by said mobile station available 
for use in verifying a transaction. 

16. A method according to claim 15, Wherein the trans 
action involves the use of a transport service. 

17. Apparatus for receiving data sent over a communica 
tions netWork, the apparatus comprising: 

means for receiving the data in a ?rst presentation format, 
Which is not specially adapted to be machine readable; 

means for converting the data from said ?rst presentation 
format into a second presentation format Which is 
specially adapted to be machine readable; and 

means for displaying data in said second presentation 
formation. 

18. Apparatus according to claim 17, Wherein the appa 
ratus is a mobile station. 

19. Apparatus according to claim 17 or 18, Wherein said 
converting means comprises a removable data storage mod 
ule carrying a programme for converting the data form said 
?rst presentation format into said second presentation for 
mat. 

20. Apparatus according to claim 17, 18 or 19, Wherein 
the second presentation format is an optical code format. 

21. Apparatus according to any of claims 17 to 20, 
Wherein the ?rst presentation format is a teXt message 
format. 


