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(57) ABSTRACT 
Correspondence Address: 
Dana E gigelow Amodular display unit that includes a center section having 
Wall Marjama & Bilinski LLP a vertically disposed frame for supporting a series of shelves 
4th Floor and a display counter on either side thereof and having 
101 South Sauna Street cabinets secured to the frame at either end of the end section 
Syracuse’ NY 13202 (Us) Which also contains a series of shelves and a display counter. 

The cabinets are secured to the frame by universal fasteners 
(73) Assignee; Oneida, Ltd_ so that the end cabinets can be removed from the frame and 

mounted in a back-to-back con?guration using the universal 
(21) Appl, N()_j 10/175,443 fasteners. A pair of end Walls are also provided for closing 

both ends of the center section When the cabinets are 
22 Filed: Jun. 19, 2002 removed, a ain em 10 in the universal fasteners. g P y g 
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MODULAR DISPLAY CASE 

CROSS REFERENCE TO RELATED 
APPLICATION 

[0001] This is a continuation application of US. Serial 
No. 09/802,396, ?led Mar. 9, 2001, the entirety of Which is 
incorporated herein by reference. 

FIELD OF THE INVENTION 

[0002] This invention relates generally to a display unit for 
cutlery or ?atWare, and speci?cally to a modular display unit 
that can be easily rearranged to provide any one of three 
different siZe display units. 

BACKGROUND OF THE INVENTION 

[0003] Many manufacturers of goods, such as ?atWare or 
cutlery items, provide their distributors and retailers With 
distinctive display units for best shoWing their Wares. 
Although these units are effective sales tools, the units 
typically are made in one siZe only. Most stores or shops, 
hoWever, have varying amounts of ?oor space available for 
display units of this type. As a result, the shop oWner cannot 
take advantage of the seller’s offer to place a display unit in 
his or her store. 

[0004] By the same token, many display units of this 
nature display the goods so that they can be vieWed from one 
side only With the remaining sides of the case generally 
being closed. Accordingly, the display unit Wastes a good 
deal of potentially usable display space. 

SUMMARY OF THE INVENTION 

[0005] It is therefore an object of the present invention to 
improve display units, and, in particular, display units for 
exhibiting ?atWare to the consuming public. 

[0006] It is a further object of the present invention to 
provide a modular display unit that can be arranged in 
different con?gurations Without disturbing the general 
appearance of the unit. 

[0007] Yet another object of the present invention is to 
provide a modular display unit that can be arranged in 
different siZe con?gurations so that the unit can be better 
utiliZed Within an available ?oor space. 

[0008] Another object of the present invention is to pro 
vide a modular display unit that can be easily and conve 
niently arranged into a number of different siZe con?gura 
tions, each of Which Will exhibit the display goods from 
more than one side. 

[0009] These and other objects of the present invention are 
attained by a modular display unit that includes a vertically 
disposed frame having horiZontally disposed arms extending 
outWardly to either side of the frame upon Which display 
shelves are mounted. Apair of identical cabinets also having 
shelves are removably mounted at each end of the frame to 
create a ?rst embodiment of the unit. The cabinets further 
include back panels that are removably attached to the frame 
by universal fasteners The cabinets can be removed from the 
frame and secured in a back-to-back con?guration using the 
universal fasteners to create a second embodiment of the 
unit. A pair of end Walls are removably securable to both 
ends of the frame, again using the universal fastener to 
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create a third embodiment of the unit. Lastly, one end 
cabinet can be replaced by one end Wall to create a fourth 
embodiment of the unit. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0010] For a better understanding of these and other 
objects of the invention, reference Will be made to the 
folloWing detailed description of the invention Which is to be 
read in connection With the accompanying draWing, 
Wherein: 

[0011] FIG. 1 is a perspective vieW of a modular display 
unit having tWo end cabinets attached to the center section 
of the unit; 

[0012] FIG. 2 is a perspective vieW illustrating the tWo 
end cabinets secured in a back-to-back con?guration to 
establish a second embodiment of the unit; 

[0013] FIG. 3 is a perspective vieW illustrating the center 
section of the modular unit With the end cabinets being 
removed and replaced by end panels to establish a third 
embodiment of the unit; 

[0014] FIG. 4 is a perspective vieW illustrating the center 
section of the modular unit With one end cabinet being 
replaced by an end Wall to establish a fourth embodiment of 
the invention; 

[0015] FIG. 5 is a perspective vieW shoWing the unit 
illustrated in FIG. 3 With parts broken aWay to better 
illustrate the main vertical support frame of the center 
section and the horiZontal arms for supporting the center 
section shelves; 

[0016] FIG. 6 is a partial vieW in perspective illustrating 
one of the universal fasteners used to mount either the end 
panels or the end cabinets to the main support frame of the 
center section; or the tab end cabinets in a back-to-back 
relationship; and 

[0017] FIG. 7 is an enlarged perspective vieW illustrating 
one of the display shelves employed in the center section and 
in the end cabinets of the modular unit. 

DETAILED DESCRIPTION OF THE 
INVENTION 

[0018] Turning initially to FIG. 1, there is illustrated a 
modular display unit, generally referenced 10 that embodies 
the teachings of the present invention. The invention Will be 
described herein With speci?c reference to a display unit for 
exhibiting ?atWare, hoWever, it should be clear that the 
display unit can be used to exhibit any number of goods and 
products Without departing from the teachings of the present 
invention. The modular unit illustrated in FIG. 1 includes a 
center section 12 and a pair of end cabinets 14 and 15 that 
are removably secured to either end of the center section in 
perpendicular alignment With the center section. The center 
section of the unit has three horiZontally disposed and 
spaced apart storage shelves 16-18 extending outWardly to 
either side of the unit, hoWever, the number of shelves may 
be changed Without departing from the teachings of the 
present invention. 

[0019] As Will be described in greater detail beloW, With 
reference to FIG. 6, the storage shelves are arranged to hold 
stacks of boxes 20 containing ?atWare of different designs so 
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that customers may easily remove the outer box from the 
stack. Each stack is equipped With a spring driven mecha 
nism for advancing the stack automatically to the front of the 
shelf When a box is removed from the stack. 

[0020] A display counter 23 is mounted over the top shelf 
on either side of the center section upon Which the ?atWare 
contained in the boxes can be displayed unpackaged so that 
a customer may better vieW the ?atWare products stored in 
the stack. Although the ?atWare may be stored in the unit 
displayed on the counters, ancillary products offered by the 
seller may also be effectively exhibited. Each counter is 
furnished With a backboard 24 and the tWo back boards are, 
in turn, connected by a top panel 25. A sign board 27 is 
mounted on the top panel Which may contain the seller’s 
name and/or logo imprinted on either side or any other 
suitable advertising material relating to the goods. 

[0021] Each end cabinet 14 and 15 are of the same siZe and 
shape and, in assembly, are mounted coextensively With the 
central axis of the center section at either end of the center 
section. Each cabinet includes a pair of opposed end Walls 
28 and 29 that are joined to a back panel 30. The end Walls 
and the back panel, in turn, are secured to a base 32. Like the 
center section of the unit, the end cabinets each have a series 
of horiZontally aligned spaced apart storage shelves 33 for 
holding stacks of boxes 20 in the same manner as explained 
above in association With the center sections. One or more 
of the shelves may be equipped With supply compartments 
34 having hinged doors or draWers 35 that can be used to 
store inventory or the like and Which can be locked for 
security reasons. A display counter 37 is mounted over the 
top shelf of each end cabinet again for exhibiting unpack 
aged goods. Rails 38-38 are mounted along the leading edge 
of the opposed end Walls of each cabinet for decorative 
purposes and to protect the cabinets from harm, Which is 
generally in?icted by various types of vehicles moving 
through the aisles of the store or shop. Sign panels 39, as 
described above, are also mounted upon the back panels of 
the cabinets so that they can be easily read by customers 
facing either of the cabinets. 

[0022] As noted above, the tWo end cabinets 14 and 15 can 
be removed from the center section of unit 10. As illustrated 
in FIG. 2, each cabinet is a mirror image of the other and the 
tWo cabinets can be placed in a back-to-back con?guration 
as shoWn to create a smaller display unit 40 from the tWo 
cabinets. As Will be explained in greater detail beloW, the 
end cabinets are secured to the center section of unit 10 by 
universal fasteners. The fasteners, in turn, can also be used 
to join the end cabinets together in the back-to-back assem 
bly to provide a secure display unit. 

[0023] With reference to FIG. 3, there is illustrated a 
further display unit 50, the siZe of Which is about midWay 
betWeen that of units 10 and 40. This mid-siZed unit includes 
the center section 12 Which Was described in detail above 
and a pair of end Walls 51 and 52. The end Walls are of the 
same siZe and shape, and again are attached to opposite ends 
of the center section 12 using universal fasteners. The end 
Walls are centered upon the central axis of the center section 
and serve to close ends of this section. Rails 54 and 55 are 
placed along the outer edges of each end panel, again for 
decorative purposes and to protect the unit from harm. 

[0024] As illustrated in FIG. 4, there is shoWn a further 
embodiment of the invention generally referenced 60. In this 
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embodiment of the invention, one of the end cabinets has 
been removed from the frame and replaced With an end Wall 
51. 

[0025] The display unit 50 is further illustrated in FIG. 5 
With portions broken aWay to shoW the internal construction 
of the central section 12. The central section is equipped 
With a vertical frame 57 having conjoined vertical members 
58 and horiZontal members 59 to create a high strength back 
bone for the section. The frame 57 is securely anchored in 
the base 61 of the unit. Generally, horiZontally disposed 
arms 63 extend outWardly from the frame to both sides 
thereof and the distal ends of the arms are connected by 
cross members 64 to provide supporting structure for the 
shelves and the display counters. As illustrated in FIG. 6, the 
arms at opposite ends of the frame are provided With holes 
65 through Which threaded fasteners such as bolt 67 can 
pass. The end panels 51 and 52, as Well as the back panels 
of the end cabinets are equipped With threaded inserts 68 for 
mating With the bolts, thereby alloWing the end panels of the 
cabinets to be secured to the frame. The inserts contained in 
the end panels extend only partially through the panels so 
that a smooth continuous outer surface is presented to a 
customer vieWing unit 40. In the case of the cabinets, the 
threaded inserts extend through both of the back panels. The 
inserts are axially aligned When the cabinets are placed in a 
back-to-back relationship as shoWn in FIG. 2. In this case, 
the securing bolts are threaded completely through the inset 
of one cabinet and into the aligned inserts of the other 
cabinet to pull the cabinets tightly together in assembly. 

[0026] One or more Washers 69 can be placed upon the 
shank of the bolts to permit the effective length of the bolts 
to be adjusted in assembly. Accordingly, the threaded fas 
teners can be universally utiliZed in each of the display unit 
con?gurations. Although a bolt and threaded insert combi 
nation is shoWn in the description of the invention, any other 
suitable fastening device that lends itself for universal use in 
each display unit con?guration can be used in the practice of 
the present invention. 

[0027] FIG. 7 illustrates a portion of a typical storage 
shelf utiliZed in the center section and each of the end 
cabinets of the present invention. Each shelf includes a 
bottom platform 75 that is attachable to the arms and cross 
members of the frame. The platform contains a series of 
adjacent open top trays 76. An elongated vertically disposed 
Wall 77 is slidably contained Within parallel slots 78 formed 
in the base of each tray and Which extend longitudinally 
along the length of the base from the back Wall 79 to the 
front Wall 80 of the tray. Coil springs are mounted at the 
front of each tray that engage the slidably contained Wall 77 
and urge the Wall toWard a home position against the front 
Wall of the tray. To load each tray, the boxes 20 are inserted 
betWeen the front Wall 78 of the tray and the slidable Wall 77. 
As the number of boxes increase, Wall 77 is moved back 
toWard the rear of the tray and the tension exerted by the 
unWinding coil spring increases to hold the stack in align 
ment. As should noW be evident, as the front box in the stack 
is removed, the spring loaded Wall 77 urges the stack 
forWard to place the next box in the stack against the front 
Wall of the tray. The ?rst three trays in the shelf shoWn in 
FIG. 7 are empty While the next tWo trays are partially ?lled 
and the remaining trays are fully ?lled With boxes. 

[0028] While the present invention has been particularly 
shoWn and described With reference to the preferred mode as 
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illustrated in the drawing, it Will be understood by one 
skilled in the art that various changes in detail may be 
effected therein Without departing from the spirit and scope 
of the invention as de?ned by the claims. 

We claim: 
1. A modular display unit that includes: 

a center section containing a vertically disposed frame 
extending betWeen tWo opposed ends of the central 
section; 

a pair of open faced cabinets having identical back panels, 
and 

universal fastening means for removably securing the 
back panels of said cabinets to opposite ends of said 
frame in perpendicular alignment With said frame 
Wherein said cabinets can be removed from said center 
section and joined together in a back-to-back relation 
ship With said universal fastening means. 

2. The modular display unit of claim 1 that further 
includes a pair of end Walls that are interchangeably mount 
able at opposite ends of said frame by said universal 
fastening means to close the ends of said center section When 
the end cabinets are removed from said frame. 

3. The modular display unit of claim 1 Wherein said frame 
further includes vertically spaced support means extending 
outWardly to either side thereof and a series of horiZontally 
disposed shelves mounted upon said support means. 

4. The modular display unit of claim 3 that further 
includes a horiZontally disposed display counter mounted 
upon said support means over said shelves. 

5. The modular display unit of claim 4 Wherein each 
cabinet contains vertically disposed side Walls connected to 
said back panel and a series of horiZontally disposed shelves 
extending betWeen said side Walls. 
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6. The modular display unit of claim 5 Wherein each end 
cabinet further includes a horiZontally disposed display 
counter mounted over said cabinet shelves that extend 
betWeen the side Walls of the cabinet. 

7. The modular display unit of claim 1 Wherein said 
vertically disposed frame further includes vertical spaced 
apart columns mounted Within a base and horiZontal mem 
bers for interconnecting the vertical columns. 

8. The modular display unit of claim 7 that further 
includes a display board mounted upon the top of said frame. 

9. The modular display unit of claim 8 Wherein each of the 
removable end cabinets further includes a display board 
mounted upon the back panel thereof. 

10. The modular display unit of claim 5 Wherein each 
shelf contains a series of side by side open top trays, each 
tray having opposed side Walls, a back Wall and a front Wall 
for containing a stack of boxes betWeen the front Wall and 
the back Wall of the tray. 

11. The modular display unit of claim 2 Wherein said 
universal fasteners include bolts arranged to pass through 
horiZontally disposed arms mounted at either end of said 
frame and threaded inserts mounted in the back panels and 
the end Walls for threadably receiving said bolts Wherein the 
cabinets and end Walls can be interchangeably secured to the 
frame or the end cabinets can be secured in a back-to-back 
relationship to establish different unit con?gurations. 

12. The modular display unit of claim 5 Wherein one of 
said shelves contains at least one compartment for storing 
inventory. 

13. The modular display unit of claim 5 Wherein one of 
said shelves contain at least one draWer for storing inven 
tory. 


