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(57) ABSTRACT 

Asystem for selection by a user and delivery to the user over 
an internetWork transmission channel of selected audio data 
?les at a delivery rate of at least tWice the delivery rate for 
normal, audibly perceptible playback of an audio data ?le. 
The user registers the user’s selection of audio material With 
a central library of audio and/or teXt data ?les, and a 
digitized and optionally compressed omnibus ?le containing 
the user’s selections is prepared and transmitted to the user 
at a high data transfer rate. The user receives downloads the 
selected data ?les to a personal computer or to a portable 
storage and playback unit (SPU) that may store and play 
back digitized text or audio data, using a docking station. 
The user carries this SPU until the user has an opportunity 
to audio process and play back the text or audio data ?les in 
audibly perceptible form. 
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ENHANCED DELIVERY OF AUDIO DATA FOR 
PORTABLE PLAYBACK 

FIELD OF THE INVENTION 

[0001] This application is a continuation in part of a patent 
application entitled “Enhanced Delivery of Audio Data,” 
US. Ser. No. 08/643,963, Which is a continuation in part of 
a patent application entitled “Portable Information Storage/ 
Playback Apparatus Having A Universal Data Interface,” 
U.S. Ser. No. 08/450,818, ?led on May 24, 1995, both 
assigned to the Assignee of this application. This invention 
relates to delivery of compressed digital audio data, poten 
tially at rates much faster than the real time rate, for 
conversion to speech for portable audible reception in rec 
reational or educational activities. 

BACKGROUND OF THE INVENTION 

[0002] Available information that is relevant to operation 
of a business or of a household increases at an exponential 
groWth rate. A user of such information must become 
concerned With hoW to ?nd the time, in an already croWded 
Workday, to absorb the most relevant of such information. A 
menu of such information can be provided on a subscription 
basis, for individual selection by each user, as discussed in 
US. Ser. No. 08/643,963. One useful medium for delivery 
and reception of such information is sound, Which requires 
use of the ears and of a portion of the user’s brain but does 
not require simultaneous use of other senses. Previous 
systems have usually provided this information as a com 
bination of video and audio in Which the audio information 
Was often treated as an afterthought. 

[0003] The approaches disclosed by previous Workers in 
this ?eld usually combine video and audio data so that the 
video requirements control the choice of transmission sys 
tem, or the selection of audio information is limited to 
features closely associated With use of a telephone. These 
approaches do not provide transmission and storage of a 
Wide variety of audio-only information in a format that takes 
advantage of unique features of audio format information. 

[0004] Also, these approaches do not take advantage of 
the possibility of using an available transmission medium, 
such as an internet that already provides for inter-commu 
nication betWeen millions of homes, of?ces and other facili 
ties. Use of a particular internet may reduce the number of 
signal formats that must be recogniZed and dealt With, and 
it may be possible to optimiZe the audio signal processing 
for the limited number of (or one) formats in Which the audio 
signals are received. 

[0005] What is needed is a procedure for packaging, 
delivery, reception, storage and playback of audio ?les in a 
format that (1) alloWs for potential transmission of the audio 
?les at transfer rates many times higher than the normal 
audio playback rates, (2) alloWs receipt and storage of the 
audio ?les in compressed formats that can store several 
hours of normal audio programming in a playback medium 
of modest siZe, (3) alloWs transmission of audio ?les to the 
user at times and manners that are convenient for both the 
sender and the recipient, and (4) alloWs the user to conve 
niently transport the stored audio ?les, for playback at a time 
chosen by the user. 

[0006] Preferably, the procedure should be adjustable to 
receive and process the audio (or teXt data) ?les using a 
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signal processing procedure that is optimiZable or optimiZed 
for the format, or limited number of formats, in Which the 
audio (or teXt data) ?les are delivered to audio playback 
apparatus. 

SUMMARY OF THE INVENTION 

[0007] The invention meets these needs by providing a 
portable digital audio playback module for digital audio ?le 
receipt and storage, D/A conversion and playback. The 
audio programming material (“audio data ?les” herein) are 
digitiZed and optionally compressed before transfer over a 
hardWired or Wireless communication internetWork channel 
to the storage/playback module, using any suitable compres 
sion algorithm. The module is capable of receiving and 
recording compressed, digitiZed audio programming at a 
transfer rate that may be faster than the normal audible 
playback rate so that, for example, ten hours of playback 
material may be transferred in a time interval of betWeen less 
than ten minutes and a feW hours, optionally using transfer 
procedures and times that do not interfere With the user’s 
normal Workday. The rate of data transfer depends upon the 
communications link used and Will depend upon the internet 
delivery rate vis-a-vis the playback rate. These communi 
cations links include POTS (plain old telephone service) 
lines, ISDN lines, cable television links, satellite broadcast 
links and other similar links that are suitable for internet 
communication. The audio data ?les are received by a user 
having a personal computer (notebook, laptop, desktop, 
etc.), modem, and docking station, and the audio data ?les 
are preferably processed and downloaded to a portable (e. g., 
handheld) storage and playback unit (“SPU”) at the docking 
station. Once an audio data ?le is received by the user, this 
?le can be decompressed and converted to analog format 
(optional) for playback at a normal rate by the user. The 
audio data ?les are received by the user and stored digitally 
on a non-volatile medium in an SPU, or in a personal 
computer (“PC”) used to make an internet connection. The 
PC may also be used to play back or display the program 
ming. 

[0008] Alternatively, the PC or the SPU receives a teXt 
data ?le from the internetWork channel and either passes this 
?le through a teXt-to-speech conversion process to convert 
this ?le to an audio data ?le, before the audio data ?le is 
received or stored or played back, or stores the ?le as a teXt 
?le and converts this ?le to speech on the ?y. Alternatively, 
the received data ?le can be processed and played back at the 
PC, rather than being doWnloaded to, and played back at, the 
SPU; most PCs have an audio sound system. 

[0009] In contrast to a conventional digital audio storage 
system, such as Digital Audio Tape (DAT), the invention 
uses a different storage medium, provides random access 
search capability, rather than linear search capability, and 
optionally receives and stores information in a compressed 
format that uses a chosen data compression algorithm. In 
contrast to a Writeable audio storage device, such as the 
Sony recordable mini-CD, the invention uses an SPU for 
doWnload and playback and optionally may have intention 
ally limited audio bandWidth; stereo full ?delity is not 
needed for this programming. 

[0010] The invention combines the remote data access 
capability resident in a personal computer, the portability of 
an SPU, and a set of tailored, streamlined control functions 
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to simplify and automate a seamless process for selecting, 
receiving, storing and/or playing back audio data ?les, at 
times and places chosen by the user, With easily imple 
mented control functions; and With a user interface that 
alloWs downloading of the compressed and digitiZed audio 
data ?les in a variety of formats. Storage for subsequent 
playback occurs ?rst in the PC used to make an internet 
connection, but the ?les may be transferred automatically 
under softWare control, using a docking station, to the SPU. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0011] FIG. 1 illustrates a subscription/on-demand infor 
mation delivery system, illustrating several embodiments of 
the invention. 

[0012] FIG. 2 is a schematic vieW of a portable storage 
and playback unit (SPU) that can be used to practice the 
invention. 

[0013] FIG. 3 illustrates a general procedure for user 
processing, data ?le(s) selection by the user, and doWnload 
ing of the selected ?le(s) to a PC. 

[0014] FIG. 4 illustrates a general procedure for playback 
processing of a data ?le at a PC, doWnloading of a data ?le 
to an SPU, and playback of the data ?le at the SPU. 

[0015] FIG. 5 is a table illustrating processing options for 
a data ?le taken from various sources before the data ?le is 
played back as an audibly perceptible signal. 

[0016] FIGS. 6 and 7 are How charts illustrating the 
playback according to several embodiments. 

DESCRIPTION OF BEST MODES OF THE 
INVENTION 

[0017] FIG. 1 is a schematic vieW of an on-demand 
information delivery system 10 according to an embodiment 
of the invention. The system 10 is disclosed in part in the 
folloWing issued patents, both of Which are assigned to 
Information HighWay Media Corporation, the assignee of 
the present application: N. Schulhof, J. Janky, “System for 
Distributing Subscription and On-Demand Audio Program 
ming,” US. Pat. No. 5,572,441; and N. Schulhof, J. Janky, 
“Apparatus for Distributing Subscription and On-Demand 
Audio Programming,” US. Pat. No. 5,557,541. 

[0018] An audio program distribution system 10 includes 
an internetWork server 11 that is connected to an internet 
Work channel 31, such as the Well knoWn Internet or an 
intra-net serving a smaller group of users. The server 11 is 
connected to a plurality of data sources, including an audio 
data ?le library 13, a teXt data ?le library 15, E-mail ?les 17 
and other data ?les 19, and to a customer database 21 that 
contains relevant information on subscribers Who use the 
distribution system 10. The server 11 also receives com 
mands, data and other information from a user entry module 
23, Which may be a keyboard, light pen or other data/ 
command entry device or may be an electronic terminal that 
communicates With a user terminal that may be nearby or 
remotely located. The server 11 also receives commands and 
other data from a control I/O module 25. 

[0019] The audio data ?le library 13 and teXt data ?le 
library 15 may be implemented in any knoWn digital storage 
technology, for eXample as a plurality of digital storage 
media, such as hard drives. Audio data material may be 
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deposited in the library 13 from a variety of audio data 
sources using a variety of data communications media and 
formats from a plurality of locations, for eXample via 
modem transfer from a distributor, such as the Wall Street 
Journal. Sources for teXt data material are similarly volu 
minous. The audio data ?les and teXt data ?les are preferably 
digitiZed and optionally compressed and encrypted, using 
selected compression and encryption algorithms and for 
mats, before such ?les are deposited in the data ?les libraries 
13 and/or 15. 

[0020] An analog audio intended for the internetWork 
channel 31 is passed through an audio conditioning module 
27 (optional) for digitiZation, optional compression and/or 
optional encryption and is then passed through a ?rst modem 
28 to a ?rst internetWork service provider (“ISP”; optional) 
29 before being received by the internetWork channel 31. 
The internetWork channel 31 may be connected to, and 
receive data from, other data sources 33 as Well. The data 
?le(s) requested by a user are then received by a second ISP 
41 (optional), by a second modem 43, by a telephone 
netWork 45 and by a third modem 47, before being received 
by a personal computer (“PC”) or other computer-based 
module 51 utiliZed by a user. 

[0021] One important anticipated use of the invention is to 
provide or implement an audio subscription service, using 
an internetWork channel to deliver selected audio or teXt data 
?les that can be doWnloaded and stored for present or 
subsequent playback. For example, an audio program, cre 
ated for radio or television, could be digitiZed and stored in 
an audio data ?le library for subsequent doWnload and 
playback. Alternatively, selected portions of a daily neWs 
paper, such as the Wall Street Journal or the NeW York 
Times, may be scanned in and digitiZed as an audio version, 
that is then delivered to the library. Used in this manner, the 
system 10 may provide daily delivery of a program in audio 
format that alloWs a subscriber to listen to the audio material 
Without interruption by commercial breaks or other 
unWanted communications, that is not truncated to ?t into a 
tight broadcast schedule, and that does not require dedica 
tion of the user’s sense of sight, touch or other faculties, 
eXcept for hearing. The user can, optionally, listen to the 
playback and simultaneously perform other tasks. During 
data transmission or doWnloading, audio program ?les can 
be transferred from the server 11 to the PC 51 at rates 2-100 
times as large as the normal rates (i6-32 kilobits/sec) for 
real time playback of an audio data ?le, depending upon the 
present number of internetWork users. 

[0022] The data ?le transmission channel is preferably an 
internetWork channel 31 capable of connecting hundreds, 
thousands or even millions of computer sites, including 
many sources of audio data ?les. The internetWork channel 
may, for eXample, be the World Wide Web that is part of the 
Well knoWn WorldWide Internet. This Internet uses TCP/IP 
(transmission control protocol/internet protocol) or PPP 
(point-to-point protocol) in access to a Website on the 
Internet. HoWever, any other internet channel or intra-net 
channel, possibly using a different, but knoWn, protocol, can 
also be used to gain access to an audio ?le database, to 
transmit selections based on on-line menus, and to receive 
and doWnload and automatically store audio data ?les cor 
responding to those selections. 

[0023] The internetWork channel 31 of the audio data 
delivery system 10 may be chosen to take advantage of any 
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of several existing data delivery infrastructures for an inter 
netWork. The delivery system 10 is Well suited for use With 
data transmission means, such as plain old telephone service 
(POTS) or ISDN. Compression of the audio data ?les may 
be implemented by use of the G722 or Dolby AC-2 or AC-3 
compression schemes or by other suitable audio compres 
sion schemes. Alternatively, the audio data ?les may be 
delivered and received using the Ricochet Wireless modem 
offered by Metricom (Los Gatos, Calif.). 

[0024] The Ricochet system uses a Wireless modem With 
RS-232 serial format and can transfer information at rates up 
to 128 kbits/sec, using a specially designed, Wireless LAN 
Access Modem. The present modem rate limit is 28.8 
kbits/sec. A dynamic address, Which can change With each 
neW session, is assigned to a Ricochet user. The Ricochet 
system acts as a netWork service provider With its oWn user 
pool and With connections to the Internet. Ricochet divides 
the 902-928 MHZ unlicensed band into 162 channels, each 
160 kHZ Wide, for operation. Maximum connect time per 
subscriber is 100 hours per month and 4 hours per individual 
session. A Ricochet modem should be Within 450 meters 
(about 0.3 miles) peer-to-peer (another Ricochet modem) or 
Within about 1600 meters of a Ricochet pickup node 
(located, for example, on selected telephone poles in many 
communities). E-mail service is available, using POP3 pro 
tocol. E-mail ?le attachments up to 5 Mbytes in siZe (total 
message length) can be transferred using Ricochet. San 
Francisco, Los Angeles, Seattle, Washington, DC, major 
airports and many universities and large corporations are 
noW covered by the Ricochet network, With other commu 
nities to be added in the coming years. Ahigh speed netWork 
service Will be added in 1999. 

[0025] In practice of the invention, information is loaded 
into the PC or SPU through a modem 31, stored, and 
thereafter played back at a real time rate. The compression 
algorithms used in the herein-described system are similar 
(or may be identical) to those developed by the Motion 
Picture Experts Group, referred to as MPEG-1 and MPEG-2. 
Other knoWn compression algorithms include G722, pio 
neered by AT&T. These compression techniques provide 
speci?c algorithms in Which audio is digitiZed and then 
compressed a great deal. Maximum compression achieved 
to date that maintains adequate quality programming is 
about 6-6.5 kilobits/sec. Typical compressed but high-qual 
ity audio data rates lie someWhere betWeen 16 and 32 
kilobits per second. 

[0026] The internetWork channel 31 routes the selected 
audio and/or text data ?le(s) to the microprocessor 51 using 
any suitable communication means, as discussed above. 

[0027] Communications protocols for implementing this 
service are available and Well knoWn in the art. TWo 
examples are point-to-point protocol (PPP) and transmission 
control protocol/internet protocol (TCP/IP), used for com 
munications on the Internet. The data transmission control 
process is Well understood and is available in softWare as 
part of the products offered by Netscape, NetCom, America 
OnLine and Compuserve, among others. Terminal emula 
tors, such as a microphone and PC phone are available and 
Well knoWn to users of personal computers (PCs). The 
expansion of Internet activity has led to Widespread devel 
opment of many such communications packages for use on 
PCs. By design, the transmission protocol used in the 
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transmission and/or doWnloading channel 29 is matched by 
a similar protocol that resides in the subscriber’s PC. Match 
ing of these tWo protocols alloWs connection to a Website 
source for audio data ?les. 

[0028] The data ?les are received at the PC 51 and 
buffered by a ?rst communications terminal 53 and by a 
buffer and data interface 54 (optional) before receipt by a 
microprocessor 55 and are preferably stored in a hard drive 
57 associated With the microprocessor 55. The PC 51 
optionally includes a ?oppy drive and includes ROM 61, 
RAM 63, a data command entry module 65 for user com 
munication With the PC, an audio/visual display module 67 
and a source of electrical poWer 69. The data interface 54 
may be con?gured to recogniZe only one or a feW digital 
formats, such as those that Would be presented by a con 
nection to the Internet. Alternatively, the data interface 54 
may be a universal data interface that recogniZes any of a 
large number of digital formats that are used With various 
information packages (packets, frames, cells, etc.). A uni 
versal data interface is discussed in US. Ser. No. 08/643, 
963; this discussion is incorporated by reference herein. 

[0029] Optionally, the microprocessor 55 is connected to, 
or includes, an audio processing module 73 and a loud 
speaker or other audibly perceptible audio data ?le display 
75. A text data ?le that arrives at the PC 51 must be 
converted to an audio data ?le before playback over the 
loudspeaker. If the data ?le is already in audio format, the 
audio processing module 73 and loudspeaker 75 may receive 
the converted audio data ?le (via a DIA converter) directly 
from the microprocessor 55, as shoWn. Optionally, softWare 
resident in the microprocessor 55 provides E-mail ?le inter 
rogation and/or text-to-speech conversion for a received ?le. 

[0030] An E-mail ?le Will usually include a routing sub 
message, appended as a header at the beginning (or as a 
trailer at the end) of the ?le, that speci?es the route folloWed 
by the audio message in moving from the audio message 
source (the person or machine that left the message in E-mail 
form) to the intended recipient’s telephone ansWering 
machine or service. These routing headers include speci? 
cation of each bridge, router, gateWay, etc. passed through 
by the E-mail message and can be quite long. In some 
instances, the length of a routing header can be many times 
the length of the useful part of the message. Arouting header 
that requires 16 lines or more of text to print out is not 
unusual. The E-mail interrogation process examines the 
routing header, and any other header information that is 
speci?ed by the user, is stripped from the message so that 
only the portion of the E-mail message that is of interest to 
the user is recorded in the computer hard drive 57 or on the 
storage and playback unit 81, discussed in the folloWing. 
[0031] The PC also includes a second communications 
module 77, connected to the hard drive 57 and to a docking 
station 79 that receives a portable, preferably handheld, 
storage and playback unit (“SPU”) 81. The SPU 81 receives 
a doWnload of one or more selected audio and/or text data 
?les from the PC, for storage and present or subsequent 
playback of the selection(s). The audio and/or text data ?les 
are doWnloaded and stored on the SPU 81, preferably on a 
PCMCIA card With ?ash memory (referred to collectively as 
an “SPU” for convenience here). The characteristics of a 
PCMCIA card are discussed beloW. 

[0032] An SPU 81 is inserted into the SPU docking station 
79, and audio and/or text data ?les, selected from commands 
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to the host PC, are transferred, in compressed or decom 
pressed format, With or Without encryption, onto the SPU for 
present or future playback. The SPU 81 is carried by the user 
until the user has an opportunity to play back part or all of 
the audio and/or teXt data ?les on the SPU. 

[0033] In one embodiment, the SPU 81, shoWn in more 
detail in FIG. 2, includes a docking interface connector 83, 
softWare to implement data transfer from the docking station 
79, a data I/O module 85 connected to the docking connector 
83 and to an on-board microprocessor 87. The micropro 
cessor is connected to a memory unit 82, such as ?ash 
memory, and to a ROM 89 and a RAM 91 and optionally 
includes a hard drive 93 for additional storage. The transfer 
commands reside in the host PC, Where transfer is activated. 
Optionally, a user activates a user data/command module 95 
and visual or audible display 97 to doWnload data ?le 
selections to the SPU 81 and to cause playback of one or 
more of these selections. 

[0034] If the doWnloaded data ?le is in teXt format, the 
data ?le is ?rst passed through a teXt-to-speech conversion 
process (optional), Which is preferably implemented in soft 
Ware. The converted data ?le, noW in audio format, is passed 
through an audio processing module 101 to a loudspeaker or 
other audibly perceptible display 103 for playback. If the 
data ?le received at the SPU 81 is already in audio format, 
the teXt-to-speech conversion process is not needed, and the 
audio data ?le is converted from digital to analog format and 
passed directly to the audio processing module 101 and 
loudspeaker 103 for playback. The SPU 81 can be carried 
around in the hand, pocket or other receptacle until the user 
has an opportunity to play back one or more selections that 
have been doWnloaded to and stored in the SPU. 

[0035] FIG. 3 illustrates a general procedure for user 
processing, data ?le(s) selection by the user, and doWnload 
ing of the selected ?le(s) to a PC. If the user is not already 
registered With the system, the system interacts With the user 
in block 111 to obtain registration and to set up a subscrip 
tion for the (neW) user. If a user is already registered and 
active, the system checks the registration in block 111. If this 
registration is con?rmed, the system alloWs the user to 
proceed to block 113 and to broWse and indicate one or more 
audio or teXt selections for doWnloading. After the user 
indicates one or more selections, the system proceeds to 
block 115 and doWnloads these selections to the user’s PC, 
using an internetWork channel for transmission of the 
selected data ?les. 

[0036] FIG. 4 illustrates a general procedure for playback 
processing of a data ?le at a PC, doWnloading of a data ?le 
to an SPU, and playback of the data ?le at the SPU, after the 
selected data ?les have been doWnloaded to the user’s PC. 
In block 121, the user has selected playback processing at 
the user’s PC, and the selected data ?les are audio processed 
and playback at the PC for user-initiated playback at the PC. 
Alternatively, in block 123, the user has selected SPU 
playback, and the system transfers the selected data ?les to 
the SPU for storage. The selected (doWnloaded) data ?les 
are then audio processed at the SPU, in block 125, for 
user-initiated playback at the SPU. 

[0037] FIG. 5 is a table illustrating processing options for 
a data ?le taken from various sources before the data ?le is 
played back as an audibly perceptible signal. In a ?rst 
option, a selected data ?le is already in audio format. The 
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data ?le is digitiZed (if this has not already been done) in a 
?rst processing step, then optionally compressed and/or 
encrypted for transmission to the user’s PC as an audio 
format ?le. The received ?le is processed and played back by 
the user as an audio format ?le. 

[0038] In a second format, the selected data ?le is in teXt 
format, and the ?le is passed through Without further digi 
tiZation and is optionally compressed and/or encrypted for 
transmission to the user’s PC as a teXt format ?le. The 
received ?le is passed through a teXt-to-speech conversion 
process and is processed and played back by the user as an 
audio format ?le. 

[0039] In a third format, the selected data ?le is available 
as a visual teXt ?le and is scanned, passed through optical 
character recognition (“OCR”) processing and digitiZed in a 
?rst processing step. This produces a teXt data ?le. The 
selected ?le is optionally compressed and/or encrypted for 
transmission to the user’s PC as a teXt format ?le. The 
received ?le is passed through a teXt-to-speech conversion 
process and is processed and played back by the user as an 
audio format ?le. 

[0040] In a fourth format, the selected data ?le is in teXt 
format, and the ?le is digitiZed and passed through a 
teXt-to-speech conversion process in a ?rst processing step. 
The data ?le is then optionally compressed and/or encrypted 
for transmission to the user’s PC as an audio format ?le. The 
received ?le is processed and played back by the user as an 
audio format ?le. 

[0041] In a ?fth format, the selected data ?le is available 
as a visual teXt ?le and is scanned, passed through optical 
character recognition (“OCR”) processing, digitiZed and 
passed through a teXt-to-speech conversion process in a ?rst 
processing step. The selected ?le is optionally compressed 
and/or encrypted for transmission to the user’s PC as an 
audio format ?le. The received ?le is processed and played 
back by the user as an audio format ?le. 

[0042] FIG. 6 is a How chart illustrating a playback 
procedure according to the invention, Where the received 
data ?le is already in audio format. In step 131, the operating 
program is loaded and activated. In step 133, one or more 
stored audio data ?les is selected for playback. In step 135, 
playback is activated, and the operating program begins 
reading an audio data ?le, in step 137, and performs D/A 
conversion, in step 139. In step 141, the audio data ?le is 
passed through audio processing, and the audio processed 
data ?le is delivered to the loudspeaker for audible display 
(playback) in step 143. The system then ends playback or 
recycles for another audio data ?le selection in step 145. 

[0043] FIG. 7 is a How chart illustrating a playback 
procedure according to the invention, Where the received 
data ?le is in teXt format. In step 151, the operating program 
is loaded and activated. In step 153, one or more stored 
audio data ?les is selected for playback. In step 155, 
playback is activated, and the operating program begins 
reading a teXt data ?le, in step 157. In steps 159, 161 and 
163, the system optionally performs E-mail ?le interroga 
tion, teXt-to-speech conversion and D/A conversion. In step 
165-, the data ?le (noW in audio format) is passed through 
audio processing, and the audio processed data ?le is deliv 
ered to the loudspeaker for audible display (playback) in 
step 167. The system then ends playback or recycles for 
another audio data ?le selection in step 169. 



US 2003/0176937 A1 

[0044] One embodiment of the SPU 81 and its memory 
unit 82 is a PCMCIA-type format card, With ?ash memory 
included in the PCMCIA card. The PCMCIA card, in its 
present design, is a 68-pin module, With plug-in being 
provided by pin-and-socket connectors, With the pins being 
arranged in tWo roWs of 34 pins each. The card operates With 
a memory-only interface or With an input/output interface. 
In a memory-only con?guration, the pin assignments 
include j ground pins (1 _j_4), k Vcc pins (1_k_2), data bit 
pins 0-15, address bit pins 0-25, m card enable pins 
(1_m_2), an output enable pin, a Write enable pin, a card 
detect pin, a card reset pin, n programming supply voltage 
pins (113 n_3), and 7 special purpose pin assignments, 
including ready/busy pin, Write protect pin, register select 
pin, supply voltage detect pins, Write protect pin and 
reserved pins. In an input/output con?guration, the special 
purpose pins become interrupt request, I/O port bit count 
(16-bit; yes/no), input port acknowledge, register select, I/O 
enable. audio digital Waveform, card status changed, I/O 
read and I/O Write. 

[0045] An EXecute-In-Place option alloWs a computer 
connected to the card to eXecute programs directly from 
instructions and/or data provided on the card. 

[0046] The card uses 3.3 volts or 5 volts supply for Vcc and 
provides 64 Mbytes of memory address space (SRAM, 
MaskPROM, OTPROM, EPROM, EEPROM or Flash 
Memory), With retrieval time of 100, 150, 200, 250 or 600 
nsec. I/O registers for the PCMCIA card have either 8 bits 
or 16 bits Width. The card thickness may be either 3.3 mm 
or 5 mm or 10 mm. Card length and Width are approximately 
85.6 mm and 54 mm, respectively. 

[0047] The card has ?ve layers of operation standardiZa 
tion. The loWest layer is physical and speci?es electrical and 
card interface characteristics. The second layer, basic com 
patibility, speci?es minimum memory siZe, minimum 
memory speed, data structures used, etc., optionally includ 
ing speci?cation of the Card Information Structure. The 
third layer, data recording format, speci?es hoW card data 
are physically organiZed on the card (blocked vs. unblocked, 
With or Without check sum included, etc.), analogous to 
format speci?cations of a ?oppy disk. The fourth layer, data 
organiZation, speci?es hoW data are logically organiZed on 
the card, including the operating system used, Whether the 
EXecute-In-Place option is used, Whether ?ash ?le memory 
is used, and application-speci?c information. The ?fth layer 
speci?es standards that are speci?c to a particular operating 
environment. Only compliance With the ?rst tWo layers is 
required currently. 
[0048] A Web page can be designed and implemented to 
alloW a user to interact With the audio data ?le system and 
to doWnload selections from an audio library. Design and 
implementation of a Web page is discussed, from different 
points of vieW, by Brian Pfaffenberger, Publish It On The 
Web, Academic Press, NeW York, Second Edition, 1997, by 
Roger C. Parker, Guide To Web Content And Design, MIS 
Press, Henry Holt & Co., NeW York, 1997, and by AndreW 
Sather et al in Creating Killer Interactive Web Sites, Adja 
cency, 1997. Design of an interactive server is discussed in 
detail by Stephen Walther in Active Server Pages 
Unleashed, Sams.net Publishing, Indianapolis, 1998, pp. 
470-475 and elseWhere, and by Richard Wagner et al in Java 
Script Unleashed, Sams.net Publishing, Indianapolis, Sec 
ond edition, 1997, pp. 338-359 and elseWhere. 
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1. Audio information storage and playback apparatus 
comprising: 

a computer and associated data interface, programmed to 
receive and eXtract an audio data ?le from an incoming 
signal over an internetWork channel at a transfer rate 
that is greater than a playback rate for audibly percep 
tible playback of information contained in the data ?le; 
and 

a docking station, connected to the computer and adapted 
for receiving a playback module that receives and 
stores the data ?le from the computer and that provides 
audibly perceptible playback of the data ?le. 

2. The apparatus of claim 1, further comprising said 
playback module, Where said playback module comprises: 

?ash memory for receiving and storing said data ?le from 
said microprocessor; 

playback selection means for selecting at least one 
selected data ?le recorded in the ?ash memory; 

digital-to-analog conversion means for converting the 
selected data ?le into an audio signal; and 

audio processing means, for selecting and retrieving the 
selected data ?le from the ?ash memory and for repro 
ducing the selected data ?le in audibly perceptible form 
for playback at a real time delivery rate. 

3. The apparatus of claim 2, Wherein said ?ash memory 
further comprises a PCMCIA card. 

4. The apparatus of claim 2, Wherein said playback 
module includes at least one of an audibly perceptible 
display and a visually perceptible display that displays user 
information, draWn from the groups of user information 
consisting of (1) an estimated length of time required for real 
time playback of a user-speci?ed selection recorded on said 
playback module, (2) a title or phrase describing a user 
speci?ed selection recorded on said playback module and 
(3) a user-speci?ed category to Which a user-speci?ed selec 
tion recorded on said playback module is assigned. 

5. The apparatus of claim 2, further comprising: 

a keypad, having at least tWo keys thereon that are 
tactilely distinguishable or visually distinguishable, 
connected to said playback module, that alloWs a 
command to be entered that selects said selected data 
?le and that causes said audio processing means to 
convert said selected data ?le to an audibly perceptible 
signal. 

6. The apparatus of claim 2, Wherein said microprocessor 
receives said data ?le as a teXt ?le and said playback module 
further comprises a teXt-to-speech conversion means for 
receiving and converting said data ?le to an audio ?le. 

7. The apparatus of claim 1, Wherein said data interface is 
a universal data interface to receive a data ?le as part of an 
incoming signal, transmitted over an internetWork transmis 
sion channel, in digitiZed format, and to provide automatic 
data format recognition for this data ?le. 

8. The apparatus of claim 1, Wherein said computer 
comprises a data ?le interrogation module, for receiving and 
eXamining said data ?le to determine Whether said data ?le 
contains at least one E-mail message, for removing the 
E-mail routing information for each E-mail message that is 
part of said data ?le, and for retaining the remainder of the 
E-mail message in said data ?le. 
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9. The apparatus of claim 1, further comprising a tele 
phone modem, connected to said data interface, for receiv 
ing and converting said incoming signals and for passing the 
converted incoming signals to said data interface. 

10. The apparatus of claim 1, Wherein said audio data ?le 
is provided in digitiZed and compressed format using a 
compression algorithm draWn from the class of audio com 
pression algorithms consisting of perceptual encoding, 
Dolby Labs AC-3 and CCITT recommendation G.722. 

11. Audio information storage and playback apparatus 
comprising: 

a computer and associated data interface, programmed to 
receive and eXtract a teXt data ?le from an incoming 
signal over an internetWork channel, Where the teXt 
data ?le is received by the computer at a transfer rate 
that is greater than a playback rate for audibly percep 
tible playback of information contained in the teXt data 
?le; and 

a docking station, connected to the computer and adapted 
for receiving a playback module that receives and 
stores the teXt data ?le from the computer and that 
provides audibly perceptible playback of the teXt data 
?le. 

12. The apparatus of claim 11, further comprising said 
playback module, Where said playback module comprises: 

?ash memory for receiving and storing said teXt data ?le 
from said microprocessor; 

playback selection means for selecting at least one 
selected data ?le recorded in the ?ash memory; and 

teXt-to-speech conversion means for receiving the at least 
one teXt data ?le from the playback means and for 
converting the at least one teXt data ?le to an output 
signal that is in audio format; 

digital-to-analog conversion means for converting the 
teXt-to-speech conversion means output signal into an 
audio signal; and 

audio processing means, for receiving the digital-to-ana 
log conversion means output signal and for reproducing 
the output signal in audibly perceptible form for play 
back at a real time delivery rate. 

13. The apparatus of claim 12, Wherein said ?ash memory 
further comprises a PCMCIA card. 

14. The apparatus of claim 12, Wherein said playback 
module includes at least one of an audibly perceptible 
display and a visually perceptible display that displays user 
information, draWn from the groups of user information 
consisting of (1) an estimated length of time required for real 
time playback of a user-speci?ed selection recorded on said 
playback module, (2) a title or phrase describing a user 
speci?ed selection recorded on said playback module and 
(3) a user-speci?ed category to Which a user-speci?ed selec 
tion recorded on said playback module is assigned. 

15. The apparatus of claim 12, further comprising: 

a keypad, having at least tWo keys thereon that are 
tactilely distinguishable or visually distinguishable, 
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connected to said playback module, that alloWs a 
command to be entered that selects said selected teXt 
data ?le and that causes said audio processing means to 
convert said selected teXt data ?le to an audibly per 
ceptible signal. 

16. The apparatus of claim 11, Wherein said data interface 
is a universal data interface to receive a teXt data ?le as part 
of an incoming signal, transmitted over an internetWork 
transmission channel, in digitiZed format, and to provide 
automatic data format recognition for this teXt data ?le. 

17. The apparatus of claim 11, Wherein said computer 
comprises a data ?le interrogation module, for receiving and 
examining said data ?le to determine Whether said data ?le 
contains at least one E-mail message, for removing the 
E-mail routing information for each E-mail message that is 
part of said data ?le, and for retaining the remainder of the 
E-mail message in said data ?le. 

18. The apparatus of claim 11, further comprising a 
telephone modem, connected to said data interface, for 
receiving and converting said incoming signals and for 
passing the converted incoming signals to said data inter 
face. 

19. The apparatus of claim 11, Wherein said teXt data ?le 
is converted to a digitiZed and compressed audio format 
using a compression algorithm draWn from the class of 
audio compression algorithms consisting of perceptual 
encoding, Dolby Labs AC-3 and CCITT recommendation 
G.722. 

20. A system for receiving and storing digital ?les, the 
system comprising: 

a portable storage and playback device; 

a personal computer; 

a docking station connected to the portable storage and 
playback device and including a signal connection 
betWeen the personal computer and the portable storage 
and playback device, 

Wherein at least one of the personal computer and the 
portable storage and playback device includes softWare 
to facilitate a transfer of a digital ?le from the personal 
computer to the portable storage and playback device, 
using the connection betWeen the personal computer 
and the docking station. 

21. The system of claim 20, Wherein said digital ?le 
contains audio information. 

22. The system of claim 20, Wherein said portable storage 
and playback device includes a ?ash memory. 

23. The system of claim 20, Wherein said portable storage 
and playback device includes a PCMCIA card that contains 
?ash memory and that can be removed from said portable 
storage and playback device. 

24. The system of claim 20, Wherein said portable storage 
and playback device provides audibly perceptible playback 
of said digital ?le. 

25. The system of claim 20, Wherein said portable storage 
and playback device includes a hard drive. 

* * * * * 


