
US 20030189215A1 

(12) Patent Application Publication (10) Pub. No.: US 2003/0189215 A1 
(19) United States 

Lee et al. (43) Pub. Date: Oct. 9, 2003 

(54) METHOD OF FABRICATING VERTICAL 
STRUCTURE LEDS 

(76) Inventors: Jong-Lam Lee, P’ohang (KR); 
In-KWon J eong, (US); Myung Cheol 
Yoo, (US) 

Correspondence Address: 
MCKENNA LONG & ALDRIDGE LLP 
1900 K STREET, NW 
WASHINGTON, DC 20006 (US) 

(21) Appl. No.: 10/118,316 

(22) Filed: Apr. 9, 2002 

Publication Classi?cation 

(51) Int. Cl.7 ................................................... .. H01L 33/00 

361 
2,41 

(52) Us. 01. .............................................................. .. 257/94 

(57) ABSTRACT 

A method of fabricating semiconductor devices, such as 
GaN LEDs, on insulating substrates, such as sapphire. 
Semiconductor layers are produced on the insulating sub 
strate using normal semiconductor processing techniques. 
Trenches that de?ne the boundaries of the individual devices 
are then formed through the semiconductor layers and into 
the insulating substrate, bene?cially by using inductive 
coupled plasma reactive ion etching. The trenches are then 
?lled With an easily removed layer. Ametal support structure 
is then formed on the semiconductor layers (such as by 
plating or by deposition) and the insulating substrate is 
removed. Electrical contacts, a passivation layer, and metal 
lic pads are then added to the individual devices, and the 
individual devices are then diced out. 
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METHOD OF FABRICATING VERTICAL 
STRUCTURE LEDS 

BACKGROUND OF THE INVENTION 

[0001] 1. Field of the Invention 

[0002] The present invention relates to semiconductor 
device fabrication. More particularly, the present invention 
relates to a method of fabricating vertical devices using a 
metal support layer. 

[0003] 2. Discussion of the Related Art 

[0004] Light emitting diodes (“LEDs”) are Well-knoWn 
semiconductor devices that convert electrical current into 
light. The color (Wavelength) of the light that is emitted by 
an LED depends on the semiconductor material that is used 
to fabricate the LED. This is because the Wavelength of the 
emitted light depends on the semiconductor material’s band 
gap, Which represents the energy difference betWeen the 
material’s valence band and conduction band electrons. 

[0005] Gallium-Nitride (GaN) has gained much attention 
from LED researchers. One reason for this is that GaN can 
be combined With indium to produce InGaN/GaN semicon 
ductor layers that emit green, blue, and White light. This 
Wavelength control ability enables an LED semiconductor 
designer to tailor material characteristics to achieve bene? 
cial device characteristics. For example, GaN enables an 
LED semiconductor designer to produce blue LEDs, Which 
are bene?cial in optical recordings, and White LEDs, Which 
can replace incandescent lamps. 

[0006] Because of the foregoing and other advantageous, 
the market for GaN-based LEDs is rapidly groWing. Accord 
ingly, GaN-based opto-electronic device technology has 
rapidly evolved since their commercial introduction in 1994. 
Because the ef?ciency of GaN light emitting diodes has 
surpassed that of incandescent lighting, and is noW compa 
rable With that of ?uorescent lighting, the market for GaN 
based LEDs is expected to continue its rapid groWth. 

[0007] Despite the rapid development of GaN device 
technology, GaN devices are too expensive for many appli 
cations. One reason for this is the high cost of manufacturing 
GaN-based devices, Which in turn is related to the dif?culties 
of groWing GaN epitaxial layers and of subsequently dicing 
out completed GaN-based devices. 

[0008] GaN-based devices are typically fabricated on sap 
phire substrates. This is because sapphire Wafers are com 
mercially available in dimensions that are suitable for mass 
producing GaN-based devices, because sapphire supports 
relatively high-quality GaN epitaxial layer groWths, and 
because of the extensive temperature handling capability of 
sapphire. 

[0009] Typically, GaN-based devices are fabricated on 2“ 
diameter sapphire Wafers that are either 330 or 430 microns 
thick. Such a diameter enables the fabrication of thousands 
of individual devices, While the thickness is suf?cient to 
support device fabrication Without excessive Wafer Warping. 
Furthermore, sapphire is chemically and thermally stable, 
has a high melting temperature that enables high tempera 
ture fabrication processes, has a high bonding energy (122.4 
Kcal/mole), and a high dielectric constant. Chemically, 
sapphires are crystalline aluminum oxide, A1203. 
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[0010] Fabricating semiconductor devices on sapphire is 
typically performed by groWing an n-GaN epitaxial layer on 
a sapphire substrate using metal oxide chemical vapor 
deposition (MOCVD) or molecular beam epitaxy (MBE). 
Then, a plurality of individual devices, such as GaN LEDs, 
is fabricated on the epitaxial layer using normal semicon 
ductor processing techniques. After the individual devices 
are fabricated they must be diced out (separated) of the 
sapphire substrate. HoWever, since sapphires are extremely 
hard, are chemically resistant, and do not have natural cleave 
angles, sapphire substrates are dif?cult to dice. Indeed, 
dicing typically requires that the sapphire substrate be 
thinned to about 100 microns by mechanical grinding, 
lapping, and/or polishing. It should be noted that such 
mechanical steps are time consuming and expensive, and 
that such steps reduce device yields. Even after thinning 
sapphires remain dif?cult to dice. Thus, after thinning and 
polishing, the sapphire substrate is usually attached to a 
supporting tape. Then, a diamond saW or stylus forms scribe 
lines betWeen the individual devices. Such scribing typically 
requires at least half an hour to process one substrate, adding 
even more to the manufacturing costs. Additionally, since 
the scribe lines have to be relatively Wide to enable subse 
quent dicing, the device yields are reduced, adding even 
more to manufacturing costs. After scribing, the sapphire 
substrates can be rolled using a rubber roller or struck With 
a knife-edge to produce stress cracks that can be used to dice 
out the individual semiconductor devices. Such mechanical 
handling reduces yields even more. 

[0011] Of note, because sapphire is an insulator the LED 
device topologies that are available When using sapphire 
substrates (or other insulating substrates) are, in practice, 
limited to lateral and vertical topologies. In the lateral 
topology the metallic electrical contacts that are used to 
inject electrical current into the LED are both located on 
upper surfaces (or on the same side of the substrate). In the 
vertical topology one metallic contact is on an upper surface, 
the sapphire (insulating) substrate is removed, and the other 
contact is located on a loWer surface. 

[0012] FIGS. 1A and 1B illustrate a typical lateral GaN 
based LED 20 that is fabricated on a sapphire substrate 22. 
Referring noW speci?cally to FIG. 1A, an n-GaN buffer 
layer 24 is formed on the substrate 22. A relatively thick 
n-GaN layer 26 is formed on the buffer layer 24. An active 
layer 28 having multiple quantum Wells of aluminum 
indium-gallium-nitride (AlInGaN) or of InGaN/GaN is then 
formed on the n-type GaN layer 26. Ap-GaN layer 30 is then 
formed on the active layer 26. Atransparent conductive layer 
32 is then formed on the p-GaN layer 30. The transparent 
conductive layer 32 may be made of any suitable material, 
such as Ru/Au, Ni/Au or indium-tin-oxide (ITO). A p-type 
electrode 34 is then formed on one side of the transparent 
conductive layer 32. Suitable p-type electrode materials 
include Ni/Au, Pd/Au, Pd/N i and Pt. Apad 36 is then formed 
on the p-type electrode 34. Bene?cially, the pad 36 is Au. 
The transparent conductive layer 32, the p-GaN layer 30, the 
active layer 28 and part of the n-GaN layer 26 are etched to 
form a step. Because of the dif?culty of Wet etching GaN, a 
dry etch is usually used. This etching requires additional 
lithography and stripping processes. Furthermore, plasma 
damage to the GaN step surface is often sustained during the 
dry-etch process. The LED 20 is completed by forming an 
n-electrode pad 38 (usually Au) and a pad 40 on the step. 
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[0013] FIG. 1B illustrates a top doWn vieW of the LED 20. 
As can be seen, lateral GaN-based LEDs have a signi?cant 
draW back in that having both metal contacts (36 and 40) on 
the same side of the LED signi?cantly reduces the surface 
area available for light emission. As shoWn in FIG. 1B the 
metal contacts 36 and 40 are physically close together. 
Furthermore, as previously mentioned the pads 36 are often 
Au. When external Wire bonds are attached to the pads 36 
and 40, the Au often spreads. Au spreading can bring the 
electrical contacts even closer together. Such closely spaced 
electrodes 34 are highly susceptible to ESD damage. 

[0014] FIGS. 2A and 2B illustrate a vertical GaN-based 
LED 50 that Was formed on a sapphire substrate that Was 
subsequently removed. Referring noW speci?cally to FIG. 
2A, the LED 50 includes a GaN buffer layer 54 having an 
n-metal contact 56 on a bottom side, and a relatively thick 
n-GaN layer 58 on the other. The n-metal contact 56 is 
bene?cially formed from a high re?ectively layer that is 
overlaid by a high conductivity metal, including, for 
eXample, Au. An active layer 60 having multiple quantum 
Wells is formed on the n-type GaN layer 58, and a p-GaN 
layer 62 is formed on the active layer 60. A transparent 
conductive layer 64 is then formed on the p-GaN layer 62, 
and a p-type electrode 66 is formed on the transparent 
conductive layer 64. A pad 68 is formed on the p-type 
electrode 66. The materials for the various layers are similar 
to those used in the lateral LED 20. The vertical GaN-based 
LED 50 as the advantage that etching a step is not required. 
HoWever, to locate the n-metal contact 56 beloW the GaN 
buffer layer 54 the sapphire substrate (not shoWn) has to be 
removed. Such removal can be dif?cult, particularly if 
device yields are of concern. HoWever, as discussed subse 
quently, sapphire substrate removal using laser lift off is 
knoWn. 

[0015] Referring noW to FIG. 2B, vertical GaN-based 
LEDs have the advantage that only one metal contact (68) 
blocks light. Thus, to provide the same amount of light 
emission area, lateral GaN-based LEDs must have a larger 
surface area, Which loWers device yields. Furthermore, the 
re?ecting layer of the n-type contact 56 of vertical GaN 
based LEDs re?ect light that is otherWise absorbed in lateral 
GaN-based LEDs. Thus, to emit the same amount of light as 
a vertical GaN-based LED, a lateral GaN-based LED must 
have a signi?cantly larger surface area. Because of these 
issues, a 2“ diameter sapphire Wafer can produce about 
35,000 vertical GaN-based LEDs, but only about 12,000 
lateral GaN-based LEDs. Furthermore, the lateral topology 
is more vulnerable to static electricity, primarily because the 
tWo electrodes (36 and 40) are so close together. Addition 
ally, as the lateral topology is fabricated on an insulating 
substrate, and as the vertical topology can be attached to a 
heat sink, the lateral topology has relatively poor thermal 
dissipation. Thus, in many respects the vertical topology is 
operationally superior to the lateral topology. 

[0016] HoWever, most GaN-based LEDs fabricated With a 
lateral topology. This is primarily because of the dif?culties 
of removing the insulating substrate and of handling the 
GaN Wafer structure Without a supporting substrate. Despite 
these problems, removal of an insulation (groWth) substrate 
and subsequent Wafer bonding of the resulting GaN-based 
Wafer on a Si substrate using Pd/In metal layers has been 
demonstrated for very small area Wafers, approX. 1 cm by 1 
cm. But, substrate removal and subsequent Wafer bonding of 
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large area Wafers remains very dif?cult due to inhomoge 
neous bonding betWeen the GaN Wafer and the 2nd (substi 
tutional) substrate. This is mainly due to Wafer boWing 
during and after laser lift off. 

[0017] Thus, it is apparent that a neW method of fabricat 
ing vertical topology devices Would be bene?cial. In par 
ticular, a method that provides for mechanical stability of 
semiconductor Wafer layers, that enables vertical topology 
electrical contact formation, and that improves heat dissi 
pation Would be highly useful, particularly With devices 
subject to high electrical currents, such as laser diodes or 
high-poWer LEDs. Bene?cially, such a method Would enable 
forming multiple semiconductor layers on an insulating 
substrate, the adding of a top support metal layer that 
provides for top electrical contacts and for structural stabil 
ity, and the removal of the insulating substrate. Of particular 
bene?t Would be a neW method of forming partially fabri 
cated semiconductor devices on a sapphire (or other insu 
lating) substrate, the adding of a top support metal layer over 
the partially fabricated semiconductor layers, the removal of 
the sapphire (or other insulating) substrate, the formation of 
bottom electrical contacts, and the dicing of the top support 
metal layer to yield a plurality of devices. Speci?cally 
advantageous Would be fabrication process that produces 
vertical topology GaN-based LEDs. 

SUMMARY OF THE INVENTION 

[0018] The folloWing summary of the invention is pro 
vided to facilitate an understanding of some of the innova 
tive features unique to the present invention, and is not 
intended to be a fall description. A full appreciation of the 
various aspects of the invention can be gained by taking the 
entire speci?cation, claims, draWings, and abstract as a 
Whole. 

[0019] The principles of the present invention provide for 
a method of fabricating semiconductor devices on insulating 
substrates by ?rst forming semiconductor layers on the 
insulating substrate, folloWed by forming a metal layer over 
the semiconductor layers, folloWed by removal of the insu 
lating substrate to isolate a structurally supported Wafer 
comprised of the formed semiconductor layers and the metal 
layer. The metal layer supports the semiconductor layers to 
prevent Warping and/or other damage and provides for 
electrical contacts. Bene?cially, the metal layer includes a 
metal, such as Cu, Cr, Ni, Au, Ag, Mo, Pt, Pd, W, or Al, or 
a metal containing material such as titanium nitride. Form 
ing of the metal layer can be performed in numerous Ways, 
for eXample, by electroplating, by electro-less plating, by 
CVD, or by sputtering. Subsequently, bottom electrical 
contacts can be added to the semiconductor layers and then 
individual semiconductor devices can be diced from the 
resulting structure. 

[0020] The principles of the present invention further 
provide for a method of fabricating vertical topology GaN 
based devices on an insulating substrate by the use of a metal 
support ?lm and by the subsequent removal of the insulating 
substrate. According to that method, semiconductor layers 
for the GaN-based devices are formed on an insulating 
(sapphire) substrate using normal semiconductor fabrication 
techniques. Then, trenches that de?ne the boundaries of the 
individual devices are formed through the semiconductor 
layers. Those trenches may also be formed into the insulat 
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ing substrate. Trench forming is bene?cially performed 
using inductive coupled plasma reactive ion etching (ICP 
RIE). The trenches are then ?lled With an easily removed 
layer (such as a photo-resist). A metal support structure is 
then formed on the semiconductor layers. Bene?cially, the 
metal support structure includes a metal, such as Cu, Cr, Ni, 
Au, Ag, Mo, Pt, Pd, W, or Al, or a metal-containing material 
such as titanium nitride. Forming of the metal support 
structure can be performed in numerous Ways, for example, 
by electroplating, by electro-less plating, by CVD, or by 
sputtering. The insulating substrate is then removed, ben 
e?cially using a laser-lift off process. Electrical contacts, a 
passivation layer, and metallic pads are then added to the 
individual devices, and the individual devices are then diced 
out. 

[0021] The principles of the present invention speci?cally 
provide for a method of fabricating vertical topology GaN 
based LEDs on sapphire substrates. According to that 
method, semiconductor layers for the vertical topology 
GaN-based LEDs are formed on a sapphire substrate using 
normal semiconductor fabrication techniques. Then, 
trenches that de?ne the boundaries of the individual vertical 
topology GaN-based LEDs are formed through the semi 
conductor layers. Those trenches may also be formed into 
the sapphire substrate. Trench forming is bene?cially per 
formed using inductive coupled plasma reactive ion etching 
(ICPRIE). Bene?cially, the trenches are fabricated using 
ICPRIE. The trenches are then bene?cially ?lled With an 
easily removed layer (such as a photo-resist). A metal 
support structure is then formed on the semiconductor 
layers. Bene?cially, the metal support structure includes a 
metal, such as Cu, Cr, Ni, Au, Ag, Mo, Pt, Pd, W, or Al, or 
a metal-containing material such as titanium nitride. Form 
ing of the metal layer can be performed in numerous Ways, 
for example, by electroplating, by electro-less plating, by 
CVD, or by sputtering. The sapphire substrate is then 
removed, bene?cially using a laser-lift off process. Electrical 
contacts, a passivation layer, and metallic pads are then 
added to the individual LEDs, and the individual LEDs are 
then diced out. 

[0022] The novel features of the present invention Will 
become apparent to those of skill in the art upon examination 
of the folloWing detailed description of the invention or can 
be learned by practice of the present invention. It should be 
understood, hoWever, that the detailed description of the 
invention and the speci?c examples presented, While indi 
cating certain embodiments of the present invention, are 
provided for illustration purposes only because various 
changes and modi?cations Within the spirit and scope of the 
invention Will become apparent to those of skill in the art 
from the detailed description of the invention and claims that 
folloW. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0023] The accompanying ?gures, in Which like reference 
numerals refer to identical or functionally-similar elements 
throughout the separate vieWs and Which are incorporated in 
and form part of the speci?cation, further illustrate the 
present invention and, together With the detailed description 
of the invention, serve to explain the principles of the 
present invention. 
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[0024] 
[0025] FIG. 1A illustrates a sectional vieW of a typical 
lateral topology GaN-based LED; 

[0026] FIG. 1B shoWs a top doWn vieW of the GaN-based 
LED illustrated in FIG. 1A; 

[0027] FIG. 2A illustrates a sectional vieW of a typical 
vertical topology GaN-based LED; 

[0028] FIG. 2B shoWs a top doWn vieW of the GaN-based 
LED illustrated in FIG. 2A; and 

[0029] FIGS. 3-15 illustrate steps of forming a light emit 
ting diode that are in accord With the principles of the 
present invention. 

DETAILED DESCRIPTION OF THE 
ILLUSTRATED EMBODIMENTS 

[0030] The principles of the present invention provide for 
methods of fabricating semiconductor devices, such as GaN 
based vertical topology LEDs, on insulating substrates, such 
as sapphire substrates, using metal support ?lms. While 
those principles are illustrated in a detailed description of a 
method of fabricating vertical topology GaN-based LEDs on 
a sapphire substrate, those principles are broader than that 
illustrated method. Therefore, the principles of the present 
invention are to be limited only by the appended claims as 
understood under United States Patent LaWs. 

[0031] FIGS. 3-15 illustrate a method of manufacturing 
vertical topology GaN-based light emitting diodes (LEDs) 
on sapphire substrates. Sapphire substrates are readily avail 
able in suitable siZes, are thermally, chemically, and 
mechanically stable, are relatively inexpensive, and support 
the groWth of good quality GaN epitaxial layers. It should be 
understood that those ?gures are not to scale. 

[0032] Referring noW to FIG. 3, initially a GaN-based 
LED layer structure is formed on a 330-430 micron-thick, 2“ 
diameter (0001) sapphire substrate 122. The GaN-based 
LED layer structure includes an n-GaN buffer layer 124, an 
InGaN/GaN active layer 126 (bene?cially having the proper 
composition to emit blue light) on the buffer layer 124, and 
a p-GaN contact layer 128 on the active layer 126. 

[0033] Still referring to FIG. 3, the buffer layer 124 
bene?cially includes both a 2 pm undoped GaN layer 
formed directly on the substrate, and a 1 pm thick, n-type, 
silicon doped, GaN layer. The p-GaN contact layer 128 is 
bene?cially about 0.05 pm thick and is doped With Mg. 
Overall, the GaN-based LED layer structure is bene?cially 
less than about 5 microns thick. Various standard epitaxial 
groWth techniques, such as vapor phase epitaxy, MOCVD, 
and MBE, together With suitable dopants and other materi 
als, can be used to produce the GaN-based LED layer 
structure. 

[0034] Referring noW to FIG. 4, trenches 130 are formed 
through the vertical topology GaN-based LED layer struc 
ture. Those trenches 130 may extend into the sapphire 
substrate 122. The trenches 130 de?ne the individual LED 
semiconductor structures that Will be produced. Each indi 
vidual LED semiconductor structure is bene?cially a square 
about 200 microns Wide. The trenches 130 are bene?cially 
narroWer than about 10 microns (preferably close to 1 
micron) and extend deeper than about 5 microns into the 
sapphire substrate 122. The trenches 130 assist a subsequent 
chip separation process. 

In the draWings: 
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[0035] Because of the hardness of sapphire and GaN, the 
trenches 130 are bene?cially formed in the structure of FIG. 
3 using reactive ion etching, preferably inductively coupled 
plasma reactive ion etching (ICP RIE). Forming trenches 
using ICP RIE has tWo main steps: forming scribe lines and 
etching. Scribe lines are formed on the structure of FIG. 3 
using a photo-resist pattern in Which areas of the sapphire 
substrate 122 Where the trenches 130 are to be formed are 
exposed. The exposed areas are the scribe lines, While all 
other areas are covered by photo-resist. The photo-resist 
pattern is bene?cially fabricated from a relatively hard 
photo-resist material that Withstands intense plasma. For 
example, the photo-resist could be AZ 9260, While the 
developer used to develop the photo-resist to form the scribe 
lines could be AZ MIF 500. 

[0036] In the illustrated example, the photo-resist is ben 
e?cially spin coated to a thickness of about 10 microns. 
HoWever, in general, the photo-resist thickness should be 
about the same as the thickness of the vertical topology 
GaN-based LED layer structure plus the etch depth into the 
sapphire substrate 122. This helps ensure that the photo 
resist mask remains intact during etching. Because it is 
dif?cult to form a thick photo-resist coating in one step, the 
photo-resist can be applied in tWo coats, each about 5 
microns thick. The ?rst photo-resist coat is spin coated on 
and then soft baked, for example, at 90° F. for about 15 
minutes. Then, the second photo-resist coat is applied in a 
similar manner, but is soft baked, for example, at 110° F. for 
about 8 minutes. The photo-resist coating is then patterned 
to form the scribe lines. This is bene?cially performed using 
lithographic techniques and development. Development 
takes a relatively long time because of the thickness of the 
photo-resist coating. After development, the photo-resist 
pattern is hard baked, for example, at about 80° F. for about 
30 minutes. Then, the hard baked photo-resist is bene?cially 
dipped in a MCB (Metal ChlorobenZene) treatment for about 
3.5 minutes. Such dipping further hardens the photo-resist. 

[0037] After the scribe lines are de?ned, the structure of 
FIG. 3 is etched. Referring noW to FIG. 5, the ICP RIE etch 
process is performed by placing the structure of FIG. 3 on 
a bottom electrode 132 in a RIE chamber 134 having an 
insulating WindoW 136 (bene?cially a 1 cm-thick quartZ 
WindoW). The bottom electrode 132 is connected to a bias 
voltage supply 138 that biases the structure of FIG. 3 to 
enable etching. The bias voltage supply 138 bene?cially 
supplies 13.56 MHZ RF poWer and a DC-bias voltage. The 
distance from the insulating WindoW 136 to the bottom 
electrode 132 is bene?cially about 6.5 cm. A gas mixture of 
Cl2 and BCl3, and possibly Ar, is injected into the RIE 
chamber 134 through a reactive gas port 140. Furthermore, 
electrons are injected into the chamber via a port 142. A 
2.5-turn or so spiral Cu coil 144 is located above the 
insulating WindoW 136. Radio frequency (RF) poWer at 
13.56 MHZ is applied to the coil 144 from an RF source 146. 
It should be noted that magnetic ?elds are produced at right 
angles to the insulating WindoW 136 by the RF poWer. 

[0038] Still referring to FIG. 5, electrons present in the 
electromagnetic ?eld produced by the coil 144 collide With 
neutral particles of the injected gases, resulting in the 
formation of ions and neutrals, Which produce plasma. Ions 
in the plasma are accelerated toWard the structure of FIG. 3 
by the bias voltage applied by the bias voltage supply 138 to 
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the bottom electrode 132. The accelerated ions pass through 
the scribe lines, forming the etch channels 130 (see FIG. 4). 

[0039] Referring noW to FIG. 6, after the trenches 130 are 
formed, thin p-contacts 150 are formed on the individual 
LED semiconductor structures of the GaN-based LED layer 
structure. Those contacts 150 are bene?cially comprised of 
Pt/Au, Pd/Au, Ru/Au, Ni/Au, Cr/Au, or of indium tin oxide 
(ITO)/Au and are less then 10 nm. Such contacts can be 
formed using a vacuum evaporator (electron beam, thermal, 
sputter), folloWed by thermal annealing at an intermediate 
temperature (approximately 300-700° C.). 
[0040] As shoWn in FIG. 7, after the contacts 150 are 
formed, the trenches 130 are ?lled With an easily removed 
material (bene?cially a photo-resist) to form posts 154. 

[0041] Referring noW to FIG. 8, after the posts 154 are 
formed, a metal support layer 156 approximately 50 pm is 
formed over the posts 154 and over the p-contacts 150. The 
posts 154 prevent the metal that forms the metal support 
layer 156 from entering into the trenches. The metal support 
layer 156 is bene?cially comprised of a metal having good 
electrical and thermal conductivity and that is easily formed, 
such as by electroplating, by electro-less plating, by CVD, 
or by sputtering. Before electroplating or electro-less plat 
ing, it is bene?cial to coat the surface With a suitable metal, 
such as by sputtering. For example, the metal support layer 
156 can be Cu, Cr, Ni, Au, Ag, Mo, Pt, Pd, W, or Al. 
Alternatively, the metal support layer 156 can be comprised 
of a metal-containing material such as titanium nitride. 

[0042] Turning noW to FIG. 9, the sapphire substrate 122 
is then removed from the remainder of the structure using 
light 158 from an eximer layer (having a Wavelength less 
than 350 nanometers), While the sapphire substrate is biased 
aWay from the remainder of the structure (such as by use of 
vacuum chucks). The laser beam 158 passes through the 
sapphire substrate 122, causing localiZed heating at the 
junction of the sapphire substrate 122 and the n-GaN buffer 
layer 124. That heat decomposes the GaN at the interface of 
the sapphire substrate, Which, together With the bias, causes 
the sapphire substrate 122 to separate, reference FIG. 10. It 
is bene?cial to hold the other side of the structure With a 
vacuum chuck during laser lift off. This enable easy appli 
cation of a separation bias. 

[0043] Laser lift off processes are described in US. Pat. 
No. 6,071,795 to Cheung et al., entitled, “Separation of Thin 
Films From Transparent Substrates By Selective Optical 
Processing,” issued on Jun. 6, 2000, and in Kelly et al. 
“Optical process for liftoff of group 111-nitride ?lms”, 
Physica Status Solid (a) vol. 159, 1997, pp. R3-R4. Bene? 
cially, the metal support layer 156 fully supports the indi 
vidual LED semiconductor structures during and after sepa 
ration of the sapphire substrate. 

[0044] Still referring to FIG. 10, the posts 154 are then 
removed, leaving the trenches 130 behind. 

[0045] Turning noW to FIG. 11, the structure of FIG. 10 
is inverted. Then, the side opposite the metal support layer 
156 is cleaned With HCl to remove Ga droplets (laser beam 
158 heating separates GaN into Ga+N). After cleaning, ICP 
RIE polishing (using Cl2 an/or Cl2+BCl3) is performed to 
smooth the exposed surface (Which is rough due to the 
separation of the sapphire substrate). Polishing produces an 
atomically ?at surface of pure n-GaN on the n-GaN buffer 
layer 124. 
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[0046] Turning noW to FIG. 12, n-type ohmic contacts 
160 are formed on the n-GaN buffer layer 124 using normal 
semiconductor-processing techniques. Bene?cially, the 
n-type ohmic contacts 160 are comprised of Ti/Al-related 
materials. 

[0047] Turning noW to FIG. 13, to protect the semicon 
ductor layers from subsequent processing, a passivation 
layer 162 is formed on the n-type ohmic contacts 160 and in 
the trenches 130. Electrical insulation comprised Of SiO2 or 
Si3N4 are suitable passivation layer materials. Additionally, 
as shoWn, the passivation layer 162 is patterned to expose 
top surface portions of the n-type ohmic contacts 160. 

[0048] Turning noW to FIG. 14, after the passivation layer 
162 is formed, metal pads 164 are formed on the n-type 
ohmic contacts 160. As shoWn in FIG. 14, the metal pads 
164 extend over portions of the passivation layer 162. The 
metal pads 164 are bene?cially comprised of Cr and Au. 

[0049] After the metal pads 164 are formed, individual 
devices can be diced out. Referring noW to FIG. 15, dicing 
is bene?cially accomplished using photolithographic tech 
niques to etch through the metal support layer 156 to the 
bottom of the passivation layer 162 (at the bottom of the 
trenches 130) and by removal of the passivation layer 162. 
Alternatively, saWing can be used. In practice, it is probably 
better to perform saWing at less than about 0° C. The result 
is a plurality of vertical topology GaN LEDs 199 on con 
ductive substrates. 

[0050] The foregoing has described forming trenches 130 
before laser lift off of the sapphire substrate 122. HoWever, 
this is not required. The sapphire substrate 122 could be 
removed ?rst, and then trenches 130 can be formed. 

[0051] The embodiments and examples set forth herein are 
presented to best explain the present invention and its 
practical application and to thereby enable those skilled in 
the art to make and utiliZe the invention. Those skilled in the 
art, hoWever, Will recogniZe that the foregoing description 
and examples have been presented for the purpose of 
illustration and example only. Other variations and modi? 
cations of the present invention Will be apparent to those of 
skill in the art, and it is the intent of the appended claims that 
such variations and modi?cations be covered. The descrip 
tion as set forth is not intended to be exhaustive or to limit 
the scope of the invention. Many modi?cations and varia 
tions are possible in light of the above teaching Without 
departing from the spirit and scope of the folloWing claims. 
It is contemplated that the use of the present invention can 
involve components having different characteristics. It is 
intended that the scope of the present invention be de?ned 
by the claims appended hereto, giving full cogniZance to 
equivalents in all respects. 

What is claimed is: 
1. A light-emitting device, comprising: 

a metal layer; 

a GaN contact layer adjacent the metal layer; 

a GaN buffer layer; 

a light-emitting layer disposed betWeen the GaN contact 
layer and the GaN buffer layer; and 

an ohmic contact on the GaN buffer layer. 
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2. The light-emitting device according to claim 1, further 
including a metallic pad over the ohmic contact. 

3. The light-emitting device according to claim 1, further 
including a passivation layer over surfaces of the GaN 
contact layer, of the light emitting layer, and of the GaN 
buffer layer. 

4. The light-emitting device according to claim 3, Wherein 
the passivation layer extends over part of the ohmic contact. 

5. The light-emitting device according to claim 3, Wherein 
the passivation layer includes a material selected from a 
group consisting of SiO2 and Si3N4. 

6. The light-emitting device according to claim 1, Wherein 
the light emitting layer includes Ga. 

7. The light-emitting device according to claim 1, Wherein 
the GaN contact layer is doped. 

8. The light-emitting device according to claim 1, Wherein 
the metal layer includes a metal selected from a group 
consisting of Cu, Cr, Ni, Au, Ag, Mo, Pt, Pd, W, and Al. 

9. The light-emitting device according to claim 1, Wherein 
the metal layer includes titanium nitride. 

10. A method of producing semiconductor devices, com 
prising: 

groWing a plurality of semiconductor layers on an insu 
lating substrate; 

forming ?rst ohmic contacts on the plurality of semicon 
ductor layers; 

forming a metal support layer over the ?rst ohmic con 

tacts; 

removing the insulating substrate; and 

forming second ohmic contacts on the plurality of semi 
conductor layers. 

11. Amethod of producing semiconductor devices accord 
ing to claim 10, further including the step of forming 
trenches through the plurality of semiconductor layers, 
Wherein the trenches de?ne a plurality of individual semi 
conductor devices. 

12. A method of producing semiconductor devices 
according to claim 11, Wherein the trenches extend into the 
insulating substrate. 

13. A method of producing semiconductor devices 
according to claim 11, further including the step of ?lling the 
trenches to form posts. 

14. A method of producing semiconductor devices 
according to claim 13, Wherein the metal support layer 
extends over the posts. 

15. The method of claim 10, further including passivating 
the plurality of semiconductor layers after the insulating 
substrate is removed. 

16. The method of claim 15, Wherein passivation is 
performed after the second ohmic contacts are formed. 

17. The method of claim 10, further including forming 
metal pads on the second ohmic contacts. 

18. The method of claim 10, further including separating 
out individual semiconductor devices. 

19. The method of claim 18, Wherein separating out 
individual semiconductor devices includes etching through 
the metal support layer. 

20. The method of claim 18, Wherein separating out 
individual semiconductor devices includes saWing through 
the metal support layer. 
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21. The method of claim 20, wherein saWing through the 
metal support layer is performed at a temperature less than 
0° C. 

22. The method of claim 10, Wherein forming trenches is 
performed using inductively coupled plasma reactive ion 
etching (ICP RIE). 

23. The method of claim 10, Wherein removing the 
insulative substrate is performed using a laser lift off pro 
cedure. 

24. The method of claim 23, Wherein the laser lift off 
procedure includes radiating laser light through the insula 
tive substrate. 

25. A method of fabricating light emitting diodes, com 
prising: 

forming a GaN buffer layer on a sapphire substrate; 

forming an active layer on the GaN buffer layer; 

forming a GaN contact layer on the active layer; 

identifying the location of a plurality of individual light 
emitting diodes; 

forming a ?rst ohmic contact on each individual light 
emitting diode; 

forming a metal support structure over the ?rst ohmic 

contacts; 

removing the sapphire substrate; and 

forming a second ohmic contact on each individual light 
emitting diode. 

26. A method of producing semiconductor devices 
according to claim 25, further including the step of forming 
trenches through the plurality of semiconductor layers and 
betWeen individual semiconductor devices. 

27. A method of producing semiconductor devices 
according to claim 26, Wherein the trenches eXtend into the 
sapphire substrate. 

28. A method of producing semiconductor devices 
according to claim 27, further including the step of ?lling the 
trenches to form posts. 

29. A method of producing semiconductor devices 
according to claim 28, Wherein the metal support structure 
eXtends over the posts. 
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30. The method of claim 26, further including forming a 
passivation layer over exposed portions of the GaN buffer 
layer, of the active layer, and of the GaN contact layer, 
Wherein the passivation layer is formed after the sapphire 
substrate is removed, and Wherein the passivation layer 
eXtends into the trenches. 

31. The method of claim 25, further including forming 
metal pads on the second ohmic contacts. 

32. The method of claim 25, further including separating 
out individual light emitting diodes. 

33. The method of claim 32, Wherein separating out 
individual light emitting diodes includes etching through the 
metal support structure. 

34. The method of claim 32, Wherein separating out 
individual light emitting diodes includes saWing through the 
metal support structure. 

35. The method of claim 34, Wherein saWing through the 
metal support structure is performed at a temperature less 
than 0° C. 

36. The method of claim 26, Wherein forming trenches is 
performed using inductively coupled plasma reactive ion 
etching (ICP RIE). 

37. The method of claim 25, Wherein removing the 
sapphire substrate is performed using a laser lift off proce 
dure. 

38. The method of claim 37, Wherein the laser lift off 
procedure includes radiating laser light through the sapphire 
substrate. 

39. The method of claim 25, Wherein forming a metal 
support structure includes electroplating. 

40. The method of claim 25, Wherein forming a metal 
support structure includes electro-less plating. 

41. The method of claim 25, Wherein forming a metal 
support structure includes CVD. 

42. The method of claim 25, Wherein forming a metal 
support structure includes sputtering. 


