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(57) ABSTRACT 

A retail display system for increasing density of merchan 
dising of products, by using the otherWise unused space of 
existing display con?gurations. A hanger display con?gu 
ration, Which may hold vertical strip displays, is installed in 
such a manner as to adapt to a diverse range of product 
packaging and shelving ?xture types, efficiently provide 
signage, pricing and scanning information, and to reduce 
theft. The hanger display con?guration can be manufactured 
for a speci?c product and speci?c quantity of such product. 
Faceplates have clamps on the back for clamping the face 
plates to seldom-used non-shelve portions of the rack dis 
play and other store ?xtures, such as bars, stanchions, 
corners, etc. 
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RETAIL HANGER DISPLAY SYSTEM 

REFERENCES TO RELATED APPLICATIONS 

[0001] The present application is a continuation-in-part of 
my related U.S. utility patent application Ser. No. 09/641, 
001, ?led Aug. 17, 2000, entitled “RETAIL DISPLAY 
SYSTEM”, and is also a continuation-in-part of my related 
U.S. utility patent application Ser. No. 10/377,490, ?led Feb. 
27, 2003, entitled “RETAIL HANGER DISPLAY SYS 
TEM”, Which claimed priority to my related U.S. provi 
sional patent application Serial No. 60/360,339, ?led Feb. 
27, 2002, entitled “RETAIL HANGER DISPLAY SYS 
TEM.” These related applications are incorporated herein by 
this reference and are not admitted to be prior art With 
respect to the present invention by the mention in this 
cross-reference section. 

BACKGROUND OF THE INVENTION 

[0002] This invention relates to providing an improved 
system for displaying and marketing merchandise, including 
more ef?cient use of space and better inventory control. 
More particularly, this invention concerns a highly adaptable 
retail display system that ef?ciently uses normally unused 
space Within a store to display and sell merchandise. The 
?eld of product display and marketing has increasingly 
become a more exact science involving extensive research 
into the shopping and purchasing behaviors of consumers. 
As a result, retailers have become increasingly sophisticated 
in their application of product-display systems. 

[0003] Typically, a retail space Will include a diverse range 
of product-display ?xtures. Arrangement of such ?xtures 
often folloWs a set of tactics for ensuring that a maximum 
number of shoppers Will see and actively consider purchas 
ing a displayed product. It is Well-knoWn that speci?c prime 
locations Within a retail ?oor space are highly desirable for 
generation of sales. Similarly, prime locations Within, and 
on, display-?xtures are knoWn to produce higher sales 
volume. A principal need of many retailers is to maximiZe 
the quantity of products displayed Within a given ?oor area, 
and more speci?cally, to maximiZe the display of products 
With the highest sales volumes, cash values and pro?t 
margins Within the prime store locations. In addition, dis 
tributors often pay additional bonuses or reWards to stores 
that choose to assign a highly desired space to display their 
particular product line. For these and other reasons, it is 
economically important to most retailers to utiliZe the maxi 
mum amount of available product display space Within a 
store. 

[0004] Furthermore, many product vendors require ?ex 
ibility in displaying their product and controlling their 
inventory Within the product display system. Currently, a 
large number of retailers rely on cumbersome, industry 
standard, retail display systems that alloW only limited 
?exibility in arrangement, ease of modi?cation and product 
speci?c display. Many retailers utiliZe the theory that the 
best solution for some product lines is to create relatively 
static, permanent displays; hoWever, not all products merit 
such long-term placement. Many products aren’t in large 
demand or are seasonal. For example, promotional products 
tied to a seasonal holiday or neW movie release may have a 
relatively short (yet highly lucrative) promotional WindoW. 
It is highly desirable that product placement systems that are 
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easy to modify and provide a high degree of adaptability (to 
quickly changing marketing strategies and inventory man 
agement solutions) Would be extremely desirable for use in 
the retail industry. 

[0005] Currently, many retailers use a variety of add-on 
merchandising displays in conjunction With existing con 
ventional shelving construction to increase product display 
densities. These methods include utiliZing vertically hanging 
strip-displays that have a vertical roW of hooks or clips for 
holding packages of merchandise. While this type of typical 
strip-type-merchandising-system is effective for the display 
of certain products, they suffer from distinct shortcomings. 
For example, strip-type merchandising systems are typically 
made of ?imsy construction that may be easily dislodged or 
removed from its supports. Further, such strip-type mer 
chandising systems are limited in their adaptability to a 
diverse range of packaging, product lines, display quantities 
and shelving types. Further, most strip-type merchandising 
systems provide limited opportunities for supplementary 
advertising and product ElbrandingEl (the display of a 
speci?c or Well-established brand name of merchandise). As 
previously mentioned, such strip-type merchandising sys 
tems are typically not securely af?xed to store ?xtures and 
may even be stolen or removed easily by unauthoriZed 
persons. 

[0006] Merchandisers, marketers, and advertisers are 
increasingly seeking to attract buyers by rapidly revising 
product packaging, as Well as marketing strategies. These 
revisions require the retailer to ?nd ?exibility and adapt 
ability Within their oWn product display systems. 

OBJECTS OF THE INVENTION 

[0007] Aprimary object and feature of the present inven 
tion is to ful?ll the above-mentioned needs by the provision 
of a vertical strip display system that displays merchandise 
for sale using assorted non-shelf portions, space otherWise 
unused, of existing display ?xtures. 

[0008] In addition, it is a primary object and feature that 
the display system is installed in such a manner as to deter 
theft of such strip displays. 

[0009] Additionally, it is a primary object and feature of 
this invention to provide a strip display system that is 
adaptable to a diverse range of product packaging and 
shelving ?xture types. 

[0010] It is a further primary object and feature of this 
invention to ef?ciently provide signage, pricing and scan 
ning information. 

[0011] It is a further object and feature of the present 
invention to provide such a display feature that is manufac 
tured for a speci?c product and speci?c quantity of such 
product. 

[0012] It is a further object and feature of the present 
invention to provide such a display feature that is designed 
to reduce the risk of injury due to contact With its parts. 

[0013] A further object and feature of the present inven 
tion is to provide such a display system that is efficient, 
inexpensive and handy. Other objects of this invention Will 
become apparent With reference to the folloWing descrip 
tions. 



US 2003/0196974 A1 

SUMMARY OF THE INVENTION 

[0014] In accordance With a preferred embodiment hereof, 
this invention provides a retail display system for increasing 
density of merchandising of products held by vertical strip 
displays, comprising: unitary display means having at least 
one front face for displaying retail sales indicia and having 
at least one rear face; and Wherein such at least one rear face 
unitary display means comprises on said rear face, clamping 
means for clamping such unitary display means on a portion 
of at least one store ?xture Which is not a horiZontal shelf; 
and attachment means for removably attaching the vertical 
strip display. 

[0015] Moreover, it provides such a retail display system 
Wherein such clamping means comprises connection means 
for clamping such display means onto a vertical store ?xture 
portion having a substantially ?xed cross-section from a top 
of the portion to a bottom of the portion. Additionally, it 
provides such a retail display system further comprising: 
security means for preventing removal of the vertical strip 
display When such unitary display means is clamped such 
that such attachment means is closely adjacent the portion of 
the store ?xture. Also, it provides such a retail display 
system Wherein: such attachment means comprises slot 
means for receiving at least one ?at hook. 

[0016] In addition, it provides such a retail display system 
further comprising: a unitary vertical strip display having at 
least one upper end; Wherein such at least one upper end 
comprises at least one ?at hook. And, it provides such a 
retail display system Wherein: such at least one ?at hook 
comprises an approximately 180-degree bend having a 
radius of less than one-half inch. Further, it provides such a 
retail display system Wherein: such at least one ?at hook 
comprises an approximately 180-degree bend having a 
radius of about one-eighth inch. 

[0017] In accordance With another preferred embodiment 
hereof, this invention provides a retail display system for 
increasing density of merchandising of products held by 
vertical displays, comprising: a unitary display holder hav 
ing at least one front face suitable to display retail sales 
indicia and having at least one rear face; Wherein such 
unitary display holder comprises on such at least one rear 
face, at least one clamp structured and arranged to clamp 
such unitary display holder onto a portion of a store ?xture 
Which is not a horiZontal shelf, and at least one connector 
structured and arranged to assist removable attachment of at 
least one vertical display to such unitary display holder. 

[0018] Even further, it provides such a retail display 
system Wherein such at least one clamp is structured and 
arranged to clamp such unitary display holder onto at least 
one vertical store ?xture portion having a substantially ?xed 
cross-section from a top of the portion to a bottom of the 
portion. Moreover, it provides such a retail display system 
Wherein: such at least one connector is structured and 
arranged to prevent removal of the vertical display When 
such unitary display holder is clamped such that such at least 
one connector is closely adjacent to the portion of the store 
?xture. 

[0019] Additionally, it provides such a retail display sys 
tem Wherein: such at least one connector comprises at least 
one slot for receiving at least one ?at hook. Also, it provides 
such a retail display system further comprising: a unitary 
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vertical strip display having at least one upper end; Wherein 
such at least one upper end comprises at least one ?at hook. 
In addition, it provides such a retail display system Wherein 
such at least one ?at hook comprises an approximately 
180-degree bend having a radius of less than one-half inch. 
And, it provides such a retail display system Wherein such 
at least one ?at hook comprises an approximately 180 
degree bend having a radius of about one-eighth inch. 

[0020] Further, it provides such a retail display system 
Wherein: such the unitary vertical store ?xture portion 
comprises a slab. Even further, it provides such a retail 
display system Wherein such at least one clamp comprises 
Allen-Wrench-operable set screWs. Moreover, it provides 
such a retail display system Wherein said unitary vertical 
store ?xture portion comprises at least one bar. Additionally, 
it provides such a retail display system Wherein such at least 
one the bar comprises at least one gondola stanchion. Also, 
it provides such a retail display system Wherein the portion 
of said the unitary vertical store ?xture comprises a portion 
of at least one vertical Wire grid. 

[0021] In addition, it provides such a retail display system 
Wherein such at least one front face comprises an essentially 
?at surface. And, it provides such a retail display system 
Wherein such at least one front face comprises at least one 
vertical groove structured and arranged to removably hold at 
least one display label. Further, it provides such a retail 
display system Wherein such at least one front face further 
comprises at least one horiZontal groove structured and 
arranged to removably hold at least one display label. Even 
further, it provides such a retail display system Wherein such 
at least one front face further comprises at least one hori 
Zontal groove structured and arranged to removably hold at 
least one display label. Moreover, it provides such a retail 
display system Wherein such at least one connector com 
prises at least one slot. Additionally, it provides such a retail 
display system Wherein such at least one connector com 
prises at least one round hole. Also, it provides such a retail 
display system Wherein such at least one connector com 
prises at least one round hole. 

[0022] In accordance With another preferred embodiment 
hereof, this invention provides a retail display system for 
increasing density of merchandising of products held by 
vertical strip displays, comprising: a unitary vertical strip 
display having at least one upper end, Wherein such at least 
one upper end comprises at least one ?at hook constructed 
and arranged to hook into at last one ?at slot; Wherein such 
at least one ?at hook comprises an approximately 180 
degree bend having a radius of less than one-half inch. 

[0023] In addition, it provides such a retail display system 
further comprising: a unitary display holder having at least 
one front face suitable to display retail sales indicia and 
having at least one rear face; Wherein such unitary display 
holder comprises on such at least one rear face, at least one 
clamp structured and arranged to clamp such unitary display 
holder onto a portion of a store ?xture, and at least one ?at 
slot structured and arranged to assist removable attachment 
of such unitary vertical strip display to such unitary display 
holder; Wherein such at least one ?at hook is hooked into 
such at least one ?at slot. And, it provides such a retail 
display system Wherein: such retail display system is struc 
tured and arranged to prevent removal from such at least one 
?at slot of such unitary vertical strip display When such 
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unitary display holder is clamped so that such at least one 
?at slot is closely adjacent the portion of the store ?xture. 
Further, it provides such a retail display system further 
comprising: a hanger display system, for removeable attach 
ment With such display means, for use in conjunction With 
such retail display system, for combined control of inven 
tory and merchandise displayed for sale, comprising a 
plurality of holding means for holding the merchandise; and 
at least one vertical support means for supporting such 
plurality of holding means; Wherein such attachment means 
attaches such at least one vertical support means to such 
retail display system; Wherein each such plurality of holding 
means is shaped and arranged for a holding a speci?ed kind 
of product; and Wherein each of such plurality of holding 
means is further shaped and arranged for holding a speci?ed 
quantity of such speci?ed kind of product. Even further, it 
provides such a retail display system further comprising: a 
hanger display system, adapted to removeably attach With 
such unitary display holder, adapted to use in conjunction 
With such retail display system, adapted to use in combined 
control of inventory and merchandise displayed for sale, 
comprising a plurality of holders adapted to hold the mer 
chandise; and at least one vertical support adapted to support 
such plurality of holders; Wherein such at least one connec 
tor connects such at least one vertical support to such retail 
display system; Wherein each of such plurality of holders is 
shaped and arranged for a holding a speci?ed kind of 
product; and Wherein each of such plurality of holders is 
further shaped and arranged for holding a speci?ed quantity 
of such speci?ed kind of product. Moreover, it provides such 
a retail display system Wherein such at least one clamp 
comprises at least one tightening screW structured and 
arranged to attach such at least one clamp onto such portion 
of such store ?Xture. In accordance With another preferred 
embodiment hereof, this invention provides a hanger display 
system, used in conjunction With a retail merchandising 
?Xture, for combined control of inventory and merchandise 
displayed for sale, comprising: holding means for holding 
the merchandise; vertical support means for supporting such 
holding means; and attachment means for attaching such 
vertical support means to the merchandising ?Xture; Wherein 
such holding means is structured and arranged to hold a 
speci?ed kind of product; and Wherein such holding means 
is further structured and arranged to hold a speci?ed quantity 
of such speci?ed kind of product. 

[0024] Additionally, it provides such a hanger display 
system Wherein such attachment means is selected from the 
folloWing group consisting of: hook means for hooking such 
vertical support means to a Wire grid of the retail merchan 
dise ?Xture; clamp means for clamping such vertical support 
means to the retail merchandise ?Xture; and faceplate means, 
having an aperture and being removably attachable to such 
retail merchandise ?Xture, for attaching such vertical sup 
port means. Also, it provides such a hanger display system 
Wherein such faceplate means is structured and arranged to 
remind a user of the nature and service of the merchandise 
displayed for sale. In addition, it provides such a hanger 
display system Wherein such vertical support means further 
comprises indicia means for displaying indicia. And, it 
provides such a hanger display system Wherein such holding 
means further comprises at least one safety ring. 

[0025] In accordance With another preferred embodiment 
hereof, this invention provides a hanger display system for 
at least one particular retail business location having at least 
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one set of available product-desired-spaces comprising the 
steps of: analyZing data of a plurality of products; alloWing 
space to each such plurality of products; designing displays 
for displaying each such product to each such space; pro 
ducing such displays; Wherein each such display comprises, 
holding means for holding the merchandise; vertical support 
means for supporting such holding means; and attachment 
means for attaching such vertical support means to the 
merchandising ?Xture; Wherein such holding means is struc 
tured and arranged to hold a speci?ed kind of product; and 
Wherein such holding means is further structured and 
arranged to hold a speci?ed quantity of such speci?ed kind 
of product. 

[0026] In accordance With another preferred embodiment 
hereof, this invention provides a hanger display system, used 
in conjunction With a retail merchandising ?Xture, for com 
bined control of inventory and merchandise displayed for 
sale, comprising: a plurality of holders to hold the merchan 
dise; at least one vertical support to support such plurality of 
holders; and at least one attacher to attach such at least one 
vertical support to the merchandising ?Xture; Wherein such 
plurality of holders are structured and arranged to hold a 
speci?ed kind of product; and Wherein such plurality of 
holders are structured and arranged to hold a speci?ed 
quantity of such speci?ed kind of product. 

[0027] Further, it provides such a hanger display system 
Wherein such at least one attacher is selected from the 
folloWing group comprising: at least one hook structured 
and arranged to hook such at least one vertical support to a 
Wire grid of the retail merchandise ?Xture; at least one clamp 
structured and arranged to clamp such at least one vertical 
support to the retail merchandise ?Xture; and at least one 
faceplate, having an aperture and being removably attach 
able to such retail merchandise ?Xture, structured and 
arranged to attach such at least one vertical support. Even 
further, it provides such a hanger display system Wherein 
such at least one faceplate is structured and arranged to 
remind a user of the nature and service of the merchandise 
displayed. 
[0028] Even further, it provides such a hanger display 
system, Wherein such attachment means comprises: unitary 
display means having at least one front face for displaying 
retail sales indicia and having at least one rear face; and 
Wherein such display means comprises on such at least one 
rear face, clamping means for clamping such display means 
on a portion of a store ?Xture Which is not a horiZontal shelf; 
and attachment means for removably attaching such vertical 
support means. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0029] FIG. 1 is a perspective vieW of a preferred embodi 
ment of the retail display system of the present invention. 

[0030] FIG. 2 is a front vieW of the faceplate of the 
embodiment of FIG. 1. 

[0031] FIG. 3 is a perspective vieW of the mounting 
bracket of the embodiment of FIG. 1. 

[0032] FIG. 4 is a plan vieW of the mounting bracket of 
FIG. 1 shoWing the mounting bracket in an installed posi 
tion on a typical Wood end-cap display. 

[0033] FIG. 5 is a side vieW of the hook strip attachment 
of the retail display system of FIG. 1. 
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[0034] FIG. 6 is a perspective vieW of the hook strip 
attachment shown in FIG. 5. 

[0035] FIG. 7 is a side vieW, partially in section, of the 
preferred embodiment of FIG. 1 illustrating the installation 
of the hook strip attachment to the faceplate. 

[0036] FIG. 8 is a side vieW, partially in section, illustrat 
ing the secure position of the hook strip attachment. 

[0037] FIG. 9 is a perspective vieW of another preferred 
embodiment of the hook strip attachment of the retail 
display system. 

[0038] FIG. 10 is a side vieW, partially in section, of the 
hook strip attachment of FIG. 9. 

[0039] FIG. 11 is a perspective vieW of yet another 
preferred embodiment of a hook strip attachment of the 
retail display system. 

[0040] FIG. 12 is a perspective vieW of a preferred 
embodiment of the mounting bracket of FIG. 1 With addi 
tional set screWs. 

[0041] FIG. 13 is a perspective vieW of the faceplate of 
the retail display system of FIG. 1, shoWing another pre 
ferred embodiment of the mounting bracket. 

[0042] FIG. 14 is a perspective vieW of the faceplate of 
the retail display system of FIG. 1, shoWing a preferred 
embodiment of a label and label position. 

[0043] FIG. 15A is a perspective vieW of the faceplate of 
the retail display system of FIG. 1, shoWing another pre 
ferred embodiment of a label and label position. 

[0044] FIG. 15B is a close-up vieW of the label shoWn in 
FIG. 15A as it Would appear folded over the rear of the 
faceplate shoWn in FIG. 15A. 

[0045] FIG. 16 is a perspective vieW of the faceplate of 
the retail display system of FIG. 1, shoWing yet another 
preferred embodiment of a label type and label position. 

[0046] FIG. 17 is a front vieW shoWing another preferred 
embodiment of the faceplate of the retail display system. 

[0047] FIG. 18 is a front vieW shoWing yet another 
preferred embodiment of the faceplate of the retail display 
system. 

[0048] FIG. 19 is a front vieW shoWing yet another 
preferred embodiment of the faceplate of the retail display 
system. 

[0049] FIG. 20 is a front vieW shoWing yet another 
preferred embodiment of the faceplate of the retail display 
system With yet another preferred embodiment of a label 
type and label position. 

[0050] FIG. 21 is a sectional vieW through the section 
21-21 of FIG. 20. 

[0051] FIG. 22 is a perspective vieW of yet another 
preferred embodiment of the mounting bracket of the retail 
display system. 

[0052] FIG. 23 is a side vieW partially in section of the 
faceplate and hook strip attachment installation procedure of 
the embodiment shoWn in FIG. 22. 
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[0053] FIG. 24 is a perspective vieW of yet another 
preferred embodiment of the mounting bracket of the retail 
display system. 

[0054] FIG. 25 is a side vieW, partially in section, of the 
embodiment of FIG. 24. 

[0055] FIG. 26 is a side vieW partially in section of the 
faceplate and hook strip display installation procedure of the 
embodiment shoWn in FIG. 25. 

[0056] FIG. 27 is a perspective vieW of yet another 
preferred embodiment of the mounting bracket of the retail 
display system. 

[0057] FIG. 28 is a side vieW, partially in section, through 
the embodiment of FIG. 27. 

[0058] FIG. 29 is a perspective vieW of yet another 
preferred embodiment of the mounting bracket of the retail 
display system. 

[0059] FIG. 30 is a perspective vieW of yet another 
preferred embodiment of the faceplate of the present inven 
tion. 

[0060] FIG. 31 is a side section vieW through the embodi 
ment of FIG. 30. 

[0061] FIG. 32 is a perspective vieW shoWing another 
preferred embodiment of a label type and position. 

[0062] FIG. 33 a perspective vieW of yet another preferred 
embodiment of the faceplate of the present invention. 

[0063] FIG. 34 a perspective vieW of yet another preferred 
embodiment of the mounting bracket of the retail display 
system. 

[0064] FIG. 35 is a side vieW, partially in section, of the 
embodiment of FIG. 34. 

[0065] FIG. 36 is a perspective vieW of yet another 
preferred embodiment of the mounting bracket of the retail 
display system. 

[0066] FIG. 37 is a plan vieW, partially in section, through 
the section 37-37 of FIG. 36. 

[0067] FIG. 38 is a perspective vieW of yet another 
preferred embodiment of the faceplate of the present inven 
tion. 

[0068] FIG. 39 is a plan vieW, partially in section, through 
the section 39-39 of FIG. 38. 

[0069] FIG. 40 is a perspective vieW of yet another 
preferred embodiment of the faceplate of the present inven 
tion and another preferred embodiment of the mounting 
bracket of the retail display system. 

[0070] FIG. 41 is a plan vieW, partially in section, of the 
embodiment of FIG. 40. 

[0071] FIG. 42 is a perspective vieW of yet another 
preferred embodiment of the mounting bracket of the retail 
display system. 

[0072] FIG. 43 is a top vieW of the embodiment of FIG. 
42. 

[0073] FIG. 44 is a perspective vieW of yet another 
preferred embodiment of the mounting bracket of the retail 
display system. 
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[0074] FIG. 45 is a side vieW, partially in section, of the 
embodiment of FIG. 44. 

[0075] FIG. 46 is a perspective vieW of the hanger display 
system as used on a retail display system according to a 
preferred embodiment of the present invention. 

[0076] FIG. 47 is a photographic perspective vieW of a 
vertical safety peg display of the retail display system 
according to a preferred embodiment of the present inven 
tion. 

[0077] FIG. 48 is a photographic perspective vieW of a 
vertical strip display comprising a safety ring of the retail 
display system according to a preferred embodiment of the 
present invention. 

[0078] FIG. 49 is a photographic perspective vieW of yet 
another vertical strip display of the retail display system 
according to a preferred embodiment of the present inven 
tion. 

[0079] FIG. 50 is a photographic perspective vieW of a 
vertical safety peg display and specialty hanger of the retail 
display system according to a preferred embodiment of the 
present invention. 

[0080] FIG. 51 is a photographic perspective vieW of 
another vertical safety peg display of the retail display 
system according to a preferred embodiment of the present 
invention. 

[0081] FIG. 52 is a perspective rear vieW of a faceplate 
and installation method for use on the retail display system 
according to a preferred embodiment of the present inven 
tion. 

[0082] FIG. 53 is a perspective vieW of a dispensing rack, 
for dispensing hockey puck-siZed objects, of the retail 
display system according to a preferred embodiment of the 
present invention. 

[0083] FIG. 54 is a side vieW of the FIG. 23 dispensing 
rack, for dispensing hockey puck-siZed objects of the retail 
display system according to a preferred embodiment of the 
present invention. 

DETAILED DESCRIPTION OF A PREFERRED 
EMBODIMENT OF THE INVENTION 

[0084] FIG. 1 is a perspective vieW of a preferred embodi 
ment of the present invention, a retail display system 30 
(embodying herein a store merchandising system for 
increasing density of merchandising of products). The basic 
parts of the retail display system 30 are a faceplate 20 
(embodying herein a unitary display means having a front 
face for displaying retail sales indicia and having a rear face) 
With an integral faceplate rear mounting bracket 22, a 
separate hook strip 26 With separate spaced hooks or clips 28 
and an integral ?at hook 24 for attaching the hook strip 26 
to the faceplate 20. The retail display system 30 is shoWn in 
FIG. 1 attached to a vertical end-piece portion 18 of a 
typical retail store display ?xture 16. 

[0085] Illustrated in FIG. 2 is a preferred embodiment of 
a faceplate 20. Preferably, faceplate 20 may be various siZes 
consisting of a single stamped steel plate (embodying herein 
an essentially ?at surface). It is understood that other suit 
able material may be substituted for steel for suitable 
applications. Further illustrated in FIG. 2, at the bottom of 
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the faceplate 20, centered and approximately 3/s“ above the 
bottom edge 27 of the faceplate, is a faceplate aperture 32, 
embodying herein attachment means for removably attach 
ing a vertical strip display. The faceplate aperture 32 is 
formed such that it comprises a slot 33 (preferably about 1/s“ 
to about 3/16“ in height by about 1/s“ to about 2“ in length With 
1/s“-radiused corners at both ends) formed to ?t the ?at hook 
strip attachment 24 shoWn previously in FIG. 1. In the 
center bottom portion of the slot 33 as illustrated in FIG. 2, 
another aperture 34 is formed in the slot 33 preferably siZed 
such that the aperture 34 Will alloW an about 1A“ round hook 
strip attachment 25 as shoWn in FIG. 9 and described later 
to ?t into aperture 34. 

[0086] Illustrated in FIG. 3 is a perspective vieW shoWing 
a preferred embodiment of the mounting bracket 22 of FIG. 
1, embodying herein clamping means for clamping such 
display means on a portion of a store ?xture, Which is not a 
horiZontal shelf. Preferably, the mounting bracket 22 con 
sists of a “U” shaped bracket Which is Welded to faceplate 
20. In a preferred embodiment, the mounting bracket 22 has 
tWo set screWs 38 Which ?t into set screW apertures 42 and 
are preferably the type that may be tightened by use of an 
“Allen” Wrench. The set screWs are tightened against the 
substrate upon Which the mounting bracket 22 is installed. 
The opening of the mounting bracket 22“U” is variable; 
hoWever, an about 1/2“ to about 4“ opening is preferred in 
order to be mounted over the majority of preferred store 
?xture construction materials. 

[0087] FIG. 4 is a plan vieW of the embodiment of FIG. 
3 shoWn in an installed position on a typical Wood end-cap 
display vertical end piece 18, embodying herein that the 
vertical store ?xture portion comprises a slab. FIG. 4 
illustrates the attachment means provided by the combina 
tion of the mounting bracket 22 (embodying herein connec 
tion means for clamping such display means onto a vertical 
store ?xture portion having a substantially ?xed cross 
section from a top of the portion to a bottom of the portion) 
and a preferred embodiment of tightening the mounting 
bracket 22 to the Wood end-cap display vertical end piece 
18, i.e., using tWo set screWs 38 attached from a single side 
of the mounting bracket 22. There are multiple embodiments 
of the set screW attachments as Will be described further 
beloW. 

[0088] FIG. 5 is a side vieW of a preferred embodiment of 
a ?at hook strip attachment 24 of the retail display system 
30. Preferably, the hook strip 36 comprises a stem 35, 
unitary inconstruction With hook strip attachment 24, Which 
may be round or ?at (but Which is shoWn in FIG. 5 to be 
round) and a ?at hook strip attachment 24 to the present 
invention (embodying herein a unitary vertical strip display 
having an upper end Wherein such upper end comprises a ?at 
hook). The ?at hook strip attachment 24 is preferably a ?at 
metal bar 48 approximately 1/s“ in thickness and about 3/8“ to 
about 2“ in Width. The ?at metal bar 48 extends approxi 
mately 21/2“ to about 4“ in length and is bent in the middle 
With a 180-degree arc/radius 46 to produce a length (pref 
erably about 11/2“ to about 3“) that Will insert into the 
faceplate aperture 32 and be secured from removal during 
installation of the ?at hook strip attachment 24 to the 
faceplate aperture 32. The ?at hook strip attachment 24 is 
manufactured such that it ?ts into the faceplate aperture 32, 
previously illustrated in FIG. 2. 
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[0089] In addition, the ?at hook strip attachment 24 has 
hooks/clips 37 installed along its vertical length for the 
preferred purpose of clipping on merchandise to be dis 
played for sale. These hooks and clips 37 may be spaced at 
assorted intervals to accommodate a variety of packaging 
siZes. When the ?at hook strip attachment 24 is inserted 
through the faceplate aperture 32, and the mounting bracket 
22 is tightened securely against the Wood end-cap display 
vertical end piece 18, the ?at hook strip attachment 24 is 
secured from removal (this faceplate and aperture arrange 
ment embodying herein security means for preventing 
removal of the vertical strip display When such unitary 
display means is clamped so that such attachment means is 
closely adjacent the portion of the store ?xture). The secur 
ing of the ?at hook strip attachment 24 is important as it 
assists in the prevention of theft of the entire hook strip 26. 
The ?at hook strip attachment 24 locks into place as it is 
pinched against the vertical end piece portion 18 and held 
?rmly in place by the faceplate 20. Preferably, for best 
security, the radius of the arc 46 should be under 2“ for most 
applications, With a highly-preferred radius of about 1/8“ 
(embodying herein that such ?at hook comprises an approXi 
mately 180-degree bend having a radius of less than 1/2“ and 
preferably about 1/s“). FIG. 6 is a perspective vieW of the 
preferred embodiment of a ?at hook strip attachment 24 
shoWn in FIG. 5, further illustrating the component parts of 
a preferred embodiment of a ?at hook strip attachment 24 as 
described above. 

[0090] FIG. 7 illustrates the installation method of the ?at 
hook strip attachment 24 to the faceplate 20 of the mounting 
bracket 22 using the faceplate aperture 32 (embodying 
herein slot means for receiving a ?at hook). The mounting 
bracket 22 is placed at about 45 degrees to the perpendicular 
?at hook strip attachment 24 Which is then inserted through 
the faceplate aperture 32 until the ?at hook strip attachment 
24 is resting on the point of the 180 degree radius 46. As 
further illustrated in FIG. 8, the preferable connection of the 
hook strip attachment 24 and the mounting bracket 22 is 
When both the mounting bracket 22 and hook strip attach 
ment 24 are resting connected through the faceplate aperture 
32 and are perpendicular to the ground. When connected in 
the above described manner, the mounting bracket 22 is then 
attached to a store display vertical end-piece 18. The ?rst 
described embodiment of such attachment is shoWn as tWo 
set screWs tightly screWed-in to the store ?Xture vertical 
end-piece 18. The con?guration of the perpendicular parts 
provides an attachment of the mounting bracket 22, face 
plate 20, and hook strip attachment 24 such that the hook 
strip attachment 24 cannot be removed Without the entire 
mounting bracket 22 being removed. This is important as 
theft of the hook strips and the contents is an industry 
problem for this type of display. 
[0091] FIG. 9 is a perspective vieW of another preferred 
embodiment of the hook strip attachment 25 of the retail 
display system. In this preferred embodiment, the hook strip 
attachment 25 is preferably round consisting of approXi 
mately a 3“ diameter round metal hook, about 21/2“ to about 
4“ in length. The hook strip attachment 25 is a hook strip 
Widely available and utiliZed by those knoWledgeable in the 
art. The preferable connection of the hook strip attachment 
25 and the mounting bracket 22 is When both the mounting 
bracket 22 and hook strip attachment 25 are resting con 
nected through the faceplate aperture 32 and are perpen 
dicular to the ground. In this embodiment, the hook strip 
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attachment 25 is installed using aperture 34. As illustrated in 
FIG. 9, round aperture portion 34 is structured and arranged 
to alloW a 1A“ round hook strip attachment 25 to be installed 
in the faceplate aperture 32. When connected in the above 
described manner, the mounting bracket 22 is then attached 
to a store display vertical endpiece 18. The embodiment of 
such attachment is shoWn as tWo set screWs tightly screWed 
in to the store ?Xture vertical endpiece 18. The con?guration 
of the perpendicular parts provides an attachment of the 
mounting bracket 22, faceplate 20, and hook strip attach 
ment 25 such that the hook strip attachment 25 cannot be 
removed Without the entire mounting bracket 22 being 
removed. This is an improvement over the previous art in 
this area for this type of hook strip as the present invention 
deters theft of the hook strip. 

[0092] FIG. 10 is a side vieW, partially in section, of the 
hook strip attachment of FIG. 9. FIG. 10 further illustrates 
the attachment of aperture 34, an about 1A“ round hook strip 
attachment 25 installed in the faceplate aperture 32 and 
through aperture 34, an about 3“ hole matching the thickness 
of the hook strip attachment 25. Preferably, the installation 
in this manner provides a secure connection of the hook strip 
25 to the faceplate 20. FIG. 10 also illustrates the preferred 
“Allen Wrench” type set screW face 39 shoWn in side vieW 
and mounted in a preferable location on the mounting 
bracket 22. 

[0093] FIG. 12 illustrates another preferred embodiment 
of the mounting bracket 23. This preferred embodiment of 
the mounting bracket 23 consists of a “U” shaped bracket 
Which is preferably Welded to faceplate 20. There are four 
set screWs 38 used to tighten the bracket 23 to the vertical 
store ?Xture portion 18 (see FIG. 10). Preferably, tWo set 
screWs 38 are positioned on each side of mounting bracket 
23. The four set screWs 38 ?t into set screW apertures 42 and 
are preferably the type that may be tightened by use of an 
“Allen” Wrench, matching the set screW face 39 previously 
shoWn in FIG. 10. The four set screW 38 embodiment is 
preferable When the various hook strip embodiments are to 
display heavier types of merchandise. 

[0094] FIG. 11 illustrates yet another preferred embodi 
ment of a hook strip attachment, an “S” hook 40. Preferably, 
“S” hook 40 is made of about 3“ of rounded Wire and is 
inserted into aperture 34 of the faceplate 20. The loWer end 
of “S” hook 40 attaches to yet another embodiment of the 
hook strip, a plastic “card strip”44. “S” hook 40 has a top 
portion Which hooks into the faceplate 20 and loWer portion 
Which has a hook end 41. Hook end 41 is used to attach a 
plastic card strip 44 to the present invention. The card strip 
44 is not neW to the art and is another device commonly used 
to display merchandise, usually in pre-packaged plastic 
bags. In this embodiment, the attaching of the card strip 44 
to a ?Xture for display, and the labeling of the items on the 
retail display system 30, is an improvement on the current 
art. 

[0095] The present invention provides other improve 
ments in the display of the labeling, including display of 
common types of bar code labels, advertising labels, and 
pricing labels. These display improvements and their 
embodiments are described beloW as a part of the retail 
display system 30. 

[0096] FIG. 13 is a perspective vieW of a preferred 
embodiment of the faceplate of the retail display system 30 
















